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1  Scope 

Note:  Nothing in  this standard supercedes appl icable laws and regulations.  

Note:  In  the event of conflict between the English and domestic language,  the English language shal l  take 
precedence.  

1 .1  Purpose/Material  Description.  Fluid  that is composed of base stock and additive package-High Viscosity 
Index,  friction modified,  anti -wear hydraul ic oi l .  I t is intended primarily for use for lubrication and hydraul ic 
actuation purpose in  power steering systems.  

1 .1 .1  Fluid shal l  be free from  water sediment,  acid,  particulates,  or other substances detrimental  to proper 
function and performance of the system in which it is used.  

1 .1 .2 Fluid  shal l  be free from Benzenamine,  N-phenyl-,  Styrene,  2,4,4-Trimethylpentene (BNST).  

1 .2 Symbols.  Not appl icable.  

1 .3 Applicability.  This fluid  is to be used in  GM Power Steering and other specified  applications.  

1 .4 Remarks.  None.  

2 References 

Note:  Only the latest approved standards are appl icable unless otherwise specified.  

2.1  External Standards/Specifications.  

ASTM D92 ASTM D445 ASTM D892 ASTM D2983 

ASTM D97 ASTM D61 1  ASTM D2270 ASTM D3945 

ASTM D1 30 ASTM D665 ASTM D2272 ASTM D4951  

2.2 GM Standards/Specifications.  

GMW3059 GMW3359 GMW1 4444 GMW1 6853 

GMW3221     

2.3 Additional  References.  

2.3.1  Approved Products.  Imperial -7555 (IMP–7555).  

3 Requirements 

3.1  Requirements on Test Specimens.  Reference GMW3221 .  

3.2 Emissions Testing of Interior Materials and Parts.  For al l  Code E designated parts per GMW1 4444,  
reference GMW1 6853 for emissions testing of interior materials and parts.  

3.3 Fluid  Properties.  See Table 1 .  
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Table 1 :  Fluid  Properties 

Properties Requirement Test Methods 

Flash Point 1 75 °C Minimum ASTM D92 

Fire Point 1 90 °C Minimum ASTM D92 

Brookfield  Viscosity at-40 °C 40 000 cP Maximum ASTM D2983 

Kinematic Viscosity at +40 °C 50.0 cSt Maximum ASTM D445 

Kinematic Viscosity at +1 00 °C 7.0 cSt Minimum ASTM D445 

Shear Stabil i ty,  Kinematic 
Viscosity at +1 00 °C 

5.74 cSt Minimum ASTM D3945,  Procedure A 
(20 passes)  

Viscosity Index 1 60 Minimum ASTM D2270 

Anil ine Point 90.5 °  to 1 00 °C ASTM D61 1  

Pour Point -42 °C Maximum ASTM D97 

Corrosion and Rust Preventing 
Characteristics 

No Rust ASTM D665,  Procedure A 
(-24 h) 

Foaming characteristics Sequence I :  50 mL/0 mL,  Maximum 

Sequence I I :  50 mL/0 mL,  Maximum 

Sequence I I I :  50 mL/0 mL,  Maximum 

ASTM D892 

Oxidation Stabil i ty 200 minutes minimum ASTM D2272 

Copper Strip Corrosion 
Resistance 

3A rating maximum ASTM D1 30 (1  h/1 50 °C) 

Miscibi l ity No separation or color change GMW3359 

Zinc,  Elemental  40 ppm  to 60 ppm ASTM D4951  

Phosphorus,  Elemental  200 ppm minimum ASTM D4951  

Note:  ppm = parts per mi l l ion.  
Note:  Other procedures of equivalent scope and precision may be used provided correlation has been  established.  

 

3.4 Performance Requirements.  

3.4.1  Any material  approved against this specification must pass steering system and/or component 
performance and durabi li ty testing as specified by the Materials Engineering and Product Development 
Engineering.  

3.4.2 Any material  approved against this specification must pass steering system and/or component elastomer 
compatibi l ity testing as specified  by Materials Engineering.  

3.5 All  materials suppl ied  to this standard must comply with  GMW3059,  Restricted and Reportable 
Substances,  including the requirement to obtain a GM-approved International  Material  Data System (IMDS) 
submission.  

4 Manufacturing  Process 

Not applicable.   
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