SECTION 1

General Information

This section includes a brief description of the technical
activities of the Gas Processors Association (GPA) and the Gas
Processors Suppliers Association (GPSA). It includes a compi-
lation of current GPA standards, publications, and Research
Reports, a glossary of terms used in the gas processing industry
and several tables of common conversion factors and equiva-
lents. At the end of the Section is a listing of other technical as-
sociations and societies that publish codes, standards and other
information pertinent to the natural gas processing industry.

GPA TECHNICAL ACTIVITIES

The Gas Processors Association is an international orga-
nization with a membership of about 100 companies, each of
which is engaged in one or more functions of the natural gas
and gas processing industry, including: natural gas production,
gathering and processing; production of natural gas liquids
(NGLs); volume transport or further processing of natural gas
or gas liquids; or other commerce in natural gas or gas liquids.
Its principal functions include the advancement of gas process-
ing technology through development and promulgation of inter-
national standards for NGL product specifications, test meth-
ods, measurement, and handling. In addition, GPA sponsors
basic research in thermodynamic and transport properties of
natural gases, gas liquids, synthetic gases, and related process
stream components. The dissemination of GPA technology is ac-
complished through publication of industry standards, research
reports, and computer programs. This technology is developed
in response to industry needs by a technical committee organi-
zation with the following structure and responsibilities:

Technical Committee

The parent body responsible for assessing the technological
needs of the gas processing industry, establishing priorities, as-
signing problems to appropriate working sections, and review-
ing results and recommendations of sections as needed.

The seven working sections of the Technical Committee
are:

Section A, Facilities Design and Optimization —
Maintains a continuing study of all phases of gas processing de-
sign (process, mechanical, electrical, instrumentation) of broad
industry interest; this responsibility does not include analytical
methods nor basic data on product properties, but does include
onstream process and plant control instrumentation.

Section B, Analysis — Studies and develops analytical
procedures and methods to improve accuracy and reliability of
test methods and data to meet the needs of the gas processing
industry. All of the industry’s sampling procedures, specifica-
tion test methods, and analytical standards have issued from
this section.

Section C, Specifications — Maintains existing product
specifications, and generates new and revised specifications in

Full document details: GPSA E01 2012

response to changing industry and market needs. All U.S. and
many international specifications for LP-gas and other NGL
products are based on the work of this section.

Section F, Technical Data Development — Monitors
the status, availability, and reliability of thermodynamic and
physical property data needed for design and operation of
natural gas and gas processing facilities. This section identifies
industry needs for pertinent data, develops research projects
to provide needed data, and supervises research to meet those
needs. The section also evaluates new correlations and com-
puter models for calculation and application of thermodynamic
and physical properties applicable to natural gas processing
and transport.

Primary responsibility for initiation and supervision of
thermodynamic and physical properties research is vested in
two steering committees comprised of highly qualified and ex-
perienced specialists.

Section H, Product Measurement and Handling —
Monitors measurement data and correlations for both natural
gas and natural gas liquids, and reviews handling procedures for
gas liquids, including underground storage technology. The sec-
tion initiates improvements in standards for accurate measure-
ment and safe handling of both natural gas and gas liquids.

Section M, Operations and Maintenance — This Sec-
tion was formed to assist member companies in addressing and
resolving their operations and maintenance issues, and to be a
forum where such issues on gas gathering and processing can
be discussed. It is anticipated that the results of this committee
can supplement the programs of the GPA Regional Meetings.

GPSA TECHNICAL ACTIVITIES

The Gas Processors Suppliers Association is an affiliated
organization of approximately 350 companies that cater to the
supply and service needs of the natural gas producing and
processing industry. The principal technical function of GPSA
is to publish GPA and other technical information through the
GPSA Engineering Data Book. In addition, technical experts
from GPSA companies participate in GPA technical committee
activities described above, and also provide valuable support
and counsel in directing thermodynamic research and techni-
cal data development for the advancement of the industry’s
technology.

Editorial Review Board

The Editorial Review Board for the Engineering Data Book
is the single GPSA technical committee. The Board is composed
of recognized experts from both GPA and GPSA member com-
panies, and is responsible for the continuing review and revi-
sion of the Engineering Data Book to assure that it meets the
needs of the natural gas processing industry with the latest
data and technology.
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FIG. 1-1
Typical Components of Industry Streams

DEFINITIONS OF WORDS AND TERMS
USED IN THE GAS PROCESSING
INDUSTRY

Absorber

A tower or column that provides contact between natural gas,
being processed and a liquid solvent.

Absorption
The operation in which one or more components in the gas
phase are transferred to (absorbed into) a liquid solvent.

Absorption factor

A factor which is an indication of the tendency for a given gas
phase component to be transferred to the liquid solvent. It is
generally expressed as A = L/KV where L and V are the molar
flows of liquid and vapor, and K is the average value of the va-
por-liquid equilibrium constant for the component of concern.

Absorption oil
A hydrocarbon liquid used to absorb and recover components
from the natural gas being processed.

Acid gas
The hydrogen sulfide and/or carbon dioxide contained in, or ex-
tracted from, gas or other streams.

Adiabatic expansion

The expansion of a gas, vapor, or liquid stream from a higher
pressure to a lower pressure in which there is no heat transfer
between the gas, vapor, or liquid and the surroundings.

Adsorbent
A solid substance used to remove components from natural gas
being processed.

Adsorption
The process by which gaseous components are adsorbed on sol-
ids because of their molecular attraction to the solid surface.

Amine (alkanolamine)

Any of several liquid compounds containing amino nitrogen
generally used in water solution to remove, by reversible chem-
ical reaction, hydrogen sulfide and/or carbon dioxide from gas
and liquid hydrocarbon streams.
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API Gravity

An arbitrary scale expressing the relative density of liquid pe-
troleum products. The scale is calibrated in degrees API, calcu-
lated by the following formula:

Deg API = { 141.5

R R
v (60°F/60°F) }

y = relative density

Associated gas
Gaseous hydrocarbons occuring as a free-gas phase under original
oil-reservoir conditions of temperature and pressure.

Atmospheric pressure

The pressure exerted on the earth by the earth’s atmosphere.
A pressure of 760 mm of mercury, 29.92 inches of mercury, or
14.696 psia is used as a standard for some measurements. State
regulatory bodies have set other standards for use in measuring
the legal volume of gas. Atmospheric pressure may also refer to
the absolute ambient pressure at any given location.

Barrel

A common English-unit measure of liquid volume which, in the
petroleum industry, equals 42 U.S. liquid gallons for petroleum
or natural gas liquid products measured at 60°F and equilib-
rium vapor pressure. One barrel equals 0.159 cubic meters, or
6.29 barrels per cubic meter (See Fig. 1-2).

Blanket gas

A gas phase maintained in a vessel containing liquid to protect
the liquid against air contamination, to reduce the hazard of
explosion, or to maintain pressure of the liquid. The source of
the gas is external to the vessel.

Blow case

A small vessel in which liquid is accumulated and then forced
from the vessel by applying gas or air pressure above the liquid
level.

Blowdown

The act of emptying or depressuring a vessel. This may also re-
fer to discarded material, such as blowdown water from a boiler
or cooling tower.
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Boilaway test
Sometimes used to describe the GPA weathering test for LP-
gas. Refer to definition for “weathering test”.

Bottoms

The liquid or residual matter which is withdrawn from the bot-
tom of a fractionator or other vessel during processing or while
in storage.

B-P mix

A liquefied hydrocarbon product composed chiefly of butanes
and propane. If it originates in a refinery, it may also contain
butylenes and propylene. More specifically, it conforms to the

GPA specifications for commercial B-P mixes as described in
GPA Standard 2140.

Breathing

The movement of vapor in or out of an atmospheric pressure
storage tank because of a change of level of the stored liquid, a
change in the temperature of the vapor space above the liquid,
or a change of atmospheric pressure.

BS&W (basic sediment and water)
Waste that collects in the bottom of vessels and tanks contain-
ing petroleum or petroleum products.

Bubble point
The temperature at a specified pressure at which the first sta-
ble vapor forms above a liquid.

Butane, commercial

A liquefied hydrocarbon consisting predominately of butane
and/or butylene and which conforms to the GPA specification
for commercial butane defined in GPA Standard 2140.

Butane, normal

In commercial transactions, a product meeting the GPA speci-
fications for commercial butane and, in addition, contain-
ing a minimum of 95 liquid volume percent normal butane.
Chemically, normal butane is an aliphatic compound of the
paraffin series having the chemical formula C4H;, and having
all of its carbon atoms joined in a straight chain.

Calorimeter
An apparatus which is used to determine the heating value of
a combustible material.

Carbonyl sulfide

A chemical compound of the aldehyde group containing a car-
bonyl group and sulfur (COS). Sometimes a contaminant in
natural gas and NGL. It may need to be removed in order to
meet sulfur specifications.

Casinghead gas

Unprocessed natural gas produced from a reservoir containing
oil. It contains heavier hydrocarbon vapors and is usually pro-
duced under low pressure from a casing head on the well.

Charcoal test

A test standardized by the Gas Processors Association and the
American Gas Association for determining the natural gasoline
content of a given natural gas. The gasoline is adsorbed from
the gas on activated charcoal and then recovered by distilla-
tion. The test is prescribed in Testing Code 101-43, a joint pub-
lication of AGA and GPA.

Chromatography

A technique for separating a mixture into individual compo-
nents by repeated adsorption and desorption on a confined solid
bed. It is used for analysis of natural gas and NGL.
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Claus process
A process to convert hydrogen sulfide into elemental sulfur by
selective oxidation.

Compressibility factor

A factor, usually expressed as “Z,” which gives the ratio of the
actual volume of gas at a given temperature and pressure to the
volume of gas when calculated by the ideal gas law.

Compression ratio

The ratio of the absolute discharge pressure from a compressor
to the absolute intake pressure. Also applies to one cylinder of
a reciprocating compressor and one or more stages of a rotating
compressor.

Condensate

The liquid formed by the condensation of a vapor or gas; spe-
cifically, the hydrocarbon liquid separated from natural gas
because of changes in temperature and pressure when the gas
from the reservoir was delivered to the surface separators. In a
steam system it may be water that is condensed and returned
to the boilers.

Convergence pressure

The pressure at a given temperature for a hydrocarbon system
of fixed composition at which the vapor-liquid equilibrium K-
values of the various components in the system become, or tend
to become, unity. The convergence pressure is used to adjust
vapor-liquid equilibrium K-values to the particular system un-
der consideration. (See TP-22)

Copper strip test

A test using a small strip of pure copper to determine quali-
tatively the hydrogen sulfide corrosivity of a product. Refer to
GPA LP-gas copper strip test (Copper Strip Method), ASTM
D-1838 test procedure.

Cricondenbar

The highest pressure at which liquid and vapor phases can ex-
ist at equilibrium in a multicomponent system.
Cricondentherm

The highest temperature at which liquid and vapor phases can
exist at equilibrium in a multicomponent system.

Critical density

The density of a substance at its critical temperature and criti-
cal pressure.

Critical pressure

The vapor pressure of a substance at its critical temperature.

PRESSURE

CRICONDENTHERM

TEMPERATURE
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Critical temperature
For a pure component, the maximum temperature at which the
component can exist as a liquid.

Cryogenic plant

A gas processing plant which is capable of producing natural
gas liquid products, including ethane, at very low operating
temperatures, usually below minus 50°F.

Cubic meter

A unit of volume measurement commonly used in international
commerce for petroleum, petroleum products and natural gas.
One cubic meter measured at 60°F = 264.172 U.S. gallons =
6.29 barrels = 35.315 cubic feet measured at 60°F.

Deaerator

An item of equipment used for removing air or other non-con-
densible gases from a process stream or from steam condensate
or boiler feed water.

Debutanizer

A fractionator designed to separate butane (and more volatile
components if present) from a hydrocarbon mixture.

Dehydration
The act or process of removing water from gases or liquids.

Demethanized product
A product from which essentially all methane and lighter mate-
rials have been removed.

Demethanizer
A fractionator designed to separate methane (and more volatile
components if present) from a hydrocarbon mixture.

Depropanizer
A fractionator designed to separate propane (and more volatile
components if present) from a hydrocarbon mixture.

Desiccant

A substance used in a dehydrator to remove water and mois-
ture. Also a material used to remove moisture from the air.

Desulfurization
A process by which sulfur and sulfur compounds are removed
from gases or liquid hydrocarbon mixtures.

Dew point

The temperature at any given pressure, or the pressure at any
given temperature, at which liquid initially condenses from a
gas or vapor. It is specifically applied to the temperature at
which water vapor starts to condense from a gas mixture (wa-
ter dew point), or at which hydrocarbons start to condense (hy-
drocarbon dew point).

Distillation

The process of separating materials by successively heating
to vaporize a portion and then cooling to liquefy a part of the
vapor. Materials to be separated must differ in boiling point
and/or relative volatility.

Doctor test

A qualitative method for detecting hydrogen sulfide and mer-
captans in NGL. The test distinguishes between “sour” and
“sweet” products.

Dry gas

(1) Gas whose water content has been reduced by a dehydra-
tion process. (2) Gas containing little or no hydrocarbons com-
mercially recoverable as liquid product. Gas in this second defi-
nition preferably should be called lean gas.
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End point
The maximum temperature observed on the thermometer dur-
ing an ASTM distillation test.

EP-mix (ethane-propane mix)
A product consisting of a mixture of essentially ethane and pro-
pane.

Expansion turbine

A device which converts part of the energy content of a gas or
liquid stream into mechanical work by expanding the gas or
liquid through a turbine from which work is extracted.

Extraction

The process of transferring one or more components from one
liquid phase to another by virtue of different solubility in the
two liquids. It is also used to indicate removal of one or more
constituents from a stream.

Field separator
A vessel in the oil or gas field for separating gas, hydrocarbon
liquid, and water from each other.

Flash point

The lowest temperature at which vapors from a hydrocarbon
liquid will ignite. See ASTM D-56.

Fractionation

See definition of “distillation.” Generally used to describe sepa-

ration of a mixture of hydrocarbons into individual products
based on difference in boiling point and/or relative volatility.

Freeze valve
A specially constructed and calibrated valve designed and used

solely for determining the water content in propane product.
See ASTM D-2713.

Gas constant (R)

The constant multiplier in the Ideal Gas Law. Numerically,
R=PVIT, if V is the volume of one mole of an ideal gas at tem-
perature T and pressure P.

Gas hydrate
Refer to definition of “hydrate”.

Gas injection

The injection of natural gas into a reservoir to maintain or in-
crease the reservoir pressure or reduce the rate of decline of the
reservoir pressure.

Gas lift

A method for bringing crude oil or water to the surface by in-
jecting gas into the producing well bore.

Gas-oil ratio (GOR)

The ratio of gas to liquid hydrocarbon produced from a well.
This may be expressed as standard cubic feet of gas per barrel
of stock tank liquid.

Gas processing

The separation of constituents from natural gas for the purpose
of making salable products and also for treating the residue gas
to meet required specifications.

Gas processing plant

A plant which processes natural gas for recovery of natural gas
liquids and sometimes other substances such as sulfur.

Gas-well gas
The gas produced or separated at surface conditions from the
full well stream produced from a gas reservoir.
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Gas-well liquids
The liquid separated at surface conditions from the full well
stream produced from a gas reservoir.

Gathering system
The network of pipelines which carry gas from the wells to the
processing plant or other separation equipment.

gpm/GPM

(1) gpm (gallons per minute): The term used to describe the rate
of flowing fluid in gallons per minute. (2) GPM — Preferably
Gal/Mcf (gallons per thousand cubic feet): This term refers to
the content in natural gas of components which are recoverable
or recovered as liquid products.

Heat medium (heating medium)

A material, whether flowing or static, used to transport heat
from a primary source such as combustion of fuel to another
material. Heating oil, steam, and an eutectic salt mixture are
examples of heat mediums.

Heating value (heat of combustion)

The amount of heat obtained by the complete combustion of a
unit quantity of material. The gross, or higher, heating value
is the amount of heat obtained when the water produced in the
combustion is condensed. The net, or lower, heating value is
the amount of heat obtained when the water produced in the
combustion is not condensed.

Heavy ends

The portion of a hydrocarbon mixture having the highest boil-
ing point. Usually hexanes or heptanes and all heavier hydro-
carbons are the heavy ends in a natural gas stream.

Hexanes plus (or heptanes plus)

The portion of a hydrocarbon fluid mixture or the last compo-
nent of a hydrocarbon analysis which contains the hexanes (or
heptanes) and all hydrocarbons heavier than the hexanes (or
heptanes).

Hydrate
A solid material resulting from the combination of a hydrocar-
bon with water under pressure.

Immiscible
Liquids that will not mix nor blend to give homogeneity are
said to be immiscible.

Ideal gas (also called “perfect” gas)

A gas that obeys the ideal gas law expressed as PV=RT, see
Fig. 1-4.

Inerts

Elements or compounds not acted upon chemically by the sur-
rounding environment. Nitrogen and helium are examples of
inert constituents of natural gases.

Isobutane

In commercial transactions, a product meeting the GPA speci-
fication for commercial butane and, in addition, containing a
minimum of 95 liquid volume percent isobutane. Chemically, a
hydrocarbon of the paraffin series with the formula C4H;, and
having its carbon atoms branched.

Jacket water

Water which fills, or is circulated through, a casing which par-
tially or wholly surrounds a vessel or machine element in order
to remove, add, or distribute heat in order to control the tem-
perature within the vessel or element.
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Joule-Thomson effect

The change in gas temperature which occurs when the gas is
expanded at constant enthalpy from a higher pressure to a
lower pressure. The effect for most gases at normal pressure,
except hydrogen and helium, is a cooling of the gas.

Lead acetate test
A method for detecting the presence of hydrogen sulfide by dis-

coloration of paper which has been moistened with lead acetate
solution. See ASTM D-2420.

Lean gas

(1) The residue gas remaining after recovery of natural gas lig-
uids in a gas processing plant. (2) Unprocessed gas containing
little or no recoverable natural gas liquids.

Lean oil

Absorption oil as purchased or recovered by the plant, or oil
from which the absorbed constituents have been removed.
Lift gas

Gas used in a gas lift operation.

Light ends

The low-boiling, easily evaporated components of a hydrocar-
bon liquid mixture.

Light hydrocarbons

The low molecular weight hydrocarbons such as methane, eth-
ane, propane and butanes.

LNG (liquefied natural gas)

The light hydrocarbon portion of natural gas, predominately
methane, which has been liquefied.

Loading rack

A structural and piping installation alongside a railroad track
or roadway used for the purpose of filling railroad tank cars or
transport trucks.

LPG (liquefied petroleum gas)

Predominately propane or butane, either separately or in mix-
tures, which is maintained in a liquid state under pressure
within the confining vessel.

LP-gas (liquefied petroleum gas)

Refer to definition of “LPG”.

LRG (liquefied refinery gas)

Liquid propane or butane produced by a crude oil refinery. It
may differ from LP-gas in that propylene and butylene may be
present.

LTX (low temperature extraction unit)

A unit which uses the cooling of a constant enthalpy expansion
to increase liquid recovery from streams produced from high
pressure gas condensate reservoirs. Also called LTS (low tem-
perature separation) unit.

Mecf

An abbreviation for one thousand cubic feet of gas.

MMcf
An abbreviation for one million cubic feet of gas.

Mercaptan
Any of a homologous series of compounds of the general for-
mula RSH. All mercaptans possess a foul odor.

Miscible flood
A method of secondary recovery of fluids from a reservoir by
injection of fluids that are miscible with the reservoir fluids.
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Natural gas

Gaseous form of petroleum. Consisting predominately of mix-
tures of hydrocarbon gases. The most common component is
methane.

Natural gasoline

A mixture of hydrocarbons, mostly pentanes and heavier, ex-
tracted from natural gas, which meets vapor pressure, end
point, and other specifications for natural gasoline as adopted
by the GPA. See GPA Standard 3132.

Natural gas processing plant
Term used for gas processing plant, natural gasoline plant,
gasoline plant, etc.

NGL (natural gas liquids)

Natural gas liquids are those hydrocarbons liquefied at the
surface in field facilities or in gas processing plants. Natural
gas liquids include ethane, propane, butanes, and natural gaso-
line.

Odorant

An odoriferous compound added to natural or LP-gas to impart
a distinctive odor for detection of fugitive vapors. Ethyl mercap-
tan is the most widely used odorant for LP-gas, while tertiary
butyl mercaptan, usually mixed with small amounts of other
compounds, is the predominant odorant for natural gas.

Oil-well gas
Gas that is produced from an oil well.

On-stream factor
The percentage of time a unit is on-stream.

Operating factor
The percentage of time a unit is performing the function for
which it was designed.

Outage
The vapor volume in a liquid vessel left for liquid expansion.
Sometimes referred to as ullage.

Packaged unit

A shop-assembled group of equipment and accessories which
needs only foundations, inlet and outlet piping, and utility con-
nections to make an operating unit.

Packed column

A fractionation or absorption column filled with packing de-
signed to give the required contact between the rising vapors
and the descending liquid.

Peak shaving

The use of non-conventional fuels to supplement the normal
supply of pipeline gas during periods of extremely high de-
mand.

Pentane-plus

A hydrocarbon mixture consisting of isopentane (CsHjz) and
heavier components with higher boiling points.

Pigging

A procedure for forcing a device through a pipeline for cleaning
purposes, separating products, or inspecting the line.

Pipeline gas
Gas which meets a transmission company’s minimum specifi-
cations.

Propane
A normally gaseous paraffinic compound (C3Hg). The term in-

cludes all products covered by GPA specifications for commer-
cial and HD-5 propane. See GPA Standard 2140.

Full document details: GPSA E01 2012

Propane, commercial

A liquefied hydrocarbon product consisting predominately of
propane and/or propylene and which conforms to the GPA spec-
ification for commercial propane as defined in GPA Standard
2140.

Propane HD-5
A special grade of propane consisting predominately of propane

and which conforms to the GPA specification for HD-5 propane
as defined in GPA Standard 2140.

Raw gas
Unprocessed gas, or the inlet gas to a gas processing plant.

Raw mix liquids
A mixture of natural gas liquids prior to fractionation. Also
called “raw make”.

Real gas

A gas that does not obey the ideal gas law. Instead its behavior
is expressed as PV = zZRT where z is the compressibility factor
and z # 1.0. For an ideal gas z = 1.0, see Fig. 1-4.

Recovery
That percent or fraction of a given component in the plant feed
which is recovered as plant product.

Recycle
Return of part of a process stream to a point upstream from
where it was removed to enhance recovery or control.

Reflux

In fractionation, the portion of condensed overhead returned to
the column to enhance achievable purity of the overhead prod-
uct.

Reflux ratio

A way of giving a relative measurement to the volume of reflux.
Usually referred either to the feed or overhead product.

Relative density (See specific gravity)

Relief system
The system for safely relieving excess pressure to avoid exceed-
ing equipment design pressure.

Residue

The material which remains after a separation process. (1)
Residue gas is that gas remaining after the recovery of liquid
products. (2) Residue may also be the heaviest liquid or solid
remaining after distillation or reclaiming process.

Retrograde condensation (vaporization)

Condensation or vaporization that is the reverse of expected
behavior. Condensation caused by a decrease in pressure or an
increase in temperature. Vaporization caused by an increase in
pressure or a decrease in temperature.

Rich gas

Gas feed to a gas processing plant for liquid recovery.

Rich oil

The oil leaving the bottom of an absorber. It is the lean oil plus
the absorbed constituents.

RVP (Reid Vapor Pressure)

The vapor pressure of a material measured by the Reid Method
and apparatus as detailed in ASTM Test Procedure D-323.

s & w (See bs&w)

Saturated compounds
Hydrocarbon compounds having no unsaturated carbon va-
lence bonds. Natural gas and natural gas liquids are mixtures
of saturated compounds.
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Saturated liquid

Liquid which is at its boiling point or is in equilibrium with a
vapor phase in its containing vessel.

Saturated vapor

Vapor at its dew point.

scf (standard cubic feet)
Gas volume at standard temperature and pressure.

Shrinkage
The reduction in volume of a gas stream by removal of some of
its constituents such as for recovered products, fuel, or losses.

SNG (Synthetic or Substitute Natural Gas)
The gas product resulting from the gasification of coal and/or
gas liquids or heavier hydrocarbons.

Solution gas
Gas which originates from the liquid phase in an oil reservoir.

Sour
Liquids and gases are said to be “sour” if they contain hydrogen
sulfide, carbon dioxide, and/or mercaptans above a specified
level. Tt also is used to refer to the feed stream to a sweetening
unit.

Sour gas

Gas containing undesirable quantities of hydrogen sulfide,
mercaptans, and/or carbon dioxide. It also is used to refer to
the feed stream to a sweetening unit.

Specific gravity

The ratio of the mass of a given volume of a substance to that of
another equal volume of another substance used as standard.
Unless otherwise stated, air is used as the standard for gases
and water for liquids, with the volumes measured at 60°F and
standard atmospheric pressure.

Splitter

A name applied to fractionators, particularly those separating
isomers (e.g., butane splitter refers to a tower producing most
of the isobutane in the feed as overhead and most of the normal
butane in the feed as bottoms).

Sponge absorbent
An absorbent for recovering vapors of a lighter absorbent that is
used in the main absorption process of a gas processing plant.

Stabilized condensate
Condensate that has been stabilized to a definite vapor pres-
sure in a fractionation system.

Stabilizer
A fractionation column designed to reduce the vapor pressure
of a liquid stream.

Stage separation system
A system of separators where the liquid portion of the well ef-
fluent is separated from formation gas and flash vapors.

Still

The column where the absorbed product is recovered from the
lean absorption oil. In plants using a low molecular weight ab-
sorption oil, the still is designed as a fractionation column. In
plants using a high molecular weight absorption oil, the still
may use steam or other fluids as stripping medium. Also used
to refer to regenerators in amine treating and glycol dehydra-
tion systems.

Strapping
A term applied to the process of calibrating liquid storage ca-
pacity of storage tanks in increments of depth.
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Stream day
A continuous 24 hour period of plant operation.

Stripper

A column wherein absorbed constituents are stripped from the
absorption oil. The term is applicable to columns using a strip-
ping medium, such as steam or gas.

Stripping factor

An expression used to describe the degree of stripping.
Mathematically, it is KV/L, the reciprocal of the absorption fac-
tor.

Stripping medium

As stated under “stripper”, the medium may be steam, gas,
or other material that will increase the driving force for strip-
ping.

Sulfur

A yellow, non-metallic chemical element. In its elemental state,
it exists in both crystalline and amorphous forms. In many gas
streams, sulfur may be found as volatile sulfur compounds,
such as hydrogen sulfide, sulfur oxides, mercaptans, and car-
bonyl sulfide. Reduction of the concentration of these gaseous
sulfur compounds is often necessary for corrosion control and
possibly for health and safety reasons.

Sulfur dioxide (SO;)

A heavy, colorless, suffocating gas that is chemically an oxide
of sulfur. Conversion of the gaseous sulfur oxides to sulfur is
necessary for corrosion control, for health and safety reasons,
and for complying with governmental standards.

Sweet

Gas containing essentially no objectionable sulfur compounds.
Also, treated gas leaving a sweetening unit.

Sweet gas

Gas which has no more than the maximum sulfur and/or CO,
content defined by (1) the specifications for the sales gas from
a plant; (2) the definition by a legal body. Also, the treated gas
leaving a sweetening unit.

Temperature correction factor

A factor for correcting volume at a given temperature to that at
a specific reference temperature. Reference temperature most
commonly used in the petroleum industry is 60°F.

Therm
A unit of gross heating value equivalent to 100,000 Btu.

Tonne

A unit of mass measurement, commonly used in international
petroleum commerce; an expression for the metric ton, or 1000
kilograms.

Trayed column

A vessel wherein gas and liquid, or two essentially immiscible
liquids, are contacted, usually counter-currently on trays. Also
refer to packed column.

Turboexpander
Refer to definition of “expansion turbine.”

Ullage (See outage)

Unsaturated compounds

Hydrocarbon compounds having one or more unsaturated va-
lence bonds, i.e., ethylene, propylene. These compounds are not
found in natural gas streams or gas liquids because of their
relatively high chemical reactivity. Unsaturates are produced
by a thermal cracking or chemical reaction and can be found in
synthetic gas (SNG) or light refinery gases (LRG).
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Vapor pressure (true vapor pressure)

The pressure exerted by the equilibrium vapor of a liquid when
confined in a closed previously evacuated tank or test appara-
tus.

Vapor pressure gasoline
A descriptive phrase for natural gasoline meeting a specified
vapor pressure.

Vapor pressure, GPA
Vapor pressure as specified by GPA procedures.

Vapor recovery
Equipment or process for the recovery of desired components
from stock tank vapors or vapors from some other source.

Volatile sulfur
An obsolete term referring to sulfur compounds that will vapor-
ize readily (See sulfur).

Weathering

The evaporation of liquid caused by exposing it to the conditions
of atmospheric temperature and pressure. Partial evaporation
of liquid by use of heat may also be called weathering.

Weathering test
A GPA test for LP-gas for the determination of heavy compo-
nents in a sample by evaporation under specified conditions.

Weight in air
Weight compared to a standard with no correction for air buoy-
ancy.

Wellhead

The assembly of fittings, valves, and controls located at the sur-
face and connected to the flow lines, tubing, and casing of the
well so as to control the flow from the reservoir.

Wet gas

(1) A gas containing water, or a gas which has not been dehy-
drated. (2) A term synonymous with rich gas. Refer to defini-
tion of “rich gas”.

Wobbe number

A number proportional to the heat input to a burner at constant
pressure. In British practice, it is the gross heating value of a
gas divided by the square root of its gravity. Widely used in
Europe, together with a measured or calculated flame speed, to
determine interchangeability of fuel gases.

Wobbe No. = __GHV
V(MW/28.9625)
CONVERSION FACTORS

Energy Units Conversion

In these tables, factors for conversion, including conversions
to the International System of Units (SI), are based on ASTM
Standard for Metric Practice, E380-91. The latest edition of this
publication should be studied for more detail on the SI system,
including definitions and symbols.

In calculating derived factors in the tables that follow, exact
conversions were used, when available, rather than the 7-digit
round-offs listed in ASTM E380 conversion tables. Derived fac-
tors given below are rounded to the same number of significant
digits as the source factors.

In any conversion of fundamental measurement units, some
confusion may result due to redefinition of units used in ear-
lier tables. For example, in 1959 a small refinement was made
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in the definition of the yard, which changed its length from
3600/3937 meter (or 1 inch = 25.4000508 mm) to 0.9144 m ex-
actly (or 1 inch = 25.4 mm exactly). The tables below are based
on the new definition, but one should be aware that where U.S.
land measurements are concerned, the old relationship applies.
Refer to ASTM E380-91, note 13, for more detail.

Confusion may arise in the definition of units for heat or en-

ergy. In the tables below, the Btu (IT) and calorie (IT) are used.
These are the heat units recommended by the International
Conference on the Properties of Steam, as defined:

1 Btu (IT) = 1055.055 852 62 joule (exactly)
1 Calorie (IT) = 4.186 800 joule (exactly)

For information only, other definitions that may be used

elsewhere:

1 Btu (Mean) = 1055.87 joule

1 Btu (39 °F) = 1059.67 joule

1 Btu (60 °F) = 1054.68 joule

1 Btu (Thermochemical) = 1054.350 joule

1 calorie (Mean) = 4.190 02 joule

1 calorie (15 °C) = 4.185 80 joule

1 calorie (20 °C) = 4.181 90 joule

1 calorie (Thermochemical) = 4.184 000 joule

The fundamental relationship between the Btu and the

calorie:

gram-pound relationship

Fahrenheit-Celsius scale relationship
Btu x 453.592 29 = calorie (IT, mean, or other)
1.8

1 therm = 100,000 Btu = 105.5056 x 10° J
=105,505.6 kJ = 1.055 056 x 10° kJ.
(Btu denotes British Thermal Units)
(ref: Physical Properties of Natural Gases,
Gas Unie, 1988 p. 23)

1 decatherm = 1,000,000 Btu = 1 MMBtu = 10° Btu
1 thermie = 1 Mcal (15 °C) = 4.1858 x 104 J
1 terajoule = 1 TJ = 1 x 10 Joule

Gas Volume Relationships

Gas volume are commonly referred to in “standard” or “normal”
units.

Standard conditions commonly refers to gas volumes measured

15 °C and 101.3250 kPa
60 °F and 14.696 psia

These P & T conditions are often indicated as Standard

Temperature and Pressure, abbreviated to STP. However stan-
dard conditions can refer to other combinations of pressure and
temperature as might be agreed between gas buyer and seller.
There is no internationally accepted standard for STP. In 1980
GPA adopted 15 °C, 101.3250 kPa (abs) as standard conditions
for ST units. Thus standard molar volumes are:

23.645 std m*/kmol at 15 °C (288.15 K), 101.3250 kPa.
GPA SI standard conditions.

379.49 std ft*1b mol at 60 °F (519.67 °R), 14.696 psia.
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FIG. 1-2
Conversion Factor Tables

Velocity
(Length/unit of time)
ft/sec ft/min Miles/hr (U.S. Statute) m/sec m/min km/hr
1 60 0.6818182 0.3048 18.288 1.09728
0.01666667 1 0.01136364 5.08 x 107 0.3048 0.018288
1.466667 88 1 0.44704 26.8224 1.609344
3.280840 196.8504 2.236936 1 60 3.6
0.05468066 3.280840 0.03728277 0.016667 1 0.06
0.9113444 54.68066 0.6213712 0.2777778 16.66667 1
Energy
ft-Ibg kgy-m Btu (IT) kilo-calorie (IT) Hp-hr kilowatt-hr kilo-joule
1 0.1382550 1.285068 x 107% 3.238316 x 107 5.050505 x 1077 3.766161 x 1077 1.355818 x 1078
7.233014 1 9.294911 x 107 2.342278 x 107 3.653037 x 1078 2.724070 x 107 9.806650 x 107
778.1692 107.5858 1 0.2519958 3.930148 x 107* 2.930711 x 107 1.055056
3088.025 426.9348 3.968321 1 1.559609 x 10~ 1.163 x 107 4.1868
1980000 273744.8 2544.434 641.1865 1 0.7456999 2684.520
2655224 367097.8 3412.142 859.8452 1.341022 1 3600.000
737.5621 101.9716 0.9478171 0.2388459 3.725061 x 10°* 2.777778 x 107* 1
Length
Inches Feet Yards Miles (U.S. Statute) millimeters meters
1 0.08333333 0.02777778 1.578283 x 10°° 25.4 0.0254
12 1 0.3333333 1.893939 x 10™* 304.8 0.3048
36 3 1 5.681818 x 107* 914.4 0.9144
63360. 5280 1760 1 1609344 1609.344
0.03937008 3.280840 x 107 1.093613 x 107 6.213712 x 1077 1 0.001
39.37008 3.280840 1.093613 6.213712 x 10~ 1000 1
Area
Sq inches Sq feet Sq yards Acres Sq miles (U.S. Statute) Sq meters Hectares
1 6.944444 x 107 7.716049 x 107 1.594225 x 1077 2.490977 x 1071 6.4516 x 107 6.4516 x 107°
144 1 0.1111111 2.295684 x 107 3.587006 x 107® 9.290304 x 1072 9.290304 x 10°°
1296 9 1 2.066116 x 10™* 3.228306 x 1077 0.8361274 0.8361274 x 107*
6272640. 43560. 4840. 1 0.0015625 4046.856 0.40468560
4014489600 27878400 3097600. 640 1 2589988. 258.9988
1550.0031 10.76391 1.195990 2.471054 x 107™* 3.861022 x 1077 1 1x10*
1.5500 x 107 107639.1 11959.90 2.471054 3.861022 x 1073 10000 1
Capacity-volume
Cu inches Cu feet Cu yards Liters Cu meters U.S. gallons Imp. gallons Barrels (42 U.S. gal)
1 5.787037 x 107 2.143347 x 107° 0.01638706 1.638706 x 107 4.329004 x 107 3.604649 x 107 1.030715 x 10~
1728 1 0.03703704 28.31685 0.02831685 7.480520 6.228833 0.1781076
46656 27 1 764.5549 0.7645549 201.9740 168.1784 4.808905
61.02374 0.03531467 1.307951 x 107 1 0.001 0.2641720 0.2199692 6.289810 x 1073
61023.74 35.31467 1.307951 1000 1 264.1720 219.9692 6.289810
231.0000 0.1336806 4.951132 x 107 3.785412 0.003785412 1 0.8326739 2.380952 x 1072
277.4196 0.1605437 5.946064 x 1072 4.546092 0.004546092 1.200950 1 0.02859406
9702.001 5.614584 0.2079475 158.9873 0.1589873 42 34.97230 1
1-9
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