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A I Approval of an American National Standard requires verification by ANSI that the
merican . > Y
requirements for due process, consensus and other criteria for approval have been met

National by the standards developer.

Standard Consensus is established when, in the judgement of the ANSI Board of Standards
Review, substantial agreement has been reached by directly and materially affected
interests. Substantial agreement means much more than a simple majority, but not nec-
essarily unanimity. Consensus requires that all views and objections be considered,
and that a concerted effort be made toward their resolution.

The use of American National Standards is completely voluntary; their existence does
not in any respect preclude anyone, whether he has approved the standards or not,
from manufacturing, marketing, purchasing, or using products, processes, or proce-
dures not conforming to the standards.

The American National Standards Institute does not develop standards and will in no
circumstances give an interpretation of any American National Standard. Moreover, no
person shall have the right or authority to issue an interpretation of an American
National Standard in the name of the American National Standards Institute. Requests
for interpretations should be addressed to the secretariat or sponsor whose name
appears on the title page of this standard.

CAUTION NOTICE: This American National Standard may be revised or withdrawn at
any time. The procedures of the American National Standards Institute require that
action be taken periodically to reaffirm, revise, or withdraw this standard. Purchasers of
American National Standards may receive current information on all standards by call-
ing or writing the American National Standards Institute.
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Foreword (Not part of Standard)

Purpose and aims of the Hydraulic Institute

The purpose and aims of the Hydraulic Institute are to promote the advancement of the pump manufacturing indus-
try and further the interests of the public and to this end, among other things:

a) Develop and publish standards.

b) Address pump systems.

¢) Expand knowledge and resources.
d) Educate the marketplace.

e) Advocate for the industry.

Purpose of Standards and Guidelines

a) Hydraulic Institute Standards and Guidelines are adopted in the public interest and are designed to help elimi-
nate misunderstandings between the manufacturer, the purchaser, and/or the user and to assist the purchaser
in selecting and obtaining the proper product for a particular need.

b) Use of Hydraulic Institute Standards and Guidelines is completely voluntary. Existence of Hydraulic Institute
Standards does not in any respect preclude a member from manufacturing or selling products not conforming
to the standards.

Definition of a Standard of the Hydraulic Institute
Quoting from Article XV, Standards, of the By-Laws of the Institute, Section B:

“An Institute Standard defines the product, material, process or procedure with reference to one or more of
the following: nomenclature, composition, construction, dimensions, tolerances, safety, operating charac-
teristics, performance, quality, rating, testing and service for which designed.”

Definition of a Hydraulic Institute Guideline

A Hydraulic Institute Guideline is not normative. The guideline is tutorial in nature, to help the reader better under-
stand the subject matter.

Comments from users

Comments from users of this standard will be appreciated, to help the Hydraulic Institute prepare even more useful
future editions. Questions arising from the content of this standard may be directed to the Technical Director of the
Hydraulic Institute. If appropriate, the inquiry will then be directed to the appropriate technical committee for provi-
sion of a suitable answer.

Revisions

American National Standards of the Hydraulic Institute are subject to constant review, and revisions are under-
taken whenever it is found necessary because of new developments and progress in the art. If no revisions are
made for five years, the standards are reaffirmed using the ANSI canvass procedure.

Disclaimer

This document was prepared by a committee of the Hydraulic Institute and approved by following ANSI essential
requirements. Neither the Hydraulic Institute, Hydraulic Institute committees, nor any person acting on behalf of the
Hydraulic Institute: 1) makes any warranty, expressed or implied, with respect to the use of any information, appa-
ratus, method, or process disclosed in this document or guarantees that such may not infringe privately owned
rights; 2) assumes any liabilities with respect to the use of, or for damages resulting from the use of, any informa-
tion; apparatus, method, or process disclosed in this guideline. The Hydraulic Institute is in no way responsible for
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any consequences to an owner, operator, user, or anyone else resulting from reference to the content of this docu-
ment, its application, or use.

This document does not contain a complete statement of all requirements, analyses, and procedures necessary to
ensure safe or appropriate selection, installation, testing, inspection, and operation of any pump or associated
products. Each application, service, and selection is unique with process requirements that shall be determined by
the owner, operator, or its designated representative.

Units of measurement

Metric units of measurement are used, and corresponding US customary units appear in parentheses. Charts,
graphs, and sample calculations are also shown in both metric and US customary units. Because values given in
metric units are not exact equivalents to values given in US customary units, it is important that the selected units
of measure to be applied be stated in reference to this standard. If no such statement is provided, metric units shall
govern.

Consensus

Consensus for this American National Standard was achieved by use of the canvass method. The following organi-
zations, recognized as having an interest in the standardization of pumps, were contacted prior to the approval of
this revision of the standard. Inclusion in this list does not necessarily imply that the organization concurred with the
submittal of the proposed standard to ANSI.

DuPont Outotec
Flowserve Parametrix
Fluid Sealing Association Patterson Pump Company
Hydraulic, Measurement, and Inspection Consulting, Peerless Pump/Grundfos
LLC Rotating Equipment Repair, Inc.
Kemet Inc. Stantec
Las Vegas Valley Water District Syncrude Canada
Leistritz Advanced Technologies Corp Weir Floway, Inc.

Committee list

Although this standard was processed and approved for submittal to ANSI by the canvass method, a working com-
mittee met many times to facilitate its development. At the time it was developed, the committee had the following
members:

Chair — Randy Bennett, Leistritz Advanced Technologies Corp.
Vice-chair — Nick Gryskiewicz, Boerger LLC

Committee members Company
David G. McKinstry Pumps Positive
Bernhard Wessendorf Boerger LLC
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HI Rotary Pump Tests — 2016

3.6 Rotary pump tests

This standard recognizes various performance test levels designed to permit a reasonable selection of tests, toler-
ances, and accuracy requirements appropriate for the application and the customer’s needs.

Tests of rotary pumps that conform to the requirements of this standard shall be designated as tests conducted in
accordance with the Hydraulic Institute Test Standards. Types of performance tests are defined in Section 3.6.2.

These standards apply to rotary pump tests only, unless stated otherwise. Recorded data and the final report may
include information on drives and auxiliary equipment, and must be identified as such.

The type of test performed and the auxiliary equipment to be used (purchaser’s driver, gearbox, etc.) should be
agreed on in writing by all interested parties before the test.

It is the intent of this standard to offer testing procedures to be used by all testing facilities. It is not the intent to limit
or restrict tests to only those described herein. Variations in test procedures may exist without violating the intent of
this standard. Exceptions may be taken to the provisions of this standard if properly agreed on by the parties
involved without sacrificing the validity of the applicable parts of the standard.

Because pumps are used to handle different liquids or liquid/solid mixtures, it is necessary to limit this standard to
the testing of pumps with readily available test liquids. For other than normal test liquids, some methods and proce-
dures not outlined herein may be required.

The objective of the standard is to establish a uniform method for determining a pump’s ability to perform satisfac-
torily both mechanically and hydraulically. The quantitative values observed and recorded will depend on the type
of test specified. The quantitative indices are the same for a particular type of test no matter what type of pump is
specified.

3.6.1 Scope

This standard recognizes four types of performance tests for rotary pumps and provides procedures for conducting
and reporting test data. The test levels have been designed to permit selection of tolerances and accuracy appro-
priate for the application and the customer’s needs. It does not include vibration or acoustical testing.

3.6.2 Type of performance test

The test types below apply to tests on liquids.

| Il 1] v
Internal quality- Speed Speed Speed
assurance test Pressure Pressure Pressure

Power Rate of Flow Rate of Flow
Power

Type lll and IV have two levels of acceptance for the quantitative values. The level of test is to be Level A unless
otherwise specified by the user. Refer to Sections 3.6.4.4 and 3.6.4.5.

Optional tests: Hydrostatic test and net positive inlet pressure required test are separate tests and are described in
Sections 3.6.5 and 3.6.6.

3.6.3 Terminology
The following terms, symbols, units, abbreviations, and definitions are used to designate test parameters or are

used in connection with pump testing. For symbols and terminology, and subscripts, refer to Tables 3.6.3a and
3.6.3b, respectively.
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3.6.3.1 Rated condition point

Rated condition point applies to the operating conditions, rate of flow, pressure, viscosity, speed, and power, and is
to be confirmed by performance testing.

3.6.3.2 Displacement (D)

The displacement of a rotary pump is the volume displaced per revolution of the rotor(s). It may be calculated from
the physical dimensions of the pumping elements, or it may be determined empirically as the volume of fluid
pumped per revolution at zero differential pressure. In pumps incorporating one or more rotors operating at differ-
ent speeds, it is the volume displaced per revolution of the driving rotor. The standard unit of displacement is cubic
centimeter (cubic inch) per revolution. A variable displacement pump shall be rated at its maximum displacement.

3.6.3.3 Rate of flow (Q)

The rate of flow of a rotary pump is the volumetric quantity of fluid actually delivered per unit of time, including both
the liquid and any dissolved or entrained gases, at stated operating conditions.

In the absence of any vapor entering or forming within the pump, rate of flow is equal to the volume displaced per
unit of time, less slip.

3.6.3.4 Speed (n)

The speed of a rotary pump is the number of revolutions per minute of the rotor(s). In pumps incorporating two or
more rotating elements operating at different speeds, it is the speed of the driving rotor.

3.6.3.5 Slip (9)
Slip is the quantity of fluid that leaks through internal clearances of a pump per unit of time. It is dependent on the
internal clearances, the differential pressure, the characteristics of the fluid handled, and, in some rare cases, on

the speed.

Slip is determined from the following equation:

(metric units) S = (ﬁ) -Q
A X

Dn) Q

(US customary units) S = (ﬁ -

3.6.3.6 Pump volumetric efficiency (n,)

The pump volumetric efficiency is ratio of the actual pump rate of flow to the displacement. The formula for comput-
ing volumetric efficiency in percent is:

N 16.7x103Q
(metric units) n, = —Dbn x 100
(US customary units) n,, = 2%—1no>< 100
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3.6.3.7 Pressure (p)

HI Rotary Pump Tests — 2016

Pressure is the compressive stress in a liquid at a given point. It has the units of force per unit area. Pressure mea-
surements relative to atmosphere will be positive or negative.

3.6.3.8 Absolute pressure (p,)

The absolute pressure (p,) is the algebraic sum of gauge pressure (pg) and barometric pressure (pp) and may be
defined as pressure above zero pressure absolute.

Table 3.6.3a — Symbols and terminology

us Conversion
Symbol Term Metric Unit Abbr. Customary Unit Abbr. Factor?
A Area square millimeter mm? | square inch in® 645.2
D Displacement cubic centimeter/revolution | cm®/rev | cubic inch/revolution in%/rev 16.39
d Diameter millimeter mm inch in 25.4
A (delta) | Difference dimensionless — dimensionless — 1
1 (eta) Efficiency percent Y% percent Y% 1
F Force newton N pound-force Ibf 4.448
g Gravitational meter/second squared m/s®> | foot/second squared ft/s? 0.3048
acceleration
v (gamma) | Specific weight kilonewton/cubic meter kN/m3 | pound/cubic foot Ib/ft3 0.157
h Head meter m foot ft 0.3048
n Speed revolution/minute rpm revolution/minute rem 1
NPIPA Net positive inlet bar absolute bara pound/square inch psia 0.06895
pressure avail. absolute
NPIPR | Net positive inlet bar absolute bara pound/square inch psia 0.06895
pressure required absolute
v (nu) Kinematic viscosity | millimeter squared/second mm?/s | Saybolt Second SSU | 0.216 @ 100
(centistoke) Universal® °Fand > 70
cSt (325
SSu)°
T pi=3.1416 dimensionless — dimensionless — 1
p Pressure bar bar pound/square inch psi 0.06895
P Power kilowatt kW horsepower hp 0.7457
Q Rate of flow cubic meter/hour m3h | US gallon/minute gpm 0.2271
(capacity)
S Specific gravity dimensionless — dimensionless — 1
S Slip cubic meter/hour m3/h US gallon/minute gpm 0.2271
t Temperature degree Celsius °C degree Fahrenheit °F (°F=32) x g
T (tau) | Torque newton-meter Nem pound-foot [beft 1.356
v Velocity meter/second m/s foot/second ft/s 0.3048
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HI Rotary Pump Tests — 2016

Table 3.6.3a — Symbols and terminology (continued)

us Conversion
Symbol Term Metric Unit Abbr. Customary Unit Abbr. Factor?
Exponent none none none none 1
z Elevation of gauge | meter m foot ft 0.3048
(distance above or
below datum)
& Conversion factor x US customary units = metric units.
b mm?/s = cSt. SSU is the common US customary unit and conversion factor instructions are given.
¢ Refer to ASTM 2161 for < 70 ¢St (< 325 SSU).
Table 3.6.3b — Subscripts
Subscript Term Subscript Term
a Absolute OA Overall unit
b Barometric p Pump
d Outlet (discharge) s Inlet (suction)
g Gauge t Theoretical
im Intermediate mechanism v Velocity, volumetric
m Metering vp Vapor pressure
max Maximum w Water
min Minimum z Elevation
mot Motor

3.6.3.9 Gauge pressure (pg)

The pressure energy of the liquid determined by a pressure gauge or other pressure-measuring device relative to
atmospheric pressure at the test site. The barometric pressure (pp) shall be zero gauge pressure.

3.6.3.10 Datum

The pump’s datum is the reference plane or centerline of the pump inlet from which the elevations of gauges and
NPIP are measured. The datum serves as the reference of pressure measurements taken during test.

3.6.3.11 Elevation pressure (p2)

The potential energy of the liquid due to the elevation of the centerline of the pressure gauge or liquid surface

above the datum, expressed as equivalent pressure. It is positive when the gauge or liquid surface is above the
datum and negative when the gauge or liquid surface is below the datum.

(metric units) p, = + 9.8 x 102sZ

z

(US customary units) p, = + 0.433sZ

z

3.6.3.12 Elevation head (2)

The vertical distance from the centerline of the pressure gauge or liquid surface to the datum.

4

Copyright Hydraulic Institute
Provided by IHS

No reproduction or networking permitted without license from IHS

Full document details: HI 3.6 2016

Hydraulic Institute Standards, Copyright © 1997-2016, All Rights Reservea

Documents

Document Sharing Hub

Licensee=Bechtel Corp Loc 2-8 11-13/9999056100, User=albin, mack

Not for Resale, 01/11/2017 12:43:19 MST


http://www.avadocuments.com/doc/hi-3-6-2016
http://www.avadocuments.com/doc/hi-3-6-2016

