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1. PURPOSE 

 
1.1 The purpose of this standard is to establish a generally acceptable standard for unitary 

extruded dual containment piping systems intended to convey acid waste or other 
special wastes. Due to the nature of the liquid waste materials disposed of in acid waste 
and special waste systems, 40 CFR §264.193, as well as many local jurisdictions require 
that piping used to convey such systems be protected by providing secondary 
containment and leak detection around the carrier (product) piping system. A solution 
often used by architects and engineers involves specifying a pipe within a pipe 
arrangement where the carrier pipe is concentrically housed within a protective 
containment pipe housing. The space between the two pipes can then be monitored for 
leaks by various manual or automatic methods. It is intended to serve as a guide for 
producers, distributors, architects, code officials, contractors, installers and end users; to 
promote understanding regarding materials, manufacture, installation and performance, 
and to provide a means for identifying devices complying with this standard. 

 
1.2 The provisions of this standard are not intended to prevent the use of any alternate 

material or method of construction provided that any such alternate meets the intent of 
this standard. 

 
2. SCOPE 

 
2.1 This standard serves to supplement the provisions of the Uniform Plumbing Code, 

Section 811.0 “Chemical Wastes”, as well as standards ASTM F 1412, F 1673, and D 
3311 referenced in Chapter 14 of the Uniform Plumbing Code and ISO 4065 of the 
International Organization for Standardization. This standard only addresses continuous 
ribbed (unitary extruded) dual containment piping systems. All other types of systems 
are covered in IAPMO IGC 164. 

 
2.2 This standard covers minimum standards for materials used in the construction of carrier 

(product) piping systems and secondary containment housings, and serves to prescribe 
minimum test requirements for the performance of fitting and pipe joints, together with 
marking and identification requirements. 
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3. REFERENCE STANDARDS 
 

ASTM F 1412 Standard Specification for Polyolefin Pipe and Fittings for 
Corrosive Waste Drainage Systems 

ASTM F 1673 Standard Specification for Polyvinylidene Fluoride [PVDF] 
Corrosive Waste Drainage Systems 

ASTM D 3311 Standard Specification for Drain, Waste, and Vent (DWV) Plastic 
Fitting Patterns 

 ISO 4065  Thermoplastic Pipes – Universal Wall Thickness Table 
 
 

4. DEFINITIONS 
 

4.1 Dual Containment Piping - a pipe within a pipe arrangement where the carrier pipe is 
concentrically housed within a protective secondary containment pipe housing. 

 
4.2 Secondary Containment Piping - the outer pipe of a dual containment piping system, 

also referred to as the containment piping. 
 
4.3 Carrier Piping - the inner pipe of a dual containment piping system also referred to as 

primary, product or interior. 
 
4.4 Continuous Ribbed (Unitary Extruded) Pipe - one-piece double-walled pipe that is 

extruded simultaneously. The materials of construction are the same for both the inner 
and the outer piping. The primary (inner) pipe shall be integratal with the secondary 
(containment) pipe via connecting ribs, which are continuous down the entire length of 
each section of pipe. No centralizing clips, spiders, disks, or supports are included in the 
manufacture of the pipe. 

 
 

5. GENERAL REQUIREMENTS 
 
5.1 Carrier piping systems shall consist of listed polyolefin or PVDF piping systems 

manufactured in compliance with the requirements of sections 5.1.1, 5.1.2, 5.1.3, or 
5.1.4. 

 
5.1.1 The requirements of ASTM F 1412. 
 
5.1.2 The requirements of ASTM F 1673. 
 
5.1.3 The performance requirements of ASTM F 1412 and the dimensional requirements for 

PP or PE piping systems of ISO 4065. The performance requirements of ASTM F 1412 
include sections 6.2.9 Traps, 6.3 Chemical Resistance, 6.4 Water Absorption, 6.5 
System Integrity, 6.7 Sealing Rings, 6.8 Flattening, 6.9 Impact Resistance, and 7. 
Workmanship, Finish, and Appearance. 

 
5.1.4 The performance requirements of ASTM F 1673 and the dimensional requirements for 

PVDF piping systems of ISO 4065. The performance requirements of ASTM F 1673 
include sections 6.1.2.8 Traps, 6.2 Chemical Resistance, 6.3 Water Absorption, 6.4 
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