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IAPMO IGC 331-2016 
Rooftop Adjustable Pipe Support Systems 

 
1 Scope  
 
1.1 Scope 
 
1.1.1 This Standard covers rooftop adjustable pipe support systems for installation on flat roof 

surfaces for elevating and securing industrial piping and specifies requirements for materials, 
physical characteristics, performance testing, and markings.  

 
1.1.2 Rooftop adjustable pipe support systems covered by this Standard are between 3 in (76 mm) 

and 10 in (254 mm) in height and consist of a 
(a) Base; 
(b) Riser;  
(c) Saddle; and,  
(d) Self-locking or Nylon strap. 

 
1.2 The requirements of this Standard are not intended to prevent the use of alternative materials 

or methods of construction provided such alternatives meet the intent and requirements of this 
Standard.  

 
1.3 Proposals for amendments to this Standard will be processed in accordance with the standards 

writing procedures of IAPMO. 
 
1.4 The user’s attention is called to the possibility that compliance with this Standard might require 

use of an invention covered by patent rights. By publication of this Standard, no position is taken 
with respect to the validity of any such claim(s) or of any patent rights in connection therewith. 
If a patent holder has filed a statement of willingness to grant a license under these rights on 
reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a 
license, then details can be obtained from IAPMO. 

 
 

2 Reference Publications 
 

This Standard refers to the following publications, and where such reference is made, it shall be 
to the current edition of those publications, including all amendments published thereto.  
 
ASTM D570 Standard Test Method for Water Absorption of Plastics 
ASTM D6865 Standard Classification System and Basis for Specifications for Acrylonitrile–

Styrene–Acrylate (ASA) and Acrylonitrile–EPDM–Styrene (AES) Plastics and 
Alloys Molding and Extrusion Materials 

 
 

3 Abbreviations 
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