
 
 

Industry Standard for 
Polypropylene (PP) DWV Pipe with or 
without a Mineral Filled Core and PP 
Fittings 
 

IAPMO IGC 345-2024 

Full document details: IAPMO IGC 345 2024

http://www.avadocuments.com/doc/iapmo-igc-345-2024
http://www.avadocuments.com/doc/iapmo-igc-345-2024


 

 

IAPMO Standard 
Approval of an IAPMO Industry Standard requires verification by the Standards Review Committee that 
the standard has been developed in accordance with the policies and procedures for standards 
development (S‐001, Standards Development Process, S‐008, Appeals and S‐011, Operation of the 
IAPMO Standards Review Committee). Although IAPMO administers the process and establishes rules to 
promote fairness in achieving consensus, it does not independently test, evaluate, or verify the content 
of standards. 
 
Consensus is established when substantial agreement has been reached by directly and materially 
affected interests. Substantial agreement means much more than a simple majority, but not necessarily 
unanimity. Consensus requires that all views and objections be considered, and that a concerted effort 
be made toward their resolution.  
 
The use of IAPMO Industry Standards is completely voluntary; their existence does not in any respect 
preclude anyone, whether they have approved the standards or not, from manufacturing, marketing, 
purchasing, or using products, processes, or procedures not conforming to the standards.  
 
The Standards Review Committee has final authority on interpretation of any IAPMO Industry Standard. 
Moreover, no person save IAPMO designated staff shall have the right or authority to issue an 
interpretation of an IAPMO Industry Standard in the name of IAPMO. Requests for interpretations 
should be addressed to the secretariat or sponsor whose name appears on the title page of this 
standard. 
 
CAUTION NOTICE: This IAPMO Industry Standard may be revised or withdrawn at any time. The policies 
and procedures require that action be taken periodically to reaffirm, revise, or withdraw this standard. 
Interested stakeholders of IAPMO Industry Standards may receive current information on all standards 
by signing up to receive updates and notices at the IAPMO Standards website 
www.IAPMOstandards.org. 
 
 
Published by  
International Association of Plumbing and Mechanical Officials (IAPMO) 
4755 East Philadelphia Street, Ontario, California, 91761, USA 
1‐800‐854‐2766 • 1‐909‐472‐4100 
 
Visit the IAPMO Online Store at: www.IAPMOstore.org 
Visit the IAPMO Standards website at: www.IAPMOstandards.org 
 
Copyright © 2018‐2024 by International Association of Plumbing and Mechanical Officials (IAPMO) 
All rights reserved. 
 
No part of this publication may be reproduced in any form, in an electronic retrieval system or 
otherwise, without prior written permission of the publisher. 
 
Printed in the United States of America 
 

Full document details: IAPMO IGC 345 2024

http://www.avadocuments.com/doc/iapmo-igc-345-2024
http://www.avadocuments.com/doc/iapmo-igc-345-2024


IAPMO IGC 345‐2024  Polypropylene (PP) DWV Pipe with or without a 
Mineral Filled Core and PP Fittings 

August 2024    i 

 

Contents 
 

Preface 
 

IAPMO Standards Review Committee 
 

1  Scope 
1.1  General 
1.2  Alternative Materials 
1.3  Terminology 
1.4  Units of Measurement 

 

2  Reference Publications 
 

3  Definitions and Abbreviations 
3.1  Definitions 
3.2  Abbreviations 

 

4  General Requirements 
4.1  Materials 
4.2  Dimensions 
4.3  Workmanship 
4.4  Elastomeric Joints 

 

5  Testing Requirements for PP Pipe 
5.1  Melt Flow Rate Index Test 
5.2  Impact Strength Test 
5.3  Pipe Stiffness Test 
5.4  Pipe Flattening Test 

 

6  Testing Requirements for PP Fittings 
6.1  Melt Flow Rate Index Test for Fittings 
6.2  Impact Strength Test 
6.3  Heat Reversion Test 
6.4  Fitting Stiffness Test 

 

7  Markings and Accompanying Literature 
 
   

Full document details: IAPMO IGC 345 2024

http://www.avadocuments.com/doc/iapmo-igc-345-2024
http://www.avadocuments.com/doc/iapmo-igc-345-2024


IAPMO IGC 345‐2024  Polypropylene (PP) DWV Pipe with or without a 
Mineral Filled Core and PP Fittings 

August 2024    ii 

Preface 
 
This is the fifth edition of IAPMO IGC 345, Polypropylene (PP) DWV Pipe with or without a Mineral Filled 
Core and PP Fittings. This Standard supersedes IAPMO 345‐2020a, Polypropylene (PP) DWV Pipe with or 
without a Mineral Filled Core and PP Fittings. The previous editions of this standard are September 
2018, July 2019, April 2020, and August 2020. 
 
This Standard was developed by the IAPMO Standards Review Committee (SRC) in accordance with the 
policies and procedures regulating IAPMO industry standards development, Policy S‐001, Standards 
Development Process. This Standard was approved as an IAPMO Industry Standard on, July 8, 2024. 
 
Notes: 
(1) The use of the singular does not exclude the plural (and vice versa) when the sense allows.  
(2) The use of IAPMO Standards is completely voluntary; their existence does not in any respect preclude anyone, 

whether he has approved the standards or not, from manufacturing, marketing, purchasing, or using products, 
processes, or procedures not conforming to the standards.  

(3) This standard was developed using an open process and in accordance with IAPMO Standards Policy S‐001, 
Standards Development Process, which is available on the IAPMO Standards website 
(www.IAPMOstandards.org).  

(4) During its development, this Standard was made available for public review, thus providing an opportunity for 
additional input from stakeholders from industry, academia, regulatory agencies, and the public at large. Upon 
closing of public review, all comments received were duly considered and resolved by the IAPMO Standards 
Review Committee. 

(5) This Standard was developed in accordance with the principles of consensus, which is defined as substantial 
agreement; consensus implies much more than a simple majority, but not necessarily unanimity. It is consistent 
with this definition that a member of the IAPMO Standards Review Committee might not be in full agreement 
with all sections of this Standard. 

(6) Although the intended primary application of this Standard is stated in its scope, it is important to note that it 
remains the responsibility of the users of the Standard to judge its suitability for their particular purpose. 

(7) IAPMO Standards are subject to periodic review and suggestions for their improvement will be referred to the 
IAPMO Standards Review Committee. To submit a proposal for change to this Standard, you may send the 
following information to the International Association of Plumbing and Mechanical Officials, Attention 
Standards Department, at standards@IAPMOstandards.org or, alternatively, at 4755 East Philadelphia Street, 
Ontario, California, 91761, and include “Proposal for change” in the subject line: 
(a) standard designation (number); 
(b) relevant section, table, or figure number, as applicable; 
(c) wording of the proposed change, tracking the changes between the original and the proposed wording; 

and 
(d) rationale for the change. 

(8) Requests for interpretation should be clear and unambiguous. To submit a request for interpretation of this 
Standard, you may send the following information to the International Association of Plumbing and 
Mechanical Officials, Attention Standards Department, at standards@IAPMOstandards.org or, alternatively, at 
4755 East Philadelphia Street, Ontario, California, 91761, and include “Request for interpretation” in the 
subject line: 
(a) the edition of the standard for which the interpretation is being requested; 
(b) the definition of the problem, making reference to the specific section and, when appropriate, an 

illustrative sketch explaining the question; 
(c) an explanation of circumstances surrounding the actual field conditions; and 
(d) the request for interpretation phrased in such a way that a “yes” or “no” answer will address the issue. 

(9) IAPMO does not “approve”, “rate”, or endorse any item, construction, proprietary device, or activity. 
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(10) IAPMO does not take any position with respect to the validity of any patent rights asserted in connection with 
any items mentioned in this Standard and does not undertake to insure anyone utilizing this Standard against 
liability for infringement of any applicable patents, nor assumes any such liability. Users of this Standard are 
expressly advised that determination of the validity of any such patent rights, and the risk of infringement of 
such rights, are entirely their responsibility. 

(11) Participation by federal or state agency representative(s) or person(s) affiliated with industry is not to be 
interpreted as government or industry endorsement of this Standard. 

(12) Proposals for amendments to this Standard will be processed in accordance with the standards‐writing 
procedures of IAPMO industry standards development, Policy S‐001, Standards Development Process. 
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IAPMO IGC 345‐2024 
Polypropylene (PP) DWV Pipe with or without a 
Mineral Filled Core and PP Fittings 
 
 
1  Scope 
 
1.1  General 

 
1.1.1  This Standard covers DN 40 to DN 200 or 1‐1/2 to 8 NPS polypropylene drain, waste and vent 

(DWV) pipe with or without a mineral filled core and polypropylene fittings intended for use in 
commercial and residential applications and specifies requirements for materials, physical 
characteristics, performance testing, and markings.  

 
1.1.2  PP pipe and fittings covered by this standard include:  

(a) Joints 
i. integral elastomeric ring seal socket; and 
ii. butt fusion; 

(b) PP pipes and fittings joined with components of other plastic and non‐plastic materials; 
(c) Soil and waste discharge pipework for the conveyance of domestic waste waters (low and high 

temperature); 
(d) ventilation pipework associated with; and 
(e) rainwater pipework within the building structure. 

 
1.2  Alternative Materials 

The requirements of this Standard are not intended to prevent the use of alternative materials or 
methods of construction provided such alternatives meet the intent and requirements of this 
Standard.  

 
1.3  Terminology 

In this Standard, 
(a) “shall” is used to express a requirement, i.e., a provision that the user is obliged to satisfy to 

comply with the Standard; 
(b) “should” is used to express a recommendation, but not a requirement; 
(c) “may” is used to express an option or something permissible within the scope of the Standard; 

and 
(d) “can” is used to express a possibility or a capability. 
 
Notes accompanying sections of the Standard do not specify requirements or alternative 
requirements; their purpose is to separate explanatory or informative material from the text. 
Notes to tables and figures are considered part of the table or figure and can be written as 
requirements. 
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1.4  Units of Measurement 

SI units are the primary units of record in global commerce. In this Standard, the inch/pound units 
are shown in parentheses. The values stated in each measurement system are equivalent in 
application, but each unit system is to be used independently. All references to gallons are to U.S. 
gallons. 

 
 

2  Reference Publications 
This Standard refers to the following publications and, where such reference is made, it shall be to 
the current edition of those publications, including all amendments published thereto.  

 
ASTM International 
ASTM D792 
Standard Test Methods for Density and Specific Gravity (Relative Density) of Plastics by 
Displacement 
 
ASTM D1238 
Standard Test Method for Melt Flow Rates of Thermoplastics by Extrusion Plastometer 
 
ASTM D2122 
Standard Test Method for Determining Dimensions of Thermoplastic Pipe and Fittings 
 
ASTM D2444 
Standard Practice for Determination of the Impact Resistance of Thermoplastic Pipe and Fittings by 
Means of a Tup (Falling Weight) 
 
ASTM D2412 
Standard Test Method for Determination of External Loading Characteristics of Plastic Pipe by 
Parallel‐Plate Loading 
 
ASTM D3212 
Standard Specification for Joints for Drain and Sewer Plastic Pipes Using Flexible Elastomeric Seals 
 
ASTM D3311 
Standard Specification for Drain, Waste, and Vent (DWV) Plastic Fittings Patterns 
 
ASTM F477 
Standard Specification for Elastomeric Seals (Gaskets) for Joining Plastic Pipe 
 
ASTM F610/F610M 
Standard Practice for Evaluating the Quality of Molded Poly (Vinyl Chloride) (PVC) Plastic Pipe 
Fitting by the Heat Reversion Technique 
 
ASTM F2389 
Standard Specification for Pressure‐rated Polypropylene (PP) Piping Systems 
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3  Definitions and Abbreviations 
 
3.1  Definitions 

The following definitions shall apply in this Standard: 
 
Copolymer — A polymer derived from more than one species of monomer. 
 
Homopolymer — A polymer derived from one species of monomer. 
 
Virgin Material — Material in a form such as granules or powder that has not been subjected to 
use or processing other than that required for its manufacture and to which no reprocessable or 
recyclable material has been added. 
 
Own Reprocessable Material — Material prepared from rejected unused pipes or fittings, 
including trimmings from the production of pipes and fittings, that will be reprocessed in a 
manufacturer’s plant after having been previously processed by the same manufacturer by a 
process such as molding or extrusion, and for which the complete formulation is known. 
 
External Reprocessable Material — Material comprising either one of the following forms: 
(a) material from rejected unused pipes or fittings or trimmings therefrom, that will be 

reprocessed and that were originally processed by another manufacturer; 
(b) material from the production of unused PP‐products other than pipes and fittings, regardless of 

where they are manufactured. 
 

Recyclable Material — Material comprising either one of the following forms: 
(a) material from used pipes or fittings which have been cleaned and crushed or ground; 
(b) material from used PP‐products other than pipes or fittings which have been cleaned and 

crushed or ground. 
 

3.2  Abbreviations 
The following abbreviations apply in this Standard: 
 
MFR  —  Melt Flow Rate 
PP  —  Polypropylene 
PP‐C  —  Polypropylene Copolymer 
PP‐H  —  Polypropylene Homopolymer 
PP‐M  —  Polypropylene Mineral Filled 
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4  General Requirements 
 
4.1  Materials 

 
4.1.1  Compound 

The compound for pipes and fittings covered by this standard shall be a polypropylene base 
material (homopolymer or copolymer) to which is included additives to facilitate the 
manufacturing process and mineral filling for use in the core.  

 
4.1.2  Reprocessable and Recyclable Material 

In addition to virgin material, the use of the manufacturers own reprocessable material obtained 
during the production and testing of products conforming to this standard shall be permitted. 
Reprocessable or recyclable material from external sources (i.e. external reprocessable material) 
shall not be used. 

 
4.1.3  Class and Melt Flow Rate (MFR)  

 
4.1.3.1  The base material of the pipe and fittings shall be tested and categorized in accordance with the 

intended use and/or class specified in Sections 5.1, 6.1 and Table 1.  
 

4.1.3.2  Pipes and fittings intended for mechanical joining, (e.g. with integral elastomeric ring seal socket) 
shall only be joined together with pipe and fittings that are similarly classed for mechanical joining. 

 
4.1.3.3  Pipe and fittings intended to be assembled using butt fusion joints shall only be joined with 

similarly classed pipe and fittings as found through the results of the MFR test specified in Section 
5.1 and Table 1.  

 
4.1.4  Density  

The density of the compound of the pipe and fittings shall be a minimum of 1.5 g/cc (94 lb/ft3) 
when measured in accordance with ASTM D792.  

 
4.2  Dimensions 

PP Pipe and fitting dimensions shall comply with Appendix A, ASTM F2389, ASTM D3311 or other 
applicable national standards. 
 

4.3  Workmanship 
 
4.3.1  Appearance 

When viewed without magnification the internal and external surfaces of pipes and fittings shall be 
smooth, clean and free from grooving, blistering, impurities, pores and any other surface 
irregularities.  
 

4.3.2  Pipe Ends 
Pipe ends shall be cleanly cut and the ends of pipes and fittings shall be square to each axis. 

 
4.3.3  Color 

PP pipes and fittings covered by this standard shall be uniformly colored throughout their entire 
thickness.  
 

4.4  Elastomeric Joints 
Elastomeric joints shall comply with the applicable testing requirements specified in ASTM D3212. 

Full document details: IAPMO IGC 345 2024

http://www.avadocuments.com/doc/iapmo-igc-345-2024
http://www.avadocuments.com/doc/iapmo-igc-345-2024


IAPMO IGC 345‐2024  Polypropylene (PP) DWV Pipe with or without a 
Mineral Filled Core and PP Fittings 

August 2024    5 

 

5  Testing Requirements for PP Pipe 
 
5.1  Melt Flow Rate Index Test 
 
5.1.1  Test Procedure 

The melt flow rate (MFR) index test shall be conducted in accordance with ASTM D1238, Test 
method A, under the following conditions: 
(a) Test temperature of 230°C (446°F); and 
(b) Loading mass of 2.16 kg (4.762 lbs). 

 
5.1.2  Performance Requirement 

The MFR of pipe shall be:  
(a) ≤ 3.0 g/10 min (0.007 lbs/10 min) for pipe and fittings used with integral elastomeric ring seal 

socket or mechanical joints; and 
(b) as specified in Table 1 for pipe and fittings used for butt fusion joints. 
 

5.2  Impact Strength Test 
 

5.2.1  Test Apparatus 
The test apparatus shall consist of a:  
(a) Tup impact tester; 
(b) 5 Kg (12 lb.) mass for testing sizes ≤ 4 NPS;  
(c) 10 Kg (20 lb.) mass for testing sizes > 4 NPS; 
(d) Tup A; and 
(e) Holder B. 

 
5.2.2  Test Procedure  

The impact resistance test shall be conducted in accordance with ASTM D2444 and as follows: 
(a) Condition the test specimens at 0°C (32°F) for at least 1 hr. prior to testing. 
(b) Conduct the impact test under ambient laboratory conditions as soon as possible or within 60 s 

of removing the test specimen from the conditioning environment. 
(c) Secure the test specimen in the holder. 
(d) Apply an impact force as specified in Table 2, using a: 

(i) 5 Kg (12 lb.) mass for testing pipe sizes ≤ 100 DN or 4 NPS.  
(ii) 10 Kg (20 lb.) mass for testing sizes > 100 DN or 4 NPS. 

(e) Test 10 specimens.  
(i) When 9 or 10 specimens pass, accept the lot.  
(ii) When 4 or more specimens fail, reject the lot.  

(f) When 2 or more specimens of 10 fail, test 10 additional specimens.  
(i) When 17 of 20 specimens tested pass, accept the lot.  
(ii) When 7 or more of 20 fail, reject the lot.  

(g) When 4, 5 or 6 of 20 fail, test 20 additional specimens.  
(i) When 32 of 40 specimens pass, accept the lot.  
(ii) When 9 or more of 40 specimens fail, reject the lot.  
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