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IAPMO Notes 
 
(1) The use of the singular does not exclude the plural (and vice versa) when the sense allows.  
(2) The use of IAPMO Standards is completely voluntary; their existence does not in any respect preclude anyone, 

whether he has approved the standards or not, from manufacturing, marketing, purchasing, or using products, 
processes, or procedures not conforming to the standards.  

(3) This standard was developed using an open process and in accordance with IAPMO Standards Policy S‐001, 
Standards Development Process, which is available on the IAPMO Standards website 
(www.IAPMOstandards.org).  

(4) During its development, this Standard was made available for public review, thus providing an opportunity for 
additional input from stakeholders from industry, academia, regulatory agencies, and the public at large. Upon 
closing of public review, all comments received were duly considered and resolved by the IAPMO Standards 
Review Committee. 

(5) This Standard was developed in accordance with the principles of consensus, which is defined as substantial 
agreement; consensus implies much more than a simple majority, but not necessarily unanimity. It is consistent 
with this definition that a member of the IAPMO Standards Review Committee might not be in full agreement 
with all sections of this Standard. 

(6) Although the intended primary application of this Standard is stated in its scope, it is important to note that it 
remains the responsibility of the users of the Standard to judge its suitability for their particular purpose. 

(7) IAPMO Standards are subject to periodic review and suggestions for their improvement will be referred to the 
IAPMO Standards Review Committee. To submit a proposal for change to this Standard, you may send the 
following information to the International Association of Plumbing and Mechanical Officials, Attention 
Standards Department, at standards@IAPMOstandards.org or, alternatively, at 4755 East Philadelphia Street, 
Ontario, California, 91761, and include “Proposal for change” in the subject line: 
(a) standard designation (number); 
(b) relevant section, table, or figure number, as applicable; 
(c) wording of the proposed change, tracking the changes between the original and the proposed wording; 

and 
(d) rationale for the change. 

(8) Requests for interpretation should be clear and unambiguous. To submit a request for interpretation of this 
Standard, you may send the following information to the International Association of Plumbing and 
Mechanical Officials, Attention Standards Department, at standards@IAPMOstandards.org or, alternatively, at 
4755 East Philadelphia Street, Ontario, California, 91761, and include “Request for interpretation” in the 
subject line: 
(a) the edition of the standard for which the interpretation is being requested; 
(b) the definition of the problem, making reference to the specific section and, when appropriate, an 

illustrative sketch explaining the question; 
(c) an explanation of circumstances surrounding the actual field conditions; and 
(d) the request for interpretation phrased in such a way that a “yes” or “no” answer will address the issue. 

(9) Attention is drawn to the possibility that some of the elements of this Standard may be the subject of patent 
rights. IAPMO is not to be held responsible for identifying any or all such patent rights. Users of this Standard 
are expressly advised that determination of the validity of any such patent rights is entirely their responsibility. 

(10) IAPMO does not take any position with respect to the validity of any patent rights asserted in connection with 
any items mentioned in this Standard, and does not undertake to insure anyone utilizing this Standard against 
liability for infringement of any applicable patents, nor assumes any such liability. Users of this Standard are 
expressly advised that determination of the validity of any such patent rights, and the risk of infringement of 
such rights, are entirely their responsibility. 

(11) Participation by federal or state agency representative(s) or person(s) affiliated with industry is not to be 
interpreted as government or industry endorsement of this Standard. 

 

For IAPMO Staff Use Only. Distribution Prohibited.

Full document details: IAPMO PS 50 2019

http://www.avadocuments.com/doc/iapmo-ps-50-2019
http://www.avadocuments.com/doc/iapmo-ps-50-2019


IAPMO PS 50‐2019  Flush Valves with Dual Flush Device for Water Closets or Water 
Closet Tanks with Integral Flush Valves with a Dual Flush Device 

March 2019    1 

IAPMO PS 50‐2019 
Flush Valves with Dual Flush Device for Water 
Closets or Water Closet Tanks with Integral Flush 
Valves with a Dual Flush Device 
 
 

1  Scope 
 
1.1  General 
 
1.1.1   This Standard covers flush valves with dual flush device for OEM use in water closets and water 

closet tanks with integral flush valves with a dual flush device and specifies requirements for 
materials, physical characteristics, performance testing, and markings. 

 
1.1.2  Devices shall be permitted to be used as a retrofit component when they comply with Table 1. 

Performance may vary since product was not tested on all models of water closets. Water closet 
tanks with integral flush valve shall be permitted to be used as a retrofit component with other 
manufacture’s water closet bowls. Manufacturer of tanks shall provide lists of approved water 
closet bowls. 

 
1.2  Alternative Materials 

The requirements of this Standard are not intended to prevent the use of alternative materials 
or methods of construction provided such alternatives meet the intent and requirements of this 
Standard. 

 
1.3  Terminology 

In this Standard, 
(a) “shall” is used to express a requirement, i.e., a provision that the user is obliged to satisfy to 

comply with the Standard; 
(b) “should” is used to express a recommendation, but not a requirement; 
(c) “may” is used to express an option or something permissible within the scope of the 

Standard; and 
(d) “can” is used to express a possibility or a capability. 
 
Notes accompanying sections of the Standard do not specify requirements or alternative 
requirements; their purpose is to separate explanatory or informative material from the text. 
Notes to tables and figures are considered part of the table or figure and can be written as 
requirements. 

 
1.4  Units of Measurement 

SI units are the primary units of record in global commerce. In this Standard, the inch/pound 
units are shown in parentheses. The values stated in each measurement system are equivalent 
in application, but each unit system is to be used independently. All references to gallons are to 
U.S. gallons. 
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1.5  Amendments 

Proposals for amendments to this Standard will be processed in accordance with the standards‐
writing procedures of IAPMO. 

 
 

2  Reference Publications 
 

This Standard refers to the following publications and, where such reference is made, it shall be 
to the current edition of those publications, including all amendments published thereto. 
 
CSA B45.5/IAPMO Z124  Plastic Plumbing Fixtures 
 
ASME A112.19.2/CSA B45.1  Ceramic Plumbing Fixtures 
ASME A112.19.5/CSA B45.15  Flush valves and spuds for water closets, 

urinals, and tanks 
 
ASME A112.19.14  Six‐Liter Water Closets Equipped with a Dual 

Flushing Device 
 
ASTM A240/A240M  Standard Specification for Chromium and 

Chromium‐Nickel Stainless Steel Plated, Sheet, 
and Strip for Pressure Vessels and for General 
Applications 

 
 

3  Definitions 
 

The following definitions shall apply in this Standard: 
 

Dual Flush Device.  A device to allow the user to flush the water closet with either a small or 
large volume of water.  Only activation by selection of one option by the user, and a release of 
the activation selector, without requiring further action or holding by the user shall be required.   

 
Flush Tank (Gravity Type).  A gravity flush tank is a flushing device that stores a specific quantity 
of water.  When actuated, it discharges the quantity of water (plus some flow through from the 
potable water supply system) into the closet bowl by gravity. 

 
Flush Valve.  A special form of valve used to discharge the water from the tank into a water 
closet. 

 
Water Closet.  A plumbing fixture having a water containing receptor which receives liquid and 
solid body waste and, upon actuation, conveys the waste through an exposed integral trap seal 
into a gravity drainage system. 

 
Mounting Plate. A universal adapter that is supplied by the manufacturer to attach tank with 
the integral flush valve to water closet bowl. 
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4  General Requirements 
 

4.1  Functional Operation 
Flush valves with dual flush device shall be able to fit within the water closet or tank flush 
punching with free movement of all parts.  The user shall be required to activate the functions 
of the valve by activation of the selector control actuator (for no more than one second) and 
release; the selected flush mode shall be completed without requiring further action or by 
holding open the selector control actuator for no more than one second by the user.  

 

4.2  Durability 
The product shall meet the performance requirements of the cycle test in Section 5.1. 

 
4.3  Design 

The flush valve shall meet the applicable sections of ASME A112.19.5/CSA B45.15. 
 

4.4  Tanks 
When supplied, the water closet tanks, which includes components and fill valve, shall comply 
with the requirements in ASME A112.19.2/CSA B45.1 or CSA B45.5/IAPMO Z124. 

 
4.5  Mounting Plate 

When supplied, the water closet tank mounting plate shall be made of a minimum 304 stainless 
steel non‐corrosive alloy complying with ASTM A240/A240M. 
 

4.6  Hydraulic Performance 
Water closets with new devices installed and water closets with integral flush valves shall 
comply with the applicable requirements in ASME A112.19.14and shall be tested with each 
model on the list of approved water closet bowls. 

 
 

5  Testing Requirements 
 
5.1  Cycle Test 
 
5.1.1  Test Procedure.   

The cycle test for flush valves shall be conducted as follows: 
(a) Install the flush valve in a tank which contains a steady supply of water to a manufacturer's 

recommended water level above the flush valve seat or if flush valve is supplied with tank. 
(b) For tanks with integral flush valves, install tank per manufacturer’s installation instructions. 
(c) Begin cycle testing by opening and closing the flush valve assembly as follows: 

(i) Flush 15,000 cycles in full volume flush mode and, after each four full‐flushes, one 
reduced flush shall be made,  

(ii) followed by 60,000 cycles in reduced volume flush mode.  
 
5.1.2  Performance Requirements 

At the completion of the test, the flush valve and dual flush switch / actuator / lever shall show 
no sign of deterioration that would affect performance. They shall function smoothly and shall 
activate with force of 22 N (5 lbf) or less. 
Note: The sample valve shall be tested on only one water closet product sample.  

For IAPMO Staff Use Only. Distribution Prohibited.

Full document details: IAPMO PS 50 2019

http://www.avadocuments.com/doc/iapmo-ps-50-2019
http://www.avadocuments.com/doc/iapmo-ps-50-2019

