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Approval of an IAPMO Industry Standard requires verification by the Standards Review Committee that
the standard has been developed in accordance with the policies and procedures for standards
development (S-001, Standards Development Process, S-008, Appeals and S-011, Operation of the
IAPMO Standards Review Committee). Although IAPMO administers the process and establishes rules to
promote fairness in achieving consensus, it does not independently test, evaluate, or verify the content
of standards.

Consensus is established when substantial agreement has been reached by directly and materially
affected interests. Substantial agreement means much more than a simple majority, but not necessarily
unanimity. Consensus requires that all views and objections be considered, and that a concerted effort
be made toward their resolution.

The use of IAPMO Industry Standards is completely voluntary; their existence does not in any respect
preclude anyone, whether they have approved the standards or not, from manufacturing, marketing,
purchasing, or using products, processes, or procedures not conforming to the standards.

The Standards Review Committee has final authority on interpretation of any IAPMO Industry Standard.
Moreover, no person save IAPMO designated staff shall have the right or authority to issue an
interpretation of an IAPMO Industry Standard in the name of IAPMO. Requests for interpretations
should be addressed to the secretariat or sponsor whose name appears on the title page of this
standard.

CAUTION NOTICE: This IAPMO Industry Standard may be revised or withdrawn at any time. The policies
and procedures require that action be taken periodically to reaffirm, revise, or withdraw this standard.
Interested stakeholders of IAPMO Industry Standards may receive current information on all standards
by signing up to receive updates and notices at the IAPMO Standards website
www.lAPMOstandards.org.
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Preface

This is the ninth edition of IAPMO PS 52, Pump/Dose, Sumps and Sewage Ejector Tanks with or without
a Pump. This Standard supersedes IAPMO PS 52-2019, Pump/Dose, Sumps and Sewage Ejector Tanks
with or without a Pump. The previous editions of this standard are: April 2019, December 2009, 2006,
2005, 2004, 1999, 1996, 1992

This Standard was developed by the IAPMO Standards Review Committee (SRC) in accordance with the
policies and procedures regulating IAPMO industry standards development, Policy S-001, Standards
Development Process. This Standard was approved as an IAPMO Industry Standard on November 15,
2021.

Notes:

(1) The use of the singular does not exclude the plural (and vice versa) when the sense allows.

(2) The use of IAPMO Standards is completely voluntary; their existence does not in any respect preclude anyone,
whether he has approved the standards or not, from manufacturing, marketing, purchasing, or using products,
processes, or procedures not conforming to the standards.

(3) This standard was developed using an open process and in accordance with IAPMO Standards Policy S-001,
Standards Development Process, which is available on the IAPMO Standards website
(www.IAPMOstandards.org).

(4) During its development, this Standard was made available for public review, thus providing an opportunity for
additional input from stakeholders from industry, academia, regulatory agencies, and the public at large. Upon
closing of public review, all comments received were duly considered and resolved by the IAPMO Standards
Review Committee.

(5) This Standard was developed in accordance with the principles of consensus, which is defined as substantial
agreement; consensus implies much more than a simple majority, but not necessarily unanimity. It is consistent
with this definition that a member of the IAPMO Standards Review Committee might not be in full agreement
with all sections of this Standard.

(6) Although the intended primary application of this Standard is stated in its scope, it is important to note that it
remains the responsibility of the users of the Standard to judge its suitability for their particular purpose.

(7) IAPMO Standards are subject to periodic review and suggestions for their improvement will be referred to the
IAPMO Standards Review Committee. To submit a proposal for change to this Standard, you may send the
following information to the International Association of Plumbing and Mechanical Officials, Attention
Standards Department, at standards@IAPMOstandards.org or, alternatively, at 4755 East Philadelphia Street,
Ontario, California, 91761, and include “Proposal for change” in the subject line:

(a) standard designation (number);

(b) relevant section, table, or figure number, as applicable;

(c) wording of the proposed change, tracking the changes between the original and the proposed wording;
and

(d) rationale for the change.

(8) Requests for interpretation should be clear and unambiguous. To submit a request for interpretation of this
Standard, you may send the following information to the International Association of Plumbing and
Mechanical Officials, Attention Standards Department, at standards@IAPMOstandards.org or, alternatively, at
4755 East Philadelphia Street, Ontario, California, 91761, and include “Request for interpretation” in the
subject line:

(a) the edition of the standard for which the interpretation is being requested;

(b) the definition of the problem, making reference to the specific section and, when appropriate, an
illustrative sketch explaining the question;

(c) an explanation of circumstances surrounding the actual field conditions; and

(d) the request for interpretation phrased in such a way that a “yes” or “no” answer will address the issue.
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(9) IAPMO does not “approve”, “rate”, or endorse any item, construction, proprietary device, or activity.

(10) IAPMO does not take any position with respect to the validity of any patent rights asserted in connection with
any items mentioned in this Standard and does not undertake to insure anyone utilizing this Standard against
liability for infringement of any applicable patents, nor assumes any such liability. Users of this Standard are
expressly advised that determination of the validity of any such patent rights, and the risk of infringement of
such rights, are entirely their responsibility.

(11) Participation by federal or state agency representative(s) or person(s) affiliated with industry is not to be
interpreted as government or industry endorsement of this Standard.

(12) Proposals for amendments to this Standard will be processed in accordance with the standards-writing
procedures of IAPMO industry standards development, Policy S-001, Standards Development Process.
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IAPMO PS 52-2021
Pump/Dose, Sumps and Sewage Ejector Tanks with
or without a Pump

1 Scope
1.1 General

1.1.1 This Standard covers pump/dose, sumps and sewage ejector tanks with or without a pump
intended for commercial and residential applications and specifies requirements for materials,
physical characteristics, performance testing, and markings.

1.1.2 Pumps covered by this standard include the following features:
(a) Areintended for use when gravity drainage is impossible or impractical.
(b) The design of the tank shall be of sufficient volume to allow for the proper operation of the
pump and the switch assembly

1.2 Alternative Materials
The requirements of this Standard are not intended to prevent the use of alternative materials
or methods of construction, provided such alternatives meet the intent and requirements of this
Standard.

1.3 Terminology

In this Standard,

(a) “shall” is used to express a requirement, i.e., a provision that the user is obliged to satisfy to
comply with the Standard;

(b) “should” is used to express a recommendation, but not a requirement;

(c) “may” is used to express an option or something permissible within the scope of the
Standard; and

(d) “can” is used to express a possibility or a capability.

Notes accompanying sections of the Standard do not specify requirements or alternative
requirements; their purpose is to separate explanatory or informative material from the text.
Notes to tables and figures are considered part of the table or figure and can be written as
requirements.

14 Units of Measurement
Sl units are the primary units of record in global commerce. In this Standard, the inch/pound
units are shown in parentheses. The values stated in each measurement system are equivalent
in application, but each unit system is to be used independently. All references to gallons are to
U.S. gallons.
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2 Reference Publications
This Standard refers to the following publications and, where such reference is made, it shall be
to the current edition of those publications, including all amendments published thereto.

ASTM International
ASTM C478
Standard Specification for Circular Precast Reinforced Concrete Manhole Sections

ASTM C1613
Standard Specification for Precast Concrete Grease Interceptor Tanks

ASTM D618
Standard Practice for Conditioning Plastics for Testing

ASTM D790
Standard Test Methods for Flexural Properties of Unreinforced and Reinforced Plastics and
Electrical Insulating Materials

ASTM D1238
Standard Test Method for Melt Flow Rates of Thermoplastics by Extrusion Plastometer

ASTM D2000
Standard Classification System for Rubber Products in Automotive Applications

ASTM D2584
Standard Test Method for Ignition Loss of Cured Reinforced Resins

ASTM D2661
Standard Specification for Acrylonitrile-Butadiene-Styrene (ABS) Schedule 40 Plastic Drain,
Waste, and Vent Pipe and Fittings

ASTM D2665
Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Drain, Waste, and Vent Pipe and
Fittings

ASTM D2949
Standard Specification for 3.25-in. Outside Diameter Poly(Vinyl Chloride) (PVC) Plastic Drain,
Waste, and Vent Pipe and Fittings

ASTM D3311
Standard Specification for Drain, Waste, and Vent (DWV) Plastic Fittings Patterns

ASTM D4819
Standard Specification for Flexible Cellular Materials Made from Polyolefin Plastics

ASTM E96
Standard Test Methods for Water Vapor Transmission of Materials
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ASTM F409
Standard Specification for Thermoplastic Accessible and Replaceable Plastic Tube and Tubular
Fittings

ASTM F628
Standard Specification for Acrylonitrile-Butadiene-Styrene (ABS) Schedule 40 Plastic Drain,
Waste, and Vent Pipe with a Cellular Core

ASTM D638
Standard Test Method for Tensile Properties of Plastics

CSA Group (Canadian Standards Association)

CSA B66

Design, material, and manufacturing requirements for prefabricated septic tanks and sewage
holding tanks

IAPMO (International Association of Plumbing and Mechanical Officials)
IAPMO/ANSI 21000
Prefabricated Septic Tanks

IEC (International Electrotechnical Commission)
IEC 60529
Degrees of Protection Provided by Enclosures (IP Code)

NFPA (National Fire Protection Association)
NFPA 70
National Electrical Code (NEC)

NSF International
NSF/ANSI 46
Evaluation of Components and Devices Used in Wastewater Treatment Systems

NEMA (National Electrical Manufacturers Association)
NEMA 250
Standard for Enclosures for Electrical Equipment (1000 Volts Maximum)

UL
UL 508A
Industrial Control Equipment

UL 698A
Industrial Control Panels Relating to Hazardous (Classified) Locations

UL 778
Motor-Operated Water Pumps
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3 Definitions and Abbreviations
This section is reserved for later use.

4 General Requirements

4.1 Purpose
The device shall be of such a design to collect sewage and waste water for the purpose of
ejecting this material to public or private sewers.

4.2 Covers
The device shall be provided with substantial covers having a resealable manhole or equivalent
to permit access for inspection, repairs and cleaning. Penetration to the tank and or access
opening shall be properly sealed.

4.3 Inlet and Outlet Pipe Sizes
Inlet, outlet and vent pipe shall be in accordance with Chapters 7 and 9 of the Uniform
Plumbing.

4.4 Installation Instructions
Written installation instructions shall be provided with the product to allow for proper
assembly, which addresses the maximum recommended depth of earth cover for underground
installation. When installing in a hazardous location, equipment including pump(s), controls,
piping disconnects, etc., installation shall be in accordance with NFPA 70.

4.5 Means of Access
The tank and the pump shall be accessible for inspection, cleaning and repair via a cover
opening. The pump shall be removable for servicing and repair.

Documents

November 2021 For IAPMO Staff use only. Distribution Prohibited. Document Sharing Hub

Full document details: IAPMO PS 52-2021


http://www.avadocuments.com/doc/iapmo-ps-52-2021
http://www.avadocuments.com/doc/iapmo-ps-52-2021

IAPMO PS 52-2021 Pump/Dose, Sumps and Sewage Ejector Tanks with or without a Pump

4.6 Pumps

4.6.1 Tanks with Pumps
When pump is supplied with tank, the pump shall comply with the applicable UL Standard.

4.6.2 Grinder-Pump Devices
Devices used with grinder pumps including, controls, piping disconnects, tank, etc., shall comply
with Appendix C in this standard or Section 9, Grinder Pumps and Related Components of
NSF/ANSI 46.

4.7 Pump/Dose Tanks
Tanks shall comply with Section 11.5 of this standard and shall be sized in such a way as to
discharge a predetermined amount of effluent through the use of a siphon or sewage effluent
pump. Tanks with a siphon shall comply with the requirements in Section 4.3.2, Siphon
Materials and 4.3.3, Siphon Flush Rate and Cycles of CSA B66.
Note: A pumping/dosing tank is a chamber designed to receive sewage effluent from a septic tank. The
pump/dose tank can be an integral part of the septic tank (separated by a partition) or an independent
unit separate from the septic tank. In either case, the volume contained within the pump/dose tank does
not form part of the working capacity of the septic tank.

4.8 Venting
Tanks shall be vented to allow air to enter the tank during pumping. Venting can be
accomplished either through an access opening or piping. No openings, drains, or access ways
shall be below the level of the invert of the inlet on a pumping/dosing tank. Tanks shall be able
to accommodate an alarm system that warns when the pump or siphon fails or malfunctions.
Appropriate tank tie downs or buoyancy collars should be employed for pumping/dosing tanks
based on known permanent or periodic high ground water conditions as determined by the
system designer.

5 Precast Concrete Tanks and Manholes
Precast-concrete tanks shall comply with the materials and manufacturing requirements of
ASTM C1613. Precast reinforced concrete manhole shall comply with the materials and
manufacturing requirements of ASTM C478.

6 Fiber-Reinforced Polyester Tanks
Fiber-reinforced polyester used for manufacturing tanks and components shall comply with
Section 6, Fiber-Reinforced Polyester Septic Tanks of IAPMO Z1000.

7 Thermoplastic Tanks
Thermoplastic tanks shall comply with Section 7, Thermoplastic Septic Tanks of IAPMO Z1000.
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8 Structural Foam Tanks
The raw structural foam material used shall comply with the requirements of Section
11.2 of this standard and the Melt Index Test in ASTM D1238

9 Steel Tanks
Steel tanks shall comply with Section 8, Steel Septic Tanks of IAPMO Z1000.

10 Alternate Materials
Wooden tanks are prohibited.

11 Testing Requirements

111 Glass-Fiber-Reinforced Polyester Tanks Testing

11.1.1  Specimens

11.1.1.1 Tests shall be made on specimens cut from waste areas when possible; otherwise, the
specimens shall be cut from flat laminates prepared in the same construction and by
the same techniques as the process equipment. In all cases, the average value of the
indicated number of specimens shall be used to determine conformance with the
detailed requirements.

11.1.1.2 The test specimens shall be conditioned in accordance with Procedure A of ASTM D618.

11.1.2 Glass Content Determination
The glass content shall be determined in accordance with ASTM D2584, Tentative Method
of Test for Ignition Loss of Cured Reinforced Resins, except that the specimens tested shall
be approximately 645 mm? (1 in?) in area and low temperature pre-ignition prior to
placement in muffle furnace is recommended. The average for five specimens shall be
considered to be the glass content.

11.1.3 Tensile Strength Determination

11.1.3.1 Tensile strength shall be determined in accordance with ASTM D638, (Tentative) except
that the specimens shall be the actual thickness of the fabricated article and the width of
the reduced section shall be 25 mm (1 in).

11.1.3.2 Other dimensions of specimens shall be as designated by the ASTM D638 standard for Type |
specimens for materials over 1/2 inch to inch inclusive. Specimens shall not be
machined on the surface. Tensile strength shall be the average of five specimens tested at 5 —
6.35 mm/min (0.2 — 0.25 in/min). speed.
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