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Preface 
 
This is the fifth edition of IAPMO PS 65, Airgap Units for Water Conditioning Equipment Installation. This 
Standard supersedes IAPMO PS 65‐2019, Airgap Units for Water Conditioning Equipment Installation. 
The previous editions of this standard are: February 2019, May 2002, 2000, 1993 
 
This Standard was developed by the IAPMO Standards Review Committee (SRC) in accordance with the 
policies and procedures regulating IAPMO industry standards development, Policy S‐001, Standards 
Development Process. This Standard was approved as an IAPMO Industry Standard on November 18, 
2019. 
 
Notes: 
(1) The use of the singular does not exclude the plural (and vice versa) when the sense allows.  
(2) The use of IAPMO Standards is completely voluntary; their existence does not in any respect preclude anyone, 

whether he has approved the standards or not, from manufacturing, marketing, purchasing, or using products, 
processes, or procedures not conforming to the standards.  

(3) This standard was developed using an open process and in accordance with IAPMO Standards Policy S‐001, 
Standards Development Process, which is available on the IAPMO Standards website 
(www.IAPMOstandards.org).  

(4) During its development, this Standard was made available for public review, thus providing an opportunity for 
additional input from stakeholders from industry, academia, regulatory agencies, and the public at large. Upon 
closing of public review, all comments received were duly considered and resolved by the IAPMO Standards 
Review Committee. 

(5) This Standard was developed in accordance with the principles of consensus, which is defined as substantial 
agreement; consensus implies much more than a simple majority, but not necessarily unanimity. It is consistent 
with this definition that a member of the IAPMO Standards Review Committee might not be in full agreement 
with all sections of this Standard. 

(6) Although the intended primary application of this Standard is stated in its scope, it is important to note that it 
remains the responsibility of the users of the Standard to judge its suitability for their particular purpose. 

(7) IAPMO Standards are subject to periodic review and suggestions for their improvement will be referred to the 
IAPMO Standards Review Committee. To submit a proposal for change to this Standard, you may send the 
following information to the International Association of Plumbing and Mechanical Officials, Attention 
Standards Department, at standards@IAPMOstandards.org or, alternatively, at 4755 East Philadelphia Street, 
Ontario, California, 91761, and include “Proposal for change” in the subject line: 
(a) standard designation (number); 
(b) relevant section, table, or figure number, as applicable; 
(c) wording of the proposed change, tracking the changes between the original and the proposed wording; 

and 
(d) rationale for the change. 

(8) Requests for interpretation should be clear and unambiguous. To submit a request for interpretation of this 
Standard, you may send the following information to the International Association of Plumbing and 
Mechanical Officials, Attention Standards Department, at standards@IAPMOstandards.org or, alternatively, at 
4755 East Philadelphia Street, Ontario, California, 91761, and include “Request for interpretation” in the 
subject line: 
(a) the edition of the standard for which the interpretation is being requested; 
(b) the definition of the problem, making reference to the specific section and, when appropriate, an 

illustrative sketch explaining the question; 
(c) an explanation of circumstances surrounding the actual field conditions; and 
(d) the request for interpretation phrased in such a way that a “yes” or “no” answer will address the issue. 

(9) IAPMO does not “approve”, “rate”, or endorse any item, construction, proprietary device, or activity. 
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(10) IAPMO does not take any position with respect to the validity of any patent rights asserted in connection with 
any items mentioned in this Standard and does not undertake to insure anyone utilizing this Standard against 
liability for infringement of any applicable patents, nor assumes any such liability. Users of this Standard are 
expressly advised that determination of the validity of any such patent rights, and the risk of infringement of 
such rights, are entirely their responsibility. 

(11) Participation by federal or state agency representative(s) or person(s) affiliated with industry is not to be 
interpreted as government or industry endorsement of this Standard. 

(12) Proposals for amendments to this Standard will be processed in accordance with the standards‐writing 
procedures of IAPMO industry standards development, Policy S‐001, Standards Development Process. 
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IAPMO PS 65‐2019a 
Airgap Units for Water Conditioning Equipment 
Installation 

 
 

1  Scope 
 
1.1  General 

 
1.1.1  This Standard covers Airgap units intended for water conditioning equipment installation and 

specifies requirements for materials, physical characteristics, performance testing, and 
markings. 

 
1.1.2  Airgap units with standard inlet and outlet ports also may be integrated into other larger 

housings or product sub‐assemblies wherein they are required to perform the same airgap 
functions. This shall be acceptable so long as the contained airgap units meet the requirements 
of this standard. 

 
1.2  Alternative Materials 

The requirements of this Standard are not intended to prevent the use of alternative materials 
or methods of construction provided such alternatives meet the intent and requirements of this 
Standard.  

 
1.3  Terminology 

In this Standard, 
(a) “shall” is used to express a requirement, i.e., a provision that the user is obliged to satisfy to 

comply with the Standard; 
(b) “should” is used to express a recommendation, but not a requirement; 
(c) “may” is used to express an option or something permissible within the scope of the 

Standard; and 
(d) “can” is used to express a possibility or a capability. 
 
Notes accompanying Sections of the Standard do not specify requirements or alternative 
requirements; their purpose is to separate explanatory or informative material from the text. 
Notes to tables and figures are considered part of the table or figure and can be written as 
requirements. 

 
1.4  Units of Measurement 

SI units are the primary units of record in global commerce. In this Standard, the inch/pound 
units are shown in parentheses. The values stated in each measurement system are equivalent 
in application, but each unit system is to be used independently. All references to gallons are to 
U.S. gallons. 
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2  Reference Publications 
This Standard refers to the following publications and, where such reference is made, it shall be 
to the current edition of those publications, including all amendments published thereto.  

 
NSF International 
NSF/ANSI/CAN 61 
Drinking Water System Components ‐ Health Effects 

 
 

3  Definitions and Abbreviations 
This Section is reserved for later use. 

 
 

4  General Requirements 
 
4.1  Materials 

Airgap units covered by this Standard shall be made of approved materials. Dissimilar metals 
shall not be in contact. 

 
4.2  Toxicity 

Materials and components of airgap units intended to convey or dispense water for human 
consumption through drinking or cooking shall comply with the applicable requirements of 
NSF/ANSI/CAN 61. 

 
4.3  Workmanship 

Units shall exhibit good workmanship and finish. They shall be free of flash, burrs, or defects 
that would affect performance or serviceability. 

 
4.4  Accessibility 

Airgaps shall be accessible after they are installed. 
 
4.5  Flow 

Each unique airgap unit shall be flow tested by the manufacturer initially and their respective 
product performance data sheets shall reflect a "Recommended Maximum" flow capability that 
is no greater than 65% of the "Actual Tested Maximum Flow Rate Capability" for the exact same 
units. 

 
4.6  Port Designations 

Inlet or outlet ports shall be visibly and permanently marked on the outer housing of each unit. 
A directional flow arrow may be included on the outer housing either in addition to or in lieu of 
the port markings. The inlet port need not be marked where the unit is designed exclusively for 
installation on a washing machine standpipe. 

 
4.7  Port Terminations 

Inlet port terminations shall be DN 15 (1/2 NPS) or less. If threaded, they shall be standard 
American taper pipe threads. 
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4.8  Single and Multiple Airgap Opening(s) 
 
4.8.1  All units shall have one or more principal airgap windows or opening(s) with size, shape and 

location sufficient to satisfy necessary physical and functional performance requirements of this 
standard see Figure 1. Dimensional tolerances of ± 0.8mm (± 1/32 in) shall apply. 

 
4.8.2  The principal airgap windows or opening(s) shall be equal to or greater than 25.4 ± 0.8 mm 

(1 ± 1/32 in) long 
 

4.8.3  The principal airgap windows or opening(s) shall extend at least 25.4 mm (1 in) vertically above 
the Critical Level (C/L) location as marked on each unit.  
 

4.8.4  The minimum 25.4 mm (1 in) vertical window requirement shall be consistent with inlet pipe 
size of Section 4.7.  
 

4.8.5  For all units tested for compliance to this standard (see Location G, Figure 1), the 
"Recommended Maximum" flow rate shall be ≥ 32 oz/min (0.25 gpm). 

 
4.8.6  The bottom tip (lowest portion) of the inlet injector nozzle within the airgap chamber also shall 

be  
(a) At least 25.4 mm (1 in) (measured vertically) above the bottom of the principal airgap 

window(s) or openings; and  
(b) at least 25.4 mm (1 in) (measured vertically) above the unit (C/L) mark as located on each 

unit housing. 
 
4.8.7  Secondary or smaller window opening(s) and/or air passage ways may be included. 
 
4.8.8  If the airgap unit is designed and intended to be installed on the back of a sink ledge and below 

the flood level rim of the sink or receptacle served, then the (C/L) location mark on the unit shall 
be 25.4 mm (1 in) or more (measured vertically) above the unit mounting base. Dimensional 
tolerances of ± 0.8mm (± 1/32 in) shall apply. 

 
4.8.9  Additional requirements for units with multiple inlet ports are included in the testing and 

marking requirements that follow. For all functional testing of airgap units with multiple inlet 
ports, the manufacturer’s listing shall specify the size and type of conduit to be connected to 
each inlet port.  

 
 

5  Testing Requirements 
 
5.1  Flow Testing 
 
5.1.1  Test Specimen 

For single inlet port units use one specimen, for multiple inlet port units use multiple specimens 
equal to the number of inlet ports and flow test each inlet port as specified in Section 5.1.2. 
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