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PREFACE

Introduction

Internationally, code officials recognize the need for a modern, up-to-date code governing the
design, construction, alteration, repair and maintenance of swimming pools, spas, hot tubs and
aquatic facilities. This 2015 edition of the International Swimming Pool and Spa Code™ is designed
to meet this need through model code regulations in a single document that contains clear and spe-
cific requirements that safeguard the public health and safety in all communities.

This 2015 edition is fully compatible with all of the International Codes® (I-Codes®) published by
the International Code Council (ICC®), including the International Building Code®, International
Energy Conservation Code®, International Existing Building Code®, International Fire Code®, Interna-
tional Fuel Gas Code®, International Green Construction Code®, International Mechanical Code®, 1CC
Performance Code®, International Plumbing Code®, International Private Sewage Disposal Code®,
International Property Maintenance Code®, International Residential Code®, International Wildland-
Urban Interface Code® and International Zoning Code®.

The International Swimming Pool and Spa Code provisions provide many benefits, among which
is the model code development process that offers an international forum for code officials, design
professionals, pool and industry representatives and other interested parties to discuss perfor-
mance and prescriptive code requirements relative to pool and spa safety. This forum provides an
excellent arena to debate proposed revisions. This model code also encourages international con-
sistency in the application of provisions.

Development

The 2015 International Swimming Pool and Spa Code is the culmination of an effort that started in
2010 with the drafting of Public Version 1.0 by the Swimming Pool Code Drafting Committee
(SPCDC) established by the ICC Board of Directors, with The Association of Pool & Spa Professionals®
(APSP®) as a cooperating sponsor. The goal of the SPCDC was to draft a code which coordinated and
enhanced the provisions previously found in the International Codes and APSP standards to
upgrade pool and spa safety and to meet the requirements of the Virginia Graeme Baker Pool and
Safety Act.

Following drafting of Public Version 1.0, a full cycle of code development in accordance with
ICC’'s Code Development Procedures was held in 2011. This included the submission of code change
proposals followed by a Committee Action Hearing, the submission of public comments and a Final
Action Hearing. This 2015 edition presents the code as originally issued, with changes as reflected in
subsequent editions though 2012 and with changes approved through the ICC Code Development
Process through 2013 (completion of the Group B cycle, see below). A new edition of the code will
be promulgated every 3 years.

This code is founded on principles intended to establish provisions consistent with the scope of a
swimming pool and spa code that adequately protects public health, safety and welfare; provisions
that do not unnecessarily increase construction costs; provisions that do not restrict the use of new
materials, products or methods of construction; and provisions that do not give preferential treat-
ment to particular types or classes of materials, products or methods of construction.

Adoption

The International Code Council maintains a copyright in all of its codes and standards. Maintaining
copyright allows ICC to fund its mission through sales of books, in both print and electronic formats.
The International Swimming Pool and Spa Code is designed for adoption and use by jurisdictions
that recognize and acknowledge the ICC’s copyright in the code, and further acknowledge the sub-
stantial shared value of the public/private partnership for code development between jurisdictions
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The ICC also recognizes the need for jurisdictions to make laws available to the public. All ICC
codes and ICC standards, along with the laws of many jurisdictions, are available for free in a non-
downloadable form on the ICC’'s website. Jurisdictions should contact the ICC at adoptions@icc-
safe.org to learn how to adopt and distribute laws based on the International Swimming Pool and
Spa Code in a manner that provides necessary access, while maintaining the ICC’s copyright.

Maintenance

The International Building Code is kept up to date through the review of proposed changes submit-
ted by code enforcing officials, industry representatives, design professionals and other interested
parties. Proposed changes are carefully considered through an open code development process in
which all interested and affected parties may participate.

The contents of this work are subject to change through both the Code Development Cycles and
the governmental body that enacts the code into law. For more information regarding the code
development process, contact the Codes and Standards Development Department of the Interna-
tional Code Council.

While the development procedure of the International Building Code ensures the highest degree
of care, the ICC, its members and those participating in the development of this code do not accept
any liability resulting from compliance or noncompliance with the provisions because the ICC does
not have the power or authority to police or enforce compliance with the contents of this code.
Only the governmental body that enacts the code into law has such authority.

Code Development Committee Responsibilities
(Letter Designations in Front of Section Numbers)

In each code development cycle, proposed changes to this code are considered at the Commit-
tee Action Hearing by the International Swimming Pool and Spa Code Development Committee,
whose action constitutes a recommendation to the voting membership for final action on the pro-
posed change. Proposed changes to a code section that has a number beginning with a letter in
brackets are considered by a different code development committee. For example, proposed
changes to code sections that have [A] in front of them (e.g., [A] 102.1) are considered by the
Administrative Code Development Committee at the Committee Action Hearings.

The content of sections in this code that begin with a letter designation is maintained by another
code development committee in accordance with the following:

[A] = Administrative Code Development Committee; and

(BS]

IBC — Structural Code Development Committee

For the development of the 2018 edition of the I-Codes, there will be three groups of code devel-
opment committees and they will meet in separate years. Note that these are tentative groupings.
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Group A Codes Group B Codes Group C Codes
(Heard in 2015, Code Change Proposals (Heard in 2016, Code Change Proposals | (Heard in 2017, Code Change Proposals
Deadline: January 12, 2015) Deadline: January 11, 2016) Deadline: January 11, 2017)

International Building Code
— Fire Safety (Chapters 7, 8, 9, 14, 26) Administrative Provisions (Chapter 1 of

— Means of Egress all codes except IRC and IECC, adminis-|International Green  Construction
(Chapters 10, 11, Appendix E) trative updates to currently referenced|Code
— General (Chapters 2-6, 12, 27-33, standards, and designated definitions)

Appendices A, B, C, D, K)

International Building Code

. — Structural
International Fuel Gas Code (Chapters 15-25, Appendices F, G,
H 1], L M)
International Existing Building Code International Energy Conservation Code
International Mechanical Code International Fire Code
International Residential Code
International Plumbing Code —IRC-B (Chapters 1-10, Appendices E,
F,H,J,K,LM,O,R,S,T,U)
International Private Sewage International Wildland-Urban Interface
Disposal Code Code

International Property Maintenance
Code

International Residential Code
— IRC-Mechanical (Chapters 12-24)
— IRC-Plumbing
(Chapter 25-33, Appendices G, I, N, P)

International Swimming Pool and Spa
Code

International Zoning Code

Note: Proposed changes to the ICC Performance Code will be heard by the Code Development Committee noted in brackets [ ]
in the text of the code.

Code change proposals submitted for code sections that have a letter designation in front of
them will be heard by the respective committee responsible for such code sections. Because differ-
ent committees hold code development hearings in different years, proposals for this code will be
heard by committees in both the 2015 (Group A) and the 2016 (Group B) code development cycles.

Note that every section of Chapter 1 of this code is designated as the responsibility of the Admin-
istrative Code Development Committee, and that committee is part of the Group B portion of the
code hearings. This committee will hold its code development hearings in 2016 to consider all code
change proposals for Chapter 1 of this code and proposals for Chapter 1 of all I-Codes except the
International Energy Conservation Code, International Residential Code and ICC Performance Code.
Therefore, any proposals received for Chapter 1 of this code will be assigned to the Administrative
Code Development Committee for consideration in 2016.

It is very important that anyone submitting code change proposals under-stand which code
development committee is responsible for the section of the code that is the subject of the code
change proposal. For further information on the code development committee responsibilities,
please visit the ICC website at www.iccsafe.org/scoping.
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Marginal Markings

Solid vertical lines in the margins within the body of the code indicate a technical change from the
requirements of the 2012 edition. Deletion indicators in the form of an arrow (™) are provided in
the margin where an entire section, paragraph, exception or table has been deleted or an item in a
list of items or a table has been deleted.

A single asterisk [*] placed in the margin indicates that text or a table has been relocated within
the code. A double asterisk [**] placed in the margin indicates that the text or table immediately
following it has been relocated there from elsewhere in the code. The following table indicates such
relocations in the 2015 edition of the International Swimming Pool and Spa Code.

2015 LOCATION 2012 LOCATION
None None

Italicized Terms

Selected terms set forth in Chapter 2, Definitions, are italicized where they appear in code text
(except those in Sections 1903 through 1905 where italics indicate provisions that differ from ACI
318). Such terms are not italicized where the definition set forth in Chapter 2 does not impart the
intended meaning in the use of the term. The terms selected have definitions that the user should
read carefully to facilitate better understanding of the code.
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EFFECTIVE USE OF THE
INTERNATIONAL SWIMMING POOL AND SPA CODE

The International Swimming Pool and Spa Code (ISPSC) is a model code that regulates the minimum
requirements for the design, construction, alteration, repair and maintenance of swimming pools,
spas, hot tubes and aquatic facilities. This includes public swimming pools, public spas, public exer-
cise spas, aquatic recreation facilities, onground storable residential pools, permanent inground
residential pools, permanent residential spas, permanent residential exercise spas, portable resi-
dential spas and portable residential exercise spas.

In many jurisdictions, in addition to code officials having the responsibility for reviewing plans
and inspecting the construction of pools and spas, environmental health officials also have a
responsibility for oversight of the operation of pools and spas. In order to prevent disease and pre-
vent injuries, environmental health officials conduct operational evaluations (inspections). This may
include water chemistry, credentials and training of pool operators and lifeguards, proper water cir-
culation, facility staff’s preparedness to respond to injuries and accidents, and proper sanitation and
safety of the facility.

Code officials and environmental health officials commonly work closely in the plan review and
inspection of pools and spas. This collaboration between departments to jointly review plans and
inspect pools and spas is critical in order to achieve a safe and healthy environment for all that uti-
lize these facilities.

The Association of Pool & Spa Professionals (APSP), a cooperating sponsor with ICC in the devel-
opment and update of the ISPSC, further notes: “While it is recognized that proper construction and
installation are essential, safe use of pools and spas requires common sense, including constant
adult supervision of children, and proper maintenance. It is assumed and intended that pool users
will exercise appropriate personal judgment and responsibility (including constant adult supervision
of children) and that operators will create and enforce rules and warning appropriate for their pool/
spa.”

Arrangement and Format of the 2015 ISPSC

The format of the ISPSC allows each chapter to be devoted to a particular subject with the exception
of Chapter 3 which contains general compliance subject matter that is coordinated with the provi-
sions for each type of pool and spa regulated in Chapters 4 — 10. The ISPSC is divided into eleven dif-
ferent parts:

Chapter Subject

1 Scope and Administration

2 Definitions

3 General Compliance

4 Public Swimming Pools

5 Public Spas and Public Exercise Spas

6 Aquatic Recreation Facilities

7 Onground Storable Residential Swimming Pools

8 Permanent Inground Residential Swimming Pools

9 Permanent Residential Spas and Permanent Residential Exercise Spas

10 Portable Residential Spas and Portable Residential Exercise Spas

11 Referenced Standards
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The following is a chapter-by-chapter synopsis of the scope and intent of the provisions of the
International Swimming Pool and Spa Code:

Chapter 1 Scope and Administration. This chapter contains provisions for the application,
enforcement and administration of subsequent requirements of the code. Chapter 1 identifies
which swimming pools and spas come under its purview. It is largely concerned with maintaining
“due process of law” in enforcing the design and construction criteria contained in the body of the
code. Only through careful observation of the administrative provisions can the code official reason-
ably expect to demonstrate that “equal protection under the law” has been provided.

Chapter 2 Definitions. Terms that are defined in the code are listed alphabetically in Chapter 2.
While a defined term may be used in one chapter or another, the meaning provided in Chapter 2 is
applicable throughout the code.

Where understanding of a term’s definition is especially key to or necessary for the understand-
ing of a particular code provision, the term is shown in italics wherever it appears in the code. This is
true only for those terms that have a meaning that is unique to the code. In other words, the gener-
ally understood meaning of a term or phrase might not be sufficient or consistent with the meaning
prescribed by the code; therefore, it is essential that the code-defined meaning be known.

Guidance regarding tense, gender and plurality of defined terms as well as guidance regarding
terms not defined in this code is provided.

Chapter 3 General Compliance. Chapter 3 is broad in scope. It includes a variety of require-
ments for pools and spas. This chapter provides requirements that are intended to maintain a mini-
mum level of safety and sanitation for both the general public and the users of pools or spas.
Chapter 3 provides specific criteria for electrical, plumbing, mechanical and fuel gas requirements;
energy savings requirements; construction in flood hazard areas; barrier requirements; decks
around pools and spas; general design; dimensional design; equipment; suction entrapment avoid-
ance; circulation systems; filters; pumps and motors; return and suction fittings; skimmers; heaters;
air blowers and air induction systems; water supply; sanitizing equipment; waste water disposal;
lighting; ladders and recessed treads; and safety. It is important to note that Chapter 3 is intended
to provide general requirements not found in Chapters 4 — 10. Chapters 4 — 10 specifically reference
Chapter 3 in order to coordinate the general provisions with the specific provisions based on the
type of pool or spa.

Chapter 4 Public Swimming Pools. The purpose of Chapter 4 is to set forth specific require-
ments in the code for public swimming pools with regard to diving equipment, bather load limita-
tions, rest ledges, wading pools, decks, deck equipment, filters, dressing and sanitary facilities,
special features and signage. The term “public swimming pool” is defined in Chapter 2 and includes
the different classes of pools (Class A — Class F).

Chapter 5 Public Spas and Public Exercise Spas. Chapter 5 establishes the specific criteria
for public spas and public exercise spas with regard to materials, structure and design, pumps and
motors, return and suction fittings, heater and temperature requirements, water supply, sanitation,
oxidation equipment and chemical feeders, and safety features. The term “spa” is defined in Chap-
ter 2.

Chapter 6 Aquatic Recreation Facilities. The purpose of Chapter 6 is to establish specific
requirements for aquatic recreation facilities with regard to floors, markings and indications, circu-
lation systems, handholds and ropes, depths, barriers, number of occupants, toilet rooms and bath-
rooms, special features and signage. The term “aquatic recreation facilities” is defined in Chapter 2
and includes wave pools, leisure rivers, inner tube rides and body slides, to name a few.

Chapter 7 Onground Storable Residential Swimming Pools. The purpose of Chapter 7 is to
establish specific requirements for onground storable residential swimming pools with regard to
ladders and stairs, decks and circulation systems. The term “onground storable pool” is defined in
Chapter 2. This chapter applies to what has been commonly referred to in past standards and codes
as onground or above-ground pools. The application of the provisions for onground residential
pools is limited to pools associated with detached one- and two-family dwellings and townhouses

not more than three stories high in accordance with the definition of the term ”resiﬁntial" in Chaé-
ter 2. ocuments
Document Sharing Hub
Copyright International Code Council 2015 INTERNATIONAL SWIMMING POOL AND SPA CODE™
Provided by IHS under license with ICC Licensee=University of Texas Revised Sub Account/5620001114, User=rasoulivand, a
No reproduction or networking permitted without license from IHS Not for Resale, 01/04/2015 04:23:15 MST

Full document details: ICC ISPSC 2015


http://www.avadocuments.com/doc/icc-ispsc-2015
http://www.avadocuments.com/doc/icc-ispsc-2015

Chapter 8 Permanent Inground Residential Swimming Pools. The purpose of Chapter 8 is
to establish specific requirements for permanent inground residential swimming pools with regard
to design, construction tolerances, diving water envelopes, walls, offset ledges, pool floors, diving
equipment, special features, circulation systems and safety features. The application of the provi-
sions for inground residential pools is limited to pools associated with detached one- and two-fam-
ily dwellings and townhouses not more than three stories high in accordance with the definition of
the term “residential” in Chapter 2.

Chapter 9 Permanent Residential Spas and Permanent Residential Exercise Spas. The
purpose of Chapter 9 is to establish specific requirements for permanent residential spas and per-
manent residential exercise spas with regard to safety features. The application of the provisions for
residential spas (“spa” is defined in Chapter 2) is limited to spas associated with detached one- and
two-family dwellings and townhouses not more than three stories high in accordance with the defi-
nition of the term “residential” in Chapter 2.

Chapter 10 Portable Residential Spas and Portable Residential Exercise Spas. The pur-
pose of Chapter 10 is to establish specific requirements for portable residential spas and portable
residential exercise spas with regard to standards that the equipment must meet. The application of
the provisions for residential spas (“spa” is defined in Chapter 2) is limited to spas associated with
detached one- and two-family dwellings and townhouses not more than three stories high in accor-
dance with the definition of the term “residential” in Chapter 2.

Chapter 11 Referenced Standards. The code contains numerous references to standards that
are used to regulate materials and methods of construction. Chapter 11 contains a comprehensive
list of all standards that are referenced in the code. The standards are part of the code to the extent
of the reference to the standard. Compliance with the referenced standard is necessary for compli-
ance with this code. By providing specifically adopted standards, the construction and installation
requirements necessary for compliance with the code can be readily determined. The basis for code
compliance is, therefore, established and available on an equal basis to the code official, contractor,
designer and owner.

Chapter 11 is organized in a manner that makes it easy to locate specific standards. It lists all of
the referenced standards, alphabetically, by acronym of the promulgating agency of the standard.
Each agency’s standards are then listed in either alphabetical or numeric order based on the stan-
dard identification. The list also contains the title of the standard; the edition (date) of the standard
referenced; any addenda included as part of the ICC adoption; and the section or sections of this
code that reference the standard.
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LEGISLATION

Jurisdictions wishing to adopt the 2015 International Svimming Pool and Spa Code as an enforceable regulation governing
swimming pools, spas, hot tubs, aguatic facilities and related equipment should ensure that certain factual information is
included in the adopting legislation at the time adoption is being considered by the appropriate governmental body. The follow-
ing sample adoption legislation addresses several key elements, including the information required for insertion into the code
text.

SAMPLE LEGISLATION FOR ADOPTION OF THE
INTERNATIONAL SWIMMING POOL AND SPA CODE
ORDINANCE NO. -

A[N] [ORDINANCE/STATUTE/REGULATION] of the [JURISDICTION] adopting the 2015 edition of the International Swimming Pool
and Sa Code, regulating and governing the design, construction, alteration, movement, renovation, replacement, repair and
mai ntenance of swimming pools, spas, hot tubs, aquatic facilities and related equipment in the [JURISDICTION]; providing for the
issuance of permits and collection of fees therefore; repealing [ORDINANCE/STATUTE/REGULATION] No. of the [JURIS-
DICTION] and all other ordinances or parts of laws in conflict therewith.

The [GOVERNING BODY] of the [JURISDICTION] does ordain as follows:

Section 1. That a certain document, three (3) copies of which are on file in the office of the [TITLE OF JURISDICTION’S KEEPER
OF RECORDS] of [NAME OF JURISDICTION], being marked and designated as the International Swimming Pool and Spa Code,
2015 edition, as published by the International Code Council, be and is hereby adopted as the Pool and Spa Code of the [JURIS-
DICTION], in the State of [STATE NAME] regulating and governing the design, construction, alteration, movement, renovation,
replacement, repair and maintenance of swimming pools, spas, hot tubs, aquatic facilities and related equipment as herein pro-
vided; providing for the issuance of permits and collection of fees therefore; and each and all of the regulations, provisions, pen-
alties, conditions and terms of said Pool and Spa Code on file in the office of the [JURISDICTION] are hereby referred to, adopted,
and made a part hereof, as if fully set out in this legislation, with the additions, insertions, deletions and changes, if any, pre-
scribed in Section 2 of this ordinance.

Section 2. The following sections are hereby revised:
Section 101.1. Insert: [NAME OF JURISDICTION]
Section 105.6.2. Insert: [APPROPRIATE SCHEDULE]
Section 105.6.3: [PERCENTAGE IN TWO LOCATIONS]
Section 107.4. Insert: [OFFENSE]
Section 107.4. Insert: [DOLLAR AMOUNT]
Section 107.4. Insert: [NUMBER OF DAYS]
Section 107.5. Insert: [DOLLAR AMOUNT IN TWO LOCATIONS]

Section 3. That [ORDINANCE/STATUTE/REGULATION] No. of [JURISDICTION] entitled [FILL IN HERE THE COMPLETE
TITLE OF THE LEGISLATION OR LAWS IN EFFECT AT THE PRESENT TIME SO THAT THEY WILL BE REPEALED BY DEFINITE MEN-
TION] and all other ordinances or parts of laws in conflict herewith are hereby repealed.

Section 4. That if any section, subsection, sentence, clause or phrase of this legidation is, for any reason, held to be unconstitu-
tional, such decision shall not affect the validity of the remaining portions of this ordinance. The [GOVERNING BODY] hereby
declares that it would have passed this law, and each section, subsection, clause or phrase thereof, irrespective of the fact that
any one or more sections, subsections, sentences, clauses and phrases be declared unconstitutional.

Section 5. That nothing in this legislation or in the Pool and Spa Code hereby adopted shall be construed to affect any suit or
proceeding impending in any court, or any rights acquired, or liability incurred, or any cause or causes of action acquired or
existing, under any act or ordinance hereby repealed as cited in Section 3 of this law; nor shall any just or. aI right or rem%i

of any character be lost, impaired or affected by this legisiation. men é
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Section 6. That the [JURISDICTION’S KEEPER OF RECORDS] is hereby ordered and directed to cause this legislation to be pub-
lished. (An additional provision may be required to direct the number of times the legislation is to be published and to specify
that it isto be in a newspaper in general circulation. Posting may also be required.)

Section 7. That this law and the rules, regulations, provisions, requirements, orders and matters established and adopted hereby
shall take effect and be in full force and effect [TIME PERIOD] from and after the date of its final passage and adoption.

Documents

" Document Sharing Hub
Copyright Iterhational Code Counil 2015 INTERNATIONAL SWIMMING POOL AND SPA CODE™

Provided by IHS under license with ICC Licensee=University of Texas Revised Sub Account/5620001114, User=rasoulivand, a
No reproduction or networking permitted without license from IHS Not for Resale, 01/04/2015 04:23:15 MST
Full document details: ICC ISPSC 2015


http://www.avadocuments.com/doc/icc-ispsc-2015
http://www.avadocuments.com/doc/icc-ispsc-2015

TABLE OF CONTENTS

CHAPTER 1 SCOPE AND ADMINISTRATION ....1 318 Water Supply ... oo 21
319 Santizing Equipment .. ........... ... 22
PART 1—SCOPE AND APPLICATION. ............ 1 320 Waste Water Disposal . . ........oeveeenn... 22
Section 321 Lighting...........cooiiiiiiii, 22
101 Gmaal .................................. 1 322 Lmders and Recm Tre&js ............. 22
102 Applicability............. ... ... 1 323 SAEY . ot 23
PART 2—ADMINISTRATION AND CHAPTER 4 PUBLIC SWIMMING POOLS........ 25
ENFORCEMENT ........ ... ... ... ... 2 .
) Section
Section i o A0L  GENErAl. ..\ ooo e 25
103 De‘?a”me;‘t of Bul ]'C”i e;y' S 20D DIVING. . 25
104 Dutiesand Powersof the Code Official .. ... ... 2 408 BatherLoad.............ooiiiiiiiiiil) 27
105 Permn§ .................................. 3 204 RESELEAGES . - v v o7
106 In.sp:ec.nons ............................... 4 205 Wading POOIS. . .o o7
107 Viol atlo:s. . ea] ........................... 6 206 Decks and Deck Equipment. .. .. ............ 27
108 Meansof Appeal. ... © 407 CircuationSystems. ... ..o 28
CHAPTER 2 DEFINITIONS .............oivin... g 408 F"ter_? e 28
Section 409 SpeC|-|c ;ety Eeaturec. | ................ 28
201 GENEAl ...\t g 410  Dressngand Sanitary Facilities.............. 29
202 DEAINItIONS . ...\ 'eeeeeeeeeeeee g AL SPecial FEaUres. ... 29
412 Sgnage. . ... e 30
CHAPTER 3 GENERAL COMPLIANCE ......... 13
Secti CHAPTER 5 PUBLIC SPASAND PUBLIC
on EXERCISESPAS. ................. 31
301 General . ... 13 .
302 Electrical, Plumbing, Mechanical and Section
' \ng, 501 GENEral.........ooiiii 31
Fuel GasRequirements. .................. 13 .
303 ENEIGY. oo 13 502 Materials. . ..... R ARALEREELEREE 31
304 Flood Hazard Areas . . 14 503 Structureand Design ... ... .o i i 31
305 Barrier Requirements.. . .................... 14 504 Pumps and Mot(?rs. i sl
306 DECKS .\ 16 05  RelumandSuctionFitings. ................ 31
307 Generd DESIgN. . ..o vore 17 506 Heater and Temperature Requirements.... .. ... 31
308  Dimensiona DESIGN....................... 17 28; VS‘;";‘]t_e_r ?“ppg SR S 2
. itizing, Oxidation Equipment an
223 :“',pmeE”t """" P 1: Chemical FEeders. . .. ... ov.veeernn. .. 32
_ CtIOI’l' ntrapment Avoidance .. ... 509 Safety Features. .. .......coiiiii i 32
311 CirculationSystems . ... ..., 18
312 Filters . .. .o 19 CHAPTER 6 AQUATlC RECREATION
313 PumpsandMotors . ... 19 FACILITIES. . ... 33
314 Return and Suction Fittings . ................ 20 Section
315 SKimmers . ... 20 601 General. ... 33
316 Heaters . ... 21 602 Floors. ... 33
317  AirBlower and Air Induction System . .. ...... 21 603  Markingsand Indicators. . . . Documents
1 Document Sharing Hub
Copyright Internationar Code Counci ERNATIONAL SWIMMING POOL AND SPA CODE™ xiii
Provided by IHS under license with ICC Licensee=University of Texas Revised Sub Account/5620001114, User=rasoulivand, a
No reproduction or networking permitted without license from IHS Not for Resale, 01/04/2015 04:23:15 MST

Full document details: ICC ISPSC 2015


http://www.avadocuments.com/doc/icc-ispsc-2015
http://www.avadocuments.com/doc/icc-ispsc-2015

604 CirculationSystems .. ...t 33 CHAPTER 9 PERMANENT RESIDENTIAL

605 Handholdsand Ropes. . .................... 34 SPAS AND PERMANENT
RESIDENTIAL EXERCISE SPAS ... 49
606 Depths. . ..o 34
607  BATIOIS. .. oo g L Generd. 49
608 Number of Occupants. . .................... 34 902 Safety FEaures. ..o 49
609 T0|I§t Rooms and Bathrooms. .. ............. 35 CHAPTER 10 PORTABLE RESIDENTIAL SPAS
610 Special Features . . ........ .. i 35 AND PORTABLE RESIDENTIAL
611 SIgNage. .. v 36 EXERCISESPAS.................. 51
1001 General.......ooiiiii 51
CHAPTER 7 ONGROUND STORABLE
RESIDENTIAL SWIMMING CHAPTER 11 REFERENCED STANDARDS. ... . ... 53
POOLS. .. ... 39
Section INDEX . .o ottt 57
701 General . ... 39
702 Laddersand Stairs . ... 39
703 DeCKS .o 41
704 CirculationSystem. .. ... 42
705 Safety SIgNS . . ..o 43
CHAPTER 8 PERMANENT INGROUND
RESIDENTIAL SWIMMING
POOLS. ... 45
801 General . ... 45
802 DESION. .ot 45
803 Construction Tolerances. ... ................ 45
804 Diving Water Envelopes. . .................. 45
805 Walls. . ..o 45
806 Offsetledges........cooovviiiiinnnnnn.. 45
807 Pool FloOrs. . ... 45
808 Diving Equipment ............. ... .. ...... 47
809 Special Features . . ........ .. i 47
810 CirculationSystems . . ... 48
811 Safety FEatUreS. . . ....ove e 48
Documents
Document Sharing Hub
Copyright International Code Council 2015 INTERNATIONAL SWIMMING POOL AND SPA CODE™
Provided by IHS under license with ICC Licensee=University of Texas Revised Sub Account/5620001114, User=rasoulivand, a
No reproduction or networking permitted without license from IHS Not for Resale, 01/04/2015 04:23:15 MST

Full document details: ICC ISPSC 2015


http://www.avadocuments.com/doc/icc-ispsc-2015
http://www.avadocuments.com/doc/icc-ispsc-2015

CHAPTER 1
SCOPE AND ADMINISTRATION

PART 1—SCOPE AND APPLICATION

SECTION 101
GENERAL

[A] 101.1 Title. These regulations shall be known as the
Swimming Pool and Spa Code of [NAME OF JURISDICTION],
hereinafter referred to as “this code.”

[A] 101.2 Scope. The provisions of this code shall apply to
the construction, alteration, movement, renovation, replace-
ment, repair and maintenance of aquatic recreation facilities,
pools and spas. The pools and spas covered by this code are
either permanent or temporary, and shall be only those that
are designed and manufactured to be connected to a circula-
tion system and that are intended for swimming, bathing or
wading.

[A] 101.3 Intent. The purpose of this code is to establish
minimum standards to provide a reasonable level of safety
and protection of health, property and public welfare by regu-
lating and controlling the design, construction, installation,
quality of materials, location and maintenance or use of pools
and spas.

[A] 101.4 Severability. If any section, subsection, sentence,
clause or phrase of this code is for any reason held to be
unconstitutional, such decision shall not affect the validity of
the remaining portions of this code.

SECTION 102
APPLICABILITY

[A] 102.1 General. Where there is a conflict between a gen-
eral requirement and a specific requirement, the specific
reguirement shall govern. Where, in any specific case, differ-
ent sections of this code specify different materials, methods
of construction or other requirements, the most restrictive
shall govern.

[A] 102.2 Existing installations. Any pool or spa and related
mechanical, electrical and plumbing systems lawfully in exis-
tence at the time of the adoption of this code shall be permit-
ted to have their use and maintenance continued if the use,
maintenance or repair is in accordance with the original
design and no hazard to life, health or property is created.

[A] 102.3 Maintenance. Pools and spas and related mechani-
cal, electrical and plumbing systems, both existing and new,
and parts thereof, shall be maintained in proper operating
condition in accordance with the original design in a safe and
sanitary condition. Devices or safeguards that are required by
this code shall be maintained in compliance with the edition
of the code under which they were installed.

The owner or the owner’ s authorized agent shall be respon-

with this provision, the code official shall have the authority
to require any system to be reinspected.

[A] 102.4 Additions, alterations or repairs. Additions,
alterations, renovations or repairsto any pool, spa or related
system shall conform to that required for a new system with-
out requiring the existing systems to comply with the require-
ments of this code. Additions, alterations or repairs shall not
cause existing systems to become unsafe, insanitary or over-
| oaded.

Minor additions, aterations, renovations and repairs to
existing systems shall be permitted in the same manner and
arrangement as in the existing system, provided that such
repairs or replacement are not hazardous and are approved.

[A] 102.5 Historic buildings. The provisions of this code
relating to the construction, alteration, repair, enlargement,
restoration, relocation or moving of pools, spas or systems
shall not be mandatory for existing pools, spas or systems
identified and classified by the state or local jurisdiction as
part of a historic structure when such pools, spas or systems
are judged by the code official to be safe and in the public
interest of health, safety and welfare regarding any proposed
congtruction, alteration, repair, enlargement, restoration, relo-
cation or moving of such pool or spa.

[A] 102.6 Moved pools and spas. Except as determined by
Section 102.2, systems that are a part of a pool, spa or system
moved into or within the jurisdiction shall comply with the
provisions of this code for new installations.

[A] 102.7 Referenced codes and standards. The codes and
standards referenced in this code shall be those that are listed
in Chapter 11 and such codes and standards shall be consid-
ered as part of the requirements of this code to the prescribed
extent of each such reference. Where differences occur
between provisions of this code and the referenced standards,
the provisions of this code shall be the minimum require-
ments.

[A] 102.7.1 Application of the International Codes.
Where the International Residential Code is referenced in
this code, the provisions of the International Residential
Code shall apply to related systems in detached one- and
two-family dwellings and townhouses not more than three
stories in height. Other related systems shall comply with
the applicable International Code or referenced standard.

[A] 102.8 Requirements not covered by code. Any require-
ments necessary for the strength, stability or proper operation
of an existing or proposed system, or for the public safety,
health and general welfare, not specifically covered by this
code shall be determined by the code official.

[A] 102.9 Other laws. The provisions of this code shall not
be deemed to nullify any provisions of local, state or federal

sible for maintenance of systems. To determine compliance law.
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SCOPE AND ADMINISTRATION

[A] 102.10 Application of references. References to chapter
or section numbers, or to provisions not specifically identi-
fied by number, shall be construed to refer to such chapter,
section or provision of this code.

PART 2—ADMINISTRATION AND ENFORCEMENT

SECTION 103
DEPARTMENT OF BUILDING SAFETY

[A] 103.1 Creation of enfor cement agency. The department
of building safety is hereby created and the official in charge
thereof shall be known as the code official.

[A] 103.2 Appointment. The code officia shall be appointed
by the chief appointing authority of the jurisdiction.

[A] 103.3 Deputies. In accordance with the prescribed proce-
dures of the jurisdiction and with the concurrence of the
appointing authority, the code official shall have the authority
to appoint a deputy code official, the related technical offi-
cers, inspectors, plans examiners and other employees. Such
employees shall have powers as delegated by the code offi-
cial.

[A] 103.4 Liability. The code official, member of the board
of appeals or employee charged with the enforcement of this
code, while acting for the jurisdiction in good faith and with-
out malicein the discharge of the duties required by this code
or other pertinent law or ordinance, shall not thereby be ren-
dered civilly or criminally liable personally and is hereby
relieved from personal liability for any damage accruing to
persons or property as a result of any act or by reason of an
act or omission in the discharge of official duties.

[A] 103.4.1 Legal defenses. Any suit or criminal com-
plaint instituted against an officer or employee because of
an act performed by that officer or employee in the lawful
discharge of duties and under the provisions of this code
shall be defended by legal representatives of the jurisdic-
tion until the final termination of the proceedings. The
code official or any subordinate shall not be liable for cost
in any action, suit or proceeding that is instituted in pursu-
ance of the provisions of this code.

SECTION 104
DUTIES AND POWERS OF THE CODE OFFICIAL

[A] 104.1 General. The code official is hereby authorized
and directed to enforce the provisions of this code. The code
official shall have the authority to render interpretations of
this code and to adopt policies and procedures in order to
clarify the application of its provisions. Such interpretations,
policies and procedures shall be in compliance with the intent
and purpose of this code. Such policies and procedures shall
not have the effect of waiving reguirements specifically pro-
vided for in this code.

[A] 104.2 Applications and permits. The code official shall
receive applications, review construction documents and
issue permits for the erection, alteration, demolition and mov-

ing of pools, spas and related mechanical, electrical and
plumbing systems. The code official shall inspect the prem-
ises for which such permits have been issued and enforce
compliance with the provisions of this code.

[A] 104.3 Notices and orders. The code official shall issue
necessary notices or orders to ensure compliance with this
code.

[A] 104.4 Inspections. The code official shall make the
required inspections, or the code official shall have the
authority to accept reports of inspection by approved agen-
cies or individuals. Reports of such inspections shall be in
writing and be certified by a responsible officer of such
approved agency or by the responsible individual. The code
official is authorized to engage such expert opinion as
deemed necessary to report on unusual technical issues that
arise, subject to the approval of the appointing authority.

[A] 104.5 Identification. The code official shall carry proper
identification when inspecting structures or premises in the
performance of duties under this code.

[A] 104.6 Right of entry. Where it is necessary to make an
inspection to enforce the provisions of this code, or where the
code official has reasonable cause to believe that there exists
in a structure or upon a premises a condition which is con-
trary to or in violation of this code that makes the structure or
premises unsafe, dangerous or hazardous, the code official is
authorized to enter the structure or premises at reasonable
times to inspect or to perform the duties imposed by this
code, provided that if such structure or premises be occupied
that credentials be presented to the occupant and entry
requested. If such structure or premises is unoccupied, the
code official shall first make a reasonable effort to locate the
owner, the owner’s authorized agent or other person having
charge or control of the structure or premises and request
entry. If entry is refused, the code official shall have recourse
to the remedies provided by law to secure entry.

[A] 104.7 Department records. The code officia shall keep
officia records of applications received, permits and certifi-
cates issued, fees collected, reports of inspections, and
notices and orders issued. Such records shall be retained in
the official records for the period required for retention of
public records.

[A] 104.8 M odifications. Where there are practical difficul-
ties involved in carrying out the provisions of this code, the
code official shall have the authority to grant modifications
for individual cases, upon application of the owner or
owner's authorized agent, provided the code official shall
first find that special individual reason makes the strict letter
of this code impractical and the modification isin compliance
with the intent and purpose of this code and that such modifi-
cation does not | essen sustainability, health, accessibility, life
safety and structural requirements. The details of action
granting modifications shall be recorded and entered in the
files of the department of building safety.

[A] 104.9 Alternative materials, methods and equipment.
The provisions of this code are not intended to prevent the
installation of any material or to prohibit any method of con-
struction not specifically prescribed by this code, provided
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that any such aternative has been approved. An alternative
material or method of construction shall be approved where
the code official finds that the proposed design is satisfactory
and complies with the intent of the provisions of this code,
and that the material, method or work offered is, for the pur-
pose intended, not less than the equivalent of that prescribed
in this code in quality, strength, effectiveness, durability and
safety.

[A] 104.10 Required testing. Where there isinsufficient evi-
dence of compliance with the provisions of this code, or evi-
dence that a material or method does not conform to the
requirements of this code, or in order to substantiate claims
for alternative materials or methods, the code official shall
have the authority to require tests as evidence of compliance
to be made at no expense to the jurisdiction.

[A] 104.10.1 Test methods. Test methods shall be as
specified in this code or by other recognized test stan-
dards. In the absence of recognized and accepted test
methods, the code officia shall approve the testing proce-
dures.

[A] 104.10.2 Testing agency. Tests shall be performed by
an approved agency.

[A] 104.10.3 Test reports. Reports of tests shall be
retained by the code official for the period required for
retention of public records.

[A] 104.11 Alter native engineer ed design. The design, doc-
umentation, inspection, testing and approval of an alternative
engineered design shall comply with Sections 104.11.1
through 104.11.6.

[A] 104.11.1 Design criteria. An alternative engineered
design shall conform to the intent of the provisions of this
‘code and shall provide an equivalent level of quality,
‘gtrength, effectiveness, durability and safety. Material,
‘equipment or components shall be designed and installed
‘in accordance with the manufacturer’ s instructions.

[A] 104.11.2 Submittal. The registered design profes-
'sional shall indicate on the permit application that the sys-
tem is an aternative engineered design. The permit and
permanent permit records shall indicate that an alternative
engineered design was part of the approved installation.

[A] 104.11.3 Technical data. The registered design pro-
fessional shall submit sufficient technical data to substan-
tiate the proposed alternative engineered design and to
prove that the performance meets the intent of this code.

[A] 104.11.4 Construction documents. The registered
design professional shall submit to the code official two
complete sets of signed and seal ed construction documents
for the alternative engineered design.

[A] 104.11.5 Design approval. Where the code official
determines that the aternative engineered design con-
forms to the intent of this code, the system shall be
approved. If the alternative engineered design is not
approved, the code official shall notify the registered
design professional in writing, stating the reasons why the
alternative was not approved.

SCOPE AND ADMINISTRATION

[A] 104.11.6 Inspection and testing. The alternative
engineered design shall be tested and inspected in accor-
dance with the requirements of Section 106.12.

[A] 104.12 Material and equipment reuse. Materials,
equipment and devices shall not be reused unless such ele-
ments have been reconditioned, tested, placed in good and
proper working condition and approved.

SECTION 105
PERMITS

[A] 105.1 When required. Any owner, or owner's autho-
rized agent who desires to construct, enlarge, alter, repair,
move, or demolish a pool or spa or to erect, install, enlarge,
alter, repair, remove, convert or replace any system, the
installation of which isregulated by this code, or to cause any
such work to be performed, shall first make application to the
code official and obtain the required permit for the work.

[A] 105.2 Application for permit. Each application for a
permit, with the required fee, shall be filed with the code offi-
cial on aform furnished for that purpose and shall contain a
general description of the proposed work and itslocation. The
application shall be signed by the owner or the owner's
authorized agent. The permit application shall contain such
other information required by the code official.

[A] 105.3 Construction documents. Construction docu-
ments, engineering calculations, diagrams and other such
data shall be submitted in two or more sets with each applica-
tion for a permit. The code official shall require construction
documents, computations and specifications to be prepared
and designed by a registered design professional when
required by state law. Construction documents shall be drawn
to scale and shall be of sufficient clarity to indicate the loca
tion, nature and extent of the work proposed and show in
detail that the work conformsto the provisions of this code.

[A] 105.4 Time limitation of application. An application for
apermit for any proposed work shall be deemed to have been
abandoned 180 days after the date of filing unless such appli-
cation has been pursued in good faith or a permit has been
issued; except that the code official is authorized to grant one
or more extensions of time for additional periods not exceed-
ing 180 days each. The extension shall be requested in writ-
ing and justifiable cause demonstrated.

[A] 105.5 Permit issuance. The application, construction
documents and other data filed by an applicant for permit
shall be reviewed by the code official. If the code official
finds that the proposed work conforms to the requirements of
this code and laws and ordinances applicable thereto, and that
the fees specified in Section 105.6 have been paid, a permit
shall be issued to the applicant.

[A] 105.5.1 Approved construction documents. When
the code official issues the permit where construction doc-
uments are required, the construction documents shall be
endorsed in writing and stamped “APPROVED.” Such
approved construction documents shall not be changed,
modified or atered without authorization from the code
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SCOPE AND ADMINISTRATION

official. Work shall be done in accordance with the
approved construction documents.

The code official shall have the authority to issue a per-
mit for the construction of a part of a system before the
entire construction documents for the whole system have
been submitted or approved, provided adequate informa-
tion and detailed statements have been filed complying
with pertinent requirements of this code. The holders of
such permit shall proceed at their own risk without assur-
ance that the permit for the entire system will be granted.

[A] 105.5.2 Validity. Theissuance of apermit or approval
of construction documents shall not be construed to be a
permit for, or an approval of, any violation of any of the
provisions of this code or any other ordinance of the juris-
diction. No permit presuming to give authority to violate
or cancel the provisions of this code shall be valid.

The issuance of apermit based upon construction docu-
ments and other data shall not prevent the code official
from thereafter requiring the correction of errors in said
construction documents and other data or from preventing
building operations being carried on thereunder when in
violation of this code or of other ordinances of this juris-
diction.

[A] 105.5.3 Expiration. Every permit issued shall become
invalid unless the work authorized by such permit is com-
menced within 180 days after its issuance, or if the work
authorized by such permit is suspended or abandoned for a
period of 180 days after the time the work is commenced.
The code official is authorized to grant, in writing, one or
more extensions of time, for a period not more than 180
days. The extension shall be requested in writing and justi-
fiable cause demonstrated.

[A] 105.5.4 Extensions. Any permittee holding an unex-
pired permit shall have the right to apply for an extension
of the time within which the permittee will commence
work under that permit when work is unable to be com-
menced within the time required by this section for good
and satisfactory reasons. The code official shall extend the
time for action by the permittee for a period not exceeding
180 daysif thereis reasonable cause. The fee for an exten-
sion shall be one-half the amount required for a new per-
mit for such work.

[A] 105.5.5 Suspension or revocation of permit. The
code official shall revoke a permit or approval issued
under the provisions of this code in case of any false state-
ment or misrepresentation of fact in the application or on
the construction documents upon which the permit or
approval was based.

[A] 105.5.6 Retention of construction documents. One
set of approved construction documents shall be retained
by the code official for a period of not less than 180 days
from date of completion of the permitted work, or as
required by state or local laws. One set of approved con-
struction documents shall be returned to the applicant, and
said set shall be kept on the site of the building or work at
all times during which the work authorized thereby is in
progress.

[A] 105.6 Fees. A permit shall not be valid until the fees pre-
scribed by law have been paid. An amendment to a permit
shall not be released until the additiona fee, if any, has been
paid.
[A] 105.6.1 Work commencing before permit issuance.
Any person who commences any work on a system before
obtaining the necessary permits shall be subject to afee as
indicated in the adopted fee schedule and would be in
addition to the required permit fees.

[A] 105.6.2 Fee schedule. The fees for work shall be as
indicated in the following schedule:

[JURISDICTION TO INSERT APPROPRIATE SCHEDULE]

[A] 105.6.3 Feerefunds. The code official shall authorize
the refunding of fees asfollows:

1. The full amount of any fee paid hereunder that was
erroneously paid or collected.

2. Not more than [SPECIFY PERCENTAGE] percent of
the permit fee paid when no work has been done
under apermit issued in accordance with this code.

3. Not more than [SPECIFY PERCENTAGE] percent of
the plan review fee paid when an application for a
permit for which a plan review fee has been paid is
withdrawn or canceled before any plan review effort
has been expended.

The code official shall not authorize the refunding of
any fee paid except upon written application filed by the
origina permittee not later than 180 days after the date of
fee payment.

SECTION 106
INSPECTIONS

[A] 106.1 General. Construction or work for which a permit
is required shall be subject to inspection by the code officia
and such construction or work shall remain accessible and
exposed for inspection purposes until approved. Approval as
a result of an inspection shall not be construed to be an
approval of a violation of the provisions of this code or of
other ordinances of the jurisdiction. Inspections presuming to
give authority to violate or cancel the provisions of this code
or of other ordinances of the jurisdiction shall not be valid. It
shall be the duty of the permit applicant to cause the work to
remain accessible and exposed for inspection purposes. Nei-
ther the code official nor the jurisdiction shall be liable for
expense entailed in the removal or replacement of any mate-
rial required to alow inspection.

[A] 106.2 Preliminary inspection. Before issuing a permit,
the code official is authorized to examine or cause to be
examined buildings, structures and sites for which an applica-
tion has been filed.

[A] 106.3 Required inspections and testing. Pool and spa
installations or aterations thereto, including equipment, pip-
ing, and appliances related thereto, shall be inspected by the
code official to ensure compliance with the requirements of
this code.
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[A] 106.4 Other inspections. In addition to the inspections
specified in Sections 106.2 and 106.3, the code official is
authorized to make or require other inspections of any con-
struction work to ascertain compliance with the provisions of
this code and other laws that are enforced.

[A] 106.5 Inspection request. It shall be the duty of the
holder of the permit or their duly authorized agent to notify
the code official when work isready for inspection. It shall be
the duty of the permit holder to provide access to and means
for inspections of such work that are required by this code.

[A] 106.6 Approval required. Work shall not be done
beyond the point indicated in each successive inspection
without first obtaining the approval of the code official. The
code official, upon notification, shall make the requested
inspection and shall either indicate the portion of the con-
struction that is satisfactory as completed, or notify the permit
holder or his or her agent wherein the same fails to comply
with this code. Any portions that do not comply shall be cor-
rected and such portion shall not be covered or concealed
until authorized by the code official.

[A] 106.7 Approved agencies. Test reports submitted to the
code officia for consideration shall be developed by
approved agencies that have satisfied the requirements as to
qualifications and reliability.

[A] 106.8 Evaluation and follow-up inspection services.
Prior to the approval of aclosed, prefabricated system and the
issuance of a permit, the code officia shall require the sub-
mittal of an evaluation report on each prefabricated system
indicating the complete details of the system, including a
description of the system and its components, the basis upon
which the system is being evaluated, test results and similar
information, and other data as necessary for the code official
to determine conformance to this code.

[A] 106.9 Evaluation service. The code official shall desig-
nate the eval uation service of an approved agency asthe eval-
uation agency, and review such agency’s evaluation report
for adequacy and conformance to this code.

[A] 106.10 Follow-up inspection. Except where ready
access is provided to systems, service equipment and acces-
sories for complete inspection at the site without disassembly
or dismantling, the code official shall conduct the frequency
of in-plant inspections necessary to ensure conformance to
the approved evaluation report or shall designate an indepen-
dent, approved inspection agency to conduct such inspec-
tions. The inspection agency shall furnish the code official
with the follow-up inspection manual and a report of inspec-
tions on request, and the system shall have an identifying
label permanently affixed to the system indicating that fac-
tory inspections have been performed.

[A] 106.11 Test and inspection records. Required test and
inspection records shall be available to the code official at all
times during the fabrication of the system and the installation
of the system, or such records as the code official designates
shall befiled.

SCOPE AND ADMINISTRATION

[A] 106.12 Special inspections. Special inspections of alter-
native engineered design systems shall be conducted in
accordance with Sections 106.12.1 and 106.12.2.

[A] 106.12.1 Periodic inspection. The registered design
professional or designated inspector shall periodically
inspect and observe the alternative engineered design to
determine that the installation is in accordance with the
approved construction documents. Discrepancies shall be
brought to the immediate attention of the contractor for
correction. Records shall be kept of inspections.

[A] 106.12.2 Written report. The registered design pro-
fessional shall submit afinal report in writing to the code
official upon completion of the installation, certifying that
the aternative engineered design conforms to the
approved construction documents. A notice of approval
for the system shall not be issued until a written certifica-
tion has been submitted.

[A] 106.13 Testing. Systems shall be tested as required by
this code. Tests shall be made by the permit holder and the
code official shall have the authority to witness such tests.

[A] 106.14 New, altered, extended or repaired systems.
New systems and parts of existing systems that have been
atered, extended or repaired shall be tested as prescribed by
this code.

[A] 106.15 Equipment, material and labor for tests. Equip-
ment, material and labor required for testing a system or part
thereof shall be furnished by the permit holder.

[A] 106.16 Reingpection and testing. Where any work or
installation does not pass any initial test or inspection, the
necessary corrections shall be made to comply with this code.
The work or installation shall then be resubmitted to the code
officia for inspection and testing.

[A] 106.17 Approval. After the prescribed tests and inspec-
tions indicate that the work compliesin all respects with this
code, anotice of approval shall be issued by the code official.

[A] 106.17.1 Revocation. The code officia is authorized
to, in writing, suspend or revoke a notice of approval
issued under the provisions of this code wherever the
notice is issued in error, or on the basis of the incorrect
information supplied, or where it is determined that the
building or structure, premise, system or portion thereof is
in violation of any ordinance or regulation or any of the
provisions of this code.

[A] 106.18 Temporary connection. The code official shall
have the authority to authorize the temporary connection of
the building or system to the utility source for the purpose of
testing systems.

[A] 106.19 Connection of service utilities. A person shall
not make connections from a utility, source of energy, fuel,
power, water system or sewer system to any building or sys-
tem that is regulated by this code for which a permit is
required until authorized by the code official.
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SCOPE AND ADMINISTRATION

SECTION 107
VIOLATIONS

[A] 107.1 Unlawful acts. It shall be unlawful for any person,
firm or corporation to erect, construct, alter, repair, remove,
demolish or utilize any system, or cause same to be done, in
conflict with or in violation of any of the provisions of this
code.

[A] 107.2 Notice of violation. The code official shall servea
notice of violation or order to the person responsible for the
erection, installation, alteration, extension, repair, removal or
demoalition of work in violation of the provisions of this code,
or inviolation of adetail statement or the approved construc-
tion documents there under, or in violation of a permit or cer-
tificate issued under the provisions of this code. Such order
shall direct the discontinuance of the illegal action or condi-
tion and the abatement of the violation.

[A] 107.3 Prosecution of violation. If the notice of violation
is not complied with promptly, the code official shall request
the legal counsel of the jurisdiction to institute the appropri-
ate proceeding at law or in equity to restrain, correct or abate
such violation, or to require the removal or termination of the
unlawful pool or spa in violation of the provisions of this
code or of the order or direction made pursuant thereto.

[A] 107.4 Violation penalties. Any person who shall violate
aprovision of this code or shall fail to comply with any of the
requirements thereof or who shall erect, install, alter or repair
apool or spain violation of the approved construction docu-
ments or directive of the code official, or of apermit or certif-
icate issued under the provisions of this code, shall be guilty
of a [SPECIFY OFFENSE], punishable by a fine of not more
than [AMOUNT] dollars or by imprisonment not exceeding
[NUMBER OF DAYS], or both such fine and imprisonment.
Each day that a violation continues after due notice has been
served shall be deemed a separate offense.

[A] 107.5 Stop work orders. Upon notice from the code offi-
cial, work on any system that is being performed contrary to
the provisions of this code or in a dangerous or unsafe man-
ner shall immediately cease. Such notice shall be in writing
and shall be given to the owner of the property, or to the
owner’s authorized agent, or to the person performing the
work. The notice shall state the conditions under which work
is authorized to resume. Where an emergency exists, the code
official shall not be required to give a written notice prior to
stopping the work. Any person who shall continue any work
in or about the structure after having been served with a stop
work order, except such work as that person is directed to
perform to remove a violation or unsafe condition, shall be
liable to afine of not less than [AMOUNT] dollars or more than
[AMOUNT] dollars.

[A] 107.6 Abatement of violation. The imposition of the
penalties herein prescribed shall not preclude the legal officer
of the jurisdiction from ingtituting appropriate action to pre-
vent violation, or to prevent illegal use of apool or spa, or to
stop an illegal act, conduct, business or utilization of the
plumbing on or about any premises.

[A] 107.7 Unsafe systems. Any system regulated by this
code that is unsafe or that constitutes a fire or health hazard,

is hereby declared unsafe. Any use of a system regulated by
this code constituting a hazard to safety, health or public wel-
fare by reason of inadequate maintenance, dilapidation, obso-
lescence, fire hazard, disaster, damage or abandonment is
hereby declared an unsafe use. Any such unsafe system is
hereby declared to be a public nuisance and shall be abated
by repair, rehabilitation, demolition or removal.

[A] 107.7.1 Authority to condemn a system. Whenever
the code official determines that any system, or portion
thereof, regulated by this code has become hazardous to
life, health or property or has become insanitary, the code
official shall order in writing that such system either be
removed or restored to a safe or sanitary condition. A time
limit for compliance with such order shall be specified in
the written notice. No person shall use or maintain a defec-
tive system after receiving such notice.

When such a system is to be disconnected, written
notice as prescribed in Section 107.2 shall be given. In
cases of immediate danger to life or property, such discon-
nection shall be made immediately without such notice.

[A] 107.7.2 Authority to disconnect service utilities.
The code official shall have the authority to authorize dis-
connection of utility service to the pool or sparegulated by
the technical codesin case of an emergency, where neces-
sary, to eliminate an immediate danger to life or property.
Where possible, the owner or the owner's authorized agent
and occupant of the building where the pool or spa is
located shall be notified of the decision to disconnect util-
ity service prior to taking such action. If not notified prior
to disconnecting, the owner, the owner’ s authorized agent
or the occupant of the building shall be notified in writing,
as soon as practical thereafter.

[A] 107.7.3 Connection after order to disconnect. A
person shall not make connections from any energy, fuel,
power supply or water distribution system, or supply
energy, fuel or water to any equipment regulated by this
code that has been disconnected or ordered to be discon-
nected by the code official or the use of which has been
ordered to be discontinued by the code official until the
code official authorizes the reconnection and use of such
equipment.

When any system is maintained in violation of this
code, and in violation of any notice issued pursuant to the
provisions of this section, the code official shall institute
any appropriate action to prevent, restrain, correct or abate
the violation.

SECTION 108
MEANS OF APPEAL

[A] 108.1 Application for appeal. Any person shall have the
right to appeal a decision of the code official to the board of
appeals. An application for appeal shall be based on a claim
that the true intent of this code or the rules legally adopted
there under have been incorrectly interpreted, the provisions
of this code do not fully apply, or an equally. good or better

form of construction is proposed. The ap euments
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filed on aform aobtained from the code official within 20 days
after the notice was served.

[A] 108.2 Member ship of board. The board of appeals shall
consist of five members appointed by the chief appointing
authority as follows: one for 5 years, one for 4 years, one for
3 years, one for 2 years and one for 1 year. Thereafter, each
new member shall serve for 5 years or until a successor has
been appointed.

[A] 108.2.1 Qualifications. The board of appeals shall
consist of five individuals, one from each of the following
professions or disciplines:

1. Registered design professional who is a registered
architect; or a builder or superintendent of building
construction with not less than 10 years experience,
5 years of which shall have been in responsible
charge of work.

2. Registered design professional with structural engi-
neering or architectural experience.

3. Registered design professional with mechanical and
plumbing engineering experience; or a mechanical
and plumbing contractor with not less than 10 years'
experience, 5 years of which shall have been in
responsible charge of work.

4. Registered design professional with electrical engi-
neering experience; or an electrical contractor with
not less than 10 years' experience, 5 years of which
shall have been in responsible charge of work.

5. Registered design professional with pool or spa
experience; or a contractor with not less than 10
years experience, 5 years of which shall have been
in responsible charge of work.

[A] 108.2.2 Alternate members. The chief appointing
authority shall appoint two alternate members who shall
be called by the board chairman to hear appeals during the
absence or disqualification of a member. Alternate mem-
bers shall possess the qualifications required for board
membership, and shall be appointed for 5 years or until a
successor has been appointed.

[A] 108.2.3 Chairman. The board shall annually select
one of its members to serve as chairman.

[A] 108.2.4 Disqualification of member. A member shall
not hear an appeal in which that member has any personal,
professional or financial interest.

[A] 108.2.5 Secretary. The chief administrative officer
shall designate aqualified clerk to serve as secretary to the
board. The secretary shall file a detailed record of pro-
ceedings in the office of the chief administrative officer.
[A] 108.2.6 Compensation of members. Compensation
of members shall be determined by law.

[A] 108.3 Notice of meeting. The board shall meet upon
notice from the chairman, within 10 days of the filing of an
appeal or at stated periodic meetings.

[A] 108.4 Open hearing. Hearings before the board shall be
open to the public. The appellant, the appellant’s representa-

SCOPE AND ADMINISTRATION

tive, the code official and any person whose interests are
affected shall be given an opportunity to be heard.

[A] 108.4.1 Procedure. The board shall adopt and make
available to the public through the secretary procedures
under which a hearing will be conducted. The procedures
shall not require compliance with strict rules of evidence,
but shall mandate that only relevant information be
received.

[A] 108.5 Postponed hearing. When five members are not
present to hear an appeal, either the appellant or the appel-
lant’s representative shall have the right to request a post-
ponement of the hearing.

[A] 108.6 Board decision. The board shall modify or reverse
the decision of the code officia by a concurring vote of three
members.

[A] 108.6.1 Resolution. The decision of the board shall be
by resolution. Certified copies shall be furnished to the
appellant and to the code official.

[A] 108.6.2 Administration. The code official shall take
immediate action in accordance with the decision of the
board.

[A] 108.7 Court review. Any person, whether or not a previ-
ous party of the appeal, shall have the right to apply to the
appropriate court to correct errors of law. Application for
review shall be made in the manner and time required by law
following the filing of the decision in the office of the chief
administrative officer.
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CHAPTER 2
DEFINITIONS

SECTION 201
GENERAL

201.1 Scope. Unless otherwise expressly stated, the follow-
ing words and terms shall, for the purposes of this code, have
the meanings shown in this chapter.

201.2 Interchangeability. Words used in the present tense
include the future; words stated in the masculine gender
include the feminine and neuter; the singular number includes
the plural and the plural, the singular.

201.3 Terms defined in other codes. Where terms are not
defined in this code and are defined in the International
Building Code, International Energy Conservation Code,
International Fire Code, International Fuel Gas Code, Inter-
national Mechanical Code, International Plumbing Code or
International Residential Code, such terms shall have the
meanings ascribed to them asin those codes.

201.4 Terms not defined. Where terms are not defined
through the methods authorized by this section, such terms
shall have ordinarily accepted meanings such as the context
implies.

SECTION 202
DEFINITIONS

ACCESSIBLE. Signifies access that requires the removal of
an access panel or similar removable obstruction.

ACTIVITY POOL. A pool designed primarily for play
activity that uses constructed features and devices including
lily pad walks, flotation devices, small slide features, and
similar attractions.

AIR INDUCTION SYSTEM. A system whereby a volume
of air isintroduced into hollow ducting built into a spa floor,
bench, or hydrotherapy jets.

ALTERATION. Construction or renovation to an existing
pool or spa other than repair that requires a permit.

APPROVED. Acceptable to the code officia or authority
having jurisdiction.

[A] APPROVED AGENCY. An established and recognized
agency regularly engaged in conducting tests or furnishing
inspection services, when such agency has been approved by
the code official.

AQUATIC RECREATION FACILITY. A facility that is
designed for free-form aquatic play and recreation. The facil-
ities may include, but are not limited to, wave or surf action
pools, leisure rivers, sand bottom pools, vortex pools, activity
pools, inner tube rides, body slides and interactive play
attractions.

BACKWASH. The process of cleansing the filter medium or
elements by the reverse flow of water through the filter.

BACKWASH CYCLE. The time required to backwash the
filter medium or elements and to remove debris in the pool or
spafilter.

BARRIER. A permanent fence, wall, building wall, or com-
bination thereof that completely surrounds the pool or spa
and obstructs the access to the pool or spa. The term “perma-
nent” shall mean not being able to be removed, lifted, or relo-
cated without the use of atool.

BATHER. A person using a pool, spa or hot tub and adjoin-
ing deck areafor the purpose of water sports, recreation, ther-
apy or related activities.

BATHER LOAD. The number of personsin the pool or spa
water at any given moment or during any stated period of
time.

BEACH ENTRY. Sloping entry starting above the waterline
at deck level and ending below the waterline. The presence of
sand is not required. Also called “zero entry.”

CHEMICAL FEEDER. A floating or mechanical device for
adding a chemical to pool or spawater.

CIRCULATION EQUIPMENT. The components of a cir-
culation system.

CIRCULATION SYSTEM. The mechanical components
that are a part of a recirculation system on a pool or spa. Cir-
culation equipment may be, but is not limited to, categories of
pumps, hair and lint strainers, filters, valves, gauges, meters,
heaters, surface skimmers, inlet fittings, outlet fittings and
chemical feeding devices. The components have separate
functions, but when connected to each other by piping, per-
form as a coordinated system for purposes of maintaining
pool or spawater in a clear and sanitary condition.

[A] CODE OFFICIAL. The officer or other designated
authority charged with the administration and enforcement of
this code, or aduly authorized representative.

[A] CONSTRUCTION DOCUMENTS. Written, graphic
and pictorial documents prepared or assembled for describing
the design, location and physical characteristics of the ele-
ments of a project necessary for obtaining a building permit.

DECK. An areaimmediately adjacent to or attached to a pool
or spa that is specifically constructed or installed for sitting,
standing, or walking.

DEEP AREA. Water depth areas exceeding 5 feet (1524
mm).

DESIGN PROFESSIONAL. An individual who is regis-
tered or licensed to practice his or her respective design pro-
fession as defined by the statutory requirements of the
professional registration or licensing laws of the state or juris-
diction in which the project is to be constructed.

DESIGN RATE OF FLOW. The rate of flow used for
design calculations in a system.
Documents
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DEFINITIONS

DESIGN WATERLINE. The centerline of the skimmer or
other point as defined by the designer of the pool or spa.

DIVING AREA. The area of a swimming pool that is
designed for diving.

DIVING BOARD. A flexible board secured at one end that
isused for diving such as a spring board or a jump board.

DIVING PLATFORM. A dtationary platform designed for
diving.

DIVING STAND. Any supporting device for a springboard,
jump board or diving board.

EXERCISE SPA (Also known as a swim spa). Variants of
a spa in which the design and construction includes specific
features and equipment to produce a water flow intended to
allow recreational physical activity including, but not limited
to, swimming in place. Exercise spas can include periphera
jetted seats intended for water therapy, heater, circulation and
filtration system, or can be a separate distinct portion of a
combination spa/exercise spa and can have separate controls.
These spas are of a design and size such that they have an
unobstructed volume of water large enough to allow the 99th
Percentile Man as specified in APSP 16 to swim or exercise
in place.

EXISTING POOL OR SPA. A pool or spa constructed prior
to the date of adoption of this code, or one for which alegal
building permit has been issued.

FILTER. A device that removes undissolved particles from
water by recirculating the water through a porous substance
such asfilter medium or elements.

FILTRATION. The process of removing undissolved parti-
cles from water by recirculating the water through a porous
substance such as filter medium or elements.

[BS] FLOOD HAZARD AREA. The greater of the follow-
ing two areas:

1. The area within a flood plain subject to a 1-percent or
greater chance of flooding in any year.

2. The area designated as a flood hazard area on a com-
munity’s flood hazard map, or otherwise legally desig-
nated.

FLUME. A trough-like or tubular structure, generally recog-
nized as a water dide, that directs the path of travel and the
rate of descent by therider.

GUTTER. Overflow trough in the perimeter wall of a pool
that is a component of the circulation system or flows to
waste.

HAIR AND LINT STRAINER. A device attached on or in
front of a pump to which the influent line (suction line) is
connected for the purpose of entrapping lint, hair, or other
debristhat could damage the pump.

HANDHOLD. That portion of a pool or spa structure or a
specific element that is at or above the design waterline that
usersin the pool grasp onto for support.

HANDRAIL. A support device that is intended to be gripped
by a user for the purpose of resting or steadying, typically
located within or at exits to the pool or spa or as part of a set

HYDROTHERAPY JET. A fitting that blends air and
water, creating a high-velocity turbulent stream of air-
enriched water.

JUMP BOARD. A manufactured diving board that has a coil
spring, leaf spring, or comparable device located beneath the
board that is activated by the force exerted by jumping on the
board’ s end.

[A] JURISDICTION. The governmental unit that has
adopted this code under due legislative authority.

[A] LABEL. An identification applied on a product by the
manufacturer that contains the name of the manufacturer, the
function and performance characteristics of the product or
material, and the name and identification of an approved
agency and that indicates that the representative sample of the
product or material has been tested and evaluated by an
approved agency.

[A] LABELED. Equipment, materials or products to which
has been affixed a label, seal, symbol or other identifying
mark of a nationally recognized testing laboratory, inspection
agency or other organization concerned with product evalua-
tion that maintains periodic inspection of the production of
the above-labeled items and whose labeling indicates either
that the equipment, material or product meets identified stan-
dards or has been tested and found suitable for a specified
purpose.

LADDER. A structure for ingress and egress that usually
consists of two long parallel side pieces joined at intervals by
crosspieces such astreads.

TYPE A DOUBLE ACCESS LADDER. An “A-
Frame” ladder that straddles the pool wall of an above-
ground pool and provides ingress and egress and is
intended to be removed when not in use.

TYPE B LIMITED ACCESS LADDER. An “A-
Frame” ladder that straddles the pool wall of an above-
ground/onground pool. Type B ladders are removable
and have a built-in feature that prevents entry to the
pool when the pool is not in use.

TYPE C LADDER. A “ground to deck” staircase lad-
der that allows access to an above-ground pool deck
and has a built-in entry-limiting feature.

TYPE D IN-POOL LADDER. Located in the pool to
provide a means of ingress and egress from the pool to
the deck.

TYPE E or F IN-POOL STAIRCASE LADDER.
Located in the pool to provide a means of ingress and
egress from the pool to the deck.

LIFELINE. An anchored line thrown to aid in rescue.

[A] LISTED. Equipment, materials, products or services
included in alist published by an organization acceptable to
the code official and concerned with evaluation of products
or services that maintains periodic inspection of production
of listed equipment or materials or periodic evaluation of ser-
vices and whose listing states either that the equipment, mate-
rial, product or service meetsidentified standards or has been

tested and found suitable for a specified pur cuments
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MAINTAINED ILLUMINATION. The value, in foot-can-
dles or equivalent units, below which the average illuminance
on a specified surface is not alowed to fall. Maintained illu-
mination equals the initial average illuminance on the speci-
fied surface with new lamps, multiplied by the light loss
factor (LLF), to account for reduction in lamp intensity over
time.

NEGATIVE EDGE. See*“Vanishing edge.”

NONENTRY AREA. An area of the deck from which entry
into the pool or spais prohibited.

ONGROUND STORABLE POOL. A pool which can be
disassembled for storage or transport. This includes portable
pools with flexible or nonrigid walls that achieve their struc-
tural integrity by means of uniform shape, a support frame or
a combination thereof, and that can be disassembled for stor-
age or relocation.

OVERFLOW GUTTER. The gutter around the top perime-
ter of the pool or spa, which is used to skim the surface.

[A] OWNER. Any person, agent, firm or corporation having
alegal or equitableinterest in the property.

[A] PERMIT. An official document or certificate issued by
the authority having jurisdiction that authorizes performance
of a specified activity.

POOL. See“Public swimming pool” and “Residential swim-
ming pool.”

POWER SAFETY COVER. A pool cover that is placed
over the water area, and is opened and closed with a motor-
ized mechanism activated by a control switch.

PUBLIC SWIMMING POOL (Public Pool). A pool, other
than aresidential pool, that is intended to be used for swim-
ming or bathing and is operated by an owner, lessee, operator,
licensee or concessionaire, regardless of whether a fee is
charged for use. Public pools shall be further classified and
defined as follows:

CLASSA, COMPETITION POOL. A pool intended for
use for accredited competitive aguatic events such as Fed-
eration Internationale De Natation (FINA), USA Swim-
ming, USA Diving, USA Synchronized Swimming, USA
Water Polo, National Collegiate Athletic Association
(NCAA), or the National Federation of State High School
Associations (NFHS).

CLASS B, PUBLIC POOL. A pool intended for public
recreational use that is not identified in the other classifi-
cations of public pools.

CLASS C, SEMI-PUBLIC POOL. A pool operated

solely for and in conjunction with lodgings such as hotels,
motels, apartments or condominiums.

CLASS D-1, WAVE ACTION POOL. A pool designed
to simulate breaking or cyclic waves for purposes of gen-
era play or surfing.

CLASS D-2, ACTIVITY POOL. A pool designed for
casual water play ranging from simple splashing activity
to the use of attractions placed in the pool for recreation.

CLASSD-3, CATCH POOL. A body of water |ocated at

DEFINITIONS

The body of water is provided for the purpose of terminat-
ing the dide action and providing a means for exit to a
deck or walkway area.

CLASS D-4, LEISURE RIVER. A manufactured stream
of water of near-constant depth in which the water is
moved by pumps or other means of propulsion to provide
ariver-like flow that transports bathers over a defined path
that may include water features and play devices.

CLASSD-5, VORTEX POOL. A circular pool equipped
with a method of transporting water in the pool for the
purpose of propelling riders at speeds dictated by the
velocity of the moving stream of water.

CLASS D-6, INTERACTIVE PLAY ATTRACTION.
A manufactured water play device or a combination of
water-based play devices in which water flow volumes,
pressures or patterns can be varied by the bather without
negatively influencing the hydraulic conditions for other
connected devices. These attractions incorporate devices
or activities such as dlides, climbing and crawling struc-
tures, visual effects, user-actuated mechanical devices and
other elements of bather-driven and bather-controlled
play.

CLASSE. Pools used for instruction, play or therapy and
with temperatures above 86°F (30°C).

CLASSF. ClassF pools are wading pools and are covered
within the scope of this code as set forth in Section 405.

Public pools are either a diving or nondiving type. Diving
types of public pools are classified into types as an indication
of the suitability of a pool for use with diving equipment.

TYPESVI-1X. Public pools suitable for the installation of
diving equipment by type.
TYPE O. A nondiving public pool.

RECESSED TREADS. A series of vertically spaced cavities
in apool or spawall creating tread areas for step holes.

RECIRCULATION SYSTEM. See*“Circulation system.”

[A] REPAIR. The restoration to good or sound condition of
any part of apool or spafor the purpose of its maintenance or
to correct damage.

RESIDENTIAL. For purposes of this code, residential
applies to detached one- and two-family dwellings and town-
houses not more than three storiesin height.

RESIDENTIAL SWIMMING POOL (Residential Pool).
A pool intended for use which is accessory to a residential
setting and available only to the household and its guests. All
other pools shall be considered public pools for purposes of
this code.
TYPESI-V. Residential pools suitable for the installation
of diving equipment by type.

TYPE O. A nondiving residential pool.

RETURN INLET. The aperture or fitting through which the
water under positive pressure returns into a pool.

RING BUOY. A ring-shaped floating buoy capable of sup-
porting a user, usually attached to athrowing line.

the termination of a manufactured waterdide attraction. Documents
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DEFINITIONS

ROPE AND FLOAT LINE. A continuous line not less than
!/, inch (6 mm) in diameter that is supported by buoys and
attached to opposite sides of a pool to separate the deep and
shallow ends.

RUNOUT. A continuation of water dlide flume surface
where riders are intended to decel erate and come to a stop.

SAFETY COVER. A structure, fabric or assembly, along
with attendant appurtenances and anchoring mechanisms,
that is temporarily placed or installed over an entire pool, spa
or hot tub and secured in place after al bathers are absent
from the water.

SHALL. The term, when used in the code, is construed as
mandatory.

SHALLOW AREAS. Portions of a pool or spa with water
depths less than 5 feet (1524 mm).

SKIMMER. A device installed in the pool or spa that per-
mits the removal of floating debris and surface water to the
filter.

SLIP RESISTANT. A surface that has been treated or con-
structed to significantly reduce the chance of a user dlipping.
The surface shall not be an abrasion hazard.

SLOPE BREAK. Occurs at the point where the slope of the
pool floor changes to a greater slope.

SPA. A product intended for the immersion of persons in
temperature-controlled water circulated in a closed system,
and not intended to be drained and filled with each use. A spa
usualy includes a filter, an electric, solar or gas heater, a
pump or pumps, and a control, and can aso include other
equipment, such as lights, blowers, and water-sanitizing
equipment.

PERMANENT RESIDENTIAL SPA. A spa, intended
for use that is accessory to aresidential setting and avail-
able to the household and its guests and where the water
heating and water-circulating equipment is not an integral
part of the product. The spa is intended as a permanent
plumbing fixture and not intended to be moved.

PORTABLE RESIDENTIAL SPA. A spa intended for
use that is accessory to a residential setting and available
to the household and its guests and where it is either self-
contained or nonself-contained.

PUBLIC SPA. A spa other than a permanent residential
spa or portable residential spa which is intended to be
used for bathing and is operated by an owner, licensee or
concessionaire, regardless of whether a fee is charged for
use.

SELF-CONTAINED SPA. A factory-built spa in which
all control, water heating and water-circul ating equipment
isan integral part of the product. Self-contained spas may
be permanently wired or cord connected.

NONSELF-CONTAINED SPA. A factory-built spa in
which the water heating and circulating equipment is not
an integral part of the product. Nonself-contained spas
may employ separate components such as an individual
filter, pump, heater and controls, or they can employ
assembled combinations of various components.

SPRAY POOL. A pool or basin occupied by construction
features that spray water in various arrays for the purpose of
wetting the persons playing in the spray streams.
SUBMERGED VACUUM FITTING. A fitting intended to
provide a point of connection for suction side automatic
swimming pool, spa, and hot tub cleaners.

SUCTION OUTLET. A submerged fitting, fitting assembly,
cover/grate and related components that provide a localized
low-pressure area for the transfer of water from a swimming
pool, spa or hot tub. Submerged suction outlets have also
been referred to as main drains.

SURFACE SKIMMING SYSTEM. A device or system
installed in the pool or spa that permits the removal of float-
ing debris and surface water to the filter.

SURGE CAPACITY. The storage volume in a surge tank,
gutter, and plumbing lines.

SURGE TANK. A storage vessel within the pool recirculat-
ing system used to contain the water displaced by bathers.

SWIMOUT. An underwater seat area that is placed com-
pletely outside of the perimeter shape of the pool. Where
located at the deep end, swimouts are permitted to be used as
the deep-end means of entry or exit to the pool.

TUBE RIDE. A gravity flow attraction found at a waterpark
designed to convey riders on an inner-tube-like device
through a series of chutes, channels, flumes or pools.
TURNOVER RATE. The period of time, usually in hours,
required to circulate a volume of water equal to the pool or
spa capacity.

UNDERWATER LEDGE. A narrow shelf projecting from

the side of a vertical structure whose dimensions are defined
in the appropriate standard.

UNDERWATER SEAT. An underwater ledge that is placed
completely inside the perimeter shape of the pool, generally
located in the shallow end of the pool.

VANISHING EDGE. Water-feature detail in which water
flows over the edge of at least one of the pool walls and is
collected in a catch basin. Also called “ Negative edge.”

WATERLINE. See “Design waterline.”

WAVE POOL CAISSON. A large chamber used in wave
generation. This chamber houses pulsing water and air surges
in the wave generation process and is not meant for human
occupancy.

ZERO ENTRY. See“Beach entry.”
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CHAPTER 3
GENERAL COMPLIANCE

SECTION 301
GENERAL

301.1 Scope. The provisions of this chapter shall govern the
general design and construction of public and residential
pools and spas and related piping, equipment, and materials.
Provisions that are unique to a specific type of pool or spaare
located in Chapters 4 through 10.

301.1.1 Application of Chapters 4 through 10. Where
differences occur between the provisions of this chapter
and the provisions of Chapters 4 through 10, the provi-
sions of Chapters 4 through 10 shall apply.

SECTION 302
ELECTRICAL, PLUMBING, MECHANICAL AND
FUEL GAS REQUIREMENTS

302.1 Electrical. Electrical requirements for aquatic facilities
snall be in accordance with NFPA 70 or the International
Residential Code, as applicable in accordance with Section
102.7.1.

Exception: Internal wiring for portable residential spas
and portable residential exercise spas.

302.2 Water service and drainage. Piping and fittings used
for water service, makeup and drainage piping for pools and
spas shall comply with the International Plumbing Code. Fit-
tings shall be approved for ingtallation with the piping
installed.

302.3 Pipe, fittings and components. Pipe, fittings and com-
ponents shall be listed and labeled in accordance with NSF
50 or NSF 14. Plastic jets, fittings, and outlets used in public
spas shall be listed and labeled in accordance with NSF 50.

1. Portable residential spas and portable residential exer-
cise spas listed and labeled in accordance with UL
1563 or CSA C22.2 No. 218.1.

2. Onground storable pools supplied by the pool manu-
facturer as a kit that includes all pipe, fittings and com-
ponents.

302.4 Concealed piping inspection. Piping, including pro-
cess piping, that is installed in trenches, shall be inspected
prior to backfilling.

302.5 Backflow protection. Water supplies for pools and
spas shall be protected against backflow in accordance with
the International Plumbing Code or the International Resi-
dential Code, as applicable in accordance with Section
102.7.1.

302.6 Waste-water discharge. Where waste water from
pools and spas, backwash from filters and water from deck
drains discharge to the building drainage system, such instal-
lation shall be in accordance with the International Plumbing
Code or the International Residential Code, as applicable in
accordance with Section 102.7.1.

302.7 Tedts. Tests on water piping systems constructed of |
plastic piping shall not use compressed air for the test.

302.8 Maintenance. Pools and spas shall be maintained in a ||
clean and sanitary condition, and in good repair.

302.8.1 Manuals. An operating and maintenance manual
in accordance with industry-accepted standards shall be
provided for each piece of equipment requiring mainte-
nance.

SECTION 303
ENERGY

303.1 Energy consumption of pools and permanent spas.
The energy consumption of pools and permanent spas shall
be controlled by the requirementsin Sections 303.1.1 through
303.1.3.

303.1.1 Heaters. The electric power to heaters shall be
controlled by a readily accessible on-off switch that is an
integral part of the heater, mounted on the exterior of the
heater or external to and within 3 feet (914 mm) of the
heater. Operation of such switch shall not change the set-
ting of the heater thermostat. Such switches shall be in
addition to a circuit breaker for the power to the heater.
Gas-fired heaters shall not be equipped with continuously
burning ignition pilots.

303.1.2 Time switches. Time switches or other control
methods that can automatically turn off and on heaters and
pump motors according to a preset schedule shall be
installed for heaters and pump motors. Heaters and pump
motors that have built-in time switches shall be in compli-
ance with this section.

Exceptions:

1. Where public health standards require 24-hour
pump operation.

2. Pumpsthat operate solar- or waste-heat recovery
pool heating systems.

303.1.3 Covers. Outdoor heated pools and outdoor perma-
nent spas shall be provided with a vapor-retardant cover or
other approved vapor-retardant means in accordance with
Section 104.11.

Exception: Where more than 70 percent of the energy
for heating, computed over an operating season, is from
site-recovered energy such as from aheat pump or solar
energy source, covers or other vapor-retardant means
shall not be required.

303.2 Portable spas. The energy consumption of electric-
powered portable spas shall be controlled by the requirements
of APSP 14.

303.3 Residential pools and perm t residential S.
The energy consumption of resi d%tﬁaﬁ@ﬁum%

Document Sharing Hub
Copyright Intemational Gode Coungi :FRNATIONAL SWIMMING POOL AND SPA CODE™ 13

Provided by IHS under license with ICC Licensee=University of Texas Revised Sub Account/5620001114, User=rasoulivand, a
No reproduction or networking permitted without license from IHS Not for Resale, 01/04/2015 04:23:15 MST

Full document details: ICC ISPSC 2015


http://www.avadocuments.com/doc/icc-ispsc-2015
http://www.avadocuments.com/doc/icc-ispsc-2015

GENERAL COMPLIANCE

permanent residential spas shall be controlled in accordance
with the requirements of APSP 15.

SECTION 304
FLOOD HAZARD AREAS

304.1 General. The provisions of Section 304 shall control
the design and construction of pools and spas installed in
flood hazard areas.

[BS] 304.2 Determination of impacts based on location.
Pools and spas located in flood hazard areas indicated within
the International Building Code or the International Residen-
tial Code shall comply with Section 304.2.1 or 304.2.2.

Exception: Pools and spas located in riverine flood hazard
areas that are outside of designated floodways and pools
and spas located in flood hazard areas where the source of
flooding is tides, storm surges or coastal storms.

[BS] 304.2.1 Poolsand spaslocated in designated flood-
ways. Where pools and spas are located in designated
floodways, documentation shall be submitted to the code
official that demonstrates that the construction of the pools
and spaswill not increase the design flood elevation at any
point within the jurisdiction.

[BS] 304.2.2 Pools and spas located where floodways
have not been designated. Where pools and spas are
located where design flood elevations are specified but
floodways have not been designated, the applicant shall
provide a floodway analysis that demonstrates that the
proposed pool or spa and any associated grading and fill-
ing, will not increase the design flood elevation more than
1 foot (305 mm) at any point within the jurisdiction.

[BS] 304.3 Pooals and spas in coastal high-hazard areas.
Pools and spas installed in coastal hazard areas shall be
designed and constructed in accordance with ASCE 24.

[BS] 304.4 Protection of equipment. Equipment shall be
elevated to or above the design flood elevation or be
anchored to prevent flotation and protected to prevent water
from entering or accumulating within the components during
conditions of flooding.

3045 GFCI protection. Electrical equipment installed
below the design flood elevation shall be supplied by branch
circuits that have ground-fault circuit interrupter protection
for personnel.

SECTION 305
BARRIER REQUIREMENTS

305.1 General. The provisions of this section shall apply to
the design of barriers for pools and spas. These design con-
trols are intended to provide protection against the potential
drowning and near drowning by restricting access to such
pools or spas. These regquirements provide an integrated level
of protection against potential drowning through the use of
physical barriers and warning devices.

2. Swimming pools with a powered safety cover that
complieswith ASTM F 1346.

305.2 Outdoor swimming pools and spas. Outdoor pools
and spas and indoor swimming pools shall be surrounded by
abarrier that complies with Sections 305.2.1 through 305.7.

305.2.1 Barrier height and clearances. Barrier heights
and clearances shall be in accordance with al of the fol-
lowing:

1. Thetop of the barrier shall be not less than 48 inches
(1219 mm) above grade where measured on the side
of the barrier that faces away from the pool or spa.
Such height shall exist around the entire perimeter
of the barrier and for a distance of 3 feet (914 mm)
measured horizontally from the outside of the
required barrier.

2. Thevertical clearance between grade and the bottom
of the barrier shall not exceed 2 inches (51 mm) for
grade surfaces that are not solid, such as grass or
gravel, where measured on the side of the barrier
that faces away from the pool or spa.

3. The vertical clearance between a surface below the
barrier to a solid surface, such as concrete, and the
bottom of the required barrier shall not exceed 4
inches (102 mm) where measured on the side of the
required barrier that faces away from the pool or
spa.

4. Where the top of the pool or spa structure is above
grade, the barrier shall be installed on grade or shall
be mounted on top of the pool or spa structure.
Where the barrier is mounted on the top of the pool
or spa, the vertical clearance between the top of the
pool or spa and the bottom of the barrier shall not
exceed 4 inches (102 mm).

305.2.2 Openings. Openings in the barrier shall not allow
passage of a4-inch-diameter (102 mm) sphere.

305.2.3 Solid barrier surfaces. Solid barriers that do not
have openings shall not contain indentations or protrusions
that form handholds and foothol ds, except for normal con-
struction tolerances and tooled masonry joints.

305.2.4 Mesh fence as a barrier. Mesh fences, other than
chain link fences in accordance with Section 305.2.7, shall
be installed in accordance with the manufacturer’ s instruc-
tions and shall comply with the following:

1. The bottom of the mesh fence shall be not more than
1 inch (25 mm) above the deck or installed surface
or grade.

2. The maximum vertical clearance from the bottom of
the mesh fence and the solid surface shall not permit
the fence to be lifted more than 4 inches (102 mm)
from grade or decking.

3. The fence shall be designed and constructed so that
it does not alow passage of a 4-inch (102 mm)
sphere under any mesh panel. The maximum verti-

Exceptions: cal clearance from the bottom of the mesh fence and
1. Spas and hot tubs with a lockable safety cover that the solid surface shall not be moge than 4 inches
complieswith ASTM F 13486. (102 mm) from grade or decking. L OCUMents
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4. An attachment device shall attach each barrier sec-
tion at a height not lower than 45 inches (1143 mm)
above grade. Common attachment devices include,
but are not limited to, devices that provide the secu-
rity equal to or greater than that of a hook-and-eye-
type latch incorporating a spring-actuated retaining
lever such as a safety gate hook.

5. Where a hinged gate is used with a mesh fence, the
gate shall comply with Section 305.3.

6. Patio deck sleeves such as vertical post receptacles
that are placed inside the patio surface shall be of a
nonconductive material.

7. Mesh fences shall not be installed on top of
onground residential pools.

305.2.5 Closely spaced horizontal members. Where the
barrier is composed of horizontal and vertical members
and the distance between the tops of the horizontal mem-
bers is less than 45 inches (1143 mm), the horizontal
members shall be located on the pool or spa side of the
fence. Spacing between vertical members shall not exceed
1%, inches (44 mm) in width. Where there are decorative
cutouts within vertical members, spacing within the cut-
outs shall not exceed 1%, inches (44 mm) in width.

305.2.6 Widely spaced horizontal members. Where the
barrier is composed of horizontal and vertical members
and the distance between the tops of the horizontal mem-
bers is 45 inches (1143 mm) or more, spacing between
vertical members shall not exceed 4 inches (102 mm).
Where there are decorative cutouts within vertical mem-
bers, the interior width of the cutouts shall not exceed 1%,
inches (44 mm).

305.2.7 Chain link dimensions. The maximum opening
formed by a chain link fence shall be not more than 1%,
inches (44 mm). Where the fence is provided with slats
fastened at the top and bottom which reduce the openings,
such openings shall be not more than 1%, inches (44 mm).

305.2.8 Diagonal members. Where the barrier is com-
posed of diagonal members, the maximum opening
formed by the diagonal members shall be not more than
1%, inches (44 mm). The angle of diagona members shall
be not greater than 45 degrees (0.79 rad) from vertical.

305.2.9 Clear zone. There shall be a clear zone of not less
than 36 inches (914 mm) between the exterior of the bar-
rier and any permanent structures or equipment such as
pumps, filters and heaters that can be used to climb the
barrier.

305.2.10 Poolside barrier setbacks. The pool or spa side
of the required barrier shall be not less than 20 inches (508
mm) from the water’ s edge.

GENERAL COMPLIANCE

305.3.1 Utility or service gates. Gates not intended for
pedestrian use, such as utility or service gates, shall remain
locked when not in use.

305.3.2 Double or multiple gates. Double gates or multi-
ple gates shall have at |least one leaf secured in place and
the adjacent leaf shall be secured with a self-latching -
device. The gate and barrier shall not have openings larger
than '/, inch (12.7 mm) within 18 inches (457 mm) of the -
latch release mechanism. The self-latching device shall
comply with the requirements of Section 305.3.3.

305.3.3 Latches. Where the release mechanism of the
self-latching device is located less than 54 inches (1372
mm) from grade, the release mechanism shall be located -
on the pool or spa side of the gate not less than 3 inches ||
(76 mm) below the top of the gate, and the gate and barrier
shall not have openings greater than '/, inch (12.7 mm)
within 18 inches (457 mm) of the release mechanism.

305.4 Structurewall asa barrier. Where awall of a dwell-
ing or structure serves as part of the barrier and where doors
or windows provide direct access to the pool or spa through
that wall, one of the following shall be required:

1. Operable windows having a sill height of less than 48
inches (1219 mm) above the indoor finished floor and
doors shall have an alarm that produces an audible
warning when the window, door or their screens are
opened. The alarm shall be listed and labeled as awater
hazard entrance alarm in accordance with UL 2017. In
dwellings or structures not required to be Accessible
units, Type A units or Type B units, the operable parts
of the alarm deactivation switches shall be located 54
inches (1372 mm) or more above the finished floor. In
dwellings or structures required to be Accessible units,
Type A units or Type B units, the operable parts of the
alarm deactivation switches shall be located not greater I
than 54 inches (1372 mm) and not less than 48 inches
(1219 mm) above the finished floor. |

2. A safety cover that is listed and labeled in accordance
with ASTM F 1346 isingtalled for the poolsand spas. ||

3. An approved means of protection, such as self-closing
doors with self-latching devices, is provided. Such
means of protection shall provide adegree of protection
that is not less than the protection afforded by Item 1 or
2.

305.5 Onground residential pool structure as a barrier.
An onground residential pool wall structure or a barrier
mounted on top of an onground residential pool wall struc-
ture shall serve as a barrier where al of the following condi-
tions are present:

1. Where only the pool wall serves as the barrier, the bot-
tom of the wall is on grade, the top of the wall is not

305.3 Gates. Access gates shall comply with the require- less than 48 inches (1219 mm) above grade for the

ments of Sections 305.3.1 through 305.3.3 and shall be entire perimeter of the pool, the wall complies with the

equipped to accommodate alocking device. Pedestrian access requirements of Section 305.2 and the pool manufac-
| ogates shall open outward away from the pool or spa, shall be turer allows the wall to serve as a barrier.

self-closing and shall have a self-latching device.
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GENERAL COMPLIANCE

2. Where a barrier is mounted on top of the pool wall, the
top of the barrier is not less than 48 inches (1219 mm)
above grade for the entire perimeter of the pool, and the
wall and the barrier on top of the wall comply with the
reguirements of Section 305.2.

Ladders or steps used as means of access to the pool are
capable of being secured, locked or removed to prevent
access except where the ladder or steps are surrounded
by a barrier that meets the requirements of Section 305.

| 3.
4. Openings created by the securing, locking or removal
of ladders and steps do not alow the passage of a 4-
inch (102 mm) diameter sphere.

I 5.

|

Barriers that are mounted on top of onground residen-
tial pool walls are installed in accordance with the pool
manufacturer’ s instructions.

305.6 Natural barriers. In the case where the pool or spa
area abuts the edge of alake or other natural body of water,
public access is not permitted or allowed aong the shoreline,
and required barriers extend to and beyond the water’s edge
not less than 18 inches (457 mm), a barrier is not required
between the natural body of water shoreline and the pool or
spa.
305.7 Natural topography. Natural topography that prevents
J direct access to the pool or spa area shal include but not be
limited to mountains and natural rock formations. A natural
barrier approved by the governing body shall be acceptable
provided that the degree of protection is not less than the pro-
tection afforded by the requirements of Sections 305.2
through 305.5.

SECTION 306
DECKS

306.1 General. Decks shall be designed and installed in
accordance with the International Residential Code or the
International Building Code, as applicable in accordance
with Section 102.7.1, except as provided in this section.

306.2 Slip resistant. Decks, ramps, coping, and similar step
surfaces shall be slip resistant and cleanable. Special features
in or on decks such as markers, brand insignias, and similar
materials shall be slip resistant.

306.3 Step risers and treads. Step risers for decks of public
I pools and spas shall be uniform and have a height not less

than 3%, inches (95 mm) and not greater than 7%/, inches (191
mm). The tread distance from front to back shall be not less
than 11 inches (279 mm). Step risers for decks of residential
pools and spas shall be uniform and shall have a height not
exceeding 7%/, inches (191 mm). The tread distance from
front to back shall be not less than 10 inches (254 mm).

306.4 Deck steps handrail required. Public pool and spa
deck steps having three or more risers shall be provided with
ahandrall.

306.5 Slope. The minimum slope of decks shall be in accor-
dance with Table 306.5 except where an aternative drainage
method is provided that prevents the accumulation or pooling
of water. The slope for decks, other than wood decks, shall be
not greater than ¥/, inch per foot (1 mm per 24 mm) except for
ramps. The slope for wood and wood/plastic composite decks
shall be not greater than '/, inch per 1 foot (1 mm per 48 mm).
Decks shall be sloped so that standing water will not be
deeper than Y/, inch (3.2 mm), 20 minutes after the cessation
of the addition of water to the deck.

306.6 Gaps. Gaps shall be provided between deck boards in
wood and wood/plastic composite decks. Gaps shall be con-
sistent with approved engineering methods with respect to
the type of wood used and shall not cause a tripping hazard.

306.6.1 Maximum gap. The open gap between pool decks
and adjoining decks or walkways, including joint material,
shall be not greater than %/, inch (19.1 mm). The difference
in vertical elevation between the pool deck and the adjoin-
ing sidewalk shall be not greater than ¥/, inch (6.4 mm).

306.7 Concrete joints. Isolation joints that occur where the
pool coping meets the concrete deck shall be water tight.

306.7.1 Joints at coping. Joints that occur where the pool
coping meets the concrete deck shall beinstalled to protect
the coping and its mortar bed from damage as a result of
the anticipated movement of adjoining deck.

306.7.2 Crack control. Jointsin a deck shall be provided
to minimize visible cracks outside of the control joints
caused by imposed stresses or movement of the slab.
306.7.3 Movement control. Areas where decks join exist-
ing concrete work shall be provided with ajoint to protect
the pool from damage caused by relative movement.

306.8 Deck edges. The edges of decks shall be radiused,
tapered, or otherwise designed to eliminate sharp corners.

TABLE 306.5
MINIMUM DRAINAGE SLOPES FOR DECK SURFACES

SURFACE

MINIMUM DRAINAGE SLOPE
(INCH PER FOOT)

Carpet

1/2

Exposed aggregate

Y,

Textured, hand-finished concrete

1/8

| | Travertine/brick-set pavers, public pools or spas

3/8

| | Travertine/brick-set pavers, residential pools or spas

1/8

Wood

1/8

Wood/plastic composite

1 /8
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306.9 Valves under decks. Valves installed in or under
decks shall be accessible for operation, service, and mainte-
nance. Where access through the deck walking surface is
required, an access cover shall be provided for the opening in
the deck. Such access covers shal be slip resistant and
secured.

306.9.1 Hose bibbs. Hose bibbs shall be provided for rins-
ing down the entire deck and shall be installed in accor-
dance with the International Plumbing Code or
International Residential Code, as applicable in accor-
dance with Section 102.7.1, and shall be located not more
than 150 feet (45 720 mm) apart. Water-powered devices,
such as water-powered lifts, shall have a dedicated hose
bibb water source.

Exception: Residential pools and spas shall not be
required to have hose bibbs located at 150-foot (45 720
mm) intervals, or have a dedicated hose bibb for water-
powered devices.

SECTION 307
GENERAL DESIGN

307.1 General. The provisions of this section apply to all
pools and spas.

Exception: The provisions of Sections 307.3 through
307.6 do not apply to listed and labeled portable residen-
tial spas and listed and labeled portable residential exer-
Cise spas.

307.2 Glazing in hazardous locations. Hazardous locations
for glazing shall be as defined in the International Building
Code or the International Residential Code, as applicable in
accordance with Section 102.7.1 of this code. Where glazing
is determined to be in a hazardous location, the requirements
for the glazing shall be in accordance with those codes, as
applicable.

307.3 Materials. Pools and spas and appurtenances thereto
shall be constructed of materials that are nontoxic to humans
and the environment; that are generaly or commonly
regarded to be impervious and enduring; that will withstand
the design stresses; and that will provide a watertight struc-
ture with a smooth and easily cleanable surface without
cracks or joints, excluding structural joints, or that will pro-
vide a watertight structure to which a smooth, easily cleaned
surfaceffinish is applied or attached. Material surfaces that
come in contact with the user shall be finished, so that they
do not constitute a cutting, pinching, puncturing or abrasion
hazard under casual contact and intended use.

307.3.1 Beach pools. Clean sand or similar material,
where used in a beach pool environment, shall be used
over an impervious surface. The sand area shal be
designed and controlled so that the circulation system,
mai ntenance, safety, sanitation, and operation of the pool
are not adversely affected.

307.3.2 Compaitibility. Assemblies of different materials
shall be chemically and mechanically compatible for their
intended use and environment.

GENERAL COMPLIANCE

307.4 Materials and structural design. Pools and spas shall
conform to one or more of the standards indicated in Table
307.4. The structural design of pools and spas shall be in
accordance with the International Building Code or the Inter-
national Residential Code, as applicable in accordance with
Section 102.7.1 of this code.

TABLE 307.4
RESERVOIRS AND SHELLS
MATERIAL STANDARD
Fiberglass reinforced plastic IAPMO Z124.7
Plastic IAPMO Z124.7
Stainless steel
(Types 316, 316L, 304, 304L) ASTM A 240

Tile ANS| A108/A118/A136.1

Vinyl ASTM D 1593

307.4.1 Installation. Equipment for pools and spas shall
be supported to prevent damage from misalignment and
settling and located so as to allow access for inspection,
servicing, removal and repair of component parts.

307.5 Freeze protection. In climates subject to freezing tem-
peratures, outdoor pool and spa shells and appurtenances,
piping, filter systems, pumps and motors, and other compo-
nents shall be designed and constructed to provide protection
from damage from freezing.

307.6 Surface condition. The surfaces within public pools
and spas intended to provide footing for users shall be dip
resistant and shall not cause injury during normal use.

307.7 Colors and finishes. The colors, patterns, or finishes
of the pool or spa interior shall not obscure objects or sur-
faces within the pool or spa.

Exception: Residential pools and spas.

307.8 Roofs or canopies. Roofs or canopies over aquatic
vessels shall be in accordance with the International Building
Code or International Residential Code, as applicable in
accordance with Section 102.7.1 and shall be constructed so
asto prevent water runoff into the pool or spa.

307.9 Accessibility. An accessible route to public pools and
spas shall be provided in accordance with the International
Building Code. Accessibility within public pools and spas
shall be provided as required by the accessible recreational
facilities provisions of the International Building Code.
Accessibility for pools and spas accessory to detached one-
and two-family dwellings and townhouses not more than
three storiesin height shall be provided where required by the
International Residential Code.

SECTION 308
DIMENSIONAL DESIGN

308.1 Floor dope. The slope of the floor from the point of
the first slope change to the deep area shall not exceed one
unit vertical in three units horizontal (33-percent slope).

Exception: Portable residential spas and portable residen-
tial exercise spas.
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