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NOTICE AND DISCLAIMER 
 
The information in this publication was considered technically sound by the consensus of persons 
engaged in the development and approval of the document at the time it was developed. Consensus 
does not necessarily mean that there is unanimous agreement among every person participating in the 
development of this document. 
 
The National Electrical Manufacturers Association (NEMA) and the Insulated Cable Engineers 
Association (ICEA) standards and guideline publications, of which the document contained herein is one, 
are developed through a voluntary consensus standards development process. This process brings 
together persons who have an interest in the topic covered by this publication. While NEMA and ICEA 
administers the process and establishes rules to promote fairness in the development of consensus, they 
do not independently test, evaluate, or verify the accuracy or completeness of any information or the 
soundness of any judgments contained in its standards and guideline publications. 
 
NEMA and ICEA disclaims liability for personal injury, property, or other damages of any nature 
whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from 
the publication, use of, application, or reliance on this document. NEMA and ICEA disclaims and makes 
no guaranty or warranty, expressed or implied, as to the accuracy or completeness of any information 
published herein, and disclaims and makes no warranty that the information in this document will fulfill 
any of your particular purposes or needs. NEMA and ICEA do not undertake to guarantee the 
performance of any individual manufacturer or seller’s products or services by virtue of this standard or 
guide. 
 
In publishing and making this document available, NEMA and ICEA are not undertaking to render 
professional or other services for or on behalf of any person or entity, nor is NEMA and ICEA undertaking 
to perform any duty owed by any person or entity to someone else. Anyone using this document should 
rely on his or her own independent judgment or, as appropriate, seek the advice of a competent 
professional in determining the exercise of reasonable care in any given circumstances. Information and 
other standards on the topic covered by this publication may be available from other sources, which the 
user may wish to consult for additional views or information not covered by this publication. 
 
NEMA and ICEA have no power, nor do they undertake to police or enforce compliance with the contents 
of this document. NEMA and ICEA do not certify, test, or inspect products, designs, or installations for 
safety or health purposes. Any certification or other statement of compliance with any health or safety-
related information in this document shall not be attributable to NEMA and ICEA and is solely the 
responsibility of the certifier or maker of the statement. 
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Foreword 

 
This Standards Publication for Ampacities of Cables Installed in Cable Trays (ICEA P-54-440, NEMA WC 
51-2003) was developed by the Insulated Cable Engineers Association, Inc. (ICEA) and approved by the 
National Electrical Manufacturers Association (NEMA).  It supersedes WC 51-1986 (R1991) Rev 1 August 
1994. 
 
ICEA/NEMA standards are adopted in the public interest and are designed to eliminate misunderstanding 
between the manufacturer and the user and to assist the user in selecting and obtaining the proper 
product for his particular need.  Existence of an ICEA/NEMA standard does not in any respect preclude 
the manufacture or use of products not conforming to the standard.  The user of this Standard is 
cautioned to observe any health or safety regulations and rules relative to the manufacture and use of 
cable made in conformity with this Standard. 
 
Requests for interpretation of this Standard must be submitted in writing to: 
 
 Insulated Cable Engineers Association, Inc.,  
 P.O. Box 1568, Carrollton, 
 Georgia, 30112  
 
An official written interpretation will be provided.  The Association will welcome any suggestions on ways 
to improve this Standard. 
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Scope 

 
This Standards Publication covers the ampacity ratings for 600-15,000 volt solid dielectric cables installed 
in cable trays.  Ampacity ratings are tabulated for single conductor cables, triplexed assemblies of single 
conductor cables, and three-conductor cables incorporating an overall jacket.   
 
Ampacities have been tabulated for the cable constructions and the operating conditions normally 
encountered for tray applications. Correction factors to adjust the tabulated values to better reflect 
specific conditions are provided. These include adjustments to account for ambient and operating 
temperatures, cable construction, tray covers, and diversification of the cable loading.  
 
This standard is intended primarily for use by the utility industry. It is not intended for use where 
compliance with the National Electrical Code or other regulations is mandatory.  
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History 

 
Ampacity tables for cables in trays were published in the Insulated Power Cable Engineers Association 
Publication No. P-33-440, April 2, 1959 (IPCEA is currently known as ICEA). It assumed a load diversity 
but did not specifically define the diversity.  The demands of modern generating plants required a more 
precise definition of operating conditions for the determination of cable ampacities. 
 
Experimental work with various cables and the loading of trays by J. Stolpe1 and the theory developed by 
Stolpe, Underwriters Laboratories Inc., Lee,2  and ICEA Publication P-46-426, IEEE S-135 Power Cable 
Ampacities, 1962 Edition provided a more accurate means of calculating ampacities of cables in trays.  A 
joint committee of IPCEA and IEEE Insulated Conductors Committee utilized this work in preparing the 
ampacity tables. They were published in the IPCEA/NEMA Standards Publication for Ampacities of 
Cables in Open-top Cable Trays, IPCEA Publication No. P-54-440, NEMA Standards Publication No. WC 
51-1972. They superseded the factors in Table B for cables without maintained spacing in the IPCEA 
“Factors for Calculating Ampacities of Cables Installed in Ladder Supports, Trays and Troughs,” P-33-
440, April 2, 1959.  Table A of that publication covering factors for cables with maintained spacing was 
not affected. 
 
The 1975 edition of the IPCEA/NEMA Standards Publication was expanded to cover 15 kV cables and 
includes a great many editorial corrections that clarify the 1972 document.  The document was revised in 
April 1976 and again in August 1979.  NEMA reaffirmed the document on November 20, 1980.  In 
October 1984 a correction was made in the earlier Appendix D and was included in that edition. 
 
The members of IEEE-IPCEA Joint Committee at the time of the initial writing were: R. C. Waldron, 
Chairman, D. A. Costello, E. Finch, E. L. Kolmorgen, M. J. Koulopoulos, R. H. Lee, R. A. Peterson, D. A. 
Silver, and J. Stolpe 
 
The extended information contained in this revision was made possible through recent theoretical and 
experimental work by W. Z. Black and B. L. Harshe3,4. This edition has been expanded to include tray fill 
depths up to 4 inches and adjustment factors to account for tray covers and load diversity. In addition, the 
tables have been revised to reflect current cable design practices and conductor sizes through 2000 kcmil 
inclusive.  
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Section 1 
GENERAL INFORMATION 

 

1.1   BACKGROUND 

Establishing the ampacity of cables installed in cable trays can become quite complex since a cable tray 
may contain hundreds of cables differing in size and loading. Methods to compute cable ratings under 
these operating conditions were developed first by J. Stolpe. This conservative technique assumes the 
cables are packed into the tray and are operating at maximum loading such that the heat generated can 
be assumed to be uniformly distributed throughout the total cable mass. This has been and continues to 
be the basis for the ampacity tables provided in this standard. 
 
More recently, B. L. Harshe and W. Z. Black have developed models that account for load diversity and 
the presence of tray covers in the determination of allowable cable ampacity. The validation of their 
models also included tests using cable fill depths up to 4 inches. In recognition of this work, the tables 
have been expanded to include fill depths of 3.5 inches and 4 inches and adjustment factors have been 
added for diversity loading and the use of tray covers. 
 
Sample ampacity calculations are provided to demonstrate the use of the tables and adjustment factors.  

 
1.2   REFERENCES 

The following publications are adopted in part, by reference in this standard, and are available from the 
organizations listed below. 

1.2.1 Normative References 
 
The following normative documents contain provisions, which through reference in this text, constitute 
provisions of this Standards publication. By reference herein, these publications are adopted in whole or 
in part as indicated, in this standard. 

 
 

Global Engineering Documents 
15 Inverness Way East 
Englewood, CO 80112 

 
ANSI/NEMA WC70/ICEA S-95-658-1999 Standard for Nonshielded Power Cables Rated 2000 

Volts or Less for the Distribution of Electrical Energy 
 
ANSI/NEMA WC71/ICEA S-96-659-1999  Standard for Nonshielded Power Cables Rated 2001-

5000 Volts for the Distribution of Electrical Energy 
 
ANSI/NEMA WC74/ICEA S-93-639-2000  5-46 kV Shielded Power Cable for use in the 

Transmission & Distribution of Electrical Energy 
  
ANSI/ICEA S-97-682-2000   Standard for Utility Shielded Power Cables Rated 5-46 

kV for the Distribution of Electrical Energy 
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Institute of Electrical and Electronics Engineers (IEEE) 
345 East 47th Street 

New York, New York 10017-2394 
 
 IEEE Standard 835-1994  IEEE Standard Power Cable Ampacity Tables 
 
 

Bureau Central de la Commission Electrotechnique International 
3. rue de Varenbre 

Geneve, Suisse 
www.iec.ch 

 
 IEC Publication 60287-1-1 (2001-11)  Electric cables - Calculation of the current rating - Part 1-

1: Current rating equations (100 % load factor) and 
calculation of losses - General 

1.2.2 Other References 
 

Institute of Electrical and Electronics Engineers (IEEE) 
345 East 47th Street 

New York, New York 10017-2394 
 
(1) IEEE Transaction Paper 70 TP 557 PWR, Ampacity for Cables in Randomly Filled Trays, J. Stolpe, 
1970 
(2) IEEE Transaction Paper 71 TP 543 PWR, Ampacity for Multiconductor Cables in Trays, R. Lee, 1971 
(3) IEEE Transactions on Power Delivery Vol. 9 No. 4, Oct. 1994, Ampacity of Cables in Single Open-Top 
Cable Trays, B. Harche & W. Black 
(4) IEEE Transactions on Power Delivery Vol. 12 No. 1, Jan. 1997, Ampacity of Cables in Single Covered 
Trays, B. Harche & W. Black 
(5) Rating of Electric Power Cable, George J. Anders, IEEE Order Number PC5647 ISBN 0-7803-1177-9 
 
1.3   DEFINITIONS 

allowable heat generation: The maximum allowable heat generation (watts/inch2/ft) for the cable mass 
per unit length of tray. Exceeding this value will cause the cables in the tray to exceed their operating 
temperature limits. 
 
apparent fill depth: The calculated depth of cable in the tray. This value is used to determine the 
allowable heat generation for given tray fill conditions. The value is calculated by dividing the total area 
occupied by the cables in the tray by the width of the tray.  

 
CAUTION: To account for the fact that cables will not pack into a solid mass, each cable in the tray is 
assumed to occupy a space defined by a square whose sides equal the cable diameter. 
 
cover factor: The ampacity of a cable installed in a covered tray divided by the ampacity of the same 
cable in the same tray without a cover.   
 
diversification factor: The ampacity of a cable installed in a tray containing unequally loaded cables 
divided by the ampacity of the same cable and tray where all cables are fully loaded. 
 
% tray fill: The combined circular cross sectional area of the cables installed in the tray divided by the 
total available cross sectional area of the tray (width X height) expressed as a percentage.  
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CAUTION:  To determine the apparent fill depth (basis for calculations and tables) when given the % Tray 
Fill, the following equation must be used to account for the different methods used to determine the cross 
sectional area occupied by the cables. (Refer to Section 4.1 for an example) 

 
             Apparent Fill Depth = (4/π) *  % Tray Fill * Tray Depth   
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Section 2  

TABLE DEVELOPMENT PARAMETERS 
 

2.1   PARAMETERS USED TO DEVELOP TRAY AMPACITY TABLES 

The tabulated ampacities are based on the fundamental assumption that all cables are fully loaded and 
operating at 100% load factor. The cables are tightly packed in a 24-inch wide uncovered tray.   Variable 
parameters and assumptions applied in the determination and tabulation of the tray ampacities are listed 
and discussed below.  

2.1.1 Cable Operating Temperatures 
 
The ampacities tabulated are based on a normal conductor operating temperature of 90ºC (194ºF) and an 
air ambient temperature of 40ºC (104ºF).  
 
When trays are stacked, the ambient air temperature of the upper trays will be higher depending on the 
amount of ventilation and the distance between the trays.  The same is true in cable tunnels without 
forced ventilation. In these and similar situations the use of a higher ambient temperature shall be 
considered. A 50ºC (122ºF) ambient will frequently exist at the top of the tunnel. 
 
Where trays contain cables having different maximum operating temperatures, ampacities for the entire 
group shall be limited to the lowest temperature rating 
 
Correction factors for other operating and ambient conditions are provided for in Section 3.  

2.1.2 Allowable Heat Generation 
 
The maximum heat generation is determined by the method developed by Stolpe. The values calculated 
for the tabulated Apparent Fill Depths are shown below in Table 2-1. The parameters employed in this 
calculation are shown in Table 2-2. 
 
 

Table 2-1 
ALLOWABLE HEAT GENERATION 

 
Apparent Fill Depth Allowable Heat Generation 

(inches) (watts/inches/feet) 
1 5.93 

1.5 3.56 
2 2.43 

2.5 1.78 
3 1.38 

3.5 1.1 
4 0.9 
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