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ICEA P-79-561-2013 

NOTICE AND DISCLAIMER 
 

The information in this publication was considered technically sound by the consensus of persons 
engaged in the development and approval of the document at the time it was developed. Consensus 
does not necessarily mean that there is unanimous agreement among every person participating in the 
development of this document. 
 
The Insulated Cable Engineers Association, Inc. (ICEA) standards and guideline publications, of which 
the document contained herein is one, are developed through a voluntary consensus standards 
development process. This process brings together persons who have an interest in the topic covered by 
this publication. While ICEA administers the process and establishes rules to promote fairness in the 
development of consensus, it does not independently test, evaluate, or verify the accuracy or 
completeness of any information or the soundness of any judgments contained in its standards and 
guideline publications. 
 
ICEA disclaims liability for personal injury, property, or other damages of any nature whatsoever, whether 
special, indirect, consequential, or compensatory, directly or indirectly resulting from the publication, use 
of, application, or reliance on this document. ICEA disclaims and makes no guaranty or warranty, 
expressed or implied, as to the accuracy or completeness of any information published herein, and 
disclaims and makes no warranty that the information in this document will fulfill any of your particular 
purposes or needs. ICEA does not undertake to guarantee the performance of any individual 
manufacturer or seller’s products or services by virtue of this standard or guide. 
 
In publishing and making this document available, ICEA is not undertaking to render professional or other 
services for or on behalf of any person or entity, nor is ICEA undertaking to perform any duty owed by any 
person or entity to someone else. Anyone using this document should rely on his or her own independent 
judgement or, as appropriate, seek the advice of a competent professional in determining the exercise of 
reasonable care in any given circumstances. Information and other standards on the topic covered by this 
publication may be available from other sources, which the user may wish to consult for additional views 
or information not covered by this publication. 
 
ICEA has no power, nor does it undertake to police or enforce compliance with the contents of this 
document. ICEA does not certify, test, or inspect products, designs, or installations for safety or health 
purposes. Any certification or other statement of compliance with any health or safety-related information 
in this document shall not be attributable to ICEA and is solely the responsibility of the certifier or maker 
of the statement. 
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i 

FOREWORD 

 
This guide publication for selecting aerial cable messengers, ICEA P-79-561, was developed by the 
Insulated Cable Engineers Association (ICEA). 
 
ICEA standards and guides are adopted in the public interest and are designed to eliminate 
misunderstanding between the manufacturer and the user and to assist the user in selecting and 
obtaining the proper product for his particular need. Existence of an ICEA/NEMA Standard does not in 
any respect preclude the manufacture or use of products not conforming to the standard. The user of this 
Standard is cautioned to observe any health or safety regulations and rules relative to the manufacture 
and use of cable made in conformity with this Standard. 
 
Requests for interpretation of this Standard must be submitted in writing to: 
 

Insulated Cable Engineers Association 
Post Office Box 1568 

Carrollton, Georgia 30112 
 
An official written interpretation will be provided once approved by ICEA. Suggestions for improvements 
gained in the use of this Standard will be welcomed by the Association. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Page 16 (Figure 250-1 & Table 250-1) reprinted with permission from IEEE Std C2 2012 National 
Electrical Safety Code, Copyright 2011, by IEEE.  The IEEE disclaims any responsibility or liability 
resulting from the placement and use in the described manner. 
 
Pages 21, 22 and 23 (Chart A-2, Chart B-2 & Sag Tables) reprinted with permission from Copperweld 
Bimetallics, LLC.
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Section 1 
 

GENERAL 
 

1.1 SCOPE 

 
This guide has been prepared to facilitate the selection of messengers and lashing wires for both field- 
and factory-assembled, self-supporting aerial cables. 
 
The cables used for attachment to the messenger shall be suitable for the service and shall be 
manufactured and tested in accordance with the applicable ICEA Standards and installed in 
accordance with the applicable provisions of the National Electrical Code (NFPA-70) and/or the 
National Electrical Safety Code/ANSI Standards Publication No. C2. 
 
This guide does not cover all possible messenger configurations.  Reference should be made to other 
publications for service drop and neutral supported applications. 
 
1.2 UNITS 

 
In this guide, units are expressed in the English system.  To convert from an English unit to the 
appropriate metric unit, multiply the value of the English unit by the appropriate number from the 
following table: 

 
From     To      Multiplier 
inches (in)    millimeters (mm)    25.4 
ohms per 1000 feet (Ω/1000’)  milliohms per meter (mΩ/m)   3.28 
square inch (sq in)   square millimeter (mm2)    645 
thousand circular mils (kcmil)  square millimeter (mm2)    0.5067 
pounds per square inch (psi)  kilopascals (kPa)    6.89 
pounds per foot    newtons per meter    14.6 
 
1.3 REFERENCES 

 
See Appendix A for a complete list of referenced standards by title and date. 
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Section 2 

MESSENGERS AND LASHING WIRES 

 
2.1 MESSENGER SELECTION 

 
The type of messenger chosen for a particular installation normally depends upon three major factors: 
 a. Adequate tensile strength. 
 b. Chemical and mechanical stability. 
 c. Electrical characteristics. 
 
As the strength member of the aerial cable assembly, the messenger supports the conductors and 
may act as a shield against falling tree limbs.  In some installations, the messenger may also serve as 
a neutral or grounded conductor.  Operating as a system neutral, a properly selected messenger can 
offer good conductivity for protection against lightning and surge currents. 
 
Special applications such as installations near chemical or paper manufacturing plants, oil refineries or 
seacoast locations may require messengers and lashing wires of more corrosion resistant metals such 
as Class C coated galvanized steel or stainless steel.  Lashing wires may also be covered for 
additional physical protection. 
 
2.2 MESSENGER CHARACTERISTICS 

 
In accordance with the referenced ASTM Standards, the physical and electrical properties of six widely 
used messenger types and constructions are detailed in Tables 3-1 through 3-4. 
 

2.3 MESSENGER AND LASHING WIRE SIZES 

 
Tables 3-5 and 3-6 present suggested messenger and lashing wire sizes based upon the total weight 
of the completed cable assembly. 
 
2.4 LASHING WIRE LAY LENGTHS 

 
The maximum recommended lashing wire lay lengths are listed below: 
 
         Lay Length (inches) 
Multiplexed and Parallel Assemblies     10.0* 
Reverse Twist Cable       10.0** 
 
* Binder tape or lashing wire. 
** Lashing wire only – suggest a maximum of 5.0 ± 0.5” if a binder tape is used. 
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Section 3 

SPAN LENGTHS 

 
3.1 RECOMMENDED MAXIMUM SPAN LENGTHS 

 
Tables 3-7 through 3-12 present the recommended maximum permissible span lengths allowed based 
on the aerial cable assembly weight.  These data presume: 
 
 a. A heavy loading district. 
 b. A maximum sag at 60°F of 1.667% of the span length. 
 c. A maximum tension at 60°F of not more than 30% of the messenger minimum breaking 

strength. 
 d. A maximum tension under loading at 0°F of not more than 50% of the messenger breaking 

strength. 
 

 
Note:  Span lengths shown in Tables 3-7 through 3-12 are for the specific installation conditions listed 
above.  Other installation conditions will result in different span lengths.
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