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NOTICE AND DISCLAIMER

The information in this publication was considered technically sound by the consensus of persons engaged
in the development and approval of the document at the time it was developed. Consensus does not
necessarily mean that there is unanimous agreement among every person participating in the development
of this document.

The Insulated Cable Engineers Association, Inc. (ICEA) standards and guideline publications, of which the
document contained herein is one, are developed through a voluntary consensus standards development
process. This process brings together persons who have an interest in the topic covered by this publication.
While ICEA administers the process and establishes rules to promote fairness in the development of
consensus, it does not independently test, evaluate, or verify the accuracy or completeness of any
information or the soundness of any judgements contained in its standards and guideline publications.

ICEA disclaims liability for personal injury, property, or other damages of any nature whatsoever, whether
special, indirect, consequential, or compensatory, directly or indirectly resulting from the publication, use
of, application, or reliance on this document. ICEA disclaims and makes no guaranty or warranty,
expressed or implied, as to the accuracy or completeness of any information published herein, and
disclaims and makes no warranty that the information in this document will fulfill any of your particular
purposes or needs. ICEA does not undertake to guarantee the performance of any individual manufacturer
or seller’s products or services by virtue of this standard or guide.

In publishing and making this document available, ICEA is not undertaking to render professional or other
services for or on behalf of any person or entity, nor is ICEA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgement or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances. Information and other standards on the topic covered by this
publication may be available from other sources, which the user may wish to consult for additional views or
information not covered by this publication.

ICEA has no power, nor does it undertake to police or enforce compliance with the contents of this
document. ICEA does not certify, test, or inspect products, designs, or installations for safety or health
purposes. Any certification or other statement of compliance with any health or safety-related information
in this document shall not be attributable to ICEA and is solely the responsibility of the certifier or maker of
the statement.
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FOREWORD

ICEA standards are published in the public interest and are intended to promote product uniformity and
quality throughout the industry. Existence of this publication does not in any respect preclude the
manufacture or use of products not conforming to the standard.

The user of this standard is cautioned to observe any applicable health or safety regulations and rules
relative to the manufacture and use of cable made in conformity with this standard. This standard hereafter
assumes that manufacture, testing, installation, and maintenance of cables defined by this standard will be
performed only by properly trained personnel using suitable equipment and employing appropriate safety
precautions.

Requests for interpretation of this ICEA standard must be submitted in writing to the Secretary of the
Insulated Cable Engineers Association, Inc. The mailing address of ICEA Headquarters and a Contact link
are provided on the ICEA web site - www.icea.net

An official written interpretation shall be provided. Suggestions for improvements in this standard are
welcomed by the association.

This standard was developed by the ICEA Communications Division Working Group - 704. It was approved
by ICEA on 3/2/2021. The members of the ICEA Communications Cable Division, WG - 704, who
participated in this project, were:

WG Chairman: Ron Stanko
G.L. Dorna
J. Pavlicek
D. Fausz
T. Stevens

T. Hayes
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Section 1
GENERAL

1.1 PURPOSE

The purpose of this Standard is to establish generic technical requirements that may be referenced by
individual telecommunications wire specifications covering products intended to connect the broadband
outside plant to the individual customer premises. The parameters covered provide material, construction,
and performance requirements.

Because this Standard does not cover all details of individual wire design, it cannot be used as a single
document for procurement of product. It is intended to be used in conjunction with an individual product
specification that provides complete design details for the specific wire type and designates the applicable
performance requirements. Such individual wire specifications may be prepared either by the user or the
manufacturer. The specification designated for procurement is at the option of the user.

The manufacturer and user of these wires should consider the selection and availability of appropriate
hardware in the installation of these products

1.2 SCOPE

This Standard covers material, mechanical and electrical requirements for Broadband Buried Service Wire
(BB-BSW) of < 6 pair, intended for use principally in extending a circuit from a broadband cable terminal to
a subscriber's network interface device (NID).

1.3 ACRONYMS, ABBREVIATIONS AND SYMBOLS

% Percent

o Attenuation

AC alternating current

ACRF Attenuation-to-Crosstalk Ratio, Far-End (formerly ELFEXT)

ANSI American National Standards Institute

ASQC American Society for Quality Control

ASTM American Society for Testing and Materials

ATG absorbent thixotropic gel

AWG American Wire Gauge

BB-BSW broadband buried service wire

CAS Chemical Abstract Service

Cg ground component of mutual capacitance

CM UL Listing designation for General Purpose Communication Cable
CMG UL Listing designation for General Purpose Communication Cable
CMP UL Listing designation for Plenum Communication Cable

CMR UL Listing designation for Riser Communication Cable

CMX UL Listing designation for Limited Use Communication Cable
CUPP capacitance unbalance pair to pair

dB decibel

DC Direct Current
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ECCS
EIA
ELFEXT
ELTCTL
ETPR

f

FEXT

ft

g

Hz
ICEA

in

IO FEXT
IOFEXT
ISO

k1, k2, k3
kft

kHz

km

kv

MHz
mil
mi
mm
MO
MPa
MQ

NEC
NEMA
NESC
NEXT
nF
NFPA
NID
nsec

Copyright Insulated Cable Engineers Association Inc.

Provided by S&P Global under license with ICEA

electrolytic chrome coated steel
Electronics Industries Alliance

Equal Level Far End Crosstalk

Equal Level Transverse Conversion Transfer Loss
extended thermoplastic rubber
Frequency in Megahertz

Far End Crosstalk

foot, feet

gram

Hertz

Insulated Cable Engineers Association
inch

Input/Output Far End Crosstalk

input to output far end crosstalk
International Organization for Standardization
coefficients for calculating attenuation
kilofoot

kilo-Hertz

kilometer

kilovolt

path length of glass cell

length of wire for which electrical results are reported

pound-force

ANSI/ICEA S-107-704-2021
Page 9

length of wire for which electrical measurements have been made

meter or index for “measured”
megabit

milligram

mega-Hertz

thousandths of an inch

milliliter

millimeter

manufacturers option

mega-Pascal

meg Ohm

Newton or number of pairs in wire
National Electrical Code

National Electrical Manufacturers Association
National Electrical Safety Code
Near End Crosstalk

nanofarad

National Fire Protection Association
network interface device
nanosecond

No reproduction or networking permitted without license from S&P Global

Full document details: ICEA S-107-704 2021
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°C degree Celsius
°F degree Fahrenheit
oz ounce
PEPJ polyethylene/petroleum jelly
pF picofarad
pH pH Scale (concentration of hydrogen ions)
POE Power over Ethernet

PSAACRF Power Sum Alien Attenuation Crosstalk Ratio Far-End

Power Sum Attenuation-to-Crosstalk Ratio, Far-End (formerly
PSACRF  bsELFEXT)

PSANEXT  Power Sum Alien Near End Crosstalk
PSELFEXT Power Sum Equal Level Far End Crosstalk

psi pounds per square inch

PSNEXT Power Sum Near End Crosstalk

PVC polyvinyl chloride

rms root-mean-square value

S second

SI International System of Units

T temperature or percent transmission at a specific wavelength
TCL Transverse Conversion Loss

THF tetrahydrofuran

TIA Telecommunications Industry Association
UL Underwriters Laboratories

UTP Unshielded Twisted Pair Cable

Vs volume of stirring bar

w weight of sample

yd yard

a attenuation per unit length

P density

Q Ohm

1.4 OPTIONS AND INFORMATION

This Standard provides alternative choices for type of insulation, type of filling compound, sheath design
(shielding materials, single or double jackets, and jacket type and thickness) and armoring.

One objective of this Standard is to ensure compatibility with the Category 5e system requirements (except
Delay, see 7.11.1) as specified in the ANSI/TIA Standard 568.2for commercial building telecommunications
cabling, so that the standardized service wires can be used in a “Customer Owned Outside Plant” or as
“Campus Cables”, provided they have an appropriate pair count.

Broadband buried service wires as described in this Standard are primarily intended to connect the
customer premises to a buried broadband outside or distribution plant. As such, this Standard is a
complement to the ICEA S-99-689 standard.

This Standard is arranged in Sections covering specific areas of wire requirements and may be referenced
as complete Sections or as individual paragraphs.
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Sections of this specification where the user may specify a particular option are listed below:

2.1 Conductor Size (AWG)
3.2 Insulation Type

4.4.1 Filling Compound Type
4.5 Flooding Compound

4.7 Ripcord(s)

51 Shielding System

6.1 Inner Jacket

6.2.1 Outer Jacket (Raw Material)
6.3 Armoring Systems

7.1 Shield Heating Test

712 Fusing Coordination Test
8.6 Flammability

9.1 Identification and Marking
9.6 Packaging

1.5 UNITS AND TOLERANCES

Sl units are specified throughout this Standard except for conductor size. Approximate US equivalents and
Fahrenheit temperatures are provided for information only. Unless otherwise specified, the rounding-off
method of ASTM E 29 shall be used for determining conformance with requirements.

1.6 REFERENCES

All documents referenced herein shall be as listed in Table | with issues and/or dates as indicated.

1.7 QUALITY ASSURANCE

It is the responsibility of the manufacturer to establish a quality assurance system consistent with ISO
Q9001 or an alternate system acceptable to the user. When the user requires a specific quality assurance
program and/or special testing procedures, agreement between the user and the manufacturer should be
reached before the order is placed.

Requirements provided in this Standard are of two types, qualification and product performance.
Qualification requirements are intended to be proof of adequate design and processing and shall be
repeated as needed for verification. Product performance requirements are those that shall be met by
every length of delivered wire as assured by quality control methods. The following tests shall be performed
on all reels of completed wire. The term "completed wire" refers to a continuous length of finished wire
resulting from the last jacketing operation.

Properties that shall be tested on 100 % of the wire lengths produced are listed below by paragraph number:

6.1.2 Inner Jacket Thickness Requirements
6.2.2 Outer Jacket Thickness Requirements
717 Conductor-to-Conductor DC Proof Test
7.18 Core-to-Shield DC Proof Test

7.22 Continuity of Metallic Wire Elements

1.8 SAFETY CONSIDERATIONS

Materials in the wire shall comply with industry standards and applicable federal, state, or local laws and
regulations.

The user of this Standard is cautioned to observe any applicable health or safety regulations and rules
relative to the manufacture and use of wire made in conformity with this Standard. This Standard hereafter
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assumes that manufacture, testing, installation, and maintenance of wires defined by this Standard will be

performed only by properly trained personnel using suitable equipment and employing appropriate safety
precautions.
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Section 2
CONDUCTORS

2.1 REQUIREMENTS

Each conductor shall be a solid wire of commercially pure annealed copper and shall meet the requirements
of ASTM B 3 except that requirements for "Dimensions and Permissible Variations" are not applicable and
elongation requirements are superseded by this Standard.

The conductor sizes shall be approximately 19, 22, or 24 American Wire Gauge (AWG) per ASTM B 258.
The following nominal diameters are stated for reference only:

Table 2-1
Nominal Conductor Diameter
Conductor Size Nominal Diameter
AWG in mm
19 0.0359 0.912
22 0.0253 0.643
24 0.0201 0.511

When tested in accordance with ASTM E 8, the minimum conductor elongation in completed wire shall be
as indicated in Table 2-2.

Table 2-2
Minimum Conductor Elongation

Conductor Size Minimum
AWG Elongation (%)
19 10
22 8
24 8

2.2 FACTORY JOINTS

Prior to insulating, factory joints in conductors may be either butt brazed, using a silver alloy solder and
non-acid flux, or butt welded. Joints in uninsulated conductors shall be free from lumps and sharp
projections. Subsequent to insulating, solder sleeves may also be used. The tensile strength of any
conductor containing a joint shall not be less than 90 % of the strength of an adjacent length of conductor
outside the joint area.

Documents

Document Sharing Hub
Copyright Insulated Cable Engineers Association Inc.
Provided by S&P Global under license with ICEA
No reproduction or networking permitted without license from S&P Global

Full document details: ICEA S-107-704 2021


http://www.avadocuments.com/doc/icea-s-107-704-2021
http://www.avadocuments.com/doc/icea-s-107-704-2021

