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COMMISSION ELECTROTECHNIQUE INTERNATIONALE.

REGLES POUR LA MESURE DE LA TENSION D’ESSAI AUX
FREQUENCES INDUSTRIELLES* DANS LES ESSAIS DIELECTRIQUES
AU MOYEN D’ECLATEURS A SPHERES.

PREFAGE.

(1) Les décisions ou accords officiels de la C.E.I. en ce qui concerne les questiop
des: Comités d’Etudes ot sont représentés tous les Comités Nationaux s'{ntérgssant a questisns,
expriment dans la plus grande mesure possible un accord international sur les\sujets examinds.

Comités Nationaux.
(3) On reconnait qu'il est désirable que l'accord international sur

harmoniser les regles nationales de normalisation avec ces
conditions nationales le permettent. Les Comités Nationaux s

atdns \dahg la esure ou les
Ye lewr infience dans ce but.

PAGE
1. Emploi des éclateurs a sphereX]ans 2 ié - 4
2. ﬁa m d’éclateurs - 4
3. ppa 3 - 4
4 ontournement - 6
5. - - 6
6. - - 8
7. - - 10
Tensions disruptives entre spheres (tensions maximum
drrespondant 3 la température de 25°C et a la pression
atmosphérique de 760 mm de mercure). Une sphére reliée
a la terre.
Spheéres de 20 mm, 62,5 mm et 125 mm de diamatre - 12
Spheres de 250 mm, 500 mm, 750mm et 1000 mm de
diametre - - - - - 14

* Voir article 6 (iii).
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INTERNATIONAL ELECTROTECHNICAL COMMISSION.

RULES FOR THE MEASUREMENT OF TEST-VOLTAGE AT

POWER FREQUENCIES* IN DIELECTRIC TESTS BY SPHERE-GAPS.

FOREWORD.
(1) The formal decisions or agreements of the I.E.C. on technical matters, prepay sory ommuees
on which all the National Committees having a special interest therein are regreseqted, ex ag neayly

as possible, an international consensus of opinion on the subjects dealt w

(2) They have the form of recommendations for international use and tl t National
Committees in that sense.

(3) The desirability is recognised of extending international accord on
harmonize national standardisation rules and these recommep 5
permit. The National Committees pledge their influence tg

cough an endeavour to
iqnpd conditions will
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RABDNES Sphere-Gap Sparkover Voltages (Peak values at 25°C and
50 mm barometric pressure). One sphere earthed.

20 mm, 62+5 mm and 125 mm diameter Shperes - - 13
250 mm, 500 mm, 750 mm and 1 000 mm diameter Spheres 15

*See Clause 6 (iii).
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE.

REGLES POUR LA MESURE DE LA TENSION D’ESSAI AUX
FREQUENCES INDUSTRIELLES* DANS LES ESSAIS DIELECTRIQUES
AU MOYEN D’ECLATEURS A SPHERES.

1. EMPLOI DES ECLATEURS A SPHERES DANS LES ESSAIS D

dans les circuits de l'appareil en essai.
moment de 'amorcage, une résistanc
d’essai devra étre insérée en série a
avec électrode non reliée a la terre.

voisine que possible de I’éclateur et ne

voltmetre a i
L éclateur éta

élevée jusqu’ ¢ & Ve andée dans un temps qui ne doit pas étre inférieur 4 30 secondes

et la lect it &éffe faite au moment de I'amorcage. Avec un intervalle d’au

troi ¢ 8s concordantes du voltmetre. La moyenne des lectures ainsi obtenues

est considére y aleur a donner a la tension pour laquelle I'éclateur est réglé.

3. CLATEURS AVEC LES APPARLEILS EN ESSAIL
(i) Faible capacité.
Quand le courant de capacité de I'appareil en essai n’est pas assez fort pour déformer 'onde
haute tension ou pour modifier le rapport de transformation, I'éclateur doit étre réglé pour la

tension d’essai voulue, appareil d essayer étant déconnecté. On effectue ensuite des lectures du

* Voir article 6 (iii).

4

Documents

Document Sharing Hub

Full document details: IEC 60052 1935


http://avadocuments2026.com/doc/iec-60052-1935
http://avadocuments2026.com/doc/iec-60052-1935

INTERNATIONAL ELECTROTECHNICAL COMMISSION.

RULES FOR THE MEASUREMENT OF TEST-VOLTAGE AT
POWER FREQUENCIES* IN DIELECTRIC TESTS BY SPHERE-GAPS.

completion of further tnvestigation.

1. USE OF SPHERE SPARK GAPS IN DIELECTRIC TESTS,

In any case this resistance shall be s
the apparatus under test.

transformer
for a give@ta 6ltage may be applied as rapidly as desired but the

¢ raised to the required value in not less than 30 seconds,

Ainute between successive trials this should be repeated until

wsecutive voltmeter readings are obtained. The average voltmeter

(i) Low Capacitance.

‘When the charging current of the apparatus under test is not sufficiently large to distort
the high-voltage wave-shape, or change the ratio of transformation, the spark gap should be
set for the required test voltage with the apparatus to be tested disconnected. Simultaneous

* See Clause 6 (iii).
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