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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ENVIRONMENTAL TESTING -
Part 2-20: Tests —

Test T: Test methods for solderability
and resistance to soldering heat of devices with leads

FOREWORD

this end and in addltlon to other activities, IEC publishes International
Technical Reports, Publicly Available Specmcatlons (PAS) and Guijdes

governmental organizations liaising with the IEC also part|0|pate i
with the International Orgamzatlon for Standardization (ISO

and are accepted by IEC National
Committees in that sense. While all reasonable effqrts \ t re that the technical content of IEC
Publications is accurate, IEC cannot be the way in which they are used or for any
misinterpretation by any end user.

between any IEC Publication gnding nationalor regional publication shall be clearly indicated in
the latter.

5) IEC provides no joarkiQg proce s approval and cannot be rendered responsible for any
equipment decl j i ication.

6) All users should e re 2 s iti i ication.

7) No liability shall atta employees, servants or agents including individual experts and
members of its t and I[EC National Committees for any personal injury, property damage or
other damage,. of any wattwe whatsoevef, whether direct or indirect, or for costs (including legal fees) and
expenses arisingnolt o pubhication, use of, or reliance upon, this IEC Publication or any other IEC
Publications

8) Attentidn i wn\te_the Normative references cited in this publication. Use of the referenced publications is
indispensa

9) Attention is dre e possibility that some of the elements of this IEC Publication may be the subject of
ot be held responsible for identifying any or all such patent rights.

International Standard IEC 60068-2-20 has been prepared by IEC technical committee 91:
Electronics assembly technology.

This fifth edition cancels and replaces the fourth edition, published in 1979 and its
Amendment 2 (1987). Amendment 2 includes Amendment 1. This fifth edition constitutes a
technical revision and includes test conditions and requirements for use of lead-free solder.

The major technical changes with regard to the fourth edition are the following:

— the solder globule test is deleted;
— test conditions and requirements for lead-free solders are added.
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This bilingual version, published in 2009-08, corresponds to the English version.

The text of this standard is based on the following documents:

FDIS Report on voting
91/764/FDIS 91/774/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

The French version of this standard has not been voted upon.
This publication has been drafted in accordance with the ISO/IEC Dy

A list of all the parts in the IEC 60068 series, under the gené
can be found on the IEC website.

The committee has decided that the contents of thi
the maintenance result date indicated on the IEC
the data related to the specific publication. At thi

* reconfirmed,
* withdrawn,
» replaced by a revised edition, or
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ENVIRONMENTAL TESTING -
Part 2-20: Tests —

Test T: Test methods for solderability
and resistance to soldering heat of devices with leads

1 Scope and object

This part of IEC 60068 outlines Test T, applicable to devices with leads
surface mounting devices (SMD) are described in IEC 60068-2-58.

ering tests for

eutectic tin lead (Pb), or lead-free alloys.
The procedures in this standard include the solder batp

The objective of this standard is to ensure tha
meets the applicable solder joint requjrements~Qf Ik
test methods are provided to ensure that the €ompq
to which it is exposed during soldering.

NOTE Information about wetting time and wet{ing fgrce can € i
See IEC 60068-2-54 (solder bathxethod) and IEC 6 oldef bath and solder globule method for SMDs).

2 Normative refere

The following r
For dated referenegs, ¢

of the referenced dp

state (unsaturated pressurized vapour)

IEC 60068-2-78, Environmental testing — Part 2-78: Tests — Test Cab: Damp heat, steady
State

IEC 60194, Printed board design, manufacture and assembly — Terms and definitions

IEC 61191-3, Printed board assemblies — Part 3: Sectional specification — Requirements for
through-hole mount soldered assemblies

IEC 61191-4, Printed board assemblies — Part 4: Sectional specification — Requirements for
terminal soldered assemblies
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

colophony

natural resin obtained as the residue after removal of turpentine from the oleo-resin of the
pine tree, consisting mainly of abietic acid and related resin acids, the remainder being resin
acid esters

NOTE "Rosin" is a synonym for colophony, and is deprecated because of the common confusion with the generic
term "resin".

3.2

contact angle
in general the angle enclosed between two planes, tangen
solid/liquid interface at their intersection (see Figure 1). In p
liquid solder in contact with a solid metal surface

8

G
%

IEC 1234/08

3.3

wetting
formation coating of solder on a surface. A small contact angle is indicative of
wetting

3.4
non-wetting
inability to form an adherent coating of solder on a surface. In this case the contact angle is
greater than 90°

3.5
de-wetting
retraction of molten solder on a solid area that it has initially wetted

NOTE In some cases an extremely thin film of solder may remain. As the solder retracts the contact angle
increases.

3.6

solderability

ability of the termination or lead of device to be wetted by solder at the temperature of the
termination or lead which is assumed to be the lowest temperature in the soldering process
within solderable temperature of solder alloy
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3.7
soldering time
time required for a defined surface area to be wetted under specific conditions

3.8

resistance to soldering heat

ability of device to withstand the highest temperature of the termination or lead in soldering
process, within applicable temperature range of solder alloy

3.9

lead-free solder

alloy that does not contain more than 0,1 % lead (Pb) by weight as its constituent and is used
for joining components to substrates or for coating surfaces

[75.1904 of IEC 60194]

4 Test Ta: Solderability of wire and tag terminations

4.1 Object and general description of the test

4.1.1 Test methods

Test Ta provides two different test methods to dé irfe / ability of the areas on wire

— Method 1: Solder bath
— Method 2: Soldering iron

The test method to be us S indi i & relevant specification. The solder bath
method |s the one whijch i g fke soldering procedures of flow soldering

Ageing 1a;
Ageifig 1bs

Ageing 2: + 2)°C; (93 £ 3)% RH

Ageing 3a: 4 h at 155 °C dry heat (Test Bb)
Ageing 3b: 16 h at 155 °C dry heat (Test Bb).
Ageing 4: 4 h unsaturated pressurized vapour (Test Cx)

NOTE The test specimens may be introduced into the chamber at any temperature from laboratory temperature to
the specified temperature.

4.1.2 Specimen preparation

The surface to be tested shall be in the "as received" condition and shall not be subsequently
touched by the fingers or otherwise contaminated.

The specimen shall not be cleaned prior to the application of a solderability test. If required by
the relevant specification, the specimen may be degreased by immersion in a neutral organic
solvent at room temperature.
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4.1.3 Initial measurements

The specimens shall be visually examined and, if required by the relevant specification,
electrically and mechanically checked.

4.1.4 Accelerated ageing

If accelerated ageing is required by the relevant specification, one of the following procedures
shall be adopted. At the end of the conditioning, the specimen shall be subjected to standard
atmospheric conditions for testing for not less than 2 h and not more than 24 h.

NOTE Terminations may be detached if the ageing temperature is higher than the component's maximum
operating or storage temperature, or if the component is likely to degrade considerably at 106-C in steam and thus
affect the solderability in a manner which would not normally occur in natural ageing.

4.1.41 Ageing 1

The relevant specification shall indicate whether ageing 1a (1 h in_steamn <Y b (4 hin
steam) is to be used. For these procedures the specimen is §uspend e bly with the
termination vertical, with the area to be tested positioned R to 30m\aboveé the surface

of boiling distilled water which is contained in a borosilica S stainless steel vessel of
suitable size (e.g., a 2 litre beaker). The termination s ‘ p
walls of the vessel.

The vessel shall be provided with a ¢e¢ i i nsisting of one or more plates
which are capable of covering appro S i the“opening. A suitable method
of suspending the specimens shall be deyi s ions ots in the cover are permitted
for this purpose. The specimen holder shall be Ro

The level of water shall be intai titio of’hot distilled water, added gradually in
small quantities, so that ilINcontinue ta boil vigorously; alternatively a reflux con-
denser may be provided.if desired. Rigure A.7)

41.4.4 Ageing

Specimens are subjected to 4 h at 120 °C and 85 % RH according to IEC 60068-2-66, Test
Cx: Damp heat, steady state (unsaturated pressurized vapour).

4.2 Method 1: Solder bath

This method provides a procedure for assessing the solderability of wires, tags, and termina-
tions of irregular form.

4.2.1 Description of the solder bath

The solder bath shall be not less than 40 mm in depth and not less than 300 ml in volume.
The bath shall contain solder as specified in Table 1.
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4.2.2 Flux

The flux to be used shall consist of 25 % by weight of colophony in 75 % by weight of 2-
propanol (isopropanol) or of ethyl alcohol, as specified in Annex B.

When non-activated flux is inappropriate, the above flux with the addition of diethylammonium
chloride (analytical reagent grade), up to an amount of 0,2 % chloride (expressed as free
chlorine based on the colophony content), may be used as required by the relevant
specification.

4.2.3 Procedure

The surface of the molten solder shall be wiped clean and bright with /2 piece of suitable
material immediately before each test.

The termination is then immersed i
longitudinal axis. The point of immersi
10 mm from the walls of the bath.

solder prescribed in the
(25 £ 2,5) mm/s.

For component
(10 £ 1) s may be

If required by
(1,5 £ 0,5) mm ‘ clearance, holes appropriate to the size of the termination may
be placed betweenthe b he component and solder.

Any flux residue ) oved with 2-propanol (isopropanol) or ethyl alcohol.

4.2.4 Test conditj

The duration and temperature of immersion shall be selected from Table 1, unless otherwise
prescribed by the relevant specification.
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Table 1 — Solderability, solder bath method: Test severities
(duration and temperature)

Severity
Alloy
composition (215 +£3) °C (235 +£3) °C (245 3) °C (250% 3) °C
(83+0,3)s (10+1)s| (2+0,2)s (5+0,5)s (83+0,3)s (3+£0,3)s
SnPb X X X X
Sn96,5Ag3Cu,5 X
Sn99,3Cu,7 X

Alloy composition for test purposes only. The solder alloys consist of 3,0 wt % to 4,0 wt % Ag, 0,5 wt % to 1,0 wt %
Cu, and the remainder of Sn may be used instead of Sn96,5Ag3Cu,5. The solder alloys ist of 0,45 wt % to
0,9 wt % Cu and the remainder of Sn may be used instead of Sn99,3Cu,7. (6077&1\

NOTE 1 “X” denotes ‘applicable’.

NOTE 2 Refer to 4.1 of IEC 61190-1-3 to identify alloy composition.

NOTE 3 The basic lead-free solder alloys listed in this table represent co
for lead-free soldering processes. If solder alloys other than those listed™her
the given severities are applicable.

4.2.5 Final measurements and requiremen

Inspection shall be carried out underadequat i eyesight or with the assis-
tance of a magnifier capable of giving a waghifica 5 x, depending on the size of
objects.

The specimens shall be/Vi required by the relevant specification,

The dipped surfage re
than small amo@ ighs such as pin-holes or un-wetted or de-wetted
areas. All leads s ~ solder coating free from defects for a minimum of

95 % of the critica - i idual lead. For solder alloys containing lead, solder shall

where the solder bat
solder alloys.

Wethod is impracticable. It applies to lead containing and lead-free

4.31 Description of soldering irons

To keep the bit temperature during test within the specified limits, usage of a temperature
controlled soldering iron is recommended.

Size A

Bit temperature: (350 £ 10) °C
Bit diameter: 8 mm

Exposed length: 32 mm reduced to a wedge shape over a length of approximately
10 mm.

Size B

Bit temperature: (350 + 10) °C Documents
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Bit diameter: 3 mm
Exposed length: 12 mm reduced to a wedge shape over a length of approximately 5 mm.

The bit shall be made of copper, preferably plated with iron, or of erosion-resistant copper
alloy, in accordance with usual practice, and tinned at the test surface.

4.3.2 Solder and flux

A cored solder wire shall be used comprising solder as specified in Table 1 with a core or
cores containing 2,5 % to 3,5 % colophony as specified in Annex B. A visual check shall be
made during the test for the presence of flux.

4.3.3 Procedure

According to the type of component, an iron of either Size A or Size
cribed in the relevant specification.

The nominal diameter of the solder wire to be used with Size\A iro
with Size B iron.

Solderwire: syffiient

Soldering iron bit

Termination

IEC 1235/08

Figure 2 — Position of soldering iron

When testing hes
of the test area fro

)sitive components, the relevant specification shall specify the distance
e component body, or it shall specify the use of a specific heat sink.

The relevant specification may specify different conditions where the geometry of the termina-
tions renders the above procedure impracticable.

Surplus solder which has remained on the test surface of the iron from a previous test shall
be wiped off.

The iron and the solder shall, unless otherwise specified, be applied to the termination for 2 s
to 3 s at the position stated in the relevant specification. During this period of time the iron
shall be kept stationary.

If the relevant specification requires that several terminations of the component shall be
tested, an interval in the order of 5 s to 10 s shall be observed between the applications to the
different terminations of the component to avoid it being overheated.
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