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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ENVIRONMENTAL TESTING –  

 
Part 2-21: Tests – Test U: Robustness of  

terminations and integral mounting devices 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60068-2-21 has been prepared by IEC technical committee 91: 
Electronics assembly technology. 

This seventh edition cancels and replaces the sixth edition, published in 2006, and 
IEC 60068-2-77:1999. This edition constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) integration of parts of IEC 60068-2-77 (see Annex X); IEC 60068-2-77 is withdrawn with the 
publication of this document; 

b) Annex X is added to show the correlation of the clauses and subclauses in this edition of 
IEC 60068-2-21 with the clauses in IEC 60068-2-21:2006 and IEC 60068-2-77:1999. 
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The text of this International Standard is based on the following documents: 

FDIS Report on voting 

91/1732/FDIS 91/1742/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

A complete list of all parts comprising the IEC 60068 series, under the general title 
Environmental testing, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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ENVIRONMENTAL TESTING –  
 

Part 2-21: Tests – Test U: Robustness of  
terminations and integral mounting devices 

 
 
 

1 Scope 

This part of IEC 60068 is applicable to all electrical and electronic components whose 
terminations or integral mounting devices are liable to be submitted to stresses during normal 
assembly or handling operations and is also applicable to surface mount devices (SMDs).  

The recommended test methods suitable for specific terminations/lead of devices are shown in 
Table 1. 

Table 1 – Selection of test methods suitable for specific terminations/leads 

Test method Component Mounted/not 
mounted 

See Clause 

Test Type 

Ua1 Tensile Leaded devices Not mounted Clause 4 

Ua2 Thrust Leaded devices Not mounted Clause 4 

Ub Bending Leaded devices Not mounted Clause 5 

Uc Torsion  Leaded devices Not mounted Clause 6 

Ud Torque Threaded stud, screw or 
other terminations 

Not mounted Clause 7 

Ue1 Substrate 
bending 

Surface mount devices  Mounted Clause 8 

Ue2 Pull/push Surface mount devices Mounted Clause 8 

Ue3 Shear Surface mount devices Mounted Clause 8 

Uf1 Body 
strength 

Surface mount devices Not mounted Clause 9 

Uf2 Impact 
shock 

Surface mount devices Not mounted Clause 9 

 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60068-1:2013, Environmental testing – Part 1: General and guidance 

IEC 60068-2-58:2015, Environmental testing – Part 2-58: Tests – Test Td – Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface mounting 
devices (SMD) 

IEC 60194-2, Printed board design, manufacture and assembly – Vocabulary – Part 2: Common 
usage in electronic technologies as well as printed board and electronic assembly technologies 
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IEC 61191-2, Printed board assemblies – Part 2: Sectional specification – Requirements for 
surface mount soldered assemblies  

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60194-2 and the 
following apply.  

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
integral mounting device 
auxiliary means to make a mechanical connection of a terminal or other mounting element to 
the inside of the component and its case 

Note 1 to entry: Such means can be a stud, a nut, a bolt, or similar mechanical parts for fixing. 

4 Tests Ua: Robustness of terminals against axial stresses 

4.1 Object 

The purpose of these tests is to verify that the terminations and their attachments to the body 
of the component will withstand such axial stresses as are likely to be applied during normal 
assembly or handling operations. 

4.2 Application 

The relevant specification shall state whether this test is applicable. It shall be carried out on 
all the terminations, except where a component has more than three terminations, in which case 
the specification shall state the number of terminations per component to be tested. The test 
shall be carried out in such a manner that all the terminations of the component have an equal 
probability of being subjected to the test. 

4.3 General description  

With the terminal in its normal position and the component held by its body, a force is applied 
to the terminal as described in the test procedure. 

4.4 Preconditioning 

The method of preconditioning shall be as prescribed in the relevant specification. 

4.5 Initial measurements 

The specimen shall be visually inspected and electrically and mechanically checked as required 
by the relevant specification. 
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4.6 Test procedures 

4.6.1 Test Ua1: Tensile 

With the termination in its normal position and the component held by its body, a force with a 
value as stated in Table 2 shall be applied to the termination in the direction of its axis and 
acting in a direction away from the body of the component. The force shall be applied gradually 
at a constant rate. The maximum force shall be reached within 5 s and maintained constant for 
(10 ± 1) s and the force shall be applied along an axis within 5° to the normal. Refer to Figure 1. 

 

a) Pull force Fp applied to an axial leaded specimen 

 

b) Pull force Fp applied to a radial leaded specimen 

Figure 1 – Direction of the applied pull force Fp in test Ua1 

The value of the applied force is as follows: 

a) Wire terminations (circular section or strip) or pins: 
The value of the force applied shall be that indicated in Table 2. 
Insulated wires shall be stripped of the insulation at the point at which the load is applied. 
Stranded wires shall be united mechanically at the point of application of the load (such as 
by soldering or knotting), prior to the application of the load. Where the technical features 
of insulated or stranded wires can give rise to difficulties during the stripping, joining or 
knotting operations and be liable to cause dispute for the test results, such operations shall 
be in accordance with the relevant specification or, where necessary, with the instructions 
of the component manufacturer.  
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Table 2 – Value of applied pull force for test Ua1 

Nominal cross-sectional area (s)a Corresponding diameter (d)  
for circular-section wires  

Pull force Fp 

mm2 mm N 

          s ≤ 0,05           d ≤ 0,25 1 

0,05 < s ≤ 0,10 0,25 < d ≤ 0,35 2,5 

0,10 < s ≤ 0,20 0,35 < d ≤ 0,50 5 

0,20 < s ≤ 0,50 0,50 < d ≤ 0,80 10 

0,50 < s ≤ 1,20 0,80 < d ≤ 1,25 20 

          s > 1,20           d > 1,25 40 

A relative tolerance of ±10 % shall apply to the prescribed pull force Fp. 

a For circular-section wires, strips or pins, the nominal cross-sectional area is equal to the value calculated from 
the nominal dimension(s) given in the relevant specification. For stranded wires, the nominal cross-sectional 
area is obtained by taking the sum of the cross-sectional areas of the individual strands of the conductor 
specified in the relevant specification. 

 

b) Other terminations (tag terminations, threaded studs, screws, terminals, etc.): 
The value of the force to be applied shall be given in the relevant specification. 

4.6.2 Test Ua2: Thrust 

With the termination in its normal position and the component held by its body, thrust shall be 
applied to the termination as close as possible to the body of the component, but leaving a clear 
2 mm of wire between the body of the component and the nearest point of the device applying 
the force. The force shall be applied gradually at a constant rate. The maximum force shall be 
reached within 5 s and maintained constant for (10 ± 1) s and the force shall be applied along 
an axis within 5° to the normal. Refer to Figure 2. 

 

a) Thrust Ft applied to an axial leaded specimen 

 

b) Thrust Ft applied to a radial leaded specimen 

Figure 2 – Direction of the applied thrust Ft in test Ua2 

The value of the applied force is as follows: 

a) Wire terminations (circular-section or strip) or pins 
The value of the thrust applied shall be as given in Table 3. 
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Table 3 – Value of applied thrust for test Ua2 

Nominal cross-sectional area (s)a Corresponding diameter (d) for 
circular-section wire  

Thrust Ft 

mm2 mm N 

          s ≤ 0,05           d ≤ 0,25 0,25 

0,05 < s ≤ 0,10 0,25 < d ≤ 0,35 0,5 

0,10 < s ≤ 0,20 0,35 < d ≤ 0,50 1 

0,20 < s ≤ 0,50 0,50 < d ≤ 0,80 2 

0,50 < s ≤ 1,20 0,80 < d ≤ 1,25 4 

          s > 1,20           d > 1,25 8 

A relative tolerance of ±10 % shall apply to the prescribed thrust Ft. 

a For circular-section wires, strips or pins, the nominal cross-sectional area is equal to the value calculated from 
the nominal dimension(s) given in the relevant specification. 

 

Insulated wires shall be stripped of the insulation at the point at which the load is applied.  
Where the technical features of insulated wires can give rise to difficulties during the 
stripping, liable to cause dispute for the test results, such operations shall be in accordance 
with the relevant specification or, where necessary, with the instructions of the component 
manufacturer. 

b) Other terminations (tag terminations, threaded studs, screws, terminals, etc.):  
The value of the force to be applied shall be given in the relevant specification. 

4.7 Final measurements 

The specimen shall be visually inspected and electrically and mechanically checked as required 
by the relevant specification. 

4.8 Information to be given in the relevant specification 
  Subclause 
a) Method of preconditioning 4.4 
b) Initial measurements 4.5 
c) Number of terminations to be tested, if more than three 4.2 
d) Force  4.6 
e) Details of stripping, joining or knotting operations, if necessary 4.6 
f) Final measurements 4.7 

 

5 Tests Ub: Robustness of terminals against bending stresses 

5.1 Object 

The purpose of this test is to verify that pliable and rigid terminations and attachment of such 
terminations to the body of the component shall withstand such bending loads as are likely to 
be applied during normal assembly or handling operations.  
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5.2 Application 

5.2.1 General 

The relevant specification shall state the applicable test and the method to be used. If applicable, 
the test shall be carried out on all the terminations, except where a component has more than 
three terminations, in which case the specification shall state the number of terminations per 
component to be tested. The test shall be carried out in such a manner that all the terminations 
of the component have an equal probability of being subjected to testing. This limitation in the 
number of terminations tested does not apply to simultaneous bending (see 5.6.3), which is 
generally applicable to certain types of microelectronic packages with several terminations in 
line on one or more sides. 

5.2.2 Pliable terminations 

Terminations able to bend at least 30° with respect to its initial position (see Figure 3) under 
the applied force in accordance with Table 4: 

Test Ub1 (see 5.6.1) or Ub3 (see 5.6.3) is applicable. 

 

Key: 

αb displacement angle 

Fb bending force 

Figure 3 – Displacement of pliable lead wires in test Ub 

5.2.3 Rigid and all other terminations 

For terminations other than described in 5.2.2, test Ub2 (see 5.6.2) is applicable, except for 
rigid terminations.  

For rigid terminations (e.g. pin type terminations), test Ub1 (see 5.6.1.2) is applicable. Unless 
otherwise specified in the relevant specification, a constant force Fb, according to the type of 
termination given in Table 4 shall be applied to the termination as shown in Figure 4, causing 
a displacement of less than 30°. 
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Key: 

Fb bending force 

Figure 4 – Bending force applied to a specimen with non-pliable terminations 

5.3 General description 

As described in 5.2, in principle two procedures are applicable: bending with a constant force 
(see 5.2.3) or bending through a certain angle (see 5.2.2). 

For each test procedure, three methods are applicable: one bend followed by a second bend in 
the opposite direction (Method 1; see 5.6.1.2), or two bends in the same direction (Method 2; 
see 5.6.1.3), or as specified (Method 3; see 5.6.1.4). 

The value of the force to be applied is given in Table 4. 

Table 4 – Value of applied force for test Ub 

Section modulus (Zx) Diameter(d)  
of corresponding round leads 

Force Fb 

mm3 mm N 

                 Zx ≤ 1,5 × 10−3          d ≤ 0,25 0,5 

1,5 × 10−3 < Zx ≤ 4,2 × 10−3 0,25 < d ≤ 0,35 1,25 

4,2 × 10−3 < Zx ≤ 1,2 × 10−2 0,35 < d ≤ 0,50 2,5 

1,2 × 10−2 < Zx ≤ 0,5 × 10−1 0,50 < d ≤ 0,80 5 

0,5 × 10−1 < Zx ≤ 1,9 × 10−1 0,80 < d ≤ 1,25 10 

      1,9 × 10−1  < Zx                 1,25 < d 20 

A relative tolerance of ±10 % shall apply to the prescribed force Fb. 

 

For round terminations, the section modulus Zx is given by the following formula: 

 
3

x
π
32
dZ =  (1) 

 

where  
d is the lead wire diameter. 
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For strip terminations, the section modulus Zx is given by Formula (2) 

 
2

x 6
baZ =  (2) 

 

where  
a  is the thickness of the rectangular strip perpendicular to the bending axis; 
b  is the other dimension of the rectangular strip. 

The section modulus is defined in ISO 80000-4:2019, item 4-22, and the derivation of the above 
formula can be found in standard textbooks on mechanical engineering. 

5.4 Preconditioning 

The method of preconditioning shall be as prescribed in the relevant specification. 

5.5 Initial measurements 

The specimen shall be visually inspected and electrically and mechanically checked as required 
by the relevant specification. 

5.6 Test procedures 

5.6.1 Test Ub1 (for wire and strip terminations) 

5.6.1.1 General  

With the termination in its normal position and the component held by its body in such a manner 
that the axis of the termination is vertical, a mass applying a force of a value given in Table 4 
is then suspended from the end of the termination. Between the body of the component and the 
point of application of the force, no supporting device shall be placed.  

The body of the component is then inclined, over a period of 2 s to 3 s, through an angle of 
approximately 90° in the vertical plane and then returned to its original position over the same 
period of time; this operation constitutes one bend.  

The test shall be performed according to the relevant specification, stipulating method 1, 
method 2 or method 3. 

5.6.1.2 Method 1 (see Figure 5) 

One bend immediately followed by a second bend in the opposite direction, or a larger number 
of alternate bends where prescribed in the relevant specification. 
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a) Initial position b) First inclination c) End of first bend 

 

 
d) Second inclination e) End of second bend 

 

Key: 

αi angle of inclination 

Fb bending force 

Figure 5 – Sequential test procedure of test Ub, Method 1 

5.6.1.3 Method 2 (see Figure 6) 

Two bends in the same direction without interruption. Strip terminations shall be bent 
perpendicularly to the widest surface of the strip. 
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a) Initial position b) First inclination c) End of first bend 

 

 
d) Second inclination e) End of second bend 

 

Key: 

αi angle of inclination 

Fb bending force 

Figure 6 – Sequential test procedure of test Ub, Methods 2 and 3 

5.6.1.4 Method 3 (see Figure 6) 

More than two alternate bends in the same direction, without interruption, as prescribed in the 
relevant specification. 

5.6.2 Test Ub2 (for tag terminations) 

5.6.2.1 General 

The terminations shall be bent through 45° and then returned to their initial position; this 
operation shall constitute one bend (see Figure 5). The test shall be performed in accordance 
with the relevant specification, stipulating one or other of the procedures in 5.6.2.2 or 5.6.2.3. 

5.6.2.2 Method 1 

One bend immediately followed by a second bend in the opposite direction. 
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5.6.2.3 Method 2 

Two bends in the same direction, without interruption. The relevant specification can stipulate 
other details (such as use of pliers, place of bending, etc.). 

5.6.3 Test Ub3 Simultaneous bending 

All terminations on one side of the component shall be clamped at the seating plane or, where 
it is not given, at a point approximately 3 mm from the seal between the termination and the 
body of the component, in a clamp with a radius of 0,1 mm at the edge where bending will occur. 
A mass shall be attached to the clamp with the terminations pointing downwards. This mass, 
which shall include the mass of the clamp, shall apply a force equal to that given in Table 4, 
multiplied by the number of leads clamped. 

The body of the component is then inclined through an angle of 45°, taking 2 s to 3 s for the 
operation, and returned to its initial position over the same period of time. The test shall be 
performed once in one direction, and returned to the normal position, and once in the opposite 
direction (method 1), and again returned to the normal position (see Figure 6). 

For the testing of short terminations, the clamp should be so designed that its upper surface 
will not touch the body of the component during the bending (which would cause a tensile stress 
on the terminations). The front taper of the clamp shall be designed not to obstruct any intended 
bending angle. The jaw of the clamp shall be designed to bite the termination at its full length. 
See Figure 7 below. 

 

Figure 7 – Clamp for the testing of short terminations 

5.7 Final measurements 

The specimen shall be visually inspected and electrically and mechanically checked, as 
required by the relevant specification. 

5.8 Information to be given in the relevant specification 
  Subclause 
a) Method of preconditioning 5.4 
b) Initial measurements 5.5 
c) Number of terminations to be tested, if more than three 5.2 
d) Test procedure, method and number of bends, if more than two 5.6 
e) Method and particular details of application 5.6 
f) Final measurements 5.7 
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6 Test Uc: Torsion 

6.1 Object 

The purpose of this test is to verify that the terminations and attachment of the terminations to 
the body of the component will withstand torsional forces that are likely to be applied during 
normal assembly or dismantling operations. 

6.2 Application 

The relevant specification shall state whether this test is applicable. If applicable, the test shall 
be carried out on all the terminations, except where a component has more than three 
terminations, in which case the specification shall state the number of terminations per 
component to be tested. The test shall be carried out in such a manner that all the terminations 
of the component have an equal probability of being subjected to testing. 

6.3 General description 

In principle, two methods are applicable: clamping and rotating the component body against 
one fixed termination [method 1; see 6.6 a)] or clamping and rotating one termination against 
the other fixed termination [method 2; see 6.6 b)]. 

6.4 Preparation of the specimen 

Terminations shall be bent through 90°. The free end of the termination shall be fixed, and the 
body of the component rotated about the original axis of the termination, as specified 
(see Figure 8). 

The method of preconditioning shall be as prescribed in the relevant specification. 

 

Key: 

S component specimen 

T lead wire bending template, typically a metal plate 

ri inner lead wire bending radius, ri = 0,75 mm 

wi inner width of the bending template, wi = 6 mm 

Figure 8 – Preparatory bending of a lead wire for test Uc 

6.5 Initial measurements 

The specimen shall be visually inspected and electrically and mechanically checked as required 
by the relevant specification. 
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6.6 Test procedure 

Each termination shall be bent through 90° at a point 6 mm to 6,5 mm from the point of 
emergence of the termination. The radius of curvature of the bend shall be approximately 
0,75 mm (see Figure 8). The free end of the termination shall be clamped to a point 
1,2 mm ± 0,4 mm from the bend (see Figure 9). The body of the component shall then be rotated, 
as specified below, about the original axis of the termination at a rate of one rotation per 5 s. 
Successive rotations shall be in alternate directions. The test shall be performed in accordance 
with one of the following methods, and one of the following severities, as required by the detail 
specification. 

a) Method 1 
Component body clamped: 
– Severity 1: three rotations of 360°; 
– Severity 2: two rotations of 180°. 

 

Key: 

S component specimen 

R revolvable specimen clamping chuck  

αr chuck rotating angle 

 Severity 1: 3 rotations: αr1 = 360°; αr2 = -360°; αr3 = 360° 

 Severity 2: 2 rotations: αr1 = 180°; αr2 = −180° 

C rigidly held, padded clamp 

c lead wire clearance from clamp, c = (1,2 ± 0,4) mm 

Figure 9 – Torsion test method 1: Rotation of clamped specimen body  

b) Method 2 
Both wire terminations clamped (see Figure 10): 
– Severity: two rotations of 180°.  

NOTE Method 2 is primarily intended for components with a body unsuitable for clamping (e.g. having a diameter 
less than 4 mm) and with axial terminations of the same kind at each end. 
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Key: 
S component specimen 
R revolvable lead wire clamp 
αr chuck rotating angle; unique severity: 2 rotations: αr1 = 180°; αr2 = -180° 

C rigidly held, padded clamp 
c lead wire clearance from clamp, c = (1,2 ± 0,4) mm 

Figure 10 – Torsion test method 2: Rotation of clamped other lead wire 

6.7 Final measurements 

The specimen shall be visually inspected and electrically and mechanically checked, as 
required by the relevant specification. 

6.8 Information to be given in the relevant specification 
  Subclause 
a) Method of preconditioning 6.4 
b) Initial measurements 6.5 
c) Number of terminations to be tested, if more than three 6.2 
d) Test procedures and severities 6.6 
e) Final measurements 6.7 

 

7 Test Ud: Torque 

7.1 Object 

The purpose of this test is to verify that the terminations, the attachment of the terminations to 
the body of the component and integral mounting means shall withstand torque forces that are 
likely to be applied during normal assembly or handling operations. 

7.2 Application 

The relevant specification shall state whether this test is applicable. If applicable, the test shall 
be carried out on all the terminations, except where a component has more than three 
terminations, in which case the specification shall state the number of terminations per 
component to be tested. The test shall be carried out in such a manner that all the terminations 
of the component have an equal probability of being subjected to testing. 
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7.3 General description 

For terminations with threaded studs or screws, a given torque is applied to the screw or to 
each of the nuts normally fitted to each terminal, according to the severity prescribed in the 
relevant specification. For other types of termination the relevant specification shall give the 
method required. 

7.4 Preconditioning 

The method of preconditioning shall be as prescribed in the relevant specification. 

7.5 Initial measurements 

The specimen shall be visually inspected and electrically and mechanically checked, as 
required by the relevant specification. 

7.6 Test procedure 

7.6.1 Terminations with threaded studs or screws 

With the component held by its normal fixing devices, the torque given in Table 5 shall be 
applied without shock to the screw or to each of the nuts normally fitted to each termination, for 
a period of 10 s to 15 s, according to the severity prescribed by the relevant specification. 
During this test, a washer or metal plate with a normal clearance hole for the screw threads 
shall be placed between the screw head and the surface on to which it is tightened. The 
thickness of the washer or metal plate shall be approximately equal to six times the nominal 
pitch of the stud. All parts shall be clean and dry. The nut width shall be equal to approximately 
0,8 times the nominal stud diameter, as stated in ISO 272. 

See Figure 11 to Figure 13 for examples of test assemblies. 

Table 5 – Torque severity 

Nominal thread diametera 
mm 2,5 2,6 3 3,5 4 5 6 8 

Torque 
Nm 

Severity 1 0,35 0,4 0,5 0,8 1,2 2,0 2,5 5 

Severity 2 0,18 0,2 0,25 0,4 0,6 1,0 1,25 2.5 

A relative tolerance of ±10 % shall apply to the prescribed torques. 

a Thread diameters 2,6 mm and 3,5 mm are listed for historical reference only, as these threads are not 
recommended anymore. 

 

For some components, such as semiconductor devices, quite different torque values may be 
needed. Where necessary, these shall be prescribed in the relevant specification. For diameters 
greater than 8 mm, the torque values shall be specified in the relevant specification. It shall be 
possible to loosen the nuts or screws afterwards. 
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Key: 

dT nominal diameter of the stud’s thread 

pT nominal pitch of the stud’s thread 

dW bore dimeter of the washer, typically dW ≈ 1,08 × dT 

hW height of the washer, hW ≈ 6 × pT 

hN height of the hex nut, standard height hN ≈ 0,8 × dT 

The seating plane next to the stud shall be free of irregularities, e.g. emerging from a welding 
process. 

Figure 11 – Assembly for the torque test applied to a threaded stud 

 

Figure 12 – Preparation of a threaded termination for the torque test 

For the execution of the torque test, the specimen shall be firmly fixed, and the prescribed 
torque shall be applied to the locked front nut. 
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Key: 

hB height of the bolt, standard height hB ≈ hW + lN – pT 

pT nominal pitch of the nut’s and bolt’s thread 

dW bore dimeter of the washer, typically dW ≈ 1,08 × dT 

hW height of the washer, hW ≈ 6 × pT 

N nut embedded in the specimen body, providing a thread with an applicable length lN 

dT nominal diameter of the nut’s thread 

Figure 13 – Assembly for the torque test applied to an embedded nut 

7.6.2 Other test configurations 

The relevant specification shall give the methods required. 

7.7 Final measurements 

The specimen shall be visually inspected and electrically and mechanically checked as required 
by the relevant specification. 

7.8 Information to be given in the relevant specification 
  Subclause 
a) Method of preconditioning 7.4 
b) Initial measurements 7.5 
c) Number of terminations to be tested, if more than three 7.2 
d) Severity 7.6 
e) Different torque values for thread diameters greater than 8 mm, or 

if necessary, for other reasons 
7.6.1 

f) Test method for other test configurations 7.6.2 
g) Final measurements 7.7 
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8 Test Ue: Robustness of terminations for SMD in the mounted state 

8.1 Object 

The purpose of this test is to assess the mechanical robustness of surface mount device (SMD) 
terminations mounted on a substrate using a specified method. The terminations consist of 
metallized portions on non-conductive parts of the component or of short, partly flattened 
metallic parts. 

8.2 Application 

Test Ue contains three separate test methods and relevant specifications shall state which is 
applicable. These methods are as follows: 

– test Ue1: substrate bending test; 

– test Ue2: pull-off and push-off test; 

– test Ue3: shear (adhesion) test. 

Test Ue1 is not applicable to components which are intended to be mounted on rigid substrates 
only. 

8.3 Substrate for test method Ue 

Unless otherwise prescribed by the relevant specification, the test shall be conducted on a 
specimen (device) mounted by its normal means on one of the following substrates. 

a) Test Ue1: 

Glass epoxy board made from epoxide woven glass fabric copper-clad laminated sheet, as 
defined, for example, in IEC 61249-2-22 or IEC 61249-2-35, with foil bonded to one side 
and a nominal thickness of the sheet, including the metal foil, of (1,6 ± 0,2) mm or of 
(0,8 ± 0,1) mm. The choice of the thickness of substrate shall be prescribed in the relevant 
specification. The copper foil shall have a thickness of (35 ± 10) µm. 
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Key: 

C conductor tracks, typically covered with solder resist 

P solder pads, dimensions as prescribed by the relevant specification 

M mating area for a card edge connector, or for attachment of individual test wires 

F optional conductor track 

L length of the substrate, L ≥ 100 mm 

W width of the substrate, depending on the design of the test equipment and on the intended number n of specimens 
to be tested in parallel 

e length of the connector pads, e.g. 15 mm 

n specimen number  

The relevant specification shall prescribe a minimum spacing of the specimens, which shall be applied if n > 1 

Figure 14 – Example of substrate for test method Ue 

b) Test Ue2 and Test Ue3:  

Glass epoxy board as for test Ue1 or alumina ceramic, with fired-on metallized pads of a 
material which is difficult to peel off (e.g. copper or silver palladium). Where the push-off 
method of Ue2 is to be applied, a hole shall be made in the substrate, with dimensions as 
given in Figure 17, as an example. Where the pull-off method of Ue2 is to be applied, a 
substrate without holes may be used. 

The substrate pattern of Figure 14, is preferred but not required. 

NOTE These patterns are basically applicable to two-terminal devices. 

The relevant specification shall prescribe all additional details, including whether the specimen 
may be a non-operative device.  

The test shall be carried out under the standard atmospheric conditions for measurement and 
tests, as given in 5.3 of IEC 60068-1:2013.  

The tests are destructive because mounted specimens are required and cannot be reused. 
Different specimens will be required for each test.  
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