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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RAILWAY APPLICATIONS –  

ELECTRIC EQUIPMENT FOR ROLLING STOCK –  
 

Part 3: Electrotechnical components –  
Rules for DC circuit-breakers 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC 
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

This redline version of the official IEC Standard allows the user to identify the changes 
made to the previous edition. A vertical bar appears in the margin wherever a change 
has been made. Additions are in green text, deletions are in strikethrough red text. 
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International Standard IEC 60077-3 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 

This second edition cancels and replaces the first edition, issued in 2001. It constitutes a 
technical revision. 

This edition includes the following main technical changes with regard to the previous edition: 

a) procedure of verification of temperature rise is changed; 
b) air-tightness test as type test, insulation resistance measurement are added. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

9/2537/FDIS 9/2553/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

This document should be read in conjunction with IEC 60077-1 and IEC 60077-2.  

A list of all parts in the IEC 60077 series, published under the general title Railway 
applications – Electric equipment for rolling stock, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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RAILWAY APPLICATIONS –  
ELECTRIC EQUIPMENT FOR ROLLING STOCK –  

 
Part 3: Electrotechnical components –  

Rules for DC circuit-breakers 
 
 
 

1 Scope and object 

In addition to the general requirements of IEC 60077-2, this part of IEC 60077 gives the rules 
for circuit-breakers, the main contacts of which are to be connected to DC power and/or 
auxiliary circuits. The nominal voltage of these circuits does not exceed 3 000 V DC according 
to IEC 60850. 

This part of IEC 60077, together with IEC 60077-2, states specifically: 

a) the characteristics of the circuit-breakers; 
b)  the service conditions with which circuit-breakers have to comply complies with reference 

to: 
– operation and behaviour in normal service; 
– operation and behaviour in the case of short circuit; 
– dielectric properties; 

c)  the tests for confirming the compliance of the components with the characteristics under 
the service conditions and the methods to be adopted for these tests; 

d) the information to be marked on, or given with, the circuit breaker. 

NOTE 1 Circuit-breakers which are dealt with in this document may can be provided with devices for automatic 
opening under predetermined conditions other than those of overcurrent, for example, under-voltage and reversal 
of power current flow direction. This document does not deal with the verification of operation under such 
predetermined conditions. 

NOTE 2 The incorporation of electronic components or electronic sub-assemblies into electrotechnical components is 
now common practice. 

Although this document is not applicable to electronic equipment, the presence of electronic components does not 
provide a reason to exclude such electrotechnical components from the scope. 

Electronic sub-assemblies included in circuit-breakers should comply with the relevant document for electronics 
(IEC 60571). 

NOTE 3 Certain of these rules may, after agreement between the user and the manufacturer, be are used for 
electrotechnical components installed on vehicles other than rail rolling stock such as mine locomotives, 
trolleybuses, etc. In this case, particular additional requirements may can be necessary. 

This document does not cover: 

a) multi-connection of electro-technical components to achieve a particular duty;  
b) industrial circuit-breakers which have to comply complies with IEC 60947-2; 
c) DC circuit-breakers for fixed installations which have to comply complies with IEC 61992-2.  

For b) and c), in order to ensure satisfactory operation, this document should be is used to 
specify only the particular requirements for rolling stock. In such cases, a specific document 
should state states the additional requirements with which the industrial or fixed installations 
circuits breakers are to comply, for example: 

– either to be adapted (for example, for control voltage, environmental conditions, etc.); 
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– or to be installed and used in such a way that they do not have to endure specific rolling 
stock conditions; 

– or to be additionally tested to prove that these components can withstand satisfactorily the 
rolling stock conditions. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60050(441):1984, International Electrotechnical Vocabulary – Switchgear, controlgear 
and fuses 

IEC 60077-1:19992017, Railway applications – Electric equipment for rolling stock – Part 1: 
General service conditions and general rules 

IEC 60077-2:19992017; Railway applications – Electric equipment for rolling stock – Part 2: 
Electrotechnical components – General rules 

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code) 

IEC 60571:1998, Electronic equipment used on rail vehicles 

IEC 60850:2000, Railway applications – Supply voltage of traction systems 

IEC/TR3 60943:1998, Guidance concerning the permissible temperature rise for parts of 
electrical equipment, in particular for terminals 

IEC 60947-2:1989, Low-voltage switchgear and controlgear – Part 2: Circuit-breakers 

IEC 61373:1999, Railway applications – Rolling stock equipment – Shock and vibration tests 

IEC 61992-2:2001, Railway applications – Fixed installations – DC switchgear – Part 2: 
Circuit-breakers 

3 Terms, definitions and abbreviated terms 

For the purpose of this part of IEC 60077, the definitions given in clauses 3 of IEC 60077-1 
and IEC 60077-2 are applicable together with the following additional definitions. 

For the purposes of this document, the terms and definitions given in Clause 3 of 
IEC 60077-1:2017 and Clause 3 of IEC 60077-2:2017, and the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 
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3.1 Components 

3.1.1  
polarized circuit-breaker 
circuit-breaker for which the breaking characteristics are defined for only one prescribed 
direction of current in the main circuit 

3.1.2  
bi-directional circuit-breaker 
circuit-breaker for which the breaking characteristics are the same for both directions of 
current in the main circuit 

3.1.3  
air circuit-breaker  
circuit-breaker in which the contacts open and close in air at atmospheric pressure 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-14-27] 

3.1.4  
vacuum circuit-breaker  
circuit-breaker in which the contacts open and close within a highly evacuated envelope 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-14-29] 

3.1.5  
semiconductor circuit-breaker 
circuit-breaker designed to make and break the current in an electric circuit by means of the 
controlled conductivity of a semiconductor 

Note 1 to entry: There can be mechanical contacts associated with these semiconductor devices. 

[SOURCE: IEC 60050-811:2017, 811-29-42] 

3.1.6  
hybrid circuit-breaker 
circuit-breaker with mechanical contacts for isolation associated with a semiconductor for 
switching 

Note 1 to entry: Semiconductor circuit-breakers without mechanical isolation are not used on rolling stock. 

3.2 Component parts 

3.2.1  
release, <for a circuit-breaker> 
device, mechanically connected to a mechanical switching device, which releases the holding 
means and permits the opening or closing of the circuit-breaker 

[IEV 441-15-17, modified] 

Note 1 to entry: A circuit-breaker may have can be activated by several releases each becoming operational 
according to specified conditions. 

Note 2 to entry:  A release may include mechanical, electromechanical or electronic parts. These releases can be 
mechanically or electrically connected to the switching device. 

[SOURCE: IEC 60050-811:2017, 811-29-44]  
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3.2.2 
overcurrent (instantaneous) release 
device which causes a tripping operation without any intentional time delay when the current 
exceeds a specified value 

[IEV 441-16-32, modified] 

release which permits a mechanical switching device to open with or without time-delay when 
the current in the release exceeds a predetermined value 

Note 1 to entry: This value can in some cases depend upon the rate-of-rise of current. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-33]  

3.2.3  
direct overcurrent release 
overcurrent release directly energized by the current in the main circuit of the circuit-breaker a 
mechanical switching device 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-36, modified]  

3.2.4  
indirect overcurrent release, <for a circuit-breaker> 
overcurrent release initiated by the current in the main circuit of a mechanical switching 
device through a current sensor (shunt or current transducer) 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-37, modified – "energized" and "a 
current transformer or a shunt" have been replaced with "initiated" and "a current sensor".] 

3.2.5  
anti-pumping device  
device which prevents reclosing after a close-open operation as long as the device initiating 
closing is maintained in the position for closing 

Note 1 to entry: The opening operation may be either an opening command or a tripping operation. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-48, modified – Note 1 to entry has been 
added.] 

3.2.6  
enclosure, <of an assembly> 
part of an assembly providing a specified degree of protection of the circuit-breaker 
equipment against external pollution influences and a specified degree of protection against 
access approach to or contact with live parts and against contact with moving parts  

Note 1 to entry: The enclosure may also provide a protection of adjacent parts against the influence of the circuit-
breaker (for example, arcing). 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-13-01, modified – Note 1 to entry has been 
added.] 

3.2.7  
integral enclosure 
enclosure forming an integral part of the circuit-breaker 
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3.3 Operational features 

3.3.1  
current-limiting circuit-breaker  
circuit-breaker with a break-time short enough to prevent the short-circuit current reaching its 
otherwise attainable peak value 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-14-21] 

3.3.2  
trip-free circuit-breaker  
circuit-breaker in which the moving main contacts of which return to and remain in the open 
position when the opening (i.e. tripping) operation is initiated after the initiation of the closing 
operation, even if the closing command is maintained 

[IEV 441-16-31, modified] 

Note 1 to entry: To ensure proper breaking of the current which may have been established, it may be necessary 
that the contacts momentarily reach the closed position. 

[SOURCE: IEC 61992-1:2006/AMD1:2014, 3.4.11] 

3.3.3  
current setting, <of an overcurrent release> 
value of the current in the main circuit to which the operating characteristics of the over-
current release are referred and for which the release is set 

value of the operating current for which the release is adjusted and in accordance with which 
its operating conditions are defined  

Note 1 to entry: A release may have more than one current setting. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-46, modified – Note 1 to entry has been 
added.] 

3.3.4  
current setting range, <of an overcurrent release> 
range between the minimum and maximum values over which the current setting of the over-
current release can be adjusted 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-16-47, modified] 

3.3.5  
tripping operation 
opening operation of a circuit-breaker initiated by a release 

3.4 Breaking characteristics 

NOTE Some of the terms defined in this clause are used in the examples of annex B. 

3.4.1  
opening time, <of a mechanical switching device> 
interval of time between the specified instant of initiation of the opening operation and the 
instant when the arcing contacts have separated in all poles 

Note 1 to entry: The instant of initiation of the opening operation is specified by the manufacturer for all the 
opening commands other than overcurrent. 

Note 2 to entry: The opening time includes the operating time of any auxiliary equipment necessary to open the 
circuit-breaker and forming an integral part of the circuit-breaker. 
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[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-36, modified – Note 1 to entry has been 
modified and Note 2 to entry has been added.] 

3.4.2  
overcurrent opening time 
interval of time between the instant when the current in the main circuit reaches the current 
setting value of the overcurrent release and the instant when the arcing contacts have 
separated 

3.4.3  
prospective current, <of a circuit and with respect to a switching device or a fuse> 
current that would flow in the circuit if each pole of the circuit-breaker switching device or the 
fuse were replaced by a conductor of negligible impedance 

Note 1 to entry: This term is commonly associated with fault conditions. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-01, modified – Note has been replaced.] 

3.4.4  
prospective peak current  
peak value of a prospective current during the transient period following initiation 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-02, modified – Note has been deleted.] 

3.4.5  
prospective breaking current, <for a pole of a switching device or a fuse> 
prospective current evaluated at a time corresponding to the instant of the initiation of the 
breaking process 

Note 1 to entry: The instant of initiation of the breaking process is usually defined as the beginning of the arc. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-06, modified – Note 1 to entry has been 
replaced.] 

3.4.6  
cut-off current  
maximum instantaneous value of current attained during the breaking operation of a switching 
device or a fuse 

Note 1 to entry: This concept is of particular importance when the switching device or the fuse operates in such a 
manner that the prospective peak current of the circuit is not reached. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-12, modified – In note 1 to entry "is" has 
been added between "concept" and "of particular".] 

3.4.7  
recovery voltage 
voltage which appears across the terminals of each a pole of a circuit-breaker switching 
device or a fuse after the breaking of the current 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-25, modified – Note has been deleted.] 

3.4.8  
arcing time, <of a pole or a fuse>  
interval of time between the instant of the initiation of the arc between the arcing contacts in a 
pole or a fuse and the instant of final arc extinction in that pole or that fuse 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-37, modified] 
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3.4.9  
break-time  
interval of time between the beginning of the opening time of a circuit-breaker mechanical 
switching device (or the pre-arcing time of a fuse) and the end of the arcing time 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-17-39, modified] 

3.4.10  
joule integral, <for a circuit-breaker> 
I 2t   
integral of the square of the current in a circuit-breaker during a breaking process, over the 
break-time 

 

t1 = beginning of the opening time 
t2 = end of the arcing time 

  

t0 = beginning of the opening time 
t1 = end of the arcing time 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-18-23, modified – "in a circuit-breaker 
during a breaking process," has been added. "a given time interval" has been replaced with 
"the break-time". Notes have been deleted, keys for t0 and t1 have been added.] 

3.4.11  
I 2t  characteristic, <for a circuit-breaker>  
information (generally a curve) giving the value of I 2t  as a function of the prospective peak 
current for specified conditions such as the current setting of the release, the time constant of 
the test circuit, etc. 

[SOURCE: IEC 60050-441:1984/AMD1:2000, 441-18-24, modified – "information (generally a 
curve) giving" has been added. "under prescribed conditions" has been deleted. "prospective 
current and/or voltage" has been replaced with "the prospective peak current …". Note has 
been deleted.] 

3.4.12  
break-time – current characteristic 
curve giving the break-time as a function of the prospective peak current for specified 
conditions such as the current setting of the release, the time constant of the test circuit, etc. 

3.4.13  
cut-off current characteristic, <for a circuit-breaker> 
curve giving the cut-off current as a function of the prospective peak current for specified 
conditions such as the current setting of the release, the time constant of the test circuit, etc. 

[SOURCE: IEC 60050-811:2017, 811-29-43, modified – "peak", "such" and ", etc." have been 
added.] 

3.4.14  
initial current rate of rise 
di/dt 
rate of rise at the beginning of the current flow 
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[SOURCE: IEC 61992-1:2006/AMD1:2014, 3.2.27, modified – "current" has been added in the 
term and symbol has been added.] 

3.5 Abbreviated terms 
DC Direct Current 
EMC Electromagnetic Compatibility 

4 Classification 

This clause is intended to list the characteristics of a circuit-breaker on which information is 
given by the manufacturer and which shall be verified by testing where relevant.  

The circuit breakers are classified: 

a) according to their operational frequency C1, C2 or C3. The characteristics of these 
operational frequencies are given in 5.4; 

b) according to the type of design: 
– open construction; 
– construction with an integral enclosure; 

c) according to the degree of protection provided by the enclosure (see IEC 60529). 

5 Characteristics 

5.1 List of characteristics 

The characteristics of a circuit-breaker shall be stated as applicable, among those of the 
following: 

– type of circuit-breaker (5.2); 
– rated values and limiting values of for the main circuit (5.3); 
– operational frequencies (5.4); 
– electric and pneumatic control circuits (5.5); 
– electric and pneumatic auxiliary circuits (5.6); 
– overcurrent release (5.7); 
– peak arc voltages (5.8). 

5.2 Type of circuit-breaker 

It is necessary to state: 

– the kind of device (for example, air circuit-breaker, vacuum circuit-breaker, hybrid circuit-
breaker, bi-directional or polarized circuit-breaker); 

– the type of design (see Clause 4); 
– the degree of protection provided by the enclosure (see Clause 4); 
– operational features (for example, current-limiting circuit-breaker, trip-free circuit-breaker). 

5.3 Rated values and limiting values for the main circuit 

5.3.1 General 

Rated values are assigned by the manufacturer but it is not necessary to establish all the 
ratings listed. 
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5.3.2 Rated voltages 

The rated voltages for a circuit-breaker are the following:  

A component is defined by the following rated voltages given in 5.2 of IEC 60077-1:2017:  

– rated operational voltage (Ue Ur) (see 5.1.2 of IEC 60077-1); 

NOTE 1 Certain types of circuit-breakers may have several rated operational voltages or may have a rated 
operational voltage range. 

– rated insulation voltage (Ui UNm) (see 5.1.3 of IEC 60077-1); 

NOTE 2 When no rated insulation voltage has been assigned to a circuit-breaker, the rated insulation voltage is 
considered to be equal to the highest value of the rated operational voltage. 

– rated impulse withstand voltage (Uimp UNi) (see 5.1.5 of IEC 60077-1); 
– power-frequency test voltage (Ua). 

5.3.3 Rated currents 

The rated currents for a circuit-breaker are the following: 

A component is defined by the following rated currents given in 5.4 of IEC 60077-1:2017 and 
5.3.3 of IEC 60077-2:2017: 

– rated operational current (Ie Ir) (see 5.3.1 of IEC 60077-1) at the rated time constant T2 
(see 5.3.4);  

NOTE Certain types of circuit-breakers may have several rated operational currents or may have a rated 
operational current range. 

– conventional free air thermal current (Ith) (see 5.3.3 of IEC 60077-2); 
– rated short-time withstand current (Icw) (see 5.3.2 of IEC 60077-1). 
– conventional enclosed thermal current (Ithe). 

5.3.4 Rated time constants 

The time constants for the circuit-breaker are dependent on the electrical characteristics of 
the substation, the line and the load. 

The four time constants given in Table 1 shall be used by the manufacturer to determine the 
short-circuit breaking and making capacities stated in 5.3.5.  

If necessary the time constant values may be defined by agreement between the 
manufacturer and the user.  

Table 1 – Rated time constants 

Rated operational voltage Ue  
Ur V 900 1 800 3 600 

Time constant T1 (minimum)                                          ms  0 0 0 

Time constant T2                                                          ms 15 15 15 

Time constant T3                                                          ms 50 40 30 

Time constant T4                                                          ms 150 100 50 

NOTE A time constant of 0 ms signifies that for the tests the load is made up of resistors without any 
voluntary adding of inductance.  
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5.3.5 Short-circuit characteristics (see also annex B) Rated short-circuit making and 
breaking capacity 

5.3.5.1 Rated short-circuit making capacity 

The rated short-circuit making capacity of a circuit-breaker is the value of the making current 
corresponding to the rated operational voltage and is assigned by the manufacturer. The 
circuit-breaker shall satisfy the rated short-circuit test conditions specified in 9.3.4 and shall 
be capable of subsequent operation. 

5.3.5.2  Rated short-circuit breaking capacity 

The rated short-circuit making and breaking capacity capacities of a circuit-breaker is are the 
values of the breaking prospective peak current corresponding to the rated operational 
voltage for the rated time constants and is are assigned by the manufacturer. The circuit-
breaker shall satisfy the rated short-circuit test conditions specified in 9.3.4 and shall be 
capable of subsequent operation. 

NOTE See also Annex B. 

5.4 Operational frequencies 

The operational frequencies C1, C2 and C3 are defined as: 

– C1: light operational frequency (for example, the circuit-breaker opens only when a short 
circuit is detected);  

– C2: medium operational frequency (for example, in addition to C1, the circuit-breaker 
opens by a command produced by exceeding a predetermined limiting value for example, 
due to over-voltage and overload conditions, etc.); 

– C3: heavy operational frequency (for example, in addition to C2, the circuit-breaker opens 
for other reasons, for example, at each gap section, each sectioning point, each terminal 
station etc.). 

The operational frequencies are used to characterize the performance capability as given in 
Table 2. 

5.5 Electric and pneumatic control circuits 

The characteristics of the electric and pneumatic control circuits are given in 5.6 and 5.7 
of IEC 60077-2:2017. 

5.6 Electric and pneumatic auxiliary circuits 

The characteristics of the auxiliary circuits are the number and nature of the contacts ("a" 
contact, "b" contact, etc.) of each of these circuits and their rated characteristics. These 
characteristics are given in 5.9 and 5.10 of IEC 60077-2:2017. 

5.7 Overcurrent release 

The following characteristics shall be declared by the manufacturer for each overcurrent 
release: 

– type of overcurrent release (for example, direct overcurrent release and/or indirect 
overcurrent release, with or without an anti-pumping device); 

– current setting (or setting range) for each direction of the current in the main circuit; 
– characteristics of the opening time as a function of the quantities which influence the 

release (for example, as a function of the rate of rise of current). 
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5.8 Peak arc voltages 

The manufacturer shall specify the maximum value of the peak arc voltages caused by 
operation of the circuit-breaker when it is tested in accordance with the provisions of the 
making and breaking tests of sequences I, II and IV of Table 3. 

6 Product information 

6.1 Component documentation 

This information shall be given in the manufacturer’s catalogue or manual. 

6.1 of IEC 60077-2:2017 applies and is supplemented by the following: 

– rated operational voltage of the control circuit of the indirect overcurrent release and/or 
under-voltage release (or no voltage release) and its rated frequency, if applicable; 

– current setting or current setting range of overcurrent releases; 
– opening time, break-time – current characteristic; 
– cut-off current characteristic; 
– I 2t  characteristic. 

6.2 Marking 

The data or identification shall be marked in accordance with 6.2 of IEC 60077-2:2017. 

7 Normal service conditions 

These conditions are given in Clause 7 of IEC 60077-1:2017. 

8 Constructional and performance requirements 

8.1 Constructional requirements 

These requirements are given in 8.1 of IEC 60077-2:2017. 

8.2 Performance requirements 

8.2.1 Operating conditions 

These requirements are given in 8.2.1 of IEC 60077-2:2017. 

8.2.2 Temperature rise limits 

These requirements are given in 8.2.2 of IEC 60077-2:2017. 

8.2.3 Operation following inactivity 

These requirements are given in 8.2.3 of IEC 60077-1:2017. 

8.2.4 Electromagnetic compatibility (EMC) 

These requirements are given in 8.2.4 of IEC 60077-1:2017. 

8.2.5 Acoustic noise emission 

These requirements are given in 8.2.5 of IEC 60077-1:2017. 
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8.2.6 Dielectric properties Clearances 

These requirements are given in 8.2.6 of IEC 60077-1:2017. 

8.2.7 Creepage distances 

These requirements are given in 8.2.7 of IEC 60077-1:2017. 

8.2.8 Switching overvoltages 

8.2.8 of IEC 60077-1:2017 applies with the following additional requirement: 

– the switching of DC circuit-breakers for which the rated insulation voltage (Ui UNm) is 
between 660 V and 4 800 V shall not generate peak arc voltages higher than 3 times Ui 
UNm. 

8.2.9 Operational performance capability 

The circuit-breaker shall be capable of complying (as a function of the operational frequency) 
with the provisions of Table 2 under the test conditions stated in 9.3.3.6. 

Each operating cycle shall consist either of a closing operation followed by an opening 
operation (cycle without current), or a making operation followed by a breaking operation 
(cycle with current). 

Each sequence shall consist of performing a number of operating cycles without current, 
specified in Table 2 column 3, followed by a number of operating cycles with current, 
specified in Table 2 column 4. 

Each sequence shall be repeated a number of times as specified in Table 2 column 2 to 
obtain the total number of operating cycles stated in Table 2, columns 5 and 6. 

The rate of operating cycles, selected by mutual agreement between the manufacturer and 
the user, is chosen to keep all parts of the circuit-breaker within acceptable limits of 
temperature rise and should be mentioned in the test report. 

A different number of sequences may be adopted under the following conditions: 

– the proportion of operating cycles with and without current in each cycle is equal to that 
specified in Table 2; 

– the total number of operating cycles with and without current is equal to those specified in 
columns 5 and 6 of Table 2. 
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Table 2 – Operational performance capability 

Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 

Operational 
frequency 

Number of 
sequences 

Number of operating cycles  
per sequence Total number of operating cycles 

Without current With current Without current With current 

C1 

C2 

C3 

1 

2 

4 

20 000 

50 000 

50 000 

100 

200 

200 

20 000 

100 000 

200 000 

100 

400 

800 

NOTE 1 The rate of operating cycles is chosen to keep all parts of the circuit-breaker within acceptable limits of 
temperature-rise. 

NOTE 2 The rate of operating cycles selected by mutual agreement between the manufacturer and the user 
should be mentioned in the test report. 

NOTE 3 The operating cycles with current are applicable at the end of each sequence and the following rates are 
recommended: 

– 30 cycles per hour for rated operational current less than or equal to 2 000 A; 
– 15 cycles per hour for rated operational current greater than 2 000 A. 

NOTE 4 During each operating cycle, the circuit-breaker remains in the closed position for a sufficient time to 
ensure that the current is fully established, but not exceeding 2 s. 

NOTE 5 A different number of sequences may be adopted under the following conditions: 
– the proportion of operating cycles with and without current in each cycle is equal to that specified in this table; 
– the total number of operating cycles with and without current is equal to those specified in columns 5 and 6 of 

this table. 

 

The operating cycles with current are applicable at the end of each sequence and the 
following rates are recommended: 

– 30 cycles per hour for rated operational current less than or equal to 2 000 A with a 
maximum of 2 s in the closed position for each operating cycle; 

– 15 cycles per hour for rated operational current greater than 2 000 A with a maximum of 2 
s in the closed position for each operating cycle. 

8.2.10 Ability to withstand vibration and shock 

The circuit-breaker shall be capable of withstanding the vibration and shocks given by test 
requirements (see 9.3.5.2 and 9.3.5.3). 

8.2.11 Ability to make and break under short-circuit conditions 

The circuit-breaker shall be capable of satisfying the short-circuit tests under the following 
conditions: 

– current setting of the overcurrent release equal to the maximum value of the current 
setting range; 

– rated short-circuit prospective peak currents at the rated operational voltage for the 
corresponding rated short-circuit time constant; 

– recovery voltage equal to the rated operational voltage; 
– four time constants in accordance with the values of 5.3.4; 
– a sequence of operations O – t1 – CO – t2 – CO for each time constant; 

• O represents a breaking operation; 

• CO represents a making operation followed by a breaking operation after the 
appropriate opening time; 

• t1 is the time interval between the first opening and the first closing and is equal to 20 
s; 
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• t2 is the time interval between the second opening and the second closing and is equal 
to 60 s. 

9 Tests 

9.1 Kinds of tests 

9.1.1 General 

9.1.1 of IEC 60077-1:2017 applies except that sampling tests are not permissible for circuit-
breakers.  

The tests to verify the characteristics of the circuit-breakers are: 

– type tests (see 9.1.2); 
– routine tests (see 9.1.3); 
– investigatory investigation tests (see 9.1.4). 

9.1.2 Type tests 

The type tests comprise the following: 

– verification of constructional requirements (see 9.2.2); 
– verification of performance requirements (see 9.3). 

9.1.3 Routine tests 

The routine tests comprise the following: 

– verification of constructional requirements (see 9.2.3); 
– verification of performance requirements (see 9.4). 

9.1.4 Investigatory Investigation tests 

These are supplementary tests to the type tests for a special application. They form the 
subject of a programme agreed between the manufacturer and the user, and may concern: 

– the influence of harmonics on the temperature rise and breaking characteristics; 
– temperature rise for temporary overload conditions. 

9.2 Verification of constructional requirements 

9.2.1 General 

The compliance of the circuit-breaker with the constructional requirements given in the 
appropriate parts of 8.1 of IEC 60077-1:2017 shall be proven prior to verification of 
performance requirements as detailed in 9.3 and 9.4. The compliance of properties where 
testing is not appropriate shall be by visual examination, measurements, etc. 

9.2.2 Type tests 

Verification of compliance with the constructional requirements for the type test concerns: 

– physical properties: a check shall be made that the circuit-breaker conforms to the 
drawings (for example, dimensions, materials, electrical risks, protective bonding, etc.); 

– clearance and creepage distances (see 9.3.3.2.1 and 9.3.3.2.3 of IEC 60077-1:2017); 
– terminals and connecting capacity (tested as part of performance requirements in 

accordance with 9.3.3.8). 
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9.2.3 Routine tests 

Verification of compliance with the constructional requirements for the routine test concerns 
visual examination (compliance of the manufacture and assembly with the drawings). 

– measurement of resistance. The tests required in 9.2.3 of IEC 60077-1 shall be applied. 
The measured values for main and control circuits shall be recorded in the routine test 
report. 

9.3 Type tests for verification of performance requirements 

9.3.1 Test sequences 

Type tests are grouped together in a number of test sequences as shown in Table 3. 

For each sequence, the tests shall be carried out in the order listed in Table 3. 

A new sample may be used for each sequence. 

A routine test (see 9.1.3) shall be carried out on every sample before the type test. 

Table 3 – List of type test sequences for performance requirements 

Test sequences Tests Subclause 

I – General performance 
characteristics (9.3.3) 

Operating limits 9.3.3.2 

Measurement of the resistance of circuits 9.3.3.3 

Temperature rise 9.3.3.4 

Dielectric properties 9.3.3.5 

Operational performance capability 9.3.3.6 

Verification of dielectric withstand 9.3.3.7 

Verification of temperature rise 9.3.3.8 

Verification of tripping operation 9.3.3.9 

II – Rated short-circuit making  
and breaking capacities (9.3.4) 

Measurement of the resistance of circuits 9.3.4.2 

Ability to make and break under short-circuit conditions 
at time constant T2 

9.3.4.4 

Ability to make and break under short-circuit conditions 
at time constant T3 

9.3.4.5 

Ability to make and break under short-circuit conditions 
at time constant T4 

9.3.4.6 

Ability to make and break under short-circuit conditions 
at minimum time constant T1 

9.3.4.7 

Verification of dielectric withstand 9.3.4.8 

Verification of temperature rise 9.3.4.9 

Verification of tripping operation 9.3.4.10 

III – Capability Ability to withstand 
vibration and shock (9.3.5) 

Vibration 9.3.5.2 

Shock 9.3.5.3 

Verification of mechanical operation 9.3.5.4 

Verification of tripping operation 9.3.5.5 

Verification of dielectric withstand 9.3.5.6 

IV – Critical currents Searching for critical currents 9.3.6 

V – Climatic conditions 
(if required) 

Environmental tests 
(dry heat, damp heat, cold, etc.) 

9.3.7 
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Test sequences Tests Subclause 

VI – Other tests 
(if required) 

Electromagnetic compatibility (EMC) 9.3.8 

Acoustic noise emission 9.3.8 

 

9.3.2 General test conditions 

The circuit-breakers to be tested shall comply in all details with the drawings of the type which 
they represent. 

During a test sequence no maintenance or repair is permissible except for that specified for 
operational performance capability (see 9.3.3.6). 

Each of the sequences (described in Table 3) shall be made on a circuit-breaker in a clean 
and new condition (or considered as such after a repair). For bi-directional circuit-breakers, 
testing shall be carried out with both directions of current if necessary. 

The tests shall be performed at the rated operational values (current, voltage, air pressure) 
for the circuits (main, control and auxiliary) and in accordance with the values indicated in 5.3, 
5.5 and 5.6. 

The test values shall be within the tolerances indicated in Table 4. 

Table 4 – Tolerances on test values 

All tests Tests  
under normal load conditions 

Tests  
under short-circuit conditions 

Main circuit 

Voltage: % 

Main circuit 

Current: % 

Time constant: % 

Main circuit 

Current: % 

Time constant: % 

Control and auxiliary circuit 

Current: ±5 % 

Voltage: ±5 % 

Air pressure: ±5 % 

  

NOTE 1 For T1 time constant refer to NOTE in Table 1. 

NOTE 2 For tripping limits, the current tolerance is also 5 %.  
 

For all the tests, the ambient air temperature shall be measured and recorded in the test 
report. 

The complete circuit-breaker under test shall be mounted: 

– either in its integral enclosure if it has one; 
– or in an enclosure representing the conditions of installation when these are prescribed by 

the manufacturer; 
– or under the conditions of installation envisaged on the rolling stock. 

5
0

+ 5
0

+

15
0

+

10
0

+

25
0

+

Full document details: IEC 60077-3 2019 RLV

http://avadocuments2026.com/doc/iec-60077-3-2019-rlv
http://avadocuments2026.com/doc/iec-60077-3-2019-rlv


 – 22 – IEC 60077-3:2019 RLV © IEC 2019 

9.3.3 Test sequence I: General performance characteristics 

9.3.3.1 General 

This sequence shall include the tests and verifications listed in Table 3. 

9.3.3.2 Operating limits 

The tests required in 9.3.3.2 of IEC 60077-2:2017 shall be carried out. 

Air-tightness tests for pneumatic equipment required in 9.3.4.2 of IEC 60077-1:2017 shall be 
carried out. The test shall be done for all the temperature conditions, at least at the lowest 
and the highest ambient temperatures. For low temperature different criteria may be used. 

9.3.3.3 Measurement of the resistance of circuits 

The tests required in 9.3.3.3 of IEC 60077-2:2017 shall be carried out. 

NOTE The value before the test can be taken from the routine test result. 

9.3.3.4 Temperature rise 

The tests required in 9.3.3.4 of IEC 60077-2:2017 shall be carried out at the conventional free 
air thermal current. 

9.3.3.5 Dielectric properties 

The tests required in 9.3.3.5 of IEC 60077-2:2017 shall be carried out.  

The insulation resistance should be measured before starting the dielectric tests, if requested 
by the end user. Unless agreed between the user and the manufacturer about the specified 
value, the insulation resistance shall be not less than 100 MΩ by a megohmmeter applying a 
DC voltage of at least 500 V between the high voltage conductive parts and the earth and 
between open contacts. 

9.3.3.6 Operational performance capability 

The tests shall be performed to verify compliance with the requirements of 8.2.9, with the 
sequences corresponding to the operational frequency. 

The operations of making and breaking shall be carried out at the rated operational current, 
the rated operational voltage and for time constant T2 (15 ms) using a test circuit as in 
Annex A. 

Between the sequences of Table 2, inspection and maintenance operations are permitted in 
accordance with instructions specified in the maintenance documents (see 6.3 of IEC 60077-
1:2017). During these operations, the parts replaced shall be limited to the contacts (and 
other parts exposed to arcing) of the main circuit. The list of the replaced parts and the 
maintenance operations carried out during this test shall be declared by the manufacturer. 
The replaceable parts should be found in the maintenance manual. 

NOTE 1 Maintenance manual describes conditions based on service conditions. The test cycles and maintenance 
intervals of this test are for test conditions. 

NOTE 2 A single sequence of Table 2 includes operation both without and with current. 

At the end of the last sequence, no maintenance operation shall be carried out before the 
verifications required in 9.3.3.7, 9.3.3.8 and 9.3.3.9. 
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9.3.3.7 Verification of dielectric withstand 

After the test described in 9.3.3.6, the circuit-breaker shall be capable of withstanding the 
dielectric test voltages reduced to 75 % of the values required in 9.3.3.5. 

9.3.3.8 Verification of temperature rise 

After the verification described in 9.3.3.5 a temperature rise test shall be carried out on the 
main circuit in accordance with 9.3.3.2. 

At the end of the test, the temperature-rise values shall not exceed the values specified in 
8.2.2 of IEC 60077-2 and they shall not exceed those recorded in 9.3.3.2 by more than 20 K. 

After the verification described in 9.3.3.7, resistance measurement shall be carried out 
according to 9.3.3.3 of IEC 60077-2:2017. 

The verification of the temperature rise according to 9.3.3.4 is required only when the 
resistance of the main circuit (without maintenance) has increased by more than 50 % of the 
value before the test according to 9.3.3.3 of IEC 60077-2:2017. A small number of no-load 
operations are allowed in an endeavour to bring the resistance down below this figure; if the 
test has to be performed, then the temperature rise limits and temperature limits on the 
contacts mentioned in Table 2 of IEC 60077-2:2017 are allowed to be exceeded by 10 K. 

NOTE The number of no-load operations is 10 as a maximum.  

For the measurement points, refer to 9.3.2.2 of IEC 60077-1:2017. 

9.3.3.9 Verification of tripping operation 

This test is only applicable when the circuit breaker has built-in releases. 

After the verification described in 9.3.3.8, the current settings of the releases shall be 
checked in accordance with 9.4.4. 

Each setting shall not differ by more than 10 % of its previous value measured during the 
routine test. 

9.3.4 Test sequence II: Rated short-circuit making and breaking capacities 

9.3.4.1 General 

This sequence shall include the tests and verifications listed in Table 3. 

9.3.4.2 Measurement of the resistance of circuits 

The tests required in 9.3.3.3 of IEC 60077-2:2017 shall be carried out. 

NOTE The value before the test can be taken from the routine test result. 

9.3.4.3 General test conditions 

9.3.4.3.1 General 

The schematic diagram of the test circuit shall be as given in Annex A, Figure A.1. 
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9.3.4.3.2 General rules for the calibration of the test circuit 

The calibration of the test circuit shall be carried out by placing temporary connection C of 
negligible impedance as close as reasonably possible to the terminals provided for connecting 
the circuit-breaker under test. 

The resistor R and inductor X shall be adjusted to obtain at the rated operational voltage the 
values of the rated short-circuit making and breaking capacities defined in 5.3.5.1 and 5.3.5.2 
at the different rated short-circuit time constants defined in 5.3.4. 

NOTE Saturation of the inductor may can be avoided by the use of an air cored inductor. 

A calibration test shall then be carried out to measure these values and to check that they are 
within the tolerances indicated in Table 4. 

The di/dt value of the test circuits calibration should be recorded in the test report. 

9.3.4.3.3 General rules for the making and breaking tests 

The releases shall be set to their highest value. 

All parts of the circuit-breaker normally connected to the vehicle body, including the enclosure 
or the screens, shall be insulated from earth and connected to a point as indicated in Annex A. 

This connection shall comprise a fusible element F with a recommended value of 10 A for the 
detection of the fault current.  

The prospective fault current in the fusible element circuit may be limited by a resistor RL. 

NOTE In addition, a measurement of the fault current may be made. 

9.3.4.3.4 General evaluation of the tests 

During the tests, 

– no part of the circuit-breaker shall be broken; 
– the fusible element F shall be undamaged. 

The measurements carried out during each of these tests shall demonstrate the correct 
operation of the circuit-breaker and verify the making and the breaking characteristics: 

– overcurrent opening time; 
– cut off current; 
– arcing time; 
– peak arc voltages. 

For each breaking operation (as far as possible) a thermal stress calculation shall be made to 
produce a I 2t characteristic (Joule integral). 

NOTE Examples of measuring records of calibration and waveforms of making and breaking currents can be 
found in Annex B. 

9.3.4.3.5 General rules of maintenance during the tests 

A limited maintenance operation of cleaning and replacement of main contacts and other 
parts exposed to arcing may only be carried out before the final sequence of operations  
O – t1 – CO – t2 – CO at the minimum time constant T1. The list of the replaced parts and the 
maintenance operations carried out during this test shall be declared by the manufacturer. 
The replaceable parts should be found in the maintenance manual. 
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NOTE Maintenance manual describes conditions based on service conditions. The test cycles and maintenance 
intervals of this test are for test conditions. 

9.3.4.4 Capability Ability to make and break under short-circuit conditions at time 
constant T2 

After the calibration of the test circuit, the short-circuit test sequence at time constant T2 shall 
be carried out under the general conditions of 9.3.2 in accordance with the requirements 
of 8.2.11. 

9.3.4.5 Capability Ability to make and break under short-circuit conditions at time 
constant T3 

After the calibration of the test circuit, the short-circuit test sequence at time constant T3 shall 
be carried out under the general conditions of 9.3.2 in accordance with the requirements 
of 8.2.11. 

9.3.4.6 Capability Ability to make and break under short-circuit conditions at time 
constant T4 

After the calibration of the test circuit, the short-circuit test sequence at time constant T4 shall 
be carried out under the general conditions of 9.3.2 in accordance with the requirements 
of 8.2.11. 

9.3.4.7 Capability Ability to make and break under short-circuit conditions at 
minimum time constant T1 

After the calibration of the test circuit, the short-circuit test sequence at the minimum time 
constant T1 shall be carried out under the general conditions of 9.3.2 in accordance with the 
requirements of 8.2.11. 

9.3.4.8 Verification of dielectric withstand 

After the test described in 9.3.4.7, the circuit-breaker shall be capable of withstanding the 
dielectric test voltages reduced to 75 % of the values required in 9.3.3.5. 

9.3.4.9 Verification of temperature rise 

After the verification described in 9.3.4.6 a temperature rise test shall be carried out on the 
main circuit in accordance with 9.3.3.2. 

The verification described in 9.3.3.8 shall be carried out. 

9.3.4.10 Verification of tripping operation 

After the verification described in 9.3.4.9, the current settings of the releases shall be 
checked in accordance with 9.4.4. 

Each setting shall not differ by more than 10 % of its previous value measured during the 
routine tests. 

9.3.5 Test sequence III: capability Ability to withstand vibration and shock 

9.3.5.1 General 

This sequence shall include the tests and verifications listed in Table 3. 

9.3.5.2 Vibration 

The vibration tests shall be carried out in accordance with the relevant method of IEC 61373. 
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The test duration shall be distributed in such a way that: 

– both operational states are tested; 
– the distribution of these states represents the expected service. 

The circuit breaker shall not change state during the functional vibration test. 

9.3.5.3 Shock 

After the tests described in 9.3.5.2, the shock tests shall be carried out in accordance with 
relevant method of IEC 61373. The test shall include both operational states and the circuit-
breaker shall not change state during the test. 

9.3.5.4 Verification of mechanical operation 

After the test described in 9.3.5.3 the mechanical operation shall be checked in accordance 
with the requirements of 9.4.2 of IEC 60077-2:2017. 

9.3.5.5 Verification of tripping operation 

After the verification described in 9.3.5.4, the current settings of the releases shall be 
checked in accordance with 9.4.4. 

Each setting shall not differ by more than 10 % of its previous value measured during the 
routine tests. 

9.3.5.6 Verification of dielectric withstand 

After the test described in 9.3.5.5, the circuit-breaker shall be capable of withstanding the 
dielectric test voltages reduced to 75 % of the values required in 9.3.3.5. 

9.3.6 Test sequence IV: Searching for critical currents 

This test shall be carried out only for circuit-breakers of categories C2 and C3, according to 5.4. 

This test shall be carried out with: 

– a test voltage equal to the rated operational voltage; 
– a current range going from the rated operational current to 0 A; 
– a time constant T2 according to 5.3.4 using the circuit as in Annex A. 

Minimum five operations at each value of current shall be carried out. The exact values of 
current are not important, provided that each current is approximately half of the previous 
current.  

Lower time constants at T2 are accepted provided that the circuit load inductance has a 
minimum value of 50 mH. 

NOTE The test enables the manufacturer to supply curves of the arcing time as a function of the current broken. 

9.3.7 Test sequence V: Climatic conditions 

When tests are required, 9.3.7 of IEC 60077-2:2017 shall be applied. 

9.3.8 Test sequence VI: Other tests 

This sequence may include supplementary tests such as: 

– electromagnetic compatibility (EMC); 
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– acoustic noise emission. 

These tests shall be carried out according to a test specification agreed between the 
manufacturer and the user. 

When tests are required, 9.3.8 of IEC 60077-2:2017 shall be applied. 

9.4 Routine tests for verification of performance requirements 

9.4.1 General 

The following routine tests shall be carried out on each circuit-breaker: 

– mechanical operation (see 9.4.2); 
– measurement of resistance (see 9.4.3); 
– calibration of releases (see 9.4.4); 
– air tightness, if applicable (see 9.4.5); 
– dielectric withstand (see 9.4.6). 

The measured values shall be recorded in the routine test report. 

9.4.2 Mechanical operation Functional test 

The tests required in 9.4.2 of IEC 60077-2:2017 shall be applied. 

9.4.3 Measurement of resistance 

The test required in 9.4.3 of IEC 60077-2:2017 shall be applied. The ambient temperature 
shall be recorded in the routine test report. 

9.4.4 Calibration of releases 

A check shall be made that the current causing a tripping operation of the circuit-breaker is 
within a tolerance of ±10 % for any marked value of the current range using a steady-state 
current. 

NOTE 1 The ±10 % tolerance includes a ±5 % allowance for the calibration marking in addition to the setting 
tolerance. 

NOTE 2 Steady-state current means less than 200 A/s rise. 

9.4.5 Air-tightness (for pneumatic circuit-breaker) 

The tests required in 9.3.4.2 of IEC 60077-1 shall be applied. 

The tests required in 9.4.4 of IEC 60077-2:2017 shall be applied. 

9.4.6 Dielectric withstand 

The tests required in 9.3.3.3 of IEC 60077-1 shall be applied. 

The tests required in 9.4.5 of IEC 60077-2:2017 shall be applied. 
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