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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
___________ 

 
EXPLOSIVE ATMOSPHERES – 

 
Part 17: Electrical installations inspection and maintenance 

 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60079-17 has been prepared by subcommittee 31J: Classification 
of hazardous areas and installation requirements, of IEC technical committee 31: Equipment 
for explosive atmospheres. 

This fourth edition cancels and replaces the third edition published in 2002 and constitutes a 
technical revision. 

The significant technical changes with respect to the previous edition are as follows: 

• Additional requirements for inspection and maintenance of electrical installations for 
combustible dusts are included. 

• Knowledge, skills and competencies of "responsible persons", "technical persons with 
executive function" and "operatives" are explained in new Annex B. 

• Equipment Protection Levels (EPLs) have been introduced and are explained in the new 
Annex C. 
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The text of this standard is based on the following documents: 

FDIS Report on voting 

31J/145/FDIS 31J/148/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 60079 series, under the general title Explosive atmospheres, can 
be found on the IEC website.  

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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INTRODUCTION 

Electrical installations in hazardous areas possess features specially designed to render them 
suitable for operations in such atmospheres. It is essential for reasons of safety in those 
areas that, throughout the life of such installations, the integrity of those special features is 
preserved; they therefore require initial inspection and either 

a) regular periodic inspections thereafter, or 
b) continuous supervision by skilled personnel 

in accordance with this standard and, when necessary, maintenance. 

NOTE Correct functional operation of hazardous area installations does not mean, and should not be interpreted 
as meaning, that the integrity of the special features referred to above is preserved. 
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EXPLOSIVE ATMOSPHERES – 
 

Part 17: Electrical installations inspection and maintenance 
 
 
 

1 Scope  

This part of IEC 60079 applies to users and covers factors directly related to the inspection 
and maintenance of electrical installations within hazardous areas only, where the hazard may 
be caused by flammable gases, vapours, mists, dusts, fibres or flyings.  

It does not include: 

• other fundamental installation and inspection requirements for electrical installations; 

•  the verification  of electrical equipment; 

• the repair and reclamation of explosion protected equipment (see IEC 60079-19). 

This standard supplements the requirements of IEC 60364-6. 

In the case of dusts, fibres or flyings   the level of housekeeping may influence the inspection 
and maintenance requirements. 

This standard is intended to be applied where there can be a risk due to the presence of 
explosive gas or dust mixtures with air or combustible dust layers under normal atmospheric 
conditions. It does not apply to 

• underground mining areas, 

• areas where a risk can arise due to the presence of hybrid mixtures, 

• dusts of explosives that do not require atmospheric oxygen for combustion, 

• pyrophoric substances. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60079-0, Explosive atmospheres – Part 0: Equipment – General requirements 

IEC 60079-1, Explosive atmospheres – Part 1: Equipment protection by flameproof enclosures 
"d" 

IEC 60079-2, Explosive atmospheres – Part 2: Equipment protection by pressurized 
enclosures "p" 

IEC 60079-7, Explosive atmospheres – Part 7: Equipment protection by increased safety “e” 

IEC 60079-10, Electrical apparatus for explosive gas atmospheres – Part 10: Classification of 
hazardous areas 

IEC 60079-11, Explosive atmospheres – Part 11: Equipment protection by intrinsic safety "i" 
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IEC 60079-14, Electrical apparatus for explosive gas atmospheres – Part 14: Electrical 
installations in hazardous areas (other than mines) 

IEC 60079-15, Electrical apparatus for explosive gas atmospheres – Part 15: Construction, 
test and marking of type of protection "n" electrical apparatus 

IEC 60079-19, Explosive atmospheres – Part 19:Equipment repair, overhaul and reclamation 

IEC 60364-6, Low-voltage electrical installations – Part 6: Verification 

IEC 61241 (all parts), Combustible dust 

IEC 61241-1, Electrical apparatus for use in the presence of combustible dust – Part 
1:Protection by enclosures “tD” 

IEC 61241-4, Electrical apparatus for use in the presence of combustible dust – Part 4: Type 
of protection “pD” 

IEC 61241-10, Electrical apparatus for use in the presence of combustible dust – Part 10: 
Classification of areas where combustible dusts are or may be present   

IEC 61241-11, Electrical apparatus for use in the presence of combustible dust – Part 11: 
Protection by intrinsic safety “iD” 

IEC 61241-14:2004, Electrical apparatus for use in the presence of combustible dust – 
Part 14: Selection and installation 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60079-0 and the 
following apply. 

NOTE Additional definitions applicable to explosive atmospheres can be found in Chapter 426 of the International 
Electrotechnical Vocabulary (IEV) IEC 60050 (426). 

 

3.1  
close inspection 
inspection which encompasses those aspects covered by a visual inspection and, in addition, 
identifies those defects, such as loose bolts, which will be apparent only by the use of access 
equipment, for example steps, (where necessary), and tools 

NOTE Close inspections do not normally require the enclosure to be opened, or the equipment to be de-
energized. 

3.2  
continuous supervision 
frequent attendance, inspection, service, care and maintenance of the electrical installation by 
skilled personnel who have experience in the specific installation and its environment in order 
to maintain the explosion protection features of the installation in satisfactory condition 

3.3  
detailed inspection 
inspection which encompasses those aspects covered by a close inspection and, in addition, 
identifies those defects, such as loose terminations, which will only be apparent by opening 
the enclosure, and/or using, where necessary, tools and test equipment 
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3.4  
hazardous area 
area in which an explosive atmosphere is present, or may be expected to be present, in 
quantities such as to require special precautions for the construction, installation and use of 
equipment 

NOTE For the purposes of this standard, an area is a three-dimensional region or space. 

3.5  
initial inspection 
inspection of all electrical equipment, systems and installations before they are brought into 
service 

3.6  
inspection 
action comprising careful scrutiny of an item carried out either without dismantling, or with the 
addition of partial dismantling as required, supplemented by means such as measurement, in 
order to arrive at a reliable conclusion as to the condition of an item 

3.7  
maintenance 
combination of any actions carried out to retain an item in, or restore it to, conditions in which 
it is able to meet the requirements of the relevant specification and perform its required  
functions 

3.8  
non-hazardous area 
area in which an explosive atmosphere is not expected to be present in quantities such as to 
require special precautions for the construction, installation and use of equipment 

3.9  
periodic inspection 
inspection of all electrical equipment, systems and installations carried out on a routine basis 

3.10  
sample inspection 
inspection of a proportion of the electrical equipment, systems and installations 

3.11  
skilled personnel 
persons whose training has included instruction on the various types of protection and 
installation practices, the requirements of this standard, the relevant national 
regulations/company rules applicable to the installation and on the general principles of area 
classification 

3.12  
technical person with executive function 
person providing technical management of the skilled personnel, having adequate knowledge 
in the field of explosion protection, having familiarity with the local conditions, having 
familiarity with the installation and who has overall responsibility and control of the inspection 
systems for the electrical equipment within hazardous areas 

3.13  
visual inspection 
inspection which identifies, without the use of access equipment or tools, those defects, such 
as missing bolts, which will be apparent to the eye 
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4 General requirements 

4.1 Documentation 

For the purposes of inspection and maintenance, up-to-date documentation of the following 
items shall be available: 

a) zone classification of areas and, if included, the equipment protection level (EPL) required 
for each location (see IEC 60079-10 and  IEC 61241-10), 

b) for gases: equipment group (IIA, IIB or IIC) and temperature class requirements, 
c) for dusts: equipment group (IIIA, IIIB or IIIC) and maximum surface temperature 

requirements,  
d) equipment characteristics e.g. temperature ratings, type of protection, IP rating, corrosion 

resistance, 
e) records sufficient to enable the explosion protected equipment to be maintained in 

accordance with its type of protection (see IEC 60079-14 and IEC 61241-14), (for example 
list and location of equipment, spares, certificates, technical information), 

f) copies of previous inspection records. 

Requirements for other documentation that may be necessary are provided in IEC 60079-14, 
IEC 60079-19 and IEC 61241-14.  

4.2 Qualification of personnel 

The inspection and maintenance of installations shall be carried out only by experienced 
personnel, whose training has included instruction on the various types of protection and 
installation practices, the requirements of this standard, the relevant national 
regulations/company rules applicable to the installation and on the general principles of area 
classification (see Annex B). Appropriate continuing education or training shall be undertaken 
by personnel on a regular basis. Evidence of the relevant experience and training claimed 
shall be available. 

4.3 Inspections 

4.3.1 General 

Before plant or equipment is brought into service, it shall be given an initial inspection. 

To ensure that the installations are maintained in a satisfactory condition for continued use 
within a hazardous area, either 

a) regular periodic inspections, or 
b) continuous supervision by skilled personnel, 

and, where necessary, maintenance shall be carried out. 

NOTE 1 In the case of dusts, fibres or flyings, housekeeping may influence the inspection and maintenance 
requirements. 

Following any adjustment, maintenance, repair, reclamation, modification or replacement, the 
equipment or relevant parts of equipment concerned shall be inspected in accordance with 
the relevant items of the detailed column of Tables 1, 2, 3 and 4. 

Where the certification plate or markings on explosion protected equipment is missing or 
illegible, alternative methods may be used to determine traceability to the certification details 
of the specific equipment. The method used could include: additional identification labels 
which incorporate unique tag numbers, serial numbers or reference to the installation 
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databases. The method of attaching or fixing the labelling shall not reduce the integrity of the 
equipment. 

The inventory and identification tagging method used for managing explosion protected 
equipment shall be capable of tracking the replacement of equipment with replacement or 
repaired equipment, which may have different certification markings and details to the original 
equipment. 

If at any time there is a change in the area classification or the Equipment Protection Level 
requirements or if any equipment is moved from one location to another, a check shall be 
made to ensure that the type of protection and surface temperature, where appropriate, are 
suitable for the revised conditions. 

If plant or equipment is dismantled during the course of an inspection, precautions shall be 
taken during reassembly to ensure that the integrity of the type of protection is not impaired, 
which includes removing any residual dust and replacing gaskets correctly. 

NOTE 2 The major factors effecting the deterioration of equipment include: susceptibility to corrosion, exposure to 
chemicals or solvents, likelihood of accumulation of dust or dirt, likelihood of water ingress, exposure to excessive 
ambient temperature, risk of mechanical damage, exposure to undue vibration. Other service factors include: 
training and experience of personnel, likelihood of unauthorized modifications or adjustments and likelihood of 
inappropriate maintenance, for example that which is not in accordance with the manufacturer's recommendation. 

4.3.2 Grades of inspection 

The grade of inspection may be visual, close or detailed. Tables 1, 2, 3 and 4, or modified 
tables in accordance with 5.7, as appropriate, detail the specific checks required for these 
three grades of inspection. 

Visual and close inspections can be performed with the equipment energized. Detailed 
inspections will generally require the equipment to be isolated. 

The grade of inspection selected for equipment using more than one type of protection (e.g. 
Ex “ed” equipment) shall be a combination of the relevant columns from the Tables in 
Annex A.  

4.3.3 Types of inspection 

a) Initial inspections are used to check that the selected type of protection and its installation 
are appropriate. They are to be detailed inspections in accordance with Tables 1, 2, 3 and 
4, or modified tables in accordance with 5.7, as appropriate. 

NOTE 1 A full initial inspection is not required if an equivalent inspection has been performed by the 
manufacturer, and it is unlikely that the installation process will have affected those items inspected by the 
manufacturer. For example, an initial detailed inspection of internal flamepaths of a flameproof motor or the 
internal joints of an Ex tD motor is not required; however, the terminal housing cover, which would have been 
removed to facilitate connection of the field wiring, should be inspected after as part of the installation process.  

b) Periodic inspections may be visual or close in accordance with Tables 1, 2, 3 and 4, or 
modified tables in accordance with 5.7, as appropriate. 
A visual or close periodic inspection may lead to the need for a further detailed inspection.  

c) Sample inspections may be visual, close or detailed. The size and composition of all 
samples shall be determined with regard to the purpose of the inspection. 

NOTE 2 Sample inspection should not be expected to reveal faults of a random nature, such as loose 
connections, but should be used to monitor the effects of environmental conditions, vibration, inherent design 
weakness, etc. 

d) Continuous supervision utilizing the visual or close inspections of Tables 1, 2, 3 and 4, or 
modified tables in accordance with 5.7, as appropriate, shall be in accordance with 4.5. 
Where the installation falls outside the capability for continuous supervision it shall be 
subject to periodic inspection. 
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The results of all initial, periodic and sample inspections shall be recorded and retained. The 
recording requirements for continuous supervision by skilled personnel are detailed in 4.5.5. 

4.4 Periodic inspections 

4.4.1 Personnel 

Regular periodic inspection requires personnel who: 

a) have a knowledge of area classification/EPL and sufficient technical knowledge to 
understand its implications for the location under consideration; 

b) have technical knowledge and understanding of the theoretical and practical requirements 
for electrical equipment and installations used in those hazardous areas;  

c) understand the requirements of visual, close and detailed inspections as they relate to the 
installed equipment and installations. 

NOTE 1 Competencies and training may be identified in relevant national training and assessment frameworks. 

Such personnel will need to be sufficiently independent of the demands of the maintenance 
activities, for example, so as not to prejudice their ability to reliably report the findings of the 
inspection. 

NOTE 2 It is not a requirement that such personnel are members of an external independent organisation. 

4.4.2 Fixed installations 

To predict accurately an appropriate periodic inspection interval is a complex issue. The 
grade of inspection and the interval between periodic inspections shall be determined taking 
account of the type of equipment, manufacturer's guidance, if any, the factors governing its 
deterioration (see Note 2 to 4.3.1), the area classification and/or the EPL requirements and 
the results of previous inspections. Where inspection grades and intervals have been 
established for similar equipment, plants and environments, this experience shall be used in 
determining the inspection strategy. 

The interval between periodic inspections shall not exceed three years without seeking expert 
advice. 

NOTE 1 Intervals between periodic inspections exceeding three years should be based on an assessment 
including relevant information.  

Once an interval has been fixed, the installation shall be subjected to additional interim 
sample inspections to support or modify the proposed interval. Similarly, the grade of 
inspection will need to be determined, and here again sample inspection can be used to 
support or modify the proposed inspection grade. Ongoing review of the results of inspections 
will be required to justify the interval between, and grade of, inspections. 

A typical inspection procedure is shown diagrammatically in Annex A. 

NOTE 2 When large numbers of similar items such as luminaires, junction boxes, etc. are installed in a similar 
environment, it may be feasible to carry out periodical inspections on a sample basis provided that the number of 
samples in addition to the inspection frequency is subjected to review. It is, however recommended that all items 
be subjected at least to ‘visual inspection’. 

4.4.3 Moveable equipment 

Movable electrical equipment (hand-held, portable, and transportable) is particularly prone to 
damage or misuse and therefore the interval between periodic inspections may need to be 
reduced. Movable electrical equipment shall be submitted to a close inspection at least every 
12 months. Enclosures which are frequently opened (such as battery housings) shall be given 
a detailed inspection at least every 6 months. In addition, the equipment shall be visually 
checked by the user, before use, to ensure that the equipment is not obviously damaged. 
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4.5 Continuous supervision by skilled personnel 

4.5.1 Concept 

Where an installation is visited on a regular basis, in the normal course of work, by skilled 
personnel who, in addition to satisfying the requirements of 4.4.1 a), b) and c), are 

a) aware of the process and environmental implications on the deterioration of the specific 
equipment in the installation, and 

b) required to carry out visual and/or close inspections as part of their normal work schedule 
as well as detailed inspections as part of any replacement, or adjustment in accordance 
with 4.3.1, 

then it may be possible to dispense with regular periodic inspection and utilize the frequent 
presence of the skilled personnel to ensure the on-going integrity of the equipment.  

The use of continuous supervision by skilled personnel does not remove the requirement for 
initial and sample inspections. 

Continuous supervision is not practicable for electrical equipment for which this kind of 
attendance cannot be provided (e.g. in the case of movable equipment). See also 4.5.4. 

4.5.2 Objectives 

The objective of continuous supervision is to enable the early detection of arising faults and 
their subsequent repair. It makes use of existing skilled personnel who are in attendance at 
the installation in the course of their normal work (e.g. erection work, alterations, inspections, 
maintenance work, checking for faults, cleaning work, control operations, switching 
operations, making terminal connections and disconnections, setting and adjustment work, 
functional tests, measurements) and who use their skill to detect faults and changes at an 
early stage. 

4.5.3 Responsibilities 

4.5.3.1 Technical persons with executive function 

A technical person with executive function shall be identified for each installation and shall 
carry out the following tasks: 

a) assess the viability of the continuous supervision concept in light of the competence, skills 
and availability of personnel and their experience in relation to the particular installation; 

b) define the scope of equipment to be considered under continuous supervision taking 
account of environmental conditions, frequency of attendance, special knowledge, work 
flow and location of equipment; 

c) determine the frequency of inspection, the grade of inspection and the content of reporting 
such as to enable meaningful analysis of equipment performance; 

d) ensure that the documentation referred to in 4.1 and 4.5.5 is made available; 
e) ensure that skilled personnel are familiar with: 

i) the concept of continuous supervision together with the needs for any reporting or 
analysis function; 

ii) the installation they attend; 
iii) the inventory of explosion protected equipment within their area of responsibility; 

f) arrange for verification that: 
i) process of continuous supervision is being adhered to; 
ii) skilled personnel are being given adequate time to carry out their inspections; 
iii) skilled personnel are receiving appropriate training and refresher training; 
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iv) documentation is being completed correctly; 
v) there is adequate technical support readily available to the skilled personnel; 
vi) the state of the electrical installation is known. 

4.5.3.2 Skilled personnel 

The skilled personnel shall be familiar with the concept of continuous supervision together 
with the needs for any reporting or analysis functions which may comprise the method of 
continuous supervision applicable to the specific installation. 

In undertaking continuous supervision of plant and equipment the skilled personnel shall take 
account of the conditions of the installation and any changes which may occur. 

4.5.4 Frequency of inspection 

The frequency of the attendance and the inspections which support continuous supervision 
shall be determined having regard to the specific plant environment in relation to expected 
deterioration of the equipment (see 4.3.1), use and experience. 

NOTE 1 Unless experience indicates to the contrary, it may be considered that if a part of the plant having a 
significant inventory of explosion protected systems is not visited more frequently than once per week, then it 
would be inappropriate to include it as part of the continuous supervision concept. 

Where the skilled personnel have noted a condition change of the environment (e.g. invasion 
of solvent or increased vibration) those items of explosion protected equipment which could 
be sensitive to the change shall be checked on a more frequent basis. 

NOTE 2 It also follows that the skilled personnel will be able to inspect less frequently those items of equipment 
that experience shows are not susceptible to change. 

4.5.5 Documents 

Documentation of the installation shall provide sufficient information to 

a) provide a history of maintenance activities with the reason for such activities, and 
b) verify the effectiveness of the continuous supervision approach. 

Records shall be kept of defects found and remedial action taken. 

NOTE 1 The documentation may be part of normal maintenance documentation; however, the interrogation 
arrangements for the system must then be suitable to achieve the above-mentioned concepts. 

NOTE 2 The evidence that the skilled personnel are aware of the needs of the continuous supervision concept 
could be in the form of training programmes. Other evidence of this form of education is also possible. 

4.5.6 Training 

In addition to the requirements of 4.2, skilled personnel shall be provided with sufficient 
training to enable familiarity with the installation which they attend. This training shall include 
any plant, equipment, operational or environmental conditions which relate to their 
understanding of the needs of the explosion protection of equipment. Where any alterations or 
changes to the process or installation are effected this information shall be provided to the 
skilled personnel in a manner which supports their function as part of the continuous 
supervision process. 

Where necessary, training in the concepts of continuous supervision shall be provided 
together with refresher or reinforcement seminars. 

Full document details: IEC 60079-17 2007

http://avadocuments2026.com/doc/iec-60079-17-2007
http://avadocuments2026.com/doc/iec-60079-17-2007


60079-17 © IEC:2007 – 15 – 

 

The knowledge requirements of the technical person with executive function shall include a 
full understanding of the provisions of IEC 60079-10, IEC 61241-10, IEC 60079-14, 
IEC 61241-14 for gas/vapour or dust respectively and IEC 60079-19 in relation to area 
classification and/or EPL’s and selection, erection, installation, repair and reclamation of 
equipment. 

4.6 Maintenance requirements 

4.6.1 Remedial measures and alterations to equipment 

The general condition of all equipment shall be noted as required in 4.3, and appropriate 
remedial measures shall be taken where necessary. Care shall be taken, however, to 
maintain the integrity of the type of protection provided for the equipment; this may require 
consultation with the manufacturer. 

Replacement parts shall be in accordance with the safety documentation. Alterations to 
equipment shall not be carried out without appropriate authorization where they adversely 
affect the safety of the equipment as stated in the safety documentation. 

Repairs and reclamation of equipment shall be carried out in accordance with IEC 60079-19. 

NOTE 1 Care should be taken to avoid interfering with the means employed by the manufacturer to reduce the 
effects of static electricity. 

NOTE 2 When replacing lamps in luminaires the correct rating and type should be used, or excessive 
temperatures may result. 

NOTE 3 The etching, painting or screening of light transmitting parts or the incorrect positioning of the luminaires 
may lead to excessive temperatures. 

NOTE 4 Consideration should be given to periodic replacement of lamps in increased safety luminaries before they 
reach the end of their life as this may affect the temperature classification of the luminaire.  

4.6.2 Maintenance of flexible cables 

Flexible cables, flexible conduits, and their terminations are particularly prone to damage. 
They shall be inspected at regular intervals and shall be replaced if found to be damaged or 
defective. 

4.6.3 Withdrawal from service 

If it is necessary for maintenance purposes to withdraw equipment, etc. from service, the 
exposed conductors shall be 

a) correctly terminated in an appropriate enclosure, or 
b) isolated from all sources of power supply and insulated, or  
c) isolated from all sources of power supply and earthed. 

If the equipment is to be permanently withdrawn from service, the associated wiring, which 
shall be isolated from all sources of power supply, shall be removed, or alternatively, correctly 
terminated in an appropriate enclosure. 

4.6.4 Fastenings and tools 

Where special bolts and other fastenings or special tools are required, these items shall be 
available and shall be used. 
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4.7 Environmental conditions 

Electrical equipment in a hazardous area can be adversely affected by the environmental 
conditions in which it is used. Some of the key elements to consider are corrosion, ambient 
temperature, ultraviolet radiation, ingress of water, accumulation of dust or sand, mechanical 
effects and chemical attack. 

NOTE 1 Additional precautions should be taken with the environmental protection on equipment located on 
seashore and offshore effected by salt (sea) water, water deluge, highpressure cleaning, sandblasting and heavy 
wind conditions. 

The corrosion of metal, or the influences of chemicals (particularly solvents) on plastic or 
elastomeric components, may affect the type and degree of ingress protection of the 
equipment. If the enclosure or component is severely corroded, the part shall be replaced. 
Plastic enclosures may exhibit surface cracking which can affect the integrity of the 
enclosure. Metallic enclosures of equipment shall, where necessary, be treated with an 
appropriate protective coating as a precaution against corrosion, the frequency and nature of 
such treatment being determined by the environmental conditions. 

It shall be verified that the electrical equipment is designed to withstand the highest and 
lowest ambient temperatures likely to be encountered. 

NOTE 2 If the marking of the explosion protected equipment does not indicate a range of ambient temperatures, it 
should only be used over the range of –20 °C to +40 °C, while if a range is indicated the equipment should only be 
used within this range (see IEC 60079-14). 

All parts of installations shall be kept clean and free from accumulations of dust and 
deleterious substances that could cause excessive rise in temperature. 

Care shall be taken to ensure that the weather protection of the equipment is maintained. 
Damaged gaskets shall be replaced. 

Anti-condensation devices, such as breathing, draining or heating elements, shall be checked 
to ensure correct operation. 

If the equipment is subject to vibration, special care shall be taken to ensure that bolts and 
cable entries remain tight. 

Care shall be taken to avoid the generation of static electricity during the cleaning of non-
conductive electrical equipment. 

4.8 Isolation of equipment 

4.8.1 Installations other than intrinsically safe circuits 

a) Electrical equipment containing live parts, which are not intrinsically safe and which is 
located in a hazardous area, shall not be opened (except as described in b) or c)) without 
isolating all incoming and (where necessary because of neutral voltage to earth) outgoing 
connections including the neutral conductor. "Isolation" in this context means withdrawal 
of fuses and links or the locking off of an isolator or switch. The enclosure shall not be 
opened until sufficient time has been allowed to permit any surface temperature or stored 
electrical energy to decay to a level below which it is incapable of causing ignition. 

b) Essential work, for which the exposure of live parts is necessary, may be carried out 
subject to the precautions which would be applied in a non-hazardous area, under a safe 
work procedure (see IEC 60079-14). 

c) A relaxation of the requirements under a) and b) is possible in zone 2 or zone 22 areas 
only. The work may be carried out subject to the precautions which would be applied in a 
non-hazardous area, if a safety assessment shows that the following conditions are 
satisfied: 

Full document details: IEC 60079-17 2007

http://avadocuments2026.com/doc/iec-60079-17-2007
http://avadocuments2026.com/doc/iec-60079-17-2007


60079-17 © IEC:2007 – 17 – 

 

i) the proposed work on energized equipment does not produce sparks capable of 
ignition; 

ii) the circuits are of such a design as to preclude the production of such sparks; 
iii) the equipment and any associated circuits within the hazardous area do not include 

any hot surfaces capable of producing ignition. 

If these conditions can be met, then work may be carried out subject only to the 
precautions which would be applied in a non-hazardous area. 

The results of the safety assessment shall be recorded in documents which shall contain: 

• the form(s) which the proposed work on energized equipment may take; 

• the results of the assessment, including the results of any testing carried out during the 
assessment; 

• any conditions in association with the maintenance of energized equipment which the 
assessment has shown to be necessary. 

The assessors of the equipment shall 

• be familiar with the requirements of any relevant standards, the recommendations of 
any codes of practice, and any current interpretation; 

• have access to all information necessary to carry out the assessment; 

• where necessary, utilize similar test equipment and test procedures to those used by 
national authorities. 

4.8.2 Intrinsically safe installations 

Maintenance work may be carried out on energized equipment subject to the conditions 
detailed below. 

a) Maintenance work in hazardous areas 
Any maintenance work shall be restricted to: 
i) disconnection of, and removal or replacement of, items of electrical equipment and 

cabling; 
ii) adjustment of any controls necessary for the calibration of the electrical equipment or 

system; 
iii) removal and replacement of any plug-in components or assemblies; 
iv) use of any test instruments specified in the relevant documentation. Where test 

instruments are not specified in the relevant documentation, only those instruments 
which do not affect the intrinsic safety of the circuit under test may be used; 

v) any other maintenance activity specifically permitted by the relevant documentation. 
The person carrying out any of the functions described above shall ensure that the 
intrinsically safe system or self-contained intrinsically safe equipment meets the 
requirements of the relevant documentation after completion of any of those functions. 

b) Maintenance work in non-hazardous areas 
Maintenance of associated electrical apparatus and parts of intrinsically-safe circuits 
located in non-hazardous areas shall be restricted to that described in a) whilst such 
electrical apparatus or parts of circuits remain interconnected with parts of intrinsically 
safe systems located in hazardous areas. 
Safety barrier earth connections shall not be removed without first disconnecting the 
hazardous area circuits, except where duplicate earth connections are provided, in this 
case a single earth may be removed to facilitate earth resistance checking. 
Other maintenance work on associated apparatus or parts of an intrinsically safe circuit 
mounted in a non-hazardous area shall be carried out only if the electrical apparatus or 
part of a circuit is disconnected from the part of the circuit located in a hazardous area. 
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4.9 Earthing and equipotential bonding 

Care shall be taken to ensure that the earthing and potential equalization bonding provisions 
in hazardous areas are maintained in good condition (see Table 1, items B6 and B7; Table 2, 
items B6 and B7; and Table 3, items B3 and B4, Table 4, items B4 and B5). 

4.10 Specific conditions of use 

Specific conditions of use apply to any type of certified explosion protected equipment where 
the certificate number has a suffix marking of "X". The certification and instruction documents 
shall be studied to ascertain the specific conditions of use. 

4.11 Movable equipment and its connections 

Precaution shall be taken to ensure that movable electrical equipment (portable, transportable 
and hand-held) is used only in locations appropriate to its type of protection, equipment group 
and surface temperature. 

NOTE Ordinary industrial movable equipment, welding equipment, etc. should not be used in a hazardous area 
unless its use is managed under a safe work procedure (see IEC 60079-14) and the specific location has been 
assessed to ensure that there is no explosive atmosphere present. 

4.12 Inspection schedules (Tables 1 to 4) 

Care shall be taken when using test equipment in a safe area that may result in discharges in 
the hazardous area. 

4.12.1 Equipment is appropriate to the EPL/zone requirements of the location  

See IEC 60079-14 or IEC 61241-14, Clauses 5 and 6. 

4.12.2 Equipment group is correct 

Equipment group shall be correct. 

4.12.3 Equipment maximum surface temperature is correct 

Equipment maximum surface temperature shall be correct.  

4.12.4 Equipment circuit identification 

The purpose of this requirement is to facilitate the correct isolation of equipment whenever 
work is to be carried out. This can be achieved in a variety of ways, for example: 

a) Equipment is fitted with a permanent label which specifies the source of supply. 
b) Equipment is fitted with a tag number or the cable is fitted with a cable number adjacent to 

the equipment. The source of supply can be determined from a drawing or schedule by 
reference to the tag number or cable number. 

c) Item is clearly and unambiguously shown on a drawing on which the source of supply is 
either identified directly or indirectly via a schedule. 

At the initial inspection, it is important for safety reasons to confirm for all equipment that the 
information is correct. The availability of the necessary information shall be checked, for all 
equipment, at the periodic inspection. The requirement of a detailed inspection, to check that 
the information is correct, shall be carried out when the circuit is isolated in order to make 
other detailed checks. 
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4.12.5 Cable gland  

The check-tightening of cable glands under close inspection can be effected by hand without 
the need to remove weather-proofing tape or shrouds. Detailed inspections may necessitate 
that the cable glands are dismantled only where the integrity of the glands cannot be 
ascertained by close Inspection. 

4.12.6 Type of cable is appropriate 

See IEC 60079-14 or IEC 61241-14. 

4.12.7 Sealing 

The sealing of trunking, ducts, pipes and/or conduits is satisfactory in accordance with 
IEC 60079-14 or IEC 61241-14. 

4.12.8 Fault loop impedance or earthing resistance 

The integrity of the earthing shall be checked at the initial inspection by measurement of 
resistance. The measurement may be made using an intrinsically safe resistance measuring 
instrument (within the procedure specified by the manufacturer). Subsequent sample 
inspections may also be carried out using an intrinsically safe resistance measuring 
instrument. 

Non-intrinsically safe measuring equipment may be used if a safe work procedure (see 
IEC 60079-14) has been conducted and if the locations where potentially incendive sparking 
could occur, in case of dust hazards, can be guaranteed to be free from an explosive dust 
atmosphere and dangerous dust layers by those responsible for the area. 

4.12.9 Insulation resistance 

The insulation resistance for equipment and associated cabling up to 500 V (excluding SELV) 
shall be measured at 500 V d.c. The insulation resistance shall be at least 1,0 MΩ unless 
specifically defined in user documentation. 

4.12.10 Overload protection 

See IEC 60079-14 or IEC 61241-14, concerning rotating electrical machines. It is necessary 
to check that: 

– the protective devices are set and operate correctly (at initial and detailed inspections); 
– for rotating electrical machines the characteristics of the protective device are such that it 

will operate in 2 h or less at 1,20 times the set (rated) current IN, and will not operate 
within 2 h at 1,05 times the set (rated) current IN (at initial inspection). 

5 Additional inspection schedule requirements 

5.1 Type of protection “d” – Flameproof enclosure (see Table 1 and IEC 60079-1) 

5.1.1 Flameproof joints (see IEC 60079-1) 

When reassembling flameproof enclosures, all joints shall be thoroughly cleaned and may be 
lightly smeared with a suitable grease to prevent corrosion and to assist weather-proofing. 
Blind bolt-holes shall be kept clear of grease. Only non-metallic scrapers and non-corrosive 
cleaning fluids shall be used to clean flanges (see IEC 60079-14).  

It is normally considered not necessary to check the diametric clearance of spigot, shaft, 
spindle and threaded joints, unless there is evidence of wear, distortion, corrosion or other 
damage, in which case reference shall be made to the manufacturer's documents. 
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Joints which are not normally capable of being dismantled need not be subjected to the 
inspection checks A10 and A11 of Table 1.  

Bolts, screws and similar parts, upon which the type of protection depends, shall only be 
replaced by similar parts in accordance with the manufacturer's design. 

5.2 Type of protection “e” – Increased safety (see Table 1 and IEC 60079-7) 

5.2.1 Overloads 

The windings of Ex “e” motors are protected by suitable devices to ensure that the limiting 
temperature cannot be exceeded in service (including stalling). 

It is therefore necessary to check that the protective device is so selected that the tripping 
time from cold, taken from the delay characteristic of the protective device, for the current 
ratio IA/IN of the motor to be protected, is not longer than the stated time tE on the marking 
plate of the motor. 

Tripping times shall be measured by current injection at initial inspection. Depending on 
experience, it may or may not be necessary to measure the tripping times at the periodic 
inspection. The tripping time in real operation shall be the same as the time taken from the 
delay characteristic with a maximum tolerance of +20 %. 

5.3 Type of protection “i” and “iD” – Intrinsic safety (see Table 2 and IEC 60079-11 or 
IEC 61241-11) 

NOTE The following requirements are valid for all three levels of protection ia, ib and ic of intrinsic safety and 
energy limited “nL”.  

5.3.1 General 

Where the intelligence incorporated in the system permits the frequent monitoring of the 
status of an instrument loop, some parts of the inspection procedure may be waived. For 
example, if an installation can confirm the presence of a specific instrument by checking a 
unique serial number, there is no necessity to read the label periodically. 

5.3.2 Documentation 

The documentation referred to in Table 2 shall, as a minimum, include details of 

a) circuit safety documents, where appropriate; 
b) manufacturer, equipment type and certificate numbers, level of protection and, in case of 

gases, equipment group and temperature class and, in case of dust, the maximum surface 
temperature; 

c) where appropriate, electrical parameters such as capacitance and inductance, length, 
type and route of cables; 

d) special requirements of the equipment certificate(s) and detailed methods by which such 
requirements are met in the particular installation; 

e) physical location of each item in the plant. 

5.3.3 Labelling 

Labels shall be inspected to ensure that they are legible and comply with the requirements 
laid down in the appropriate documentation to ensure that the equipment actually fitted is that 
specified. 
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5.3.4 Unauthorized modifications 

The requirement to check that there are "no unauthorized modifications" can present some 
problems, in that it is difficult to detect alteration to, for example, a printed circuit board. 
Nevertheless, some consideration should be given to the possibility of there having been 
some unauthorized modification. 

NOTE It may be possible to utilize the fact that the soldering associated with most repairs/alterations is not of the 
same type or quality as the original. Photographs of the original boards, supported by listings of the key 
components upon which the safety of the circuit depends, may be useful. 

5.3.5 Associated apparatus (safety interface) between intrinsically safe and non-
intrinsically safe circuits 

Associated apparatus shall be inspected to ensure that it is of the correct type and rating in 
accordance with the descriptive system document. Where the associated apparatus is a shunt 
diode safety barrier, the security of the earth connections relating to the integrity of the device 
shall be checked (see also 5.3.9). 

5.3.6 Cables 

Installations shall be inspected to ensure that the cables used comply with the documentation. 
Particular care shall be taken when utilizing spare cores in multicore cables containing more 
than one intrinsically safe circuit and to the protection afforded where cables containing 
intrinsically safe systems and other cables run in the same pipe, duct or cable tray. 

5.3.7 Cable screens 

Installations shall be inspected to ensure that cable screens are earthed in accordance with 
the appropriate documentation. Particular attention shall be paid to installations utilizing 
multicore cables which contain more than one intrinsically safe system. 

5.3.8 Point-to-point connections 

This check is only required at the initial inspection. 

5.3.9 Earth continuity of non-galvanically isolated circuits 

On initial inspection, the resistance of the earth connection between intrinsically safe circuits 
and the earth point shall be measured. 

If the measurement of the resistance to earth involves carrying out electrical testing within the 
hazardous area or testing within the non-hazardous area which could impair the intrinsically 
safe circuit, the test equipment used shall be specifically designed for use on intrinsically safe 
circuits unless the effect on the intrinsically safe circuit will only exist during the test and 
those responsible for the hazardous area can guarantee that, for the duration of the test, it 
will be free from a explosive (gas and dust free) atmosphere. 

A representative sample of connections, selected by the person responsible for the integrity of 
the equipment shall be measured periodically to confirm the continuing integrity of the 
connections. 

5.3.10 Earth connections to maintain the integrity of the intrinsic safety 

The resistance of the earth connections necessary to maintain the integrity of the intrinsically 
safe system (such as transformer screen earth, barrier relay frame earth) shall be measured 
as in 5.3.9. There is no requirement to measure the earth loop impedance of mains powered 
equipment associated with intrinsically safe circuits other than that required for normal control 
room instrumentation to protect against electric shock. Since, in some equipment, the intrinsic 
safety earthing is internally connected to the equipment frame, any impedance measurements 
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(such as between the earth pin of the plug and the equipment frame, or the equipment frame 
and the control panel) shall be made using a tester specifically designed for use on 
intrinsically safe circuits. 

5.3.11 Intrinsically safe circuit earthing and/or insulation 

The insulation testing of intrinsically safe circuits is necessary to confirm that they are earthed 
or insulated from earth throughout, whichever of these conditions is required by the original 
design. This requirement may be unnecessary if an earth fault is self revealing, for example, if 
a circuit "fails safe" as result of an earth fault or the circuit uses an earth leakage monitoring 
device. Insulation testing of intrinsically safe systems or circuits shall only be carried out 
using a test device specifically approved for connection to such circuits. 

Where, in order to carry out these tests, the common earth connection to a group of barriers 
is disconnected, the tests can only be made if either the plant is free from hazard, or if power 
is removed completely from all the circuits which depend upon that common earth connection. 
This test is only required on a sample basis. 

5.3.12 Separation between intrinsically safe and non-intrinsically safe circuits 

Junction boxes and boxes containing associated apparatus shall be inspected to ensure that 
they contain only the wiring specified in the documentation appropriate to any system passing 
through them. See also IEC 60079-14 and IEC 61241-14. 

5.4 Type of protection “p” and “pD” – Pressurized enclosure (see Table 3 and 
IEC 60079-2 or IEC 61241-4) 

Explosion protected equipment to type of protection “p” or “pD” shall be inspected in 
accordance with Table 3, and IEC 60079-2 for gases or IEC 61241-4 for dusts. See also 
IEC 60079-14 or IEC 61241-14. 

5.5 Type of protection “n” (see Table 1 or 2 and IEC 60079-15) 

5.5.1 General 

Explosion protected equipment to type of protection “n”, “nC” and “nR” shall be inspected in 
accordance with the “n” column of Table 1. 

Explosion protected equipment to type of protection 'nL' shall be inspected in accordance with 
Table 2 (see 5.3). 

5.5.2 Restricted breathing enclosures 

Restricted breathing enclosures with provision for routine checking shall be subjected to 
periodic pressure test measurement (see IEC 60079-15) at intervals of six months or more, as 
experience dictates. 

5.6 Type of protection “tD” – Protection by enclosure (see Table 4 and IEC 61241-1) 

Explosion protected equipment to type of protection “tD” shall be inspected in accordance with 
Table 4. 

5.7 Types of protection “m” and “mD” (encapsulation), “o” (oil-immersion)  
and “q” (powder-filling) 

Tables have not been prepared to illustrate the inspection requirements for “m”, “mD”, “o” and 
“q” types of protection. Tables 1 or 4 respectively should be utilised as appropriate for the 
enclosure and its contents. 

Full document details: IEC 60079-17 2007
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