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INTERNATIONAL ELECTROTECHNICAL COMMISSION

EXPLOSIVE ATMOSPHERES -
Part 20-1: Material characteristics for gas

and vapour classification —
Test methods and data

FOREWORD

this end and in add|t|on to other activities, IEC publishes International
Technical Reports, Publicly Available Specifications (PAS) and Guides

governmental organizations liaising with the IEC also part|C|pate i
with the International Organization for Standardization (ISO
agreement between the two organizations.

and are accepted by IEC National
Committees in that sense. While all reasonable effqrts Y re that the technical content of IEC
Publications is accurate, IEC cannot be the way in which they are used or for any
misinterpretation by any end user.

the latter.

5) IEC itself does nof provide
assessment seryi i
services carried oyt by |

8) AttentionN M to ative references cited in this publication. Use of the referenced publications is
indispensabte_for the sorreef application of this publication.

9) Attention is draw possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shail not be held responsible for identifying any or all such patent rights.

International Standard IEC 60079-20-1 has been prepared by IEC technical committee 31:
Equipment for explosive atmospheres.

This first edition of IEC 60079-20-1 cancels and replaces the first edition of IEC 60079-1-
1(2002), the second edition of IEC 60079-4 (1975), its amendment 1(1995) and its
complement: IEC 60079-4A (1970), the first edition of IEC/TR 60079-12 (1978) and the first
edition of IEC 60079-20 (1996). It constitutes a technical revision.
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The text of this standard is based on the following documents:

FDIS Report on voting
31/837/FDIS 31/855/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 60079 series, under the general title: Explosive
be found on the IEC website.

mospheres can

The committee has decided that the contents of this publication

the maintenance result date indicated on the IEC web site unde ./Iwebstoresjec.ch” in
the data related to the specific publication. At this date, the publd i
e reconfirmed,
e withdrawn,
* replaced by a revised edition, or
e« amended.
The contents of the corrigendum of Jul ded in this copy.
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EXPLOSIVE ATMOSPHERES -
Part 20-1: Material characteristics for gas

and vapour classification —
Test methods and data

1 Scope

This part of IEC 60079 provides guidance on classification of gases and yapours. It describes

account the possible effects of obstacles on the safe gapsZ2. cribés also a
test method intended for use in the determination of the i ion ature of a
chemically pure vapour or gas in air at atmospheric pressuyr

NOTE 1
bibliography.

NOTE 2 Some variations i

sufficiently small to b

2 Normative ref

IEC 60079-14, Explosive atmospheres — Part 14: Electrical installations design, selection and
erection

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

1 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature 5 K above that
needed to give the necessary vapour pressure or 50 K above the flash point is used.

2 The design of the test apparatus for safe gap determination, other than that used for selecting the appropriate group of
enclosure for a particular gas, may need to be different to the one described in this standard. For example, the volume of
the enclosure, flange width, gas concentrations and the distance between the flanges and any external wall or obstruction
may have to be varied. As the design depends on the particular investigation which is to be undertaken, it is impracticable to
recommend specific design requirements, but for most applications the general principles and precautions i i
clauses of this standard will still apply. 8Edu]ﬁients
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NOTE For the definitions of any other terms, particularly those of a more general nature, reference should be
made to IEC 60050(426) or other appropriate parts of the IEV (International Electrotechnical Vocabulary).

3.1

ignition by hot surface (auto-ignition)

a reaction in the test flask described in 7.2.2 which is evidenced by a clearly perceptible flame
and/or explosion, and for which the ignition delay time does not exceed 5 min

3.2
ignition delay time
the period of time between the introduction of the ignition source and the actual ignition

3.3
auto-ignition temperature
AIT
lowest temperature (of a hot surface) at which under specified test
flammable gas or vapour in mixture with air or air/inert gas occurs

3.4
maximum experimental safe gap
MESG

maximum gap between the two parts of the interior ¢ er the test conditions

air

3.5
minimum igniting current
MIC
minimum current in resist
mixture in the spark-test

are given below.

4.2 Classification according to the maximum experimental safe gaps (MESG)

Gases and vapours may be classified according to their maximum experimental safe gaps
(MESG) into the groups I, lIA, IIB and IIC.

NOTE The standard method for determining MESG should be the vessel described in 6.2, but where
determinations have been undertaken only in an 8 | spherical vessel with ignition close to the flange gap these can
be accepted provisionally.

The groups for equipment for explosive gas atmospheres are:

Group I: equipment for mines susceptible to firedamp.

Group II: equipment for places with an explosive gas atmosphere other than mines
susceptible to firedamp.

Group Il equipment is subdivided and, for the purpose of classification of gases and vapours,

the MESG limits are: Documents
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Group lIA: MESG =2 0,9 mm.
Group IIB: 0,5 mm < MESG < 0,9 mm.
Group IIC: MESG < 0,5 mm.

NOTE 1 For gases and highly volatile liquids the MESG is determined at 20 °C.

NOTE 2 If it was necessary to do the MESG determination at temperatures higher than ambient temperature a
temperature 5 K above that needed to give the necessary vapour pressure or 50 K above the flash point is used
and this value of MESG is given in the table and the classification of the equipment group is based on this result.

4.3 Classification according to the minimum igniting currents (MIC)

Gases and vapours may be classified according to the ratio of their minimum igniting currents
(MIC) with the ignition current of laboratory methane. The standard method™qf determining
MIC ratios shall be with the apparatus described in IEC 60079-11, bu
have been undertaken in other apparatus these can be accepted prowisi

Group Il equipment is subdivided and, for the purpose of classificati ' and“vapours,
the MIC ratios are:

Group IlA: MIC > 0,8.
Group 1IB: 0,45 < MIC <£0,8.
Group IIC: MIC < 0,45.

4.4  Classification according to

For most gases and vapours, it is sufficien \ one determination of either MESG or

Group lIA:
Group IIB: X ) ,or0,5<MIC <0,8;

Group IIC:

for lA:
for I1B: IC < 0,5 need to confirm by MESG,;

for lIC: 0,5 < MESG < 0,55 need to confirm by MIC.

4.5 Classification according to a similarity of chemical structure

When a gas or vapour is a member of an homologous series of compounds, the classification

of the gas or vapour can provisionally be inferred from the data of the other members of the
series with lower molecular weights. However, it is best to run the test if it is possible.

4.6 Classification of mixtures of gases
Mixtures of gases should generally be allocated to a group only after a special determination

of MESG or MIC ratio. One method to estimate the group is to determine the MESG of the
mixture by applying a form of Le Chatelier relationship:
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MESG L

MESG,

i

This method should not be applied to mixtures and/or streams that have:

a) acetylene or its equivalent hazard;
b) oxygen or other strong oxidizer as one of the components;

c) large concentrations (over 5 %) of carbon monoxide. Because unrealistically high MESG
values may result, caution should be exercised with two component mixtures where one of
the components is an inert, such as nitrogen.

For mixtures containing an inert such as nitrogen in concentrations le
use an MESG of infinity. For mixtures containing an inert such as i
5 % and greater by volume, use an MESG of 2.

An alternate method that includes stoichiometric ratios is press
and Redeker.

5 Data for flammable gases and vapours, re

5.1 Determination of the propertie

511 General

5.1.2

The groups are
listed for MES
Clause 4).

NOTE If it was
temperature 5

Determinations hawe een made by a number of different methods, but the preferred method
is with a low energy ignition at the bottom of a vertical tube. The values (in percentage by
volume and mass per volume) are listed in the table of Annex B.

If the flash point is high, the compound does not form a flammable vapour air/mixture at
normal ambient temperature. Where flammability data are presented for such compounds the
determinations have been made at a temperature sufficiently elevated to allow the vapour to
form a flammable mixture with air.

5.1.4 Flash point FP

The value given in the table of Annex B is the “closed cup” measurement. When this data was
not available the “open cup” value is quoted. The symbol < (less than), indicates that the flash
point is below the value (in degree Celsius) stated, this probably being the limit of the
apparatus used.
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5.1.5 Temperature class

The temperature class of a gas or vapour is given according IEC 60079-14 in the following
table:

Table 1 — Classification of temperature class and range of auto-ignition temperatures

Range of auto-ignition temperature

Temperature class (AIT)
°C
T1 > 450
T2 300 < AIT < 450
T3 200 < AIT < 300

T4 135 < AIT < 20
T5 100 < AIT < 13
T6 85 < AIT < IO

5.1.6 Minimum igniting current (MIC)

The apparatus for the determination of minimum igniti
The test apparatus shall be operated in a 24 V d.c. £i
coil. The current in this circuit is varied until ignitj

If the compound is not|i
the apparatus describg

5.2 Properties

5.2.2

The auto-ignition temperature of ethyl nitrite is 95 °C, above which the gas suffers explosive
decomposition.

NOTE Ethyl nitrite should not be confused with its isomer, nitroethane.
5.2.3 MESG of carbon monoxide

The MESG for carbon monoxide relates to a mixture with air saturated with moisture at normal
ambient temperature. This determination indicates the use of Group IIB equipment in the
presence of carbon monoxide. A larger MESG may be observed with less moisture. The
lowest MESG (0,65 mm) is observed for a mixture of CO/H,O near 7: molar ratio. Small

3 Results from using the apparatus described in ASTM D2155 (now replaced by ASTM E659) were reported by C.J. Hilado
and S.W. Clark. The apparatus is similar to the one used by Zabetakis. If there is no determination by either the IEC
apparatus, nor similar apparatus, the lowest value obtained in other apparatus is listed. A more comprehenpwe.list, of (ﬁﬁ
for auto ignition temperature, with the reference to sources, is given by Hilado and Clark. ned&u ents
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quantities of hydrocarbon in the carbon monoxide/air mixture have a similar effect in reducing
the MESG so that Group IIB equipment is required.

5.2.4 Methane, Group IIA

Industrial methane, such as natural gas, is classified as Group IlIA, provided it does not
contain more than 25 % (V/V) of hydrogen. A mixture of methane with other compounds from
Group llA, in any proportion is classified as Group lIA.

6 Method of test for the maximum experimental safe gap

6.1 Outline of method

gas or vapour in air, under normal conditions of temperature4 and
and with the circumferential gap between the two chambers_a

vapour in air.

6.2 Test apparatus
6.2.1 General

uses and is shown schematically in

The apparatus is described in the following
i en it is proven that the same results

Figure 1 It is also possible to use an auto
are obtained as with a manual ap tus.

9

S

v v/
/ —

f —9

SR

“—h

%

| ,

-4

e IEC 001/10

Key

a interior spherical chamber e inlet of mixture

b exterior cylindrical enclosure f observation windows

c adjustable part g spark electrode

d outlet of mixture h lower gap plate, fixed
i

upper gap plate, adjustable
Figure 1 — Test apparatus

4 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature t
needed to give the necessary vapour pressure or 50 K above the flash point is used. ﬁdl&\ﬁ ments
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6.2.2 Mechanical strength

The whole apparatus is constructed to withstand a maximum pressure of 1 500 kPa without
significant expansion of the gap, so that no such expansion of the gap will occur during an
explosion.

6.2.3 Interior chamber

The interior chamber is a sphere with a volume measuring 20 cm3.

6.2.4 Exterior chamber

The exterior cylindrical enclosure "b" has a diameter of 200 mm and a heig

6.2.5 Gap adjustment

The two parts "i" and "h" of the internal chamber are so arrang ,
gap can be set up between the plane parallel faces of the opg 3 act width of
the gap can be adjusted by means of the micrometer (part "gX

6.2.6 Injection of mixture

The internal chamber is filled with the gas-air or
exterior chamber is filled with the mixtuye via t
by flame arresters.

6.2.7 Source of ignition

The electrodes "g" shall be
plane of the joint and sho

6.2.8 Materials of

The main parts@\
chamber and the €le

may have to be

gap, are normally of stainless steel. Other materials
or vapours, however, in order to avoid corrosion or

As the consistenty of the mixture concentration, for a particular test series, has a pronounced
effect on the disperSion of the test results, it has to be carefully controlled. The flow of the
mixture through the chamber is therefore maintained until the inlet and outlet concentrations
are the same, or a method of equivalent reliability must be used.

The moisture content of the air used for the preparation of the mixture should not exceed
0,2 % by volume (10 % relative humidity).

6.3.2 Temperature and pressure

The tests are made at an ambient temperature of (20 = 5) °C, except where otherwise
permitted®. The pressure within the test apparatus is adjusted to (1 + 0,01) kPa.

5 An exception is made for substances with vapour pressures which are too low to permit mixtures of the required
concentrations to be prepared at normal ambient temperatures. For these substances, a temperature 5 ﬁﬁ
needed to give the necessary vapour pressure or 50 K above the flash point is used. bé)elﬁ ents
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6.3.3 Gap adjustment

The gap is first reduced to a very small value and examined to ensure that the flanges are
parallel. The zero setting of the gap is checked but the value of torque applied should be low
(e.g. a force of about 102 N applied at the circumference of the micrometer head).

6.3.4 Ignition

The internal mixture is ignited by an electrical spark with a voltage of approximately 15 kV.

6.3.5 Observation of the ignition process

Ignition of the internal mixture is confirmed by observation through the gap~when the test is

flame of the explosion.

6.4 Determination of maximum experimental safe gap (M

6.4.1 Preliminary tests

adjustment, at
mixture found in
determined.

If all values are ir'this range, the tabulated value of MESG will be equal to (gg)min Where
(9100)min — (90)min is the smallest. For most substances, this difference will lie within one step
of gap adjustment, i.e. within 0,02 mm.

If the difference between the values of (gg)nin taken from different test series exceeds
0,04 mm, the laboratories concerned should repeat their tests after confirming that the test
apparatus is able to reproduce the tabulated value for hydrogen.

6.4.4 Tabulated values

The values of the MESG, the difference (g4190)min — (90)min @nd the most igniting concentration
determined in 6.4.1 are tabulated below in Annex B.

The value of the MESG is used to determine the group. The value (g1o0)min — (90)min inNdicates
the accuracy of the tabulated value of the MESG.
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6.5 Verification of the MESG determination method

This verification procedure shall be used for a new apparatus as well as for checking the
performance of existing apparatus. Existing apparatuses shall be checked at least every
12 months or whenever parts of the apparatus have been changed or renewed. For a new
apparatus carry out experiments according to the instructions given in 6.3 with all the
substances listed in Table 2. When renewing the test vessel it is in general sufficient to carry
out the check test with methane and hydrogen.

Verification will be confirmed if the values obtained do not deviate more than = 0,02 mm from
the values given in Table 2. The values are valid for an ambient temperature of (20 + 2) °C
and an ambient pressure of (1,013 £ 0,02) kPa.

If the results obtained by the test apparatus meet the required verification rformance,
record this fact in a permanent report.
Table 2 — Values for verification of the W
P

Flammable concentration range ﬁ\s\\\\\\ﬁty of

substance vol% m ubstances
( m1,16 ) 5.5

Propane 35-45 () \// 29 25

0 \
Hydrogen 29,((—3\9 < A ( \ 030/ )\/ 5.0
\/

Methane 8,0-10,0

ot meet the required verification
e parallelism of the faces of the inner

e ofthe
flask coptaining air, The ontents of the flask are observed in a darkened room until ignition

temperature of the_product in air at atmospheric pressure.

7.2 Apparatus
7.21 General

Historically there haven been used two apparatus, the IEC apparatus described in A.1 and the
DIN apparatus described in A.2. The difference is that the IEC apparatus has an additional
heater at the neck of the flask. Normally there is no impact on the test results. The principle of
the test apparatus is described in the following subclauses. It is also possible to use an
automatic set-up.

7.2.2 Test flask

The test flask shall be a 200 ml Erlenmeyer flask of borosilicate glass. A chemically clean
flask shall be used for tests on each product and for the final series of tests.
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Where the auto-ignition temperature of the test sample exceeds the softening point of a
borosilicate glass flask, or where the sample would cause deterioration of such a flask, i.e. by
chemical attack, a quartz or metal flask may be used, provided this is declared in the test
report.

7.2.3 Furnace

The test flask shall be heated in an adequately uniform manner by a hot-air furnace.
Examples of furnaces suitable for this purpose are described in Annex A to this standard.

The test flask shall be deemed to be adequately uniformly heated and the position or
positions selected for temperature measurement shall be deemed to be satisfactory if the
measured auto-ignition temperatures of n-heptane, ethylene and acetgne™agree with the

7.2.4 Thermocouples

One or more calibrated thermocouples of 0,8 mm maxim i be used to

7.2.5 Sampling syringes or pipettes

a sfainless steel needle of 0,15 mm
eater than 0,01 ml;

be taken. One method which has been used is illustrated

A timer subdi e-second intervals shall be used to determine the auto ignition delay
time.

7.2.7 Mirror

It is recommended that a mirror should be suitably positioned approximately 250 mm above
the flask to permit convenient observation of the interior of the flask.

7.3 Procedure

The temperature of the furnace shall first be adjusted to give the flask the desired uniform
temperature.

7.3.1 Sample injection

When testing samples with boiling points at or near room temperature care shall be taken to
maintain the temperature of the sample injection system at a value which will ensure that no
change of state occurs before the sample is injected into the test flask.
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7.3.11 Liquid samples

The required volume of the sample to be tested shall be injected into the test flask with the
hypodermic syringe or pipette as appropriate. The sample shall be injected as droplets into
the centre of the flask, as quickly as possible, so that the operation is completed in 2 s. The
syringe or pipette shall then be quickly withdrawn. Care shall be taken to avoid wetting the
walls of the flask during injection.

7.3.1.2 Gaseous samples

Gaseous samples shall be injected by first filling the gas-tight syringe and its associated
tubes, making certain by repeated flushing that the system is completely filled with the gas to
be tested. The required volume shall then be injected into the test flas a rate of about
25 ml per second, keeping the rate of injection as constant as possible ing tube shall
then be quickly withdrawn from the flask.

7.3.1.3 Initial sample volume

Suitable sample volumes for the initial tests are 0,07 ml Q id 20 ml for
gaseous samples.

7.3.2 Observations

flask and stopped immediately when 3 . epiperature and auto-ignition
delay time shall be recorded. If no flame i ) shall be stopped after 5 min
and the test discontinued.

7.3.3 Subsequent test

The lowest temperature at which auto-ignition occurs in the tests described in 7.3 shall be
recorded as the auto-ignition temperature, provided that the results satisfy the validity
requirements of 7.5. The corresponding auto ignition delay time and the barometric pressure
shall be recorded.

7.5 Validity of results
7.5.1 Repeatability

Results of repeated tests obtained by the same operator and fixture shall be considered
suspect if they differ by more than 2 %.

7.5.2 Reproducibility

The averages of results obtained in different laboratories shall be considered suspect if they
differ by more than 5 %.
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NOTE The tolerances stated above for repeatability and reproducibility are tentative values pending the
accumulation of more information.

7.6 Data

A record shall be kept of the name, source and physical properties of the product, test
number, date of test, ambient temperature, pressure, quantity of sample used, auto-ignition
temperature and auto-ignition delay time.

7.7 Verification of the auto-ignition temperature determination method

This verification procedure shall be used for a new apparatus as well as for checking the
performance of existing apparatus. Existing apparatus have to be checked at least every
12 months or whenever parts of the apparatus have been changed or ved. For a new
apparatus carry out experiments according to the instructions given im{. is standard
with all the substances listed in Table 3, starting the tests at the gi statting ten perature

substances ethylene and acetone expressed by mol fraction F e, 99 g or better that
one of n-heptane shall be 99,3 % or better.

The values given in Table 3 are the respective my > S e lowest temperatures
reached by interlaboratoy tests.

Verification will be confirmed if the v \ est femperature for ignition do
not deviate more than 1,5 % from t i . The values are valid for an

ambient temperature of (20 £ 2) °C and i : e-0f(1,013 £ 0,02) kPa.
Table/x— Values for verificatio the apparatus
\&/\
. Measured lowest
F"“mmﬁg\/\ Starting W temperature for ignition
substgnc
°C °C

N eV =

Exfiylene SN \V455 436
S\Hé\\ng N__/ 240 221

\th\?test apparatus meet the required verification performance,
manent report.

If the results obtaiped by the test apparatus do not meet the required verification
performance, check the test vessel and the hot-air oven. If appropriate change the test vessel
and verify again.
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Annex A
(normative)

Furnaces of test apparatus for the tests

of auto-ignition temperature

Furnaces constructed in accordance with Clauses A.1 and A.2 below are suitable for the tests
described in Clause 7.

A.1 The furnace is shown schematically in Figure A.1 to Figure A.5.

It consists of a refractory cylinder, 127 mm in internal diametg
circumferentially wound with a 1 200 W electric heater uniformly s

Three thermocouples are used, positioned 25 mm and 56
heater, and under the base of the flask near its centre,

the desired test temperature by the ye i ) riabte controls for each of the
three heaters.

A.2 The furnace is shown schemati€ally in\Fig A.6 to Figure A.8. It consists of a
resistance-heated furnace of approxim q um heating current 6 A.

f (Cr/Al 30/5) alloy is circumferentially
8 ylIhe ith a turn spacing of 1,2 mm. The heater is
fixed in position wjth high™t \ ic and enclosed by a thermally insulating layer of
aluminium oxidd thicky 2 i i

body with the s e e. The lid, covering the whole furnace, is also of
stainless steel and the furnace. For this purpose, the lid consists of a
top disk, a split i split lower disk. The neck of the flask is fitted into the

lid with heat i i cki is held by the segments of the split gasket and the lower

a\\ be epera
t| cwrent’of about 6 A should be used to attain the temperature required for
HIf an automatic temperature control system is used, the heating and
cooling periods should be of equal length and if possible only a part of the heater current
should be so controlled.

Measurement thermocouples are positioned on the outer-surface of the wall of the flask,
25 mm = 2 mm from its base, and at the centre of the under-surface of the base.
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Dimensions in millimetres

Neck heater
127 /
) S Board of refractory material

7, N

Cover ring

Main heater

'*J‘&_ ' A\
i

28,5 | 200 ml Erlenmeyer flask

| _— Ceramic support

210

Retaigingicylinder

ctric\grugible furnace

ase’heater

Thermocouples

IEC 002/10
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Dimensions in millimetres

Wiring and thermocouple
entry space

TK
£00Xa

TR

N\

\
Yl
I

‘l'l\

IEC 003/10

Dimensions in millimetres

Dotted line indicates
method of wiring

Grooves cut approx.

1,5 mm wide, 1,5 mm deep

on outside diameter of disk.
Nickel-chrome wire,

length approx. 2,5 m, diameter 0,4 mm

' 124 |
| =

12,7T |
e \

|

‘ IEC 004/10

Figure A.3 — Base heater (board made of refractory material)
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Dimensions in millimetres

A —e 3 holes drilled through
( 7,5

]
—

Plat/Flat 51

Section A-A
IEC 005/10

Figure A.

9

made of refractory material)
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Dimensions in millimetres

Grooves cut approx. 1,5 mm wide, 1,5 mm deep
on outside and inside diameter of ring.
Nickel-chrome wire, length approx. 4,5 m, diameter 0,4 mm

Dotted line indicates
method of wiring

e —

IEC 006/10
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Dimensions in millimetres

Thermocouples

Upper part of lid
Collets

Insulatihg ring
Heat insulation ) / Lower part of lid
N R |
L

N
SN i =
r“ﬂ%“ Fra il S
T 11
_1 " «’ 7./ ;:‘ rS
. ‘-‘ pas !“_‘.\ \‘;
P A ' o~ 1 -
1 e 2 b b \5
r Ky
< \ N g Heater
o N IX&’ 5
1 ABK . Cé&ramic tube
\ '\><f*
o » v
Lo \, "
sl Steel cylind
Z: ?‘///;/ eel cylinder
2 <
N |
4| %
/: ' o High temperature mastic
o Test points
NN
. /
/: L /)
. 20
bl 21O Heater coupling 220 V
S s
. k;-hfﬂ'
] /\ K ' A Insulating disk
\ 1
" Metal bottom
N
N 4
Thermocouple
-———— 86 ————
114 »
- D115+ 44 ]
-—————— 135+25 —
175 -
2182
IEC 007/10
Figure A.6 — Furnace
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Dimensions in millimetres

le— 30

110

Upper part of

%%& A.7 - Lid of steel cylinder

Fittings for thermocouple

IEC 008/10
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Dimensions in millimetres

IEC 009/10

Sintered glass disks about 10 mm x 3 mm

Gas-tight syringe

i _
0O

Antichamber

Inflatable rubber reservoir

IEC 010/10

Figure A.9 — Injection of gaseous sample
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Annex B
(informative)

Tabulated values

The classification in this standard provides guidance on the group of equipment to be used in
a particular gas/air or vapour/air mixture to avoid the danger of an explosion from an ignition
source. It should be noted that some materials listed, for example ethyl nitrate, are relatively
unstable and may be prone to spontaneous decomposition.

The list of gases and vapours in the tables should not be considered to becomprehensive.

Users of the data in this standard should be aware that all its at e the result of
experimental determinations, and as such are influenced by i arimental
apparatus and procedures, and in the accuracy of instrumentation. i

subject to revision and, where more recent inform
database® is recommended.

The following values are tabulated:

a) CAS-number

CAS: chemical abstract system
b) English name and

(= synonyms)

Formula
c) Relative ty )
d) Melting poi

Boiling p'nt

K) 9100 — 90
[) MIC ratio

m) Temperature class
n) Equipment group

0) Method of classification
The significance of the letter against each gas is as follows:

a= classified according to MESG determination.
b= classified according to MIC ratio.
c= both MESG and MIC ratio have been determined.

= classified according to similarity of chemical structure (provisional
classification).
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Method of
class. © © © ®© %)
Equip.
group < S < < <
Temp.
N N N ~—
class ~ ~ & ~ b
MIC ratio g
Y100 ~ 9o
[mm]
MESG © > - > o
[mm] 2 S 2 S N8
Most inc.
mixture ©% S5
[Vol.-%] - E F/E'\
Auto ign. \
temp. o 0 ® =} ©
[°C] 3 a3 3 R 2
N\
Upper
flam. limit o © ~ o
[g/m?] 3 8 5 Q 3 g
7\ — IN
Lower Q
flam. limit ° ~ ©
[g/m3] 0 © ) © 3
Upper
[ o [T} o [T}
flam. limit < NG P ©
[Vol.-%] - - - ©
Lower \)
flam. limit © 8
A A > N
[Vol.-%] - N ~ T = =
Flash
point -
Yo} N —
[°C] < ™ <
Boiling N
point ™ © @
[°C] s > b 2 S
Melting
point < A \& ° o
[°c]/\ © ] $ N ©
Relative \ \/
density | ™\ 5 8 2 2
(air=1) N o o o o
S
Name € _’g
= = Q el — - —
formula g g 5 s c 2 I ~ 3 S 5 )
= ®© < = ~ ®©® = O = £ < N kel
S € ~ g = e 3 5 2 N e 3 3 5
=4 = o o < o 3 = £ a0 = o ~ I
= S o~ o = o £ Q[ © L o e S = = O °
> °o A I T O = 6 > O O O ®© 0 © O 5 >
S 3 Pls =5 T 22 35 s 8w 2T s 5w =
e £ o|¢g & 2 Qe =& ° 5 2 Nle 52§ € € x| 2
£ ¢ |8 o 2 T[S 5 5 = > 2 & g 3 2 0 0o O|c o
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Method of
class. ®© ®© o © o ®© ®©
Equip.
group < _ < = g < <
Temp.

— — - o~ o~ — [N
class b b b ~ ~ b ~
MIC ratio o o 1) ©

S © [0s] N

— =} =} o
9100 ~ 90 by 8 8 s
[mm] <) =) =) o
MESG ~ < - 0 ~ o
[mm] - - et © 2 e -

— -— o o o -~

L\
Most inc.
mixture ~ o 0 ©
[Vol.-%] © 0 © ©
Auto ign. \
temp. o e} re} o o
o o (2] ~— < o ™
[°C] © 0 0 < ™ © \v
N
Upper
flam. limit © © < © > o
[g/m3] = h 2 g = 7 hN S
9 N\ IN
AV
Lower
flam. limit
3 [} [} o © < © 19
[g/m?] N N 1%} N - I}
Upper
H H o o [Ye) o o N~
flam. limit NG NG - < o pc =
[Vol.-%] — - — ™ - N
Lower \)
flam. limit < \ \ © N
[Vol.-%] ~ N o ~ ~
Flash
point 7} 7} %) %) 7} %) %)
° © © © © © ©
[C] [} [} <)) [} [}
Boiling U \/
point © 3 <
[°C] . = R .
Melting
point & © 3 o~
re1 R\ R il B 3
Relative \ \/
density I =1 > S ~ S
(air=1) o < o o < o
<
N
Yo}
° —
Name ° 2
formula < s — g —

N £ e 2 e

[Te} ©

v 3 s £ 0 g 2
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Method of
class. © © © o o
Equip.
group aQ < < < ]
Temp.
~— N ~— N N
class b P i ~ ~
MIC ratio S
S
Y100 ~ 9o N ©
[mm] S =)
MESG o © N
[mm] ® - @
o ~ o
JERN
Most inc.
mixture ~ ~
o) -
[Vol.-%] - AN
Auto ign. x
temp. 0 = -
[°C] 2 3 I G \
N\
Upper
flam. limit o o ~ o o
[g/m?] S g 5 Q S 3
7\ IN
\VZg
Lower
flam. limit ©
3 o (=} (=] o]
[9/m~] © N
Upper
imi e < ® o «
flam. limit < > ) ik <
[Vol.-%] < N Al - -
Lower )
flam. limit < N~ ~
[Vol.-%] N\ ~ ¥ © -~ -
Flash
point gl » P P
[°C] v o o
Boiling N
point ~ ®
[°C] & © * ¥ o
Melting
point & 2 ® 3
[°C]/\ N v 5 < i
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