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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
FIXED RESISTORS FOR USE IN ELECTRONIC EQUIPMENT –  

 
Part 1: Generic specification 

 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60115-1 has been prepared by IEC technical committee 40: 
Capacitors and resistors for electronic equipment 

This fourth edition cancels and replaces the third edition issued in 1999 and Amendment 1 
(2001). It constitutes a technical revision. 

This standard cancels and replaces IEC 61045-1 (1991), IEC 61045-2 (1991) and IEC 61045-2-1 
(1991). 

This edition contains the following significant technical changes with respect to the previous 
edition: 

a) implementation of Annex Q which replaces Clause 3; 
b) addition of new tests procedures in 4.34 through 4.38;  
c) removal of the property  "temperature characteristics" from 4.8;  
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d) introduction of a new system of test severities for the shear test in  4.32;  
e) introduction of new bias voltages for the damp  heat steady-state test in 4.24; 
f) furthermore, this fourth edition cancels and replaces the third edition published in 1999 and 

constitutes minor revisions related to tables, figures and references. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

40/1907/FDIS 40/1922/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

A list of all parts of the IEC 60115 series, under the general title Fixed resistors for use in 
electronic equipment, can be found on the IEC website. 

All sectional specifications mentioned above do have one or more blank detail specifications 
being a supplementary document, containing requirements for style, layout and minimum 
content of detail specifications. 

The committee has decided that the contents of this publication will remain unchanged until the 
maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

A bilingual version of this publication may be issued at a later date. 
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FIXED RESISTORS FOR USE IN ELECTRONIC EQUIPMENT –  
 

Part 1: Generic specification 
 
 
 

1 General 

1.1 Scope 

This part of IEC 60115 is a generic specification and is applicable to fixed resistors for use in 
electronic equipment. 

It establishes standard terms, inspection procedures and methods of test for use in sectional 
and detail specifications of electronic components for quality assessment or any other purpose. 

1.2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60027 (all parts), Letter symbols to be used in electrical technology 

IEC 60050 (all parts), International Electrotechnical Vocabulary  

IEC 60060-1:1989, High-voltage test techniques – Part 1: General definitions and test 
requirements 

IEC 60062:2004, Marking codes for resistors and capacitors 

IEC 60063:1963, Preferred number series for resistors and capacitors  
Amendment 1(1967)  
Amendment 2(1977) 

IEC 60068-1:1988, Environmental testing – Part 1: General and guidance 
Amendment 1(1992) 

IEC 60068-2-1:1990, Environmental testing – Part 2: Tests – Tests A: Cold  
Amendment 1(1993) 
Amendment 2(1994) 

IEC 60068-2-2:1974, Environmental testing – Part 2: Tests – Tests B: Dry heat  
Amendment 1(1993) 
Amendment 2(1994) 

IEC 60068-2-6:2007, Environmental testing – Part 2: Tests – Test Fc: Vibration (sinusoidal) 

IEC 60068-2-11:1981, Environmental testing – Part 2: Tests – Test Ka: Salt mist 

IEC 60068-2-13:1983, Environmental testing – Part 2: Tests – Test M: Low air pressure 

IEC 60068-2-14:1984, Environmental testing – Part 2: Tests – Test N: Change of temperature  
Amendment 1(1986) 
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IEC 60068-2-20:1979, Environmental testing – Part 2: Tests – Test T: Soldering 
Amendment 2(1987) 

IEC 60068-2-21:2006, Environmental testing – Part 2: Tests – Test U: Robustness of 
terminations and integral mounting devices 

IEC 60068-2-27:1987, Environmental testing – Part 2: Tests – Test Ea and guidance: Shock 

IEC 60068-2-29:1987, Environmental testing – Part 2: Tests – Test Eb and guidance: Bump 

IEC 60068-2-30:2005, Environmental testing – Part 2: Tests – Test Db: Damp heat, cyclic (12 
h+ 12 h cycle) 

IEC 60068-2-45:1980, Environmental testing – Part 2: Tests – Test XA and guidance: 
Immersion in cleaning solvents 
Amendment 1(1993) 

IE  60068-2-54: 2006, Environmental testing – Part 2.54: Tests – Test Ta: Solderability testing 
of electronic components by the wetting balance method 

IEC 60068-2-58:2005, Environmental testing – Part 2-58: Tests – Test Td: Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface 
mounting devices (SMD) 

IEC 60068-2-67:1995, Environmental testing – Part 2-67: Tests – Test Cy: Damp heat, steady 
state, accelerated test primarily intended for components 

IEC 60068-2-78:2001, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady 
state 

IEC 60195:1965, Method of measurement of current noise generated in fixed resistors 

IEC 60286, Packaging of components for automatic handling 

IEC 60294:1969, Measurement of the dimensions of a cylindrical component having two axial 
terminations  

IEC 60410:1973, Sampling plans and procedures for inspection by attributes 

IEC 60440:1973, Method of measurement of non-linearity in resistorsIEC 60617:2007, 
Graphical symbols for diagrams 

IEC 60617, Graphical symbols for diagrams 

IEC 60695-11-5:2004, Fire hazard testing – Part 11-5: Test flames – Needle-flame test method 
– Apparatus, confirmatory test arrangement and guidance 

IEC 61193-2:2007,Quality assessment systems – Part 2: Selection and use of sampling plans 
for inspection of electronic components and packages 

IEC 61249-2-7:2002, Materials for printed boards and other interconnecting structures –  
Part 2-7: Reinforced base materials clad and unclad – Epoxide woven E-glass laminated sheet 
of defined flammability (vertical burning test), copper-clad 
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IEC 61249-2-22: 2005, Materials for printed boards and other interconnecting structures – Part 
2-22: Reinforced base materials clad and unclad – Modified non-halogenated epoxide woven E-
glass laminated sheets of defined flammability (vertical burning test), copper-clad 

IEC 61249-2-35, Materials for printed boards and other interconnecting structures – Part 2-35: 
Reinforced base materials clad and unclad – Modified epoxide woven E-glass laminated sheets 
of defined flammability (vertical burning test), copper-clad for lead-free assembly1 

IEC 61340-3-1:2006, Electrostatics – Part 3-1: Methods for simulation of electrostatic effects – 
Human body model (HBM) electrostatic discharge test waveforms 

ÌEC 61760-1:2006, Surface mounting technology – Part 1: Standard method for the 
specification of surface mounting components (SMDs) 

IEC QC 001002-3:2005, IEC Quality Assessment System for Electronic Components (IECQ) – 
Rules of procedure – Part 3: Approval procedures 

ISO 1000:1992, SI units and recommendations for the use of their multiples and of certain 
other units 

2 Technical data 

2.1 Units and symbols 

Units, graphical symbols and letter symbols should, whenever possible, be taken from the 
following publications: 

– IEC 60027; 
– IEC 60050; 
– IEC 60617; 
– ISO 1000. 

When further items are required they shall be derived in accordance with the principles of the 
publications listed above. 

2.2 Terms and definitions 

For the purposes of this document, the following terms and definitions apply, in alphabetical 
order: 

2.2.1  
category dissipation 
fraction of the rated dissipation exactly defined in the detail specification, applicable at the 
upper category temperature, taking account of the derating curve prescribed in the detail 
specification 

NOTE 1 For resistors the category dissipation is zero, where the upper category temperature is the maximum 
element temperature. 

NOTE 2 Related terminology: rated dissipation, upper category temperature, derating curve 

2.2.2  
category temperature range 
range of ambient temperatures for which the resistor has been designed to operate 
continuously; this is given by the lower and upper category temperature 

___________ 
1 To be published. 
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NOTE Related terminology: lower category temperature, upper category temperature 

2.2.3  
critical resistance 
resistance value at which the rated voltage is equal to the limiting element voltage (see 2.2.18 
and 2.2.11) 

NOTE 1 At an ambient temperature of 70 °C, the maximum voltage which may be applied across the terminations 
of a resistor is either the calculated rated voltage, if the resistance is less than the critical resistance, or the limiting 
element voltage, if the resistance is equal to or greater than the critical resistance. At temperatures other than 
70 °C, it is important that account be taken of the derating curve and of the limiting element voltage in the 
calculation of any voltage to be applied. 

NOTE 2 Related terminology: Rated voltage, limiting element voltage 

2.2.4  
derating curve 
curve which shows the maximum allowable dissipation at ambient temperatures between the 
upper and lower category temperature 

NOTE 1 In the range between lower category temperature and rated temperature it shows the rated dissipation, 
and between rated temperature and maximum element temperature it shows a linear slope down to zero dissipation 
at the maximum element temperature. The slope depends on the thermal properties of the resistor, i.e. its capability 
to abduct the dissipation to the environment. 

NOTE 2 Related terminology: rated dissipation, rated temperature, maximum element temperature 

2.2.5  
family (of electronic components) 
group of components which predominantly displays a particular physical attribute and/or fulfils 
a defined function 

NOTE Related terminology: subfamily 

2.2.6  
grade 
term indicating additional general characteristics concerning the intended application, for 
example, long-life applications 

NOTE 1 The term "grade" may be used only in combination with one or more words (for example, long-life grade) 
and not with a single letter or number. 

NOTE 2 Related terminology: stability class 

2.2.7  
heat-sink resistor 
resistor type designed for mounting on a separate heat-sink 

NOTE Related terminology: insulated resistor 

2.2.8  
insulated resistor 
resistor which fulfils the voltage proof and insulation resistance test requirements and the 
damp-heat, steady-state test with a polarizing voltage applied when mounted on a metal plate 

NOTE Related terminology: heat-sink resistor 

2.2.9  
insulation resistance 
resistance of the encapsulation of the insulated resistor measured between the resistor 
terminations connected together and any conducting mounting surface 

NOTE Related terminology: insulated resistor 
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2.2.10  
insulation voltage 
maximum peak voltage which may be applied under continuous operating conditions between 
the resistor terminations and any conducting mounting surface 

NOTE Related terminology: insulated resistor 

2.2.11  
limiting element voltage 
maximum d.c. or a.c. r.m.s. voltage that may be continuously applied to the terminations of a 
resistor (generally dependent upon size and manufacturing technology of the resistor) 

NOTE 1 Where the term "a.c. r.m.s. voltage" is used in this standard, the peak voltage is not exceed 1,42 times 
the r.m.s. value. 

NOTE 2 This voltage can only be applied to resistors when the resistance value is equal to or higher than the 
critical resistance value. 

NOTE 3 Related terminology: rated voltage, critical resistance 

2.2.12  
lower category temperature 
LCT 
minimum ambient temperature at which a resistor has been designed to operate continuously 

NOTE Related terminology: upper category temperature, category temperature range 

2.2.13  
maximum element temperature 
maximum stated temperature at any point on or within the resistor, under any permissible 
operating condition 

NOTE 1 The maximum element temperature is the sum of the rated temperature and the temperature rise 
generated by the rated dissipation. For ambient temperature above the rated temperature, the maximum element 
temperature is the sum of the ambient temperature and the related permissible dissipation as specified by the 
derating curve. 

NOTE 2 Related terminology: maximum surface temperature 

2.2.14  
maximum surface temperature 
maximum temperature permitted on the surface for any resistor of that type when operated 
continuously at rated dissipation at an ambient temperature of 70 °C 

NOTE Related terminology: maximum element temperature 

2.2.15  
nominal resistance 
designated resistance value usually indicated on the resistor 

2.2.16  
rated dissipation 
maximum allowable dissipation at an ambient temperature of 70 °C under the conditions of the 
endurance test at 70 °C and for which the permitted change in resistance for this endurance 
test is not exceeded 

NOTE 1 If the rated dissipation depends on special means supporting the abduction of the dissipation to the 
environment, for example, special circuit board material, special conductor dimensions, heat-sink, such means have 
to be identified whenever the rated dissipation is mentioned. 

NOTE 2 The term for heat-sink resistors is defined as maximum allowable dissipation at an ambient temperature 
of 25 °C, when mounted on the reference heat-sink, under the conditions of the endurance test at room temperature 
for heat-sink resistors, and which will result in a change in resistance not greater than that specified for this 
endurance test 
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NOTE 3 Related terminology: rated temperature, rated voltage 

2.2.17  
rated temperature 
maximum ambient temperature at which the rated dissipation may be applied continuously 
under the conditions of the endurance test prescribed for this temperature. It has a value of 
70 °C, unless otherwise prescribed in the relevant sectional specification 

NOTE Related terminology: rated dissipation 

2.2.18  
rated voltage 
Ur 

d.c. or a.c. r.m.s. voltage calculated from the square root of the product of the nominal 
resistance and the rated dissipation 

NOTE 1 At high values of resistance, the rated voltage may not be applicable because of the size and the 
construction of the resistor (see 2.2.11). 

NOTE 2 Related terminology: rated dissipation, limiting element voltage 

2.2.19  
stability class 
term representing a predefined set of stability requirements, i.e. specific limits of permissible 
resistance change assigned to individual tests 

NOTE 1 The term “stability class” may be used only in combination with a plain number representing the typical 
stability requirement for long term test, for example, endurance at upper category temperature or 1 000 h 
endurance at 70 °C. Stability requirements for short term tests will typically be lower than indicated by the stability 
class number. 

NOTE 2 Related terminology: grade 

2.2.20  
style 
subdivision of a type, generally based on dimensional factors, which may include several 
variants, generally of a mechanical order 

NOTE Related terminology: type 

2.2.21  
subfamily (of electronic components) 
group of components within a family manufactured by similar technological methods 

NOTE Related terminology: family 

2.2.22  
surface mount resistor 
fixed resistor whose small dimensions and nature or shape of terminations make it suitable for 
use in hybrid circuits and on printed boards 

NOTE Related terminology: type, style 

2.2.23  
temperature coefficient of resistance 
α 
relative variation of resistance between two given temperatures divided by the difference in the 
temperature producing it 

NOTE 1 It should be noted that the use of the term does not imply any degree of linearity for this function, nor 
should any be assumed. 

NOTE 2 Related terminology: variation of resistance with temperature 
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2.2.24  
temperature rise 
Tr 
increase of temperature on or within a resistor generated by application of a dissipation and 
depending on the thermal properties of the resistor, i.e. its capability to abduct the dissipation 
to the environment 

2.2.25  
type 
group of components having similar design features and manufacturing techniques, enabling 
them to be considered together either for qualification approval or for quality conformance 
inspection. They are generally covered by a single detail specification 

NOTE 1 Components described in several detail specifications, may, in some cases, be considered as belonging 
to the same type and may therefore be grouped for quality assessment purposes. 

NOTE 2 Mounting accessories are ignored, provided they have no significant effect on the test results. 

NOTE 3 Related terminology: style 

2.2.26  
upper category temperature 
UCT 
maximum ambient temperature at which a resistor has been designed to operate continuously 
at that portion of the rated dissipation which is indicated in the category dissipation 

NOTE 1 For resistors with a linear derating down to zero category dissipation, the upper category temperature is 
equal to the maximum element temperature. 

NOTE 2 Related terminology: lower category temperature, category temperature range 

2.2.27  
variation of resistance with temperature 
variation of resistance with temperature expressed as the temperature coefficient of resistance 

NOTE Related terminology: temperature coefficient of resistance 

2.2.28  
visible damage 
visible damage which reduces the usability of the resistor for its intended purpose 

2.2.29  
voltage coefficient of resistance 
reversible change in resistance caused by the applied voltage and expressed as a percentage 
change in resistance per applied volt 

2.3 Preferred values 

2.3.1 General 

Each sectional specification shall prescribe the preferred values appropriate to the subfamily; 
for nominal resistance, see also 2.3.2. 

2.3.2 Preferred values of nominal resistance 

The preferred values of nominal resistance shall be taken from the series specified in 
IEC 60063. 

2.4 Marking 

The information given in the marking is normally selected from the following list; the relative 
importance of each item is indicated by its position in the list: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Full document details: IEC 60115-1 2008

http://www.avadocuments.com/doc/iec-60115-1-2008
http://www.avadocuments.com/doc/iec-60115-1-2008


 – 16 – 60115-1 © IEC:2008(E) 

 

a) nominal resistance; 
b) tolerance on nominal resistance; 
c) temperature coefficient (if applicable); 
d) year and month (or week) of manufacture; 
e) number of the detail specification and style reference; 
f) manufacturer's name or trade mark. 

The resistor shall be clearly marked with a) and b) above, and with as many of the remaining 
items as is practicable. Any duplication of information in the marking on the resistor should be 
avoided. 

The package containing the resistor(s) shall be clearly marked with all the information listed 
above. 

Any additional marking shall be so applied that no confusion can arise. 

Small resistor styles are generally not marked on the body. However, if some marking is 
applied to the body, the resistor shall as a minimum be marked with the nominal resistance 
according to IEC 60062, Clause 3. Specific requirements shall be prescribed in the relevant 
specifications. 

2.5 Coding 

When coding is used for resistance value, tolerance or date of manufacture, the method shall 
be selected from those given in IEC 60062. 

2.6 Packaging 

Where applicable, the sectional specification shall provide information about packaging, 
preferably selected from IEC 60286. 

2.7 Storage 

Unless otherwise specified, storage conditions shall not exceed the following limits: 

– maximum temperature:   +40 °C 

– maximum relative humidity:  75 % 

The resistor shall be stored in original package. 

Further requirements shall be prescribed by the relevant specification. 

2.8 Transportation 

Environmental conditions under transportation may exceed the above specifications for a 
limited duration. The relevant specification may specify suitable conditions. 

3 Quality assessment procedures 

When this standard, and related sectional and detail specifications are used for the purpose of 
a full quality assessment system such as IEC Quality Assessment System for Electronic 
Components (IECQ), the relevant clauses of Annex Q apply. 

NOTE Clause 3 has been moved to Annex Q. To maintain reference to previous editions of this standard, the 
clause numbers of Clause 3 have been converted into the clause numbers of Annex Q as shown by following 
example: 

Subclause 3.1 → Clause Q.1 
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Subclause 3.1.2 → Subclause Q.1.2 

4 Test and measurement procedures 

 

4.1 General 

The sectional and/or blank detail specification shall indicate the tests to be carried out, the 
measurements which are to be made before and after each test or subgroup of tests, and the 
sequence in which the tests shall be performed. The stages of each test shall be carried out in 
the order written. The measuring conditions shall be the same for initial and final 
measurements. 

If national specifications within any quality assessment system include methods other than 
those specified in the above documents, these methods shall be fully described. 

The limits given in all specifications are absolute limits. The principle of taking measurement 
uncertainty into account shall be applied (see IEC QC 001002-3, Annex C to Clause 2). 

4.2 Standard atmospheric conditions 

4.2.1 Standard atmospheric conditions for testing 

Unless otherwise specified, all tests and measurements shall be made under standard 
atmospheric conditions for testing, as given in IEC 60068-1, 5.3: 

– temperature: 15 °C to 35 °C; 
– relative humidity: 25 % to 75 %; 
– air pressure: 86 kPa to 106 kPa. 

Before measurements are made, the resistor shall be stored at the measuring temperature for 
a time sufficient to allow the entire resistor to reach this temperature. The period as prescribed 
for recovery at the end of a test is normally sufficient for this purpose. 

When measurements are made at a temperature other than the specified temperature, the 
results shall, where necessary, be corrected to the specified temperature. The ambient 
temperature during the measurements shall be stated in the test report. In the event of a 
dispute, the measurements shall be repeated using one of the referee temperatures (as given 
in 4.2.3) and such other conditions as are prescribed in this specification. 

When tests are conducted in a sequence, the final measurements of one test may be taken as 
the initial measurements for the succeeding test. 

During the measurements, the resistor shall not be exposed to draughts, direct sunlight or 
other influences likely to cause error. 

4.2.2 Recovery conditions 

Unless otherwise specified, recovery shall take place under the standard atmospheric 
conditions for testing (4.2.1). 

If recovery under closely controlled conditions is necessary, the controlled recovery conditions 
of IEC 60068-1, 5.4.1 shall be used. 

4.2.3 Referee conditions 

For referee purposes, one of the standard atmospheric conditions for referee tests taken from 
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IEC 60068-1, 5.2, as given below, shall be chosen. 

Table 1 – Referee conditions 

Temperature 

°C 

Relative humidity 

% 

Air pressure 

kPa 

20 ± 1 63 to 67 86 to 106 

23 ± 1 48 to 52 86 to 106 

25 ± 1 48 to 52 86 to 106 

27 ± 1 63 to 67 86 to 106 

4.2.4 Reference conditions 

For reference purposes, the standard atmospheric conditions for reference given in IEC 60068-
1, 5.1 apply: 

– temperature: 20 °C; 
– air pressure: 101,3 kPa. 

4.3 Drying 

When drying is prescribed, the resistor shall be conditioned before measurement is made using 
procedure I or procedure II as prescribed in the detail specification. 

Procedure I: for 24 h ± 4 h in an oven at a temperature of 55 °C ± 2 °C and at a relative 
humidity not exceeding 20 % 

Procedure II: for 96 h ± 4 h in an oven at 100 °C ± 5 °C 

The resistor shall then be allowed to cool in a desiccator using a suitable desiccant, such as 
activated alumina or silica gel, and it shall be kept therein from the time of removal from the 
oven to the beginning of the specified tests. 

4.4 Visual examination and checking of dimensions 

4.4.1 Visual examination 

The condition, workmanship and finish shall be satisfactory, as checked by visual examination. 

The marking shall be legible, as checked by visual examination. It shall be in accordance with 
the requirements of the detail specification. 

4.4.2 Dimensions (gauging) 

The dimensions indicated in the detail specification as being suitable for gauging shall be 
checked, and shall comply with the values prescribed in the detail specification. 

When applicable, measurements shall be made in accordance with IEC 60294. 

Distortions of the component’s shape shall be checked with an optical equipment, and shall 
comply with the dimensions prescribed in the detail specification. 

The optical equipment shall provide sufficient magnification and geometrical resolution to 
ensure an accuracy of 10 % of the permitted dimensional tolerance.  
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4.4.3 Dimensions (detail) 

All the dimensions prescribed in the detail specification shall be checked and shall conform to 
the values prescribed. 

4.5 Resistance 

4.5.1 Test methods 

Measurements of resistance shall be made by using a direct voltage of small magnitude for as 
short a time as is practicable, in order that the temperature of the resistance element does not 
rise appreciably during measurement.  

In the event of conflicting results attributable to such test voltages, the voltage specified in 
Table 2 shall be used for referee purposes. 

Table 2 – Measuring voltages 

Rated resistance  
 
R 

Measuring voltage 

%
0
10−U

 

 V 

R < 10 Ω 0,1  

10 Ω ≤ R < 100 Ω 0,3 

100 Ω ≤ R < 1 kΩ 1 

1 kΩ ≤ R < 10 kΩ 3 

10 kΩ ≤ R < 100 kΩ 10 

100 kΩ ≤ R < 1 MΩ 25 

1 MΩ ≤ R  50 

NOTE 1 When the nominal resistance is less than 10 Ω, the measuring 
voltage should be so chosen that the resistor dissipates less than 10 % of 
its rated dissipation, but does not exceed 0,1 V. 

NOTE 2 Not to exceed the limiting element voltage. 

The accuracy of the measuring method shall be such that the total error does not exceed 10 % 
of the tolerance. When the measurement forms part of a test sequence, it shall be possible to 
measure a change of resistance with an error not exceeding 10 % of the maximum change 
permitted for that test sequence.  

In addition to the provisions for reference purposes, the points of measurement for resistors 
shall be specified in the respective sectional specifications.  

For leaded resistors a suitable definition should be based on a defined distance from the 
resistor body. 

For SMD resistors a suitable definition should be based on a reference to the component side 
on which the resistance is to be measured. 

Reproducibility of the measurement is the most critical issue, therefore the definition may 
exclude the influence of the mounting of the specimen, for example, the influence of attached 
solder. 
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4.5.2 Requirements 

The resistance value at 20 °C shall correspond with the nominal resistance taking into account 
the specified tolerance. 

4.6 Insulation resistance 

NOTE This test is applicable only to insulated resistors. 

4.6.1 Test methods 

The test shall be performed using one of the following four methods, as prescribed in the 
relevant detail specification. The V-block method is the preferred method for resistors without 
mounting devices. 

4.6.1.1 V-block method 

The resistor shall be clamped in the trough of a 90° metallic V-block of such size that the 
resistor body does not extend beyond the extremities of the block. 

The clamping force shall be such as to guarantee adequate contact between the resistor and 
the block. The clamping force shall be chosen in such a way that no destruction or damage to 
the resistor occurs. 

The resistor shall be positioned in accordance with the following: 

a) for cylindrical resistors: the resistor shall be positioned in the block so that the termination 
farthest from the axis of the resistor is nearest to one of the faces of the block; 

b) for rectangular resistors: the resistor shall be positioned in the block so that the termination 
nearest to the edge of the resistor is nearest to one of the faces of the block. 

For cylindrical and rectangular resistors with axial leads, any out-of-centre positioning of the 
point of emergence of the terminations from the body shall be ignored. 

4.6.1.2 Foil method 

This is an alternative method for resistors without mounting devices.  

A metal foil shall be wrapped closely around the body of the resistor. 

For resistors not having axial terminations, a space of 1 mm to 1,5 mm shall be left between 
the edge of the foil and each termination. 

For resistors having axial terminations, the foil shall be wrapped around the whole body of the 
resistor protruding by at least 5 mm from each end, provided that a minimum space of 1 mm 
between the foil and the termination can be maintained. The ends of the foil shall not be folded 
over the ends of the resistor. 

4.6.1.3 Method for resistors with mounting devices 

The resistor shall be mounted in its normal manner on a metal plate (or between two metal 
plates) extending at least 12,7 mm in all directions beyond the mounting face of the resistor. 

4.6.1.4 Method for rectangular surface mount resistors 

The test shall be performed with the resistor mounted as shown in Figure 1. 

The clamping force of the spring shall be 1,0 N ± 0,2 N, unless otherwise specified in the detail 
specification. The point of contact of the metal block shall be centrally located to ensure good 
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repeatability of the results. 

5

2

3

4

1

6

7
IEC   104/01  

Key 

 1  Metal block, test point A 5  Metal plate, test point B 

 2  Terminations of the resistor 6  Insulation material 

 3  Coating side 7  Spring 

 4  Radius 0,25 mm to 0,5 mm 

Figure 1 – Insulation resistance and voltage proof test jig 
for rectangular surface mount resistors 

4.6.1.5 Method for cylindrical types 

The test shall be performed with the resistor mounted as shown in Figure 2. 

The clamping force of the spring shall be 1,0 N ± 0,2 N, unless otherwise specified in the detail 
specification. 

Dimension L1 of the test block shall be chosen so that a minimum distance of 0,5 mm to the 
contact areas is maintained. 
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IEC   227/99 

Jig details: 

Pressure 

5 

4 

1 2 

3 

90° 

90° L1 

IEC   105/01 
 

 Key  

  1 Metal plate, test point B 4 V-shaped metal block, test point A 
  2 Terminations of the resistor 5 Insulation material 
  3 Grooves in the metal plate   

Figure 2 – Insulation resistance and voltage proof test jig 
for cylindrical surface mount resistors 

4.6.2 Measuring conditions 

For all resistors except surface mount resistors, the insulation resistance shall be measured 
between both terminations of the resistor connected together as one pole and the V-block or 
the metal foil or the mounting device as the other pole. The measuring voltage shall be either 
100 V ± 15 V d.c. for resistors with an insulation voltage lower than 500 V or 500 V ± 50 V d.c. 
for resistors with an insulation voltage equal to or greater than 500 V. 

For surface mount resistors, the insulation resistance shall be measured with a direct voltage 
of 100 V ± 15 V or a voltage equal to the insulation voltage between test points A and B, as 
shown in Figure 1 and Figure 2 (test point A shall be positive). 

The voltage shall be applied for 1 min or for such shorter time as is necessary to obtain a 
stable reading; the insulation resistance shall be read at the end of that period. 
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