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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
FIXED RESISTORS FOR USE IN ELECTRONIC EQUIPMENT –  

 
Part 2: Sectional specification: 

Leaded fixed low power film resistors 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60115-2 has been prepared by IEC technical committee 40: 
Capacitors and resistors for electronic equipment. 

This third edition cancels and replaces the second edition, published in 1982, and it 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

– it includes test conditions and requirements for lead-free soldering and assessment 
procedures meeting the requirements of a “zero defect” approach; 

– it introduces a product classification based on application requirements; 
– it includes an extension of the list of styles and dimensions; 
– it includes the use of an extended scope of stability class definitions; 
– it includes the extension of the lists of preferred values of ratings; 
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– it includes test conditions and requirements for lead-free soldering, for periodic overload 
and for resistance to electrostatic discharge (ESD); 

– it includes a new set of severities for a shear test; 
– it includes definitions for a test board; 
– it includes the replacement of assessment level E and possible others by the sole 

assessment level EZ, meeting the requirements of a “zero defect” approach; 
– it includes an extended endurance test, a flammability test, a temperature rise test, 

vibration tests, an extended rapid change of temperature test, and a single pulse high-
voltage overload test; 

– it includes requirements applicable to 0 Ω resistors (jumpers); 
– it includes recommendations for the denomination, description, packaging and quality 

assessment of radial formed styles; 
– it includes prescriptions for endurance testing at room temperature, supplementary to the 

rulings of IEC 60115-1. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

40/2282/FDIS 40/2289/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

A list of all parts in the IEC 60115 series, published under the general title Fixed resistors for 
use in electronic equipment, can be found on the IEC website. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

 

Full document details: IEC 60115-2 2014

http://avadocuments2026.com/doc/iec-60115-2-2014
http://avadocuments2026.com/doc/iec-60115-2-2014


 – 8 – IEC 60115-2:2014 © IEC 2014 

FIXED RESISTORS FOR USE IN ELECTRONIC EQUIPMENT – 
 

Part 2: Sectional specification: 
Leaded fixed low power film resistors 

 
 
 

1 Scope 

This part of IEC 60115 is applicable to leaded fixed low-power film resistors for use in 
electronic equipment. 

These resistors are typically described according to types (different geometric shapes) and 
styles (different dimensions) and product technology. The resistive element of these resistors 
is typically protected by a conformal lacquer coating. These resistors have wire terminations 
and are primarily intended to be mounted on a circuit board in through-hole technique. 

The object of this standard is to prescribe preferred ratings and characteristics and to select 
from IEC 60115-1, the appropriate quality assessment procedures, tests and measuring 
methods and to give general performance requirements for this type of resistor. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60062:2004, Marking codes for resistors and capacitors 

IEC 60068-1:2013, Environmental testing – Part 1: General and guidance 

IEC 60068-2-1, Environmental testing – Part 2-1: Tests – Test A: Cold 

IEC 60068-2-2, Environmental testing – Part 2-2: Tests – Test B: Dry heat 

IEC 60068-2-6:2007, Environmental testing – Part 2-6: Tests – Test Fc: Vibration 
(sinusoidal) 

IEC 60068-2-20:2008, Environmental testing – Part 2-20: Tests – Test T: Test methods for 
solderability and resistance to soldering heat of devices with leads 

IEC 60115-1:2008, Fixed resistors for use in electronic equipment – Part 1: Generic 
specification 

IEC 60286-1, Packaging of components for automatic handling – Part 1: Tape packaging of 
components with axial leads on continuous tapes 

IEC 60294:2012, Measurement of the dimensions of a cylindrical component with axial 
terminations 

IEC 60301, Preferred diameters of wire terminations of capacitors and resistors 

Full document details: IEC 60115-2 2014

http://avadocuments2026.com/doc/iec-60115-2-2014
http://avadocuments2026.com/doc/iec-60115-2-2014


IEC 60115-2:2014 © IEC 2014 – 9 – 

IEC 61193-2:2007, Quality assessment systems – Part 2: Selection and use of sampling 
plans for inspection of electronic components and packages 

IEC 61760-1:2006, Surface mounting technology – Part 1: Standard method for the 
specification of surface mounting components (SMDs) 

3 Terms, definitions, product technologies and product classification 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60115-1:2008, 2.2, 
as well as the following, apply. 

3.1.1  
axial style 
physical design of a component with leads extending to both sides along the longitudinal axis 
of the components body 

3.1.2  
radial style 
physical design of a component with leads extending to one side along the longitudinal or 
along the diagonal axis of the component body 

Note 1 to entry: The single direction of the leads may originate from inside the component body or by forming one 
or both leads outside of the component body. 

3.2 Product technologies 

3.2.1 Metal film technology 

The resistive element of a metal film resistor is a thin and homogeneous layer of a metal 
alloy, deposited on a ceramic core or substrate. Typical examples for such metal alloys are 
nickel chrome in various compositions and complexities, or tantalum nitride, which are 
typically deposited by sputtering or by evaporation. The typical thickness of a metal film layer 
is in the range of 50 nm to 4 µm. 

Metal film technology permits achievement of specific levels of temperature stability by choice 
of material and variation of processing. 

Where coding of the resistor technology is required, character M shall be used to identify the 
metal film technology. 

NOTE A common alternative designation for metal film is thin film, which is mainly used for surface mount 
resistors. 

3.2.2 Metal glaze technology 

The resistive element of a metal glaze resistor is a thick and heterogeneous layer of a glaze, 
deposited on a ceramic core or substrate. The glaze is typically filled with ruthenium oxide 
(noble metal) or with tantalum nitride (non-noble metal) and deposited by coating a cylindrical 
core, or by printing on a flat substrate. The typical thickness of a metal glaze layer is in the 
range of 3 µm to 20 µm. 

Metal glaze technology permits achievement of several specific levels of temperature stability, 
mainly by choice of material. 

Where coding of the resistor technology is required, character G shall be used to identify the 
metal glaze technology. 
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NOTE A common alternative designation for metal glaze is thick film, which is mainly used for flat chip surface 
mount resistors. 

3.2.3 Metal oxide technology 

The resistive element of a metal oxide resistor is typically a layer of tin oxide with an addition 
of antimony, possibly stabilized in a glaze. 

Metal oxide technology permits achievement of several specific levels of limited temperature 
stability. 

Where coding of the resistor technology is required, character X shall be used to identify the 
metal oxide technology. 

3.2.4 Carbon film technology 

The resistive element of a carbon film resistor is a homogeneous layer of carbon, deposited 
by fractioning on a ceramic core or substrate. 

The temperature stability of carbon film resistors does not offer any controlled variation, but 
typically depends on the actual resistance. 

Where coding of the resistor technology is required, character C shall be used to identify the 
carbon film technology. 

3.3 Product classification 

The introduction of a product classification permits the user to select performance 
requirements according to the conditions of the intended end-use application. 

Two general end product levels have been established to reflect characteristic differences in 
functional, performance and reliability requirements and to permit the use of suitable 
inspection and test schedules. It should be recognized that there may be overlaps of 
applications between the levels. 

Level G – General electronic equipment, typically operated under benign or moderate 
environmental conditions, where the major requirement is function. Examples for level G 
include consumer products and telecommunication user terminals. 

Level P – High performance electronic equipment, where one or more of the following criteria 
applies: 

– uninterrupted performance is desired or mandatory; 
– operation in harsh environmental conditions; 
– extended lifetime. 

Examples for level P include professional equipment, telecommunication transmission 
systems, industrial control and measurement systems and most automotive applications 
operated outside the passenger compartment. 

Level P is the suitable basis for detail specifications aiming at the approval of components 
with established reliability. 

Each level shall be used in individual detail specifications. 
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4 Preferred characteristics 

4.1 General 

The values given in detail specifications shall preferably be selected from 4.2 to 4.9. 

4.2 Style and dimensions 

The shape and dimensions of axial leaded resistors are shown in Figure 1, with preferred 
styles and their respective dimensions given in Table 1. Style designators of axial leaded film 
resistors begin with RA. 

 

Figure 1 – Shape and dimensions of axial leaded resistors 

Table 1 – Preferred styles of axial leaded resistors 

 Dimensions 

Stylea Body diameter Dc Body length Lb Lead diameter dd Lead length lmin
e 

 mm mm mm mm 

RA_0204 0
7,02−  0,1

0,14+
−  0,5 21 

RA_0207 5,0
02+  2,0

0,27+
−  0,6 21 

RA_0309 0
5,03−  2,0

5,29+
−  0,7 21 

RA_0411 0
0,14−  2,0

5,311+
−  0,7 21 

RA_0414 2,0
5,04+

−  2,0
0,414+

−  0,8 21 

RA_0617 5,0
0,16+

−  2,0
0,417+

−  0,8 21 

RA_0922 5,0
0,39+

−  2,0
0,522+

−  0,8 21 

a The style reference is completed by a third character for the product technology, as given in 3.2: 
M = metal film; G = metal glaze; C = carbon film; X = metal oxide.  
Examples for complete style references are RAM0204, RAX0414. 

b The body length of the resistor L shall be measured according to IEC 60294, see 5.2.1. 
c The body diameter of the resistor D shall be gauged as prescribed in IEC 60294. 
d Nominal diameter of the lead wires d, with permissible tolerances according to IEC 60301. 
e The minimum lead length lmin applies only to the free lead length in tape packaging according to IEC 60286-1. 

 
The detail specification may specify the permissible length of excessive protective coating 
extending onto the leads of the resistor, using one of the alternative methods given in 
Figure 2. 
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a) Length of excessive coating, c b) Length between clean leads, Lc 

Figure 2 – Alternative methods for specification of the length 
of excessive protective coating on axial leaded resistors 

The length of excessive protective coating, dimension c, as shown in Figure 2a, shall be 
gauged as prescribed in IEC 60294:2012, Clause 4, using a gauge plate of a thickness 
corresponding to the maximum permissible length of excessive protective coating. A method 
for measuring or gauging the length between clean leads, dimension Lc, as shown in 
Figure 2b, shall be prescribed in the detail specification, if required. 

Associated with a style and the actual dimensions of the respective products is the shortest 
possible standard distance of the centre line of the lead wires bent to 90° from the direct axis 
of the resistor body, the lead-wire spacing S, as shown in Figure 3. The spacing S also 
defines the minimum grid dimension G of PCB bores into which the resistor can be assembled 
with its body located lateral on the PCB surface, when the required forming is done in the 
assembly process. 

NOTE The drawing of the resistor with formed leads is not intended to suggest the availability of ready formed 
resistors in this standard. 

 

NOTE Spacing S is the distance of the centre lines of the bent leads. 

Figure 3 – Lead-wire spacing of axial leaded resistors with bent leads 

When the component style is other than the one described above, e.g. for radial leaded 
resistors, the detail specification shall state such dimensional information as will adequately 
describe the resistor. 

4.3 Preferred climatic categories 

The leaded film resistors covered by this standard are classified into climatic categories 
according to the general rules given in IEC 60068-1:2013, Annex A. 

The lower and upper category temperature and the duration of the damp heat, steady state 
test shall be chosen from the following: 

Lower category temperature (LCT) –65 °C; –55 °C; –40 °C; –25 °C and –10 °C. 
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IEC   1591/14 

Lc 

IEC   1590/14 
 

c c 

Full document details: IEC 60115-2 2014

http://avadocuments2026.com/doc/iec-60115-2-2014
http://avadocuments2026.com/doc/iec-60115-2-2014


IEC 60115-2:2014 © IEC 2014 – 13 – 

Upper category temperature (UCT) 85 °C; 100 °C; 125 °C; 155 °C; 175 °C  
 and 200 °C. 

Duration of damp heat, steady state test:  10, 21 and 56 days. 

The severities for the cold and dry heat tests are the lower and upper category temperatures 
respectively. 

4.4 Resistance 

See IEC 60115-1:2008, 2.3.2. 

4.5 Tolerances on resistance 

The preferred tolerances on resistance are: 

±10 %; ±5 %; ±2 %; ±1 %; ±0,5 %; ±0,25 %; ±0,1 %; ±0,05 %; ±0,02 % and ±0,01 %. 

4.6 Rated dissipation P70 

The preferred values of rated dissipation P70 for mounted resistors at 70 °C ambient 
temperature are: 

0,063 W; 0,125 W; 0,25 W; 0,5 W; 1 W and 2 W. 

The detail specification shall specify the conditions under which the rated dissipation applies. 

Figure 4 shows the format of a typical derating curve, suitable for providing information on the 
required derating of the permissible dissipation for any ambient temperature above the rated 
temperature. 

 

Figure 4 – Derating curve 
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The upper category temperature (UCT), which is used for test procedures, should be based 
on the maximum element temperature (MET). 

All end points and break points on the derating curve shall be verified by test. 

4.7 Limiting element voltage Umax 

The preferred values of d.c. or a.c. (r.m.s.) limiting element voltage Umax are: 

50 V; 100 V; 200 V; 300 V; 500 V; 750 V and 1 000 V. 

4.8 Insulation voltage Uins 

For insulated resistors, the preferred values of d.c. or a.c. (peak) insulation voltage Uins are: 

75 V; 150 V; 300 V; 500 V; 750 V; 1 100 V and 1 500 V. 

The insulation voltage Uins shall not be specified lower than the peak voltage that can be 
applied continuously and therefore shall not be rated less than Uins = 1,42 · Umax. 

4.9 Insulation resistance Rins 

For insulated resistors, the insulation resistance Rins shall preferably be not less than 1 GΩ. 

NOTE See 6.3 for requirements to the insulation resistance Rins after tests. 

5 Tests and test severities 

5.1 Preparation of specimen 

5.1.1 Drying 

Procedure I of IEC 60115-1:2008, 4.3 shall be used. 

5.1.2 Mounting of components on a test rack 

The provisions of IEC 60115-1:2008, 4.25.1.4 shall be applied 

The resistors shall be connected by their terminations to suitable clips on a rack of insulating 
material. All resistors shall be mounted in a horizontal position, in one layer only. The 
distance between the axes of the resistors shall be not less than seven times the diameter of 
the resistors. 

This method of mounting shall be used as the default mounting method, unless specific ruling 
permits or prescribes the mounting of the components on a test board. 

5.1.3 Specification of test boards 

Axial leaded resistors, regardless of their product technology, shall be mounted on a test 
board with a basic layout as shown in Figure 5 or Figure 6. Test boards with Kelvin (4 point) 
connections according to Figure 5, with the dimensions given in Table 2, shall be used for 
tests for a stability class 0,1 or below and if the resistance of the specimen is below 100 Ω.  
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Key 

a Limit of the defined area, where dimensions apply as given in Table 2. 

 Copper layer 

NOTE The test board may also run both Kelvin connections to the same edge of the defined area. 

Figure 5 – Basic layout for mechanical, environmental and electrical tests, 
Kelvin (4 point) connections 

The test boards shall be an epoxide woven glass type with a thickness of (1,6 ± 0,1) mm, with 
conductors made of un-tinned copper with a nominal thickness of 35 µm. If necessary, the 
detail specification may provide a different material specification and basic layout. 

Table 2 – Test board dimensions 

Style b 
mm 

G 
mm 

C 
mm 

P 
mm 

M 
mm 

RA_0204 0,8 ± 0,1 7,5 ± 0,1 2,0 ± 0,1 15,0 ± 0,1 7,5 ± 0,1 

RA_0207 1,0 ± 0,1 10,0 ± 0,1 5,0 ± 0,1 20,0 ± 0,1 10,0 ± 0,1 

RA_0309 1,3 ± 0,1 12,5 ± 0,1 7,5 ± 0,1 25,0 ± 0,1 12,5 ± 0,1 

RA_0411 1,3 ± 0,1 15,0 ± 0,1 10,0 ± 0,1 30,0 ± 0,1 15,0 ± 0,1 

RA_0414 1,3 ± 0,1 17,5 ± 0,1 10,0 ± 0,1 30,0 ± 0,1 15,0 ± 0,1 

RA_0617 1,3 ± 0,1 22,5 ± 0,1 10,0 ± 0,1 45,0 ± 0,1 22,5 ± 0,1 

RA_0922 1,3 ± 0,1 27,5 ± 0,1 15,0 ± 0,1 45,0 ± 0,1 22,5 ± 0,1 

No metal area is permitted on the bottom side or on any inner layer under the defined area, except 
a single straight 0,3 mm conductor for every Kelvin connection. 

If applicable, the test board layout may also run both Kelvin connectors to the same edge of the 
defined area. 

 

IEC   1594/14 

P C (0,3 ± 0,05) mm a 

∅
b 

G
 

≥4
0 

m
m

 
≥4

0 
m

m
 

M 1 2 3 n 

 

Full document details: IEC 60115-2 2014

http://avadocuments2026.com/doc/iec-60115-2-2014
http://avadocuments2026.com/doc/iec-60115-2-2014


 – 16 – IEC 60115-2:2014 © IEC 2014 

Test boards according to Figure 6, with the dimensions given in Table 2, may be used for 
tests for any stability class above 0,1, when the resistance of the specimen is 100 Ω or 
higher, or for tests not requiring a measurement of the resistance value. 

 

Key 

a Limit of the defined area, where dimensions apply, as given in Table 5. 

 Copper layer 

Figure 6 – Basic layout for mechanical, environmental and electrical tests, 
standard connections 

5.1.4 Mounting of components on test boards 

The resistors shall be mounted directly to the mounting bores utilizing 90° lead bends, as 
shown in Figure 7, with consideration of the following constraints: 

a) the straight portion of the lead shall extend for a length of at least one time the lead 
diameter from the body or weld before the start of the bending radius; and 

b) the bending radius r, measured on the inside of the lead wire bend, shall be 

– r ≥ 1,0 d for d ≤ 0,8 mm, 

– r ≥ 1,5 d for 0,8 mm < d ≤ 1,2 mm, 

– r ≥ 2,0 d for d > 1,2 mm; 

c) the clearance h between the resistor body and the test board surface shall be 

– h ≤ 0,25 mm for resistors with a rated dissipation P70 < 1 W, 

– h = (1,75 ± 0,25) mm for resistors with a rated dissipation P70 ≥ 1 W; 

d) the cropped lead wire shall be visible in the solder, the protrusion length p below the test 
board shall be 

– p ≤ 2,5 mm. 
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NOTE 1 The above requirements are based on the workmanship recommendations of IEC 61192-3. 

NOTE 2 Special considerations may be required on a minimum clearance of resistors specified for a high limiting 
element voltage. Such considerations and/or constraints are subject to the relevant detail specification. 

 

NOTE Plated via holes may be required for the vibration test, the bump test or the shock test in order to build a 
stronger solder joint. 

Figure 7 – Assembly of specimen to the test board 

5.2 Tests 

5.2.1 Dimensions 

See IEC 60115-1:2008, 4.4.2, with the following details: 

The length of the resistor body shall be measured as prescribed in IEC 60294:2012, 3.1, 
using a gauge plate of 4 mm thickness. 

If prescribed by the detail specification, either the length of excessive protective coating, 
dimension c as shown in Figure 2a, shall be gauged as prescribed in IEC 60294:2012, 
Clause 4, or the length between clean leads, dimension Lc, as shown in Figure 2b shall be 
measured or gauged as prescribed in the detail specification. 

5.2.2 Insulation resistance 

This test shall be applied only to insulated resistors. 

See IEC 60115-1:2008, 4.6. 

A suitable method given in IEC 60115-1:2008, 4.6 shall be applied for measurement of the 
insulation resistance, preferably the V-block method of IEC 60115-1:2008, 4.6.1.1. 

For a specimen mounted on a test board, such a board placed in a suitable fixture may be 
used as the lower support, with its connections to the specimen’s lead wires forming test 
point B. The V-shaped metal block, test point A, shall be applied from above with a suitable 
clamping force. 

5.2.3 Voltage proof 

This test shall be applied only to insulated resistors. 

See IEC 60115-1:2008, 4.7. 

A suitable method given in IEC 60115-1:2008, 4.6 shall be applied for measurement of the 
insulation resistance, preferably the V-block method of IEC 60115-1:2008, 4.6.1.1. 
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5.2.4 Short time overload 

See IEC 60115-1:2008, 4.13, with the following details: 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. The test board shall be 
mounted horizontally and shall be in free air at the standard atmospheric conditions for testing 
as given in IEC 60115-1:2008, 4.2.1 (e.g. ambient temperature 15 °C to 35 °C). 

The preferred overload test voltage is 

 n70rtest 5,25,2 RPUU ⋅⋅=⋅= , limited by 
 maxmaxtest 2 UU ⋅=  

where Ur is the rated voltage, 
 P70 is the rated dissipation, 
 Rn is the nominal resistance, 
 Umax  is the limiting element voltage. 

Preferred values for the load duration tload are 0,5 s; 1 s; 2 s; 5 s and 10 s. The duration shall 
be prescribed by the detail specification in such a way that the achieved peak surface 
temperature is at least 30 K above the maximum element temperature, which is equal to the 
upper category temperature in this standard. 

5.2.5 Temperature rise 

See IEC 60115-1:2008, 4.14, with the following details: 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. The test board shall be 
mounted horizontally and shall be in free air at the standard atmospheric conditions for testing 
as given in IEC 60115-1:2008, 4.2.1 (e.g. ambient temperature 15 °C to 35 °C). 

5.2.6 Robustness of terminations 

See IEC 60115-1:2008, 4.16, with the following details: 

The tests shall be carried out at the standard atmospheric conditions for testing as given in 
IEC 60115-1:2008, 4.2.1 (e.g. ambient temperature 15 °C to 35 °C). The specimen shall be 
kept in standard atmospheric conditions for at least 1 h prior to the tests. 

The following tests shall be applied. 

– The whole sample shall be subjected to test Ua1 – Tensile, as prescribed in 
IEC 60115-1:2008, 4.16.2. 

– Then half of the sample shall be subjected to test Ub – Bending, as prescribed in 
IEC 60115-1:2008, 4.16.3, where each two successive bends shall be applied in alternate 
directions. 

– The other half of the sample shall be subjected to test Uc – Torsion, as prescribed in 
IEC 60115-1:2008, 4.16.4, where method 1, severity 2 shall be applied. 

NOTE Method A, as prescribed in IEC 60115-1:2008, 4.16.4 is called method 1 in IEC 60068-2-21:1999 and later 
editions. 

5.2.7 Solderability 

See IEC 60115-1:2008, 4.17, with the following details: 
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The solderability test shall be preceded by an accelerated ageing. Unless specified otherwise 
in the relevant detail specification, ageing 3a of IEC 60068-2-20:2008, 4.1.1 (i.e. 4 h at 
155 °C dry heat) shall be used. After the accelerated ageing, the specimen shall be subjected 
to standard atmospheric conditions for testing for not less than 2 h and not more than 24 h. 

The solderable surface on the wires of the resistors shall be compatible with both traditional 
SnPb solder and lead-free solder, unless explicitly stated otherwise in the relevant detail 
specification. Therefore solderability testing is required for both soldering processes. 

Solderability with traditional SnPb solder shall be tested according to IEC 60068-2-20:2008, 
Test Ta, solder bath method with the following severity 

Solder alloy: Sn60Pb40 or Sn63Pb37 

Bath temperature: Tbath = (235 ± 3) °C 

Immersion time: timm = (2 ± 0,2) s 

Solderability with lead-free solder shall be tested according to IEC 60068-2-20:2008, Test Ta, 
solder bath method with the following preferred severity: 

Solder alloy: Sn99,3Cu0,7; 

Bath temperature:  Tbath = (250 ± 3) °C; 

Immersion time: timm = (3 ± 0,3) s; 

or with the following severity: 

Solder alloy: Sn96,5Ag3,0Cu0,5; 

Bath temperature:  Tbath = (245 ± 3) °C; 

Immersion time: timm = (3 ± 0,3) s. 

NOTE Lead-free solder alloys may be grouped according to their typical process temperature. Typical solder 
alloys used mainly for reflow soldering are contained in a group for “medium-high temperature”, where SnAgCu is a 
most popular representative. SnCu solder alloy is more typical for wave soldering and is contained in a group for 
“high temperature”. 

A thermal insulating screen shall be used only if prescribed by the detail specification. 

5.2.8 Resistance to soldering heat 

See IEC 60115-1:2008, 4.18, with the following details: 

Resistance to soldering heat shall be tested according to IEC 60068-2-20, Test Tb, solder 
bath method, with the following severity: 

Solder alloy: any alloy, SnPb or SnCu or SnAgCu or SnAg 

Bath temperature: Tbath = (260 ± 3) °C 

Immersion time: timm = (10 ± 1) s 

A thermal insulating screen shall be used only if prescribed by the detail specification. 

5.2.9 Rapid change of temperature 

See IEC 60115-1:2008, 4.19, with the following details: 

Lower temperature: TA = LCT; 

Upper temperature: TB = UCT; 

Number of cycles: n = 5. 
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5.2.10 Rapid change of temperature, ≥100 cycles 

See IEC 60115-1:2008, 4.19, with the following details: 

Lower temperature: TA = LCT; 

Upper temperature: TB = UCT; 

Number of cycles: preferred values for n are 100; 200; 500 and 1 000. 

The detail specification may prescribe different values for n depending on the individual style. 

This test is mandatory only for resistors categorized as Level P. 

5.2.11 Vibration 

See IEC 60115-1:2008, 4.22, with the following details: 

Endurance by sweeping according to IEC 60068-2-6:2007, 8.3.1 with the specimen mounted 
in such a way that they are not exposed to resonances, and with the following details: 

Frequency range: f1 = 10 Hz to 
 f2 = 2 000 Hz; 

Amplitude: a = 200 m/s2, limited by  
 ∆r = 1,5 mm; 

Duration: n = 10 sweep cycles in each axis (x, y, z), 
 resulting in a test duration tload = 2,5 h per axis. 

5.2.12 Climatic sequence 

5.2.12.1 General 

See IEC 60115-1:2008, 4.23. 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. 

5.2.12.2 Dry heat 

NOTE IEC 60068-2-2:2007 deleted test Ba, which has usually been used in the IEC 60115 series of standards. 
As an interim solution, IEC 60115-1:2008 referenced the superseded edition of IEC 60068-2-2:1974 in order to 
continue its use of test Ba. A suitable succession applying test Bb of IEC 60068-2-2 is under preparation for the 
next revision of the Generic Specification IEC 60115-1, from which the following replacement has been adopted. 

For the purpose of this standard, the prescriptions of IEC 60115-1:2008, 4.23.2 shall be 
replaced by the following: 

The resistors shall be subjected to test Bb of IEC 60068-2-2 and shall remain at the upper 
category temperature for a duration of 16 h. 

The test specimens may be introduced directly into the heated chamber at any temperature 
from laboratory temperature to the upper category temperature, and withdrawn directly from it, 
since the effects of the sudden change of temperature are not known to be detrimental to the 
test specimen. 

5.2.12.3 Damp heat, cyclic, first cycle 

See IEC 60115-1:2008, 4.23.3. 
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5.2.12.4 Cold 

NOTE IEC 60068-2-1:2007 deleted test Aa, which has usually been used in the IEC 60115 series of standards. 
As an interim solution, IEC 60115-1:2008 referenced the superseded edition IEC 60068-2-1:1990 in order to 
continue its use of test Aa. A suitable succession applying test Ab of IEC 60068-2-1 is under preparation for the 
next revision of the Generic Specification IEC 60115-1, from which the following replacement has been adopted. 

For the purposes of this standard, the prescriptions of IEC 60115-1:2008, 4.23.4 shall be 
replaced by the following: 

The resistors shall be subjected to test Ab of IEC 60068-2-1 and shall remain at the lower 
category temperature for a duration of 2 h. 

The test specimens may be introduced directly into the cooled chamber at any temperature 
from the lower category temperature to laboratory temperature, and withdrawn directly from it, 
since the effects of the sudden change of temperature are not known to be detrimental to the 
test specimens. 

Precaution against condensation of moisture on the test specimens is required if the 
specimens are inserted into the test chamber at a temperature below laboratory temperature. 

5.2.12.5 Low air pressure 

See IEC 60115-1:2008, 4.23.5, with the following details: 

Air pressure: pamb = 8 kPa, for resistors categorized as Level G, or 
 pamb = 1 kPa, for resistors categorized as Level P. 

5.2.12.6 Damp heat, cyclic, remaining cycles 

See IEC 60115-1:2008, 4.23.6. 

The number of remaining cycles is given in IEC 60115-1:2008, Table 7. 

5.2.12.7 DC load 

See IEC 60115-1:2008, 4.23.7. 

5.2.12.8 Final measurements 

See IEC 60115-1:2008, 4.23.8. 

For the measurement of the insulation resistance, see 5.2.2. 

5.2.13 Damp heat, steady state 

See IEC 60115-1:2008, 4.24, with the following details: 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. 

The duration texp of this test is defined by the climatic category, to which a tolerance of +8 h 
shall apply. 

For the measurement of the insulation resistance, see 5.2.2. 

5.2.14 Endurance at 70 °C 

See IEC 60115-1:2008, 4.25.1, with the following details: 
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The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. 

The test shall be performed with the rated voltage: 

 n70rtest RPUU ⋅== , limited by 
 maxmaxtest UU =  

where Ur is the rated voltage, 
 P70 is the rated dissipation, 
 Rn is the nominal resistance, 
 Umax  is the limiting element voltage. 

A tolerance of +16 h shall apply to the prescribed test duration tload = 1 000 h, and a 
tolerance of +24 h shall apply to the prescribed extended endurance tload = 8 000 h. 

For the measurement of the insulation resistance, see 5.2.2. 

The extended endurance of this test is mandatory only for resistors categorized as Level P. 

5.2.15 Endurance at room temperature 

For resistors categorized as Level G, the testing for endurance at 70 °C may be replaced by 
testing for endurance at room temperature. 

See Annex C, with the following details: 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. 

The test shall be performed with a test dissipation Ptest determined by: 

 
)C70(
)C25(

07test °−
°−

×=
UCT
UCTPP  

where P70 is the rated dissipation for Trated = 70 °C 

Hence the test shall be performed with the voltage: 

 ntesttest RPU ⋅= , limited by 
 maxmaxtest UU =  

where P70 is the rated dissipation, 
 Rn is the nominal resistance, 
 Umax is the limiting element voltage. 

A tolerance of +16 h shall apply to the prescribed test duration tload = 1 000 h. 

For the measurement of the insulation resistance, see 5.2.2. 

NOTE The provisions for testing endurance at room temperature are currently missing in the generic specification 
IEC 60115-1:2008, 4.25. It is intended to include these provisions in the next revision, so that it will be possible to 
refer to that method in IEC 60115-1 in a future edition of this standard. 

5.2.16 Endurance at the upper category temperature 

See IEC 60115-1:2008, 4.25.3, with the following details: 

Full document details: IEC 60115-2 2014

http://avadocuments2026.com/doc/iec-60115-2-2014
http://avadocuments2026.com/doc/iec-60115-2-2014


IEC 60115-2:2014 © IEC 2014 – 23 – 

The specimen shall be tested unmounted, or mounted on a test rack according to 5.1.2, or 
mounted on a test board according to 5.1.3 and 5.1.4, as prescribed by the detail 
specification. 

A tolerance of +16 h shall apply to the prescribed test duration texp = 1 000 h. 

For the measurement of the insulation resistance, see 5.2.2. 

5.2.17 Single pulse high voltage overload test 

See IEC 60115-1:2008; 4.27. 

The specimen shall be unmounted, or mounted on a test rack according to 5.1.2, or mounted 
on a test board according to 5.1.3 and 5.1.4, as prescribed by the detail specification. If 
unmounted, the specimen shall be placed in a suitable fixture for the duration of the test. 

The test shall be performed with pulses defined by: 

Pulse shape: 10/700 

Pulse peak voltage: n70test
ˆ RPU x ⋅⋅= , with x ≥ 10, which is limited by  

 maxmaxtestˆ UU y ⋅= , with y ≥ 2. 

The detail specification shall prescribe the values for x and y. 

NOTE The given minimum values for multipliers, x = 10 and y = 2, establish the lowest severity No.4 as defined 
for pulses of shape 10/700 in IEC 60115-1:2008, 4.27. 

This test is mandatory only for resistors categorized as Level P. 

5.2.18 Component solvent resistance 

See IEC 60115-1:2008, 4.29, with the following detail: 

Solvent temperature: Tbath = (23 ± 5) °C (preferred value), or  
 Tbath = )50( 0

5−  °C. 

5.2.19 Solvent resistance of marking 

This test shall be applied only to marked resistors. 

See IEC 60115-1:2008, 4.30, with the following details: 

Solvent temperature: Tbath = (23 ± 5) °C (preferred value), or  
 Tbath = )50( 0

5−  °C. 

Rubbing device:   Cotton wool or tooth brush,  
    as prescribed by the detail specification. 

The toothbrush prescribed as the rubbing device shall be a regular commercial hard grade 
quality with tightly clustered bristles of consistent length, made of regular synthetic fibres. It 
shall be used with a single solvent only and applied with normal hand pressure (approximately 
0,5 N to 1 N normal to the specimen surface) for the required ten strokes. The toothbrush 
shall be discarded when there is any evidence of softening, bending, wear, or loss of bristles. 
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5.2.20 Flammability test 

The needle-flame test according to IEC 60115-1:2008, 4.35 shall be applied with the following 
detail: 

Duration of application: ta = 10 s, with a tolerance of 
1

0

−
s. 

5.2.21 Electrostatic discharge (ESD) test 

See IEC 60115-1:2008, 4.38, with the following details: 

The specimen shall be unmounted, or mounted on a test rack according to 5.1.2, or mounted 
on a test board according to 5.1.3 and 5.1.4, as prescribed by the detail specification. If 
unmounted, the specimen shall be placed in a suitable fixture for the duration of the test. 

The number of discharges with positive and with negative polarity shall be prescribed by the 
detail specification as follows: 

Positive discharges npos = 1 for resistors categorized as Level G, or 
 npos = 3 for resistors categorized as Level P; 

Negative discharges nneg = 1 for resistors categorized as Level G, or 
 nneg = 3 for resistors categorized as Level P. 

5.2.22 Periodic pulse overload test 

See IEC 60115-1:2008, 4.39, with the following details: 

The specimen shall be mounted on a test rack according to 5.1.2, or mounted on a test board 
according to 5.1.3 and 5.1.4, as prescribed by the detail specification. The test board shall be 
mounted horizontally and shall be in free air at the standard atmospheric conditions for testing 
as given in IEC 60115-1:2008, 4.2.1 (e.g. ambient temperature 15 °C to 35 °C). 

The preferred pulse overload test voltage is 

 n70test 15ˆ RPU ⋅⋅=  , limited by 

 maxmaxtest 2ˆ UU ⋅=  

where P70 is the rated dissipation, 
 Rn  is the nominal resistance, 
 Umax is the limiting element voltage. 

The duration of the test is determined by the following 

Number of pulse cycles: n = 1 000, 

On state duration: ton = 0,1 s, and 

Off state duration: toff = 2,5 s within each pulse cycle. 

This test is mandatory only for resistors categorized as Level P. 
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6 Performance requirements 

6.1 General 

Test severities and requirements prescribed in detail specifications referring to this sectional 
specification shall be of equal or higher performance level, because lower performance levels 
are not permitted. 

6.2 Limits for change of resistance 

Table 3 lists preferred limits for resistance change for all tests listed in the column headings. 
To classify the performance of resistors, they will be assigned to stability classes as listed 
below. 

The severities for the tests shall be prescribed by the detail specifications, following the 
prescriptions of the generic specification IEC 60115-1 and Clause 5 of this sectional 
specification. 
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6.3 Insulation resistance 

The requirements of this clause only apply to insulated resistors. 

The insulation resistance Rins shall be not less than 1 GΩ in the test IEC 60115-1:2008, 4.6 in 
group 3 of the test schedule for the qualification approval. 

The insulation resistance Rins shall be not less than 1 GΩ after the tests of IEC 60115-1:2008, 

– Test 4.25.1, Endurance at 70 °C;and 
– Test 4.25.3, Endurance at Upper Category Temperature; 

and not less than 100 MΩ after the tests 

– Test 4.23, Climatic sequence; and 
– Test 4.24, Damp heat, steady state. 

NOTE The test reference numbers refer to the subclauses in IEC 60115-1:2008. 

6.4 Variation of resistance with temperature 

The preferred limits of resistance change due to the variation of resistance with temperature 
are given in Table 4. 

Table 4 – Permitted change of resistance due to variation of temperature 

Tempe-
rature 

coefficienta 

Limit of resistance change ∆R/R 
% 

Cold TCR Hot TCR 

 Lower category temperature /  
Reference temperature 

Reference temperature /  
Upper category temperature 

10
–6

/K
 

C
od

eb
 

−5
5 

°C
 / 

20
 °

C
  

−4
0 

°C
  /

 2
0 

°C
  

−2
5 

°C
  /

 2
0 

°C
  

−1
0 

°C
  /

 2
0 

°C
  

20
 °

C
  /

 8
5 

°C
  

20
 °

C
  /

 1
25

 °
C

  

20
 °

C
  /

 1
55

 °
C

  

20
 °

C
  /

 1
75

 °
C

  

20
 °

C
  /

 2
00

 °
C

  

±1 000 W ±7,50 ±6,00 ±4,50 ±3,00 ±6,50 ±10,50 ±13,50 ±15,50 ±18,00 

±500 V ±3,75 ±3,00 ±2,25 ±1,50 ±3,25 ±5,25 ±6,75 ±7,75 ±9,00 

±250 U ±1,875 ±1,500 ±1,125 ±0,750 ±1,625 ±2,625 ±3,375 ±3,875 ±4,500 

±100 S ±0,750 ±0,600 ±0,450 ±0,300 ±0,650 ±1,050 ±1,350 ±1,550 ±1,800 

±50 R ±0,375 ±0,300 ±0,225 ±0,150 ±0,325 ±0,525 ±0,675 ±0,775 ±0,900 

±25 Q ±0,188 ±0,150 ±0,113 ±0,075 ±0,163 ±0,263 ±0,338 ±0,388 ±0,450 

±15 P ±0,113 ±0,090 ±0,068 ±0,045 ±0,098 ±0,158 ±0,203 ±0,233 ±0,270 

±10 N ±0,075 ±0,060 ±0,045 ±0,030 ±0,065 ±0,105 ±0,135 ±0,155 ±0,180 

±5 M ±0,038 ±0,030 ±0,023 ±0,015 ±0,033 ±0,053 ±0,068 ±0,078 ±0,090 

±2 L ±0,015 ±0,012 ±0,009 ±0,006 ±0,013 ±0,021 ±0,027 ±0,031 ±0,036 

±1 K ±0,008 ±0,006 ±0,005 ±0,003 ±0,007 ±0,011 ±0,014 ±0,016 ±0,018 

a If additional temperature coefficients are required, these shall be specified in the detail specification, where 
the applicable coding according to IEC 60062 for the next larger TCR shall be applied. 

b Code letters according to IEC 60062:2004, 5.5. 
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Each line in the table gives the preferred temperature coefficient and limits of change in 
resistance for the measurement of the variation of resistance with temperature (see 
IEC 60115-1:2008, 4.8) on the basis of category temperature ranges of 4.3 of this standard. 

6.5 Temperature rise 

The permissible temperature rise ∆Tmax for the temperature rise test according to 
IEC 60115-1:2008, 4.14 is determined by 

 ∆Tmax = MET – 70 °C 

where MET is the maximum element temperature. 

6.6 Solderability 

See IEC 60115-1:2008, 4.17.3. 

The requirement to the visual inspection for the assessment of good solderability shall be: 

≥95 % of the surface shall be covered with new solder. The new solder shall show no more 
than small amounts of scattered imperfections, such as pinholes or non-wetted or dewetted 
areas. These imperfections shall not be concentrated in one area. 

6.7 Flammability 

The duration of burning, tb shall not exceed 30 s. 

7 Marking, packaging and ordering information 

7.1 Marking of the component 

See IEC 60115-1:2008, 2.4, with the following details: 

Resistance, tolerance on resistance, and, if applicable and feasible, the temperature 
coefficient of resistance shall be marked according to IEC 60062, preferably by means of a 
colour code according to IEC 60062:2004, Clause 3. 

If the marking is done by means of a letter and digit code, this shall utilize one of the methods 
given in IEC 60062:2004, Clause 4, the code letter for the tolerance given in IEC 60062:2004, 
5.1, and the letter code for the temperature coefficient given in IEC 60062:2004, 5.5. 

7.2 Packaging 

Wherever applicable, the resistors shall be taped for automatic handling according to the 
provisions of IEC 60286-1. 

7.3 Marking of the packaging 

The complete required information as listed in IEC 60115-1:2008, 2.4 shall be marked on the 
packaging. 

7.4 Ordering information 

The detail specification shall specify the following minimum information as required for the 
ordering resistors. 

• The number of the detail specification and style reference. 
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• Resistance, the tolerance on resistance and, if applicable, the temperature coefficient of 
resistance. 

Wherever applicable, a coding given in IEC 60062 shall be used. 

8 Detail specifications 

8.1 General 

Detail specifications shall be derived from the relevant blank detail specification. 

Detail specifications shall not specify requirements inferior to those of the generic 
specification, sectional specification or blank detail specification. When more severe 
requirements are included, they shall be listed in a respective clause/subclause of the detail 
specification and indicated in the test schedules, for example by a note. 

The following information shall be given in each detail specification and the prescribed values 
shall preferably be selected from those given in the appropriate clause/subclause of this 
sectional specification. 

8.2 Information to be specified in a detail specification 

8.2.1 Outline drawing or illustration 

There shall be an outline drawing or illustration of the resistor as an aid to easy recognition 
and for comparison of the resistor with others. 

8.2.2 Style and dimensions 

See 4.2. 

All dimensions and their associated tolerances, which affect interchangeability and mounting, 
shall be given in the detail specification, using a dedicated outline and dimensions drawing. 

The free termination length should be given for appropriate tape packaging. 

Where applicable, a method for the specification of the length of excessive protective coating 
on the leads shall be applied, selected from those given in Figure 2. The relevant maximum 
permissible dimension shall be specified in the table of dimensions. A suitable measurement 
method shall be prescribed, preferably in a table footnote. 

The mass of the products may be given for information. 

8.2.3 Climatic category 

See 4.3. 

8.2.4 Resistance range 

See 4.4. 

If products approved to the detail specification have different ranges, the following statement 
should be added: “The range of values available in each style, together with the associated 
tolerance and temperature coefficient, is given in the register of approvals, available e.g. on 
the website http://www.iecq.org". 
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8.2.5 Tolerances on resistance 

See 4.5. 

If products approved to the detail specification have different ranges, the following statement 
should be added: “The range of values available in each style, together with the associated 
tolerance and temperature coefficient, is given in the register of approvals, available e.g. on 
the website http://www.iecq.org”. 

8.2.6 Rated dissipation P70 

See 4.6. 

The detail specification shall state the maximum allowable dissipation P70 at an ambient 
temperature of 70 °C (i.e. the rated temperature). 

The detail specification shall state the maximum dissipation at temperatures other than 70 °C, 
i.e. the derating, either in a diagram or in the form of a statement. 

8.2.7 Limiting element voltage Umax 

See 4.7 and the respective definition given in IEC 60115-1:2008, Clause 2. 

8.2.8 Insulation voltage Uins 

This information is required for insulated resistors only. 

See 4.8 and the respective definition given in IEC 60115-1:2008, Clause 2. 

8.2.9 Insulation resistance Rins 

This information is required for insulated resistors only. 

See 4.9 and 6.5. 

8.2.10 Test severities 

See 5.2. 

8.2.11 Limits of resistance change after testing 

See 6.2. 

8.2.12 Temperature coefficient of resistance 

See 6.3. 

8.2.13 Marking 

See 7.1 for the marking of the resistors. 

See 7.3 for the marking of the packaging. 

8.2.14 Ordering information 

See 7.4. 
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8.2.15 Mounting 

The detail specification shall give guidance on methods of mounting for normal use. Such 
guidance may be based on the specifications of assembly process conditions given in 
IEC 61760-1:2006, Clause 5, for the specification of SMD components. 

Mounting required for test and measurement purposes shall be in accordance with the 
provisions of 5.1. 

8.2.16 Storage 

See IEC 60115-1:2008, 2.7. 

The detail specification shall specify the permissible duration of storage and, if required, 
periodicity, method and requirements of a re-examination to be applied. 

8.2.17 Additional information 

The detail specification may include additional information (which is not normally required to 
be verified by the inspection procedure), such as circuit diagrams, curves, drawings and notes 
needed for the clarification of the detail specification. 

8.2.18 Quality assessment procedures 

The detail specification shall provide complete test schedules for the qualification approval 
and for the quality conformance inspection of the resistors covered therein. 

8.2.19 0 Ω resistors 

The detail specification may provide all information required for the specification and for the 
quality assessment of 0 Ω resistors. 

9 Quality assessment procedures 

9.1 General 

See IEC 60115-1:2008, Annex Q. 

9.2 Definitions 

9.2.1 Primary stage of manufacture 

For fixed low power film resistors, the primary stage of manufacture is the deposition of the 
resistive film on the substrate. 

9.2.2 Structurally similar components 

Fixed low power film resistors are accepted as being structurally similar 

a) when they are manufactured at one or several manufacturing sites 
– within the same product technology; and 
– using the same specified raw-materials, manufacturing- and quality inspection 

procedures; and 
– under the same leading manufacturing site’s responsibility for product and quality; 

 when there are several manufacturing sites, the manufacturer shall nominate the leading 
manufacturing site and the associated Designated Management Representative (DMR). 
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b) when all manufacturing sites are supervised by the same IECQ Certification Body (IECQ 
CB). Preferably it should be the IECQ CB of that country in which the leading 
manufacturing site is located, 

c) when they have the same stability class and climatic category, 
d) when they are different in dimensions only and 
e) when they have similar terminal types. 

Resistors which differ only in c) may be considered as structurally similar if the different 
requirements of the stability class and/or the climatic category are judged separately in the 
final measurements. 

Structurally similar components may only be used for the evaluation and determination of a 
failure rate. 

9.2.3 Assessment level EZ 

Assessment level EZ meets the requirements of a “zero defect” approach. It has been 
introduced to align the assessment procedures and levels with current industry practices by 
prescribing the permitted number of nonconforming items (acceptance number) c as zero. 

Therefore the sample size for lot-by-lot testing is determined by IEC 61193-2:2007, Table 2. 

Assessment level EZ shall be applied for the quality assessment of leaded fixed film resistors 
in a detail specification referring to this sectional specification. 

9.3 Formation of inspection lots 

An inspection lot shall consist of resistors of the same product technology and style. 

Where a range of resistors is to be qualified, the distribution of resistance values within the 
sample shall be as follows: 

– 1/3 with the lowest resistance within that range; 
– 1/3 with the critical resistance; 
– 1/3 with the highest resistance within that range. 

The range to be qualified may be a subset of the range covered by the detail specification. If 
the critical resistance is outside of the range to be qualified, resistors from the middle of the 
range (near the geometric mean between lowest and highest resistance, e.g. 1 kΩ for a range 
of 1 Ω to 1 MΩ) shall be used for substitution. 

When approval is being sought for more than one temperature coefficient of resistance (TCR), 
the sample shall contain specimen representative of the different TCRs. In general, a superior 
TCR is considered representative of any inferior TCR. In a similar manner the sample shall 
contain a proportion of specimens of the different resistances having the closest tolerance for 
which approval is being sought. The proportion of specimens having the different 
characteristics is subject to the approval of the IECQ Certification Body. 

When required for a periodic inspection, an inspection lot should be representative of those 
extremes of the resistance range produced during the period. Styles of the same nominal 
dimensions but of different TCR produced during the period may be aggregated, except for 
the purposes of subgroups which contain a test for the TCR. 

The low and high extreme resistances, or any critical resistance of the ranges of resistance 
and temperature characteristics of resistance for which qualification approval has been 
granted shall be inspected during a period which is approved by the IECQ CB. 
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“Low resistance” shall be within 100 % and 200 % of the lowest approved resistance, or the 
lowest resistance produced within the approval range. 

“Critical resistance” shall be within 80 % and 100 % of the calculated value. 

“High resistance” shall be within 70 % and 100 % of the highest approved resistance, or the 
highest resistance produced within the approval range. 

The specimens shall be collected over the last 13 weeks of the inspection period. 

9.4 Qualification approval (QA) procedures 

The procedures for Qualification Approval testing are given in IEC 60115-1:2008, Clause Q.5, 
with the test procedures described in IEC 60115-1:2008, Q.5.3 b). 

The sample shall be established according to 9.3. The required total sample size is the sum of 
all sample sizes in the qualification approval test schedule of Table 5 identified as destructive. 

When additional groups with destructive tests are introduced into the Qualification Approval 
test schedule, the total sample size shall be increased by the number of specimens required 
for the additional groups. 

The test schedule for the qualification approval of resistors is given in Table 5. The schedule 
offers advice on the applicability of individual tests, which shall be followed in the detailed test 
schedule given in the detail specification. The tests of each group shall be carried out in the 
given order. 

The whole sample except the specimens required for group 4 shall be subjected to the tests 
of group 1 and group 2 and then divided for the other groups. Specimens found 
nonconforming during the tests of group 1 or group 2 shall not be used for the other groups. 

One spare specimen per resistance and one spare specimen per each temperature coefficient 
may be used to replace specimens which are defective because of incidents not attributable 
to the manufacturer. 

The qualification approval shall be granted after successful completion of 1 000 h of the test 
endurance at 70 °C and all other tests of Table 5. 

9.5 Quality conformance inspection 

The schedule for the lot-by-lot and periodic tests for Quality Conformance Inspection of 
resistors categorized as level G or P are given in Table 6. The tests of each group shall be 
carried out in the given order. 

The schedule offers advice on the applicability of individual tests, which shall be followed in 
the detailed test schedule given in the detail specification. The conditions of tests and the 
performance requirements shall be the same as prescribed for the respective tests in the 
schedule for qualification approval. 

For mounted specimens, any specimen found defective after mounting shall not be taken into 
account when calculating the permissible nonconforming items for the succeeding test. They 
shall be replaced by spare specimen. 

9.6 Capability approval (CA) procedures 

This sectional specification does not support the capability approval as described in 
IEC 60115-1:2008, Clause Q.6. 
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9.7 Technology approval (TA) procedures 

The provisions of IEC 60115-1:2008, Clause Q.14 shall apply, and the test schedules of 
Table 5 and Table 6 shall be used. 

9.8 Delayed delivery 

The provisions of IEC 60115-1:2008, Clause Q.10 shall apply, except that the inspection level 
shall be reduced to S-2. 

9.9 Certified test records 

Certified test records according to IEC 60115-1:2008, Clause Q.9 can be supplied, if agreed 
upon between the manufacturer and the customer. 

9.10 Certificate of conformity (CoC) 

The conformity is declared by marking the packing in accordance to the relevant system rules 
if components are qualified to this standard by a certification body of a quality assurance 
system (e.g. IECQ, successor of CECC). 

An additional certificate of conformity (CoC) is not required for qualified components. 
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Table 5 – Test schedule for qualification approval 

Testa Conditions of testb 
Dc 

or 
ND 

nc cc Performance  
requirements 

   Group 1  

4.5 
Resistance 

 ND … 0 As in 
IEC 60115-1:2008, 4.5.2. 

   Group 2  
4.4.1 
Visual examination  

 
For marking, see 7.1. 

ND … 0 As in 
IEC 60115-1:2008, 4.4.1. 

4.4.2 
Dimensions (gauging) 

See 5.2.1.  (… of the 
sample) 

 As specified by the detail 
specification. 

   Group 3  

4.6 
Insulation resistance 

(applicable only to insulated 
resistors) 

See 5.2.2. ND ... 0 

As in 6.3. 

4.7 
Voltage proof 

(applicable only to insulated 
resistors) 

See 5.2.3. 

Utest = ... · Uins; 
tload = ... s. 

   

As in 
IEC 60115-1:2008, 4.7.3. 

4.13 
Short time overload 

See 5.2.4. 

Utest = ...; 

Style tload 
… … 
… … 
... ... 

Visual examination. 
 

Resistance. 

D (… of the 
sample) 

 

As in 
IEC 60115-1:2008, 4.13.3. 

As specified by the detail 
specification. 

   Group 4d  

  D … 0  

4.17 
Solderability  
with SnPb solder 

See 5.2.7. 

Ageing: … . 

Solder bath method; 
Tbath = … °C; Solder …; 
timm = … s. 

Visual examination. 

 (half of 
the 

sample) 

 

As in 6.6. 

4.17 
Solderability 
with lead-free soldere 

 

See 5.2.7. 

Ageing: ... . 

Solder bath method;  
Tbath = … °C; Solder ...; 
timm = … s. 

Visual examination. 

 (the other 
half of 

the 
sample) 

 

As in 6.6. 

   Group 5  

4.8 
Variation of resistance with 
temperature 

T = {20 °C, LCT, 20 °C}; 
αLCT; 
 

T = {20 °C, UCT, 20 °C}; 
αUCT. 
 

D … 0 As specified by the detail 
specification. 

 
As specified by the detail 
specification. 
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Table 5 (2 of 5) 

Testa Conditions of testb 
Dc 

or 
ND 

nc cc Performance  
requirements 

   Group 6  

  D … 0  

4.16 
Robustness of terminations 

See 5.2.6. 

Visual examination. 
 

Resistance. 
 

 (half of 
the 

sample) 

 

As in 
IEC 60115-1:2008, 4.16.6a. 

As specified by the detail 
specification. 

4.19 
Rapid change of 
temperature 

See 5.2.9. 

TA = LCT, TB = UCT; n = 5. 

Visual examination. 
 

Resistance. 
 

 (the other 
half of 

the 
sample) 

 

As in 
IEC 60115-1:2008, 4.19.3. 

As specified by the detail 
specification. 

4.22 
Vibration 

See 5.2.11. 

Endurance by sweeping; 
f1 = … Hz; f2 = … Hz; 
n = ... for each axis; 
a = … m/s2 , limited by 
∆r = … mm. 

Electrical continuity. 
 

Visual examination. 
 

Resistance. 
 

   

As in IEC 60115-1:2008, 
4.22.3 and 4.22.4. 

As in 
IEC 60115-1:2008, 4.22.4. 

As specified by the detail 
specification. 

4.23 
Climatic sequence 

See 5.2.12.  (all of the 
sample) 

 
 

- Dry heat T = UCT; texp = 16 h.     

- Damp heat, cyclic 
 first cycle 

1 cycle; Tsup = 55 °C.    
 

- Cold T = LCT; texp = 2 h.     

- Low air pressure pamb = ... kPa; texp = 1 h.    
 

- Damp heat, cyclic 
 remaining n−1  
 cycle(s) 

n−1 cycle(s); Tsup = 55 °C.    

 

- DC load 
nRPU ⋅= 70test , limited by 

maxmaxtest UU = ; 1 min. 

   

 

- Final measurements Visual examination. 
 

Resistance. 
 

Insulation resistancef. 

   As in 
IEC 60115-1:2008, 4.23.8. 

As specified by the detail 
specification. 

As in 6.3. 
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Table 5 (3 of 5) 

Testa Conditions of testb 
Dc 

or 
ND 

nc cc Performance  
requirements 

   Group 7  

4.25.1 
Endurance at 70 °C 

See 5.2.14. 

nRPU ⋅= 70test  , limited by 

maxmaxtest UU = ; 

ton =1,5 h; toff = 0,5 h;  
tload = 1 000 h. 

Visual examination. 
 

Resistance. 
 

Insulation resistancef. 

D ... 0 

As in IEC 60115-1:2008, 
4.25.1.7. 

As specified by the  
detail specification. 

As in 6.3. 

Annex C of this standard 
Endurance at room 
temperature 

(alternative test procedure, 
applicable only to resistors 
categorized as Level G) 

See 5.2.15. 

nRPU ⋅= testtest  , limited by 

maxmaxtest UU = ; 

ton =1,5 h; toff =0,5 h;  
tload = 1 000 h. 

Visual examination. 

Resistance. 
 

Insulation resistancef. 

   

As in Clause C.7. 

As specified by the  
detail specification. 

As in 6.3. 

4.25.1.8 
Extended endurance  
at 70 °C 

(applicable only to resistors 
categorized as Level P) 

Duration extended to 
tload = 8 000 h. 

 
Resistance. 
 

   

As specified by the  
detail specification. 

   Group 8  

4.24 
Damp heat, steady state 
 
 

See 5.2.13. 

T = … °C; RH = … %; 
texp = … . 

Visual examination. 
 

Resistance. 
 

Insulation resistancef. 

D … 0 

As in 
IEC 60115-1:2008, 4.24.4. 

As specified by the  
detail specification. 

As in 6.3. 

   Group 9  

4.18 
Resistance to soldering 
heat 

See 5.2.8. 

Solder bath method; 
Tbath = … °C; timm

 = … s. 

Visual examination. 
 

Resistance. 
 

D … 0 

As in 
IEC 60115-1:2008, 4.18.4. 

As specified by the  
detail specification. 

4.35 
Flammability 

See 5.2.20. 

ta = … s. 

Duration of burning. 

 (… of the 
sample) 

 

As in 6.7. 
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Table 5 (4 of 5) 

Testa Conditions of testb 
Dc 

or 
ND 

nc cc Performance  
requirements 

   Group 10  

4.4.3 
Dimensions (detail) 

 D … 0 As specified by the  
detail specification 

4.25.3 
Endurance at upper 
category temperature 

See 5.2.16. 

T = UCT; texp = 1 000 h. 

Visual examination. 
 

Resistance. 
 

Insulation resistancef. 

   

As in IEC 60115-1:2008, 
4.25.3.7. 

As specified by the  
detail specification. 

As in 6.3. 

4.14 
Temperature rise 

(applicable only to resistors 
below the critical resistance) 

See 5.2.5. 

nRPU ⋅= 70test  

Temperature rise. 

 (… of the 
sample) 

 

As in 6.5. 

   Group 11  

4.38 
Electrostatic discharge 

See 5.2.21. 

Style UHBM 
… … 
… … 
... ... 

npos = …; nneg = … . 

Visual examination. 
 

Resistance. 
 

D … 0 

As in 
IEC 60115-1:2008, 4.38.4. 

As specified by the detail 
specification 

4.29 
Component solvent 
resistance 

See 5.2.18. 

Tbath = … °C; Solvent: …; 
timm = … s. 

Visual examination. 
 

 (half of 
the 

sample) 

 

As in 
IEC 60115-1:2008, 4.4.1. 

4.30 
Solvent resistance of 
marking 

(applicable only to marked 
resistors) 

See 5.2.19. 

Tbath = … °C; Solvent: …; 
timm = … s; 
Rubbing material: … . 

Visual examination. 
 

 (the other 
half of 

the 
sample) 

 

As in 
IEC 60115-1:2008, 4.30.2. 

   Group 12  

4.39 
Periodic pulse overload 
test 

(applicable only to resistors 
categorized as Level P) 

See 5.2.22. 

Ûtest = ...; 
ton = … s; toff = … s; 
n = … . 

Visual examination. 
 

Resistance. 
 

 … 0 

As in 
IEC 60115-1:2008, 4.4.1. 

As specified by the detail 
specification 
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Table 5 (5 of 5) 

Testa Conditions of testb 
Dc 

or 
ND 

nc cc Performance  
requirements 

   Group 13  

4.19 
Rapid change of 
temperature,  
≥100 cycles 

(applicable only to resistors 
categorized as Level P) 

See 5.2.10. 

TA = LCT; TB = UCT; 

Style n 
… … 
… … 
... ... 

Visual examination. 
 

Resistance. 
 

D … 0 

As in 
IEC 60115-1:2008, 4.19.3. 

As specified by the detail 
specification. 

   Group 14  

4.27 
Single pulse high voltage 
overload test 

(applicable only to resistors 
categorized as Level P) 

See 5.2.17. 

Pulse shape: ...;  
Ûtest = ...; 
n = … , f ≤ … . 

Visual examination. 
 

Resistance. 
 

D … 0 

As in IEC 60115-1:2008, 
4.27.3.7. 

As specified by the detail 
specification. 

a Clause/Subclause numbers according to IEC 60115-1:2008. 
b The information given here shall provide a suitable overview of the most relevant parameters of each test. 

However, it shall not take precedence over any more detailed prescription given in a respective 
clause/subclause of this standard or in a cited normative reference. 

c Refer to Annex D for lists of letter symbols and of abbreviations. 
d Resistors submitted to this test shall not be measured in Group 1, 2, 3, A1, A2 or B1 and are not included in the 

number of specimen in Group 1 or 2. 
e This test is not applicable if the relevant detail specification explicitly excludes compatibility of the components 

covered therein with any lead-free soldering process. 
f This measurement is applicable only to insulated resistors. 
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Table 6 – Test schedule for quality conformance inspection 

Lot-by lot tests 

Testa Conditions of testb  
Dc 

or 
ND 

ILc cc Performance  
requirements 

   Group A1  

4.5 
Resistanced 

 ND 100 %  As in 
IEC 60115-1:2008, 4.5.2. 

   Group A2  

4.4.1 
Visual examinatione 

For marking, see 7.1. ND S-4 0 As in 
IEC 60115-1:2008, 4.4.1. 

4.4.2 
Dimensions (gauging)e 

See 5.2.1.    As specified by the detail 
specification. 

   Group B1  
4.7 
Voltage proof 

(applicable only to insulated 
resistors) 

See 5.2.3. 

Utest = ... · Uins; 
tload = ... s. 

ND S-3 0 

As in 
IEC 60115-1:2008, 4.7.3. 

4.13 
Short time overload 

See 5.2.4. 

Utest = ...; 

Style tload 
… … 
… … 
... ... 

Visual examination. 
 

Resistance. 
 

D   

As in 
IEC 60115-1:2008, 4.13.3. 

As specified by the detail 
specification. 

   Group B2f  

  D  0  

4.17 
Solderability 
with SnPb solder 

 

See 5.2.7. 

Ageing: … 

Solder bath method; 
Tbath = … °C; Solder …; 
timm = … s. 

Visual examination. 

 S-3 
 

 

As in 6.6. 

4.17 
Solderability 
with lead-free solderg 

 

See 5.2.7. 

Ageing: ... 

Solder bath method;  
Tbath = … °C; Solder ...; 
timm = … s. 

Visual examination. 

 S-3 
 

 

As in 6.6. 

   Group B3  

4.8 
Variation of resistance with 
temperature 

(applicable only to resistors 
with a TCR superior to 
±50 ⋅ 10-6/K) 

T = {20 °C, LCT, 20 °C}; 
αLCT; 
 

T = {20 °C, UCT, 20 °C}; 
αUCT. 
 

D S-3 0 
As specified by the detail 
specification. 

 
As specified by the detail 
specification. 
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Table 6 (2 of 5) 

Periodic tests 

Testa Conditions of testb 
Dc 

or 
ND 

pc nc cc Performance  
requirements 

   Group C1i  

  D 3 20 0  

4.16 
Robustness of terminations 

See 5.2.6. 

Visual examination. 
 

Resistance. 
 

  (half of 
the 

sample) 

 

As in 
IEC 60115-1:2008, 4.16.6a. 

As specified by the detail 
specification. 

4.19 
Rapid change of 
temperature 

See 5.2.9. 

TA = LCT; TB = UCT; n = 5. 

Visual examination. 
 

Resistance. 
 

  (the other 
half of 

the 
sample) 

 

As in 
IEC 60115-1:2008, 4.19.3. 

As specified by the detail 
specification. 

4.22 
Vibration 

See 5.2.11. 

Endurance by sweeping; 
f1 = … Hz; f2 = … Hz; 
n = ... for each axis; 
a = … m/s2 , limited by 
∆r = … mm. 

Electrical continuity. 
 

Visual examination. 
 

Resistance. 
 

    

As in IEC 60115-1:2008, 
4.22.3 and 4.22.4. 

As in 
IEC 60115-1:2008, 4.22.4. 

As specified by the detail 
specification. 

4.23 
Climatic sequence 

See 5.2.12.   (all of the 
sample) 

 
 

- Dry heat T = UCT; texp = 16 h.      

- Damp heat, cyclic 
 first cycle 

1 cycle; Tsup = 55 °C.     
 

- Cold T = LCT; texp = 2 h.      

- Low air pressure pamb = ... kPa; texp = 1 h.      

- Damp heat, cyclic 
 remaining n-1 cycle(s) 

n-1 cycle(s); Tsup = 55 °C.     
 

- DC load 
nRPU ⋅= 70test , limited by 

maxmaxtest UU = ; 1 min. 

    

 

- Final measurements 

 

Visual examination. 
 

Resistance. 
 

Insulation resistanceh. 

    As in 
IEC 60115-1:2008, 4.23.8. 

As specified by the detail 
specification. 

As in 6.3. 
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Table 6 (3 of 5) 

Periodic tests 

Testa Conditions of testb 
Dc 

or 
ND 

pc nc cc Performance  
requirements 

   Group C2i  

4.25.1 
Endurance at 70 °C 

See 5.2.14. 

nRPU ⋅= 70test , limited by 

maxmaxtest UU = ; 

ton =1,5 h; toff =0,5 h; 
tload = 1 000 h. 

Visual examination. 
 

Resistance. 
 

Insulation resistanceh. 

D 3 20 0 

As in IEC 60115-1:2008, 
4.25.1.7. 

As specified by the  
detail specification. 

As in 6.3. 

Annex C of this standard 
Endurance at room 
temperature 

(alternative test procedure, 
applicable only to resistors 
categorized as Level G) 

See 5.2.15. 

nRPU ⋅= testtest  , limited by 

maxmaxtest UU = ; 

ton =1,5 h; toff =0,5 h;  
tload = 1 000 h. 

Visual examination. 

Resistance. 
 

Insulation resistanceh. 

    

As in Clause C.7. 

As specified by the  
detail specification. 

As in 6.3. 

4.25.1.8 
Extended endurance  
at 70 °C 

(applicable only to resistors 
categorized as Level P) 

Duration extended to 
tload = 8 000 h. 

 
Resistance. 
 

 12   

As specified by the  
detail specification. 

   Group C3i  

4.18 
Resistance to soldering 
heat 

See 5.2.8. 

Solder bath method; 
Tbath = … °C; timm

 = … s. 

Visual examination. 
 

Resistance. 
 

D 3 20 0 

As in IEC 60115-1:2008, 
4.18.4 

As specified by the detail 
specification 

4.35 
Flammability 

See 5.2.20. 

ta = … s. 

Duration of burning. 

 36 (5 of the 
sample) 

 

As in 6.7. 

   Group D1i  

4.8 
Variation of resistance with 
temperature 

(applicable only to resistors 
with a TCR of ±50 ⋅ 10-6/K or 
less) 

T = {20 °C, LCT, 20 °C}; 
αLCT; 
 

T = {20 °C, UCT, 20 °C}; 
αUCT. 
 

D 12 20 0 
As specified by the detail 
specification. 

 
As specified by the detail 
specification. 
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