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INTERNATIONAL ELECTROTECHNICAL COMMISSION

TEST PROCEDURE FOR THE DETERMINATION OF THE TEMPERATURE
INDEX OF ENAMELLED AND TAPE WRAPPED WINDING WIRES

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, rical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter refewed to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC Nafi omm' tee interested
in the subject dealt with may participate in this preparatory work. Internatj , \ al and non-
governmental organizations liaising with the IEC also participate in this prepad
with the International Organization for Standardization (ISO) in accordance
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearl

3) IEC Publications have the form of recommendations for intg

4) In order to promote international unifor

5) IEC itself does not provide any attestation\of ¢

6) All users should ensure

7) No liability shaII a ach ol

8) Attention is draw

9) Attentlon is drawn

Winding wires.

This fourth edition cancels and replaces the third edition published in 1987,
Amendment 1:1997 and Amendment 2:2010. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

— Revision of Clause 1, Scope, to incorporate appropriate text from former Clause 2, Object;
— Deletion of Clause 2, Object, by placement of its text into existing clauses;

— New Clause 2, Normative references;

— Revision of 5.1.1, 5.3 and 5.4 with corrections to Amendment 2 to the third edition;

— Revision of Clause 7 as to clarify which specimens comply with Table 3 and Table 4;

— Revision of figures with high-resolution photos and graphs.
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The text of this standard is based on the following documents:

FDIS Report on voting
55/1518/FDIS 55/1524/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remaimunchanged until

in the data

related to the specific publication. At this date, the publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside’ |
that it contains colours which\ are
understanding of its contents. Use
colour printer.
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TEST PROCEDURE FOR THE DETERMINATION OF THE TEMPERATURE
INDEX OF ENAMELLED AND TAPE WRAPPED WINDING WIRES

1 Scope

This International Standard specifies, in accordance with the provisions of IEC 60216-1, a
method for evaluating the temperature index of enamelled wire, varnished or unvarnished with
an impregnating agent, and of tape wrapped round and rectangular wire, in air at atmospheric
pressure by periodically monitoring changes in response to AC proof voltage tests. This
procedure does not apply to fibre-insulated wire or wire covered y S

inorganic fibres.

are indispensable for its application. For dated reference
undated references, the Ilatest editiqn o e\ Tref
amendments) applies.

e edition cited applies. For
gocument (including any

IEC 60216-1, Electrical insulating mate 9 spdurance properties — Part 1: Ageing

IEC 60216-3, Electric
Instructions for calculatin

3 Terms and@

”

numerical vam Isius temperature expressed in degrees Celsius characterizing the
p insulating material or an insulation system

Note 1 to entry: In case of insulating materials, the temperature index is derived from the thermal endurance
relationship at a given time, normally 20 000 hours. It may be used as basis for determination of the material’s
temperature class.

Note 2 to entry: In case of insulation systems, the temperature index may be derived from known service

experience or from a known comparative functional evaluation of an evaluated and established reference insulation
system as basis.

[SOURCE: IEC 60050-212:2010, 212-12-11]

3.2

specimen failure time

number of hours at the exposure temperature that have elapsed at the time a specimen
fails the proof test
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3.3

time to failure

L

number of hours to failure calculated from the specimen failure times for a set of
specimens at one exposure temperature

4 Summary of procedure

A set of specimens in accordance with Clause 5 is subjected to a testing cycle. This cycle
consists of a heat-storing period at a temperature given in Clause 6, followed by a proof
voltage test at room temperature in accordance with Clause 7.

calculated in accordance with Clause 8. The test is carried
temperatures. A regression line is calculated in accordance with
values plotted on thermal endurance graph paper as
temperature.

The temperature in degrees Celsius, corresponding t0
regression line with the ordinate of 20 000 h endurang
the winding wire under test.

5 Test specimens

5.1 Preparation

5.1.1 Enamelled round
including 2,65

The grade of insulatio

for self-bonding w: ding
Wire sizes 0,315 nim

a) A wire specimen approximately 400 mm in length shall be twisted together over a distance
of 125 mm with a device as shown in Figure 1. The force (weight) applied to the wire pair
while being twisted and the number of twists are specified in Table 1.
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Figure 1 — Device used to form enamelled rov

Table 1 — Force and number of twi fo

IEC 60172:2015 © IEC 2015

Nominal diameter or Number of twists per
mm Q 125 mm

Over Up to and inclyd\mg

0,224 025 | 33
TR AN NG 5
0,35 N N o0,50 3\/ , 16
0,50 [ 0 7,0 12
075 N\ Y% 13,5 8
1,05 N 1500 > 27,0 6
1,50 /\ 2,15 54,0 4
2,15 \ 350 108,0 3

Full document details: IEC 60172 2015

R

Drill two holes to match wire diameter

Material: Silicone glass laminate

Figure 2 — Spacer

IEC

Dimensions in millimetres
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c) The test specimens may be shaped in a jig, an engineering drawing of which is shown
in Figure 3. A specimen is placed in the jig and a spacer, placed on the parallel leads
of the twisted pair, is brought up to the face of the jig as shown in Figure 4. The leads
are then bent parallel to hold the spacer in position. The forming jig provides more
uniform test specimens. If a specimen holder is used, the spacers are unnecessary.

r R3,2
R1,2
1,5
o2 L8 N /
‘ ’ | : wl |
L I B El o
~ @ { &
~ 1 | | ‘ [ ~
A | i P o Y
6.5 9,5 I | .
150
1 e 6,5 & pin, press fit ¥
—r ]
=~ il ~4
[=o) o~ w0
Q 1! -y
B o~
bt
i l i ‘

IEC

R = Radius of bend

Dimensions in millimetres

Forming jig

Enamelled wire twist

IEC

Figure 4 — Test specimen set up in forming jig

d) The loop at the end of the twisted section shall be cut at two places (not one) to
provide the maximum spacing between the cut ends as shown in Figure 5. Any bending
of the wires, at this end or the other untwisted end, to ensure adequate separation
between the wires shall avoid sharp bends or damage to the insulation.
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Cut loop in two places

IEC 60172:2015 © IEC 2015

IEC

Figure 5 — Test specimen formed with loop cut

e) In order to ensure homogeneity of the batch of test specimens, it i
to a test voltage three time

test specimens be subjected
Table 2 for 1 s.

Table 2 — Proof voltage for round enamelled

mended that
e value given in

ir

Increase in diameter due to the insulation ol ge
(mm) /

Over Up to and including ( (7

_ O 300
0,015 300
0,024 400
0,035 500
0,050 700
0,070 1000
0,090 1200

5.1.2 Tape wra]\S :

having dimensions
easier to perforg.

10 mm to 15
provide for electrical connection.

Two straight specimens of wire each of 250 mm length shall be cut from the supply spool.
m_of the insulation shall be removed from one end of each piece of wire to

Each specimen shall be formed in a jig, as shown in Figure 6. This produces a straight

centre section of about 150 mm with bent ends, which provide the necessary flare at both

ends of the final specimen.

Full document details: IEC 60172 2015
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R79,15
51 152 <]

|

a) Fixed template

compound plate stock

754 Rhenolic impregnated fabric

25

178
203

IEC

IEC
a mounting screws for fixed template

b mounting screws for movable template (template shall be free to slide)
¢ mounting screw for clamping lever (lever shall be free to rotate)
c) Platine d) Clamping lever
Dimensions in millimetres

Figure 6 — Jig for bending large magnet wire, dielectric test specimen

d) The two formed specimens shall be placed together back-to-back and tightly wrapped with
glass yarn over the straight centre section of the specimen, as shown in Figure 7.
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IEC

Care shall be taken th

After tying, furt shall He avoided. Pre-annealing of the specimen prior
to testing or impr 0y :
with certain materi

e) Prior to te be proof-tested at 1 000 V a.c

5.2

Experience insulated wire according to IEC 60317 and impregnating agents
according to : 3-5 or IEC 60464-3-2 can affect one another during the thermal

ageing process.

NOTE 1 Testing varnished specimens will allow for evaluation of the compatibility of the wire insulation with an
impregnating agent. Thus the temperature indices of different combinations can be compared.

Interaction between wire insulation and such agent may increase or decrease the relative
thermal life of this combination compared with the life of the wire tested without impregnation.
Therefore, with impregnated specimens, this test procedure may give an indication of the
thermal endurance of a combination of wire insulation and impregnating agent.

If such impregnation is required, the following procedure shall be applied:

With the specimen in the vertical position, it shall be immersed in the impregnating agent for
(60 £ 10) s (see note). It shall be removed slowly and uniformly at a rate of about 1 mm/s. It
shall be drained horizontally for 10 min to 15 min and cured horizontally according to the
manufacturer's recommendation or to an agreed schedule. If more than one treatment is to be
given, immerse, drain and cure the specimen vertically reversing the specimen for each

subsequent treatment. Documents
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NOTE 2 Some impregnating agents, such as high viscosity or thixotropic products require alternative processing
methods.

5.3 Notes on number of test specimens

The accuracy of the test results depends largely upon the number of test specimens aged at
each temperature. A greater number of test specimens is required to achieve an acceptable
degree of accuracy if there is a wide spread in results among the specimens exposed at each
temperature.

Experience has shown that twenty specimens without impregnation and ten specimens with
impregnation give results with an acceptable tolerance. A minimum of ten specimens shall be
used.

5.4 Specimen holder

5.4.1 For specimens according to 5.1.1

Since individual handling of the twisted specimens may resylt inNpxematu ilures, it is
recommended that the specimens be placed in a suitable in Figure 8. The
holder should be designed in a manner that will protect t ns from external
mechanical damage and warping. The holder will be So coqs o/allow the ends of
the twist to protrude from the holder to make ele fo the proof testing as
shown in Figure 9. The holder shall be desig n specimens to decrease
handling time.
IEC
Figure 8 — Specimen holder
Documents
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5.4.2 For specimens g

The specimen shall be|t

Recommended temp h the test specimens are subjected are given in this

temperature and time of exposure in each cycle are given. A
test cyclels de > exposure to a high temperature followed by one proof-voltage test

removed from the.ageing ovens without controlling the heating or cooling rate.

The ovens should be heated to the proper temperature before the specimens are subjected to
the exposure temperature.

The specimens should be aged in a forced air circulation oven which is capable of maintaining
the temperature of the specimens under test within 2°C of the selected exposure temperature.

The exposure times are selected to subject the test specimens to approximately 10 cycles at
each temperature before the time to failure is reached.
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Table 3 — Recommended exposure times in days per cycle

Exposyre or Estimated temperature index

ter:g::ra‘?ure 105-109 120-130 150-159 180-189 200-209 220-239 240-249
(°C)
320

310
300
290
280
270
260
250
240
230
220
210
200
190
180
170
160
150
140
130
120

not be used
longer cycle time than those given in Table 3 may be chosen for certain exposure
temperatures, to ensure that the average number of cycles to failure falls within this range.

After the specimens have been subjected to a particular cycle, the time may be appropriately
increased or decreased to control the number of cycles required to reach the time to failure.

Test specimens should be exposed to a minimum of three and preferably four exposure
temperatures. The lowest temperature, recommended at 20 °C above the desired thermal
class, should be one which results in a time frame to failure of more than 5 000 h. The
highest exposure temperature shall have a value of at least 100 h to be considered a valid
data point. Exposure temperatures should not be more than 20 °C apart. The accuracy of the
temperature index predicted from the results will improve as the exposure temperature
approaches the temperature to which the insulation is exposed in service.
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7 Test voltage and its application

The voltage to be applied shall be an a.c. voltage and shall have a nominal frequency of
50 Hz or 60 Hz of an approximately sine-wave form, the peak factor being within the limits of
V2 + 5% (1,34 to 1,48). The test transformer shall have a rated power of at least 500 VA and
shall provide a current of essentially undistorted waveform under test conditions.

To detect failure, the overcurrent indication device shall operate when a current of 5 mA or
more flows through the high-voltage circuit. The test voltage source shall have a capacity to
supply the detection current (5 mA or more) with a maximum voltage drop of 10 %.

emperature. Each
eter due to
able 4 for
dingn layer is

The test specimens are removed from the ovens and cooled to room
specimen shall be subjected to a proof voltage according to the increasg in dia

specimens according to 5.1.2. In the case of self-bonding wires
included in the increase in diameter due to the insulation.

Table 4 — Proof voltage for tape-wrapped rou
or tape-wrapped rectangul

Increase in dimension due to the insulation oltage
(mm) \ (}7 (rms)
Over Up t?éNincl g> (\ N
0,035 0,05 \J 300

dielectric fatigue.

Care shall be taken in all cases to avoid mechanical damage to the test specimens. The
specimens that fail the proof test shall be discarded and the remaining specimens returned to
the oven for another temperature exposure.

8 Calculations

8.1 Specimen failure time

The failure time of an individual specimen at one exposure temperature is determined by
calculating the mid-point between the total hours of exposure temperature at which the
specimen failed the proof voltage and the total hours of exposure of the previous cycles. This
assumes that the specimen would probably have failed the proof voltage at some point in the
middle of the last temperature exposure cycle. Thus, the specimen failure time is the sum of
the total hours at the time to failure, minus half the hours of the last exposure cycle.
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