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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ELECTRICAL INSULATING MATERIALS –  
THERMAL ENDURANCE PROPERTIES –  

 
Part 6: Determination of thermal endurance indices (TI and RTI)  

of an insulating material using the fixed time frame method 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 60216-6 has been prepared by IEC technical committee 112: Evaluation and qualification 
of electrical insulating materials and systems. It is an International Standard. 

This second edition cancels and replaces the first edition published in 2003. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) clarification of definition of index properties vs. endurance properties; 
b) complete rework of Annex G and the corresponding program. 
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The text of this International Standard is based on the following documents: 

Draft Report on voting 

112/583/FDIS 112/589/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

A list of all parts in the IEC 60216 series, published under the general title Electrical insulating 
materials – Thermal endurance properties, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this document using a colour printer. 
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ELECTRICAL INSULATING MATERIALS –  
THERMAL ENDURANCE PROPERTIES –  

 
Part 6: Determination of thermal endurance indices (TI and RTI)  

of an insulating material using the fixed time frame method 
 
 
 

1 Scope 

This part of IEC 60216 specifies the experimental and calculation procedures for deriving the 
thermal endurance characteristics, temperature index (TI) and relative temperature index (RTI) 
of an electrical insulating material (EIM) using the “fixed time frame method (FTFM)”. 

In this protocol, the ageing takes place for a small number of fixed times, using the appropriate 
number of ageing temperatures throughout each time, the properties of the specimens being 
measured at the end of the relevant time interval. This differs from the procedure of IEC 60216-
1, where ageing is conducted at a small number of fixed temperatures, property measurement 
taking place after ageing times dependent on the progress of ageing. 

The diagnostic tests employed in the fixed time frame method are restricted to destructive tests. 
The method has not yet been applied to non-destructive or proof test procedures. 

Both the TI and the RTI determined according to the FTFM protocol are derived from 
experimental data obtained in accordance with the instructions of IEC 60216-1 and IEC 60216-2 
as modified in this part of IEC 60216. The calculation procedures and statistical tests are 
modified from those of IEC 60216-3 and IEC 60216-5. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60212, Standard conditions for use prior to and during the testing of solid electrical 
insulating materials 

IEC 60216-1:2013, Electrical insulating materials –Thermal endurance properties – Part 1: 
Ageing procedures and evaluation of test results 

IEC 60216-2, Electrical insulating materials – Thermal endurance properties – Part 2: 
Determination of thermal endurance properties of electrical insulating materials – Choice of test 
criteria 

IEC 60216-3:2021, Electrical insulating materials – Thermal endurance properties – Part 3: 
Instructions for calculating thermal endurance characteristics 

IEC 60216-4-1, Electrical insulating materials – Thermal endurance properties – Part 4-1: 
Ageing ovens – Single-chamber ovens 

IEC 60216-4-2, Electrical insulating materials – Thermal endurance properties – Part 4-2: 
Ageing ovens – Precision ovens for use up to 300 °C 
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IEC 60216-4-3, Electrical insulating materials – Thermal endurance properties – Part 4-3: 
Ageing ovens – Multi-chamber ovens 

IEC 60216-5:2022, Electrical insulating materials – Thermal endurance properties – Part 5: 
Determination of relative temperature index (RTI) of an insulating material 

IEC 60493-1, Guide for the statistical analysis of ageing test data – Part 1: Methods based on 
mean values of normally distributed test results 

3 Terms, definitions, symbols and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

3.1.1  
electrical insulating material 
EIM 
material of low electric conductivity, used to separate conducting parts at different electric 
potentials or to isolate such parts from the surroundings 

3.1.2  
assessed temperature index 
ATI 
numerical value of the temperature index in degrees Celsius of the reference EIM  

Note 1 to entry: The ATI of a specific material may vary between different applications of the material. 

3.1.3  
ageing temperature 
temperature in degrees Celsius at which a group of specimens is thermally aged 

3.1.4  
end-point temperature 
temperature in degrees Celsius at which a specimen is considered to have reached end-point 
after ageing for a specified time 

3.1.5  
candidate EIM 
material for which an estimate of the thermal endurance is required to be determined 

Note 1 to entry: The determination is made by simultaneous thermal ageing of the material and a reference EIM. 

3.1.6  
central second moment of a data group 
sum of the squares of the differences between the data values and the value of the group mean 
divided by the number of data items in the group 

3.1.7  
95 % confidence limit 
statistical parameter, calculated from test data, which with 95 % confidence constitutes an 
upper or lower limit for the true value of a quantity estimated by statistical analysis 
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Note 1 to entry: This implies that there is only 5 % probability that the true value of the quantity estimated is actually 
larger (or smaller) than the upper (or lower) confidence limit. 

Note 2 to entry: In other connections, confidence values other than 95 % may sometimes be used, e.g. in the 
linearity test for destructive test data. 

3.1.8  
reference EIM 
material with known thermal endurance, preferably derived from service experience, used as a 
reference for comparative tests with the candidate EIM 

3.1.9  
correlation coefficient 
number expressing the completeness of the relation between members of two data sets, equal 
to the covariance divided by the square root of the product of the variances of the sets 

Note 1 to entry: The value of its square is between 0 (no correlation) and 1 (complete correlation). 

Note 2 to entry: In this standard, the two data sets are the values of the independent variable and the means of the 
corresponding dependent variable groups. 

3.1.10  
correlation time for RTI 
estimated time to end-point of the reference EIM at a temperature equal to its ATI in degrees 
Celsius 

Note 1 to entry: In this document, it is expressed by symbol cτ , see Clause 10. 

3.1.11  
correlation time for TI 
hypothetical time to end-point used to calculate TI 

Note 1 to entry: Its usual value is 20 000 h, see Clause D.1. 

3.1.12  
covariance, <of data sets> 
for two sets of data with equal numbers of elements where each element in one set corresponds 
to one in the other, sum of the products of the deviations of the corresponding members from 
their set means, divided by the number of degrees of freedom 

3.1.13  
degrees of freedom 
number of data values minus the number of parameter values 

3.1.14  
destructive test 
diagnostic property test, where the test specimen is irreversibly changed by the property 
measurement, in a way which precludes a repeated measurement on the same specimen 

Note 1 to entry: An example of a destructive test is the measurement of electric strength. An example of a non-
destructive test is the measurement of dissipation factor tan δ. 

3.1.15  
end-point line 
line parallel to the temperature axis intercepting the property axis at the end-point value 

3.1.16  
halving interval 
HIC 
numerical value of the temperature interval in Kelvin which expresses the halving of the time to 
end-point taken at a time equal to TI 
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3.1.17  
regression analysis 
process of deducing the best fit line expressing the relation of corresponding members of two 
data groups by minimizing the sum of squares of deviations of members of one of the groups 
from the line 

3.1.18  
regression coefficients 
coefficients of the equation of the best fit line derived by regression analysis 

3.1.19  
relative temperature index 
RTI 
determined by test in relation to the thermal performance of a known reference EIM 

3.1.20  
significance 
probability of a value of a statistical function greater than a specified value 

Note 1 to entry: The value is equal to (1–p) where p is the cumulative distribution function value. Significance is 
conventionally printed in upper case (P). 

3.1.21  
standard deviation 
square root of the variance of a data group or sub-group 

3.1.22  
standard error of an estimate of the true value of a data group property 
value of the standard deviation of the hypothetical sampling population of which the group 
property may be a member 

Note 1 to entry: For an estimate of the group mean, the standard error is equal to the group standard deviation 
divided by the square root of the number of data items in the group, and indicates the uncertainty in the estimate of 
the true value of the mean. This standard is concerned only with means and the difference between two means. 

3.1.23  
temperature index 
TI 
numerical value of the temperature in degrees Celsius determined by test by itself 

Note 1 to entry: This rating is based on 20 000 h life, unless otherwise specified, based on one of the end-of-life 
criteria listed in IEC 60216-2. 

3.1.24  
temperature group, <of specimens> 
number of specimens being exposed together to thermal ageing at the same temperature in the 
same oven 

Note 1 to entry: Where there is no risk of ambiguity, either temperature groups or test groups may be referred to 
simply as “groups”. 

3.1.25  
test group, <of specimens> 
number of specimens removed together from a temperature group for destructive testing 

Note 1 to entry: Where there is no risk of ambiguity, either temperature groups or test groups may be referred to 
simply as “groups”. 

3.1.26  
thermal endurance graph 
graph in which the logarithm of the time to reach a specified end-point in a thermal endurance 
test is plotted against the reciprocal thermodynamic (absolute) test temperature 
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3.1.27  
thermal endurance graph paper 
graph paper having a logarithmic time scale as the ordinate and values proportional to the 
reciprocal of the thermodynamic (absolute) temperature as the abscissa 

Note 1 to entry: The ordinate is usually graduated in powers of ten (from 10 h to 100 000 h is often a convenient 
range). The abscissa is usually graduated in a non-linear (Celsius) temperature scale oriented with temperature 
increasing from left to right. 

3.1.28  
time group, <of specimens> 
all test groups removed for testing at the same time 

3.1.29  
variance of a data group 
sum of the squares of the deviations of the data from a reference level defined by one or more 
parameters divided by the number of degrees of freedom 

Note 1 to entry: The reference level can, for example be a mean value (1 parameter) or a line (2 parameters, here 
intercept on the axis of the independent variable and slope). 

3.2 Symbols and abbreviated terms 

The following symbols are used in the calculations of Clauses 6, 7, 12 and Annex A, Annex B 
and Annex C. 

Symbol Description Clause 
a Regression coefficient: intercept of regression line with x-axis 6.4.4 

b Regression coefficient: slope of regression line relative to y-axis 6.4.4 

rb  Parameter derived from b for calculation of ĉY  
6.5.3 

pb  Regression coefficient for destructive test calculations 6.3.5 

c Parameter in calculation of χ2 6.5.1 

F F-distributed variance ratio for linearity test 6.3.4, 
6.5.2 

g, h, i, j Indexing parameters for regression calculations 6.3, 6.4 

HIC Halving interval 7.1 

k Number of ageing times 6.1.1 

N Total number of xij values 6.4.3 

ni Number of xij values in time group i 6.1.1 

P Significance of the value of a statistical test function  

Annex A, 
Annex B 
and 
Annex C 

pe End-point property value 6.3 

pgh Property value h in temperature group g (time group i implied) 6.3 

gp  Mean property value in temperature group g (time group i implied) 6.3 

q Base of logarithms in calculation of χ2 6.5.1 

r Number of temperature groups selected in time group i 6.3.3 

r2 Square of correlation coefficient 6.4.4 
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Symbol Description Clause 
s2 Total (non-regression) variance of x-values 6.5.2 

2
1gs  

Variance of property values in temperature group g (time group i 
implied) 

6.3.3 

2
as  Value of s2 adjusted to allow for acceptable non-linearity 

6.5.2 

2
rs  Parameter derived from s2 for calculation of ĉY  

6.5.3 

t Student's t-distributed stochastic variable 6.5.3 

TC, TCa Lower confidence limit of TI or TIa (see 
2
as  above) 

7.1 

tp,N Value of t with probability p and N degrees of freedom 6.5.3 

xij Value of x, index number j, in time group i 6.3.5 

x  General mean of x-values 6.4.3 

c
ˆ ˆ,X X  Estimate of x, and its confidence limit 6.5.3 

yi Value of y for time group i 6.1.1 

y  General mean of y-values 6.4.3 

c
ˆ ˆ,Y Y  Estimate of y, and its confidence limit 6.5.3 

zij Reciprocal kelvin temperature for 
ijϑ  6.1.1 

( )y2µ  Central 2nd moment of y values 6.4.3 

ν  Total number of property values in time group (i implied) 6.3.3 

χ2 χ2 distributed variable for variance equality (Bartlett's) test 6.5.1 

ijϑ  Ageing temperature for specimen group j in time group i  6.1.1 

0Θ  273,15 K (corresponding to 0 °C) 6.1.1 

iτ  Ageing time for time group i 6.1.1 

 

4 FTFM protocol 

4.1 Principles of FTFM protocol 

The FTFM (fixed time frame method) protocol is based upon the principle that thermal ageing 
for determination of thermal endurance characteristics is carried out over a small number of 
fixed times, with a sufficient range of ageing temperatures at each time to ensure that the 
property values determined reach the end-point in a satisfactory manner. 

In this it differs from the fixed temperature frame procedure of IEC 60216-1, where a small 
number of ageing temperatures is employed, with ageing being carried out with testing at 
intervals, until the end-point has been reached. 

4.2 Objective of FTFM protocol 

The protocol shall achieve the following advantages: 

The determination of thermal endurance characteristics is completed in a fixed, predetermined 
time. 
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This enables much more efficient planning of the determination and will often have substantial 
commercial advantage. A simple TI determination can be completed in 5 kh, whereas by the 
fixed temperature frame procedure, it can be necessary for ageing to be considerably prolonged 
past this time to achieve the end-point at the lowest chosen ageing temperature. 

Each temperature to end-point (i.e. time-group mean) in the thermal endurance regression is 
based on the temperatures selected in a time group. The number of temperatures selected may 
be any number between three and the number of temperature groups in a time group. 

Since the largest source of systematic error in the fixed temperature frame procedure is 
temperature error (actual indication error or temperature distribution error), systematic errors 
can be considerably reduced. Errors from this source can lead to results which are either 
inaccurate or invalid through incorrect assessment of linearity. 

5 TI determination  

5.1 Ageing procedures 

Each test procedure shall specify the shape, dimensions and number of the test specimens, the 
times of exposure, the property to which TI is related, the methods of its determination, the end-
point, and the derivation of the thermal endurance characteristics from the experimental data. 

The chosen property should, if possible, reflect in a significant fashion a function of the EIM in 
practical use. A choice of properties is given in IEC 60216-2. 

To provide uniform conditions, the conditioning of specimens after removal from the oven and 
before measurement should be specified. 

5.2 Ageing times and temperatures 

In the majority of cases, the required thermal endurance characteristics are for a projected 
duration of 20 000 h. However, there is often a need for such information related to other, longer 
or shorter times. In cases of longer times, the times given as requirements or recommendations 
in the text of this standard (e.g. 5 kh for the minimum value of the longest ageing time) shall be 
increased in the ratio of the actual specification time to 20 kh. 

In cases of shorter specification times, the related times may be decreased in the same ratio if 
necessary. 

Particular care will be needed for very short specification times, since the higher ageing 
temperatures can lead into temperature regions which include transition points, e.g. glass 
transition temperature or partial melting, with consequent non-linearity. Very long specification 
times can also lead to non-linearity. 

Recommendations for ageing times and temperatures are given in Annex D and illustrated in 
Figure E.3 to Figure E.5. 

5.3 Test specimens 

5.3.1 Preparation 

The specimens used for the ageing test shall constitute a random sample from the population 
investigated and shall be treated uniformly. 

Since processing conditions may significantly affect the ageing characteristics of some EIMs, it 
shall be ensured that, for example, sampling, cutting sheet from the supply roll, cutting of 
anisotropic material in a given direction, moulding, curing, preconditioning, are performed in the 
same manner for all specimens. 
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The material specifications or the standards for the diagnostic test methods will contain all 
necessary instructions for the preparation of specimens. 

The thickness of specimens is in some cases specified in the list of property measurements for 
the determination of thermal endurance. See IEC 60216-2. If not, the thickness shall be 
reported. Some physical properties are sensitive even to minor variations of specimen 
thickness. In such cases the thickness after each ageing period may need to be determined 
and reported if required in the relevant specification. 

The thickness is also important because the rate of ageing can vary with thickness. Ageing data 
of EIMs with different thicknesses are not always comparable. Consequently, an EIM can be 
assigned more than one thermal endurance characteristic derived from the measurement of 
properties at different thicknesses. 

The tolerances of specimen dimensions shall be the same as those normally used for general 
testing. Where specimen dimensions need smaller tolerances than those normally used, these 
special tolerances shall be given. 

Screening measurements ensure that specimens are of uniform quality and typical of the EIM 
to be tested. 

5.3.2 Number of specimens 

The accuracy of endurance test results depends largely on the number of specimens aged at 
each temperature. 

The total number of specimens (N) is derived as follows: 

N = a × b × c + d 

where 
a is the number of specimens in a test group undergoing identical treatment at one 

temperature and discarded after determination of the property (usually five); 
b is the number of treatments, i.e. total number of exposure temperatures, at one time; 
c is the number of ageing time levels; 
d is the number of specimens in the group used to establish the initial value of the property. 

Normal practice is to select d = 2a when the diagnostic criterion is a percentage change of 
the property from its initial level. When the criterion is an absolute property level, d is usually 
given the value of zero, unless reporting of the initial value is required. 

It is good practice to prepare additional specimens, or at least to provide a reserve from the 
original material batch from which such specimens can subsequently be prepared. In this way 
any required ageing of additional specimens in case of unforeseen complications will introduce 
a minimum risk of producing systematic differences between groups of specimens. Such 
complications can arise, for example, if the thermal endurance relationship turns out to be 
non-linear, or if specimens are lost due to thermal runaway of an oven. 

5.4 Diagnostic tests 

If IEC material specifications are available, property requirements in terms of acceptable lower 
limits of TI values are usually given. If such material specifications are not available, a selection 
of properties and methods for the evaluation of thermal endurance is given in IEC 60216-2. 

If such a method cannot be found, an international, national or institution standard or a specially 
devised method should be used in that order of preference. In this case, the diagnostic test 
shall be stated in the report, including the property, measurement procedure and end-point. 
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5.5 Selection of end-points 

The thermal endurance of EIMs can be characterized by different endurance data (derived using 
different properties and/or end-points), in order to facilitate the adequate selection of the 
material in respect of its particular application. See IEC 60216-2. 

There are two alternative ways in which the end-point can be defined: 

a) as a percentage increase or decrease in the measured value of the property from the original 
level. This approach will provide comparisons among EIMs but bears a poorer relationship 
than item b) to the property values required in normal service. For the determination of the 
initial value, see 5.6; 

b) as a fixed value of the property. This value might be selected with respect to usual service 
requirements. End-points of proof tests are predominantly given in the form of fixed values 
of the property. 

The end-point should be selected to indicate a degree of deterioration of the EIM which has 
reduced its ability to withstand a stress encountered in actual service. The degree of 
degradation indicated as the end-point of the test should be related to the allowable safe value 
for the material property which is desired in practice. 

5.6 Establishment of initial property value 

Select the specimens for the determination of the initial value of the property to constitute a 
random subset of those prepared for ageing. Before determining the property value these 
specimens shall be conditioned by exposure to the lowest level of ageing temperature of the 
test (see 5.2), for two days (48 ± 6) h. 

NOTE In some cases (e.g. very thick specimens) times greater than two days can be useful to establish a stable 
value. 

Unless otherwise stated in the method for determining the diagnostic property (for example, 
parts of materials specifications dealing with methods of test, or a method listed in 
IEC 60216‑2), the initial value is the arithmetic mean of the test results. 

5.7 Ageing conditions 

5.7.1 Ageing ovens 

Throughout the heat ageing period, ageing ovens shall maintain, in that part of the working 
space where specimens are placed, a temperature with tolerances as given in the IEC 60216-
4 series.Unless otherwise specified, IEC 60216-4-1 shall apply. IEC 60216-4-2 and 60216-4-3 
may be specified in special cases. 

The circulation of the air within the oven, and the exchange of the air content should be 
adequate to ensure that the rate of thermal degradation is not influenced by accumulation of 
decomposition products or oxygen depletion (see 5.7.2). 

5.7.2 Environmental conditions 

Unless otherwise specified, the ageing shall be carried out in ovens operating in the normal 
laboratory atmosphere. However, for some EIMs very sensitive to the humidity in the ovens, 
more reliable results are obtained when the absolute humidity in the ageing oven room is 
maintained at the value equal to the absolute humidity of standard atmosphere B according to 
IEC 60212. This, or other specified conditions, shall then be reported. 

NOTE The effects of special environmental conditions such as extreme humidity, chemical contamination or 
vibration in many cases can be more appropriately evaluated by insulation systems tests. Although environmental 
conditioning, the influence of atmospheres other than air and immersion in liquids, such as oil, can be important, 
these are not the concern of this document. 
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5.7.3 Conditions for property measurement 

Unless otherwise specified, the specimens shall be conditioned before measurement, and 
measured under conditions as stated in the material standard specification. 

5.8 Procedure for ageing 

Establish a testing scheme, as for example outlined in Annex D. 

Prepare a number of specimens following the instructions of 5.3.2. If necessary, determine the 
initial value of the property in accordance with 5.6. Divide the specimens by random selection 
into test groups appropriate for the testing scheme. Place the appropriate numbers of groups 
in each of the ovens at the required temperature. 

As outlined in Annex D (NOTE 2), it is recommended to prepare extra groups of specimens 
should the thermal endurance characteristics of the EIM be unsuited to the basic 
recommendation of Annex D. 

After each ageing time, select at random one group from each of the appropriate ageing ovens 
and remove it from the oven. Allow to cool to room temperature unless otherwise specified. If 
specified, condition for the specified time in the specified atmosphere, and test the specimens 
by the specified test procedure. 

It is recommended to carry out calculations as data become available, particularly for the 
shortest exposure time. 

Evaluate the results in accordance with Clause 6. 

6 Calculation procedures 

6.1 General principles 

6.1.1 Thermal endurance calculation 

The general calculation procedures and instructions given in 6.4 are based on the principles 
set out in IEC 60493-1, modified as follows: 

a) The relation between the mean of the reciprocals (x) of the thermodynamic (absolute) 
temperatures at which the specified end-point is reached and the logarithm (y) of the ageing 
time is linear. 

b) The values of the deviations of the values of x from the linear relation are normally 
distributed with a variance which is independent of the ageing time. 

The data used in the general calculation procedures are obtained from the experimental data 
by a preliminary calculation. Calculation data comprise values of z, y, n and k, where 

( )0/1 Θz ijij += ϑ  = reciprocal of thermodynamic value in K of ageing temperature 
ijϑ in °C; 

ii τy log=   = logarithm of value of ageing time in h ( iτ ); 

ni     = number of z values in group number i aged for time iτ ; 

k     = number of ageing times or groups of x values. 

NOTE Any number can be used as the base for logarithms, provided consistency is observed throughout 
calculations. The use of natural logarithms (base e) is beneficial since most computer programming languages and 
scientific calculators have this facility. 

Full document details: IEC 60216-6-2022

http://www.avadocuments.com/doc/iec-60216-6-2022
http://www.avadocuments.com/doc/iec-60216-6-2022


IEC 60216-6:2022 © IEC 2022 – 17 –  

6.1.2 Property value – equivalent temperature transform 
(Calculation of hypothetical ageing temperature derived from the value of a property) 

When destructive test criteria are employed, each test specimen is destroyed in obtaining a 
property value: for this reason, time and/or temperature values necessary to reach end-point 
cannot be directly measured. To enable estimates of the times to end-point to be obtained, the 
following assumptions are made that in the vicinity of the end-point (for one ageing time): 

a)  the relation between the mean property values and the reciprocals of the thermodynamic 
temperatures is approximately linear; 

b)  the values of the deviations of the individual property values from this linear relation are 
normally distributed with a variance which is independent of the temperature; 

c)  the curves of property versus reciprocal of the ageing (thermodynamic) temperature for the 
individual test specimens are straight lines parallel to the line representing the relation of a) 
above. 

For application of these assumptions, an ageing curve is drawn of the data obtained at each of 
the ageing times. The curve for each ageing time is obtained by plotting the mean value of 
property for each specimen group against the reciprocal of its ageing temperature (thermo-
dynamic) If possible, ageing is conducted at sufficiently high and low ageing temperatures that 
at least one group mean is above and at least one below the end-point level. An approximately 
linear region of this curve is drawn (including at least three group means) in the vicinity of the 
end-point (Figure E.1). 

NOTE A non-linear temperature scale graduated in °C is usually employed as the abscissa axis (see Figure E.1). 

A statistical test (F-test) is carried out to decide whether deviations from linearity of the selected 
region are acceptable (see 6.3.3). If acceptable, then on the same graph points representing 
the properties of the individual specimens are drawn. A line parallel to the ageing line is drawn 
through each individual specimen data point: the estimate of the value of x for that specimen is 
then the value of the reciprocal of the (thermodynamic) temperature corresponding to the 
intersection of the line with the end-point line (Figure E.1). 

With the limitations of  6.3.5, an extrapolation of the linear mean value graph to the end-point 
level is permitted. 

The above operations are executed numerically in the calculations detailed in 6.3.4 and 6.3.5. 

6.2 Precision of calculations 

Many of the calculation steps involve summing of the differences of numbers or the squares of 
these differences, where the differences can be small by comparison with the numbers. In these 
circumstances, it is necessary that the calculations be made with an internal precision of at 
least six significant digits, and preferably more, if precision of three digits is to be achieved in 
the result. In view of the repetitive and tedious nature of the calculations, it is strongly 
recommended that they be performed using a programmable calculator or computer, in which 
case internal precision of ten or more digits is easily available. 

6.3 Derivation of temperatures equivalent to property values 

6.3.1 General 

Within the groups of specimens aged for each time iτ , carry out the procedures in accordance 
with 6.3.2 to 6.3.4. 

6.3.2 Preliminary calculations 

Calculate the value of y corresponding to each ageing time τ  
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 logi iy τ=  (1) 

 

Calculate the value of z corresponding to each ageing temperature ϑ  

 ( )ij ijz Θϑ= + 01/  (2) 

 

6.3.3 Regression calculations (property on temperature) 

Calculate the mean property value for the data group obtained at each ageing temperature [see 
Equation (3)] and the corresponding value of z. Plot these values on a graph with the property 
value p as ordinate and z as abscissa (see Figure E.1). 

Fit by visual means a smooth curve through the mean property points. 

Select a temperature range within which the curve so fitted is approximately linear (see 6.3.4). 
Ensure that this temperature range includes at least three mean property values with at least 
one point on each side of the end-point line p = pe. If this is not the case, and further 
measurements at higher temperatures cannot be made (for example, because no specimens 
remain), a small extrapolation is permitted, subject to the conditions of 6.3.4. 

The index i is omitted from the expressions in 6.3.3 and 6.3.4 in order to avoid confusing 
multiple index combinations in print. The calculations of these subclauses shall be carried out 
separately on the data from each ageing time. 

Let the number of selected mean values (and corresponding value groups) be r, the reciprocals 
of the individual ageing temperatures be zg and the individual property values be pgh, where 

g = 1 ... r  is the order number of the selected group aged at temperature 
gϑ ; 

h = 1 ... ng  is the order number of the property value within group number g; 

ng          is the number of property values in group number g. 

NOTE In most cases the numbers ng of specimens tested at all test temperatures are identical, but this is not a 
necessary condition, and the calculation can be carried out with different values of ng for different groups. 

Calculate the mean value gp  and the variance 2
1gs  for each selected property value group. 

 
gn

g gh g
h

p p n
=

= ∑
1

/  (3) 

 

 ( )
gn

g gh g g g
h

s p n p n
=

 
 = − −
 
 
∑2 2 2

1
1

1  (4) 
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Make the following calculations: 

 
r

g
g

nν
=

= ∑
1

 (5) 

 

 
r

g g
g

z z n ν
=

= ∑
1

/  (6) 

 

 g gp p n ν= ∑ /  (7) 

 

Calculate the coefficients of the regression equation, 
p pp a b z= +  

 p pa p b z= −  (8) 

 

 

r

g g g
g
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g
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b

n z z

ν

ν

=

=
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 
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 −
 
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∑
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1

2 2
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 (9) 

 

Calculate the pooled variance within the property groups 

 ( ) ( )
r

g g
g

s n s rν
=

= − −∑2 2
1 1

1
1 /  (10) 

 

Calculate the weighted variance of the deviations of the property group means from the 
regression line 

 ( ) ( )g g gs n p P r= − −∑2 2
2 ˆ / 2  (11) 
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where g p p gP a b z= +ˆ  (12) 

 

This can also be expressed as 

 ( )
r r

g g p g g g
g g

s n p p b n z p z p rν ν
= =

    
    = − − − −
        
∑ ∑2 2 2

2
1 1

2  (13) 

 

6.3.4 Linearity test 

Make the F-test for non-linearity at significance level 0,05 by calculating 

 2 2
2 1/F s s=  (14) 

 

If the calculated value of F exceeds the tabulated value F1 with fn = r – 2 and fd = r−ν  degrees 
of freedom (see Table C.3), change the selection in 6.3.3 and repeat the calculations. 

If it is not possible to satisfy the F-test on the significance level 0,05 with r ≥  3, make the F-test 
at a significance level 0,005 by comparing the calculated value of F with the tabulated value F2 
with fn = r – 2 and fd = r−ν  degrees of freedom (see Table C.4). 

If the test is satisfied at this level, the calculations may be continued, but the adjustment of TI 
according to 7.2.2, Equation (48) is not permitted. 

If the F-test on significance level 0,005 (i.e. F ≤ F2) cannot be satisfied, or the property points 
plotted in 6.3.3 are all on the same side of the end-point line, an extrapolation may be permitted, 
subject to the following condition: 

If the F-test on significance level 0,05 can be met for a range of values (with r ≥ 3) where all 
mean values gp  are on the same side of the end-point value pe, an extrapolation may be made 
provided that the absolute value of the difference between the end-point value pe and the mean 
value gp  closest to the end-point (usually rp ) is less than one quarter of the absolute value of 
the difference ( )p p−1 r . 

In Figure E.1, if pe were 5 000, the calculation would be as follows: 

1p  is the value of the mean of the leftmost data group in the selection box, rp  of the rightmost 

data group. The condition is then p p p p− ≤ − 4r e 1 r / . The enclosing vertical lines imply the 
absolute value of the content. 

In this case calculations can be continued, but again it is not permitted to carry out the adjust-
ment of TI according to 7.2.2, Equation (48). 
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6.3.5 Estimation of end-point temperatures equivalent to property values 

For each of the h values of property in each of the g selected groups, calculate the equivalent 
reciprocal end-point temperature: 

 ( )gh
ij g

p

p p
x z

b

−
= −

e
 (15) 

 

and in ν=  (16) 

 

where 

j = 1 ... ni  is the order number of the x-value in the group of estimated x-values at 
ageing time iτ and zg is the reciprocal of the ageing temperature; 

the ni values of xij  are reciprocal end-point temperature values to be used in the calculations 
of 6.4. 

6.4 Regression analysis (temperature on time) 

6.4.1 General 

Where the determination is part of the determination of RTI (see Clause 3) the results from 
some equations will be required as input data for both reference and candidate EIMs. 

Results from Equations (19), (20), (21), (23), (25), (26), (33) or (34) and (46) will be required. 
In addition, the value of the logarithm of the longest ageing time will be required to complete 
the input data. 

6.4.2 Group means and variances 

Calculate the mean and variance of the group of x-values, ijx , obtained at each ageing time iτ : 
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i ij i
j

x x n
=
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/  (17) 
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i ij i i i
j

s x n x n
=

 
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1
1

1  (18) 

 

6.4.3 General means and variances 

Calculate the total number of xij values, N, the weighted mean value of x, ( )ix , and the weighted 
mean value of y, ( )y : 
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k

i
i

N n
=

= ∑
1

 (19) 

 

 i ix n x N=∑ /  (20) 

 

 i iy n y N=∑ /  (21) 

 

Calculate the pooled variance within the data groups: 

 ( ) ( )
k

i i
i

s n s N k
=

= − −∑2 2
1 1

1
1 /  (22) 

 

Calculate the second central moment of the y values: 

 

k

i i
i

n y N y

y
N

µ =

 
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1
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(23) 

 

6.4.4 Regression 

In the expression for the regression line: 

 x a by= +  (24) 

 

Calculate the slope: 
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 
−  

 =
 

−  
 

∑

∑
1

2 2

1

 (25) 

 

the intercept on the y-axis 
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 a x b y= −  (26) 

 

and the square of the correlation coefficient: 

 

k

i i i
i

k k

i i i i
i i

n x y N x y

r

n x N x n y N y

=

= =

 
−  

 =
   

− −      
   

∑

∑ ∑

2

2 1

2 2 2 2

1 1

 (27) 

 

Calculate the variance of the deviations of the x-means from the regression line: 

 ( )
( )

k
i i i

i i
i

n x X
s X a b y

k
=

−
= = +

−∑
2

2
2

1

ˆ
ˆ,

2
 (28) 

 

or 
( )
( )

k

i i
i

r
s n x N x

k
=

−  
= −  −  

∑
2

2 2 2
2

1

1
2  (29) 

 

6.5 Statistical tests 

6.5.1 Variance equality test 

Calculate the value of Bartlett's χ2 function: 

 ( ) ( )
k

i i
i

N k s n s
c

χ
=

 
= − − − 

  
∑2 2 2

q 1 q 1
1

ln q log 1 log  (30) 

 

where 
( )

k

ii n N k
c

k
=

 
−  − − = +
−

∑
1

1 1
( 1) ( )

1
3 1

 
(31) 

 

q is the base of the logarithms used in this Equation (30). It does not have to be the same as 
that used in the calculations elsewhere in this clause. 

If q = 10, ln q = 2,303; if q = e, ln q = 1. 

Compare the value of χ2 with the tabulated value for f = (k-1) degrees of freedom (Table C.1). 
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If the value of χ2 is greater than the value tabulated for a significance level of 0,05, report the 
value of χ2 and the significance level tabulated for the highest value less than χ2. 

Alternatively, if both χ2 and its significance level are calculated by a computer program, report 
these. 

6.5.2 Linearity test (F-test) 

The variance of the deviations from the regression line 2
2s  is compared with the pooled variance 

within the k groups of measurements 2
1s  by the F-test at a significance level of 0,05. 

Calculate the ratio F s s= 2 2
2 1/  (32) 

 

and compare its value with the tabulated value 0 )  0,95, ,( 2  –  F F k N k= −  with fn = k – 2 and fd = 
N – k degrees of freedom (Table C.3). 

a)  If F ≤ F0 calculate the pooled variance estimate 

 ( ) ( )
( )

N k s k ss
N

− + −
=

−

2 2
2 1 22

2
 (33) 

 

b)  If F > F0, adjust s2
1 to ( ) ( )s s F F=2 2

1 1 0a
/  and calculate an adjusted value of s2 

 
( ) ( ) ( )

( )

N k s k s
s

N

− + −
=

−

2 2
1 22 a

a
2

2
 (34) 

 

6.5.3 Estimates of x and y and their confidence limits 

Obtain the tabulated value of Student's t with N-2 degrees of freedom at a confidence level of 
0,95, t0,95, N-2 (Table C.2). 

a) X-estimates 

Calculate the Y-value corresponding to the time, τ, at which the estimate is required: 
Calculate the estimated value of X corresponding to the given Y, and its upper 95 % 
confidence limit cX̂ : 

 x NX X t s X a bY t t −= + = − =c 0,95, 2ˆ ˆ ˆ; ;  (35) 

 

 
( )

( )x
Y yss

N yµ
 −

= + 
  

22
2

2
1  (36) 

 

Full document details: IEC 60216-6-2022

http://www.avadocuments.com/doc/iec-60216-6-2022
http://www.avadocuments.com/doc/iec-60216-6-2022


IEC 60216-6:2022 © IEC 2022 – 25 –  

where logY = τ  (37) 

 

Calculate the temperatures corresponding to the values of cˆ ˆandX X :  

 Θ
X

ϑ = − 0
1

 (38) 

 

For the confidence limit curve of the thermal endurance graph (see 6.6), cX̂  is calculated 
for several values of Y over the range of interest, and a smooth curve drawn through the 
points ( cX̂ ,Y) plotted on the graph. 

If F > F0 the value of s2 shall be replaced by 2
as   (Equation 34). 

b)  Y-estimates 

Calculate the value of Ŷ  and its lower 95 % confidence limit, corresponding to an end-point 
temperature fϑ  

 
( )

N
t sX xY y t t

b b −
−

= + − =r
c 0,95, 2

r r
ˆ , ,  (39) 

 

 ( ) ( )fX Θ Y X a bϑ= + = −0 ˆ1/ : /  (40) 

 

 
( )

t s
b b

N b yµ
= −

2 2

r
2

 (41) 

 

 
( )

( )
Y ybss

N b yµ

 − = +
 
 

22
2 r
r

2

ˆ
 (42) 

 

The time estimate and its lower 95 % confidence limit shall be calculated from the 
corresponding Y estimate and its lower confidence limit: 

 ĉˆ
cq , qYY= =τ τ  (43) 

 

where q is the base of the logarithms used in the calculations (see Note in 6.1.1). 
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6.6 Thermal endurance graph 

When the regression line has been established, it is drawn on the thermal endurance graph, 
i.e. a graph with y = log( τ ) as ordinate and ( )01/x Θ= ϑ+  as abscissa. Usually, x is plotted as 
increasing from right to left and the corresponding values of ϑ  in degrees Celsius (ºC) are 
marked on this axis (see Figure E.2). Special graph paper is obtainable for this purpose. 

Alternatively, a computer program executing this calculation should include a subroutine to plot 
the graph on the appropriate non-linear scale. 

The individual values xij and the mean values ix  obtained as in 6.4.2 are plotted on the graph 
at the corresponding values of yi: 

 logi iy = τ  (44) 

 

The thermal endurance graph may be completed by drawing the lower 95 % confidence curve 
(see 6.5.3). 

7 Calculation and requirements for results 

7.1 Calculation of thermal endurance characteristics 

Using the regression equation 

 ( ) /y x a b= −  (45) 

 

(the coefficients a and b being calculated according to 6.4.4), calculate the temperature in 
degrees Celsius (ºC) corresponding to a time to end-point of 20 kh, TI20. The numerical value 
of this temperature is the temperature index, TI. 

Calculate by the same method the numerical value of the temperature corresponding to a time 
to end-point of 10 kh, TI10. The halving interval HIC is: 

 10 20HIC TI TI= −  (46) 

 

Calculate by the method of 6.5.3 a), with Y = log 20 000, the lower 95 % confidence limit of TI: 
TC or TCa if the adjusted value 2

as  is used. 

Determine the value of (TI – TC)/HIC or (TI – TCa)/HIC. 

Plot the thermal endurance graph (see 6.6). 
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7.2 Reporting of results 

7.2.1 Summary of statistical tests and reporting 

In Annex B, if the condition in the column headed "Test" is not met, the action is as indicated in 
the final column. If the condition is met, the action is as indicated at the next step. The same 
sequence is indicated in the decision flow chart for thermal endurance calculations, (see 
Annex A). 

7.2.2 Report format 

If the value of (TI – TC)/HIC is ≤ 0,6, the test result shall be reported in the format 

 TI (HIC): xxx (xx,x) (47) 

 

in accordance with 6.8 of IEC 60216-1:2013. 

If 0,6 < (TI – TC)/HIC ≤1,6 and at the same time, F ≤ F0 (see 6.3.2), the value 

 TIa = TC + 0,6 HIC (48) 

 

together with HIC shall be reported as TI (HIC): xxx (xx,x). 

In all other cases the result shall be reported in the format 

 TIg = ….. , HICg = ….. (49) 

 

If a time different from 20 000 h has been used for deriving the TI, the relevant time expressed 
in kh shall be stated, followed by “kh”. The format of the TI is then: 

 TI xx kh (HIC): xxx (xx,x) (50) 

 

and correspondingly for TIa and TIg. 

8 Report 

The test report shall include: 

a) a description of the tested EIM including dimensions and any conditioning of the specimens; 
b) the property investigated, the chosen end-point, and, if it was required to be determined, 

the initial value of the property; 
c) the test method used for determination of the property (for example by reference to an IEC 

publication); 
d) any relevant information on the test procedure, for example ageing environment; 
e) the individual test times, the ageing temperatures and individual property values, with the 

graphs of variation of property with ageing temperature; 
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f) the thermal endurance graph; 
g) the temperature index and halving interval reported in the format defined in 7.2.2; 

h) the value of χ2 and P if required by 6.5.1. 

9 RTI determination 

The objectives of the determination are in alignment with IEC 60216-5 as follows: 

a) To exploit an assumed relationship between thermal endurance (with an appropriate test 
criterion for ageing) and service performance, and to use this to predict a value for initial 
assessment of service temperature of a EIM for which there is relatively little service 
experience (by comparison with a known reference EIM – see Clauses 11 and 12). 

In the majority of cases, this will involve extrapolation to a longer time or lower temperature 
than is present in the experimental data. This extrapolation should be kept to a minimum by 
appropriate choice of ageing temperatures and times (see Clause D.2 and Figure E.5), since 
the uncertainty in the result increases rapidly as the extrapolation is increased. However, 
even when there is no extrapolation, there is still a non-zero uncertainty, on account of the 
variances of the experimental data and other experimental errors. 

b) To improve the precision of a thermal endurance determination by reduction of systematic 
errors in the ageing process. If after ageing, the results for the reference EIM are found to 
be significantly different from earlier experience, this can indicate changes in material or 
equipment. This may be investigated and possibly corrected. In any case, the simultaneous 
ageing of reference and candidate will at least partially compensate for systematic changes. 
Statistical procedures for use in assessing the significance of changes are outlined in 
Annex F. 

10 Additional symbols 

These symbols are additional to those of  3.2 and used only in Clauses 12 to 13. 

Symbol Description Subclause 
A Subscript indicating reference EIM  
ATI Known thermal endurance characteristic of reference EIM 12.3 
B Subscript indicating candidate EIM  

( )B cHIC  Halving interval of candidate EIM at correlation time 13.1 

ND  Total number of values in combined data of candidate and reference 
EIMs 

12.4 

RTI Estimated thermal endurance characteristic of candidate EIM 
(temperature index at correlation time) 

12.3 

2
Ds  Variance of combined data of candidate and reference EIMs 12.4 

Ds  Standard error of RTI (square root of 2
Ds ) 12.4 

xA Reciprocal thermodynamic temperature of ATI 12.3 

xB Reciprocal thermodynamic temperature of RTI 12.3 
Xc(B)

 Confidence limit of xB 12.4 

Yc  Logarithm of correlation time 12.3 
τc  Correlation time (time corresponding to ATI of reference EIM) 12.3 

kτ  Longest ageing time 12.5 

RTIϑ  Value of RTI in degrees Celsius 12.3 
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c(B)ϑ  Confidence limit of RTI (upper or lower) 12.4 

lcϑ  Lower confidence limit of RTI 12.4 

R∆  Lower confidence interval of RTI 12.4 

 

11 Experimental procedures 

11.1 Selection of reference EIM 

The primary requirement for the reference EIM is that the value of ATI for the application under 
consideration is known. The ATI, if determined by a thermal endurance procedure, shall be 
supported by actual service experience. The basis of the ATI shall be reported. 

The expected ageing mechanisms and rates of both EIMs shall be similar and relevant to the 
application. 

11.2 Selection of diagnostic test for extent of ageing 

The diagnostic test shall be one considered relevant to the application for which the RTI is 
required. The same test and end-point shall be applied to both reference and candidate EIM. 

11.3 Ageing procedures 

The number and type of test specimens and the ageing times and temperatures for both EIMs 
shall be in accordance with Clause 5. If employing the recommendations of Annex D, the lowest 
ageing temperature should be the lower of the expected TI values for the two EIMs. 

At each ageing temperature, the oven load shall comprise appropriate numbers of specimens 
of both EIMs. The specimens shall be distributed in the oven so that there is likely to be no 
systematic difference between the conditions applied to the specimens of the two EIMs. 

12 Calculation procedures 

12.1 General principles 

The basis of the calculations is to calculate the thermal endurance characteristics of both EIMs 
(see 6.1.1 and 9 a)). 

From the thermal endurance data obtained for the reference EIM, the time is calculated at which 
the temperature index is equal to its known temperature characteristic (this is the time referred 
to as the "correlation time"). From the thermal endurance data obtained for the candidate EIM, 
the temperature index is calculated at the correlation time. This value is the desired RTI. 

The confidence intervals associated with this result are calculated by standard statistical 
procedures. 

12.2 Input data 

For both EIMs, reference and candidate, the following intermediate data values are required 
from the calculations of TI (see 6.4). 
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Table 1 – Intermediate data values 

Intermediate value Symbol Equation 

Slope of regression line relative to y-axis b (25) 

Intercept of regression line on x-axis a (26) 

Weighted mean of y-values y  (21) 

Central 2nd moment of y-values ( )yµ2  (23) 

Weighted mean of data x-values x  (20) 

Pooled total variance of data x-values s2  (33) or (34) 

Number of x-values N (19) 

Halving interval HIC (46) 

Longest ageing time kτ   

 

12.3 RTI 

Calculate the reciprocal thermodynamic temperature of ATI: 

 x
Θ

=
+A

0

1
(ATI )

 (51) 

 

Calculate the correlation time Yτc cand ,  its logarithm: 

 
( ) Yx a

Y
b

τ =
−

= cA A
c c

A
q  (52) 

 

where q is the base of logarithms used in the calculations (see Note in 6.1.1). 

Calculate the estimate of x at the correlation time for the candidate EIM: 

 B B c Bx a Y b= +  (53) 

 

The value of RTI is: 

 0
1
x

ϑ = −ΘRTI
B

 (54) 
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12.4 Confidence limits 

Calculate the estimate of x at the correlation time for the reference EIM: 

 A A c Ax a Y b= +  (55) 

 

NOTE Numerically, xA is equal to XA. However, the latter is a scalar (i.e. non-variable) quantity while the former is 
random and normally distributed. The variance of the estimate of RTI is determined by the variance of the difference 
of xA and xB.  

Calculate the variance of Ax : 

 
( )

( )y

Y y
s s

µ

  −
= +      

2
2 2 c
A

2 A

1  (56) 

 

Similarly, calculate the variance of Bx : 

 
( )

( )y

Y y
s s

µ

  −
= +      

2
2 2 c
B

2 B

1  (57) 

 

Calculate the value of the variance ratio, F: 

 
s sF s s F
s s

= > =
2 2

2 2B A
B A2 2

A B
if , otherwise  (58) 

 

If the value of F is less than the value in Table C.3 for n A 2f N= −  and 2Bd −= Nf  degrees 
of freedom, then the variances are not considered significantly different. In this case, merge the 
variances, using Equations (58) and (59), otherwise using Equations (60) and (61). 

Statistically equal variances: 

 ( ) ( )
( )

s N s N
s

N N N N
− + −  

= + + −  

2 2
2 A A B B
D

A B A B

2 2 1 1
4  (59) 

 

 ( )N NN = + −D A B 4  (60) 
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Statistically unequal variances: 

 s s
s NN

= +
2 2
A B2

D
A B

 (61) 

 

 

( )

( ) ( )
s

N
s s
N N

N N

=

+
− −

22
D

D 2 22 2
A B

A B

A B2 2

 
(62) 

 

If, in the second case, DN is not integral, round its value to the nearest integer. 

Calculate the confidence limits of BX : 

 ( )N
X X t s= ±

Dc(B) B D  (63) 

 

where ( )DNt  is the value of t in Table C.2 for DN degrees of freedom. 

The confidence limits of RTI are: 

 
N

Θ
X t s

ϑ = −
±

D
c(B) 0

B ( ) D

1  (64) 

 

Normally, the lower confidence limit of RTI, lcϑ  is required, corresponding to the upper 
confidence limit of BX . 

The lower confidence interval R∆  shall be calculated by Equation (64): 

 R lcϑ ϑ∆ = −RTI  (65) 

 

12.5 Extrapolation 

Calculate the extrapolation as the ratio c
k

τ
τ . 
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13 Results and report 

13.1 Results of statistical and numerical tests 

The following criteria apply. 

a) Linearity of thermal endurance relationship (see 6.3.2 and 6.3.3 of IEC 60216-3:2021). Both 
reference and candidate EIM data shall satisfy the requirements. 

b) Extrapolation to the correlation time (see 12.5). The extrapolation, expressed as the ratio of 
correlation time to greatest ageing time, shall be less than 4. 

c) Lower confidence interval of RTI (see 12.4). The value of 
R∆  shall be less than the halving 

interval ( B(c)HIC ) of the candidate EIM at a time equal to the correlation time (see 7.1 of 
IEC 60216-3:2021). 

 ( ) ( ) ( )BB c
c B c B

1 1HIC
ln( / 2) ln

b
a a

 
= − − − τ τ

 (66) 

 

13.2 Result 

The result shall be determined from the calculations of 12.4 and 12.5 and expressed as follows: 

a) If all three test criteria (see 13.1) are satisfied, the result shall be the value of RTI. The 
result shall be reported in the format  
"RTI according to IEC 60216-6 = xxx" 

b) If one of the test criteria is not satisfied, the result shall be the lower 95 % confidence limit 
of RTI. The result shall be reported in the format  
"RTI lower 95 % confidence limit = xxx" 

c) If two or more of the criteria are not satisfied, a result in accordance with the requirements 
of IEC 60216-6 cannot be reported. The result may be reported in the format  
"RTI = xxx. (Result not validated by the statistical analysis)" 

13.3 Report 

The report shall comprise the following: 

a) the result; 
b) the identification of the reference EIM, its ATI and the basis of the ATI; 
c) the diagnostic test employed and the end-point; 
d) the thermal endurance reports according to IEC 60216-1 for the reference and candidate 

EIMs; 
e) for a result in category 13.2 c) above, the details of the failure of statistical validation. 
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