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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SOUND SYSTEM EQUIPMENT -

Part 7: Headphones and earphones

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and in
addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses
arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

This consolidated version of the official IEC Standard and its amendment has been
prepared for user convenience.

IEC 60268-7 edition 3.1 contains the third edition (2010-01) [documents 100/1621/FDIS
and 100/1641/RVD] and its corrigendum (2012-11), and its amendment 1 (2020-09)
[documents 100/3316/CDV and 100/1641/RVD].

In this Redline version, a vertical line in the margin shows where the technical content is
modified by amendment 1. Additions are in green text, deletions are in strikethrough red
text. A separate Final version with all changes accepted is available in this publication.
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International Standard IEC 60268-7 has been prepared by IEC technical committee TC 100:
Audio, video and multimedia systems and equipment.

This third edition constitutes a technical revision. This edition contains the following changes:

e clause/subclause renumbering in accordance with ISO/IEC Directives, Part 2;
e addition of a measurement system using HATS;

e addition of details on pinna simulators for high measurement reproducibility, see Annex A.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of IEC 60268 series, published under the general title Sound system
equipment, can be found on the IEC website.

The committee has decided that the contents of the base publication and its amendment will
remain unchanged until the stability date indicated on the I|EC web site under
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION to Amendment 1

This Amendment 1 contains the following significant technical changes with respect to
IEC 60268-7:2010:

e evaluation of free-field compensated frequency response has been added,;

e evaluation of diffuse-field compensated frequency response has been added;

e the Bibliography has been updated;

e some normative references have been updated;

e the term "HATS" and its definition has been added.
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SOUND SYSTEM EQUIPMENT -

Part 7: Headphones and earphones

1 Scope

This part of IEC 60268, is applicable to headphones, headsets, earphones and earsets,
intended to be used on, orin, the human ear. It also applies to equipment, such as pre-amplifiers,
passive networks and power supplies which form an integral part of the headphone system.

It does not deal with:

a) safety, for which reference should be made to—tEC 60065 |EC 62368-1 or another
appropriate standard;

b) the characteristics of microphones of headsets, for which reference should be made to
IEC 60268-4;

c) earphones and other devices for hearing aids, for which reference should be made to
IEC 60118-0;

d) headphones for audiometry;

e) headphones and other devices which form part of an active ear-defender system, although
some of its provisions may be applicable.

This standard specifies the characteristics which should be included by the manufacturer in
specifications, and relevant methods of measurement. It includes a classification of the different
types of earphone, mainly characterized by the way in which the transducer is coupled
acoustically to the ear, and a classification code which may also be used for marking.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

IEC 60038, [EC standard voltages

IEC 60050(801):1994, International Electrotechnical Vocabulary — Chapter 801: Acoustics and
electroacoustics

IEC 60068-1, Environmental testing — Part 1. General and guidance
IEC 60086-1, Primary batteries — Part 1: General

IEC Guide 106, Guide for specifying environmental conditions for equipment performance
rating

IEC 60263, Scales and sizes for plotting frequency characteristics and polar diagrams
IEC 60268-1, Sound system equipment — Part 1: General

IEC 60268-2, Sound system equipment — Part 2: Explanation of general terms and calculation

thod
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IEC 60268-11, Sound system equipment — Part 11: Application of connectors for the
interconnection of sound system components

IEC 60268-12, Sound system equipment — Part 12: Application of connectors for broadcast
and similar use

IEC 60711, Occluded-ear simulator for the measurement of earphones coupled to the ear by
ear inserts

IEC TR 60959, Provisional head and torso simulator for acoustic measurements on air
conduction hearing aids?2

IEC TS 60318-7, Electroacoustics — Simulators of human head and ear — Part 7: Head and torso
simulator for the measurement of air-conduction hearing aids

IEC 61672-1, Electroacoustics — Sound level meters — Part 1: Specifications

ISO 3741, Acoustics — Determination of sound power levels of noise sources using sound
pressure — Precision methods for reverberation rooms

ISO 4869-1, Acoustics — Hearing protectors — Part 1: Subjective method for the measurement
of sound attenuation

ISO 4869-3, Acoustics — Hearing protectors — Part 3: Measurement of insertion loss of
ear-muff type protectors using an acoustic test fixture

ISO 7619-1, Rubber, vulcanized and thermoplastic — Determination of indentation hardness —
Part 1: Durometer method (Shore hardness)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply, see also
IEC 60050-801 (IEV).

NOTE Any device defined in 3.1 to 3.15 and their connector(s) for electrical input should be regarded as part of the
transducer.

3.1

earphone

electroacoustic transducer by which acoustic oscillations are obtained from electric signals and
intended to be closely coupled acoustically to the ear

[IEV 801-27-18]

3.2

headphone

assembly of one or two earphones on a headband or chinband, the use of which may be optional
(e.g. with intra-concha earphones)

3.3
headset
headphones equipped with a microphone

1 This publication will be replaced by future IEC 60318-4 (to be published).

2 This publication is planned to be replaced by future IEC 60318-7 (under consideration). Documents
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3.4

earset
earphones equipped with a microphone

NOTE This definition is included because the term appears in the catalogue of IEC publications.

3.5

insert earphone

small earphone that is attached directly to a connecting element, for example an earmould,
inserted into the ear canal

[IEV 801-27-22, modified]

3.6

intra-concha earphone

small earphone that fits in the concha cavity, with its acoustic exit close to the entrance of the
ear canal

3.7
supra-aural earphone
earphone applied externally to the outer ear and intended to rest on the pinna

[IEV 801-27-23, modified]

3.8
supra-concha earphone
earphone intended to rest on the ridges of the concha cavity

3.9
circumaural earphone
earphone having a cavity large enough to cover the region of the head including the ear

[IEV 801-27-24]

3.10
ear shell
circumaural type of earphone hanging on the ear

3.1

stethoscopic headphone

insert headphone by which the earphone(s) is/are coupled to the ears by means of a pair of
rigid tubes, so that the assembly resembles a stethoscope

3.12

acoustically open earphone

earphone which intentionally provides an acoustic path between the external environment and
the ear canal

3.13

acoustically closed earphone

earphone which is intended to prevent acoustic coupling between the external environment
and the ear canal

3.14

closed-back earphone

earphone which does not emit significant sound radiation from the back of the transducer to
the external environment
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3.15

open-back earphone

earphone which emits significant sound radiation from the back of the transducer to the external
environment

3.16

simulated programme signal

signal whose mean power spectral density closely resembles the average of the mean power
spectral densities of a wide range of programme material, in accordance with IEC 60268-1.

NOTE This signal is called as “wide band signal” in a few standards.

3.17

head and torso simulator

HATS

simulator of a median adult human head and part of the torso extending in total from the top of
the head to the waist and designed to simulate the sound pick-up characteristics and acoustic
diffraction

Note 1 to entry: The head simulator includes two pinna simulators, and at least one occluded-ear simulator.

[SOURCE: IEC TS 60318-7:2017, 3.1, modified — The preferred term "manikin" has been
omitted.]

4 Classification, designation and coding

The following designations and classification codes shall be used:
60268-7 - IEC - XXXX - NNRN - N

where

60268-7-1EC is the standard form of prefix.

e X (first letter) gives the principle of the transducer:
D - electrodynamic (moving coil);
E - electret (self-polarizing);
F - piezo-electric (polymer);
M - electromagnetic (moving armature or diaphragm);
P - piezo-electric (ceramic);
S - electrostatic (externally polarized).
e X (second letter) gives the type of earphone:
C - circumaural;
E - intra-concha;
H - earshell;
| -insert;
M - supra-concha;
S - supra-aural;
T - stethoscopic.

An illustration of the types, except “H”, is given in Figure 1.
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e X (third letter) gives the intended nature of the acoustic coupling to the ear canal:
L - acoustically open (controlled leakage);
S - acoustically closed (minimum leakage).

e X (fourth letter) gives the intended nature of the radiation to the external environment:
C - closed-back (see 3.14);
O - open-back (see 3.15).

An illustration of the four possibilities defined in 3.12 to 3.15, and indicated by the third and
fourth classification letters, is given in Figure 2:

e NNRN (first number) gives the impedance in ohms in "mantissa and exponent" form. (For
example, 8 Q as "08R0", 32 Q as "32R0" and 600 Q as "06R2");

e N (second number) gives the number of channels.

The code, compiled in accordance with the above rules, may be used for marking.

Documents

Document Sharing Hub

Full document details: IEC 60268-7-2020


http://avadocuments2026.com/doc/iec-60268-7-2020
http://avadocuments2026.com/doc/iec-60268-7-2020

gnH Bulieys uawnaog

020¢-/£-89209 O3l -s|iedp uswnodop |ind

d010310dd ONISNOH

d010310dd ONISNOH

d0103104d ONISNOH

Jayeadspno| jeg

(ebexes| pajj0su09)
auoydiea uado Ajjeansnooy

(ebexes| wnwiuiw)
auoydies paso|d A||eonsnody

auoydiea jo adA )

9oueujuad jeued so/pue euuid ayj yum sdiysuoijejas jeijeds 118y} pue
sauoydiea jo sadA} Buimoys suol}29s |ejuoziioy sjewwesbeiq — | ainbi4
‘leued Jea ay} 0} 0143U82U09 JO sBuisnoy ayj Jo 211ud8d ay} Ul pauollisod AjluESS928U JOU 8le SOIJBWAYIS aY] Ul UMOYS sJaonpsued; 8yl 3J1ON
eo/isre O3 d30NASNVHL  9NISNOH H3IONASNYHL 9NiISNOH
|lesysoy lesysoy
Juouy Juouy
oeq ¥oeq eyouoo-eidng
|lesioq |esiog
avdyv3 avdydv3a
d0103104d d0103104d
ONISNOH ONISNOH
d30NASNVHL d30NASNVHL
|eljsoy |lelsjsoy
| 4 4
H juoy juoy |edne-eidng
| v_okmn v_okmn
|esioq |esioQq
> avdydv3 avdydv3
0
o HIONASNVYHL d3IONASNVYYHL H3IONASNVYYHL
m avdydv3a avdyv3
m |essoy |leljsoy |leljsoy
=
5 A 4 4
s juoly Juouy Juouy
< |eanewnali)
F 3oeq 3oeq 3oeq
= k F '
m lesioQ |lesioq |lesioq
o
[ee]
©
AN
o
©
O
w

© IEC 2020


http://avadocuments2026.com/doc/iec-60268-7-2020
http://avadocuments2026.com/doc/iec-60268-7-2020

gnH Bulieys uawnaog

Sjusa2und0g

(penunjuog) | ainbi4

020¢-/£-89209 O3l -s|iedp uswnodop |ind

60/¢8vc O3l

© IEC 2020

-abexes| pa|jouod

ysiidwoooe o0} pedies

Jesjew snotod smoys
9J0410 |lews Ag papods ﬂ

-abeyea| wnwiuiw

ysiidwoooe 0} pediea
pasoo Ajleonsnooe
smoys Buiyoiey ssoi) a
Aoy

ONISNOH
d3ONASNVHL
¥010310dd

39NLANNOS
3031d4dv3

ONISNOH
¥IONASNVHL
¥0103104d

39NLANNOS
303Idydv3

Joj auoydies jo adAy
oldoosoyjays ‘ejdwexa

J80Npsuel) usam}aq
80N} puNos Yum Jasu|

(pre Buueay

J0j}) @daidies pue

IEC 60268-7:2010+AMD1:2020 CSV

—14 -

|eJisoy / ¥3IONASNVHL |esisoy YIONASNVHL
A ONISNOH A ONISNOH
juouy juol) Jasu|
3oeq 3oeq
k ¥OL103L0¥d k ¥0103104d
[esiod avduva [esioqd avdyva
[e}soy ¥IONASNYHL [e3s0Y Y3IONASNVHL
4 ONISNOH 4 ONISNOH
juouy juouy
yoeq yoeq BUOUOD-BAU|
F H0103104d F ¥010310¥8d
|esioQg |esiog

avdav3

(ebexes)| pa||0Jju02)
auoydiea uado Ajjeonsnooy

(ebexes| wnwiuiw)
auoydiea paso|o Ajjeonsnody

auoydies Jo adA]



http://avadocuments2026.com/doc/iec-60268-7-2020
http://avadocuments2026.com/doc/iec-60268-7-2020

IEC 60268-7:2010+AMD1:2020 CSV - 15—

© IEC 2020
Type of earphone Closed-back Open-back
(does not emit significant (emits significant sound
sound radiation from the radiation from the back of
back of the transducer to the transducer to the
the external environment) external environment)
HOUSING PROTECTOR HOUSING PROTECTOR
Acoustically closed Dorsal SRR Dorsal
(intended to prevent T 55
acoustic coupling - /
between the external back «ﬁ back
environment and front B front
the ear canal) - ¢
Rostral Rostral
TRANSDUCER
HOUSING HOUSING
. Dorsal Dorsal
Acoustically open
(intentionally provides -
an acoustic path back back
between the external -
) front front
environment and -
the ear canal)
Rostral Rostral
TRANSDUCER EARPAD TRANSDUCER EARPAD
PROTECTOR PROTECTOR
IEC 2483/09

NOTE 1 Arrows show sound flow or sound leakage.

NOTE 2 The transducers shown in the schematics are not necessary positioned in the centre of the housings or
concentric to the ear canal.

Figure 2 — Diagrams showing the four possible construction:
acoustically open or closed, and closed- or open-back

5 Marking of terminals, controls and polarity

Requirements for marking terminals and controls are given in IEC 60268-1, and for polarity in
IEC 60268-2. In addition, headphones which are intended to be worn with a particular earphone
on each ear shall be marked to indicate the "left" and "right" earphones. If a colour marking is
used, the "right" earphone shall be indicated by a red marking. For the sake of visually-impaired
persons, it is recommended to indicate the left earphone by a projection of at least 1,5 mm
diameter and 0,3 to 0,5 mm height.

6 User instructions

The user instructions shall include information on:

e connector contact assignments (see IEC 60268-11);
e controls and switches (if any);

e microphone (if any); D t
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e diagram of the interconnections of the earphones (if more than one);
e classification code (see Clause 4);

e description of the type of headphone.
Information shall also be provided on the safe use of the headphone, using wording similar to:

“To prevent possible hearing damage, do not listen at high volume levels for long periods, do
not use the headphones while driving or cycling, or in any situation where you should be able
to hear other sounds. As a guide to setting the volume level, check that you can still hear
your own voice, when speaking normally while listening with the headphones."

If the headphone is supplied with auxiliary equipment, information shall also be provided on:

e pre-amplifiers and/or passive networks;
e receivers (for cordless systems);
e power supplies;

e other parts, such as magnetic pick-up devices.
7 Conditions for specifications and measurements

71 Rated conditions

For an explanation of the meaning of "rated conditions" and "rated value of a characteristic",
reference shall be made to IEC 60268-2.

The rated conditions for a headphone are:

e rated impedance;

e rated source e.m.f. (or power, see 8.4);

e rated noise e.m.f. (or power, see 8.4);

e rated source impedance (see Note);

e rated frequency range;

e rated long-term maximum input voltage (or power);

e rated maximum permanent noise source e.m.f. (or power);

e rated power supply voltage (if any);

e rated climatic conditions (temperature, humidity, air pressure);
e rated damage limited source e.m.f;

e rated application force.

These values are taken from the manufacturer's specification, and are not subject to
measurement; they constitute the basis for measuring the other characteristics.

For climatic conditions, reference is made to IEC 60268-1, and further information is given in
IEC 60068-1 and IEC Guide 106.

NOTE The performance of most types of headphones depends very little on the source impedance. However, in
order to allow headphones of widely different impedances to be reasonably well-matched, in terms of the sound
pressure level produced, to a single headphone output on other equipment, IEC 61938 at present specifies a source
impedance of 120 Q, intermediate between the lowest and highest likely impedances of available headphones. It is
thus important for the manufacturer to specify the rated source impedance, particularly if, for some reason, it is not
120 Q.
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7.2 Standard conditions for measurement

A headphone is working under standard conditions for measurement when all of the following
conditions are fulfilled.

a) At least one earphone is applied to the appropriate coupler or ear simulator, with the rated
application force.

b) A sinusoidal voltage at the standard measuring frequency is applied, in series with the rated
source impedance. The voltage shall be such that a sound pressure level of 94 dB (reference
20 uPa) is generated in the coupler or ear simulator. Unless otherwise stated, the standard
measuring frequency shall be 500 Hz. The input signal shall be applied at the point where the
signal from an amplifier or other equipment is applied when the headphone is in use. This point
may be the input of a piece of auxiliary equipment, such as a preamplifier.

As an alternative, the manufacturer may specify this condition as being a signal voltage
which dissipates a power of 1 mW in a pure resistance equal to the rated impedance of the
earphone being measured.

NOTE Electrostatic, piezo-electric, electret condenser and cordless headphones are within the scope of this
standard. The signal may be sent to the headphone by infra-red, radio, light or magnetic induction (either directly
to the transducers or to a magnetic pick-up device and amplifier). These types of headphone are more easily dealt

with by specifying the sound pressure level to be generated (the input signal being applied to the transmitter unit),
rather than by specifying the power in the rated impedance.

c) Unless otherwise specified by the manufacturer, volume controls are set at minimum
attenuation. For headphones supplied with a preamplifier, and for cordless headphones, the
manufacturer shall specify a reference position of the gain control for use in measurements.
Other controls shall be set at the designated "normal" positions, or at stated positions,
preferably those giving the greatest range of frequency response. Balance controls shall be
set for equal voltages at the terminals of the channels. Crosstalk controls shall be set for
minimum crosstalk.

d) If the headphone requires a power supply, the rated supply voltage and frequency are
applied.

7.3 Couplers and ear simulators

The manufacturer should use the coupler or ear simulator which is specified in the international
standard for the measurement of the headphone or earphone, for which results are to be
published. The manufacturer shall state the type of the used coupler or ear simulator in the
results.

NOTE Examples of the international standards specifying the couplers and ear simulators are IEC 60318-1,
IEC 60318-2, IEC 60318-3, IEC 60318-5, IEC 60711, ITU-T Recommendation P.57, 4.3 and the ear part of HATS
(Head and torso simulator) in IEC 60959.

For the measurement using the ear part of HATS (Head and Torso Simulator), the manufacturer
should use the model specified in IEC 60959 or equivalent, see ITU Recommendation P.58.
Hardness of the rubber pinna used shall be stated in the results, see ISO 7619-1 (2004).

Information for the pinna simulator suitable for measurements of headphones is given in
Annex A.

If the coupler or ear simulator except specified in the international standards was used, the
manufacturer shall state its physical parameters, shape, dimension, volume of the cavity, etc., to
maintain repeatability of measurement.

7.4 Measurement conditions for simulated programme signal

The conditions specified in 7.2 are applied except that the simulated programme signal specified
in IEC 60268-1 shall be applied. The following filters can be used to process the output signal of
the ear simulator:
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e a weighting filter specified in IEC 61672-1;

o free field compensating filter, that is the filter with inverse response of the free field response
of the manikin specified in [IEC 60959.

Measurement diagram by the simulated program signal is illustrated in Figure 3.

Headphones or earphone to be measured

Pinna simulator Ear canal extention

HATS (IEC 60959)

Analyzer

Signal Free field compensating
gengrator filter, if necessary /N
amplifier
SPS l _— —_————
[ I [ I
Simulated || r
program signal v _—— e — — —_—
(IEC 60268-1)
. A weighting filter,
Ear simulator if necessary

(IEC 60711)

IEC 2484/09

NOTE The output signal correction can be done numerically without use of any filtering devices. Power summation
of the 1/3-octave-analized data multiplied by filtering coefficients given by IEC 61672-1 and/or IEC 60969 gives the
corrected voltage.

Figure 3 — lllustrated measurement diagram by simulated programme signal

7.5 Loudness comparison conditions
7.5.1 General

The response of a headphone to a given electrical signal may be determined by subjective
comparison of the loudness of the sound from the headphone with that of a reference sound field
derived from the same electrical signal. Headphones provided with earphones for both ears shall
be operated with uncorrelated signals, having the same spectrum and amplitude, applied to both
earphones simultaneously.

7.5.2 Free-field comparison conditions

A headphone is working under free-field comparison conditions when both of the following
conditions are fulfilled:

a) the headphone is worn by a test person in accordance with the manufacturer's instructions or
in the usual way for that type. It is necessary to fit the headphone in accordance with the
manufacturer's instructions, so that the earphones are correctly positioned, and the
application force is close to the rated value;

b) the reference sound field simulates a progressive plane wave. The acoustic signal shall have
a specified bandwidth and sound pressure level at a stated reference point, in the absence of
the test person.

Practical details of free-field comparison conditions are given in Annex C.
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7.5.3 Diffuse-field comparison conditions

A headphone is working under diffuse-field comparison conditions when both of the following
conditions are fulfilled:

a) the headphone is worn by a test person in accordance with the manufacturer's instructions or
in the usual way for that type. It is necessary to fit the headphone in accordance with the
manufacturer's instructions, so that the earphones are correctly positioned, and the
application force is close to the rated value;

b) the reference sound field simulates a diffuse sound field, as described in ISO 3741. The
acoustic signal shall have a specified bandwidth and sound pressure level at a stated
reference point, in the absence of the test person.

Practical details of diffuse-field comparison conditions are given in Annex D. The use of a
reverberant chamber for the generation of the diffuse field is suitable for ear canal probe
measurements, but less suitable for subjective loudness level comparison, because of the long
reverberation time.

7.6 Ear canal sound pressure level measurement conditions

A headphone is working under ear canal sound pressure level measurement conditions when
the conditions for free-field comparison (7.5.2) or diffuse-field comparison (7.5.3) are fulfilled, in
addition to the following condition. A very small microphone, in accordance with the
requirements in Annex B, is positioned inside the ear canal of the test person, with its sound
entrance at least 4 mm from the entrance of the canal. Practical details of these conditions are
given in Annex E.

8 Characteristics to be specified and their methods of measurement

8.1 Power supply
If the headphone requires a power supply, the manufacturer shall specify:

e the type of power supply (a.c. or d.c.);

e the rated supply voltage and frequency, or their ranges (see IEC 60038) and/or type of
battery (see IEC 60086-1). These are rated conditions (see 7.1);

e the maximum power drawn from the power supply.

Headphones, which require or tolerate a small direct current in addition to the signal, are not
regarded as requiring a power supply. However, details of the required or maximum permissible
direct current shall be given.

8.2 Electrical impedance
8.2.1 Rated impedance

NOTE This is a rated condition, see 7.1.
Characteristics to be specified:

a) the value of a pure resistance which is specified by the manufacturer for matching purposes;

b) the rated impedance shall be chosen so that the lowest value of the modulus of the actual
impedance within the rated frequency range is not less than 80 % of the rated value. If the
impedance at any frequency between 0 kHz and 20 kHz is less than this value, this should be
stated in the specification.
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8.2.2 Impedancel/frequency characteristic
8.2.2.1 Characteristic to be specified

The characteristic to be specified is a representation of the modulus of the impedance as a
function of frequency.

8.2.2.2 Method of measurement
The method of measurement is detailed below.

a) The headphone is brought under standard conditions for measurement.

b) The signal is changed to a sinusoidal voltage or current of variable frequency, whose
amplitude is constant, and sufficiently small to ensure that the headphone operates in a
linear region.

c) The modulus of the impedance shall be measured, at least over the frequency range 20 Hz
to 20 kHz.

d) The results shall be presented graphically as a function of frequency. The value of signal
voltage or current shall be stated.

8.2.3 Rated source impedance
NOTE 1 This is a rated condition.

The characteristic to be specified is the source impedance, specified by the manufacturer, with
which the headphone is intended to operate.

NOTE 2 See Note to 7.1.

8.3 Input voltage

8.3.1 Rated source e.m.f.

NOTE 1 This is a rated condition.

Characteristics to be specified.

The maximum r.m.s. voltage (on peaks of programme signal), specified by the manufacturer,
which should be applied to the headphone through the rated source impedance, during the
reproduction of normal programme signals.

NOTE 2 For headphones intended to comply with the matching requirements at present in IEC 61938, the rated
source e.m.f. should be 5 V. See also Clause 6 and the Note to 7.1.

NOTE 3 Attention is drawn to the need for discouraging the use of headphones at sound pressures that might cause

damage to hearing. The rated input voltage should, preferably, not exceed the characteristic voltage (see 8.3.3) by
more than 10 dB to 15 dB. See also Note 2 to 8.3.4.2.

8.3.2 Limiting values of input voltage
8.3.2.1 Characteristics to be specified

The characteristics to be specified are as follows:

a) the rated long-term maximum source e.m.f. (a rated condition) is the maximum voltage,
applied through the rated source impedance, which the headphone can tolerate without
permanent damage, when the signal is a noise signal simulating normal programme material
(see IEC 60268-1), with additional clipping, and is applied for 10 periods of 60 s, separated
by periods of zero signal of 120 s duration;
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b) the rated maximum permanent noise source e.m.f. (a rated condition) is the maximum
voltage, applied through the rated source impedance, which the headphone can tolerate
without permanent damage, when the signal is a noise signal simulating normal programme

material (see IEC 60268-1), with additional clipping, and is applied for a continuous period of
100 h.

8.3.2.2 Method of measurement

NOTE 1 Since these are rated conditions, they are not, strictly, subject to measurement, except by the manufacturer.
The following method is standardized to encourage all manufacturers to use the same method, and it may be used by
test houses for verification of manufacturers' specifications.

The method of measurement is detailed below.
a) The following equipment is required:

— a source of the weighted noise signal, which can be switched on and off for specified
short periods of time;

— aclipping network;

— a power amplifier;

— any auxiliary equipment which is normally connected between the amplifier and the
headphone;

— a resistor equal to the rated source impedance, if not included in the amplifier or the
auxiliary equipment;

— the headphone under test, which should be allowed to radiate freely in an unobstructed
space.

b) The clipped noise signal at the output of the amplifier shall have a frequency distribution as
specified in IEC 60268-1, and a peak-to-r.m.s ratio between 1,8 and 2,2. The amplifier shall
be capable of supplying an output voltage of at least twice the rated value of the long-term
maximum source e.m.f., without clipping, and with a total harmonic distortion of less than
10 %.

c) To verify the rated long-term maximum source e.m.f., that e.m.f. shall be applied to the
headphone through the rated source impedance, under stated climatic conditions, for 10
periods of 60 s, separated by periods of zero signal of 120 s duration. The headphone shall
then be stored under similar climatic conditions for at least 4 h.

d) To verify the rated noise e.m.f., that e.m.f. shall be applied to the headphone through the
rated source impedance, under static climatic conditions, for a continuous period of 100 h.
The headphone shall then be stored under similar climatic conditions for at least 24 h.

e) The rated value of long-term maximum source e.m.f. or rated noise voltage has been verified
if, after the storage period, there is no significant change in any of the characteristics of the
headphone, so that it no longer complies with its specification.

NOTE 2 It may be inadvisable to use the same sample headphone to verify both characteristics, since the
application of both tests could be considered too severe.

8.3.3 Characteristic voltage
8.3.3.1 Characteristic to be specified

The sinusoidal source e.m.f. at 500 Hz which, when applied to the headphone through the rated
source impedance, produces a sound pressure level in the coupler or ear simulator of 94 dB
(reference 20 pPa).

NOTE The frequency of 500 Hz is chosen to avoid the effects of diaphragm resonance, leakage and standing waves
that may occur in the coupler or ear simulator at other frequencies.

8.3.3.2 Method of measurement

The method of measurement is detailed below.
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a) The headphone is brought under standard conditions for measurement.

b) The sinusoidal source e.m.f. at 500 Hz, applied through the rated source impedance, is then
adjusted until a sound pressure level of 94 dB (ref. 20 uPa) is obtained in the coupler or ear
simulator.

c) The source e.m.f. is then noted, and stated as the result.
8.3.4 Simulated programme signal characteristic voltage
8.3.4.1 Characteristic to be specified

The source e.m.f. of the simulated programme signal which, when applied to the headphone
through the rated source impedance, produces a sound pressure level in the coupler or ear
simulator of 94 dB (ref. 20 puPa), see IEC 60268-1.

8.3.4.2 Method of measurement
The method of measurement is detailed below.
a) The headphone is brought under measurement conditions for the simulated programme

signal given in 7.4.

b) The source e.m.f. of the simulated programme signal specified in IEC 60268-1, applied
through the rated source impedance, is then adjusted until a sound pressure level of 94 dB
(ref. 20 puPa) is obtained in the coupler or ear simulator.

c) The source e.m.f. is then noted, and stated as the result.
NOTE 1 |IEC 60268-1 specifies the spectrum, filtering circuit and crest factor of the simulated programme signal.

NOTE 2 The measurement should be repeated satisfactorily and then the results should be averaged, because
meter indication of the random noise signal level is unstable. If automatically averaging equipment is not used,
averaging of 5 to 10 measurements in every 1 s to 5 s by using the meter with S time weighting characteristics
specified in IEC 61672 is suitable.

NOTE 3 Use of the the pinna simulator specified in Annex A is recommended for improvement of accuracy at the
measurement of intra-concha and insert earphones.

8.3.5 Simulated programme signal characteristic voltage corrected by A-weighting
characteristics and free-field response compensation

8.3.5.1 Characteristic to be specified

The source e.m.f. of the simulated programme signal which, when applied to the headphone
through the rated source impedance, produces a sound pressure level in the coupler or ear
simulator of 94 dB (ref 20 uPa), corrected by A-weighting characteristics and free-field response
compensation.

8.3.5.2 Method of measurement
The method of measurement is detailed below.
a) The headphone is brought under measurement conditions for the simulated programme

signal given in 7.4.

b) The ear simulator of IEC 60711 with the pinna simulator through the ear canal extension
specified in Annex A shall be used.

c) The output signal of the ear simulator is processed by an A weighting filter specified in
IEC 61672-1 and free field compensating filter, i.e. the filter with inverse response of the free
field response of the manikin for 0° azimuth angle and ear canal sound pressure ratio of
HATS specified in IEC 60959.

d) The source e.m.f. of the simulated programme signal specified in IEC 60268-1, applied
through the rated source impedance, is then adjusted until a sound pressure level of 94 dB
(reference 20 pPa) is obtained in the coupler or ear simulator. Documents
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e) The measured source e.m.f. is then noted.

f) The headphone is removed from HATS completely, then applied again for the measurement
stated in d), and the source e.m.f. is noted.

g) The average value of source e.m.f. of 3 to 5 measurements is calculated, and stated as the
result.

NOTE 1 For the simulated programme signal, see Note 1 of 8.3.4.2.

NOTE 2 For use of automatically averaging equipment, see Note 2 of 8.3.4.2.

8.3.6 Protective devices
8.3.6.1 Characteristics to be specified
The characteristics to be specified are as follows:

a) the protection voltage, which is the sinusoidal source e.m.f., applied through the rated
source impedance, at which a device operates to protect the headphone from damage or the
user from excessive sound pressure level. (see also Clause 6);

NOTE 1 If this voltage depends on frequency, the dependence should be presented graphically.

NOTE 2 The limitation of excessive sound pressure level ("acoustic shock") in public telephone systems occurs
at a sound pressure level of 126 dB (reference 20 uPa) in some countries.

b) the effect (if any) of the operation of the device on the sound pressure produced by the
headphone;

c) the effect (if any) of the operation of the device on the impedance of the headphone;

d) the damage limited source e.m.f., which is the maximum source e.m.f. that the protective
device can tolerate without damage. This is a rated condition.

8.3.6.2 Method of measurement

The method of measurement is detailed below.

a) The headphone is brought under standard measuring conditions, and the signal is changed
to a sinusoidal signal of variable voltage and frequency.

b) The source e.m.f., at the standard reference frequency, is increased until operation of the
protective device causes a change of at least 1 dB in the sensitivity of the headphone. This
voltage is noted, and measurements are then made of the impedance and sound pressure
level at voltages 1 dB lower and 1 dB higher than the noted voltage.

NOTE Atthe 1 dB higher level, the impedance may be very high or very low, and the sound pressure may be very
low.

c) The measurements are then repeated, if necessary, at other frequencies.

d) The source e.m.f. is then increased to the rated value of damage limited source e.m.f. and
any damage which results in a deviation from the specification is noted.

e) The measurements are then repeated, if necessary, at other frequencies. It may be
necessary to repair damage or test other samples.

f) The results of the tests may be tabulated or expressed graphically.
8.4 Input power

For headphones in which the signal from the source equipment is directly applied to the
earphone(s), there is a characteristic expressed in terms of power corresponding to each of the
characteristics given in 8.3:

e rated input power;

e rated long-term maximum input power;

e rated noise power;
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e characteristic power;
e simulated programme signal characteristic power;

e simulated programme signal characteristic power corrected by A-weighting characteristics
and free-field response compensation;

e characteristics a) and d) relating to protective devices (see 8.3.6.1).

Specifications in terms of power can be derived from the corresponding voltages (8.3) and the
rated impedance.

8.5 Sound pressure (level)
8.5.1 General

Subclause 8.5 provides a specification on sound pressure (level) of headphones and
earphones.

NOTE To avoid continuous repetition of "sound pressure and/or sound pressure level", the abbreviation "sound
pressure (level)" is used.

8.5.2 Characteristics to be specified
The characteristics to be specified are as follows:

a) the maximum sound pressure (level), which is the sound pressure (level), produced in the
coupler or ear simulator when the headphone is supplied with a sinusoidal voltage of the
rated source e.m.f. at 500 Hz, in series with the rated source impedance;

b) the working sound pressure (level), which is the sound pressure (level) produced in the
coupler or ear simulator, when the headphone is supplied with a sinusoidal voltage at 500 Hz,
in series with the rated source impedance, of such value that 1 mW would be dissipated in a
pure resistance equal to the rated impedance of the headphone, connected in place of it;

c) the simulated programme signal working sound pressure (level), which is the sound pressure
(level) produced in the coupler or ear simulator, when the headphone is supplied with the
simulated programme signal specified in IEC 60268-1, in series with the rated source
impedance, of such value that 1 mW would be dissipated in a pure resistance equal to the
rated impedance of the headphone, connected in place of it;

d) the simulated programme signal working sound pressure (level) corrected by A-weighting
characteristics and free-field response, which is the sound pressure (level) produced in the
coupler or ear simulator, when the headphone is supplied with the simulated programme
signal specified in IEC 60268-1, in series with the rated source impedance, of such value
that 1 mW would be dissipated in a pure resistance equal to the rated impedance of the
headphone, connected in place of it. Output signal of the ear simulator shall be processed by
an A weighting filter specified in IEC 61672-1 and a free field compencating filter, i.e. the
filter with inverse response of the free field response of the manikin for 0° azimuth angle and
ear canal sound pressure ratio of HATS specified in IEC 60959.

NOTE This characteristic is not relevant for headphones in which the signal from the source equipment is not
directly applied to the earphone(s).

8.5.3 Method of measurement
The method of measurement is detailed below.

a) The headphone is brought under standard conditions for measurement, and an appropriate
signal of the rated source e.m.f. is then applied in series with the rated source impedance.
The output signal of the ear simulator shall be processed by appropriate filter(s), if
necessary.

NOTE The measurement repetition requirement for noise signal is similar to Note 2 of 8.3.4.2.

b) The sound pressure (level) in the coupler or ear simulator is then noted, and stﬁed as the

result a) in 8.5.2. ocuments
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c) The source e.m.f. is then adjusted so that the voltage across the input connector of the
headphone is such that it would cause 1 mW to be dissipated in a pure resistance equal to
the rated impedance of the headphone.

d) The sound pressure (level) in the coupler or ear simulator is then noted, and stated as the
result b) in 8.5.2.

8.6 Frequency response
8.6.1 General

Frequency response of headphones or earphones shall be evaluated at least by one of the
following responses:

e coupler or ear simulator (including HATS) frequency response;

e field comparison frequency response, measured by a test person.

The field comparison frequency response is preferably accompanied by the coupler or ear
simulator frequency response for confirmation by comparison of them.

NOTE Two categories of methods of measuring frequency response are specified in this standard because no
method has yet been developed that is universally applicable.

Coupler or ear simulator measurements, purely objective, are relatively simple and repeatability is sufficient. They are,
therefore, most useful for production testing, quality control and commercial specifications.

However, subjective assessments are still useful because the objective methods whose results bear good relation to
those from subjective assessments are under research stage.

The two types of subjective assessment themselves produce different results, as do the two types of ear canal sound
pressure level measurement. These methods are more time-consuming than coupler measurements, and are most
useful in product development and for small batch production of special products. No known objective method

produces a flat frequency response characteristic from an earphone which is subjectively judged to produce wide band
uncoloured reproduction.

8.6.2 Coupler or ear simulator (including HATS) frequency response
8.6.2.1 Characteristic to be specified

The variation of the sound pressure (level) in the coupler or ear simulator as a function of
frequency, when a sinusoidal voltage of variable frequency, under standard measuring
conditions, is applied to the headphone in series with the rated source impedance. The type of
coupler or ear simulator and pinna used (see 7.3 if any) shall be stated in the results.

The value of this characteristic can also be deduced from measurements using:

e narrowband or wideband noise signals;

e impulse signals or other appropriate signals for impulse response calculation.

Especially, calculation of transfer function by Fourier transform of the impulse response is
recommended because it brings not only amplitude (level) frequency response but also phase
frequency response.

NOTE Information for measurements using impulse response are given in ISO 18233.

If one of these types of signal is used, it is the responsibility of the test house to show that the
results are equivalent to those obtained with sinusoidal signals.

8.6.2.2 Method of measurement

The method of measurement is detailed below.
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a) The headphone is brought under standard conditions for measurement, and a sinusoidal
source of variable frequency, at the rated source e.m.f., is applied in series with the rated
source impedance.

b) The frequency is then varied over at least the rated frequency range of the headphone (see
8.6.6), and the sound pressure (level) at each frequency is noted. This should be done
automatically, using a swept- or stepped-frequency source, and a chart recorder or plotter.
The chart speed and resolution, which should be stated by the manufacturer, shall be chosen
so that the specified accuracy of the results is obtained.

NOTE |If the direction of the frequency sweep affects the results, the results with the frequency sweeping from
low to high should be used, and this should be stated in the results.

c) The results are presented graphically. If sound pressure level in decibels is plotted against
frequency on a logarithmic scale, the preferred scale has the same length representing
50 dB as represents one decade of frequency (see IEC 60268-1 and IEC 60263).

8.6.3 Free-field comparison frequency response
8.6.3.1 Characteristic to be specified

The quotient, as a function of frequency, of the sound pressure of the reference-free sound field
by the source e.m.f. to the headphone which is required to produce a sound subjectively equal
in loudness to the free sound field. It is normally expressed in decibels referred to the value at
the standard reference frequency.

8.6.3.2 Method of measurement (direct)

In order to apply this method, it is necessary for two earphones, with sufficiently similar
frequency response to allow adequate accuracy of measurement, to be worn simultaneously by
a test person (see Annex E).

NOTE Similarity of response within 2 dB is often sufficient.
a) The headphone is brought under free-field comparison conditions (see 7.4 and Annex C).

b) The test signals are 1/3 octave filtered bands of pink noise, covering at least the rated
frequency range (see 8.6.5). For each band, the test person listens alternately to the free
field, with the headphone removed, and then to the headphone, and the source e.m.f.
applied to the headphone, in series with the rated source impedance, is adjusted until equal
loudness is obtained. The adjustment may be performed by the test person or the test
supervisor, or automatically under computer control.

c) It has proved practical to begin the test sequence with the band centred on 1 kHz, proceed
higher in frequency to at least the upper limit of the rated frequency range, continue the tests
with descending centre frequencies, at least to the lower limit of the rated frequency range,
and then with increasing centre frequencies up to the 1 kHz band.

d) The tests shall be repeated with at least eight test persons. The individual test results differ
due to differences in head and pinna shape and size (see Annex E).

e) The results for all the test persons are averaged in each(11/3 octave band, and the resulting
bar graph is presented as the free-field comparison frequency response of the headphone.
The standard deviation of the results in each band should be indicated on the graph. The
scales for the graph preferably shall be such that 50 dB is represented by the same length as
one decade of frequency.

8.6.3.3 Method of measurement (by substitution)

A headphone, whose free-field comparison frequency response has been measured as
described in 8.6.2.2, using a panel of at least 16 persons, may be used as a loudness
comparison reference for the measurement of other headphones. The reference headphone
shall be supplied with noise voltages equal to those obtained in its direct measurement. The
measurement shall be carried out in a quiet room, and the results, calculated as described in
8.6.3.2, shall state that a substitution method has been used.
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NOTE The accuracy of this method is greater if the characteristics of the reference headphone and the headphone
being tested are similar.

8.6.4 Diffuse-field comparison frequency response
8.6.4.1 Characteristic to be specified

The quotient, as a function of frequency, of the sound pressure of the reference diffuse sound
field by the source e.m.f. to the headphone required to produce a sound subjectively equal in
loudness to the diffuse sound field. It is normally expressed in decibels referred to the value at
the standard reference frequency.

8.6.4.2 Method of measurement (direct)

In order to apply this method, it is necessary for two earphones, with sufficiently similar
frequency response to allow adequate accuracy of measurement, to be worn simultaneously by
a test person (see Annex E).

NOTE Similarity of response within 2 dB is often sufficient.

a) The headphone is brought under diffuse-field comparison conditions (see 7.4 and Annex D).

b) The test signals are(11/3 octave filtered bands of pink noise, covering at least the rated
frequency range (see 8.6.5). For each band, the test person listens alternately to the diffuse
field, with the headphone removed, then with the headphone, and adjusts the source e.m.f.
applied to the headphone, in series with the rated source impedance, until equal loudness is
obtained. The adjustment may be performed by the test person or the test supervisor, or
automatically under computer control.

c) It has proved practical to begin the test sequence with the band centred on 1 kHz; proceed
higher in frequency to at least the upper limit of the rated frequency range, continue the tests
with descending centre frequencies, at least to the lower limit of the rated frequency range,
and then with increasing centre frequencies up to the 1 kHz band.

d) The tests shall be repeated with at least eight test persons. The individual test results differ
due to differences in head and pinna shape and size (see Annex E).

e) The results for all the test persons are averaged in each11/3 octave band, and the resulting
bar graph is presented as the diffuse-field comparison frequency response of the headphone.
The standard deviation of the results in each band shall be indicated on the graph. The
scales for the graph preferably shall be such that 50 dB is represented by the same length as
one decade of frequency.

8.6.4.3 Method of measurement (by substitution)

A headphone whose diffuse-field comparison frequency response has been measured as
described in 8.6.3.2, using a panel of at least 16 persons, may be used as a loudness
comparison reference for the measurement of other headphones. The reference headphone
shall be supplied with noise voltages equal to those obtained in its direct measurement. The
measurement shall be carried out in a quiet room, and the results, calculated as described in
8.6.3.2, shall state that a substitution method has been used.

NOTE See the Note to 8.6.3.3.

8.6.5 Free-field and diffuse-field ear canal sound pressure level frequency responses
8.6.5.1 Characteristics to be specified
The characteristics to be specified are as follows:

a) the free-field ear canal sound pressure level frequency response, which is the frequency
response when the sound pressure level produced by the headphone is measured in the ear
canal, averaged for a group of test persons, referred to the sound pressure level in the ear
canal when the test person is exposed to a free sound field;
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b) the diffuse-field ear canal sound pressure level frequency response, which is the frequency
response when the sound pressure level produced by the earphone is measured in the ear
canal, averaged for a group of test persons, referred to the sound pressure level in the ear
canal when the test person is exposed to a diffuse sound field.

NOTE 1 These characteristics are not applicable for earphones whose construction prevents measurement of
the sound pressure level in the ear canal.

NOTE 2 The two characteristics do not in general give the same results. At present, itis not possible to correlate
the results, nor to correlate either precisely with the results of other measurements.

8.6.5.2 Method of measurement (direct)

In order to apply this method, it is not necessary for two similar earphones to be worn
simultaneously by the test person.

a) The headphone is brought under free-field or diffuse-field comparison conditions (see
8.6.2.2 or 8.6.3.2 and Annex E).

b) The test signals are11/3 octave bands of pink noise, covering at least the rated frequency
range (see 8.6.5). For each band, the output voltage level of a very small microphone in the
ear canal of the test person is measured through a 1/3 octave filter with appropriate centre
frequency (see 7.5 and Annex B). The sound pressure level should not exceed 85 dB (ref. 20
micro Pa), but shall be sufficient to achieve a signal-to-noise ratio of at least 10 dB for the
filtered microphone signal.

NOTE 1 It is necessary to use a meter with a sufficiently long integration time-constant to measure the output

voltage from the microphone with the required accuracy, and that each test signal is applied for a time sufficient
for the meter to reach its steady state reading (see Annex E).

c) The headphone is then carefully put on by the test person, and the test signal is removed
from the system generating the sound field and applied to the earphone being measured.
The signal level is adjusted, using the11/3 octave band of noise centred on 500 Hz, so that
the filtered microphone output signal level is within 3 dB of that due to the sound field in the
same frequency band, measured in item b) above. The filtered microphone output signal
level is then measured for each /3 octave band, as in item b).

d) The test person then removes the headphone and immediately replaces it. The
measurement in item c¢) is then repeated.

e) The headphone is then removed, and the test signal restored to the sound-field generating
system. The measurement in item b) is then repeated.

f) The results of the measurements in items c) and d) are then compared, and if there is a
difference exceeding 2,5 dB (for example, due to differences in the way that the headphones
are fitted) in any 1/3 octave band, the whole procedure is repeated.

NOTE 2 For some persons, the sound-field measurements are continually inconsistent. Such persons are
unsuitable as test persons.

NOTE 3 Differences in fitting the headphones may cause differences exceeding 2,5 dB.

g) The results of the measurements in items b) and e), and those in items c) and d), are
arithmetically averaged. The frequency response of the earphone, for each /3 octave band, is
given by

Lg=Le =~ Lg = (Lg ~ Lg)s00 (1)
where
L; is the relative frequency response, referred to the response at 500 Hz (dB);
L, is the filtered microphone output signal voltage level due to the earphone (dB);
Lg is the filtered microphone output signal voltage level due to the sound field (dB);

(Le —Lg)s00 is the difference between L, and Lg for the 500 Hz band (dB).

h) The measurements are repeated with at least eight test persons. The final results are
obtained by arithmetically averaging the values of L; for each band. These results may be
tabulated or presented graphically, the scales being preferably chosen so that 50 dB and
one decade of frequency are represented by the same length. ocuments
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NOTE 4 Instead of /3 octave bands of noise, the test signal may be a wideband noise, if a comparison test
shows that this does not introduce unacceptable inaccuracy. The use of wideband noise should be stated in the
results.

NOTE 5 The results should include details of the number of test persons used, if other than eight, and the
standard deviation of the results in each band.

8.6.5.3 Method of measurement (indirect)

The method of measurement is the same as given in 8.6.4.2, except that the sound field is
replaced by a headphone, previously calibrated by the method of 8.6.4.2, using at least 16 test
persons for increased accuracy. The use of the indirect method, and the type of calibrated
headphone, shall be stated in the results.

8.6.6 Rated frequency range

NOTE 1 This is a rated condition.

Characteristic to be specified:

The range of input frequencies, specified by the manufacturer, which the headphone is intended
to reproduce. The manufacturer shall state the criteria on which the selection of the limit
frequencies is based.

NOTE 2 Itis not at present possible to set limits for the frequency range based on deviations from a flat, or defined,
frequency response, because of difficulties in correlating the results of measurements with subjective evaluations.

8.6.7 Free-field compensated frequency response
8.6.7.1 Characteristics to be specified

The frequency response measured at the ear simulator of the HATS is compensated either
during the measurement by inverse filtering with the 0° free-field response of the HATS, or by
subtracting (in dB) the 0° free-field frequency response of the HATS from the uncompensated
measured headphone response at the ear simulator of the HATS as a post-process operation.

8.6.7.2 Method of measurement

e The headphone is brought under standard conditions for measurement, and a test signal at
the rated source voltage is applied in series with the rated source impedance.

e The frequency is then varied over at least the rated frequency range of the headphone (see
8.6.6), and the sound pressure (level) at each frequency is noted for both the right and the
left ear.

NOTE |Ideally, the values for both ears are equal. Reasons for differences in practice can include
non-symmetrical positioning of the headphone or wider tolerances of the headphone transducers.

e The output of the ear simulator of the HATS with or without compensation shall be at least
10 dB above the noise floor of the measurement system at all measured frequencies.

The nominal frequency response is obtained from a power average of the five measurements
and finally graphically presented in decibels referred to the value at the standard reference
frequency. The headphones shall be removed and remounted to the HATS before each
measurement.

8.6.7.3 HATS

The HATS used for measurement shall comply with IEC TS 60318-7, however with the pinna
simulator specified in IEC 60268-7:2010, Annex A. Otherwise, the type of pinna simulator shall
be stated with the measurement results.

NOTE For use of a HATS outside the scope of IEC TS 60318-7, that scope recommends that a statistical analysis of
the measurement data be carried out to determine the level of repeatability that can be achieved. This is especially
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