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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

CARACTERISTIQUES DES ELEMENTS DE CHAINES D’ISOLATEURS
DU TYPE CAPOT ET TIGE

PREAMBULE

1) Lesdécisions ou accords officiels de la CE I en ce qui concerne les questions techniques, préparés par des Comités d’Etudes

ol sont représentés tous les Comités nationaux s’intéressant & ces questions, exprimer
un accord international sur les sujets examinés,

2)

3)

4)

La présente reco
du Comité d’Etudes

enues a Tokyo en 1965, a Paris en 1966 et a Prague en
pun projet définitif fut soumis a Papprobation des Comités

Norvege
Pays-Bas
Roumanie
Suisse

) Tchécoslovaquie
Italie Turquie

Pour obtenir un accord aussi large que possible et ne pas retarder la publication de la présente
recommandation, certaines classes non préférentielles ont été admises et il n’a pas été précisé de carac-
téristiques pour des isolateurs ayant une charge de rupture électromécanique supérieure a 300 000 N.
Une révision de la présente recommandation sera probablement nécessaire dans un délai assez court.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CHARACTERISTICS OF STRING INSULATOR UNITS
OF THE CAP AND PIN TYPE

FOREWORD

1) The formal decisions or agreements of the I E C on technical matters, prepared by Technical

2) They have the form of recommendations for international use and they are accepted by

3) In order to promote this international unification, the I E C expresses the wjs
yet no national rules, when preparing such rules, should use the I E C recomy
rules in so far as national conditions will permit.

4) The desirability is recognized of extending international agreement On these magters
national standardization rules with these recommendations in so f
Committees pledge their influence towards that end.

result of this latter mgeting,
Six Months’ Rule®

The following cg favour of publication:

Netherlands

Norway

Romania

Switzerland

Turkey

United States of America

In order to obtain the greatest possible agreement and to avoid delay in publication of this Recom-
mendation, several non-preferred classes have been included and no characteristics have been specified
for insulators with an electromechanical failing load greater than 300 000 N. A revision of this Recom-
mendation will probably be necessary within a rather short time.
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