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Révision de Ia présente publication

Le contenu technique des publications de la CEI est constam-
ment revu par la Commission afin d’assurer qu’il reflete bien I'état
actuel de la technique.

Les renseignements relatifs & ce travail de révision, a I’établisse-
ment des éditions révisées et aux mises a jour peuvent étre obtenus
aupres des Comités nationaux de la CEI et en consultant les docu-
ments ci-dessous:

@® Bulletin de Ia CEIL

@® Rapport d’activité de la CEL

Publié annuellement

@® Catalogue des publications de la CEX

Publi¢ annuellement

Terminologie

En ce qui concerne la terminologie générale, le lecteur se
reportera & la Publication 50 de la CEI: Vocabulaire Electro-
technique International (V.E.L.), qui est établie sous forme de
chapitres séparés traitant chacun d’un sujet défini; I'Index
général étant publié séparément. Des détails. complets suy
V.E.I. peuvent étre obtenus sur demande.

Autres publications de la CEI établies par le méme
Comité d’Etudes

L’attention du lecteur est attirée sur la page 3 de la couverture,
qui énumére les autres publications de la CEI préparées par le
Comité d’Etudes qui a établi la présente publication.
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Revision of this publication

The technical content of IEC publications is kept under
constant review by the IEC, thus ensuring that the content
reflects current technology.

Information on the work of revision, the issue of revised
editions and amendment sheets may be obtained from IEC
National Committees and from the following IEC sources:

® IEC Bulletin

® Report on IEC Activities
Published-yearly

@ Catalogue of IE ons
Published yea

Termindlogy

he ternts and definitions contained in the present publication
eitifer been taken from the I.E.V. or have been specifically
approved for the purpose of this publication.

Graphical and letter symbols

For graphical symbols, and letter symbols and signs approved
by the IEC for general use, readers are referred to:

— YEC Publication 27: Letter symbols to be used in electrical
technology ;

— IEC Publication 117: Recommended graphical symbols.

The symbols and signs contained in the present publication
have either been taken from IEC Publications 27 or 117, or
have been specifically approved for the purpose of this publi-
cation.

Other 1E C publications prepared by the same
Technical Committee

The attention of readers is drawn to the inside of the back
cover, which lists other T E C publications issued by the Technical
Committee which has prepared the present publication.
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

CARACTERISTIQUES DES ELEMENTS DE CHAINES D’ISOLATEURS
DU TYPE CAPOT ET TIGE

PREAMBULE

1) Les décisions ou accords officiels de la CE1 en ce qui concerne les questions techniques, préparés par des Comités d’Etudes
ol sont représentés tous les Comités nationaux s’intéressant & ces questions, expriment dapsta~plus grande mesure possible
un accord international sur les sujets examinés.

2) Ces décisions constituent des recommandations internationales et sont agréées co ¢s Da omités nationaux.

3) Dans le but d’encourager 'unification internationale, la CE1 exprime le
dans leurs régles nationales le texte de la recommandation de la CEI, 2 ¢
permettent. Toute divergence entre la recommandation de la CEI ¢ 1 R rregpondante doit, dans la
mesure du possible, étre indiquée en termes clairs dans cette dernierg

Le texte de cette
de cette réunion, ealt Central)58, fut soumis a ’approbation des Comités

nationaux s@t nillet 1977.
Les pays suivanthst.sant prononcés explicitement en faveur de la publication:

Norvége
Pays-Bas
Pologne
Portugal
Royaume-Uni
Suede

gypte Suisse

Finlande : Tchécoslovaquie
France , Turquie

1talie

Autres publications de la CEI citées dans la présente norme:

Publications n°s 120: Dimensions des assemblages a rotule et logement de rotule des éléments de chaines d’isolateurs.

383: Essais des isolateurs en matiére céramique ou en verre destinés aux lignes aériennes de tension
nominale supérieure a 1 000 V.

438: Essais et dimensions des isolateurs pour hautes tensions continues.

471: Dimensions des assemblages a chape et tenon des éléments de chaines d’isolateurs.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CHARACTERISTICS OF STRING INSULATOR UNITS
OF THE CAP AND PIN TYPE

FOREWORD

1) The formal decisions or agreements of the IEC on techunical matters, prepared by Technical Committees on which all the
National Committees having a special interest therein are represented, express, as nearly as possible;

an international
consensus of opinion on the subjects dealt with,

sense.

3) In order to promote international unification, the IEC expresses the wish that a
the text of the IEC recommendation for their national rules in so far as national

in the latter.

This standard has been prepared by Sub- i ' ‘ »f Overhead Lines, of IEC

1t replaces the second edition published iy i & introduce the characteristics of cap and
pin insulators for classes U 400 and U 530. W ing Group 5 and discussions by Sub-
Committee 36B, the reference/fo d 5

The text of this edition was d Id in Warsaw in November 1976. As a result '
of this meeting, a draft, D ffice)58, was submitted to the National Committees

for approval under.

The following countri vour of publication: .

Netherlands

Norway

Poland

Portugal

South Africa (Republic of)
Sweden

Switzerland

Turkey

Germany United Kingdom
Italy '

Other 1EC publications quoted in this standard:

Publications Nos. 120: Dimensions of Ball and Socket Couplings of String Insulator Units.

383: Tests on Insulators of Ceramic Material or Glass for Overhead Lines with a Nominal Voltage
Greater than 1000 V.

438: Tests and Dimensions for High-voltage D.C. Insulators.
471: Dimensions of Clevis and Tongue Couplings of String Insulator Units.
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