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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SPECIFICATIONS FOR PARTICULAR TYPES
OF WINDING WIRES -

Part 0-7: General requirements —
Fully insulated (FIW) zero-defect enamelled round copper wire
with nominal conductor diameter of 0,040 mm to 1,600 mm

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organizatior
all national electrotechnical committees (IEC National Committees). S
international co-operation on all questions concerning standardization in the-electric ic fields. To
this end and in addition to other activities, IEC publishes Internationak Standa 1 pecifications

Qr tandrdl ation comprising

Technical Reports, Publicly Available Specifications (PAS) and ide a ed to as “IEC
Publication(s)”). Their preparation is entrusted to technical committges National\Committee interested
in the subject dealt with may participate in this preparatory governmental and non-
governmental organizations liaising with the IEC also participa collaborates closely

with the International Organization for Standardization (I i dance_with \conditions determined by
agreement between the two organizations.

Publications is accurate, IEC cannot be
misinterpretation by any end

4) In order to promote intern
transparently to the maxi
between any IEC Publica
the latter.

5) IEC itself does vie any ation “ef copformity. Independent certification bodies provide conformity
assessment services a i . access to IEC marks of conformity. IEC is not responsible for any

services carried out b

6) All users should ve the Jatest edition of this publication

7) No liability sha C or ts directors, employees, servants or agents including individual experts and
members ofjts te and IEC National Committees for any personal injury, property damage or
other damag e whatsoever, whether direct or indirect, or for costs (including legal fees) and
expensges arising publication, use of, or reliance upon, this IEC Publication or any other IEC

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable forthe cotrect application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60317-0-7 has been prepared by IEC technical committee 55:
Winding wires.

The text of this standard is based on the following documents:

FDIS Report on Voting
55/1303/FDIS 55/1321/RVD

Full information on the voting for the approval of this part can be found in the report on voting
indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part ZDocuments
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This International standard is to be read in conjunction with the IEC 60851 series. The clause
numbers used in this part of IEC 60317 are identical with the respective test numbers of the
IEC 60851 series.

In case of inconsistencies between IEC 60851 and this part of IEC 60317, the latter shall
prevail.

The numbering of clauses in this standard is not continuous from Clauses 21 and 30 in order
to reserve space for possible future wire requirements prior to those for wire packaging.

A list of all the parts in the IEC 60317 series, published under the general title Specifications
for particular types of winding wires can be found on the IEC website.

The committee has decided that the contents of this publication will 1
the stability date indicated on the IEC web site under "http://w
related to the specific publication. At this date, the publication will b

* reconfirmed,
e withdrawn,
* replaced by a revised edition, or

@@
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INTRODUCTION

This part of IEC 60317 is one of a series which deals with insulated wires used for windings in
electrical equipment. The series has three groups describing:

1) Winding wires — Test methods (IEC 60851 series);
2) Specifications for particular types of winding wires (IEC 60317 series);
3) Packaging of winding wires (IEC 60264 series).

@@»
S
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SPECIFICATIONS FOR PARTICULAR TYPES
OF WINDING WIRES -

Part 0-7: General requirements —

Fully insulated (FIW) zero-defect enamelled round copper wire
with nominal conductor diameter of 0,040 mm to 1,600 mm

1 Scope

This part of IEC 60317 establishes general requirements for fully ins
enamelled round copper wires.

The nominal conductor diameter range is given in the relevant

2 Normative references

undated references, the
amendments) applies.

document (including any

winding wires

IEC 60317-0-1:2008, ificati articular fypes of winding wires — Part 0-1: General
requirements — Ename L ire

IEC 60851 (all p@ :

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1.1

bonding layer

material that is deposited on an enamelled wire and that has the specific function of bonding
wires together

3.1.2

class

thermal performance of a wire expressed by the temperature index and the heat shock
temperature

Documents
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3.1.3

coating

material that is deposited on a conductor or wire by suitable means and then dried and/or
cured

3.1.4
conductor
bare metal after removal of the insulation

3.1.5
crack
opening in the insulation that exposes the conductor to view at the stated magnification

3.1.6
dual coating
insulation composed of two different materials, an underlying and a's

3.1.7
enamelled wire
wire coated with an insulation of cured resin

3.1.8
grade of FIW
range of overall diameter of a wire

3.1.9
insulation

3.1.10
nominal condu'

designation of the

3.1.11
normal visi
20/20 visign,

3.1.12
sole coating

insulation composed_of one material

3.1.13
winding wire
wire used for winding a coil to provide a magnetic field

3.1.14
wire
conductor coated or covered with an insulation

3.1.15
zero-defect wire
winding wire that exhibits no electrical discontinuities when tested under specific conditions

Documents
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3.2 General notes
3.21 Methods of test

All test methods used in this standard shall be applied in accordance with the test methods of
the IEC 60851 series.

The clause numbers used in this standard are identical to the corresponding test numbers in
the IEC 60851 series.

In case of inconsistencies between the test methods standard and this standard, this standard
shall prevail.

Where no specific range of nominal diameter is given for a test, the te
all nominal dimensions covered by this standard.

subjected to elongation or unnecess
discarded to ensure that no damaged

3.2.2 Winding wire
Where a wire type is refere

— Reference to the rele

— Nominal conduetor'd
— Grade of F|w<>

— Example: IEC

3.3 Appears

The wire tially smooth and uniform, and free from streaks, blisters and
foreign tnateria accordance with good commercial practlce when examined with normal

vision, as weund\onthe-griginal spool or reel.

0

When agreed uponbétween the user and supplier, examination using 6x — 10x magnification
shall be used for wires with a nominal diameter less than 0,1 mm.

4 Dimensions

4.1 Conductor diameter

The series of preferred nominal conductor diameters shall correspond to series R 20
according to ISO 3. The actual values and their tolerances are given in Table 1.

The series of intermediate diameters from which the user may select intermediate nominal
conductor diameters, when required for technical reasons, shall correspond to series R 40
according to ISO 3. The actual values and their tolerances are given in Table A.1 of Annex A.

The conductor diameter shall not differ from the nominal diameter by more than the tolerance
given in Table 1. Documents
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4.2 Out of roundness of conductor (for nominal diameters over 0,063 mm)

The difference between the minimum and maximum diameter shall not exceed the figures in
column 2 of Table 1 at any point.

4.3 Minimum overall diameter

The minimum overall diameter of enamelled wires without a bonding layer shall not be less
than the values in Table 1.

4.4 Maximum overall diameter

The maximum overall diameter of enamelled wires without a bonding laye all not exceed

the values in Table 1.

For intermediate nominal diameters, the minimum external dian alculated

linearly to the next larger nominal diameter.

O
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