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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SPECIFICATIONS FOR PARTICULAR
TYPES OF WINDING WIRES -

Part 62: Polyester glass fibre wound, minimum class 200
resin or varnish impregnated, bare or enamelled rectangular
copper wire, temperature index 200

FOREWORD

international co-operation on all questions concerning standardization in t e Ietrlc i€ fields. To
this end and in addition to other activities, IEC publishes Internationak Standards, 1 pecifications
Technical Reports, Publicly Available Specifications (PAS) and /GQuide d to as “IEC

governmental organizations liaising with the IEC also participate i iIS™F ian. collaborates closely
with the International Organization for Standardization (I i onditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC or

3) IEC Publications have the form of recommendati

Publications is accurate, IEC cannot be
misinterpretation by any end
4) In order to promote intern
transparently to the maxi

the latter.

5) IEC itself does vie any
assessment services a i

services carried out b

6) All users should ensuxe s ave the Jatest edition of this publication.
7) No liability sha A C on\{s directors, employees, servants or agents including individual experts and
members o |ts tech nittees and IEC Natlonal Commlttees for any personal |nJury property damage or

8) Attention is dre the Normative references cited in this publication. Use of the referenced publications is
indispensable forthe cotrect application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60317-62 has been prepared by IEC technical committee 55:
Winding wires.

The text of this standard is based on the following documents:

FDIS Report on voting
55/1323/FDIS 55/1336/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part ZDocuments
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This International standard is to be read in conjunction with the IEC 60317-0-8:2012.

The numbering of clauses in this standard is not continuous from Clauses 20 and 30 in order
to reserve space for possible future wire requirements prior to those for wire packaging.

A list of all the parts in the IEC 60317 series, published under the general title Specifications
for particular types of winding wires can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

+ replaced by a revised edition, or
*+ amended.
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INTRODUCTION

This part of IEC 60317 is one of a series which deals with insulated wires used for windings in
electrical equipment. The series has three groups describing:

1) Winding wires — Test methods (IEC 60851);
2) Specifications for particular types of winding wires (IEC 60317);
3) Packaging of winding wires (IEC 60264).
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SPECIFICATIONS FOR PARTICULAR
TYPES OF WINDING WIRES -

Part 62: Polyester glass fibre wound, minimum class 200

resin or varnish impregnated, bare or enamelled rectangular
copper wire, temperature index 200

1 Scope

established. Consequently, a class based on the requirements for temg
cannot be specified.

— width: min. 2,0 mm;
— thickness: min. 0,80 mm;

2 Normative refer
The following do ent are normatively referenced in this document and
are indispensab i ed references, only the edition cited applies. For
undated referenc of the referenced document (including any

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in 3.1 of
IEC 60317-0-8:2012 apply.

3.2 General notes
3.21 Methods of test
Subclause 3.2 of IEC 60317-0-8:2012 applies.

In case of inconsistency between IEC 60317-0-8 and this standard, IEC 60317-62 shall
prevail.
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