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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-17: Particular requirements for blankets, pads,
clothing and similar flexible heating appliances

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

This commented version (CMV) of the official standard IEC 60335-2-17:2022 edition 4.0
allows the user to identify the changes made to the previous IEC 60335-2-17:2012+
AMD1:2015+AMD2:2019 CSV edition 3.2. Furthermore, comments from IEC TC 61 experts
are provided to explain the reasons of the most relevant changes, or to clarify any part
of the content.

A vertical bar appears in the margin wherever a change has been made. Additions are in
green text, deletions are in strikethrough red text. Experts' comments are identified by a
blue-background number. Mouse over a number to display a pop-up note with the
comment.

This publication contains the CMV and the official standard. The full list of comments is
available at the end of the CMV.
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IEC 60335-2-17 has been prepared by IEC technical committee 61: Safety of household and
similar electrical appliances. It is an International Standard.

This fourth edition cancels and replaces the third edition published in 2012, Amendment 1:2015
and Amendment 2:2019. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:
a) alignment with IEC 60335-1:2020;

b) conversion of some notes to normative text (Clause 1, 19.106, 21.103, 21.104, 21.110, 30.1,
30.102, Annex BB, CC.19.3);

c) clarification of the definition of control unit (3.6.105);

d) revision for adjusting the supply voltage of appliances, other than controlled appliances,
when operation at rated power input times a factor is specified (5.12);

e) clarification of testing of blankets that cannot be folded with five thicknesses (19.101);
f) updated compliance criteria to include breakage of electrodes (21.1);

g) clarification of the test method for mattresses based on the rigidity index of the flexible part
(21.111.1, Annex DD);

h) clarification for testing heating elements with a non-circular construction (21.111.3);

i) addition of requirements to protect the user from overheating in the event of an interruption
in the mains supply (22.111)

j) inclusion of pressure test method from IEC 60320-1:2001 (30.1);
k) update of test methods for resistance to fire tests (30.101.1, 30.102).

The text of this International Standard is based on the following documents:

Draft Report on voting

61/6671/FDIS 61/6747/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/standardsdev/publications.

A list of all parts of the IEC 60335 series, under the general title: Household and similar
electrical appliances — Safety, can be found on the IEC website.

This part 2 is to be used in conjunction with the latest edition of IEC 60335-1 and its
amendments unless that edition precludes it; in that case, the latest edition that does not
preclude it is used. It was established on the basis of the sixth edition (2020) of that standard.

NOTE 1 When "Part 1" is mentioned in this standard, it refers to IEC 60335-1.

This part 2 supplements or modifies the corresponding clauses in IEC 60335-1, so as to convert
that publication into the IEC standard: Particular requirements for blankets, pads, clothing and
similar flexible heating appliances.
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When a particular subclause of Part 1 is not mentioned in this part 2, that subclause applies as
far as is reasonable. When this standard states "addition", "modification” or "replacement”, the
relevant text in Part 1 is to be adapted accordingly.

NOTE 2 The following numbering system is used:
— subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

— unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including
those in a replaced clause or subclause;

— additional annexes are lettered AA, BB, etc.
NOTE 3 The following print types are used:

— requirements: in roman type;

— test specifications: in italic type;

— notes: in small roman type.

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the
associated noun are also in bold.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

¢ amended.
NOTE 4 The attention of National Committees is drawn to the fact that equipment manufacturers and testing
organizations may need a transitional period following publication of a new, amended or revised IEC publication in

which to make products in accordance with the new requirements and to equip themselves for conducting new or
revised tests.

Itis the recommendation of the committee that the content of this publication be adopted for implementation nationally
not earlier than 12 months or later than 36 months from the date of publication.

The following differences exist in the countries indicated below.

— 6.1: Class 0 products are allowed (Japan).

IMPORTANT — The "colour inside” logo on the cover page of this document indicates that it
contains colours which are considered to be useful for the correct understanding of its
contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

It has been assumed in the drafting of this International Standard that the execution of its
provisions is entrusted to appropriately qualified and experienced persons.

Guidance documents concerning the application of the safety requirements for appliances can
be accessed via TC 61 supporting documents on the IEC website

https://www.iec.ch/tc61/supportingdocuments

This information is given for the convenience of users of this International Standard and does
not constitute a replacement for the normative text in this standard.

This standard recognizes the internationally accepted level of protection against hazards such
as electrical, mechanical, thermal, fire and radiation of appliances when operated as in normal
use taking into account the manufacturer's instructions. It also covers abnormal situations that
can be expected in practice and takes into account the way in which electromagnetic
phenomena can affect the safe operation of appliances.

This standard takes into account the requirements of IEC 60364 as far as possible so that there
is compatibility with the wiring rules when the appliance is connected to the supply mains.
However, national wiring rules-may can differ.

If an appliance within the scope of this standard also incorporates functions that are covered
by another part 2 of IEC 60335, the relevant part 2 is applied to each function separately, as
far as is reasonable. If applicable, the influence of one function on the other is taken into
account.

When a part 2 standard does not include additional requirements to cover hazards dealt with in
Part 1, Part 1 applies.

NOTE 1 This means that the technical committees responsible for the part 2 standards have determined that it is
not necessary to specify particular requirements for the appliance in question over and above the general
requirements.

This standard is a product family standard dealing with the safety of appliances and takes
precedence over horizontal and generic standards covering the same subject.

NOTE 2 Horizontal-and-generic—standards publications, basic safety publications and group safety publications |
covering a hazard are not applicable since they have been taken into consideration when developing the general and

partlcular reqwrements for the IEC 60335 series of standards —Ee*—e*amp#e—m—the—ease—ef—tempeﬁah#e—#equ#emeﬂts

An appliance that complies with the text of this standard will not necessarily be considered to
comply with the safety principles of the standard if, when examined and tested, it is found to
have other features that impair the level of safety covered by these requirements.

An appliance employing materials or having forms of construction differing from those detailed
in the requirements of this standard may be examined and tested according to the intent of the
requirements and, if found to be substantially equivalent, may be considered to comply with the
standard.

NOTE 3 Standards dealing with non-safety aspects of household appliances are:
— |EC standards published by TC 59 concerning methods of measuring performance;
— CISPR 11, CISPR 14-1 and relevant IEC 61000-3 series standards concerning electromagnetic emissions;

— CISPR 14-2 concerning electromagnetic immunity;

— IEC standards published by TC 111 concerning environmental matters. |2
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-17: Particular requirements for blankets, pads,
clothing and similar flexible heating appliances

1 Scope
This clause of Part 1 is replaced by the following.

This part of IEC 60335 deals with the safety of electric blankets, pads, clothing and other
flexible appliances that heat the bed or human body, for household and similar purposes, their
rated voltage being not more than 250 V including direct current (DC) supplied appliances and
battery-operated appliances. |3

This standard also applies to control units supplied with the appliance.

| Appliances not intended for normal household use but which nevertheless-may-be possibly pose
a source of danger to the public, such as appliances intended to be used in beauty parlours or
by persons in cold ambient temperatures, are within the scope of this standard.

‘ Requirements and tests for clothing are given in normative Annex CC.

As far as is practicable, this standard deals with the common hazards presented by appliances
that are encountered by all persons in and around the home. However, in general, it does not
take into account
— persons (including children) whose

e physical, sensory or mental capabilities; or

e lack of experience and knowledge prevents them from using the appliance safely without
supervision or instruction;

— children playing with the appliance.
| NoTFE10+—Children are considered to be old enough to use an appliance without supervision

when they have been adequately instructed by a parent or guardian and are deemed competent
to use the appliance safely.

‘ NOTE102 Attention is drawn to the fact that
— for appliances intended to be used in vehicles or on board ships or aircraft, additional
‘ requirements-may can be necessary;
— in many countries, additional requirements are specified by the national health authorities,
the national authorities responsible for the protection of labour and similar authorities.
‘ NOTE103—This standard does not apply to
— appliances intended to be used in locations where special conditions prevail, such as the
presence of a corrosive or explosive atmosphere (dust, vapour or gas);
— rigid bed warmers, such as those of metal or ceramic material;
— water bed heaters (IEC 60335-2-66);
— heating appliances for breeding and rearing animals (IEC 60335-2-71);

— foot warmers and heating mats (IEC 60335-2-81); Documents
Document Sharing Hub
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— appliances specifically intended for use under medical supervision (IEC 60601-2-35);
— heated carpets (IEC 60335-2-106).

2 Normative references

This clause of Part 1 is applicable except as follows.

Addition:

ISO/IEC Guide 37, Instructions for use of products-ef-consumerinterest by consumers

ISO 2439, Flexible cellular polymeric materials — Determination of hardness (indentation
technique)

ISO 3758, Textiles — Care labelling code using symbols

3 Terms and definitions
This clause of Part 1 is applicable except as follows.

3.1 Definitions relating to physical characteristics

3.1.9 Replacement Addition: |4
normal operation

operation of the appliance under the following conditions:

— blankets and pads are placed between sheets of thermal insulation;
— duvets are placed on a sheet of thermal insulation but not covered;
— mattresses are covered by a sheet of thermal insulation

Note 101 to entry: The specification for the thermal insulation is given in normative Annex AA

The flexible part is supported on a plywood base 20 mm thick and positioned not less than
300 mm above the floor. The size of the plywood base is such that the thermal insulation can
be fully supported over its entire area. The size of the sheets of thermal insulation is such that
the edges extend at least 100 mm beyond the outline of the heated area.

Control units held in the hand when they are actuated and cord switches are positioned to
hang away from the plywood base. Other control units are placed on a supporting surface
away from the plywood base.
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3.5 Definitions relating to types of appliances

3.4025.101

blanket

appliance comprising a substantially flat flexible part that is intended to form part of the
bedding, for heating the bed

| 3.4035.102
underblanket
blanket intended to be used under the occupant of the bed

3104
Void

3.4655.103
overblanket
blanket intended to be used over the occupant of the bed

| 3.14065.104
duvet
quilted overblanket intended to be used without additional bedding over the occupant of the
bed, the heating element, electro-conductive textile, providing supplementary heat

| 3.4075.105
pad
appliance comprising a flexible part having a heated area not exceeding 0,3 m2on each face
and which is intended to heat part of the human body

If the pad is constructed in a cylindrical or similar form, the limit for the heated area is 0,6 m2.

3.14085.106

mattress

appliance for supporting the human body and which incorporates an upholstered flexible part
for heating the bed

Note 1 to entry: The appliance may be placed on the floor and referred to as a mat.

3.4095.107

controlled appliance

appliance incorporating means in the flexible part, such as heating elements with PTC
characteristics or other means, for sensing changes in temperature when the appliance is
operated under normal operation, thus automatically controlling the average power input

3.5.108
moisture-proof appliance
appliance having a flexible part that is suitable for use under moist conditions

3.5.109

wrap

appliance comprising a flexible part intended to be draped over the human body in order to
keep it warm

3.6 Definitions relating to parts of an appliance

3.6.101

flexible part

all layers of material forming the permanent enclosure of the appliance together with the
heating element, electro-conductive textile, thermostats and all other current-carrying parts
contained within it

Note 1 to entry: The flexible part may be inside a detachable cover. Documents
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3.4106.102

heating element

heating conductor, including any core and insulation, together with any other integrated
conductor

3.4116.103 ‘
heated area

area of the flexible part enclosed within the outer perimeter of the heating element or electro-
conductive textile

It includes a margin outside the perimeter that has a width equal to 0,5 times the average
distance between adjacent runs of the heating element.

The heated area includes the return length of the heating element if the average distance
between this part and the adjacent heating element does not exceed the average distance
between adjacent runs of the heating element.

If a blanket or mattress has two separate heated areas, the surface between the two areas is
considered to be part of the heated areas, if at any place the distance between the two heating
elements does not exceed 1,5 times the average distance between adjacent runs of the
heating element.

3.4136.104

bonded enclosure

enclosure of the flexible part that has the opposite faces joined together by means of an
adhesive or by welding

3.41446.105
control unit
device,

Fegetanngeheepeweempu% external to the erX|bIe part by means of WhICh the average power
input of the appliance or the temperature of the flexible part can be adjusted or regulated

Note 1 to entry: Control units may be incorporated in the supply cord or at the end of an interconnection cord.

3.4166.106

electro-conductive textile

material incorporating carbon or other conductive substance, together with any associated
insulation, which is connected to a pair of electrodes for the purpose of providing a heated
surface

3.4176.107

heating element with PTC characteristics

heating element consisting of a pair of conductors separated by conductive material that has
a rapid non-linear increase in resistance when the temperature is raised through a particular
range

4 General requirement

This clause of Part 1 is applicable. Documents
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5 General conditions for the tests

This clause of Part 1 is applicable except as follows.

5.2 Modification:

The tests are carried out on two appliances, identified as appliance A and appliance B.
Addition:

If a further appliance is required in order to continue testing after a test of Clause 19, it shall be
adequately preconditioned taking into account 21.102 to 21.107.

For appliances having a bonded enclosure, additional appliances are required for the tests
of 21.108 and 21.111. For other appliances, a length of 15 m of heating element is required
for the tests of 21.111.

For moisture-proof pads subjected to the tests of 21.110, five additional appliances and 1 m?2
of enclosure material are required.

If heat-shrink material is used to insulate connections in the flexible part, a sample at least
150 mm in length is required for the test of 30.102.

An additional appliance may be-required used for the test of 19.107.
Additional samples of pads may be-required used for the test of 30.101.

For appliances having a flexible part incorporating electro-conductive textile and a working
voltage above 24 V, an additional sample may be-reguired used for the test of 21.113.2 and a
1 m length of sheet insulation-wil-be is required for the test of 21.113.1.

5.3 Replacement:
The order in which the tests are carried out is as follows:

Appliance A: Clause 7, 22.11, Clause 8, 22.108,-22112; 10, 21.102 to 21.107, 22.104, Clauses
13, 15, 16, 17, 20, 25.15, 25.16, 19 (except 19.106), 21.108, 22.18, Clauses 30, 31 and 32. The
tests of Clauses 13, 15 and 16 are not carried out on class Illl appliances having a rated
voltage not exceeding 24 V or on class Illl constructions having a working voltage not
exceeding 24 V.

Appliance B: Clauses 10, 11, 19.106, 21 (remainder), Clause 22 (remainder), Clauses 23, 24,
25 (remainder), Clauses 26, 27, 28, 29 and 14.

The flexible part of washable appliances is laundered twice in accordance with the instructions
before testing is started.

If it is evident from the construction of the appliance that a particular test is not applicable, the
test is not carried out.

5.5 Addition:

If the flexible part of the appliance is provided with a detachable cover, the tests are carried
out with or without this cover, whichever is more unfavourable. However, duvets are tested

without a detachable cover. Documents
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If the construction of a mattress incorporates a separate flexible part that is detachable, the
detachable flexible part is tested as an underblanket.

If the heating element can move in the channels, it is manipulated so that the individual runs
are placed in the most unfavourable position.

5.6 Addition:

When testing appliances for DC only, the possible influence of polarity on the operation of the
appliance is taken into account.

5.7 Modification:

For controlled blankets and mattresses, the tests of Clauses 10, 11 and 19 are carried out at
an ambient temperature of 15 °C £ 5 °C.

5.8.1 Addition:
Appliances for DC only are tested with DC.
5.8.101 Controlled appliances are supplied as specified for motor-operated appliances.
5.12 Modification:
COE O/ pas Sq () 0L
Replacement

For appliances, other than controlled appliances, when it is specified that the appliance has
to operate at the rated power input multiplied by a factor, the supply voltage is determined by
supplying the appliance at rated voltage until the heating element reaches its operating
temperature.

The supply voltage is then rapidly increased to the value necessary to give the power input
required for the relevant test, this value of the supply voltage being maintained throughout the
test. |8

5.101 Duvets and wraps are tested as overblankets.

6 Classification
This clause of Part 1 is applicable except as follows.
6.1 Modification:

Appliances shall be class Il or class lll.

7 Marking and instructions
This clause of Part 1 is applicable except as follows.

7.1 Modification:
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Appliances shall be marked with the rated power input. If the appliance has two means of
connection to the supply, the rated power input shall be stated for each circuit separately and
the information provided on a singlelabel.

The rated power input may be expressed as 2 x rated power input for each circuit in watts.
Other ways of expressing the rated power input may be used and the total given, provided they
do not give rise to misunderstanding.

Parts of class lll construction shall not be marked with the rated voltage of the appliance.
Addition:

Flexible parts and detachable covers shall be marked with the name, trademark or
identification mark of the manufacturer or responsible vendor.

Detachable covers shall be marked with the model or type reference of the appliance with
which they are intended to be used.

The flexible part of appliances to be used with a detachable control unit shall be marked with
the reference of the control unit to be used.

The flexible part of appliances to be used with a detachable transformer shall be marked with
the reference of the transformer to be used.

Flexible parts shall be marked with the substance of the following:

— symbol ISO 7000-0790 (2004-01), or by the text "Read the instructions";
‘ — the-symbel sign shown in Figure 101, or by the text "Do not insert pins";

— the-symbel sign shown in Figure 102 "Not to be used by very young children (0-3 years)",
or by similar text;

— symbol ISO 7000-3114 (2011-10) and symbol ISO 7000-3124 (2011-10);

— intended orientation of blankets and mattresses (this marking is not required if the
appliance complies with 11.101, whichever way it is placed on the bed).

Underblankets, other than those having a heating element with PTC characteristics, shall
‘ be marked with the-symbel sign shown in Figure 103 or by the text "Do not use folded or rucked".

Detachable covers shall be marked with the following:

e symbol ISO 7000-0790 (2004-01);
‘ e symbel sign of Figure 101.

The flexible part of blankets and detachable covers shall be marked with the appropriate
laundering symbols specified in ISO 3758. Washable appliances fitted with a non-detachable
flexible cord shall be marked with symbol ISO 7000-3125 (2011-10). Non-washable appliances
shall be marked with symbol ISO 7000-3123 (2011-10).

7.6 Addition:
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[symbol ISO 7000-3114

(2011-10)] do not dry clean

[symbol ISO 7000-3123

(2011-10)] do not wash

[symbol ISO 7000-3124

(2011-10)] do not bleach

[symbol ISO 7000-3125

(2011-10)] wash by hand

= XK

A
N

7.12 Addition:
The instructions shall contain the substance of the following:
Important instructions. Retain for future use.

When the-symbels signs of Figure 101, Figure 102, Figure 103 or those in the addition to 7.6
are used, the meaning shall be explained.

The instructions for blankets shall state whether the appliance is an overblanket or an
underblanket.

The instructions shall specify the appropriate settings of controls for continuous use of the
appliance.

The instructions for pads shall state that when the appliance is likely to be used for an extended
period, for instance by the user falling asleep, controls should be adjusted to a setting
recommended for continuous use. The instructions for blankets and mattresses shall state that
if the appliance is slept on with the controls set to a higher temperature the user-may can suffer
skin burns or heat stroke.

The instructions for appliances provided with detachable control units or detachable
transformers shall state that the appliance is only to be used with the types that are marked
on the appliance.

The instructions for duvets shall state the length and width of the detachable cover to be used.

The instructions shall state the substance of the following:

— when not in use, store as follows (quote necessary instructions);

— when storing the appliance, allow it to cool down before folding; Documents
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— do not crease the appliance by placing items on top of it during storage (for blankets and
pads only);

— examine the appliance frequently for signs of wear or damage. If there are such signs, if the
appliance has been misused or does not work, return it to the supplier before switching it
on again;

— this appliance is not intended for medical use in hospitals;

— do not use if wet (this instruction is not required for moisture-proof appliances or class lll
appliances);

— this appliance must not be used by persons insensitive to heat and other very vulnerable
persons who are unable to react to overheating;

— children under the age of three are not to use this appliance due to their inability to react to
overheating.

The instructions for underblankets shall state the substance of the following:

— the appliance should not be used on an adjustable bed; or

— if the appliance is used on an adjustable bed, check that the blanket and cord do not
become trapped or rucked, for example in hinges.

The instructions shall state that the appliance is not to be used by young children over the age
of three unless the controls have been pre-set by a parent or guardian, and unless the child
has been adequately instructed on how to operate the controls safely.

Washable appliances shall be provided with instructions forlaundering. The instructions for
washable appliances fitted with a non-detachable cord shall state that the switch or control
unit must not be allowed to get wet during washing and that during drying the cord must be
positioned to ensure that water does not flow into the switch or control.

The instructions for non-washable appliances shall state how they can be cleaned, for example
with a damp sponge.

7.14 Modification:

Instead of petroleum spirit, liquid detergent is used to check the marking on flexible parts and
detachable covers.

Addition:
The height of the lettering on the flexible part shall be at least 2,5 mm.

The height of the-symbels signs shown in Figure 101, Figure 102 and Figure 103-and-the-symbeol
‘rotto-beused-by-veryyoung-children{0-3-years) shall be at least 15 mm.

The height of the words "Important instructions” and "Retain for future use" shall be at least
4 mm.

Compliance is checked by measurement in accordance with ISO/IEC Guide 37.
7.15 Addition:

The symbols required to be marked on detachable covers shall be visible from the outside
after the cover has been fitted.

Symbol IEC 60417-5018 (2006-182011-07) shall be placed next to symbol IEC 60417-5172
2003-02) or symbol IEC 60417-5180 (2003-02), as appropriate.
( ) or sy ( ). as approp Documents
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7.101 Detachable control units shall be marked with a reference number or by other means
of identification.

Compliance is checked by inspection.

8 Protection against access to live parts

This clause of Part 1 is applicable.

9 Starting of motor-operated appliances

This clause of Part 1 is not applicable.

10 Power input and current

This clause of Part 1 is applicable except as follows.
10.1 Modification:

The negative deviation in Table 1 is increased to 20 %.

If the appliance has two means of connection to the supply, the permitted deviation for power
input specified in Table 1 shall be measured separately for each circuit.

10.101 The power input of appliances incorporating heating elements with PTC
characteristics shall significantly decrease with an increase in temperature.

Compliance is checked by the following test.

The appliance is supplied at rated voltage and operated under normal operation. The power
input shall have decreased by at least 50 % from the initial value when steady conditions are
established, any control operating during this period being short-circuited.

11 Heating

This clause of Part 1 is applicable except as follows.

11.2 Modification:

The plywood base is placed away from the walls of the test corner.
Addition:

Underblankets having the length of their longest side less than 1 m and duvets, other than
those having heating elements with PTC characteristics, are also tested folded. A single fold
across the complete width of the duvet is made at a quarter of the length from one end. Controls
are adjusted to the highest setting intended for continuous use.

Wraps, other than those having heating elements with PTC characteristics, are also tested
folded. A single fold is made across the flexible part in the most unfavourable place.
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11.3 Addition:

Thermocouples used for determining the temperature of heating elements, or sheaths
containing them, are attached with textile thread over a length of at least 10 mm.

Thermocouples used for determining the temperature of the surface of electro-conductive
textiles are fixed by means of thin adhesive tape.

Thermocouples used for determining the temperature of the surface of pads are attached to
plates of copper or brass measuring 65 mm x 65 mm x 0,5 mm. The plates are positioned to
cover as many heating element runs as possible, with one side parallel to the direction of the
run. The temperatures are determined at not less than six places, three on each outer surface
of the flexible part.

11.4 Addition:

Appliances having a flexible part of class Ill construction are supplied with the most
unfavourable voltage between 0,94 and 1,06 times rated voltage.

11.7 Replacement Addition: |6
Appliances are operated until steady conditions are established.
11.8 Addition:

For controlled appliances, the temperatures shall not exceed the values shown in Table 101.
If the flexible part is comprised of electro-conductive textile, the values specified for heating
elements are applicable to the surface of supplementary insulation or reinforced insulation,
or to the conductive surface if there is no insulation.

Table 101 — Maximum temperatures

Part Temperature
°C

Heating element of blankets and mattresses
— before the second operation of the thermal control 115

— under steady conditions 95

Heating element of pads

— before the second operation of the thermal control 1202
— under steady conditions 100
Surface of pads 50P

a4 A temperature of 140 °C is allowed for a period of 10 min.

b The temperature may exceed 50 °C, but not 85 °C, for a maximum period of 2 h.
The period commences when the temperature first exceeds 50 °C.

For other appliances, the temperature rises shall not exceed the values shown in Table 102.
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Table 102 — Maximum temperature rises

Part Temperature rise
Ka
Heating element 80
Surface of pads 35

@ These values are based on the normal ambient

temperature of the appliance and take into
consideration the maximum allowed ambient
temperature during the test.

If the ends of the heating element of pads are contained in a plastic sheath attached to the
flexible part, the temperature or temperature rise specified for the surface also applies to the
accessible surface of the sheath.

11.101 It shall be possible to operate blankets and mattresses without risk of skinburn or
heatstroke to the user.

Compliance is checked by the following test.

The appliance is supplied as specified in 11.4 and operated under normal operation until
steady conditions are established. The ambient temperature is maintained at 15 °C + 2 °C.
Control units and cord switches are adjusted to the highest setting recommended for
continuous use, except for wraps when the lowest setting for continuous use is used.

The temperature of the surface of the flexible part is determined by means of a thermocouple
attached to the centre of a plate of copper or brass having dimensions
300 mm x 300 mm % 0,5 mm. For overblankets, the plate is placed under the flexible part.
For underblankets and mattresses, the plate is placed over the flexible part.

The temperature of controlled appliances shall not exceed 50 °C during the first hour of
operation. It shall then not exceed:

— 45 °C, for one third of the length of the flexible part nearest the foot end of the bed;
— 37 °C, for the remainder of the flexible part.

The temperature rise of other appliances shall not exceed 33 K during the first hour of operation.
It shall then not exceed:

— 28 K for one third of the length of the flexible part nearest the foot end of the bed;
— 20 K for the remainder of the flexible part.

If the ends of the heating element are contained in a plastic sheath attached to the flexible
part, the temperature limit specified also applies to the accessible surface of the sheath.

If the control unit automatically switches to a lower setting during the first hour of operation,t

may—be—hneecessary—to—eontinue in case of doubt, the test shall be continued after steady

conditions have been established to ensure that the control unit does not subsequently revert
to a higher heat setting, resulting in the temperature limits being exceeded.

11.102 The surface temperature of pads shall not be excessive if they are used partially
covered for an extended period.

Compliance is checked by the following test.
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Pads are supplied as specified in 11.4 and operated under normal operation except that 2/3
of the flexible part is positioned so that it overhangs the edge of the plywood support. Controls
are adjusted to their highest setting recommended for continuous use and the surface
temperature of the pad is measured as specified in 11.3.

The temperature of the surface of the flexible part of controlled pads shall not exceed 85 °C
and the temperature rise of the surface of other pads shall not exceed 60 K.

The covered portion may be secured to prevent the pad slipping off the support.

12 Veoid Charging of metal-ion batteries |7

This clause of Part 1 is applicable.

13 Leakage current and electric strength at operating temperature
This clause of Part 1 is applicable except as follows.
13.1 Addition:

For mattresses, a sheet of metal foil, approximately 0,1 mm thick and of sufficient size to cover
the area of that part of the mattress incorporating the current-carrying parts, is inserted
between the mattress and the sheet of thermal insulation. For other appliances, two such
sheets of metal foil are inserted, one above and one below the flexible part, these sheets being
electrically connected together. A uniformly distributed load of approximately 35 kg/m? is placed
on the top sheet of thermal insulation.

The arrangement is shown in Figure 104.
13.2 Modification:

For the flexible part, the leakage current is measured between any pole of the supply and the
sheets of metal foil.

Instead of the values specified, the leakage current for the flexible part shall not exceed

— for pads, 0,56 mA;

— for blankets and mattresses, 1 mA/m? of the heated area, with a maximum of 2,5 mA.

13.3 Modification:

For the flexible part, the test voltage is applied between live parts and the sheets of metal
foil.

14 Transient overvoltages

This clause of Part 1 is applicable.

15 Moisture resistance

This clause of Part 1 is applicable except as follows.
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15.1 Addition:

For the flexible part, compliance is checked as follows:

— for blankets and pads, by the test of 15.101;

— for moisture-proof appliances, by the tests of 15.101 and 15.102. However, pads
subjected to the tests of 21.109 and 21.110 are not subjected to the tests of 15.102;

— for mattresses, by the tests of 15.103.

The tests of Clause 16 are carried out with the appliance still immersed or in contact with the
saline solution.

15.3 Addition:
The flexible part is not subjected to the test.

15.101 Washable appliances are laundered according to the instructions, with all parts of the
flexible part immersed.

The flexible part is then immersed for 1 h in water containing approximately 1 % NaCl at a
temperature of 20 °C £ 5 °C after removing detachable parts. All of the flexible part is
immersed except

— appliance inlets;
— the point of entry of the flexible cord, unless it is a moisture-proof appliance;
— the connections of the heating element or internal wiring to the appliance inlet.

The appliance shall then withstand the electric strength test of 16.3 and inspection shall show
that there is no trace of water on insulation that could result in a reduction of clearances or
creepage distances below the values specified in Clause 29.

For moisture-proof appliances, inspection shall show that water has not penetrated the
flexible part to such an extent that it could come into contact with heating elements and other
current-carrying parts.

The flexible part of washable appliances fitted with a non-detachable flexible cord is
immersed again in the saline solution until it is saturated. It is then folded about its major axis
and placed over a line located 2 m above the floor. The cord is freely suspended, any excess
length being stretched out along the floor, and the flexible part allowed to drip-dry for 24 h.

The switch or control unit shall then withstand the electric strength test of 16.3 and inspection
shall show that there is no trace of water on insulation that could result in a reduction of
clearances or creepage distances below the values specified in Clause 29.

15.102 Anincision is made in the permanent enclosure and the flexible part is then immersed
in the saline solution that is allowed to penetrate freely into the interior.

After a period of 1 h, the appliance shall withstand the electric strength test of 16.3 and
inspection shall show that there is no trace of water on insulation that could result in a reduction
of clearances or creepage distances below the values specified in Clause 29.

15.103 Mattresses are supported on a piece of plywood. A quantity of water, containing
approximately 1 % NaCl, corresponding to 1 I/m2 of the upper surface area, is poured uniformly
over the mattress at the rate of 1 I/min.

The saline solution is allowed to soak into the mattress for a period of 30 min.
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The flexible part shall then withstand the electric strength test of 16.3 and inspection shall
show that there is no trace of water on insulation that could result in a reduction of clearances
or creepage distances below the values specified in Clause 29.

16 Leakage current and electric strength
This clause of Part 1 is applicable except as follows.
16.2 Addition:

The flexible part of blankets and pads is tested with the voltage applied between live parts
and an electrode immersed in the saline solution.

The flexible part of mattresses is covered with metal foil.

The leakage current of flexible parts shall not exceed

— for pads, 1 mA;
— for blankets and mattresses, 5 mA.

16.3 Modification:

The flexible part of blankets and pads is tested with the voltage applied between live parts
and an electrode immersed in the saline solution. However, when the test is carried out on
blankets and pads without first carrying out the tests of Clause 15, the flexible part is covered
with metal foil instead.

Addition:

After the test, the flexible part of blankets and pads is thoroughly rinsed in water and then
allowed to dry for at least 24 h at a temperature between 20 °C and 40 °C. During the drying
period, the appliance is stretched in an attempt to regain the original dimensions.

Mattresses are rinsed with a quantity of water corresponding to 0,5 I/m2 of the upper surface.
The water is poured evenly over the upper surface and then wiped with a sponge, soaking up
as much water as possible. This treatment is carried out three times and the mattress is then
wiped with a dry cloth.

17 Overload protection of transformers and associated circuits

This clause of Part 1 is applicable.

18 Endurance

This clause of Part 1 is not applicable.

19 Abnormal operation
This clause of Part 1 is applicable except as follows.
19.1  Modification:

Instead of the tests specified, the following applies.

Documents

Document Sharing Hub

Full document details: IEC 60335-2-17 2022 CMV


http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv
http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv

IEC 60335-2-17:2022 CMV © IEC 2022 - 23 -

Blankets are subjected to the tests of 19.101 and 19.103.

Pads are subjected to the tests of 19.103 and 19.105. Controlled pads are also subjected to
the tests of 19.104.

Mattresses are subjected to the tests of 19.103 and 19.108.

Appliances incorporating a fuse-link or intentionally weak part that ruptures due to a short
circuit are also subjected to the test of 19.102.

Fuse-links incorporated in an appliance to protect the flexible part against overheating or
ignition are not subjected to the tests of 19.12 and are not required to comply with IEC 60127. |8

Appliances incorporating electronic circuits are also subjected to the tests of 19.11 and 19.12.

Unless otherwise specified, the appliance is supplied with a voltage

— between 0,9 times and 1,1 times the rated voltage, for controlled appliances,

— resulting in a power input between 0,85 times and 1,24 times the rated power input, for
other appliances.

19.11.3 Addition:

The test of 19.106 is not repeated.

19.13 Addition:

The test of 15.101 is carried out before the test of 16.3.

If an electronic switch fails in the off position or stand-by mode and the appliance becomes
permanently energized, the temperatures or temperature rises specified in 19.106 shall not be
exceeded.

The temperature of the flexible part in contact with the thermal insulation shall not exceed
165 °C for controlled appliances and the temperature rise shall not exceed 150 K for other
appliances.

Unless the appliance is no longer in an operating condition after the tests, the temperature of
heating elements or electro-conductive textiles shall not exceed 160 °C for controlled
appliances and the temperature rise shall not exceed 145 K for other appliances.

R

sleld

19.1402101 Blankets are operated under normal operation except that the flexible part is
uncovered and folded at the most unfavourable place with a five-thickness fold having the most
unfavourable dimensions. A sheet of thermal insulation as specified in normative Annex AA, |
having dimensions of 300 mm x 450 mm x 72 mm, is placed on the folded blanket at the most

unfavourable location. A sandbag or other evenly distributed mass of 5 kg is placed on the |
sheet of thermal insulation.

The widths of each fold may be different-and-a-sandbag-may-be-used-as-the-mass.

If the blanket cannot be folded with five thicknesses, it is tested as a mattress in accordance
with 19.108. Documents
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The appliance is supplied with a voltage at the upper limit of the range specified in 19.1.
19.103

Void

19-106

Void

19.407102 If compliance with 19.101, 19.105-and or 19.108 depends on the rupturing of a
fuse-link or intentionally weak part, the test is repeated with the flexible part arranged as
specified but with the point of maximum impedance of the protection circuit included in the most
unfavourable part. The appliance is supplied with a voltage at the lower limit of the range
specified in 19.1.

| 19.108103 Appliances are operated under the conditions specified in Clause 11. Any control
that limits the temperature during the test of Clause 11 is short-circuited.

If the appliance incorporates more than one control, they are short-circuited in turn.

| 19.109104 Controlled pads are operated under normal operation except that two-thirds of
the flexible part is positioned so that it overhangs the edge of the plywood support.

The covered portion may be secured to prevent the pad slipping off the support.

| 19.410105 Pads are operated under normal operation except that the flexible part is
uncovered and folded at the most unfavourable place with a three-thickness fold having the

| most unfavourable dimensions. A sheet of thermal insulation as specified in normative
Annex AA, having dimensions of 300 mm x 450 mm x 72 mm is placed on the folded pad at the

| most unfavourable location. A sandbag or other evenly distributed mass of 5 kg is placed on
the sheet of thermal insulation.

The widths of each fold may be different-and-a-sandbag-may-be-used-as-the-mass.

19.14141106 Appliances shall be constructed so that failure of a component does not give rise
to an excessive temperature.

Compliance is checked as follows.
Blankets and mattresses are operated under the conditions of 11.101.

Pads are operated under normal operation. Controls are adjusted to the highest setting
recommended for continuous use, the pad being supplied as specified in 11.4.

Failure of components, other than heating elements and internal wiring, that could reasonably
be expected to occur in normal use is simulated, except that switching contacts armments

circuited. Only one fault condition is applied at a time.
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Failure of components that are expected to occur in normal use are the fault conditions specified
ina)tog)of 19.11.2.

During the test, the temperature of the surface of the flexible part of controlled appliances
shall not exceed:

— 60 °C for blankets and mattresses;

— 85 °C for pads.

For other appliances, the temperature rise shall not exceed:

— 43 K for blankets and mattresses;
— 60 K for pads.

19.4142107 Appliances incorporating ‘

e heating elements;
e internal wiring having stranded conductors; or

e an unsheathed core of a flexible cord within the flexible part extending more than 100 mm
from the cord anchorage

shall not attain excessive temperatures-in-normal-use if one or more strands are broken. ‘

Compliance is checked by the tests of 19.107.1 to 19.107.3 as appropriate or by assessment
of the protection system.

19.412107.1 If heating elements or internal wiring do not have integral insulation, and have |
individual strands that are not electrically insulated from each other, the enclosure of the
flexible part is opened at the most unfavourable place and a short length of the bare conductor

is exposed. All but one of the strands are cut and folded back by approximately 15 mm. The
enclosure is then closed and the appliance operated under normal operation for 4 h.

If the single strand ruptures before any damage occurs, the test is repeated with the number of
uncut strands increased to the minimum necessary to prevent rupturing.

After the test, there shall be no scorching of the enclosure or of any material in contact with the
uncut strands.

19.412107.2 If heating elements or internal wiring have integral insulation, and have
individual strands that are not electrically insulated from each other, the enclosure of the
flexible part is opened at the most unfavourable place and a short length of the insulated
conductor is exposed. A single identical strand 100 mm long is wrapped for one complete turn
around the insulation of the conductor, the ends of the turn being spaced 1 mm apart. The
strand is connected in series with the conductor, the enclosure is then closed and the appliance
operated under normal operation for 4 h.

If the single strand ruptures before any damage occurs, the test is repeated with the number of
strands increased to the minimum necessary to prevent rupturing.

After the test, there shall be no damage to the insulation of the conductor or to other material
of the flexible part.

NOTE A slight indentation of the insulation of the conductor is neglected.
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| 19.412107.3 If heating elements or internal wiring have individual strands that are electrically
insulated from each other, the heating element or wiring is disconnected from its terminals. A
DC voltage of approximately 500 V is applied for 1 min between any two strands.

The insulation resistance is measured and shall not be less than

— for class Ill appliances, 0,1 MQ;
— for other appliances, 1 MQ .

‘ 19.113108 Mattresses are operated under normal operation except that the flexible part is
uncovered and five runs of the heating element are bunched together in the most unfavourable
way. Sufficient material of the permanent enclosure of the flexible part is removed at the most
unfavourable location to get access to the heating element runs. The heating element runs
are bunched over a length of 150 mm and secured by thin high-temperature tape which is not

| to be overlapped more than once. A sheet of thermal insulation as specified in normative
Annex AA, having dimensions of 300 mm x 450 mm x 72 mm, is placed on the bunched
heating element at the most unfavourable location. A sandbag or other evenly distributed mass

of 5 kg is placed on the sheet of thermal insulation.-A-sanrdbag-may-be-tsed-as-the-mass:

If the construction does not allow the heating element runs to be bunched together, the heating
element assembly is removed from the mattress and subjected to the test of 19.101.

20 Stability and mechanical hazards
This clause of Part 1 is applicable except as follows.
20.1 Addition:

The test is only applied to control units intended to be placed on a surface.

21 Mechanical strength

This clause of Part 1 is applicable except as follows.

21.1 Addition:

Control units intended to be placed on a surface are also subjected to the test of 21.101.

Compliance for the flexible part is checked as follows:

— for blankets, by the tests of 21.102, 21.105 and 21.106;
— for mattresses, by the tests of 21.104 to 21.106;
— for pads, by the tests of 21.103 and 21.105 to 21.107.

After these tests, inspection of the flexible part shall not show
— damage between electrodes and electro-conductive textile or between electrodes and

their connections;

— that the enclosure is cracked or torn if it provides electrical insulation or protection against
moisture;

— that the heating element has moved in the channels so that two runs come into contact with
each other;

— breakage of any conductive thread of electro-conductive textiles;
— breakage of the conductors of the heating element;
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— breakage of more than 10 % of the strands of internal wiring;
— breakage of electrodes; |9

— failure of constructional stitching, or breakage of glued or welded joints, to such an extent
that compliance with the standard is impaired;

— loosening of a non-detachable flexible cord from the flexible part;
— loosening or breakage of electrical connections;
— open-circuiting of controls incorporated in the flexible part.

21.2 Addition:

This subclause is not applicable to flexible parts except those incorporating electro-
conductive textile having a working voltage above 24 V.

21.101 The control unit is dropped from a height of 40 mm onto a rigidly mounted steel plate
having a thickness of at least 15 mm and a mass of at least 15 kg. It is dropped so that it lands
on its base, the test being carried out 100 times.

The control unit is then dropped three times from a height of 500 mm onto a hardwood floor
by pulling it from a horizontal support by means of its cord so that it falls freely.

After the test, the control unit shall not be damaged to such an extent that compliance with
this standard is impaired. If the control unit still operates, the appliance shall withstand the
tests of Clause 11.

21.102 Blankets are securely attached to the apparatus described in normative Annex BB.
The blanket is pulled by the driving bar, the driving sprocket operating at a speed of 33 r/min.

The blanket is rotated 1 000 times with an end attached to the driving bar. It is then turned
through 90° and rotated another 1 000 times.

The tests are carried out with the same face of the blanket adjacent to the drum.

When it is obvious which end of the blanket is intended to be positioned at the head of the bed,
that end is attached to the driving bar. When this is not obvious, the end opposite the cord entry
is attached to the driving bar.

When the blanket is turned through 90°, the side opposite the cord entry is attached to the
driving bar.

21.103 Pads, with any detachable cover removed, are driven backwards and forwards over
a smooth horizontal roller having a diameter of 25 mm. The pad is arranged so that one end
hangs vertically over the roller while the full length of the other end is clamped to the driving
means, which moves in a horizontal plane.

A clamp is attached to the end of the vertical part of the pad over its full length. A mass of
0,5 kg, or equivalent to 3 g/mm of the length of the attached end, whichever is greater, is
attached to the clamp.

The stroke of the driving means is such that the greatest possible area is subjected to flexing.

The driving means is operated at a rate of approximately 125 mm/s for 2 000 cycles. The pad
is then turned through 90° and subjected to a further 2 000 cycles. A cycle is two movements,
one in each direction.
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The tests are carried out with the same face of the pad adjacent to the roller.
NTE . ! . roction.

21.104 Mattresses are laid flat on a horizontal plywood support. A roller of similar construction

| to the drum specified in normative Annex BB, having a mass of 61,5 kg and a length of 1 m, is
rolled slowly forwards and backwards over the upper surface of the flexible part in the most
unfavourable place. The roller is applied in the direction of the major axis over the same path
for 1 000 cycles.

‘ NOTE—A cycle is two movements, one in each direction.

21.105 Appliances are operated continuously under the conditions specified in Clause 11.
Non-controlled appliances and controlled appliances having a metallic temperature sensor
are tested for 500 h. Other appliances are operated for 1 000 h. The surface temperature of the
flexible part of controlled appliances is measured under steady conditions at the beginning
and at the end of this period. It shall not have increased by more than 5 K. For appliances with
heating elements with PTC characteristics, the test is carried out with the flexible part fully
covered with a sheet of thermal insulation, as specified in normative Annex AA, having a
thickness of 90 mm. However, the temperature of the heating element with PTC
characteristic is measured after 100 h and at the end of the test under the conditions specified
in Clause 11. It shall not have increased by more than 5 K.

21.106 The flexible part is subjected to the following test.

For blankets, the test of 21.102 is repeated but with the other face of the flexible part adjacent
to the drum.

For pads, the test of 21.103 is repeated but with the other face of the flexible part adjacent to
the roller.

For mattresses, the test of 21.104 is repeated but with the roller moved in the direction of the
minor axis. In this case, 2 000 cycles are carried out, 1 000 in each of two non-overlapping
paths.

21.107 Pads are subjected to a test in a tumbling barrel as shown in Figure 105, their supply
cords having been cut off at a distance of 100 mm from the flexible part. The barrel is turned
at a rate of 6 r/min to 7 r/min, so that the pad falls onto a steel plate twice in each revolution,
the number of revolutions being 500.

21.108 Appliances having heating elements that are retained in position by bonded layers
shall have adequate mechanical strength.

Compliance is checked by the following test.

Six samples of the bonded material, each having dimensions of 100 mm x 130 mm, are cut from
the flexible part. Three of the samples are cut in the direction of the runs of the heating
element and the other three samples are cut perpendicular to this direction.

From the ends measuring 100 mm, a strip of the material retaining the heating element in
position and having a width of 25 mm is cut away from one face at one end of each sample.
Another similar strip is removed from the opposite face and at the opposite end of the sample.
Any heating element situated under the removed strips is also cut away.

NOTE It-may can be necessary to cut away more than one layer in order to test the bonding of the layers retaining
the heating element.
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Clamps are attached to the full length of the remaining layers of material at both ends of the
sample.

The sample is then suspended by one of the clamps and subjected to a total load of 1,25 kg by
means of the other clamp. The test is carried out for 1 h at a temperature of 20 °C, and then for
1 h at a temperature of 80 °C.

The test is repeated on six samples taken from the flexible part of a new appliance.
The layers retaining the heating element in position shall not separate.

21.109 The enclosure of moisture-proof appliances consisting of plastic sheeting shall have
adequate flexibility under cold conditions.

Compliance is checked by the following test unless the appliance complies with the test of
15.102 or has an enclosure made from reinforced plastic sheeting.

The sheeting is cut into 10 rectangular samples, each being 145 mm long and 50 mm wide with
the longer dimension perpendicular to any striations resulting from the manufacturing process.

Each sample is folded about its minor axis and allowed to form a loop without creases. It is
stapled to a card twice, the staples being placed close together and approximately 30 mm from
the edges, as shown in Figure 106.

The test apparatus, which is also shown in Figure 106, has a steel arm that is freely pivoted at
one end so that the other end can fall against a steel anvil on which the sample is placed. The
mass of the arm assembly is 3,1 kg + 0,03 kg, the arm and anvil being grooved to clear the
staples fixing the samples to the card.

With its arm in the open position, the test apparatus is placed in a top-opening cabinet, the
temperature of which is maintained at =20 °C + 2 °C.

When steady conditions are established, all 10 samples are placed on the floor of the cabinet
with their loops uppermost for 1 h. A sample is then placed with its loop uppermost on the anvil
of the test apparatus.

The arm of the test apparatus is then allowed to fall and strike the sample from an angle of 85°
to the horizontal.

The test is carried out on the other samples as quickly as possible.
No more than two samples shall break into separate pieces.

21.110 The enclosure of moisture-proof appliances shall have adequate resistance to
tearing under normal conditions of use.

For enclosures of plastic sheeting, compliance is checked by the test of 21.110.1, unless the
appliance has been subjected to the test of 15.102 or the enclosure is made from reinforced
plastic sheeting.

For enclosures of rubberised or similarly treated fabrics, compliance is checked by the tests of
21.110.2 to 21.110.4. For enclosures of seamed fabric, compliance is also checked by the test
of 21.110.5.
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21.110.1 Five samples of the plastic sheeting, as shown in Figure 107, are conditioned at an
ambient temperature of 23 °C = 2 °C. The longer dimension is perpendicular to any striations
resulting from the manufacturing process.

The shorter edges of each sample are attached over their full length to the clamps of a tensile
machine, the sample and the clamps being in the same plane. The clamps are separated at a
rate of 50 mm/min until the sample tears. The maximum breaking load is measured.

The average breaking load of the five samples shall be not less than 12,5 N.

21.110.2 A sample of the treated fabric having a diameter of 76 mm is clamped between two
disks, each having a diameter not less than 76 mm and a concentric aperture having a diameter
of 26 mm £ 0,7 mm. This assembly is mounted in an apparatus so that water pressure can be
applied to the untreated side of the fabric. The water pressure is gradually increased and is
measured when leakage occurs through the fabric. It shall not be less than 410 kPa.

This test is carried out on three samples.
The average value of the pressure shall be at least 490 kPa.
21.110.3 Three sets of three samples, as specified in 21.110.2, are conditioned as follows.

The first set is immersed in boiling water for 1 h and then aged in a heating cabinet at a
temperature of 100 °C £ 1 °C for 1 000 h. The samples are then immersed again for 1 h in
boiling water.

The second set is aged in an oxygen bomb for 168 h, the oxygen having a pressure of
approximately 2,0 MPa and a temperature of 80 °C + 1 °C.

The third set is aged in an air bomb for 20 h, the air having a pressure of approximately
0,55 MPa and a temperature of 127 °C + 1 °C.

The test of 21.110.2 is then carried out on each sample.

The average value of the pressure for each set of samples shall be at least 70 % of the value
obtained during the original test of 21.110.2.

21.110.4 Three samples, as specified in 21.110.2, are folded backwards and forwards
10 times.

This test is also carried out on three similar samples that have been conditioned as specified
in 21.110.3 for the first set.

The samples shall show no crack, hard spot or other evidence of deterioration.

21.110.5 Twenty samples of seamed fabric, having dimensions of 76 mm x 25 mm, are cut so
that the seam lies along the minor axis. They are then divided into four sets of five samples and
three of the sets are conditioned as specified in 21.110.3.

All four sets of samples are then subjected to a gradually increasing tensile force until the seam
starts to separate.

The average value of the force necessary to separate the seams shall be at least 22 N.

21.111 The insulation of heating elements and internal wiring in the flexible part shall retain
adequate flexibility and insulating characteristics throughout the life of the aopliancDocumentS
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The requirement does not apply to class Ill appliances having a rated voltage not exceeding
24 V or to class lll constructions having a working voltage not exceeding 24 V.

Compliance is checked by the tests of 21.111.1 and also by the tests of 21.111.2 and 21.111.3
when the insulation exceeds

— a temperature of 75 °C for controlled appliances or a temperature rise of 50 K for other
appliances during the test of Clause 11, or

— atemperature of 135 °C for controlled appliances or a temperature rise of 110 K for other
appliances during the tests of Clause 19.

The tests are carried out on new samples of heating element or internal wiring. For appliances
having a bonded enclosure, the samples are taken from a new appliance.

For the test of 21.111.1, one sample measuring approximately 4 m in length is required. For the
testsof 21.111.2, at least 12 samples are required, each having a length of 300 mm. For the test
of 21.111.3, 12 samples are required each having a length of 300 mm.

The test of 21.111.2 is also applied to the plastic sheath that protects the ends of the heating
element and is attached to the flexible part.

The tests are also applied to a sheath that comprises basic insulation over earthed parts when
the sheath is integral with the heating element.

21.111.1 The sample of heating element or internal wiring is attached to the equipment shown
in Figure 108. This equipment has a carrier with two pulleys, each having a groove with a radius
of 4 mm, the diameter at the base of the groove being 25 mm. For samples not having a circular
cross-section, the form of the groove in the pulley is suitably modified. The pulleys are arranged
so that the sample is horizontal where it passes between them.

The sample is stretched over the pulleys, each end being loaded with a mass of 0,25 kg. If
necessary, the mass at each end is increased in steps of 0,1 kg in order to ensure that the wires
leaving the pulleys are parallel to each other. Restraining clamps are positioned so that the pull
is always applied by the mass in the opposite direction to which the carrier is moving.

The diameter of the pulley is increased to 60 mm and the initial load to 0,5 kg for heating
elements with PTC characteristics used in mattresses. The width and form of the groove of
the pulley are to be appropriate for the sample under test.

The carrier is moved by a means of a chain over a distance of 1 m at a constant speed of
approximately 0,33 m/s for 25 000 cycles.

A cycle is two movements, one in each direction.
The sample shall not break during the test.

A monitoring current not exceeding 50 mA may be passed through the sample during the test
to help detect breakage of the conductor.

For heating elements with PTC characteristics, the power input is measured before and after
the test. The measurement is made with the heating element suspended vertically in free air
and supplied at the rated voltage of the appliance. Both measurements are carried out at the
same ambient temperature and when the power input has stabilized. The power input shall not
increase during the test.

The sample is then immersed in water containing approximately 1 % NaCl. A DC voltage of
approximately 500 V is applied between the conductor and the saline solution. Documents
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The insulation resistance is measured 1 min after immersion and shall be at least 1 MQ.

For a heating element with PTC characteristics integrated in the flexible part of mattresses,
having a rigidity index measured according to normative Annex DD equal or greater than
25 N/m, the test is performed with two pulleys having the diameter at the base of the groove
being modified as specified in Table 103. 10

Table 103 — Pulley diameter for heating elements with PTC characteristic in mattresses

Cross sectional
conductive area of
heating element

Pulley diameter

mm? mm
<6,0 120
>6,0to<10 160
> 10 200

21.111.2 The insulation is pulled off from 12 samples of the heating element or internal
wiring. All conductive material, including sensor wires, is removed. If the insulation cannot be
pulled off, it is slit longitudinally and allowed to re-close after removal of the conductive material.
If the insulation of the heating element consists of more than one layer, only the outer layer is
pulled off and tested.

In addition, if the heating element includes a functional earth conductor, the basic insulation
of this conductor is removed and subjected to the test.

Six of the samples are conditioned by suspending them vertically so that they hang freely in a
heating cabinet, having forced air circulation, at a temperature of 125 °C + 2 °C for 336 h. The
samples are removed from the cabinet and allowed to cool down to room temperature. When
the material has stabilized, the length of the samples is measured and shall not be less than
90 % of the original length. PVC material will have stabilised by 16 h after removal from the
cabinet.

The 12 samples are placed in a tensile machine in turn so that the length between the clamps
is at least 50 mm. The machine is operated at a uniform speed of 500 mm/min £ 50 mm/min.
The force and elongation at the instant of rupture are determined.

Results obtained from any sample that ruptured at a force differing from the average value by
more than 10 %, and from samples that ruptured within a distance of 15 mm from the clamp,
are disregarded. Additional samples are tested in order to obtain 12 valid results.

The elongation of each of the unconditioned samples shall not be less than 100 % and their
tensile strength shall not be less than 8,75 MPa.

The average value of both the elongation and the tensile strength of the conditioned samples
shall not be less than 75 % of the average value determined for the unconditioned samples.

21.111.3 A 10 mm length of insulation is removed from each end of 12 samples of heating
element or internal wiring.

Six of the samples are wound in a close helix of six turns on a metal mandrel having a diameter
approximately equal to the external diameter of the samples. If the heating element has a non-
circular construction, the diameter of the mandrel is approximately equal to the length of its
minor axis 41. The samples, together with the remaining six samples, are placed in a heating
cabinet having forced air circulation and a temperature of 125 °C + 2 °C for 336 h.

Full document details: IEC 60335-2-17 2022 CMV

Documents

Document Sharing Hub


Modification of the flexing test method for mattresses where the flexibility is limited by the rigidity of the construction.

The test method is clarified for non-circular heating elements.

http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv
http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv

IEC 60335-2-17:2022 CMV © IEC 2022 -33 -

The samples are removed from the cabinet and allowed to cool down to room temperature.
When the material has stabilized, the other six samples are also wound on the mandrel in the
same way. PVC material will have stabilised by 16 h after removal from the cabinet.

The mandrel is immersed for 1 h in water containing approximately 1 % NaCl. The samples are
then subjected to a test voltage of 1 000 V, for class Il appliances and 500 V for class Il
appliances. The voltage is applied for 1 min between the conductors and the solution. There
shall be no breakdown.

The samples are unwound from the mandrel and inspection shall show that there are no visible
cracks.

21.112 Heating elements with PTC characteristics shall be resistant to crushing.
Compliance is checked by the following test.

The flexible part is fully supported by a piece of plywood 20 mm thick and supplied as specified
in 11.4. When steady conditions are established, the temperature of the heating element is
measured. A block having dimensions of 100 mm x 300 mm and a mass of 80 kg with rounded
edges in contact with the flexible part is applied for 5 min to the surface in the most
unfavourable place.

After removing the block, the appliance is again operated until steady conditions are established
and the temperature of the heating element is measured.

The temperature of the heating element where the block has been applied shall not have
increased by more than 10 K.

NOTE The most unfavourable place to apply the block is usually at a loop in the element.

21.113 The insulation of flexible parts incorporating electro-conductive textile shall retain
adequate flexibility and insulating characteristics throughout the life of the appliance. The
requirement does not apply to class lll appliances having a rated voltage not exceeding 24 V
or to class lll constructions having a working voltage not exceeding 24 V.

Compliance is checked by the tests of 21.113.1 and 21.113.2 when the insulation exceeds

— a temperature of 75 °C for controlled appliances or a temperature rise of 50 K for other
appliances during the test of Clause 11; or

— atemperature of 135 °C for controlled appliances or a temperature rise of 110 K for other
appliances during the tests of Clause 19.

The tests are carried out on new samples of the flexible part.

21.113.1 Twelve samples having the shape as shown in Figure 109 are stamped from the
supplementary insulation or reinforced insulation, six from the longitudinal direction and six
from the lateral direction. If the insulation is integrated with the fabric supporting the conductive
threads, the test is not carried out.

Three samples from each direction are conditioned by suspending them vertically so that they
hang freely in a heating cabinet, having forced air circulation, at a temperature of 125 °C + 2 °C
for 336 h. The samples are removed from the cabinet and allowed to cool down to room
temperature. When the material has stabilized, the length of the samples is measured and
shall not be less than 90 % of the original length.

The 12 samples are placed in a tensile machine in turn. The machine is operated at a uniform
speed of 500 mm/min + 50 mm/min. The force and elongation at the instant of rupture are

determined. Documents
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The elongation of each of the unconditioned samples shall not be less than 100 % and their
tensile strength shall not be less than 8,75 MPa.

The average value of both the elongation and the tensile strength of the conditioned samples
shall not be less than 75 % of the average value determined for the unconditioned samples.

21.113.2 Twelve samples having dimensions 200 mm x 100 mm are cut from the electro-
conductive textile, any other covering being removed. At least one sample is to include a
portion of electrode. The samples are then tightly rolled on a metal mandrel having a diameter
of 256 mm along the line of the conductive threads, if any. The roll may be held together by
suitable tape.

They are then placed in a heating cabinet having forced air circulation at a temperature of
125 °C £ 2 °C for 336 h. The samples are removed from the cabinet and allowed to cool down
to room temperature. They are then unwound and removed from the mandrel.

A sample is then placed centrally on a metal plate having dimensions of 180 mm x 80 mm and
a similar plate placed on top and weighted so that the applied mass is 5 kg. The sample is then
subjected to the electric strength test of 16.3. The other 11 samples are then tested in the same
way in turn.

Inspection shall show that there are no visible cracks in the insulation.

22 Construction

This clause of Part 1 is applicable except as follows.
22.101

Void

22,102

Veoid

22.403101 The flexible part shall be constructed so that heating elements, electro-
conductive textiles and internal wiring are retained in their intended position. The heating
element shall be located so that there are no crossover points.

If the heating element or electro-conductive textile is supported by a separate layer of
material, this material shall be firmly secured to the enclosure to prevent internal rucking.

Crossing of internal wiring shall be avoided as far as possible. When this is unavoidable, the
wiring shall be secured in order to prevent any relative movement. This requirement does not
apply to signal conductors dissipating less than 150 mW/m.

Compliance is checked by inspection.

| 22.404102 There shall be no significant change in the position of the heating elements or
electrodes if the stitching retaining them in position is broken.

Compliance is checked by inspection after breaking the thread in the most unfavourable place.

| 22.105103 Thermostats and thermal cut-outs incorporated in the flexible part shall be
individually enclosed in insulating material. Documents
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Compliance is checked by inspection.
22.106

Sl

22.107

Veoid

22.108104 The dimensions of detachable covers shall be greater than those of the flexible
part.

Compliance is checked by measurement after laundering the cover three times in accordance
with the instructions.

22.409105 Control units intended to stand on a table shall not have openings on the
underside that could allow small items to penetrate and touch live parts.

Compliance is checked by inspection and by measuring the distance between the supporting
surface and live parts through openings. This distance shall be at least 6 mm.

22.410106 Fuse links or thermal links that are incorporated to protect the flexible part |
against overheating or ignition shall not be replaceable by the user.

Compliance is checked by inspection.
22.411107 Duvets shall have adequate thermal properties. ‘
Compliance is checked by the following test.

The duvet is placed on a sheet of thermal insulation having a thickness of 72 mm as specified

in normative Annex AA. A heat source as specified in normative Annex AA is placed between |
the thermal insulation and the duvet. When steady conditions are established, the temperature

rise shall exceed 40 K.

22.412108 Appliances shall incorporate a manually operated switch to control the flexible ‘
part. The switch shall be constructed to prevent its actuating member from rotating continuously

in the same direction. Switches actuated by contact or proximity of a finger, with little or no
movement of the contact surface, shall require at least two manual operations to switch on the
heating element but only one operation to switch it off. Touching the contact surface at the

same point twice is not considered to be two operations.

Switches and control units in flexible cords shall have an off position at both ends of the
travel of the actuating member, unless an indicator lamp is incorporated to show when the
switch is in an on position.

Compliance is checked by inspection.
22.113
Void

22.414109 Wraps and pads intended to be used in close contact with the human body in order
to provide heat to create moisture for cosmetic purposes shall be moisture-proof ﬁ&liances
or the flexible part shall be class lll construction. cuments
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Compliance is checked by inspection and test.

22115

Veoid

22.416110 Blankets having a detachable cord for the connection of the flexible part shall
be washable.

Compliance is checked by inspection.

22.111 Reconnection of the mains supply to a blanket or mattress after an interruption shall
not result in overheating of the user.

Compliance is checked by the following test.

The control is adjusted to any setting specified for continuous use and the appliance is operated
at rated voltage for 1 min. It is then disconnected from the supply for 1 min after which it is
reconnected. It shall not be operating at a setting of the control higher than the highest setting
specified for continuous use. 12

23 Internal wiring

This clause of Part 1 is applicable.

24 Components

This clause of Part 1 is applicable except as follows.
24.1.3 Modification:

Switches are tested for 6 000 cycles of operation.
24.1.4 Modification:

Thermostats are operated for 100 000 cycles of operation and self-resetting thermal cut-
outs for 10 000 cycles of operation.

24.1.5 Addition:

Appliance couplers used for supplying the flexible part shall comply with the requirements of
IEC 60320-1 as far as they reasonably apply.

24.2 Modification:

Appliances may be fitted with switches and control units in flexible cords.

25 Supply connection and external flexible cords

This clause of Part 1 is applicable except as follows.
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25.2 Addition:

Blankets and mattresses for double beds having two separate heated areas may have two
means of connection to the supply.

25.5 Addition:
Type Z attachment is allowed.

Non-detachable flexible cords shall be connected to the flexible part only by type Y
attachment or type Z attachment.

25.7 Addition:
Light polyvinyl chloride sheathed cords may be used, irrespective of the mass of the appliance.
25.8 Modification:

Cords having a nominal cross-sectional area of 0,5 mm2 may be used, irrespective of their
length.

25.14 Addition:

The test is applicable to appliances fitted with a non-detachable flexible cord. It also applies
to switches and controls fitted in the flexible cord.

25.15 Modification:

Flexible cords connected to the flexible part are subjected to a pull force of 100 N that is only
applied three times for 1 min each time, the longitudinal measurement not being made. The
flexible part is securely held by means of clamps that grip the entire length of the edge opposite
the cord entry. If the cord enters at a corner, the clamps grip the entire length of both edges
adjacent to the opposite corner.

Flexible cords connected to switches and control units are subjected to a pull force of 100 N
and a torque of 0,1 Nm.

25.23 Addition:

If an interconnection cord has more than two conductors, the current density of each
conductor shall not exceed 12 A/mm? and the sum of the cross-sectional areas shall be at least
1 mm2,

If non-standardized flexible cords are used, their electrical and mechanical properties shall be
at least equal to those specified in IEC 60227.

When the ends of the heating element are contained in a plastic sheath attached to the flexible
part, the requirements related to current density and those of IEC 60227 do not apply to the
heating element or the plastic sheath.

25.101 The length of cord of washable appliances fitted with a non-detachable flexible cord,
measured between the points of entry to the flexible part and switch or control unit, shall be
at least 0,4 m.

Compliance is checked by inspection and by measurement. Documents
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26 Terminals for external conductors

This clause of Part 1 is applicable.

27 Provision for earthing

This clause of Part 1 is applicable.

28 Screws and connections
This clause of Part 1 is applicable except as follows.
28.2 Addition:

The requirement does not apply to the connections to the heating elements and electro-
conductive textiles.

29 Clearances, creepage distances and solid insulation
This clause of Part 1 is applicable except as follows.
29.1.3 Addition:

The clearance between the engagement face and contact tubes of appliance couplers used for
supplying the flexible part shall be at least 3,5 mm.

29.2 Addition:

The microenvironment of the flexible part is pollution degree 3 unless the insulation is enclosed
or located so that it is unlikely to be exposed to pollution during normal use of the appliance.

29.3 Addition:

The requirement does not apply to the flexible part.

30 Resistance to heat and fire
This clause of Part 1 is applicable except as follows.
30.1 Addition:

The requirement does not apply to the enclosure of the flexible part.

Modification:
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For parts of resilient plastic material fitted to the flexible part, such as interconnection couplers
and connection blocks, compliance is checked by the following test instead of the ball pressure
test of IEC 60695-10-2.

The parts are subjected to a pressure test in an apparatus similar to that shown in Figure 110,
the test being made in a heating cabinet at a temperature of 100 °C + 2 °C.

The specimen is clamped between steel jaws, having a cylindrical face of 25 mm radius, and
width of 15 mm and a length of 50 mm. The corners are rounded with a radius of 2,6 mm. The
specimen is clamped in such a way that the jaws press against it in the area where it is gripped
in normal use, the centre line of the jaws coinciding as nearly as possible with the centre of this
area. The force applied through the jaws is 20 N.

After 1 h, the jaws are removed and the specimen shall show no damage within the meaning of
this standard. 13

30.2 Addition:
The enclosure of the flexible part is not tested.
30.2.1 Addition:

Electro-conductive textiles shall comply with the requirements specified in ISO 9772 for
category HBF material.

30.2.2 Not applicable.
30.2.3.2 Addition:
The needle-flame test is not carried out on the enclosure of the flexible part.

30.101 The enclosure of the flexible part shall be resistant to ignition, unless the appliance
incorporates means to prevent overheating resulting from the arcing of conductors.

Compliance is checked by the test of

— 30.101.1, for assessing the resistance to ignition of the flexible part, or

— 30.101.2, for appliances incorporating means to prevent overheating resulting from the
arcing of conductors.

30.101.1—Six Three samples, having dimensions of 100 mm x 200 mm, are cut from the
enclosure so that their shorter sides are parallel with the runs of the heating element or
conductive threads of electro-conductive textile. They are selected from parts of the
enclosure so that no two samples contain the same warp thread or the same weft thread. If this
is not possible, the samples are selected so that the same threads do not appear in more than
two samples. Any pieces of heating element or electro-conductive textile and trimming are
removed from the samples.

The test equipment, as shown in Figure 111, has two brass electrodes 3 mm in diameter that
are supported by brass pillars mounted on a base of insulating material so that their axes are
aligned. The base also supports a platform of insulating material, having dimensions of
100 mm x 100 mm, and located centrally between the brass pillars. Provision is made for the
height of the platform to be adjusted.

Documents

Document Sharing Hub

Full document details: IEC 60335-2-17 2022 CMV


The previously referenced test method from IEC 60320-1 is no longer in the latest edition, so the test method is incorporated into this standard.

http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv
http://avadocuments2026.com/doc/iec-60335-2-17-2022-cmv

- 40 - IEC 60335-2-17:2022 CMV © IEC 2022

One of the electrodes is fixed in position while the other electrode is movable, thus allowing the
sample to be inserted. The tip of the fixed electrode has an angle of 45°. The electrode is
positioned so that the point furthest from the brass pillar is at the top and at a distance of
approximately 3 mm from the centre of the platform. The movable electrode has a flat end.

The lower part of a hardwood mask, as shown in detail A of Figure 112a, is placed on the
adjustable platform in the position indicated.

The test equipment, including the upper part of the mask as shown in detail B of Figure 112b,
is placed in a heating cabinet having a door with an inspection window and air circulated by
natural convection. The electrodes are connected in series with an adjustable non-inductive
resistor to a supply having a sinusoidal output voltage of 10 kV and a characteristic such that
the output voltage does not decrease by more than 100 V when a current of 1 mA is flowing.

The temperature of the heating cabinet is raised to 65 °C + 2 °C. The electrodes are then short-
circuited and the resistor adjusted so that a current of 1 mA flows. The supply is then
disconnected and the samples are placed in the cabinet for a period of 3 h.

Without removing the equipment from the heating cabinet, the movable electrode is withdrawn
and one sample is pulled over the fixed electrode so that the electrode is situated centrally in
the space normally occupied by the heating element or electro-conductive textile. The
sample is adjusted so that its end is approximately level with the edge of the adjustable platform.
The movable electrode is then inserted into the other end of the element space and is fixed so
that the distance between the electrodes is 6,0 mm = 0,1 mm. The sample is smoothed out and
the upper part of the mask is placed in position. The door of the heating cabinet is then closed
for a further period of 5 min in order to stabilise the temperature.

The supply is switched on and sparks are allowed to pass between the electrodes for a period
of 2 min and any ignition shall not reach the inner edge of the mask. The test is repeated on
two additional samples. 14

30.101.2 A suitable length of the conductor is exposed and the insulation of the conductor is
removed over a length of 25 mm. This part of the conductor is bent in a radius of 75 mm and
immersed in a non-conductive liquid having a temperature of 230 °C £ 2 °C, the appliance being
supplied at rated voltage. Within 30 s, the protection system shall operate so that the power
input of the flexible part does not exceed 1 W.

The conductor is withdrawn from the liquid when the protection system has operated. If the
power input of the flexible part subsequently increases above 1 W, the test is carried out
100 times or until the power input is permanently reduced below 1 W, whichever 006169 first.
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30.102 The insulation of heating elements or electro-conductive textiles and internal
wiring, including connections other than connections to the appliance inlet, within the flexible |
part shall be sufficiently resistant to abnormal heat and to fire.

Compliance is checked by the following test.

A sample of the heating element or internal wiring at least 150 mm long is supported by a grid
inclined at 45°. If electro-conductive textile is used, the sample has dimensions of

150 mm x 150 mm. The grid is formed from parallel wires 0,6 mm in diameter, spaced 20 mm

apart and it is large enough to fully support the sample. The sample is positioned perpendicular |
to the horizontal wires and centrally between the other wires.

A second grid of similar dimensions is placed on top of the sample so that its horizontal wires
are displaced by 10 mm from the horizontal wires of the first grid.

The wires of both grids that are parallel to the sample are aligned with each other.

The two grids are placed centrally within the laboratory fume-hood/chamber as specified in
IEC 60695-11-5:2016 and are held in position so that there is no movement during the test.

A needle flame, as specified in IEC 60695-11-5:2016, Figure 2a is applied to the sample and-is
maintatned-unti-the-insulation-ceasesto-burn at a point mid-way between the wires, so that the
tip of the flame is in contact with the surface of the sample and near its lower end A5.
Additionally, if there are connections to be tested, the needle flame, as specified in IEC 60695-
11-5, Figure 2a is applied to the sample so that the tip of the flame is in contact with the surface
of the insulation of the connection. 16

The flame is maintained until the test specimen ceases to burn.

The test is repeated on two additional samples. 47

In any of the test specimens, the length of the sample damaged by fire shall not exceed 65 mm,
measured from the point where the flame is applied.

31 Resistance to rusting

This clause of Part 1 is applicable.

32 Radiation, toxicity and similar hazards

This clause of Part 1 is applicable.
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Figure-102 101 — Sign for "Do not insert pins"

S

Figure 102 — Sign for “Not to be used by very young children (0-3 years)”

Figure-404 103 — Sign for "Do not use folded or rucked"
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Figure-103 104 — Arrangement for measuring leakage current
and electric strength of the flexible part
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Figure-1067 105 — Tumbling barrel for testing the mechanical strength of pads
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Figure-108 106 — Impact apparatus for testing enclosures of moisture-proof appliances
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Figure-109 107 — Shape of the sample for the tear resistance test
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