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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-34: Particular requirements for motor-compressors

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for s ization comprising
all national electrotechnical committees (IEC National Committees). The obj is to promote
international co-operation on all questions concerning standardization in the electfi d electronic fields. To
this end and in addition to other activities, IEC publishes International Stangdarg \ni ecifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides e d “IEC
Publication(s)”). Their preparation is entrusted to technical committees; apy g qittee interested
in the subject dealt with may participate in this preparatory work. i 3

governmental organizations liaising with the IEC also participate in jkj . |E aborates closely

agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

possible, an international
s representation from all

3) IEC Publications have the form of recom

4)

5) Independent certification bodies provide conformity

marks of conformity. IEC is not responsible for any

6)

7) employees, servants or agents including individual experts and
C National Committees for any personal injury, property damage or
whether direct or indirect, or for costs (including legal fees) and

the publication, use of, or reliance upon, this IEC Publication or any other IEC

8) ormative references cited in this publication. Use of the referenced publications is

9) to the possibility that some of the elements of this IEC Publication may be the subject of

patent rights. IE€ shall yot be held responsible for identifying any or all such patent rights.

This part of International Standard IEC 60335 has been prepared by subcommittee 61C:
Safety of refrigeration appliances for household and commercial use, of IEC technical
committee 61: Safety of household and similar electrical appliances.

This fifth edition cancels and replaces the fourth edition published in 2002 including its
Amendment 1 (2004) and its amendment 2 (2008). It constitutes a technical revision.

The principal changes in this edition as compared with the fourth edition of IEC 60335-2-34
are as follows (minor changes are not listed):

— some notes have been deleted or converted to normative text (1, 6.103, 19.14, 22.7,
Figure 101);

— manufacturer must declare the type of motor protection used (5.102, 6.104);
— tests to fault-test motor-compressors incorporating electronic circuits _introduced

(19.11.2, AA.5); ocuments
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— application of the EMP tests clarified (19.11.4);

— testing of contactors and relays associated with motor-compressors introduced (19.14);
— tables 101 and 102 updated and corrected,;

— running overload test conditions extended (AA.1, AA.2, AA.3, AA.4, AA.5).

The text of this part of IEC 60335 is based on the following documents:

FDIS Report on voting
61C/508/FDIS 61C/517/RVD

Full information on the voting for the approval of this standard can be fou
voting indicated in the above table.

the report on

This part 2 is to be used in conjunction with the latest edti Q335 its

This part 2 supplements or modifies the corre i in YEC 60335-1, so as to
convert that publication into the IEGC"s S i nts for electrical motor-

compressors.
When a particular subclause of Part 1/is not ms chin this part 2, that subclause applies
as far as is reasonable. When this standar S on", "modification" or "replacement”,

Words in bold in the text/are defined in Clause 3. When a definition concerns an adjective, the adjective and the
associated noun are also in bold.

A list of all parts of the IEC 60335 series, under the general title Household and similar
electrical appliances — Safety, can be found on the IEC website.
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The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

+ withdrawn,

» replaced by a revised edition, or

* amended.

NOTE 4 The attention of National Committees is drawn to the fact that equipment manufacturers and testing
organizations may need a transitional period following publication of a new, amended or revised IEC publication in

which to make products in accordance with the new requirements and to equip themselves for conducting new or
revised tests.

It is the recommendation of the committee that the content of this publication be adgpted for\implementation
nationally not earlier than 12 months or later than 36 months from the date of publicati

The following differences exist in the countries indicated below.

— 7.1: The locked-rotor current marking is required for some motor-compres

—  22.7: Different test pressures are used (Japan, USA).

O
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INTRODUCTION

It has been assumed in the drafting of this International Standard that the execution of its
provisions is entrusted to appropriately qualified and experienced persons.

This standard recognizes the internationally accepted level of protection against hazards such
as electrical, mechanical, thermal, fire and radiation of appliances when operated as in
normal use taking into account the manufacturer's instructions It also covers abnormal
situations that can be expected in practice and takes into account the way in which
electromagnetic phenomena can affect the safe operation of appliances.

This standard takes into account the requirements of IEC 60364 as far as-possible so that
there is compatibility with the wiring rules when the appliance is co

mains. However, national wiring rules may differ.

far as is reasonable. If applicable, the influence of one furcti
account.

in Part 1, Part 1 applies.

NOTE 1 This means that the technical comm\

This standard is a product famlly stadar

d dealing Wi i
s covering the same subject.

NOTE 2 Horizontal and generic s zayd are not applicable since they have been taken into
consideration when developing te\g nd artlclar requirements for the IEC 60335 series of standards. For
example, in the caseg gui surfaces on many appliances, generic standards, such as
ISO 13732-1 for hot’s S g in addition to Part 1 or part 2 standards.

An appliance that ith tP v'of this standard will not necessarily be considered to
comply with the safe ciples_of the standard if, when examined and tested, it is found to

have other features that in theTevel of safety covered by these requirements.

in the requj is» standard may be examined and tested according to the intent of
iT™found to be substantially equivalent, may be considered to comply
with the standarad:

For motor-compressors, testing in accordance with this standard is an option and cannot be
required as a precondition for testing the complete appliance, for example by reference in
Clause 24 of a part 2 of IEC 60335. However, testing of the appliance should be reduced if an
incorporated motor-compressor including its protection system or control system, if any,
complies with this standard.

If testing of the motor-compressor includes testing in accordance with Annex AA,
temperatures of the motor-compressor windings, housing and other parts related to the
motor-compressor, such as terminals, internal wiring and insulating materials, are not
measured when the complete appliance in which the motor-compressor is used is tested.

These requirements apply to sealed (hermetic and semi-hermetic type) motor-compressors
with their associated starting, cooling capacity control and protection systems, tested
separately under the most severe conditions of the refrigerating system operation which,
within reasonable limits, could occur in the applications for which they are used.
PP y Documents
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In particular, the construction detail inspection and locked-rotor testing may be done
separately on the motor-compressor, thereby eliminating the need for inspection and testing
when the motor-compressor is applied to many different appliances and factory-built
assemblies.

Operational tests may also be conducted on the motor-compressor separately in certain
circumstances. The specification for this type testing is provided in Annex AA. However, the
tests of the existing standards relevant to the given kind of application, such as IEC 60335-2-
24 and IEC 60335-2-40, may need to be conducted on the final application and used as the
final determination of acceptability.

@%
S
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-34: Particular requirements for motor-compressors

1 Scope

This clause of Part 1 is replaced by the following.

— factory-built assemblies for transferring
purposes or a combination of such purposes.

particular appli
assembly. If th
appliance control sys

— playing with the appliances by young children.

NOTE 102 Attention is drawn to the fact that

— for motor-compressors intended to be used in appliances in vehicles or on board ships, additional require-
ments may be necessary;

— in many countries, additional requirements are specified by the national health authorities, the national
authorities responsible for the protection of labour and similar authorities.

NOTE 103 This standard does not apply to
— motor-compressors designed exclusively for industrial purposes;

— motor-compressors used in appliances intended to be used in locations where special conditions prevail, such
as the presence of a corrosive or explosive atmosphere (dust, vapour or gas).

NOTE 104 If motor-compressors for refrigerant R-744 used in appliances with a transcritical refrigeration
system are equipped with pressure relief devices, compliance with the requirements for these devices is checked

during the tests on the final appliance.
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2 Normative references

This clause of Part 1 is applicable.

3 Terms and definitions
This clause of Part 1 is applicable, except as follows.

3.101

motor-compressor
appliance consisting of the mechanical mechanism of the compressor and the
which are enclosed in the same sealed housing, with no external sha
motor operating in a refrigerant atmosphere with or without oil

otor, both of
and with the

Note 1 to entry: The housing may be permanently sealed, such as by i t ermetic motor-
compressor), or may be sealed by gasketted joints (semi-hermetic mo
terminal box cover, and other electrical components or an electronic con §

Note 2 to entry: Hereafter, the term motor-compressor will be us gnate eithey’a hermetic motor-
compressor or semi-hermetic motor-compressor.

3.102
housing
sealed enclosure for the motor-compres e~xcompressor mechanism and

3.103
thermal motor-protector
automatic control, built-i
protect the motor-co
start

Note 1 to entry: Th@

3.104
motor-compre
thermal motor gctor and associated components, if any, or protective electronic
circuit fully or partly separate or integrated into the motor-compressor control system and
which is specifically intended to protect the motor-compressor against over-heating due to
running overload or failure to start

ction system

Note 1 to entry: The control carries motor-compressor current and is sensitive to one or both of the following:
— motor-compressor temperature;

— motor-compressor current.

3.105

motor-compressor control system

system comprising one or more electrical or electronic components, or electronic circuits
that provides at least one of the following:

— motor-compressor starting control functions;

— motor-compressor cooling capacity control functions

Documents
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3.106

starting relay

electrically operated control device intended for integration or incorporation into a motor-
compressor and used within the motor-compressor circuit to control the starting of single-
phase motor-compressors

3.107

application category

back pressure relative to the evaporation temperature range over which the motor-
compressor operates

Note 1 to entry: For the purpose of this standard, the following classifications of application categories are
made relative to the evaporation temperature range:

— low back pressure (LBP): denotes an evaporation temperature range from equalg or less\than -35 °C to

-15 °C;
— medium back pressure (MBP): denotes an evaporation temperature range frorg

— high back pressure (HBP): denotes an evaporation temperature range fro or greater than

+15 °C.

3.108
transcritical refrigeration system
refrigeration system where the pressure in the hig

3.109
design pressure
gauge pressure that has been assigned t

Note 1 to entry: It is specified fox the high pre

3110
pressure relief device

This clause of Part 1 is applicable, except as follows.

5.2 Addition:

At least one additional sample is required for the tests of clause 19, however further samples
may also be provided or are needed.

For the test of 22.7, two samples of the housing are required.

5.7 Replacement:

Tests are carried out in an ambient temperature of 20 °C + 5 °C.
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5.8.2 Addition:

Motor-compressors with self-resetting motor-compressor protection systems, and
designed for more than one rated voltage, are subjected to the tests of 19.101 and 19.103 at
the highest voltage.

5.10 Addition:

For the tests of Clause 19, the additional sample or samples shall be identical in all respects
to the test sample, charged with oil, if necessary, and vapour refrigerant. The sample has to
be provided with the motor-compressor protection system, starting relay, start capacitor,
run capacitor and control system, if any, as specified by the manufacturer, except that the
rotor shall have been locked by the manufacturer.

The manufacturer or responsible agent shall provide the following info
motor-compressor submitted for the tests:

ach type of

— type (synthetic or cellulosic) of winding insulation;
— refrigerant identification:
a) for a single component refrigerant, by at least one-Q
e chemical name;
e chemical formula;

e refrigerant number;

°
3
=i

«Q
D
S
Q
S
=
S
<
3

refrigerant

— types and qy ¢
charged;

pressure.
5.11 Replacement:

For motor-compressors which can be used in appliances where the supply cord is
connected directly to terminals on the motor-compressor, the test sample shall be provided
with a supply cord.

NOTE 101 Any additional samples required for testing need not be provided with a supply cord.

5.101 Motor-compressors, including those with crank-case heaters, are tested as motor-
operated appliances.

5.102 With regard to 6.104, protective devices other than the declared device under test
shall be disabled during the tests of Annex AA and Clause 19. If multiple protective devices
are declared, each shall be tested independently.
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6 Classification
This clause of Part 1 is applicable, except as follows.

6.101 Motor-compressors not incorporating an electronic circuit are classified as being
tested with Annex AA or without Annex AA.

Motor-compressors incorporating an electronic circuit are classified as being tested with
Annex AA.

Motor-compressors using refrigerant R744 shall not be classified as being tested with
Annex AA.

with the appropriate appliance standard.
Compliance is checked by

— the tests of this standard including th
with Annex AA;

— the tests of this standarg A Annex AA, for motor-compressors

O0r motor-compressors tested

— intended for ¢ i appliance supply cord to the motor-compressor
terminals, or

— not intended s : of the appliance supply cord to the motor-compressor
terminals.

NOTE 2 Motor-com 8_iNtended for direct connection of the appliance supply cord to their terminals can
also be used without the sypply cord being connected directly to their terminals.

NOTE 3 If the motor-compressor is used without the relevant components or with components different from
those specified by the manufacturer, additional testing in accordance with the appropriate appliance standard can
be necessary.

Compliance is checked by inspection and by the relevant tests.

6.103 Motor-compressors are classified as being protected by protective electronic
circuits or not being protected by protective electronic circuits.

This does not preclude the protective electronic circuits being provided in the end product,
in which case many of the tests of this standard shall be conducted on the end product.

Compliance is checked by inspection and by the relevant tests.
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6.104 The motor-compressor manufacturer shall declare the means of motor protection,
thermal motor protector, impedance protection, protective electronic circuit, or a
combination of the above.

Compliance is checked by inspection and by the relevant tests

7 Marking and instructions

This clause of Part 1 is applicable, except as follows.

7.1 Modification:

The rated power input or rated current need not be marked.
7.5 Not applicable.

7.7 Not applicable.

7.12 Not applicable, except 7.12.1 which is applicablé

-

7.13 Not applicable.

8 Protection against access to li

This clause of Part 1 is applicable.

9 Starting of moto

This clause of P@

10 Power inp

This clause 6

11 Heati

This clause of Part 1is not applicable.

NOTE 101 For motor-compressors, this clause of Part 1 can be covered by Annex AA.

12 Void

13 Leakage current and electric strength at operating temperature

This clause of Part 1 is not applicable, except 13.3 as required by 19.104.

14 Transient overvoltages

This clause of Part 1 is applicable.
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15 Moisture resistance
This clause of Part 1 is applicable, except as follows.

15.3 Addition:

NOTE 101 Motor-compressors with glass-insulated terminals and without any external control devices,
protectors or other components need not be tested.

16 Leakage current and electric strength

This clause of Part 1 is applicable.

17 Overload protection of transformers and associated cj

This clause of Part 1 is applicable.

18 Endurance

This clause of Part 1 is not applicable.

19 Abnormal operation
This clause of Part 1 is applicable, exc

19.1 Modification:

Replace the test speci
Motor—compres@ are

additionally, if so req

Compliance with_the tests of 19.11 and 19.12 is checked as described in 19.13. Compliance
with the tests of 19, 101, 19.102 and 19.103 is checked as described in 19.104. Compliance
with the tests of Annex AA is checked as described in Annex AA.

19.2 t0 19.10 Not applicable.
19.11.2 Addition:

For simulation of the fault conditions, a motor-compressor incorporating an electronic
circuit is connected to the substitute refrigeration circuit of Figure AA.1 and operated under
the conditions given in Clause AA.5. The condensing temperature applied being 5 K lower
than that which caused the motor-compressor protective electronic circuit to operate or
the motor-compressor to stall during the test of Clause AA.5.
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19.11.3 Replacement:

If the motor-compressor is classified as being protected by a protective electronic circuit
and if this protective electronic circuit operates to ensure compliance with Clause 19 and
Annex AA, the tests of 19.101, 19.102, 19.103 and Annex AA are repeated with a single fault
simulated, as indicated in a) to g) of 19.11.2.

However, the test of Annex AA is not repeated if during the test of Annex AA, for motor-
compressors classified as being tested with Annex AA, the motor-compressor protection
system did not operate. The test of Annex AA is also not repeated on motor-compressors
that are classified as being tested without Annex AA.

19.11.4 Addition:

If the tests have to be carried out, they shall be carried out in the end

NOTE 101 The application of these tests in this part 2 is not mandatory
product application.

19.13 Addition:

device.

19.14 Replacement:

If a relay or con
the same time.

short-circuited_in tur

For motor-compressors that use alternate start capacitors, the test shall be carried out using
each alternate start capacitor in turn.

The test is only performed on motor-compressors classified as being tested with Annex AA.

NOTE 1 For motor-compressors not classified as being tested with Annex AA, this test will be performed on the
final product.

NOTE 2 If the motor-compressor has several modes of operation, the tests are carried out with the motor-
compressor operating in each mode, if necessary.

19.101 The motor-compressor and motor-compressor protection system, together with
all their associated components which operate under locked-rotor conditions, are connected
in the circuit shown in Figure 101 and supplied with rated voltage as specified in 5.8.2.

NOTE 1 The associated components which comply with the requirements in Clause 24 are not evaluated by this

test.
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For motor-compressors with a non-self-resetting thermal motor-compressor protection
system, the motor-compressor is operated until a sufficient number of operations have been
made to ensure that continuous automatic recycling does not occur. The number of operations
should, however, not be less than three and should be performed as rapidly as possible with a
minimum delay of 6 s.

A longer off time is permitted if a delay feature longer than 6 s is part of the protection
system or control system.

All electromechnical components of the protection system shall be tested individually for
50 operations in total with the motor-compressor or with a load corresponding to the actual
motor-compressor or a higher load.

stem, the
period of

the housing temp and 15th days. If, during this three day
period, the tempera more than 5 K, the test can be terminated. If
the temperature ha S 3y moreNthan 5 K, the test is to be continued until the
temperature b a e than 5 K over a period of three consecutive days
or for at leastv2,/0Q0 otor-compressor protection system, whichever
occurs first;

NOTE 3 These test™rocedures can be modified, if necessary, to evaluate motor-compressor protection
systems which incorporate special or unique features.

Motor-compressors with a self-resetting motor-compressor protection system and
designed for more than one rated voltage are also tested at the lowest voltage for 3 h.

NOTE 4 A separate sample can be used for the test at the lowest voltage.

For motor-compressors where the design of the protection system or control system is
such that the windings are de-energized permanently, the motor-compressor and motor-
compressor protection system (if any), together with all their associated components which
operate under locked-rotor conditions, are re-energized. This procedure is repeated as rapidly
as possible until 10 operations have been performed, with a minimum off time of 6 s. A longer
off time is permitted if a delay feature longer than 6 s is part of the protection system or
control system.

If the motor-compressor is designed for more than one rated voltage, the test is performed

at all rated voltages. Documents
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If the motor-compressor is designed for a voltage range, the test is performed at the upper
and lower voltage limit.

Motor-compressors without a motor-compressor protection system are left energized as
described above for 15 days. The housing temperature is recorded on the 12t and 15t days.
If during these three days, the temperature has not increased by more than 5 K, the test can
be terminated.

19.102 The test of 19.101 is repeated for one operation of a non-self-resetting motor-
compressor protection system or 3 h minimum for self-resetting motor-compressor
protection system under the following conditions:

— with start and run capacitors open-circuited one at a time;

ave been
qcitors of

— with start and run capacitors short-circuited one at a time,
tested and shown to comply with the requirements for protectiof
IEC 60252-1.

NOTE 1 The test with the capacitors open-circuited need not be cond \ essors where the
open-circuited capacitors remove the start winding from the circuits.

pressor protection systems,
nder locked -rotor conditions,

3101, 19.102 and 19.103,

protection system shall be able to operate;

— the temperatu the housing and the temperature of the accessible surfaces of
associated components shall not exceed 150 °C;

— the residual current device shown in Figure 101 shall not operate;
— the motor-compressor, its associated starting relay and motor-compressor protection
system shall not emit flames, sparks or molten metal.

At the conclusion of the tests of 19.101, 19.103 and the test of 19.102 that is carried out with
start and run capacitors open-circuited,

— enclosures shall not have deformed to such an extent as to impair compliance with
clause 29;

— the motor-compressor protection system shall be able to operate;

— the motor-compressor shall withstand

e the leakage current test as specified in 16.2, the test voltage being applied between
the windings and the housing;

e the electric strength test of 13.3 of Part 1. Documents
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If the test of 19.102 is carried out with start and run capacitors short-circuited one at a time,
then at the conclusion of this test,

— enclosures shall not have deformed to such an extent as to impair compliance with
Clause 29;

— the motor-compressor shall withstand

o the leakage current test as specified in 16.2, the test voltage being applied between
the windings and the housing;

e the electric strength test of 13.3 of Part 1;

— the motor-compressor protection system shall be able to operate or it shall remain
permanently open-circuited.

19.105 Three-phase motor-compressors shall
single-phase failure.

NOTE 1 Primary single-phase failure means<{hat one ¢
supplying the motor-compressor is disconnected.

< anAinput voltage such that the output voltage is
otox-compressor. One phase of the supply to the input

equal to the rated\voltagé o
windings of thsfrmer is then “qissgrinected so that maximum current flows in an
unprotected winding gfNhe motor-compressor.

Motor-compressors designed for more than one rated voltage are tested at each voltage.

However, motor-compressors with a self-resetting motor-compressor protection system
and designed for more than one rated voltage are tested at the highest voltage for 24 h and
at the lowest voltage for 3 h.

NOTE 2 Separate samples can be used in testing motor-compressors designed for more than one rated
voltage, at each of their rated voltages.

During the test,

— the temperature of the housing and the temperature of the accessible surfaces of
associated components shall not exceed 150 °C;
— the motor-compressor windings shall not be damaged;

— the motor-compressor and motor-compressor protection system shall not emit flames,

sparks or molten metal. Documents
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NOTE 3 Motor-compressor windings are considered damaged if the windings open circuit or if the motor-
compressor does not comply with the electric strength tests specifications. Motor-compressors with a self-
resetting motor-compressor protection system are also considered damaged if there is a change in the relative
distribution of currents during the test, or if currents measured at the conclusion of the test vary by more than 5 %
from currents measured 3 h after the start of the test or on the first closure of the protective system following
these 3 h.

Immediately following this test, the motor-compressor shall withstand the electric strength
test of 16.3.

A three-phase motor-compressor is considered to meet the requirement for primary single-
phase failure protection without tests other than those specified in 19.101, 19.102 and 19.103,
if it is protected by one of the following devices:

— an overcurrent device, protecting each phase of its supply and which(is proyided with the

manufacturer;

— a motor-compressor protection system, responsive
symmetrically at the centre point of a star-connected sok and which
simultaneously opens at least two windings;

— a motor-compressor protection system, located
compressor, which activates pilot duty contacts
the motor-compressor supply contactor and w,
following:

supply to the coil of
o at least one of the

e motor-compressor current,

e motor-compressor temperature:
20 Stability and mechanical haza
This clause of Part 1 i :

21 Mechanic@e

22.2 Not applicabte

22.5 Not applicable.

22.7 Replacement:

Housings shall withstand the pressure expected in normal use.
Compliance is checked by the following tests.

A housing which is exposed to high side pressure shall be subjected to a pressure equal to:

— for non transcritical refrigeration systems, a minimum of 3,5 times the saturated vapour
pressure of the refrigerant at 70 °C, rounded up to the next 0,5 MPa (5 bar).
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NOTE 101 Example of test pressure calculation for R-22 (subcritical):
Saturated vapour pressure at 70 °C (gauge with respect to atmospheric pressure at STP) = 2,89 MPa (28,9 bar)

Test pressure = 3,5 x 2,89 MPa (28,9 bar)

10,1 MPa (101 bar)

10,5 MPa (105 bar) when rounded up to the next 0,5 MPa (5 bar).
— for transcritical refrigeration systems, 3 times the design pressure but not less than
the minimum test pressure as required in Table 101.

The test values for some refrigerants are given in Table 101. The values may, however, not
be high enough for some applications.

Table 101 — Minimum high side test preSSL}\ Q\
Refrigerant formulae Refrigerant st p SW
number {\ \\‘x \bar)
Non-transcritical N

CCl,F, R-12 N (60)
CF3CH,F R-134 6,5 (65)
CHCIF, R 10,5 (105)
CH(CH,), R-50 6 > 35 (35)
by weight 73,8 % R-12 + 26,2 % R-152a 500 10,0 (100)
by weight 48,8 % R-22 + 51,2 % R-115 R>50 10,5 (105)

by weight 44 % R-125 + 52 % Rxl43a +4 % R 134Q

i§4o 10,0 (100)
5 11,0 110)

by weight 50 % R-125 + 50 % R-14 (

by weight 25 % R-125 + 523 -407C 10,5 (105)

by weight 50 % R-1i+ 5 R-410A 15,0 (150)
Transcritical

co, R-744 42 (420)
A hou exposed only to low side pressure shall, for both subcritical and
transcritica e subjected to a pressure equal to five times the saturated vapour

pressure of the~cefrigérant at 20 °C or equal to 2,5 MPa (25 bar) whichever is higher, rounded
up to the next 0,2 (2 bar).

NOTE 102 Example of test pressure calculation for R-22 (subcritical):
Saturated vapour pressure at 20 °C (gauge with respect to atmospheric pressure at STP) = 0,81 MPa (8,1 bar)
Test pressure =5 x 0,81 MPa (8,1 bar)

= 4,05 MPa (40,5 bar)

= 4,2 MPa (42 bar) when rounded up to the next 0,2 MPa (2 bar).

The test values for some refrigerants are given in Table 102. The values may, however, not
be high enough for some applications.
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