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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-7: Particular requirements for washing machines

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for s i at|on comprising
all national electrotechnical committees (IEC National Committees). The obje
international co-operation on all questions concerning standardization in the electfi

this end and in addition to other activities, IEC publishes International Standarg i ecifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides e d “IEC
Publication(s)”). Their preparation is entrusted to technical committees; a ittee interested
in the subject dealt with may participate in this preparatory work. i 3
governmental organizations liaising with the IEC also participate in fkj . |E aborates closely
with the International Organization for Standardization (ISO) in &ccorda W
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical mattg S possible, an international

consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

7) No liability shall attac s dires mployees, servants or agents including individual experts and
members of its technd S E ational Committees for any personal injury, property damage or
other damage of Any w whether direct or indirect, or for costs (including legal fees) and
expenses arising\out\of\the publi t|on use of, or reliance upon, this IEC Publication or any other IEC

9) AttentionN M o ssibility that some of the elements of this IEC Publication may be the subject of
~JEC'shaN not\e held responsible for identifying any or all such patent rights.

This part of Internatignal Standard IEC 60335 has been prepared by IEC technical committee
61: Safety of household and similar electrical appliances.

This seventh edition cancels and replaces the sixth edition published in 2002 and its
Amendment 1 (2004) and Amendment 2 (2006). It constitutes a technical revision.
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The principal changes in this edition as compared with the sixth edition of IEC 60335-2-7 are
as follows (minor changes are not listed):

— the text of some notes in the identified subclauses has been converted to normative text
(3.1.9, 5.7, 10.1, 10.2, 11.7, 18.101, 19.101, 20.101, 20.103, 22.6, 22.101, 22.103,
22.104, 23.101, AA.1, AA.2 and Clause 4 of Annex BB);

— the spillage test has been made applicable to all washing machines (15.2);

— additional requirements concerning the accessibility of mechanical release mechanisms
have been added (22.105);

— requirements for washing machines employing an electrolyte, instead of detergent, have
been introduced in Annex CC,;

— the requirements for power driven wringers have been moved to infor Annex DD.

The text of this standard is based on the following documents:

FDIS Report on vogr{g\
61/3564/FDIS 61/365?&/5\ R N

O\

n be\fouhd in the report on

This publication has been drafted in agco ce = irectives, Part 2.

This part 2 is to be used in conjunct ! atest~edition of IEC 60335-1 and its
amendments. It was established on th \ 3, edition (2001) of that standard.

NOTE 1 When “Part 1” is meritioned_i i a , EC 60335-1.

This part 2 suppleme if esponding clauses in IEC 60335-1, so as to

convert that publicati ; standard: Safety requirements for electric washing
machines.
NOTE 2 The following & € prOVisigns suitably modified from other IEC or ISO standards.

Annex AA IEC 60436 and IEC 60456

Annex BB ISO 1817

. When this standard states “addition”, “modification” or “replacement”,
1 is to be adapted accordingly.

as far as is reasonab
the relevant text in Par
NOTE 3 The following numbering system is used:

— subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

— unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including
those in a replaced clause or subclause;

— additional annexes are lettered AA, BB, etc.

NOTE 4 The following print types are used:
— requirements: in roman type;
— test specifications: in italic type;

— notes: in small roman type.

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the
associated noun are also in bold.
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A list of all parts of the IEC 60335 series, under the general title: Household and similar
electrical appliances — Safety, can be found on the IEC website.

The committee has decided that the contents of the base publication and its amendments will
remain unchanged until the maintenance result date indicated on the IEC web site under
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

* reconfirmed,

* withdrawn,

» replaced by a revised edition, or

* amended.

— 3.1.9: Different size cloths are used. The initial water
without a wringer is 71 °C (USA).

steady conditions are established (USA).

— Annex BB: Different tests are carried out (USA).
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INTRODUCTION

It has been assumed in the drafting of this International Standard that the execution of its
provisions is entrusted to appropriately qualified and experienced persons.

This standard recognizes the internationally accepted level of protection against hazards such
as electrical, mechanical, thermal, fire and radiation of appliances when operated as in
normal use taking into account the manufacturer's instructions. It also covers abnormal
situations that can be expected in practice and takes into account the way in which
electromagnetic phenomena can affect the safe operation of appliances.

This standard takes into account the requirements of IEC 60364 as far as-possible so that
there is compatibility with the wiring rules when the appliance is co

mains. However, national wiring rules may differ.

If an appliance within the scope of this standard also incorpora
by another part 2 of IEC 60335, the relevant part 2 is applied ¢ C ,
far as is reasonable. If applicable, the influence of one furcti is taken into
account.

NOTE 1 For example, if appliances within the scope of this Payt 2
- have a separate spin container for water extraction, | i icable as far as is reasonable;
- have a drying function, IEC 60335-2-11 isals

When a part 2 standard does not include i s to cover hazards dealt with
in Part 1, Part 1 applies.

requirements.

This standard is a_pra
precedence ove

ents for surfaces on many appliances, generic standards, such as
a pl|cab|e in addition to Part 1 or part 2 standards.

An appliance employing materials or having forms of construction differing from those detailed
in the requirements of this standard may be examined and tested according to the intent of
the requirements and, if found to be substantially equivalent, may be considered to comply
with the standard.
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES -
SAFETY -

Part 2-7: Particular requirements for washing machines

1 Scope

This clause of Part 1 is replaced by the following.

This International Standard deals with the safety of electric washing
and similar use, that are intended for washing clothes and textiles,

This standard also deals with the safety of electric washi
similar use employing an electrolyte instead of detergent
appliances are given in Annex CC.

NOTE 101 d to epsure an acceptable level of
protection against electrical and thermal hazards for washinfg i

Appliances not intended for normal househs eyertheless may be a source of
danger to the public, such as appliances i ed by laymen in shops, in light

NOTE 102 Examples of suc i i for communal use in blocks of flats or in
launderettes.

he common hazards presented by washing
in and around the home. However, in general, it

As far as is practicabl

machines that are“enco
does not take in

NOTE 103 Attention

—  for washing machines intended to be used in vehicles or on board ships or aircraft, additional requirements
may be necessary;

drdawn to the fact that

— in many countries additional requirements are specified by the national health authorities, the national
authorities responsible for the protection of labour, the national water supply authorities and similar
authorities.

NOTE 104 This standard does not apply to
— washing machines intended exclusively for industrial purposes (ISO 10472-2);

— appliances intended to be used in locations where special conditions prevail, such as the presence of a
corrosive or explosive atmosphere (dust, vapour or gas).
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2 Normative references
This clause of Part 1 is applicable except as follows.
Addition:

IEC 60456, Clothes washing machines for household use — Methods for measuring the
performance

IEC 60730-2-12:2005, Automatic electrical controls for household and similar use — Part 2:
Particular requirements for electrically operated door locks

ISO 1817:2005, Rubber, vulcanized — Determination of the effect of ligt

3 Definitions
This clause of Part 1 is applicable except as follows.

3.1.9 Replacement:

normal operation
operation of the appliance under the fg

% of water for which it is constructed.
However, if the power inpuj.or current is hi 50 % of the textile material is used,
the appliance is operated wi is Tead_inst if this gives more unfavourable conditions

NOTE 101 For somg™appliances incgrpqrating_a progra
selection of a reduch pfogramme.

The temperature o

- 65 Cx5°C es Wi heating elements;
- 15° without heating elements and intended for connection to the
cold watefhsupp

high as the constructign will allow if lower, before starting the first washing period.

The textile material consists of pre-washed double-hemmed cotton sheets having dimensions
approximately 700 mm x 700 mm and a specific mass between 140 g/m?2 and 175 g/mZ2 in the
dry condition.

For impeller type washing machines, if the textile material does not move properly during
operation,

— the quantity of textile material may be reduced until the maximum power input of the motor
is attained, or

— a textile material comprising pre-washed double-hemmed cotton sheets, having
dimensions of approximately 900 mm x 900 mm and a mass between 90 g/m2 and
110 g/mZ2 in the dry condition, may be used.

However, for impeller type washing machines, in case of doubt, the test is carried out using
the reduced quantity of textile material.
Documents

Document Sharing Hub

Full document details: IEC 60335-2-7 2008 RLV


http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv
http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv

60335-2-7 © IEC:2008 -9-

4 General requirement

This clause of Part 1 is applicable.

5 General conditions for the tests
This clause of Part 1 is applicable except as follows.

5.2 Addition:

The relevant tests of 21.101, 21.102 and 22.104 shall be carried out on the_same appliance
as that used for the test of Clause 18.

5.3 Addition:

The test of 15.101 is carried out before the test of 15.3.

The relevant tests of 21.101 and 21.102 are carried out be
of 22.104 is carried out after the test of Clause 18.

ause 18. The test

5.7 Addition:

and the difference between the tempe
does not exceed 25 K minus the room te

Appliances shall bé or class Ill.

Applianc€e

7 Marking and~Npstructions
This clause of Part 1 is applicable except as follows.
7.1 Addition:

Appliances without automatic water level control shall be marked with the maximum water
level.

Appliances not intended for connection to the hot water supply and not provided with heating
elements shall be marked with the substance of the following:

CAUTION: Do not connect to the hot water supply.
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7.10 Addition:
If the off position is only indicated by letters, the word "off" shall be used.
7.12 Addition:

The instructions shall specify the maximum mass of dry cloth in kilograms to be used in the
appliance.

7.12.1 Addition:

For washing machines having ventilation openings in the base, the insf instructions

shall state that the openings must not be obstructed by a carpet.
7.15 Addition:

The caution relating to connection to the hot water supply \e appliance at its

point of attachment to the water supply.

8 Protection against access to live parts

This clause of Part 1 is applicable.

10 Power inp{;n
This clause of Par

The selegte ataly riod is the period, such as filling with water, washing, rinsing,
ST gr braking, during which the power input is the highest.

10.2 Addition:

The selected representative period is the period, such as filling with water, washing, rinsing,
water extraction, spinning or braking, during which the current is the highest.

11 Heating
This clause of Part 1 is applicable except as follows.
11.7 Replacement:

Appliances incorporating a programmer are operated for three cycles with the programme that
results in highest temperature rises, with a rest period of 4 min between cycles.
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Other appliances are operated for three cycles, with a rest period of 4 min between cycles.
Each cycle consists of the following operations:

— for appliances without means for water washing;
extraction and for washing machines with
a hand-operated wringer,

— for appliances having a single drum for washing followed by water extraction;
washing and water extraction,

— for appliances having separate drums for ~ washing and water extraction separated by
washing and water extraction that cannot  an additional 4 min rest period;
be used simultaneously,

— for appliances having separate drums for
washing and water extraction that can be
used simultaneously,

— for appliances having a single drum for
washing, water extraction and drying

« that allow the same quantity of textile washing
material to be washed and dried in the followed b
drum,

e that, according to the instructions,
only allow a portion of the washed
textile material to be dried An_ the
drum,

For appliances withou
— the washing

After the specified sequence of operation, discharge pumps that are driven by a separate
motor and switched on and off manually, are subjected to three operating periods separated
by rest periods of 4 min. Each operating period is equal to 1,5 times the period necessary to
empty the appliance when filled to the maximum normal water level. The outlet of the water
discharge pipe is 900 mm above the floor.

12 Void

Documents

Document Sharing Hub

Full document details: IEC 60335-2-7 2008 RLV


http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv
http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv

-12 - 60335-2-7 © IEC:2008

13 Leakage current and electric strength at operating temperature

This clause of Part 1 is applicable except as follows.
13.2 Modification:

For stationary class | appliances, the leakage current shall not exceed 3,5 mA, or 1 mA/kW
of rated power input with a limit of 5 mA, whichever is greater.

14 Transient overvoltages

This clause of Part 1 is applicable.

15 Moisture resistance

This clause of Part 1 is applicable except as follows.

15.2 Replacement:

Appliances shall be constructed so that spillage™© nal use does not affect their

Appliances with type X attachment, exce 0d a specially prepared cord, are fitted
with the lightest permissik of the smallest cross-sectional area specified
in Table 13.

Appliances inte g xatel> by the user are completely filled with water
containing apprg@ f aCl, AMNurtier quantity of this solution equal to 15 % of the
capacity of the applia ver is greater, is poured in steadily over a period of
1 min.

Other appliafice c\until the maximum water level is reached, and 5 g of the
detergent AA is added for each litre of water in the appliance. The inlet
valve is<hela ‘ e filling is continued for 15 min after first evidence of overflow or
until the inflaw i watically stopped by other means

For appliances that-afe loaded from the front, the door is then opened if this can be achieved
manually and without damage to the door interlock system.

For all appliances, 0,5 | of water containing approximately 1 % NaCl and 0,6 % of rinsing
agent, as specified in Annex AA, is poured over the top of the appliance, the controls being
placed in the on position. The controls are then operated through their working range, this
operation being repeated after a period of 5 min.

The appliance shall then withstand the electric strength test of 16.3 and inspection shall show
that there is no trace of water on insulation that could result in a reduction of clearances or
creepage distances below the values specified in Clause 29.
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15.101 Appliances shall be constructed so that foaming does not affect electrical insulation.
Compliance is checked by the following test that is carried out immediately after that of 15.2.

The appliance is operated under the conditions specified in Clause 11 but for one complete
cycle with the programme that results in the longest period of operation. Twice the quantity
of detergent necessary for normal washing is added, the composition of which is specified in
Annex AA.

For appliances incorporating a detergent dispenser, the solution is added manually at the
point in the cycle when it would normally be dispensed automatically. For other appliances,
the solution is added before starting the cycle.

The appliance shall then withstand the electric strength test of 16.3.

The appliance is kept in a test room having a normal atmosphég
subjected to the test of 15.3.

16 Leakage current and electric strength

This clause of Part 1 is applicable.

17 Overload protection of trans{ dhgircuits

This clause of Part 1 is applicable.

18 Endurance

This clause of Part 1 is

18.101 Applian@

also measurex

The lid or door is then subjected to 10 000 cycles of opening and closing. For the first 6 000
cycles, the appliance is supplied at rated voltage and operated so that the interlock
mechanism is energized and de-energized each cycle. For the last 4 000 cycles, the
appliance is not connected to the supply mains. For appliances having a drying function, the
total number of cycles is increased to 13 000, the first 9 000 cycles being carried out with the
interlock mechanism energized and de-energized each cycle.

If the interlock complies with IEC 60730-2-12, the appliance is not connected to the supply
mains during this test. If the interlock operates more than once during normal operation, it is
operated for this number of times during each cycle.

Lids are opened each time by approximately 45° and doors by 90°, the speed of opening
being approximately 1,5 m/s. The force applied to open the lid or door is twice the measured
opening force, with a minimum of 50 N and a maximum of 200 N.
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Doors are closed at a speed of approximately 1,5 m/s, the force applied being five times the
measured closing force, with a minimum of 50 N and a maximum of 200 N. Lids are allowed to
close under their own weight but if they fail to latch, a force of five times the measured closing
force is applied, with a minimum of 50 N and a maximum of 200 N.

After the tests, compliance with the relevant requirements of 20.103 to 20.105 shall not be
impaired.

18.102 The braking mechanism of appliances having a lid that can be opened during the
water extraction period shall withstand the stresses to which they may be exposed in normal
use.

Compliance is checked by the following test.

appliance does not attain an excessive temperature.

The test is carried out 1 000 times, the textile materia
every 250 times.

After the test, the appliance shall be fi
not be impaired.

NOTE Forced cooling may be used to prevent g

19 Abnormal operatio

elements are alse.subjected to the test of 19.102.
19.2 Addition:

Restricted heat dissipation is obtained without water in the appliance or with just sufficient
water to cover the heating elements, whichever is the more unfavourable.

19.7 Addition:
Appliances without a programmer or timer are operated for 5 min.

19.9 Not applicable.
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19.13 Addition:

The textile material shall not ignite and shall not show any charring or glowing.

NOTE 101 Light brown colouring of the textile material or slight emission of smoke is ignored.

During the tests of 19.101 and 19.102, the temperature of windings shall not exceed the
values specified in Table 8.

The appliance shall comply with the appropriate requirements of 20.103 to 20.105 if it can still
be operated.

19.101 The appliance is supplied at rated voltage and operated unde al operation.
Any fault condition or unexpected operation that may be applied in norf

The fault conditions and unexpected operations to be applied argex
— the programmer stopping in any position;

— disconnection and reconnection of one or more phase ! wririg any part of the
programme;

— open-circuiting or short-circuiting of compone

— failure of a magnetic valve;

* the cross-sectional a

I
o
<
S
Q
=
<
S
D
o
=
-
>

If operation y
programme, programme are carried out with the water valve closed. This

gramme has started to operate.

— the automatic filling™dgx¥ice held open is covered by 15.2;

thermal controls short-circuited is covered by 19.4;

— motor capacitors short-circuited or open-circuited is covered by 19.7;

the failure of door interlocks is covered by 24.1.4.

19.102 Appliances not intended for connection to the hot water supply and not provided with
heating elements are operated under the conditions of Clause 11, except that they are
supplied at rated voltage and filled with water at a temperature of 65 °C + 5 °C.

Documents

Document Sharing Hub

Full document details: IEC 60335-2-7 2008 RLV


http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv
http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv

- 16 - 60335-2-7 © IEC:2008

20 Stability and mechanical hazards
This clause of Part 1 is applicable except as follows.

20.1 Modification:

The appliance is empty or filled as specified for normal operation, whichever is more
unfavourable. Doors and lids are closed and any castors turned to the most unfavourable
position.

20.101 Washing machines of the drum type that are loaded from the top th
with a hinged lid shall incorporate an interlock that de-energizes the
opening exceeds 50 mm.

ough an opening
before the lid

If a removable or sliding lid is provided, the motor shall be de-ene
removed or displaced and it shall not be possible to start the
closed position.

unless the lid is in the closed position.

Compliance is checked by inspection, by measurems

the maximum m
the inside wall o

20.103 For washing machines of the drum type that are loaded from the front or from the
top, the door or lid shall be interlocked so that the appliance can only be operated when the
door or lid is in the closed position.

Compliance is checked by inspection, by manual test and by the following test.

Test probe B of IEC 61032 is applied in order to try and release any interlock that is needed
to comply with the requirement. The interlock shall not release.

20.104 It shall not be possible to open the lid or door of the appliance while the drum speed
exceeds 60 r/min if the drum has a rotational kinetic energy exceeding 1 500 J, or a maximum
peripheral speed exceeding

— 20 m/s, for drums that rotate about the horizontal axis,
— 40 m/s, for drums that rotate about the vertical axis.

Compliance is checked by the following test. Documents
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The appliance is supplied at rated voltage and operated empty. The force determined during
the test of 22.104 with the lid interlocked is applied to the lid or door in an attempt to open it.

It shall not be possible to open the lid or door while the drum speed exceeds 60 r/min. If the
appliance is loaded from the front and the door can be opened, the motor shall be de-
energized before the opening exceeds 50 mm.

NOTE The rotational kinetic energy is calculated from the following formula:

E = mv¥/4

where
E is the rotational kinetic energy, in J;

m is the mass of cloth specified in the instructions, in kg;

v is the maximum peripheral speed of the drum, in m/s.
20.105 Appliances shall have an automatic means fqQ itghing the motor, or for
reducing the drum speed to 60 r/min, when the lid o i aned ifthe drum has a

the drum speed shall be\xno Rig : lthln 7 s of openlng the lid or door by
50 mm. In addition, if|N 3 28| ded from the front, the motor shall become de-
energized.

NOTE The rotation@e i

Compliance is chectked by the test of 21.101.1 for lids and 21.101.2 for doors.

21.101.1 A rubber hemisphere having a diameter of 70 mm and a hardness between
40 IRHD and 50 IRHD is fixed to a cylinder having a mass of 20 kg and dropped from a height
of 100 mm onto the centre of the lid.

The test is carried out three times, after which the lid shall not be damaged to such an extent
that moving parts become accessible.

21.101.2 A vertically downwards force of 150 N is applied in the most unfavourable position
to the door while it is open at an angle of 90° + 5°. The force is maintained for 1 min.

After the test, the appliance shall not be damaged or deformed to such an extent that
compliance with 20.103 to 20.105 is impaired.

21.102 Lids shall have adequate resistance to distortion.
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Compliance is checked by the following test.
A force of 50 N is applied to the open lid in the most unfavourable direction and position.
The test is carried out three times, after which the hinges shall not have worked loose and the

appliance shall not be damaged or deformed to such an extent that compliance with 20.103 to
20.105 is impaired.

22 Construction

This clause of Part 1 is applicable except as follows.

22.6 Modification to the requirement:

Modification to the test specification:

Instead of coloured water, a solution composed of 5 g
per litre of distilled water is used.

22.101 Appliances shall be construcie

doors or doors that are opened by
pushing and turning.

22.102 Appliances s
heating eIement@

- opened by means of a key;

- opened by two separate actions such as pushing and turning; or
- opened by rotating by more than 180°.

Compliance is checked by inspection and by manual test. If the filter compartment can be
opened, any flow of water shall not exceed 0,5 I/min.

22.104 Lid and door interlocks required for compliance with Clause 20 shall be constructed
so that they are unlikely to be forced open in normal use.

Compliance is checked by the following test.

The lid or door is opened as in normal use and the force applied to the handle, or actuating
means of the release mechanism, is measured.
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The lid and door is closed. The appliance is supplied at rated voltage and operated for a
sufficient period for the interlock to be energized. An attempt is then made to open the lid or
door as in normal use. The force applied is gradually increased to five times the measured
opening force, with a minimum of 50 N and a maximum of 200 N, over a period of 5 s.

The test is carried out 300 times at a rate of approximately six times per minute.

The force is then increased to 10 times the measured opening force, with a minimum of 50 N.
It shall not be possible to open the lid or door.

NOTE Damage to handles is ignored.

22.105 Any mechanical release mechanism intended to open the loadin or after a failure
shall only be accessible by using a tool.

Compliance is checked by inspection.

23 Internal wiring

This clause of Part 1 is applicable except as follows.

23.101 The insulation and sheath of internal

24 Components

This clause of P@'

24.1.4 Addition:

interlock operates\umaore than once during normal operation, the minimum number of cycles
of operation is increased accordingly.

24.101 Thermal cut-outs incorporated in washing machines for compliance with 19.4 shall
not be self-resetting.

Compliance is checked by inspection.

25 Supply connection and external flexible cords

This clause of Part 1 is applicable.

26 Terminals for external conductors

This clause of Part 1 is applicable.
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27 Provision for earthing

This clause of Part 1 is applicable.

28 Screws and connections

This clause of Part 1 is applicable.

29 Clearances, creepage distances and solid insulation
This clause of Part 1 is applicable except as follows.

29.2 Addition:

t less than

The microenvironment is pollution degree 3, and the insulatio
i exposed to

250, unless the insulation is enclosed or located so tha
pollution during normal use of the appliance due to
— condensation produced by the appliance;

— chemicals, such as detergent or fabric conditi

30 Resistance to heat and fire

This clause of Part 1 is applicable exc

pt as folld

30.2 Addition:

For washing machines ' 3 yramme’r or a timer, 30.2.3 is applicable. For other

This clause of P $ applicable.
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Annexes

The annexes of Part 1 are applicable except as follows.
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Annex AA
(normative)

Detergent and rinsing agent

AA.1 Detergent

The detergent specified in the instructions may be used, but if there is any doubt with regards
to the test results, the composition of the detergent shall be as follows:

Substance Parts b ass
/\/o Q\
6 \)

)

Linear sodium alkyl benzene sulphonate (mean length
of alkane chain Cq45)

Ethoxylated tallow alcohol (14 EO)

Sodium soap (chain length C12 161 13 % to 26 % and
C1gm 22. 74 % to 87 %)

Sodium tripolyphosphate
Sodium silicate (SiOz: 76,75 % and Na;O: 23,25 %)

Magnesium silicate 1.5
Carboxy methyl cellulose 1,0
Ethylenediamine tetra-acetic-sodium-salt 0,2
Optical whitener for cotton (dimorpholinostilbeng typé) 0,2
Sodium sulphate (as accompa Q 16,8
added)

Water 7.8
Sodium perborate tefrahydr (supp 20,0

NOTE The composition of the i tracted from IEC 60456:1994.

ailable rinsing agent may be used, but if there is any doubt with regards
the composition of the rinsing agent shall be as follows:

Any commereiall
to the test resul

Substance Parts by mass
%
Plurafac LF 2211) 15,0
Cumene sulfonate (40 % solution) 11,5
Citric acid (anhydrous) 3,0
Deionized water 70,5

1) Plurafac LF 221 is the trade name of a product supplied by BASF. This information is given for th veni
of users of this document and does not constitute an endorsement by IEC of this product: ﬁ(ﬁéﬁfﬁents
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The rinsing agent with the above composition has the following properties:

- viscosity, 17 mPa.s;
- pH, 2,2 (1 % in water).

NOTE The composition of the rinsing agent is extracted from IEC 60436.

@%
S
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Annex BB
(normative)

Ageing test for elastomeric parts
The ageing test on elastomeric parts is carried out by measuring their hardness and mass
before and after immersion in a solution of detergent at elevated temperature.

The test is carried out on at least three samples of each part. The samples and test procedure
are as specified in ISO 1817, with the following modifications.

4 Test liquids

The total mass of the test pieces immersed shall not excee \ Y y litre of solution.

] oly exposed to the
solution. During the tests, the test pieces shall not light. Test pieces of
different compounds shall not be immersed in the Same time.

5 Test pieces
5.4 Conditioning
The temperature is 23 °C

6 Immersion in the

6.1 Temperatu@

6.2 Duration
The test pieces are immersed for a total period of 48*2 h.

The test pieces are then immediately immersed in a fresh solution that is maintained at
ambient temperature. The pieces are immersed for 45 min £ 15 min.

After having been removed from the solution, the test pieces are rinsed in cold water at
15 °C = 5 °C and then dried with blotting paper.
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7 Procedure

7.2 Change in mass

The increase in mass of the test pieces shall not exceed 10 % of the value determined before
immersion.

7.6 Change in hardness

The micro-test for hardness applies.

shall not have become sticky and shall show no crack visible to the
deterioration.

O
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Annex CC
(normative)

Detergent free electrolyser washing machines
The following modifications to this standard are applicable to washing machines for household

and similar use that incorporate an electrolytic process employing an electrolyte instead of
detergent.

NOTE Additional subclauses and notes in this annex are numbered starting with 201.

2 Normative references
Addition:

IEC 60068-2-52:1996, Environmental testing — Part 2: Tes
(sodium, chloride solution)

3 Definitions
3.1.9 Addition:

Appliances employing arele 3 ser shall be filled with the amount and

The instructighs i intended to be filled with electrolyte by the user shall contain
' ed and the substance of the following:

In ordertqQ avwid\azards, use only the electrolyte specified.

NOTE 201 Details of the electrolyte to be used may be given, for example, in terms of a generic name or a
manufacturer’s part number.

7.12.1 Addition:

The installation instructions shall state that the appliance shall be installed so that there is a
distance of at least 200 mm between the appliance enclosure and external heat sources, such
as appliances containing heating elements.

Documents

Document Sharing Hub

Full document details: IEC 60335-2-7 2008 RLV


http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv
http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv

60335-2-7 © |IEC:2008 - 27 -

15 Moisture resistance

15.2 Replace the third and fourth paragraphs of the compliance in the replacement by the
following:

Appliances are operated under the conditions of Clause 11 but without a clothes load. When
the maximum water level is reached, the inlet valve is held open and the filling is continued
for 15 min after first evidence of overflow or until the inflow is automatically stopped by other
means.

15.101 Not applicable.

19 Abnormal operation

Detergent having a composition as specified in Anne , the_quantity of detergent
being twice the quantity of electrolyte necessary far nérmal w 9g. fhe appliance is then

The appliance shall then withstand the ela

22 Construction

22.6 Modification:
Instead of colo
is used.

Add the following

from the electrolysed portion of the wash water

endeth to\prevent the electrolyser aperture being blocked by walls shall be fixed so
ible Yo remove them from the outside of the appliance by hand or by means
panner.

Spacers in
that it is not pos
of a screwdriver ora

22.201 Appliances fitted with an electrolyser, consisting of cathodic and anodic chambers
separated by an electrolytic separator, shall be constructed so that the electrolyser is always
open to the atmosphere through an aperture of at least 5 mm in diameter, or 20 mmZ2 in area
with a width of at least 3 mm. The aperture shall be located so that it is unlikely to be
obstructed in normal use.

Compliance is checked by inspection and by measurement.
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22.202 During normal use of the appliance, the chemical reaction in the electrolyser shall
not produce hydrogen gas that is released in hazardous amounts into areas

- where electrical components that produce arcs and sparks during normal operation or
abnormal operation are mounted, unless these components have been tested and found
at least to comply with IEC 60079-15 for group IIC gases; or

- that contain surfaces with a temperature exceeding 460 °C during normal operation or
abnormal operation and that may be exposed to the released hydrogen gas.

Compliance is checked by inspection, by measuring the temperature of the relevant surfaces
during normal operation and abnormal operation and by the following test.

The appliance is operated for one cycle under conditions of normal operdtion.

The concentration of hydrogen gas in the relevant areas is mea
wash cycle from the beginning of the test until the end of the cycle. ¢
concentration measured prior to the test is subtracted fro Pre 1 Qncentration
measured during the test.

The measured value shall not exceed 50 % of the lowe

NOTE 1 The LFL of hydrogen gas is 4 % V/V of air.

NOTE 2 Instruments used for monitoring gag’co
should have a fast response, typically 2 s to 3 8

NOTE 3 If gas chromatography is used, the ga
2 ml every 30 s.

NOTE 4 Other instruments are
results.

radius of 0,2 2’mm. The pin is loaded so that the force exerted along its axis is
10N £ 0,5 N. The pin s held at an angle of 80°- 85° to the horizontal and scratches are made
by drawing the pin~aléng the surface of the coating at a speed of approximately 20 mm/s. Five
scratches are made at least 5 mm apart and at least 5 mm from the edges.

After the test, the appliance shall not have deteriorated to such an extent that compliance with
this standard, in particular with Clauses 8 and 27, is impaired. The coating shall not be broken
and shall not have loosened from the surface.

29 Clearances, creepage distances and solid insulation

29.2 Modification:

In the second dashed item of the addition, replace “detergent” by “electrolyte”.
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32 Radiation, toxicity and similar hazards
Addition:

The ozone concentration produced by the chemical reactions in the electrolyser shall not be
excessive.

Compliance is checked by the following test, which is carried out in a room without openings
having dimensions of 2,6 m x 3,5 m x 3,0 m, the walls being covered with polyethylene sheet.

The room is maintained at approximately 25 °C and 50 % relative humidity e appliance is
positioned in accordance with the instructions and then operated A cycle under
conditions of normal operation.

22.201. The background ozone concentration measured prio | racted from
the maximum concentration measured during the test.

The percentage of ozone in the room shall not exceeg

Annex BB
Modification:

Instead of the solution containing dete the electrolysed portion of the wash

water obtained under the gonditionse

9,
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Annex DD
(informative)

Washing machines incorporating a power driven wringer

The following modifications to this standard are applicable to washing machines for household
and similar use that incorporate a power driven wringer.

NOTE Additional subclauses and notes in this annex are numbered starting with 201.

7 Marking and instructions
7.1 Addition:

The safety release mechanism of power-driven wringers sk
method of operation, unless its operating means has to be i

NOTE 201 This marking may be near the mechanism.
7.12 Addition:

The instructions for washing machines i i er-driven wringer shall draw
attention to the potential hazards involved wheq © i e-viringer and shall state that

— the wringer must be disengaged or wito
— the appliance must no @ d by c en.

11 Heating

11.7 Addition: :

The appliance is Qpexate ee cycles, with a rest period of 4 min between cycles. Each

hot in use;

cycle consists xed by wringing.
The durgtio ging period is 8 min. The wringer is loaded by passing a board
through the a’minute, the roller pressure being adjusted to the maximum value.

three-quarters of gffective length of the rollers. The board is uniformly tapered at each end
down to a thickness of approximately 3 mm, over a distance of 200 mm.

19 Abnormal operation
19.7 Addition:

Moving parts of a wringer are locked even if a trip bar prevents rotation of the rollers.

Documents

Document Sharing Hub

Full document details: IEC 60335-2-7 2008 RLV


http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv
http://avadocuments2026.com/doc/iec-60335-2-7-2008-rlv

60335-2-7 © IEC:2008 -31-

20 Stability and mechanical hazards
Add the following:

20.201 Power-driven wringers shall be constructed so that the pressure between the rollers
has to be maintained by the user, unless a readily accessible safety release or other means of
protection is incorporated.

The release mechanism shall operate easily without violent ejection of any part and shall
release pressure on the rollers immediately. The rollers shall separate either by at least
45 mm at both ends or by at least 25 mm at one end and 75 mm at the othe

Power-driven wringers shall be constructed to prevent finge
roller and the frame.

Compliance is checked by inspectio
test.

The pressure between the rollers is adj
11.7 is passed betwee
approximately halfway th ally” applied to the operating means of the
safety release. The relpase force exceeds 70 N.

9,
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Bibliography
The bibliography of Part 1 is applicable except as follows.
Addition:

IEC 60335-2-4, Household and similar electrical appliances — Safety — Part 2-4: Particular
requirements for spin extractors

IEC 60335-2-11, Household and similar electrical appliances — Safety — Part 2-11: Particular
requirements for tumble dryers

IEC 60436, Electric dishwashers for household use — Methods for meas(n erformance

measuring the performance?

ISO 10472-2, Safety requirements for industrial laund
machines and washer-extractors

ISO 13732-1, Ergonomics of the thermal environ
responses to contact with surfaces — Paxt 1: Hg

O
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

APPAREILS ELECTRODQMEST[QUES ET ANALOGUES -
SECURITE -

Partie 2-7: Régles particuliéres pour les machines a laver le linge

AVANT-PROPOS

1) La Commission Electrotechnique Internationale (CEIl) est une organisation mondiale de normalisation composée de
I'ensemble des comités électrotechniques nationaux (Comités nationaux de la CEIl). La CEha s i

g SUJet traité
avec la CEl,

peut participer. Les organisations internationales, gouvernementales et non g6 ]
alisation (ISO),

participent egalement aux travaux. La CEI collabore etr0|tement avec |'Orgapi

du possible, un accord international sur les sujets étudiés,
intéressés sont représentés dans chaque comité d’études.

mesure possible a appliquer de fagon
natlonales et reglonales Toutes dlverge

5) La CEl n’a prévu aucune
responsabilité pour les §

6) Tous les utilisateugs doiyent
7) Aucune respon
mandataires, y cowpri e

nationaux de la CE],

a CEIl, a ses administrateurs, employés, auxiliaires ou
grs et les membres de ses comités detudes et des Comités

I'objet de drqits ‘de proprieté intellectuelle ou de droits analogues. La CEl ne saurait étre tenue pour
responsable de™ne pas gvoir identifié de tels droits de propriété et de ne pas avoir signalé leur existence.

La présente partie de la Norme internationale CEI 60335 a été établie par le comité
d’études 61 de la CEI: Sécurité des appareils électrodomestiques et analogues.

Cette septieme édition annule et remplace la sixieme édition parue en 2002 et ses
Amendements 1 (2004) et 2 (2006), dont elle constitue une révision technique.
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Par rapport a la sixieme édition de la CEI 60335-2-7, les principales modifications indiquées
ci-apres ont été apportées dans la présente édition (les modifications mineures ne sont pas
mentionnées):

— le texte de certaines notes dans les paragraphes identifiés ci-aprés a été converti en texte
normatif (3.1.9, 5.7, 10.1, 10.2, 11.7, 18.101, 19.101, 20.101, 20.103, 22.6, 22.101,
22.103, 22.104, 23.101, AA.1, AA.2 et I'Article 4 de ’Annexe BB) ;

— Jl'essai de débordement a été rendu applicable a toutes les machines a laver le linge
(15.2);

— des exigences complémentaires concernant lI'accés des dispositifs de relachement
mécaniques ont été ajoutées (22.105);

— des exigences pour les machines a laver le linge employant un électrg la place d’'un
détergent, ont été introduites a I’Annexe CC;

— les exigences pour les machines a laver le linge comportant essoxeuse aNouleaux
entrainés par moteur ont été déplacées vers ’Annexe DD informati

Le texte de cette norme est issu des documents suivants:

FDIS Ragg@e\voN
61/3564/FDIS / 1/3653\R\D

s donhe te information sur le vote ayant

CEI 60436 et CEI 60456

ISO 1817

Lorsqu'un paragraphe particulier de la Partie 1 n'est pas mentionné dans cette partie 2,
ce paragraphe s'applique pour autant qu'il est raisonnable. Lorsque la présente norme
spécifie «addition», «modification» ou «remplacement», le texte correspondant de la Partie 1
doit étre adapté en conséquence.

NOTE 3 Le systéme de numérotation suivant est utilisé:

— paragraphes, tableaux et figures: ceux qui sont numérotés a partir de 101 sont complémentaires a ceux de la
Partie 1;

— notes: a I'exception de celles qui sont dans un nouveau paragraphe ou de celles qui concernent des notes de
la Partie 1, les notes sont numérotées a partir de 101, y compris celles des articles ou paragraphes qui sont
modifiés ou remplacés;

— les annexes supplémentaires sont appelées AA, BB, etc.
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NOTE 4 Les caractéres d'imprimerie suivants sont utilisés:
- exigences: caractéres romains;
- modalités d'essais: caracteres italiques;

— notes: petits caractéres romains.

Les mots en gras dans le texte sont définis a I'Article 3. Lorsqu'une définition concerne un adjectif, I'adjectif et le
nom associé figurent également en gras.

Une liste de toutes les parties de la CElI 60335, sous le titre général: Appareils
électrodomestiques et analogues — Sécurité, est disponible sur le site web de la CEI.

endements ne sera
la CEl sous
. Ascette date,

Le comité a décidé que le contenu de la publication de base et de ses a
pas modifié avant la date de maintenance indiquée sur le site weéb de
"http://webstore.iec.ch" dans les données relatives a la publication reg
la publication sera

* reconduite,
* supprimée,
* remplacée par une édition révisée, ou

* amendée.

appareils et les organismes

NOTE 5 L’attention des Comités Nationaux est attirée su
; guvelle publication CEI, ou d’'une

d essa| peuvent av0|r besom d une perlode tran

- 6.1 Les appare@
— 6.2: Les appareils ¢

— 11.7: Les durées de

— 22.101: L'essaivest eff
valeur le plus élevee

— 22.101: L'essai n’est pas effectué (USA).
— Annexe AA: Le détergent et I'agent de ringage sont différents (USA).

ctué a deux fois la pression d'alimentation admissible ou sous 2,0 MPa, suivant la
orvege).

— Annexe BB: Des essais différents sont effectués (USA).
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INTRODUCTION

Il a été considéré en établissant la présente Norme internationale que I'exécution de

ses dispositions était confiée a des personnes expérimentées et ayant une qualification
appropriée.

Cette norme reconnait le niveau de protection internationalement accepté contre les risques
électriques, mécaniques, thermiques, liés au feu et au rayonnement des appareils, lorsqu'ils
fonctionnent comme en usage normal en tenant compte des instructions du fabricant. Elle
couvre également les situations anormales auxquelles on peut s'attendre dans la pratique et
prend en considération les phénoménes électromagnétiques qui peuvent affecter le
fonctionnement en toute sécurité des appareils.

fonctions qui sont couvertes par une autre partie
correspondante est appliquée a chaque fonction sépareémn
cela est applicable, on tient compte de I'influence d’

e produits traitant de la sécurité d’appareils et a
génériques couvrant le méme sujet.

Cette norme es@
préséance sur leswio

prises en considgratio les exigences générales et particulieres ont été étudiées pour la série de normes
CEI 60335. Pa exe s exigences de température de surface pour de nombreux appareils, des
normes géng ériques, co ISO Y3732-1 pour les surfaces chaudes, ne sont pas applicables en plus de la

C texte de la présente norme ne sera pas nécessairement jugeé
conforme aux principes de sécurité de la norme si, lorsqu'il est examiné et soumis aux essais,
il apparait qu'il présénte d'autres caractéristiques qui compromettent le niveau de sécurité
visé par ces exigences.

Un appareil utilisant des matériaux ou présentant des modes de construction différents de
ceux deécrits dans les exigences de cette norme peut étre examiné et essayé en fonction de
I'objectif poursuivi par ces exigences et, s'il est jugé pratiquement équivalent, il peut étre
estimé conforme aux principes de sécurité de la norme.
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