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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
ELECTRIC TRACTION –  

ROTATING ELECTRICAL MACHINES  
FOR RAIL AND ROAD VEHICLES –  

 
Part 4: Permanent magnet synchronous electrical  

machines connected to an electronic converter 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

This International Standard IEC 60349-4 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 

This standard is derived from IEC 60349-2 changing the subject to permanent magnet 
synchronous machines. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

9/1734/FDIS 9/1759/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 
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A list of all parts of IEC 60349 series, under the general title Electric traction – Rotating 
electrical machines for rail and road vehicles, can be found on the IEC website. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until the 
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to 
the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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ELECTRIC TRACTION –  
ROTATING ELECTRICAL MACHINES  
FOR RAIL AND ROAD VEHICLES –  

 
Part 4: Permanent magnet synchronous electrical  

machines connected to an electronic converter 
 
 
 

1 Scope and object 

This part of IEC 60349 applies to converter-fed permanent magnet synchronous motors or 
generators (machines) forming part of the equipment of electrically propelled rail and road 
vehicles. 

This standard is derived from IEC 60349-2 changing the subject to permanent magnet 
synchronous machines. 

The object of this part is to enable the performance of a machine to be confirmed by tests and 
to provide a basis for assessment of its suitability for a specified duty and for comparison with 
other machines. 

Where further testing is to be undertaken in accordance with a combined test, it may be prefer-
able,  that some type and investigation tests be carried out on the combined test bed, to avoid 
duplication. 

Particular attention is drawn to the need for collaboration between the designers of the 
machine and its associated converter as detailed in 5.1. 

NOTE 1 This part also applies to machines installed on trailers hauled by powered vehicles. 

NOTE 2 The basic requirements of this part may be applied to machines for special purpose vehicles such as 
mine locomotives but this part does not cover flameproof or other special features that may be required. 

NOTE 3 It is not intended that this part should apply to machines on small road vehicles, such as battery-fed 
delivery vehicles, factory trucks, etc. This part also does not apply to minor machines such as windscreen wiper 
motors, etc. that may be used on all types of vehicles. 

NOTE 4 Industrial type machines complying with IEC 60034 may be suitable for some auxiliary drives, provided 
that it is demonstrated that operation on a converter supply will meet the requirements of the particular application. 

The electrical input to motors covered by this part is be from an electronic converter. 
Generators may be connected to a rectifier or a converter. 

The machines covered by this part are classified as follows: 

a) Traction motors 
Motors for propelling rail or road vehicles. 

b) Main generators 

Generators for supplying power to traction motors on the same vehicle or train. 
c) Auxiliary motors not covered by IEC 60034 

Motors for driving compressors, fans, auxiliary generators or other auxiliary machines. 
d) Auxiliary generators not covered by IEC 60034 

Generators for supplying power for auxiliary services such as air conditioning, heating, 
lighting and battery charging, etc. 
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2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) 
applies. 

IEC 60034-1, Rotating electrical machines – Part 1: Rating and performance 

IEC 60034-8, Rotating electrical machines – Part 8: Terminal markings and direction of rotation  

IEC 60034-9, Rotating electrical machines – Part 9: Noise limits  

IEC 60034-14, Rotating electrical machines – Part 14: Mechanical vibration of certain machines 
with shaft heights 56 mm and higher – Measurement, evaluation and limits of vibration severity 

IEC 60050-131, International Electrotechnical Vocabulary (IEV) – Chapter 131: Circuit theory 

IEC 60050-151, International Electrotechnical Vocabulary (IEV) – Chapter 151: Electrical and 
magnetic devices 

IEC 60050-221, International Electrotechnical Vocabulary (IEV) – Chapter 221: Magnetic 
materials and components 

IEC 60050-411, International Electrotechnical Vocabulary (IEV) – Chapter 411: Rotating 
machines 

IEC 60050-811, International Electrotechnical Vocabulary (IEV) – Chapter 811: Electric traction 

IEC 60085, Thermal evaluation and classification of electrical insulation  

IEC 60850, Railway applications – Supply voltages of traction systems 

IEC 62498-1, Railway applications – Environmental conditions for equipment – Part 1: 
Equipment on board rolling stock 

3 Terms and definitions 

For the purposes of this document the terms and definitions given in IEC 60050-131, IEC 
60050-151, IEC 60050-221, IEC 60050-411, and IEC 60050-811 as well as the following, apply. 

3.1  
rating of a machine 
combination of simultaneous values of electrical and mechanical quantities, with their duration 
and sequence, assigned to the machine by the manufacturer 

3.1.1  
rated value 
numerical value of any quantity included in a rating 

3.1.2  
continuous rating 
mechanical output that the motor (or electrical output that the generator) can deliver on the test 
bed for an unlimited time under the conditions specified in 8.1 without exceeding the limits of 
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temperature rise given in Table 2, all other appropriate requirements in this part also being 
satisfied 

Note 1 to entry: Several continuous ratings may be specified. 

3.1.3  
short-time rating 
(for example, 1 h) 
mechanical output that the motor (or electrical output that the generator) can deliver on the test 
bed for the stated time without exceeding the limits of temperature rise given in Table 2. The 
test being carried out as specified in 8.1 starting with the machine cold, all other appropriate 
requirements in this part being also satisfied 

3.1.4  
short-time overload rating 
mechanical output that the  motor (or electrical output that the generator) can deliver on the 
test bed for the stated time without exceeding the agreed limits of temperature 

Note 1 to entry: Short-time overload ratings are of value in determining the suitability of machines for duties which 
involve relatively long periods of operation below the continuous rating followed by a period above it. These are 
most likely to occur in locomotive applications. They are not relevant to the repeated short load cycles of rapid 
transit and similar duties, and should not be specified for such applications. 

3.1.5  
intermittent duty rating 
duty cycle in which the machine may be operated without the temperature rises exceeding the 
limits given in Table 2 at any point 

3.1.6  
equivalent rating 
continuous rating with constant values of voltage, current and speed that, as far as 
temperature rise is concerned, is equivalent to the intermittent duty cycle which the machine 
has to withstand in service 

Note 1 to entry: This rating should be agreed between user and manufacturer. 

3.1.7  
guaranteed rating 
rating assigned by the manufacturer for test purposes 

3.1.8  
guaranteed rating of a machine 
normally the continuous rating but in special cases the user and manufacturer may agree that it 
be a short-time or intermittent rating 

3.1.9  
guaranteed rating of an auxiliary machine 
continuous rating unless otherwise specified 

3.1.10  
rated voltage 
root-mean-square value of the fundamental component of the line-to-line voltage of a machine 
when it is operating at a guaranteed rating 

3.1.11  
rated speed 
speed at a guaranteed rating 
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3.2  
maximum service voltage 
highest root-mean-square value of the fundamental component of the line-to-line voltage of the 
machine in service 

3.3  
maximum voltage 
highest root-mean-square value of the fundamental component of the line-to-line voltage of the 
machine in any possible condition 

Note 1 to entry:  motor operated at high speed with open circuit may have a higher maximum voltage than the 
maximum service voltage. 

3.4  
repetitive peak voltage 
peak value of the waveform of the converter output voltage, any random transient peaks arising 
from line voltage transients or other causes being disregarded 

3.5  
EMF 
electromotive force in the machine winding caused by the flux of the permanent magnets 

3.6  
induced voltage 
open circuit line-to-line root-mean-square value of the fundamental component of the EMF of 
the machine at a defined speed and a defined magnet temperature 

3.7  
maximum current 
maximum current shown on the specified characteristic as defined in 5.4 

3.8  
maximum working speed  
 

3.8.1  
maximum working speed of a traction motor 
highest rotational speed assigned to the motor by the manufacturer 

Note 1 to entry: When the characteristics of the vehicle for which a motor is intended are specified, this speed is 
not less than that corresponding to the maximum service speed of the vehicle assuming fully worn metallic wheels 
or the minimum rolling diameter of rubber tyres. 

3.8.2  
maximum working speed of generator or auxiliary generator 
generator speed corresponding to the maximum governed speed of the engine for the 
particular application 

Note 1 to entry: This will normally be the maximum governed speed on “no–load”. Transient speed variations 
during load changes should be disregarded. 

3.8.3  
maximum working speed of an auxiliary machine 
highest rotational speed assigned to the machine by the manufacturer 

Note 1 to entry: For specific applications, when assigning this speed, the most unfavourable conditions of voltage, 
frequency, loading, etc., that can occur in service should be taken in account. 
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3.9  
user 
normally the end customer, but can be delegated to an other organization 

3.10  
manufacturer 
producer of machines 

3.11  
system manufacturer 
organization which has the technical responsibility for the supply of the combined system 

Note 1 to entry: The system manufacturer as defined above may also be the manufacturer of the motor, of the 
inverter, of the control, or of all of them, or of none of them. 

3.12  
cogging torque 
torque at the disconnected motor, caused by variations of the reluctance in function of the rotor 
angle 

4 Environmental conditions 

Unless otherwise specified by the user, the following environmental conditions are assumed: 

a) Altitude 
 Height above sea level not exceeding Class A3 according IEC 62498-1. 
b) Temperature  
 Air temperature in the shade Class T1 according IEC 62498-1. 

Whenever machines are intended to operate where one or both of these limits will be 
exceeded, special requirements may be agreed between user and manufacturer. For more 
information refer to IEC 60034-1. 

Furthermore, the user shall inform the manufacturer of any particularly severe environmental 
condition such as dust, humidity, temperature, snow, dynamic effects, etc., to which the 
machines will be subjected. 

5 Characteristics 

5.1 Exchange of information 

The machine and converter designers shall collaborate to produce all the technical information 
necessary to ensure that the combined unit will meet the requirements of this part of 
IEC 60349. 

To fulfill this requirement, the machine designer shall provide the converter designer with all 
the information necessary to fully evaluate the interaction between the machine and the 
converter. 

The converter designer shall also provide the machine designer with the characteristics 
showing, for example, the converter line-to-line output voltage (including the repetitive voltage 
peaks), current, fundamental frequency, harmonics and power over the whole range of the 
application, including operation at the maximum and minimum values of the contact-system 
voltage. 

The machine designer shall provide the converter designer with the characteristics showing 
induced voltage due to the permanent magnets by 20 °C as a function of speed over the whole 
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range of application of the machine. To calculate the induced voltage for other temperatures 
the machine designer shall also provide the temperature coefficient of the induced voltage. 

The documents recording this exchange of information shall form an integral part of the 
specification of the machine and of the converter. 

NOTE 1  For more information refer to IEC 61287-1, 5.3.1.1, Interfaces between motor and convertor (inverter). 

NOTE 2 The length of cable run between machine and converter and the effect on peak voltages seen at the 
machine terminals should be considered. Responsible for this issue is the system manufacturer. 

NOTE 3 For information about wave fronts and the impact to the machine see IEC 60034-17. 

5.2 Special characteristic of a driven permanent magnet machine 

The EMF of a driven permanent magnet synchronous machine cannot be switched off. This 
effect shall be taken into account. 

EXAMPLES (informative only): 

– An internal winding short circuit induces a short circuit current as soon as the machine is 
rotating. 

– There is a voltage present on the open terminals as soon as the machine is rotating. 
– A permanent magnet machine may show a cogging torque.  

5.3 Reference temperature 

All characteristics, irrespective of the thermal class of insulation system used on the machine 
to which they apply, shall be drawn for a winding reference temperature of 150 °C and a 
permanent magnets temperature of 100 °C which shall be stated in the characteristics. 

5.4 Specified characteristics   

Machine specifications shall, as a general rule, include characteristic curves in accordance with 
the relevant clauses of this part. These curves, defined as the "specified characteristics", shall 
be plotted to the designed operating limits of each variable. Unless otherwise agreed between 
user and manufacturer, the characteristics shall show the performance at the nominal voltage 
of the intermediate circuit, and shall be submitted to the user before the order for the machines 
is placed. 

5.5 Declared characteristics 

Declared characteristics are derived from the results of type tests carried out in accordance 
with 8.2.1 and shall meet the requirements of 8.2.2. 

Unless previously agreed, the declared characteristics of machines electromagnetically 
identical with any previously manufactured for the same user or application shall be those of 
the existing machines. In which case, compliance with the characteristics shall be 
demonstrated by reduced type tests. 

5.6 Efficiency characteristics 

Efficiency characteristics shall take into account losses arising from the harmonics in the 
supply from the converter.  

5.7 Traction motor characteristics 

The specified and declared characteristics of a traction motor shall be the converter-fed 
variable frequency characteristics, which shall show motor line-to-line voltage, current, induced 
voltage, mean torque and efficiency as a function of speed over the whole range of application 
of the motor. Voltage curves shall show the root-mean-square value of the fundamental 
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component. Current curves shall show the root-mean-square value of the fundamental 
component and the total root-mean-square value. For motor used in the braking mode, similar 
characteristics shall be produced showing the torque input and the electrical output as a 
function of motor speed. 

NOTE Subclause 5.1 refers to the need for the exchange of information between the designers of the machine and 
of the converter. 

As an alternative to motor torque and speed, the characteristics may show tractive effort at the 
rail and vehicle speed, in which case the gear ratio, wheel diameter and transmission losses 
shall be stated. If conventional values are used for the latter, they shall be in accordance with 
Figure B.1. 

5.8 Main generator characteristics 

The characteristic curves shall show voltage and efficiency as a function of load current at 
defined speeds.  

Characteristic curves shall be drawn corresponding to the generator input power available for 
traction at (or between) maximum, average and minimum engine speeds, and if the engine has 
a number of predetermined intermediate speed notches, additional curves shall be drawn for a 
sufficient number of these speeds to adequately show the performance of the generator. 

Alternatively, the characteristics may be plotted as a function of speed. 

If the generator is used as starter for the main engine, use the same as in 5.7. 

5.9 Auxiliary motor characteristics 

The specified and declared characteristics of auxiliary motors shall be the converter-fed 
characteristics, which shall show the motor line-to-line voltage, current, speed and mean 
torque as a function of motor output for each operating frequency over the whole range of 
application of the machine. The characteristics of motors which operate at continuously 
variable frequency shall be plotted for the maximum and minimum frequencies only. 

Voltage curves shall show the root-mean-square value of the fundamental component. Current 
curves shall show the root-mean-square value of the fundamental component and the total 
root-mean-square value. The characteristics shall take account of the additional losses arising 
from the supply harmonics and the efficiency at the guaranteed rating shall be stated. 

Alternatively, the characteristics may be plotted as a function of speed. 

NOTE Subclause 5.1 refers to the need for the exchange of information between the designers of the machine and 
of the converter. 

5.10 Auxiliary generator characteristics 

The characteristic curves of output voltage, power and efficiency shall be plotted as a function 
of output current at the rated speed and, for variable speed machines, at the minimum and 
maximum speeds for the application. The frequency of the a.c. outputs shall be stated.  

If the generator is used as starter for an engine, use the same as in 5.9. 
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6 Marking 

6.1 Nameplate 

All machines covered by this part of IEC 60349 shall carry a nameplate including at least the 
following information: 

a) manufacturer's name; 
b) machine type designation; 
c)  remark that indicates this is a permanent magnet machine; 
d) machine serial number; 
e) year of manufacture; 
f)  indication of final assembly location. 

Furthermore, a serial number shall be punched on both the stator and rotor of every machine, 
and machines designed for unidirectional rotation shall carry an arrow indicating the direction 
of rotation. 

NOTE 1 f) may be integrated in a), d) or e). 

NOTE 2 The machine name plate and, if applicable, the rotation arrow should be easily readable when the 
machine is installed in the vehicle. 

6.2 Terminal and lead marking 

Terminal and lead markings shall be in accordance with IEC 60034-8 unless otherwise agreed. 

7 Test categories 

7.1 General 

There are four categories of tests: 
– type tests; 
– reduced type test; 
– routine tests; 
– investigation tests. 

NOTE See Clause 1 on duplication of tests. 

7.2 Type tests 

7.2.1 General 

Type tests are intended to prove the ratings, characteristics and performance of new types of 
machines. They shall be carried out on one machine of every new design. Unless otherwise 
agreed, the machine shall be one of the first ten manufactured. Where there is a change in 
place and/or method of manufacture, refer to 7.3. 

The type test motor shall also be routine tested (see Clause 9). 

Before testing commences, the manufacturer shall provide the user with a test specification 
outlining the tests to be undertaken to demonstrate compliance with this standard. Following 
completion of the type tests, the manufacturer shall supply the user with a full test report.  
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7.2.2 Type tests on converter supply  

The type test shall be carried out using the converter and control to be applied in service, but, 
as an alternative, a supply which closely resembles the supply from the vehicle converter in 
control principle, waveform and harmonics may be employed. 

NOTE 

a) Many working points of a permanent magnet synchronous machine can be operated stable only with the 
converter and its control. 

b) In case of a permanent magnet generator with rectifier  a similar diode bridge can be used instead of a 
converter. 

If agreed, the manufacturer shall demonstrate the similarity of the test and service supplies, 
and shall state the likely effect on the performance of the machine of any difference between 
them. 

Unless otherwise agreed, the type test may be repeated if the electrical output characteristics 
of the converter are changed. 

7.3 Reduced type test 

7.3.1 General 

The reduced type test consists of the routine test and one temperature rise test out of 7.3.2 to 
7.3.5. This reduced type test is applicable to demonstrate the similarity in repeat orders or 
change of place and/or method of manufacture or for machines of the same electromagnetic 
and cooling design at the same or higher rating. If a reduced type test is planned, this 
additional temperature rise test shall be performed as part of the full type test. 

The test parameters shall be maintained for any subsequent test on that design of machine. 

The temperature rise measurements shall be carried out as detailed in 8.1. 

If all of the following conditions are fulfilled, the full type test can be replaced by this reduced 
type test. 

a) The agreement between the user and the manufacturer is made. 
b) The results of the reduced type test are within the tolerances established on the previous 

machines. 
c) The manufacturer provides a full type test report for a previous machine of the same 

electromagnetic and cooling design at the same or higher rating. 

NOTE This reduced type test was named “repeated type test” in IEC 60349-2. 

7.3.2 Repeat the type test temperature rise test with converter 

Use the same setup, voltage, frequency, torque, cooling and test duration of the type test 
again. 

7.3.3 Repeat a temperature rise test with converter with different load 

The machine is fed by a converter and connected to a mechanical load. Voltage, frequency, 
torque, cooling and test duration can be at the manufacturer’s discretion, but the duration of 
the test shall be at least 1 h and at values that do not over-stress the machine. 

7.3.4 Repeat a temperature rise test with sinusoidal supply 

The machine is connected to a sinusoidal supply and connected to a mechanical load.  
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Voltage, frequency, torque, cooling and test duration can be at the manufacturer’s discretion, 
but the duration of the test shall be at least 1 h and at values that do not over-stress the 
machine. 

7.3.5 Repeat a temperature rise test in generating mode with a passive load 

The machine is driven by a motor and is in generating mode. The load can be resistive or RL 
(resistance and inductance in series). The frequency, power, cooling and test duration can be 
at the manufacturer’s discretion, but the duration of the test shall be at least 1 h and at values 
that do not over-stress the machine. 

7.4 Routine tests 

Routine tests are intended to demonstrate that a machine has been assembled correctly, is 
able to withstand the appropriate dielectric tests, and is in sound working order both 
mechanically and electrically. 

The routine tests specified in Clause 9 shall normally be carried out on all machines but, before 
placing an order, the user and manufacturer may agree to adopt an alternative test procedure 
(e.g. in the case of machines produced in large quantities under a strict quality assurance 
procedure). This may permit reduced routine testing of all machines or may require the full 
tests on a proportion of machines chosen at random from those produced on the order. Any 
such agreement shall require the dielectric tests specified in 9.4 to be carried out on all 
machines. 

7.5 Investigation tests 

Investigation tests are optional special tests performed to obtain additional information. They  
shall be carried out only if an agreement between user and manufacturer has been reached  
before placing the order for manufacture of the machines. The results of these tests shall not  
influence acceptance of a machine unless similarly agreed. 

7.6 Summary of tests 

Table 1 lists the tests required for compliance with this part of IEC 60349. 

Table 1 – Summary of tests 

Test 
category 

Clause 

Tempera-
ture rise 

with 
converter 

Temperature 
rise test for 

reduced type 
test 

Converter or 
sinusoidal 

Charac-
teristics 

No-
load 
test 

Current 
load 
test 

Over 
speed 

Dielectric Vibration Noise Investi
gation 

Type 8.1 7.3.1 to 7.3.5a 8.2 9.2.2 9.2.3 8.3 9.4 8.4 8.5 a – 

Reduced 
type  
test a 

– 7.3.1 to 7.3.5 – 9.2.2 9.2.3 9.3a 9.4 9.5a – – 

Routine – – – 9.2.2 9.2.3 9.3a 9.4 9.5a – – 

Investi-
gation a 

         10 

NOTE All machines, including those type tested, shall be routine tested. 
a  Optional tests, subject to agreement between user and manufacturer. 
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8 Type tests 

8.1 Temperature-rise tests 

8.1.1 General 

The tests shall be carried out at the guaranteed ratings of the machine. 

The rated mechanical output may be measured directly or indirectly at the machine shaft, or be 
obtained without measurement by supplying the machine at the voltage, current and frequency 
shown on the declared characteristics as producing the rated mechanical output. 

In the case of continuous rating tests, the time to reach a steady temperature may be 
shortened by commencing the test at an increased load or reduced ventilation provided that the 
rated conditions are subsequently maintained for at least 2 h or until it is demonstrated by 
appropriate means that steady temperatures have been reached. 

NOTE Steady temperature is defined as a change in temperature of less than 2 K during the final hour of the test. 

8.1.2 Cooling during rating tests 

Machines shall be tested with the cooling arranged as in service with all those parts which 
would affect the temperature rise, including any ducting and filters regarded as part of the 
vehicle in place, or with an arrangement giving equivalent conditions. Cooling corresponding 
to that produced by air movement on the vehicle shall be subject to agreement between 
user and manufacturer. 

If cooling is by forced ventilation, the static pressure and the airflow shall be measured at the 
inlet to the machine so that a table giving the relationship between these two quantities may be 
drawn up. 

If cooling is by self-ventilation with ducts, the air quantity has to be measured in function of the 
motor speed.  

In case of liquid cooling, the static pressure and the liquid flow shall be measured at the inlet to 
the machine so that a table giving the relationship between these two quantities may be drawn 
up. 

8.1.3 Measurement of temperature 

The temperature shall be measured in accordance with annex A.  

8.1.4 Judgement of results 

The temperature rises of the windings at the “commencement of cooling” as defined in Clause 
A.4 shall not exceed the values given in Table 2. 

8.1.5 Limits of temperature rise 

The different thermal classes of insulation systems are defined in IEC 60085. 

Table 2 gives the permissible limits of temperature rise above the temperature of the cooling 
medium, measured on the test bed, for windings, permanent magnets and other parts insulated 
with materials of the thermal classes presently used in the construction of machines to which 
this standard applies. 

If different parts of the same machine have different thermal classes of insulation systems, the 
temperature-rise limit of each part shall be that of its individual class.  
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Table 2 – Limits of temperature rise for continuous and other ratings 

Part Method of 
measurement 

Thermal class of insulation system 

130(B) 155(F) 180(H) 200 220 250 

Stator windings Resistance 130 K 155 K 180 K 200 K 220 K 250 K 

Permanent magnet 
temperature 

Thermometer or another 
suitable method 

The temperature rise shall not be sufficient to endanger 
the permanent magnets properties. 

Other parts  The temperature rise of any part shall not endanger 
other parts of the machine. 

 

For totally enclosed machines, the limits above are increased by 10 K on the winding. 

Where the machines are directly or indirectly exposed to the heat from an engine or from any 
other source, the adoption of temperature rises lower than those specified in Table 2 may be 
agreed between the user and manufacturer. 

To confirm the induced voltage in hot condition, a no-load measurement in hot condition (e.g. 
just after finishing the temperature rise test) has to be performed. To confirm no 
demagnetisation, the no-load test has to be repeated at the same conditions after the heat run. 
The voltage shall not vary more than 3 % from the measurement before the temperature rise 
test. 

8.1.6 Short-time overload test 

If short-time overload ratings are specified, they shall be verified by one or more tests carried 
out as follows. 

The following items shall be specified and agreed between user and manufacturer: 

– Cooling conditions 
– Start temperature and load 
– Either a time or a temperature limit 

8.2 Characteristic tests and tolerances 

8.2.1 General 

Tests to demonstrate compliance with the specified characteristics shall be carried out by 
measuring the electrical input/output to/from the machine and the mechanical output/input 
from/to it. The mechanical output/input may either be measured directly or be calculated from 
the measured output of a driven electrical machine of known efficiency.  

Alternatively, and if agreed between user and manufacturer, either the output or input of the 
machine being tested may be derived by summation of the losses. 

Load tests shall be carried out with the machine at approximately the winding reference 
temperature to which the results shall be corrected if the correction is significant. Sufficient test 
readings shall be taken to enable the declared characteristics of the machine to be plotted. 

The electrical input/output to/from the machine may be modified from that shown in the 
specified characteristics by agreement between the manufacturers of the machine and its 
associated converter, subject to the temperature rises of all parts of the machine and converter 
being within their respective limits when operating at the guaranteed rating and the machine 
losses being within the tolerance specified in 8.2.2. 

The tests shall be carried out in only one direction of rotation. 
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The instruments used to measure the complex waveforms of the input/output to/from the 
machine shall indicate the value of the current, voltage and power with sufficient accuracy to 
enable compliance with the specified tolerances to be demonstrated. 

8.2.2 Tolerances 

8.2.2.1 Traction motors 

The declared torque at any electrical input in the specified characteristics between the values 
corresponding to the maximum torque and to the maximum working speed shall be not less 
than 95 % of the specified value. 

The motor losses at the guaranteed rating shall not exceed the value derived from the 
specified characteristic by more than 1 % of the rated output power. This tolerance applies only 
to the guaranteed rating. 

The temperature rise of the stator winding from the reduced type test (see 7.3) where 
applicable, shall not vary by more than ± 8 % or ± 10 K, whichever is the highest, from the 
original type test.  

At rated speed the induced voltage shall not vary from the corresponding specified value by 
more than ± 10 %. 

8.2.2.2 Main generators 

The generator losses at the guaranteed rating shall not exceed the value derived from the 
specified characteristic by more than 1 % of the rated output power. The temperature rise from 
the reduced type test (see 7.3) where applicable, shall not vary by more than ± 8 % or ± 10 K, 
whichever is the highest, from the original type test. 

At rated speed, the declared maximum current, the voltage at the rated current and the induced 
voltage (Points Ch1, Ch2, Ch3 in Figure 1) shall not vary from the corresponding values on the 
specified curve by more than ± 10 %. 

 

Ch3 
Ch2 

Ch1 

Imax 
Current I 

V
ol

ta
ge

 

IEC   2364/12  

Figure 1 – Inherent characteristic generator 

8.2.2.3 Auxiliary motors 

The torque shown in the declared characteristics at the guaranteed rating shall be not less than 
the specified value. The current at the guaranteed rating shall not exceed the specified value. 
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The current to produce the specified starting torque shall not exceed the value specified to the 
converter manufacturer in accordance with 5.1. 

8.2.2.4 Auxiliary generator 

The generator losses at the guaranteed rating shall not exceed the value derived from the 
specified characteristic by more than 1 % of the rated output power. The temperature rise from 
the reduced type test (see 7.3) where applicable, shall not vary by more than ± 8 % or ± 10 K, 
whichever is the highest, from the original type test. 

At rated speed, the declared maximum current, the voltage at the rated current and the induced 
voltage (Points Ch1, Ch2, Ch3 in Figure 1) shall not vary from the corresponding values on the 
specified curve by more than ± 10 %. 

8.3 Overspeed test 

An overspeed type test shall be carried out on all types of machines. Machines shall be run for 
2 min when hot at 1,2 times the maximum working speed as defined in 3.8. Alternatively, rotors 
may be tested before assembly in the stator subject to means being provided to heat them to 
approximately the same temperature as that obtained at the end of the guaranteed rating test. 
In both cases, measurements shall be taken before and after the test to determine the extent 
of any distortion of the rotor. 

8.4 Vibration tests 

A quantitative vibration measurement is to be taken as a type test. Where a motor incorporates 
an integral gearbox, the gear assembly shall be removed or gearbox replaced by a supporting 
end shield. Where a generator incorporates an engine, the engine assembly shall be removed 
or engine replaced by a supporting end shield. 

For vibration measurement during type test the machine could be placed only on the test board 
without any mounting equipment. The velocity of vibration at machine speeds up to 
3 600 rev/min shall be within the limit of 3,5 mm/s. For speed above 3 600 rev/min the velocity 
shall be less than 5,25 mm/s.  

If the machine design has no fixed bearing the longitudinal velocity of vibration could be 
excluded. 

For additional information see IEC 60034-14. 

Measurements on variable speed machines shall be taken at a number of speeds covering the 
whole working range. 

Vibration velocities in excess of the limiting values may arise from the resonances in the test 
mountings, in which case they shall be disregarded provided that they do not coincide with a 
discrete working speed and that the general level of velocity over the speed range is within 
limits. 

Should such a resonance occur at a discrete working speed, the test shall be repeated with an 
alternative mounting arrangement. 

8.5 Noise measurements (optional) 

For details, see Annex C. 
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9 Routine tests 

9.1 General 

Routine tests shall be carried out in one direction of rotation using a frequency used in service.  

The frequencies used for different tests need not be the same but, once established, they shall 
not be changed. The declared values for the test points shall be the average of the tests on 
four machines, one of which shall be the machine which has been type-tested. In order to 
reduce the effect of temperature variations, the tests shall be carried out in the same sequence 
on all machines.  

To confirm consistency within a series, the temperature rise from the type test on sinusoidal 
supply (see 7.3.3), or type test on a general converter supply (see 7.3.1 or 7.3.2), or type test 
on generating mode with passive load (see 7.3.4), may be undertaken at intervals throughout 
the series, either randomly or at set intervals with agreement between user and manufacturer. 
The tolerances are as defined in 8.2.2.1 (traction motor) or 8.2.2.2 (main generator). 

9.2 Characteristic tests and tolerances 

9.2.1 General 

Permanent synchronous machines shall be tested under no-load and current load conditions. 

9.2.2 No-load tests 

The test shall be performed with a cold machine. In order to know the magnet temperature, the 
temperature of machine shall be documented. The chosen test method shall be one of cases 
a), b), c) or d). 

a) The machine has to be mechanically coupled with a load-machine (Figure 2). The load-
machine shall be powered to drive the tested machine between 10 % and 100 % of the 
speed shown in the declared characteristics. The fundamental root-mean-square voltage 
shall not vary from the declared value established in accordance with 9.1 by more than 
± 10 %. The speed shall be established on the first motor to be tested and shall be used for 
all subsequent tests. 

 

Figure 2 – Open terminal 

b) The machine shall be powered by a sinusoidal voltage between 10 % and 100 % of the 
speed shown in the declared characteristics (Figure 3). The voltage has to be changed until 
the fundamental root-mean-square current has a minimum. The speed shall be established 
on the first motor to be tested and shall be used for all subsequent tests. The fundamental 
root-mean-square voltage shall not vary from the declared value established in accordance 
with 9.1 by more than ± 10 %. 

 

IEC   2365/12 
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Figure 3 – Sinusoidal supply 

c) The machine shall be powered by a voltage different from sinusoidal waveform between 
10 % and 100 % of the speed shown in the declared characteristics (Figure 4). The voltage 
has to be changed until the fundamental root-mean-square current has a minimum. The 
speed shall be established on the first motor to be tested and shall be used for all 
subsequent tests. The fundamental root-mean-square voltage shall not vary from the 
declared value established in accordance with 9.1 by more than ± 10 %. 

 

Figure 4 – Converter supply 

d) The machine shall be powered between 10 % and 100 % of the speed shown in the 
declared characteristics (Figure 5). The speed shall be established on the first motor to be 
tested and shall be used for all subsequent tests. Immediately after reaching the speed, cut 
off the power and measure the voltage and the speed over the time. The fundamental root-
mean-square voltage of the first oscillation after cut off shall not vary from the declared 
value established in accordance with 9.1 by more than ± 10 %. 

 

Figure 5 – Converter supply with cut off 

9.2.3 Current-load tests 

The chosen test method shall be one of cases a), b) or c). 

a)  The machine has to be mechanically coupled with a load-machine and the terminal of the 
machines has to be shorted as close as possible (Figure 6). The load-machine shall be 
powered to drive the tested machine with the same speed as in the case of no-load 
conditions. The fundamental root-mean-square current shall not vary from the declared 
value established in accordance with 9.1 by more than ± 10 %. 
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Figure 6 – Short-circuit 

b)  The machine shall be powered by a sinusoidal voltage with the same speed as in the case 
of no-load conditions (Figure 7). The voltage has to be decreased compared to the voltage 
in case of minimum current until the fundamental root-mean-square current is higher than 
20 % of the rated current. The load current and the speed shall be established on the first 
motor to be tested and shall be used for all subsequent tests. The fundamental root-mean-
square voltage shall not vary from the declared value established in accordance with 9.1 by 
more than ± 10 %. 

 

Figure 7 – Sinusoidal supply 

c)  The machine shall be powered by a voltage different from sinusoidal waveform with the 
same speed as in the case of no-load conditions (Figure 8). The voltage has to be 
decreased compared to the voltage in case of minimum current until the fundamental root-
mean-square current is higher than 20 % of the rated current. The load current and the 
speed shall be established on the first motor to be tested and shall be used for all 
subsequent tests. The fundamental root-mean-square voltage shall not vary from the 
declared value established in accordance with 9.1 by more than ± 10 %. 

 

Figure 8 – Converter supply 

9.3 Overspeed tests 

Overspeed tests may be agreed between user and manufacturer. 

Machines subjected to an overspeed test shall be run for 2 min at 1,2 times the maximum 
working speed as defined in  3.8. Any deviation from these conditions needs to be agreed 
between user and manufacturer. 

In carrying out the routine overspeed test, precautions may be necessary to avoid damage to 
roller bearings as a result of operating at high speed on no-load (e.g. reduction of the test 
speed to not less than the maximum working speed). 

IEC   2369/12 

IEC   2370/12 

IEC   2371/12 
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In carrying out the routine overspeed test with open terminals, precautions (e.g. reduction of 
the test speed to not less than the maximum working speed) may be necessary against the 
effect of high induced voltage. 

9.4 Dielectric tests 

The tests shall normally be carried out at standstill using a.c. of near sinusoidal waveform and 
a frequency between 25 Hz and 100 Hz, but d.c. testing may be employed if agreed between 
user and manufacturer before placing an order. 

The test voltage shall be applied in turn between the windings of each circuit and the frame, 
with the windings of all other circuits connected to the frame. The full value of the voltage shall 
be applied only to new machines with all their parts in place as under normal working 
conditions. The test shall be carried out with the machine immediately after completion of the 
routine tests specified in the preceding clauses. 

The test voltage shall be the highest of the values listed in Table 3 for the chosen test method 
and shall be applied gradually, commencing at not more than one third of the final value. When 
reached, this final value shall be maintained for 60 s. 

Table 3 – Dielectric test voltages  

Winding Test voltage  
V 

Stator windings of motor or generator 

AC tests 

2 × Udc + 1 000 

or 

2 × Urp / 2  + 1 000 

or 

Urpb / 2  + 1 000 

or 

Uimax / 2  + 1 000 

DC tests 

3,4 × Udc + 1 700 

or 

2,4 × Urp + 1 700 

or 

1,2 × Urpb + 1 700 

or 

1,2 × Uimax  + 1 700 

NOTE 

Udc is the highest mean voltage to earth which can be applied to the d.c. link when the contact system is at 
its maximum voltage and the machine is motoring (see Annex D). 

Urp is the maximum repetitive peak voltage to earth which can be applied to the machine winding when 
the contact system is at its maximum voltage and the machine is motoring. (Repetitive peak voltage is 
defined in 3.4.) 

Urpb is the maximum repetitive peak voltage to earth which can appear on the winding when the machine 
is braking. 

Uimax is the peak voltage to earth which can appear on the winding when the machine is operated at maximum 
working speed with open terminals (zero current). 

 

If neither the d.c. link nor the machine windings are normally earth referenced, then Udc and 
Urp shall be taken as the highest voltages to earth that can appear on their respective circuits, 
should any point on them become connected to earth. 
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A lower value for repeated tests shall be agreed between user and manufacturer of the 
machine. 

Remark: The value used to test the converter (see IEC 61287-1) shall be lower or equal to the 
value used to test the machine. 

9.5 Vibration tests (imbalance) 

Each machine shall be checked for vibrations associated with machine imbalance. It shall 
normally be adequate to demonstrate that a machine runs smoothly when mounted on the test 
bed. Where a machine incorporates an integral gearbox or an engine, which is fitted for the 
rest of routine test, the vibration check above can also be undertaken with it fitted. 

In applications where machine vibration is considered critical, if agreed between user and 
manufacturer, the tests detailed in 8.4 can be carried out on each machine. 

10 Investigation tests 

10.1 Measurement of cogging torque 

The torque of the machine is measured with open terminals. Details have to be agreed 
between user and manufacturer. 

10.2 Temperature rise test of the machine in high speed with open terminals 

The machine is driven by a motor to the defined speed with open terminals.  

The test time and speed and cooling conditions should be agreed between user and 
manufacturer. 

The temperature shall be measured in accordance with annex.A. 

The temperature rises of windings at the “commencement of cooling” as defined in Clause A.4 
shall not exceed the values given in Table 2. 

10.3 Temperature coefficient measurement of the induced voltage  

To confirm the temperature coefficient of the induced voltage, a no-load measurement in hot 
condition (e.g. just after finishing the temperature rise test) may be performed. 
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Annex A  
(normative) 

 
Measurement of temperature 

 

A.1 Temperature of the machine parts 

The temperature of insulated windings shall be measured by the resistance method. The 
permanent magnets shall be measured by thermometer or another suitable method.  

No correction shall be made to the measured temperature rises if the temperature of the 
cooling air is between 10 °C and 40 °C during the test. 

If the cooling air temperature is outside these limits during a type test, a correction to the 
measured temperature rises may be agreed between user and manufacturer. 

Before starting a short-time test, it shall be confirmed, by either thermometer or resistance 
measurements, that the temperatures of the windings are within 4 K of the temperature of the 
cooling air. When calculating the winding temperature rises, any such difference in initial 
temperature up to 4 K shall be subtracted from the result if the winding is the hotter or added to 
it if it is the cooler. 

a) Resistance method 

In this method, the temperature rise of a winding is determined by its increase in resistance 
during the test. 

For copper windings, the temperature rise at the end of a test is determined by the following 
formula:  

temperature rise = t2 – ta = 
R
R

2

1
 (235 + t1) – (235 + ta) 

where:  
t1 is the initial temperature, of the winding in degrees Celsius; 
R1 is the resistance of the winding at temperature t1; 
t2 is the temperature, of the winding at the end of the test in degrees Celsius; 
R2 is the resistance of the winding at the end of the test; 
ta is the temperature of the cooling air at the end of the test in degrees Celsius.  

NOTE For materials other than copper, the value 235 in the above formula should be replaced with the reciprocal 
of the temperature coefficient of resistance at 0 °C for the material. 

b) Electrical thermometer method 

In this method, the temperature is determined by means of electrical thermometers applied to 
the hottest accessible spots of the relevant parts immediately after the machine is stopped. 
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