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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIXED CAPACITORS FOR USE IN ELECTRONIC EQUIPMENT -
Part 21: Sectional specification —
Fixed surface mount multilayer capacitors
of ceramic dielectric, Class 1

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization

stanar'zatl comprlsmg
all national electrotechnical committees (IEC National Committees). j

this end and in addition to other activities, IEC publishes International &ta d i pecifications,
Technical Reports, Publicly Available Specmcatlons (PAS)
Publication(s)“) Their preparat|on is entrusted to technlcal committees;

agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical n
consensus of opinion on the relevant subje
interested IEC National Committees.

3) IEC Publications have the form of recomm
Commlttees |n that sense. While all reasongbls

between any IEC Publicati
the latter.

5) IEC itself does ndt \provide any
assessment serb a i
services carried oub

6) All users should e e

rmity. Independent certification bodies provide conformity
o IEC marks of conformity. IEC is not responsible for any

7) No liability shall attac ors, employees, servants or agents including individual experts and
members of jts ees and IEC National Committees for any personal injury, property damage or
other damay oever, whether direct or indirect, or for costs (including legal fees) and
expenses\arising out™af the pubfication, use of, or reliance upon, this IEC Publication or any other IEC

grmative references cited in this publication. Use of the referenced publications is

indispensable Yer the carrect application of this publication.

9) Attention is drawn touthe possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60384-21 has been prepared by IEC technical committee 40:
Capacitors and resistors for electronic equipment.

This second edition cancels and replaces the first edition published in 2004 and contains the
following significant technical changes with respect to the previous edition:

e The test voltage of 1,2 Ug at Ug 2 1 000 V has been added in 4.5.4 Voltage proof.
e Detail test conditions have been added in 4.7 Shear test and 4.8 Substrate bending test.

e Test conditions applying lead free solder alloy (Sn-Ag-Cu) have been included in 4.9
Resistance to soldering heat and 4.10 Solderability.

e A selection of the test conditions according to marketing needs have been stated in 4.13
Damp heat, steady state.

e The dimensions of 0402 M in Annex A have been added. Documents
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e The code of the temperature coefficient and the tolerance of capacitance for the reference
temperature of 25 °C have been added, see Annex B.

The text of this standard is based on the following documents:

FDIS Report on voting

40/2127/FDIS 40/2140/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directive

the stability date indicated on the IEC web site under
related to the specific publication. At this date, the publi

* reconfirmed,
* withdrawn,
» replaced by a revised edition, or

@%@
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FIXED CAPACITORS FOR USE IN ELECTRONIC EQUIPMENT -
Part 21: Sectional specification —

Fixed surface mount multilayer capacitors
of ceramic dielectric, Class 1

1 General

1.1  Scope

This part of IEC 60384 is applicable to fixed unencapsulated
capacitors of ceramic dielectric, Class 1, for use in electronic eq i
have metallized connectmg pads or soldermg strlps and are

IEC 60384-14.

1.2 Object

permitted.

1.3 Normative xefe
The following re@
For dated referencg
of the referenced

Amendme

IEC 60068-1:1988, Environmental testing — Part 1: General and guidance

IEC 60068-2-58:2004, Environmental testing — Part 2-58: Tests — Test Td — Test methods
for solderability, resistance to dissolution of metallization and to soldering heat of surface
mounting devices (SMD)

IEC 60384-1:2008, Fixed capacitors for use in electronic equipment — Part 1. Generic
specification

IEC 61193-2:2007, Quality assessment systems — Part 2: Selection and use of sampling
plans for inspection of electronic components and packages

ISO 3:1973, Preferred numbers — Series of preferred numbers

1.4 Information to be given in a detail specification

The detail specification shall be derived from the relevant blank detail specificationDocuments
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Detail specifications shall not specify requirements inferior to those of the generic, sectional
or blank detail specification. When more severe requirements are included, they shall be
listed in 1.9 of the detail specification and indicated in the test schedules, for example by an
asterisk.

NOTE The information given in 1.4.1 may, be presented in tabular form if more convenient.

The following information shall be given in each detail specification and the values quoted
shall preferably be selected from those given in the appropriate clause of this sectional
specification.

1.41 Outline drawing and dimensions

There shall be an illustration of the capacitors as an aid to easy (recoghition and for

comparison of the capacitors with others.

shall be given in the detail specification. All dimensions 8 stated in
millimetres, however, when the original dimensions are giver_ini

placed in a table below the drawing.

When the configuration is other than dgScribed e
dimensional information as will adequately%'

1.4.2 Mounting
The detail specificatio

for test and me
sectional specific

1.4.3.1

See 2.2.4.1.

NOTE When products approved to the detail specification have different ranges, the following statement should
be added: “The range of capacitance values available in each voltage range is given in the register of approvals,
available for example on the website www.iecq.org.

1.4.3.2 Particular characteristics

Additional characteristics may be listed, when they are considered necessary to specify
adequately the component for design and application purposes.

1.4.3.3 Soldering

The detail specification shall prescribe the test methods, severity and requirements applicable
for the solderability and the resistance to soldering heat tests.

Documents
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1.4.4 Marking

The detail specification shall specify the content of the marking on the capacitor and on the
package. Deviations from 1.6 of this sectional specification shall be specifically stated.

1.5 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60384-1, as well as
the following apply.

1.5.1

surface mount capacitor
capacitor whose small dimensions and nature or shape of terminations
surface mounting in hybrid circuits and on printed boards

ke it suitable for

1.5.2
fixed capacitors, ceramic dielectric, Class 1

1.5.3
subclass

1.5.4
category tempe re

range of ambient
continuously; thi

1.5.5

rated temp
Tg
maximum am

1.5.6
rated d.c. voltage

Ur

maximum d.c. voltage which may be applied continuously to a capacitor at any temperature
between the lower category temperature and the rated temperature

NOTE Maximum d.c. voltage is the sum of the d.c. voltage and peak a.c. voltage or peak pulse voltage applied to
the capacitor.

1.5.7

category voltage

Uc

maximum voltage which may be applied continuously to a capacitor at its upper category
temperature

Documents
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1.6 Marking

See IEC 60384-1, 2.4, with the following details.

1.6.1 Information for marking

The information given in the marking is normally selected from the following list; the relative
importance of each item is indicated by its position in the list:

— nominal capacitance;

— rated voltage (d.c. voltage may be indicated by the symbol ___ or __);

— tolerance on nominal capacitance;

— temperature coefficient and its tolerance as applicable (according to

— year and month (or week) of manufacture;

— manufacturer’s name or trade mark;
— climatic category;

— manufacturer’s type designation;

— reference to the detail specification.

1.6.2 Marking on the body

1.6.4 Marking of t
The packaging c:\nf' W

listed in 1.6.1.

2 Preferred and characteristics

2.1 Preferred characteristics

The values given in the detail specification shall preferably be selected from the following.

211 Preferred climatic categories

The capacitors covered by this sectional specification are classified into climatic categories
according to the general rules given in IEC 60068-1.

The lower and upper category temperatures and the duration of the damp heat, steady state
test shall be chosen from the following:

— lower category temperature: =55 °C, -40 °C, -25 °C, -10 °C and +10 °C;
— upper category temperature: +70 °C, +85 °C, +100 °C, +125 °C and +150 °C;
— duration of the damp heat, steady state test (40 °C, 93 % RH): 4, 10, 21 and SWuments
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The severity for the cold and dry heat tests are the lower and upper category temperatures
respectively.

NOTE The resistance to humidity resulting from the above climatic category is for the capacitors in their
unmounted state. The climatic performance of the capacitors after mounting is greatly influenced by the mounting
substrate, the mounting method (see 4.3) and the final coating.

2.2 Preferred values of ratings
221 Rated temperature (7R)

For capacitors covered by this sectional specification, the rated temperature is equal to the
upper category temperature, unless the upper category temperature exceeds 125 °C.

2.2.2 Rated voltage (Ug)

value of the peak a.c. voltage shall not exceed the
reactive power.

2.2.3 Category voltage (Ug)

9,

ategary temperature, the category
60384-1, 2.2.5. If the upper category
2d 500 V, the category voltage shall

e 1 — Preferred tolerance on nominal capacitance

Preferred Tolerance
series Cy 210 pF Letter code Cy <10 pF Letter code
E6 +20 % M 12 pF G
E12 £10 % K 1 oF .
E24 5 % J +0,5 pF D
2% G +0,25 pF c
% F 0,1 pF B

Documents
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2.2.5 Temperature coefficient ()

2251 Nominal temperature coefficient and tolerance

60384-21 © IEC:2011

Table 2 shows the preferred nominal temperature coefficients and the associated tolerances,
expressed in parts per million per degree Kelvin (10-8/K), and the corresponding subclasses

and codes.

The detail specification shall specify for each temperature coefficient the minimum value of
capacitance for which the given tolerance of temperature coefficient may be varified,
considering the accuracy of the method of capacitance measurement specified.

For values of capacitance lower than this minimum value:

a) the detail specification shall specify a multiplying factor for the tg

b) special meathods of measurement may be necessary and if

Nomin_al_temper_aeture Toleranc_e on temger tur 7Subc ss ).etter code for
coefficient (107°/K) coefficient (1 /\ a Tolerance

+100 Uk A G

0 \_1;)\/ c G

-33 1B H G

-75 1B L G

-150 1B P G

-220 1B R G

-330 1B S H

1B T H

-7 1B u J

-¥0 1F Q K

-1 500 1F \Y K

#1402 o D000\ ] ’ 1c sL -

NOT

&re\r@ture coefficient values («) are underlined.

change between mperatures 20 °C and 85 °C.

NOTE 2 Thenomina| temperature coefficients and their tolerances are defined using the capacitance

NOTE 3 A capacitor with a temperature coefficient 0 x 107°%/K and a tolerance on temperature
coefficient of +30 x 1078/K is designated as a CG capacitor (subclass 1B).

capacitance variation are specified in Table 3.

This temperature coefficient value is not subject to inspection, since no limits for relative

NOTE See Annex B for the reference temperature of 25 °C as informative guide.

2.2.5.2 Permissible relative variation of capacitance

Table 3 shows for each combination of temperature coefficient and tolerance the permissible
relative variation of capacitance expressed in parts per thousand at both the upper and lower
category temperatures. Temperature coefficients and tolerances are expressed in parts per

million per degree Kelvin (10-6/K).

Full document details: IEC 60384-212011
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Table 3 — Combination of temperature coefficient and tolerance

Permissible relative variation in capacitance in parts per 1 000 between 20 °C
and given temperature

Lower category temperature Upper category temperature
o Tolerance

1075/K 1078/K -55°C -40 °C -25°C -10 °C +70 °C +85°C | +100°C | +125°C
+100 +30(G) -9,75/ -7,80/ -5,85/ -3,90/ 3,50/ 4,55/ 5,60/ 7,35/
-3,71 -2,96 -2,22 -1,48 6,50 8,45 10,4 13,7

0 +30(G) -2,25/ -1,80/ -1,35/ -0,90/ -1,50/ -1,95/ -2,40/ -3,15/
5,45 4,36 3,27 2,18 1,50 1,95 2,40 3,15

-33 +30(G) 0,225/ 0,180/ 0,135/ 0,090/ -3,15/ -4, -5)04/ -6,62/
8,47 6,77 5,08 3,39 -0,15 -0N <0,2 -0,32

-75 +30(G) 3,38/ 2,70/ 2,03/ 1,35/ -5,25/ -§,83/ 8,40/ -11,0/
12,3 9,85 7,39 4,92 -2,25 -2)93 -3,6 4,73

-150 +30(G) 9,00/ 7,20/ 5,40/ 3,60/ -900/ -1, 14, -18,9/
19,2 15,3 11,5 7,67 -6, -~80 - -12,6

-220 +30(G) 143/ | 114 | 855 | 570 9 —12\5& 2/ [\-20,0/ | -26,3/
256 | 2046 | 153 10/2—\\—3,@ \ N2l 152 | -20,0
-330 +60(H) 203 | 162/ | 12,2/ 10/~ 19,5/ \—21}5}/ -31,2/ | -41,0/
384 | 307 | 230 | li54 ) 13 6 | 216 | -284
-470 +60(H) 30,8/ | 24,6 18, Y3 @,5/ > 34,5/ | -42,41 | -557/
512 | a1, 367 | (20,5 05| -267 | -328 | -431

~750 +120(J) 47,3/ 37,8/ 28/ 189/ =435/ | -56,6/ | -69.6/ | -91,4/
82,3 65.8 /" 49, 32, -31,5 | -41,0 | -504 | -662
-1000 +250(K) 56,3/ | 45,0 338/ 2\2\5;/) -62,5/ | -81,3/ | -100/ | -131/
M| eag 0,2 6, -375 | -488 | -60,0 | -78,8

N
-1 500 +250(K) ,8/ ( 75 0/ 56,37 )\zﬁ 5/ | -87,5/ | -114/ | -140/ | -184/
7 65,1 -62,5 | -81,3 | -100 -131

When the upper cat}ger \le\mpera\uSN a%\{5 @the limits shall be given in the detail specification.

NOTE 1 Preferred

NOTE 3 The™¢
formulas:

a) upper and lowerf permissible relative variation in capacitance under upper category temperature:

AC/C (1073) = (nominal temperature coefficient + tolerance on temperature coefficient*) x (upper
category temperature — 20)/1 000

b) lower permissible relative variation in capacitance under lower category temperature:

AC/C (1073) = (nominal temperature coefficient + tolerance on temperature coefficient*) x (lower
category temperature — 20)/1 000

c) upper permissible relative variation in capacitance under lower category temperature:

AC/C (1073) = [(-36) - (1,22 x tolerance on temperature coefficient*) + (0,22 x nominal temperature

coefficient) + nominal temperature coefficient] x (lower category temperature - 20)/1 000 where,
Tolerance on temperature coefficient*: absolute value.
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2.2.6 Dimensions

Suggested rules for the specification and coding of dimensions are given in Annex A.

Specific dimensions shall be given in the detail specification.

3 Quality assessment procedures

3.1 Primary stage of manufacture

The primary stage of manufacture is the first common firing of the dielectric-electrode
assembly.

3.2  Structurally similar components

3.3 Certified records of released lots

The information required in IEC 60384-1, Clausg
prescribed in the detail specification and when request
test, the parameters for which variables informg i
tan § and the insulation resistance.

3.4 Qualification approval

The procedures for qualificali gh in IEC 60384-1, Clause Q.5.

The schedule to be
periodic tests is given

schedule is give@ .

For each t R xéfficient, the sample shall consist of specimens of capacitors of

W size and for each of these sizes, the maximum capacitance value for
the highest rated voltage and minimum rated voltage of the voltage ranges for which approval
is sought. When there are more than four rated voltages, an intermediate voltage shall also be
tested. Thus, for the approval of a range, testing is required of either four or six values
(capacitance/voltage combinations) for each temperature coeffient. Where the total range
consists of less than four values, the number of specimens to be tested shall be that required
for four values. When approval is sought for more than one temperature coefficient, see 3.4.2.

In case assessment level EZ is used, spare specimens are permitted as follows:

Two (for six values) or three (for four values) per value which may be used as replacements
for specimens, which are non-conforming because of incidents not attributable to the
manufacturer.

The numbers given in Group 0 assume that all groups are applicable. If this is not so, the
numbers may be reduced accordingly.
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When additional groups are introduced into the qualification approval test schedule, the
number of specimens required for Group 0 shall be increased by the same number as that
required for the additional groups.

Table 4 gives the number of samples to be tested in each group or subgroup together with the
number of permissible non-conformances for qualification approval test.

3.4.2 Tests

The complete series of tests specified in Tables 4 and 5 are required for the approval of
capacitors covered by one detail specification. The tests of each group shall be carried out in
the order given.

The whole sample shall be subjected to the tests of Group 0 and then™divj Qr the other
groups.

Non-conforming specimens found during the tests of Group 0 8
groups.

“One non-conforming item” is counted when a capaci
of the tests of a group.

e smallest temperature coefficient are added
and Group 4 for that particular temperature

non-conforming items

to the non-conf in
coefficient.

sampling
details of the
requirements and inch
the detail specification.

in Clause 4 gives a complete summary of test conditions and performance
here, for example for the test method or conditions of test, a choice has to be made in

The conditions of test and performance requirements for the fixed sample size test schedule should be identical to
those prescribed in the detail specification for quality conformance inspection.

Documents

Document Sharing Hub

Full document details: IEC 60384-212011


http://avadocuments2026.com/doc/iec-60384-21-2011
http://avadocuments2026.com/doc/iec-60384-21-2011

- 16 —

60384-21 © IEC:2011

Table 4 — Fixed sample size test plan for qualification approval — Assessment level EZ

Group Test Subclause of this Number of Permissible
publication specimens number of
No. . nonconforming
n items
c
0 Visual examination 4.4
Dimensions 4.4 132+24 0
Capacitance 4.51
Tangent of loss angle 4.5.2
Insulation resistance 4.5.3
Voltage proof 4.5.4
Spare specimens (\ 12 x
1A Robustness of termination 9 4.15

Resistance to soldering heat

Component solvent resistance °

1B Solderability

Solvent resistance of marking °

SN 0

2 Substrate bending test ° 12 0
37 Mounting
Visual examination 84+24 " 0°
Capacitance
Tangent of loss angl Q
Insulation reS|stanc
Voltage proof
3.1 Sheart \> 4.7 24 0
Rapid ch perat 4.11
Climatic s;,q\ nce 4.12
32 | Damp he \};\suﬁ‘a\ N 4.13 24 0
3.3 End\ﬁra%s\ \ N 4.14 36 0
3.4 /Mcgﬁs{at%@}np cat, sfeady state ° 4.18 24 0
4 p}r&ur Wnt and temperature 4.6 12 0

cycleqrift

The values of thMasurements serve as initial measurements for the tests of Group 3.

If required in the detail specification.

The capacitors found non-conforming items after mounting shall not be taken into account when calculating the
permissible non-conforming for the following tests. They shall be replaced by spare capacitors.

Not applicable to capacitors, which according to their detail specification shall only be mounted on alumina

substrates.

Capacitance/voltage combinations, see 3.4.1.

Additional capacitors, if Group 3.4 is tested.

Applicable to capacitors with strip terminations.

Not applicable to capacitors with strip terminations.

Full document details: IEC 60384-212011
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Table 5 — Tests schedule for qualification approval

Subclause number and test D Conditions of test Number of Performance
specimens .
(see NOTE 1) or (see NOTE 1) (n) requirements
ND and (see NOTE 1)
number of
non-
conforming
items (c)
GROUP 0 ND See Table 4
4.4 Visual examination Asin 4.4.2
Legible marking and as
cified in the detail
specification
4.4 Dimension (detail) e defail specification
4.5.1 Capacitance Frequency: ... Hz specified tolerance
Measuring voltage:...V r.m.s.
4.5.2 Tangent of loss angle Frequency and measuring < 5.2
(tan o) voltage same as in 4.5.1
4.5.3 Insulation resistance See detail specification {6r th As in 4.5.3.3
method
4.5.4 Voltage proof See detaikspecification Yor th 5 No breakdown or flashover
metho
GROUP 1A D
4.15 Robustness of No visible damage

termination
(if applicable)

4.9.1 Initial measuremen

Resistance to
soldering h@

4.9.4 Final measurement

4.9

4.16 Component solv

xamination
itance

Visual

>So|vent:

Solvent temperature:...
Method 2
Recovery: ...

Asin 4.9.4
Asin4.9.4

See detail specification

GROUP 1B

4.10 Solderability

4.10.3 Final measurements

4.17 Solvent resistance
of the marking ®
(if applicable)

See detail specification for the
method

Visual examination

Solvent: ...

Solvent temperature: ...
Method 1

Rubbing material: cotton wool
Recovery: ...

See Table 4

As in 4.10.3

Legible marking

Full document details: IEC 60384-212011
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Subclause number D Conditions of test Number of Performance
and Test specimens i
or (see NOTE 1) (n) requirements
NOTE 1
(see ) ND and (see NOTE 1)
number of
non-
conforming
items (c)
GROUP 2 D See Table 4
4.8 Substrate Deflection: ... See detail specification
bending test Number of bends: ...

4.8.1 Initial measurement Capacitance
4.8.2 Final inspection Capacitance (with printed board

in bent position)

Visual examination /\ age
GROUP 3 D Seg Table™d
4.3 Mounting Substrate material: ...° <

Visual examination Asyin 4.4.2

Capacitance ithin specified tolerance

Tangent of loss angle As in 4.5.2

Insulation resistance As in 4.5.3.3

Voltage proof '\ No breakdown or flashover
GROUP 3.1 D \ ee/Table 4
4.7 Shear test No visible damage
4.11.1 Initial measurement

4.11 Rapid change

of temperature

4.11.4 Final measurgment

4.12
4.12.1 Ini
4.12.2 Dry heat
4.12.3 Damp heat, cyclic,

test Db, first cycle

4.12.4 Cold

4.12.5 Damp heat, cyclic,
test Db,
remaining cycles

4.12.6 Final measurements

xamination

Visual
Citance

Capacitance

Temperature: upper category
temperature
Duration: 16 h

Temperature: lower category
temperature

Duration: 2 h

Visual examination

Recovery: 6 hto 24 h

Visual examination

No visible damage
Asin 4.11.4

No visible damage

No visible damage
Legible marking

Full document details: IEC 60384-212011
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Table 5 (continued)

Subclause number and test D Conditions of test Number of Performance
specimens .
(see NOTE 1) or (see NOTE 1) (n) requirements
ND and (see NOTE 1)
number of
non-
conforming
items (c)
GROUP 3.2 D See Table 4
4.13 Damp heat, steady
state
4.13.1 Initial measurement Capacitance
Recovery: 6 hto 24 h
4.13.4 Final measurements Visual examination
Capacitance
Tangent of loss angle
Insulation resistance < \
GROUP 3.3 D Table
4.14 Endurance Duration: ... h
Temperature: ...°C
Voltage: ...V 5
4.14.1 Initial measurement
4.14.4 Final measurements No visible damage
Legible marking
As in 4.14.4
As in 4.14.4
[\ As in 4.14.4
Group 3.4 D See Table 4
4.18 Accelerated s@ Diations, ...
heat, steady state Temperatuxe: (85 £ 2) °C
(if required) \/\ iy A85 + 3) %
4.18.1 Initial measureme tion resistance As in 4.18.1
Recovery: 6 h to 24 h
4.18.4 Final measure nsulation resistance As in 4.18.4
Group 4 ND See Table 4
4.6 Tem Preliminary drying: 16 h to 24 h As in 4.6.3

coefficie

N

and cyclic dri

NOTE 1
NOTE 2

Subclause numbers of test and performance requirements refer to Clause 4.
In this table: D = destructive, ND= non-destructive.

a

b

This test may be carried out on capacitors mounted on a substrate.
When different substrate materials are used for the individual subgroup, the detail specification shall indicate which

substrate material is used in each subgroup.

3.5 Quality conformance inspection

3.5.1
3.5.11

Formation of inspection lots

Groups A and B inspection

These tests shall be carried out on a lot-by-lot basis.

A manufacturer may aggregate the current production into inspection lots subject to the

following safeguards.
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1) The inspection lot shall consist of structurally similar capacitors (see 3.2).

2a) The sample tested shall be representative of the values and the dimensions
contained in the inspection lot:

— inrelation to their number;
— with a minimum of five of any one value.

2b) If there are less than five of any one value in the sample the basis for the drawing of
samples shall be agreed between the manufacturer and the National Supervising
Inspectorate 1.

3.5.1.2 Group C inspection

These tests shall be carried out on a periodic basis.

be divided into small, medium and large sizes. In order to cover thé
period, one voltage shall be tested from each group of sizes

range.

3.5.2 Schedule

The schedule for the lot-by-lot and periodic tes
in Clause 2 of the blank detail specificg

ormahce inspection is given

3.5.3 Delayed delivery

When, according to the procedures HC 6038 use Q.10, re-inspection has to be
made, solderability and gapaci INbe\ check&d as specified in Groups A and B

inspection.

3.54 Assessment |
The assessmen@a in t ank detail specification shall preferably be selected
from Tables 6a and &

1 The term Certification Body (CB) replaces the term National Supervising Inspectorate (NSI3). see IEQchments
Document Sharing Hub
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Table 6a — Lot-by-lot inspection

Inspection EZ
subgroup®’ I n® e
A0 100 %°
A1 S-4 ¢
A2 S-3 ¢
B1 S-3 ©
B2 S-2 ¢

# IL = inspection level

n = sample size

¢ = permissible number of non-conforming items

After removal of nonconforming items by 100 % testing during
process, sampling inspection shall be performed in order

Number to be tested: Samplé€ si
4.3.2.

The content of the Inspection
blank detail specification.

TabI@i ic tests
N

N
Inspection \ EZ
4}}“" "~ - ;

AN RNY g
)5

o

\Eﬁ&\/

-
(¢)]
oO|lo|lo|o|o|oOo]| o

yd
]

p = periodicity in months
n = sample size
¢ = permissible number of non-conforming items

The content of the inspection subgroup is described in Clause 2 of the relevant
blank details specification.

If required.

4 Test and measurement procedures

This clause supplements the information given in IEC 60384-1, Clause 4.

4.1 Preliminary drying

See IEC 60384-1, 4.3. Documents
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4.2 Measuring conditions

See |IEC 60384-1, 4.2.1.

4.3 Mounting
See IEC 60384-1, 4.33.

4.4 Visual examination and check of dimensions

See IEC 60384-1, 4.4, with the following details.

4.4.1 Visual examination

A visual examination shall be carried out with suitable equip
10x magnification and lighting appropriate to the specimen undek
required.

NOTE The operator should have available facilities for incident o
appropriate measuring facility.

4.4.2 Requirements

Quantitative values for the requirements bel
manufacturer’s specification.

4.4.21 Requirements for the cera

a) Be free of cracks or fissures, except small d
the performance of th(@ﬂ(m.(\a
aN B

the surface, which do not detoriate
res 1 and 2.)

IEC 2569/11

Figure 1 — Fault: crack or fissure

IEC 2570/11

NOTE Crack or fissure on one side or extending from one face to another over a corner.
Figure 2 — Fault: crack or fissure

b) Not exhibit visible separation or delamination between the layers of the capacitor
(see Figure 3).
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Separation or delamination

[— Crack

IEC 2571/11

Figure 3 — Separation or delamination

c) Not exhibit exposed electrodes between the two terminations (see Figure 4).

@

e two principal edges of each extremity of the block (or
pacitors). Dissolution of the end face plating (leaching) shall

Principal edges

IEC 2573/11

Figure 5 — Principal faces
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4.5 Electrical tests
4.5.1 Capacitance

See |IEC 60384-1, 4.7, with the following details.

4.51.1 Measuring conditions
Unless otherwise specified in the detail specification.

— measuring voltage: <5Vr.m.s,;
— frequency: Cn <1000 pF 1 MHz or 100 kHz (referee frequency 1 MHz);
Cn > 1000 pF 1 kHzor 100 kHz (referee freque

4.5.1.2 Requirements

The capacitance value, as measured in unmounted state, sha
value taking into account the specified tolerance.

purposes only in further tests.

4.5.2 Tangent of loss angle (tan )

4.5.2.2 Requireme
The tangent of IQ s

given in Table 7.

(\ Table 7 — Tangent of loss angle limits

< Neminal Tangent of loss angle (tand) x10™
agjtance
P +100 > ¢ > -750 =750 > ¢ > -1 500 a=-1500
p
>80

and SL (1C)
Co>580 15 20 30
150 j [@ j [@ j
5<Cy<50 1,5[CN+7 2 Cn +7 3 Cn +7
Cy<5 When the measurement is required the detail specification

shall specify the limit.

The tangent of loss angle as measured in the mounted state according to Group 3 is for
reference purpose only in further tests.

4.5.3 Insulation resistance

See |IEC 60384-1, 4.5, with the following details.

4.5.3.1 Preparation for test
Prior to the test, capacitors shall be carefully cleaned to remove any contamination.
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