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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
FIXED CAPACITORS FOR USE IN ELECTRONIC EQUIPMENT –  

 
Part 22: Sectional specification –  

Fixed surface mount multilayer capacitors of ceramic dielectric, Class 2 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in 
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which 
may be required to implement this document. However, implementers are cautioned that this may not represent 
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC 
shall not be held responsible for identifying any or all such patent rights. 

This commented version (CMV) of the official standard IEC 60384-22:2024 edition 4.0 
allows the user to identify the changes made to the previous IEC 60384-22:2019  
edition 3.0. Furthermore, comments from IEC TC 40 experts are provided to explain the 
reasons of the most relevant changes, or to clarify any part of the content. 

A vertical bar appears in the margin wherever a change has been made. Additions are in 
green text, deletions are in strikethrough red text. Experts' comments are identified by a 
blue-background number. Mouse over a number to display a pop-up note with the 
comment. 

This publication contains the CMV and the official standard. The full list of comments is 
available at the end of the CMV. 
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IEC 60384-22 has been prepared by IEC technical committee 40: Capacitors and resistors for 
electronic equipment. It is an International Standard. 

This fourth edition cancels and replaces the third edition published in 2019. This edition 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) the document has been completely restructured to comply with the ISO/IEC Directives, 
Part 2 and to make it more useable; tables, figures and references have been revised 
accordingly; Annex X contains all cross-references of changes in clause/subclause 
numbers; 

b) the requirements of reference temperature 25 °C has been added in Table 5, Table 9, 
Table 10, Table 12, Table 14 and Table 17; 

c) the table of temperature characteristics of capacitance for the reference temperature 25 °C 
have been added in Table C.1, Table C.2 and Table C.3; 

d) the requirement in 5.5.2 (visual examination) has been repeated in 5.9.3, 5.10.6, 5.11.4, 
5.12.6, 5.13.8, 5.14.6 and 5.15.6; 

e) the deflection D in the very robust designs has been added in 5.9.1; 
f) Annex C has been changed informative into normative; 
g) Clause D.5 (Test schedule for quality conformance inspection) has been newly added to 

withdraw the blank detail specification: IEC 60384-22-1. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

40/3120/FDIS 40/3139/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

A list of all parts in the IEC 60384 series, published under the general title Fixed capacitors for 
use in electronic equipment, can be found on the IEC website. 
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The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be 

• reconfirmed, 

• withdrawn, or 
• revised. 
 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this document using a colour printer. 
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FIXED CAPACITORS FOR USE IN ELECTRONIC EQUIPMENT – 
 

Part 22: Sectional specification – 
Fixed surface mount multilayer capacitors of ceramic dielectric, Class 2 

 
 
 

1 Scope 

This part of IEC 60384 is applicable to fixed unencapsulated surface mount multilayer 
capacitors of ceramic dielectric, Class 2, for use in electronic equipment. These capacitors have 
metallized connecting pads or soldering strips and are intended to be mounted on printed 
boards, or directly onto substrates for hybrid circuits. 

Capacitors for electromagnetic interference suppression are not included but are covered by 
IEC 60384-14. 

The object of this document is to prescribe specify preferred ratings and characteristics and to 
select from IEC 60384-1:2021 the appropriate quality assessment procedures, tests and 
measuring methods and to give general performance requirements for this type of capacitor. 
Test severities and requirements prescribed in detail specifications referring to this sectional 
specification are of equal or higher performance levels; lower performance levels are not 
permitted. Test severities and requirements specified in detail specifications referring to this 
document provide specific test severities and requirements of an equal or higher performance 
level. Further information on the conception of generic, sectional and detail specifications can 
be found in the Introduction of IEC 60384-1:2021.  1 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60063, Preferred number series for resistors and capacitors 

IEC 60068-1:2013, Environmental testing – Part 1: General and guidance 

IEC 60068-2-58:2015, Environmental testing – Part 2-58: Tests – Test Td – Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface mounting 
devices (SMD)  
IEC 60068-2-58:2015/AMD1:2017 

IEC 60384-1:20162021, Fixed capacitors for use in electronic equipment – Part 1: Generic 
specification 

IEC 61193-2:2007, Quality assessment system – Part 2: Selection and use of sampling plans 
for inspection of electronic components and packages 

ISO 3:1973, Preferred numbers – Series of preferred numbers 

Full document details: IEC 60384-22 2024 CMV
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60384-1 and the 
following apply. 

ISO and IEC maintain terminology databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

3.1  
surface mount multilayer capacitor 
multilayer capacitor whose small dimensions and nature or shape of terminations make it 
suitable for surface mounting in hybrid circuits and on printed boards 

3.2  
capacitor of ceramic dielectric, Class 2 
capacitor that has a dielectric with a high permittivity and is suitable for by-pass and coupling 
applications or for frequency-discriminating circuits where low losses and high stability of 
capacitance are not of major importance 

Note 1 to entry: The ceramic dielectric is characterized by a non-linear change of capacitance over the category 
temperature range (see Table 3). 

3.3  
subclass 
<Class 2> maximum percentage change of capacitance within the category temperature range 
with respect to the capacitance at the reference temperature 20 °C or 25 °C 

Note 1 to entry: The subclass may be expressed in code form (see Table 3 and Annex C). 

3.4  
category temperature range 
ambient temperature range for which the capacitor has been designed to operate continuously 

Note 1 to entry: This is given by the lower and upper category temperature (see Table 3 and Annex C). 

3.5  
rated temperature 
TR 
maximum ambient temperature at which the rated voltage may can be continuously applied 

3.6  
rated voltage 
UR 
maximum DC voltage that may can be applied continuously to a capacitor at any temperature 
between the lower category temperature and the rated temperature 

Note 1 to entry: The maximum DC voltage is the sum of the DC voltage and peak AC voltage or peak pulse voltage 
applied to the capacitor. 

3.7  
category voltage 
UC 
maximum voltage that can be applied continuously to a capacitor at its upper category 
temperature 
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4 Preferred ratings and characteristics 

4.1 Preferred characteristics 

Preferred climatic categories only shall be given in the preferred characteristics. 

The capacitors covered by this document are classified into climatic categories in accordance 
with the general rules given in IEC 60068-1:2013, Annex A. 

For reference temperature 20 °C, the lower and upper category temperatures and the duration 
of the damp heat, steady state test shall be chosen from the following: 

• lower category temperature: −55 °C, −40 °C, −25 °C, −10 °C and +10 °C; 

• upper category temperature: +70 °C, +85 °C, +100 °C, +125 °C and +150 °C; 

• duration of the damp heat,  
steady state test (40 °C, 93 % RH): 4, 10, 21 and 56 days. 

For reference temperature 25 °C, the lower and upper category temperatures shall be chosen 
from Table C.1 in Annex C.  2 

The severities of the cold and dry heat tests are the lower and upper category temperatures 
respectively. 

NOTE The resistance to humidity resulting from the above climatic category is for the capacitors in their unmounted 
state. The climatic performance of the capacitors after mounting is greatly influenced by the mounting substrate, the 
mounting method (see 5.4) and the final coating. 

4.2 Preferred values of ratings 

4.2.1 Rated temperature (TR) 

The rated temperature is equal to the upper category temperature for capacitors with the upper 
category temperature not exceeding 125 °C, unless otherwise stated in the detail specification. 

4.2.2 Rated voltage (UR) 

The preferred values of the rated voltage are the values of the R5 series of ISO 3. If other 
values are needed, they shall be chosen from the R10 series. 

The sum of the DC voltage and the peak AC voltage or the peak-to-peak AC voltage, whichever 
is the greater, applied to the capacitor shall not exceed the rated voltage. 

4.2.3 Category voltage (UC) 

The category voltage is equal to the rated voltage for capacitors with the upper category 
temperature not exceeding 125 °C. Any category voltages which are different from the rated 
voltage, for capacitors with the upper category temperature exceeding 125 °C or for high-
voltage capacitors with rated voltages about 500 V, shall be given in the detail specification. 

The preferred values of the category voltage at 125 °C upper category temperature for high 
volumetric capacitors with a rated voltage of 16 V and less and a rated temperature of 85 °C 
are given in Table 1. 
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Table 1 – Preferred values of category voltages 

UR       V 2,5 4 6,3 10 16 

UC       V 1,6 2,5 4 6,3 10 

NOTE The numeric values of UC are calculated by the following: 

C R 0,63U U= ×  

 

4.2.4 Preferred values of nominal capacitance and associated tolerance values 

4.2.4.1 Preferred values of nominal capacitance 

Nominal capacitance values shall should be taken from the number series of IEC 60063; the 
E3, E6 and E12 series are preferred given in IEC 60063. 

4.2.4.2 Preferred tolerances on nominal capacitance 

See Table 2. 

Table 2 – Preferred tolerances 

Preferred series Tolerance 

% 

Letter code 

E3 and E6 −20/+80 Z 

−20/+50 S 

E6 ± 20 M 

E6 and E12 ± 10 K 

 

4.2.5 Temperature characteristic of capacitance 

Table 3 denotes with a cross the preferred values of shows the temperature characteristic with 
and without DC voltage applied for the reference temperature 20 °C. The method of coding the 
subclass is also given; for example a dielectric with a percentage change of ±20 % without DC 
voltage applied over the temperature range from −55 °C to +125 °C will be defined as a 
dielectric of subclass 2C1.The temperature characteristics, category temperatures and 
corresponding codes for the reference temperature 25 °C are given in Annex C. The 
temperature range for which the temperature characteristic of the dielectric is defined is the 
same as the category temperature range. 
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Table 3 – Temperature characteristic of capacitance 

Sub-class 
letter code 

Maximum capacitance change 
within the category temperature 

range with respect to the 
capacitance at 20 °C measured 
with and without a DC voltage 

applied 

Category temperature range and corresponding number 
code 

−55/+150 −55/+125 −55/+85 −40/+85 −25/+85 +10/+85 

% °C °C °C °C °C °C 

without DC 
voltage applied 

with DC 
voltage 
applieda 

0 1 2 3 4 6 

2B ±10 

Requirements 
specified in the 
detail 
specification 

  × × ×  

2C ±20  × × ×   

2D +20/−30  ×   ×  

2E +22/−56   × × × × 

2F +30/−80   × × × × 

2R ±15 × × ×  ×  

When the upper category temperature is above 125 °C, the limits of capacitance change, both with and without DC 
voltage applied, should be given in the detail specification. 

NOTE  Annex C can be referred to for preferred values of the temperature characteristic for the reference 
temperature of 25 °C. 

a DC voltage applied is either rated voltage or the voltage specified in the detail specification. 

NOTE 2 "×" indicates preferred. 

 

NOTE See Annex C for the reference temperature of 25 °C as an informative guidance. 

4.2.6 Dimensions 

Suggested rules for the specification and coding of dimensions are given in Annex A. 

Specific dimensions shall be given in the detail specification. 

5 Test and measurement procedures 

5.1 General 

This Clause 5 supplements the information given in IEC 60384-1:20162021, Clause 5 to Clause 
10. 

5.2 Special preconditioning 

Unless otherwise specified in the detail specification, the special preconditioning, when 
specified in this document before a test or a sequence of test, shall be carried out under the 
following conditions. 

Exposure at upper category temperature or at such higher temperature as may be specified in 
the detail specification during 1 h, followed by recovery during (24 ± 1) h under standard 
atmospheric conditions for testing. 

NOTE Capacitors lose capacitance continuously with time in accordance with a logarithmic law (this is called 
ageing). However, if the capacitor is heated to a temperature above the Curie point of its dielectric, then "de-ageing" 
takes place, i.e. the capacitance lost through "ageing" is regained, and "ageing" recommences from the time when 
the capacitor recools. The purpose of special preconditioning is to bring the capacitor to a defined state regardless 
of its previous history (see Clause B.4 for further information). 
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5.3 Measuring conditions 

See IEC 60384-1:20162021, 5.2.1. 

5.4 Mounting 

See IEC 60384-1:20162021, 5.5. 

5.5 Visual examination and check of dimensions 

5.5.1 General 

See IEC 60384-1:20162021, 7.1, with the details of 5.5.2 and 5.5.3. 

5.5.2 Visual examination 

A visual examination shall be carried out with suitable equipment with approximately 10× 
magnification and lighting appropriate to the specimen under test and the quality level required. 
In case the specimen are very small components, the visual examination may be carried out 
with higher magnification. 

The operator should have available facilities for incident or transmitted illumination as well as 
an appropriate measuring facility. 

5.5.3 Requirements 

5.5.3.1 General 

Quantitative values for the requirements below may be given in the detail or in the 
manufacturer's specification. 

5.5.3.2 Requirements for the ceramic 

Requirements for the ceramic are as follows: 

a) Be free of cracks or fissures, except small damages on the surface, that do not deteriorate 
the performance of the capacitor (examples: see Figure 1 and Figure 2). 

 

Figure 1 – Fault: crack or fissure 

 

NOTE Crack or fissure on one side or extending from one face to another over a corner. 

Figure 2 – Fault: crack or fissure 
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b) Not exhibit visible separation or delamination between the layers of the capacitor  
(see Figure 3). 

 

Figure 3 – Separation or delamination 

c) Not exhibit exposed electrodes between the two terminations (see Figure 4). 

 

Figure 4 – Exposed electrodes 

d) The ceramic body shall be free of any conducting smears (metallization, tinning, etc.) on a 
central zone between two adjacent terminations which is equal to the minimum distance 
between those (Annex A, dimension L4). 

5.5.3.3 Requirements for the metallization 

Requirements for the metallization are as follows: 

a) Not exhibit any visible detachment of the metallized terminations and not exhibit any 
exposed electrodes (see Figure 4). 

b) The principal faces (see Figure 5) are those noted A, B and C. 
In the case of capacitors of square section, the faces D and E are also considered principal. 

The maximum area of gaps in metallization on each principal face shall not be greater than 15 % 
of the area of that face; these gaps shall not be concentrated in the same area. The gaps in 
metallization shall not affect the two principal edges of each extremity of the block (or four 
edges for square section capacitors). Dissolution of the end face plating (leaching) shall not 
exceed 25 % of the length of the edge concerned. 

 

Figure 5 – Principal faces 
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5.6 Electrical tests 

5.6.1 Capacitance 

5.6.1.1 General 

See IEC 60384-1:20162021, 6.3, with the details of 5.6.1.2 and 5.6.1.3. 

5.6.1.2 Measuring conditions 

See Table 4, unless otherwise specified in the detail specification. 

Table 4 – Measuring conditions 

Nominal capacitance Rated voltage Frequency Measuring voltage Referee voltage 

 UR  V RMS V RMS 

CN < 100 pF a 1 MHz 1,0 ± 0,2 1,0 ± 0,02 

100 pF ≤ CN ≤ 10 µF UR > 6,3 V 1 kHz 1,0 ± 0,2 1,0 ± 0,02 

UR ≤ 6,3 V 1 kHz 0,5 ± 0,2 0,5 ± 0,02 

CN > 10 µF a 100 Hz or 120 Hz 0,5 ± 0,2 0,5 ± 0,02 
a All-rated voltages (UR). 

 

5.6.1.3 Requirements 

The capacitance value as measured in the unmounted state, shall correspond with the rated 
value taking into account the specified tolerance. 

The capacitance as measured in the mounted state in accordance with Group 3 is for reference 
purposes only in further tests. 

For referee measurements, the capacitance value shall be the value extrapolated to an ageing 
time of 1 000 h, unless otherwise specified in the detail specification (see Annex B for 
explanations). If applying the ageing time other than 1 000 h, that may be specified in the detail 
specification. 

5.6.2 Tangent of loss angle (tan δ) 

5.6.2.1 General 

See IEC 60384-1:20162021, 6.4, with the details of 5.6.2.2 and 5.6.2.3. 

5.6.2.2 Measuring conditions 

The measuring conditions are the same as those of 5.6.1. The inaccuracy of the measuring 
equipment shall not exceed 1 × 10−3. 

5.6.2.3 Requirements 

The tangent of loss angle as measured in the unmounted state shall not exceed the limit given 
in Table 5. 
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Table 5 – Tangent of loss angle limits 

Reference temperature Rated voltage Subclass Tangent of loss angle 

 UR   

20°C 

UR ≥ 10 V All subclass codes Not exceed 0,035 or value as may 
be given in the detail specification 

UR < 10 V 

2B, 2C, 2R 0,1 

2D, 2E 0,15 

2F 0,2 

25°C 

UR ≥ 10 V All subclass codes Not exceed 0,035 or value as may 
be given in the detail specification 

UR < 10 V 

R 0,1 

S 0,1 

T 0,15 

U 0,15 

NOTE See 4.2.5 and Annex C for an explanation of the subclass codes. 

 

The tangent of loss angle as measured in the mounted state in accordance with Group 3 is for 
reference purposes only in further tests. 

5.6.3 Insulation resistance 

5.6.3.1 General 

See IEC 60384-1:20162021, 6.1, with the details of 5.6.3.2 to 5.6.3.4. 

5.6.3.2 Preparation for test 

Prior to the test, capacitors shall be carefully cleaned to remove any contamination. 

Care shall be taken to maintain cleanliness in the test chambers and during post-test 
measurements. Before the measurement, the capacitors shall be fully discharged. The 
insulation resistance shall be measured between the terminations. 

5.6.3.3 Measuring conditions 

See IEC 60384-1:20162021, 6.1.2, with the following details. 

The measuring voltage may be of any value not greater than UR, the referee voltage being UR, 
for a capacitor with a rated voltage below or equal to 1 kV. For UR > 1 kV the referee voltage 
shall be 1 kV. 

The insulation resistance (Ri) shall be measured after the voltage has been applied for (60 ± 5) s. 

For lot-by-lot testing (Group A), the test may be terminated in a shorter time, if the required 
value of insulation resistance is reached. 

The product of the internal resistance of the voltage source and the nominal capacitance of the 
capacitor shall not exceed 1 s, unless otherwise prescribed specified in the detail specification. 

The charge current shall not exceed 0,05 A. For capacitors with rated voltages of 1 kV and 
above, a lower limit (value) may be given in the detail specification. 
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5.6.3.4 Requirements 

The insulation resistance shall meet the following requirements. 

CN ≤ 25 nF Ri ≥ 4 000 MΩ 

CN > 25 nF Ri × CN ≥ 100 s 

 

5.6.4 Voltage proof 

5.6.4.1 General 

See IEC 60384-1:20162021, 6.2, with the details of 5.6.4.2 to 5.6.4.4. 

5.6.4.2 Test conditions 

The product of R1 and the nominal capacitance CX shall be smaller than or equal to 1 s. 

NOTE R1 is a charging resistor that includes the internal resistance of the voltage source. More information can be 
found in IEC 60384-1:20162021, 6.2.2. 

The charge current shall not exceed 0,05 A. 

For capacitors with rated voltages of 1 kV and above, a lower charge current limit value may be 
given in the detail specification. To protect the capacitors against flashover, the test may be 
performed in a suitable insulating medium. 

5.6.4.3 Test voltages 

The test voltages in accordance with Table 6 shall be applied between the measuring points of 
6.1.3 and Table 3 in IEC 60384-1:20162021, for a period of 1 min for qualification approval 
testing and for a period of 1 s for the lot-by-lot quality conformance testing. 

Table 6 – Test voltages 

Rated voltage Test voltage 

V V 

UR ≤ 100 2,5 UR 

100 < UR ≤ 200 1,5 UR + 100 

200 < UR ≤ 500 1,3 UR + 100 

500 < UR < 1 000 1,3 UR 

UR ≥ 1 000 1,2 UR 

 

5.6.4.4 Requirement 

There shall be no breakdown or flashover during the test. 

5.6.5 Impedance (if required by the detail specification) 

5.6.5.1 General 

See IEC 60384-1:20162021, 6.6, with the details of 5.6.5.2 and 5.6.5.3. 
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5.6.5.2 Measuring conditions 

The frequency of measurement: 100 kHz, with a relative tolerance of ±10 %. 

5.6.5.3 Requirements 

Impedance shall be specified in the detail specification. 

5.6.6 Equivalent series resistance [ESR] (if required by the detail specification) 

5.6.6.1 General 

See IEC 60384-1:20162021, 6.4.2, with the details of 5.6.6.2 and 5.6.6.3. 

5.6.6.2 Measuring conditions 

The frequency of measurement: 100 kHz, with a relative tolerance of ±10 %. 

5.6.6.3 Requirements 

The ESR shall be specified in the detail specification. 

5.7 Temperature characteristic of capacitance (reference temperature 20 °C) 

5.7.1 Special preconditioning 

See 6.2. 

5.7.2 Measuring conditions 

See IEC 60384-1:20162021, 6.8.1, with the following details. 

The capacitors shall be measured in unmounted state as well as the conditions of Table 11 
stage following the steps and conditions given in Table 7.  

The measuring steps and conditions for a reference temperature 25 °C are given in Annex C. 
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Table 7 – Details of measuring conditions 

Measuring step Temperature DC voltage applied 

 °C  

1 20 ± 2 − 

2 TA
a ± 3 − 

3 20 ± 2 − 

4 TB
b ± 2 − 

5 TB ± 2 × 

6 20 ± 2 × 

7 TA ± 3 × 

8 20 ± 2 − 

Measurements may be made at such intermediate temperatures as to ensure that the requirements of 4.2.5 are 
met. 

NOTE Reference capacitance is the capacitance measured at Step 3. 

NOTE Because of the effects described in the Note in 5.2, the capacitance values measured at temperature 
reference, Steps 5 to 7, with DC voltage applied, are time dependent. This time dependency is included in the 
given limits for capacitance change. The capacitance changes between the first and the last measurements at 
temperature reference, Steps 1 and 8, indicates the amount of ageing involved. In the case of a dispute about the 
results of measurements with DC voltage applied, it is advisable to agree upon a fixed time interval between 
measurements at temperature reference, Steps 5 and 7 with DC voltage applied (see IEC 60384-1:20162021, 
6.8.1.3). 

NOTE "−" indicates: no DC voltage applied 

 "×" indicates: DC voltage applied (if specified in the detail specification) 

a TA = Lower category temperature. 

b TB = Upper category temperature. 

 

 

5.7.3 Requirements 

Temperature characteristic with and without DC voltage applied shall not exceed the values 
given in Table 3. The variation of capacitance shall be calculated in accordance with 
IEC 60384-1:20162021, 6.8.3.1. 

5.8 Shear test 

See IEC 60384-1:20162021, 7.7. 

A force shall be selected from 1 N, 2 N, 5 N or 10 N and specified in the detail specification. 

5.9 Substrate bending test 

5.9.1 General 

See IEC 60384-1:20162021, 7.8. 

Unless otherwise specified in the detail specification, 

– the deflection D shall be selected from 1 mm, 2 mm or 3 mm, higher deflection values may 
be given in the detail specification in case of very robust designs. 

– the number of bends shall be 1 time, 
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– the radius of the bending tool shall be 5 mm. 
– When the deflection D is 2 mm or less, the radius may be 230 mm. 
– the duration in the bent state shall be 5 s. 

For 1005M or smaller size, the thickness of substrate should be 0,8 mm. 

5.9.2 Initial measurement 

The capacitance shall be measured as specified in 5.6.1 and in the detail specification. 

5.9.3 Final inspection 

The capacitors shall be visually examined and there shall be no visible damage. See 5.5.2. 

The change of capacitance with board in bent position shall not exceed 10 %. 

5.10 Resistance to soldering heat 

5.10.1 General 

See IEC 60068-2-58 with the details of 5.10.2 to 5.10.6. 

5.10.2 Special preconditioning 

See 5.2. 

5.10.3 Initial measurement 

The capacitance shall be measured in accordance with 5.6.1. 

5.10.4 Test conditions 

5.10.4.1 Solder bath method (applicable to 1608M, 2012M and 3216M) 

NOTE See Table A.1 for explanation of the size code. 

See IEC 60068-2-58, Test Td2, Method 1, with the following details, if not otherwise specified 
in the detail specification. 

The specimen shall be preheated to a temperature of 110 °C to 140 °C and maintained for 30 s 
to 60 s. 

Solder alloy: Sn-Pb or Sn-Ag-Cu 
Temperature: 260 °C ± 5 °C 
Duration of immersion: 10 s ± 1 s 
Depth of immersion: 10 mm 
Number of immersions: 1 

5.10.4.2 Infrared and forced gas convection soldering system 

See IEC 60068-2-58, Test Td2, Method 2, with the following details: 

a) the solder paste shall be applied to the test substrate; 
b) the thickness of solder deposit shall be specified in the detail specification; 
c) the terminations of the specimen shall be placed on the solder paste; 
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d) solder alloy: Sn-Pb; 
unless otherwise specified in the detail specification, the specimen and test substrate shall 
be preheated to a temperature of (150 ± 10) °C and maintained for 60 s to 120 s in  infrared 
and forced gas convection soldering system; 
the temperature of the reflow system shall be quickly raised until the specimen has reached 
(235 ± 5) °C and maintained at this temperature for (10 ± 1) s; 

e) solder alloy: Sn-Ag-Cu; 
unless otherwise specified in the detail specification, the reflow temperature profile shall be 
selected from Table 8 and Figure 6. 

Table 8 – Reflow temperature profiles for Sn-Ag-Cu alloy 

Alloy composition T1 

°C 

T2 

°C 

t1 

s 

T3 

°C 

t2 

s 

T4 

°C 

t3 

s 

Lead-free solder 

(Sn-Ag-Cu) 

Test 1 
150 ± 5 180 ± 5 120 ± 5 220 60 to 90 250 

20 to 40 at T4 − 5 K 
5 °C 

Test 2 150 ± 5 180 ± 5 120 ± 5 220 ≤ 60 255 ≤ 20 at T4 − 10 K 

 

 

Figure 6 – Reflow temperature profile 

f) number of each test: 1, unless otherwise specified in the detail specification. 
g) the temperature profile of d) or e) shall be specified in the detail specification. 

5.10.5 Recovery 

The capacitors shall recover for 24 h ± 2 h. 

The flux residues shall be removed with a suitable solvent. 

5.10.6 Final inspection, measurements and requirements 

After recovery, the capacitors shall be visually examined and measured and shall meet the 
following requirements. 

Under normal lighting and approximately 10× magnification, there shall be no signs of damage 
such as cracks. See 5.5.2. 

Dissolution of the end face plating (leaching) shall not exceed 25 % of the length of the edge 
concerned. The detail specification may prescribe specify further details. 
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The capacitance shall be measured in accordance with 5.6.1 and the change shall not exceed 
the values in Table 9. 

Table 9 – Maximum capacitance change 

Reference temperature 20 °C 

Subclass  Requirements 

2B and 2C ±10 % 

2D and 2R ±15 % 

2E and 2F ±20 % 

NOTE See 4.2.5 for an explanation of the subclass codes. 

Reference temperature 25 °C 

Subclass  Requirements 

R ±10 % 

S ±10 % 

T ±15 % 

U ±20 % 

NOTE See Table C.2 for an explanation of the subclass codes. 

 

5.11 Solderability 

5.11.1 General 

See IEC 60068-2-58 with the details of 5.11.2 to 5.11.4. 

5.11.2 Test conditions 

5.11.2.1 Solder bath method (applicable to 1608M, 2012M and 3216M) 

NOTE See Table A.1 for explanation of the size code. 

See IEC 60068-2-58, Test Td1, Method 1, with the following details, if not otherwise specified 
in the detail specification. 

The specimen shall be preheated to a temperature of 80 °C to 140 °C and maintained for 30 s 
to 60 s. 

Solder alloy: Sn-Pb Sn-Ag-Cu 
Temperature: (235 ± 5) °C (245 ± 5) °C 
Duration of immersion: (2 ± 0,2) s (3 ± 0,3) s 
Depth of immersion: 10 mm 10 mm 
Number of immersions: 1 1 

5.11.2.2 Infrared and forced gas convection soldering system 

See IEC 60068-2-58, Test Td1, Method 2, with the following details: 

a) the solder paste shall be applied to the test substrate; 
b) the thickness of solder deposit shall be specified in the detail specification; 
c) the terminations of the specimen shall be placed on the solder paste; 
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d) solder alloy: Sn-Pb; 
unless otherwise specified in the detail specification, the specimen and test substrate shall 
be preheated to a temperature of (150 ± 10) °C and maintained for 60 s to 120 s in the 
infrared and forced gas convection soldering system; 
the temperature of the reflow system shall be quickly raised until the specimen has reached 
(215 ± 3) °C and maintained at this temperature for (10 ± 1) s; 

e) solder alloy: Sn-Ag-Cu; 
unless otherwise specified in the detail specification, the specimen and test substrate shall 
be preheated to a temperature of (150 ± 5) °C to (180 ± 5) °C for 60 s to 120 s in the infrared 
and forced gas convection soldering system; 
the temperature of the reflow system shall be quickly raised until the specimen has reached 
(235 ± 3) °C. The time above 225 °C shall be (20 ± 5) s; 

f) the temperature profile of d) or e) shall be specified in the detail specification. 

5.11.3 Recovery 

The flux residues shall be removed with a suitable solvent. 

5.11.4 Final inspection, measurements and requirements 

The capacitors shall be visually examined under normal lighting and approximately 
10× magnification. There shall be no signs of damage. See 5.5.2. 

Both end face and the contact areas shall be covered with a smooth and bright solder coating 
with no more than a small number of scattered imperfections such as pinholes or unwetted or 
de-wetted areas. These imperfections shall not be concentrated in one area. 

The detail specification may prescribe specify further requirements. 

5.12 Rapid change of temperature 

5.12.1 General 

This test shall be applied only to capacitors for which the category temperature is greater 110 °C. 

See IEC 60384-1:20162021, 8.1, with the details of 5.12.2 to 5.12.6. 

The capacitors shall be mounted in accordance with 5.4. 

5.12.2 Special preconditioning 

See 5.2. 

5.12.3 Initial measurement 

The capacitance shall be measured in accordance with 5.6.1. 

5.12.4 Number of cycles 

The number of cycles: 5 

Duration of exposure at the temperature limits: 30 min. 

5.12.5 Recovery 

The capacitors shall recover for 24 h ± 2 h. 
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5.12.6 Final inspection, measurements and requirements 

The capacitors shall be visually examined. There shall be no visible damage. See 5.5.2. 

The capacitance shall be measured in accordance with 5.6.1 and the change shall not exceed 
the value in Table 10. 

Table 10 – Maximum capacitance change 

Reference temperature 20 °C 

Subclass Requirements 

2B and 2C ±10 % 

2D and 2R ±15 % 

2E and 2F ±20 % 

NOTE See 4.2.5 for an explanation of the subclass codes. 

Reference temperature 25 °C 

Subclass Requirements 

R ±10 % 

S ±10 % 

T ±15 % 

U ±20 % 

NOTE See Table C.2 for an explanation of the subclass codes. 

 

5.13 Climatic sequence 

5.13.1 General 

See IEC 60384-1:20162021, 8.2, with the details of 5.13.2 to 5.13.8. 

5.13.2 Special preconditioning 

See 5.2. 

5.13.3 Initial measurement 

The capacitance shall be measured in accordance with 5.6.1. 

5.13.4 Dry heat 

See IEC 60384-1:20162021, 8.2.3. 

5.13.5 Damp heat, cyclic, Test Db, first cycle 

See IEC 60384-1:20162021, 8.2.4. 

5.13.6 Cold 

See IEC 60384-1:20162021, 8.2.5, with the following details. 

The capacitors shall be visually examined. There shall be no visible damage. 
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5.13.7 Damp heat, cyclic, Test Db, remaining cycles 

5.13.7.1 General 

See IEC 60384-1:20162021, 8.2.7, with the details of 5.13.7.2 and 5.13.7.3. 

5.13.7.2 Test conditions 

No voltage applied. 

The remaining cycles shall be tested in accordance with Table 11. 

Table 11 – Number of damp heat cycles 

Category No. of cycles of 24 h 

- / – / 56 5 

- / – / 21 1 

- / – / 10 1 

- / – / 04 0 

 

5.13.7.3 Recovery 

The capacitors shall recover for 24 h ± 2 h. 

5.13.8 Final inspection, measurements and requirements 

The capacitors shall be visually examined. There shall be no visible damage. See 5.5.2. 

The capacitors shall be measured and shall meet the requirements in Table 12. 

If the capacitance value is less than the minimum value permitted, then after the other 
measurements have been made the capacitor shall be preconditioned in accordance with 5.2 
and then the requirement in Table 12 shall be met. 
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Table 12 – Final inspection, measurements and requirements 

Measurement 
Measuring 
conditions 

Requirements (reference temperature 20°C) 

Subclasses Subclasses Subclasses Subclasses 
 2B and 2C 2D and 2R 2E 2F 

Capacitance 5.6.1 ∆C/C ≤ ± 10 % ∆C/C ≤ ± 15 % ∆C/C ≤ ± 20 % ∆C/C ≤ ± 30 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 1 000 MΩ or Ri × CN ≥ 25 s 

(whichever is less of the two values) 

NOTE See 4.2.5 for an explanation of the subclass codes. 

Measurement 
Measuring 
conditions 

Requirements (reference temperature 25°C) 

Subclasses Subclasses Subclasses Subclasses 
 R S T U 

Capacitance 5.6.1 ΔC/C ≤ ± 10 % ΔC/C ≤ ± 10 % ΔC/C ≤ ± 15 % ΔC/C ≤ ± 20 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 1 000 MΩ or Ri × CN ≥ 25 s 

(whichever is less of the two values) 

NOTE See Table C.2 for an explanation of the subclass codes. 

 

5.14 Damp heat, steady state 

5.14.1 General 

See IEC 60384-1:20162021, 8.3, with the details of 5.14.2 to 5.14.6. 

The capacitors shall be mounted in accordance with 5.4. 

5.14.2 Special preconditioning 

See 5.2. 

5.14.3 Initial measurement 

The capacitance shall be measured in accordance with 5.6.1. 

5.14.4 Test conditions 

No voltage shall be applied, unless otherwise specified in the detail specification. 

The severity of the test should be selected from the test conditions as shown in Table 13 and 
be specified in the detail specification. 

The duration time should be selected in accordance with 4.1 and shall be specified in the detail 
specification. 
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Table 13 – Test conditions for damp heat, steady state  

Severity Temperature Relative humidity 

 °C % 

1 +85 ± 2 85 ± 3 

2 +60 ± 2 93 ± 3 

3 +40 ± 2 93 ± 3 

 

When the application of voltage is prescribed specified, UR shall be applied to one half of the 
lot and no voltage shall be applied to the other half of the lot. 

Within 15 min after removal from the damp heat test, the voltage proof test in accordance with 
5.6.4 shall be carried out, but with the rated voltage applied. 

For safety reasons, different conditions for the application of voltage to capacitors with rated 
voltages of 1 kV or above may be given in the detail specification. 

5.14.5 Recovery 

The capacitors shall recover for 24 h ± 2 h. 

5.14.6 Final inspection, measurements and requirements 

The capacitors shall be visually examined. There shall be no visible damage. See 5.5.2. 

The capacitors shall be measured and shall meet the requirements in Table 14. 

If the capacitance value is less than the minimum value permitted, then after the other 
measurements have been made, the capacitors shall be preconditioned in accordance with 5.2 
and then the requirement in Table 14 shall be met. 
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Table 14 – Final inspection, measurements and requirements 

Measurement Measuring 
conditions 

Requirements (reference temperature 20°C) 

Subclasses Subclasses Subclasses Subclasses 

2B and 2C 2D and 2R 2E 2F 

Capacitance 5.6.1 ΔC/C ≤ ± 10 % ΔC/C ≤ ± 15 % ΔC/C ≤ ± 20 % ΔC/C ≤ ± 30 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 1 000 MΩ or Ri × CN ≥ 25 s 

(whichever is less of the two values) 

NOTE See 4.2.5 for an explanation of the subclass codes. 

Measurement Measuring 
conditions 

Requirements (reference temperature 25°C) 

Subclasses Subclasses Subclasses Subclasses 

R S T U 

Capacitance 5.6.1 ΔC/C ≤ ± 10 % ΔC/C ≤ ± 10 % ΔC/C ≤ ± 15 % ΔC/C ≤ ± 20 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 1 000 MΩ or Ri × CN ≥ 25 s 

(whichever is less of the two values) 

NOTE See Table C.2 for an explanation of the subclass codes. 

 

5.15 Endurance 

5.15.1 General 

See IEC 60384-1:20162021, 8.5, with the details of 5.15.2 to 5.15.6. 

The capacitors shall be mounted in accordance with 5.4. 

5.15.2 Special preconditioning 

See 5.2. 

5.15.3 Initial measurement 

The capacitance shall be measured in accordance with 5.6.1. 

5.15.4 Test conditions 

If the category voltage is equal to the rated voltage, the capacitors shall be tested as in Table 15. 

Table 15 – Endurance test conditions (UC = UR) 

UR UR ≤ 200 200 < UR ≤ 500 UR > 500 

Temperature Upper category temperature 

Voltage (DC) 1,5 UR 1,3 UR 1,2 UR 

Duration 1 000 h 1 500 h 2 000 h 
 

If the category voltage is not equal to the rated voltage, the capacitors shall be tested as in 
Table 16. 
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Table 16 – Endurance test conditions (UC ≠ UR) 

UR UR ≤ 200 200 < UR ≤ 500 UR > 500 

Temperature TR TB TR TB TR TB 

Voltage (DC) 1,5 UR 1,5 UC 1,3 UR 1,3 UC 1,2 UR 1,2 UC 

Duration 1 000 h 1 500 h 2 000 h 

Sample Divided into two parts Divided into two parts Divided into two parts 

TR = Rated temperature. 

TB = Upper category temperatures > 85 °C, such as 100 °C. 

 

5.15.5 Recovery 

The capacitors shall recover for 24 h ± 2 h. 

5.15.6 Final inspection, measurements and requirements 

The capacitors shall be visually examined. There shall be no visible damage. See 5.5.2. 

The capacitors shall be measured and shall meet the requirements in Table 17. 

If the capacitance value is less than the minimum value permitted, then after the other 
measurements have been made the capacitor shall be preconditioned in accordance with 5.2 
and then the requirement in Table 17 shall be met. 

Table 17 – Final inspection, measurements and requirements of endurance test 

Measurement Measuring 
conditions 

Requirements (reference temperature 20 °C) 
Subclasses Subclasses Subclasses Subclasses 
2B and 2C 2D and 2R 2E 2F 

Capacitance 5.6.1 ΔC/C ≤ ± 10 % ΔC/C ≤ ± 15 % ΔC/C ≤ ± 20 % ΔC/C ≤ ± 30 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 2 000 MΩ or Ri × CN ≥ 50 s 

(whichever is less of the two values) 

NOTE See 4.2.5 for an explanation of the subclass codes. 

Measurement Measuring 
conditions 

Requirements (reference temperature 25 °C) 
Subclasses Subclasses Subclasses Subclasses 

R S T U 

Capacitance 5.6.1 ΔC/C ≤ ± 10 % ΔC/C ≤ ± 10 % ΔC/C ≤ ± 15 % ΔC/C ≤ ± 20 % 

Tangent of loss 
angle 5.6.2 ≤ 2 × value of 5.6.2 

Insulation 
resistance 5.6.3 

Ri ≥ 2 000 MΩ or Ri × CN ≥ 50 s 

(whichever is less of the two values) 

NOTE See Table C.2 for an explanation of the subclass codes. 

 

5.16 Robustness of terminations (only for capacitors with strip termination) 

5.16.1 General 

See IEC 60384-1:20162021, 7.3, with the details of 5.16.2 and 5.16.3. 
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5.16.2 Test conditions 

Unless otherwise specified in the detail specification, the conditions of the tests are as follows: 

Test Ua1: force: 2,5 N; 

Test Ub, Method 1: force: 2,5 N; 
number of bends: 1. 

5.16.3 Final inspection and requirements 

The capacitors shall be visually examined. There shall be no visible damage. 

5.17 Component solvent resistance (if required) 

See IEC 60384-1:20162021, 9.4. 

5.18 Solvent resistance of the marking (if required) 

See IEC 60384-1:20162021, 9.5. 

5.19 Accelerated damp heat, steady state (if required) 

5.19.1 General 

See IEC 60384-1:20162021, 8.9, with the details of 5.19.2 to 5.19.5. 

The capacitors shall be mounted in accordance with 5.4 and IEC 60384-1:20162021, 8.9.1. 

Half the capacitors shall be connected in series with resistors of 100 kΩ, with a relative 
tolerance of ±10 % and half in series with resistors of 6,8 kΩ, with a relative tolerance of ±10 %. 

5.19.2 Initial measurement 

The capacitors shall be measured for insulation resistance with a voltage of 1,5 V ± 0,1 V 
applied across the capacitor and resistor in series. 

The insulation resistance, including the series resistor, shall meet the requirements given in 
Table 18. 

Table 18 – Initial requirements 

Measurement Measuring 
conditions 

Requirements 

Insulation resistance (1,5 ± 0,1) V 

Connected to 
100 kΩ resistors 

CN ≤ 25 nF: Ri ≥ 4 000 MΩ 

CN > 25 nF: (Ri − 100 kΩ) × CN ≥ 100 s 

Connected to 
6,8 kΩ resistors 

CN ≤ 25 nF: Ri ≥ 4 000 MΩ 

CN > 25 nF: (Ri − 6,8 kΩ) × CN ≥ 100 s 

 

5.19.3 Conditioning 

The capacitors with associated resistors shall be subjected to conditioning at (85 ± 2) °C, 
(85 ± 3) % relative humidity for the test duration given in Table 19. The voltage given in 
Table 19 shall be applied to the capacitors connected to 100 kΩ resistors and those connected 
to 6,8 kΩ resistors. In both cases, the voltage shall be applied across the capacitor/resistor 
combination. 
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Care shall be taken to avoid condensation of water on the capacitors or substrates. This may 
can happen if the door is opened during the test before the humidity is lowered. 

Table 19 – Conditioning 

Connected resistors Applied voltage Duration 

kΩ   

100 (1,5 ± 0,1) V or the voltage specified in the detail 
specification 168 h, 500 h or 1 000 h; 

as specified in the detail 
specification 6,8 (50 ± 0,1) V or UR, whichever is the lower, or the voltage 

specified in the detail specification 
 

5.19.4 Recovery 

The applied voltage shall be disconnected, and the capacitors and resistors shall be removed 
from the test chamber and allowed to recover for 24 ± 2 h in standard atmospheric conditions 
for testing. 

5.19.5 Final measurements 

The capacitors shall be measured for insulation resistance, as in 5.19.2. 

The insulation resistance, including the series resistor, shall be higher than 0,1 times the values 
given in 5.19.2. 

6 Marking 

6.1 General 

See IEC 60384-1:20162021, 4.3, with the details of 6.2 to 6.6. 

6.2 Information for marking 

The information given in the marking is normally selected from the following list; the relative 
importance of each item is indicated by its position in the list: 

– nominal capacitance; 
– rated voltage (DC voltage may be indicated by the symbol:       [IEC 60417-5031(2002-10)] 

or       ); 
– tolerance on nominal capacitance; 
– dielectric subclass as applicable (in accordance with 4.2.5 or Annex C); 
– year and month (or week) of manufacture; 
– manufacturer's name or trade mark; 
– climatic category; 
– manufacturer's type designation; 
– reference to the detail specification. 

6.3 Marking on the body 

These capacitors are generally not marked on the body. If some marking can be applied, they 
shall be clearly marked with as many as possible of the items stated in 6.2 as is considered 
useful. Any duplication of information in the marking on the capacitor should be avoided. 
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6.4 Requirements for marking 

Any marking shall be legible and not easily smeared or removed by rubbing with fingers. 

6.5 Marking of the packaging 

The packaging containing the capacitor(s) shall be clearly marked with all the information listed 
in 6.2. 

6.6 Additional marking 

Any additional marking shall be so applied that no confusion can arise. 

7 Information to be given in a detail specification 

7.1 General 

The detail specifications shall be derived from the relevant blank detail specification. 

Detail specifications shall not specify requirements inferior to those of the generic, sectional or 
blank detail specification. When more severe requirements are included, they shall be listed in 
1.9 of the detail specification and indicated in the test schedules, for example by an asterisk. 

The information given in 7.2 may be presented in tabular form if more convenient. 

The information in 7.2 to 7.5 shall be given in each detail specification and the values quoted 
should be selected from those given in the appropriate clause of this document. 

7.2 Outline drawing and dimensions 

There shall be an illustration of the capacitors as an aid to easy recognition and for comparison 
of the capacitors with others. 

Dimensions and their associated tolerances, which affect interchangeability and mounting, shall 
be given in the detail specification. All dimensions shall be stated in millimetres, however, when 
the original dimensions are given in inches, the converted metric dimensions in millimetres shall 
be added. 

Normally the numerical values shall be given for the length, width and height of the body. When 
necessary, for example when a number of items (sizes and capacitance/voltage ranges) are 
covered by a detail specification, the dimensions and their associated tolerances shall be 
placed in a table below the drawing. 

When the configuration is other than described above, the detail specification shall state such 
dimensional information as will adequately describe the capacitors. 

7.3 Mounting 

The detail specification shall give guidance on methods of mounting for normal use. Mounting 
for test and measurement purposes (when required) shall be in accordance with 5.4 of this 
document. 

7.4 Rating and characteristics 

7.4.1 General 

The ratings and characteristics shall be in accordance with the relevant clauses of this 
document, together with 7.4.2, 7.4.3 and 7.4.4. 
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7.4.2 Nominal capacitance range 

See 6.2.4.1. 

The nominal capacitance range shall be specified as described in 4.2.4.1. 

When products approved to the detail specification have different ranges, the following 
statement should be added: "The range of capacitance values available in each voltage range 
is given in the register of approvals, available for example on the IECQ on-line certificate system 
website www.iecq.org". 

7.4.3 Particular characteristics 

Additional characteristics may be listed, when they are considered necessary to specify 
adequately the component for design and application purposes. 

7.4.4 Soldering 

The detail specification shall prescribe specify the test methods, severities and requirements 
applicable for the solderability and the resistance to soldering heat tests. 

7.5 Marking 

The detail specification shall specify the content of the marking on the capacitor and on the 
packaging. Deviations from Clause 6 shall be specifically stated in the detail specification. 

8 Quality assessment procedures 

8.1 Primary stage of manufacture 

The primary stage of manufacture is the first common firing of the dielectric-electrode assembly. 

8.2 Structurally similar components 

Capacitors considered as being structurally similar are capacitors produced with similar 
processes and materials, though they may be of different case sizes and values. 

8.3 Certified records of released lots 

The information required in IEC 60384-1:20162021, Q.1.5, shall be made available when 
prescribed specified in the detail specification and when requested by a purchaser. After the 
endurance test, the parameters for which variables information is required are the capacitance 
change, tan δ and the insulation resistance. 

8.4 Qualification approval 

8.4.1 General 

The procedures for qualification approval testing are given in IEC 60384-1:20162021, Clause 
Q.2. 

The schedule to be used for qualification approval testing on the basis of lot-by-lot and periodic 
tests is given in Annex D. The procedure using a fixed sample size schedule is given in 8.4.2 
and 8.4.3. 
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8.4.2 Qualification approval on the basis of the fixed sample size procedures 

The fixed sample size procedure is described in IEC 60384-1:20162021, Q.2.4. The sample 
shall be representative of the range of capacitors for which approval is sought. This range may 
or may not be different from the complete range covered by the detail specification. 

For each temperature characteristic, the sample shall consist of specimens of capacitors of 
maximum and minimum size and for each of these sizes, the maximum capacitance value for 
the highest rated voltage and minimum rated voltage of the voltage ranges for which approval 
is sought. When there are more than four rated voltages, an intermediate voltage shall also be 
tested. Thus, for the approval of a range, testing is required of either four or six values 
(capacitance/voltage combinations) for each temperature characteristic. Where the total range 
consists of fewer than four values, the number of specimens to be tested shall be that required 
for four values. 

In case assessment level EZ is used, spare specimens are permitted as follows: 

Two (for six values) or three (for four values) per value may be used as replacements for 
specimens that are non-conforming because of incidents not attributable to the manufacturer. 

The numbers given in Group 0 assume that all groups are applicable. If this is not so, the 
numbers may be reduced accordingly. 

When additional groups are introduced into the qualification approval test schedule, the number 
of specimens required for Group 0 shall be increased by the same number as that required for 
the additional groups. 

Table 20 gives the number of samples to be tested in each group or subgroup together with the 
number of permissible non-conformances for the qualification approval test. 

8.4.3 Tests 

The complete series of tests specified in Table 20 and Table 21 are required for the approval 
of capacitors covered by one detail specification. The tests of each group shall be carried out 
in the order given. 

The whole sample shall be subjected to the tests of Group 0 and then divided for the other 
groups. 

Non-conforming specimens found during the tests of Group 0 shall not be used for the other 
groups. 

"One non-conforming item" is counted when a capacitor has not satisfied the whole or a part of 
the tests of a group. 

The approval is granted when the number of non-conforming items is zero. 

Table 20 and Table 21 together form the fixed sample size test schedule. Table 20 includes the 
details for the sampling and permissible non-conforming items for the different tests or groups 
of tests. Table 21 together with the details of the test contained in Clause 5 gives a complete 
summary of test conditions and performance requirements and indicates where, for example for 
the test method or conditions of test, a choice shall be made in the detail specification. 

The conditions of test and performance requirements for the fixed sample size test schedule 
shall be identical to those prescribed specified in the detail specification for quality conformance 
inspection. 
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Table 20 – Fixed sample size test plan for qualification approval  
Assessment level EZ 

Group 
No. 

Test Subclause of 
this document 

Number of 
specimens 

Permissible 
number of 

nonconforming 
items 

   ne c 

0 Visual examination 5.5   

Dimensions 5.5 132 + 24f 0 

Capacitance 5.6.1   

Tangent of loss angle 5.6.2   

Insulation resistance 5.6.3   

Voltage proof 5.6.4   

Spare specimens  12  

1A Robustness of terminationg 5.16 12 
 

0 
 

Resistance to soldering heat 5.10 

Component solvent resistanceb 5.17 

1B Impedanceb 5.6.5 12 0 

Equivalent series resistance [ESR]b 5.6.6 

Solderability 5.11 

Solvent resistance of markingb 5.18 

2 Substrate bending testd 5.9 12 0 

3a Mounting 5.4   

Visual examination 5.5 84 + 24f 0c 

Capacitance 5.6.1   

Tangent of loss angle 5.6.2   

Insulation resistance 5.6.3   

Voltage proof 5.6.4   

3.1 Shear test h 5.8 24 0 

Rapid change of temperature 5.12 

Climatic sequence 5.13 

3.2 Damp heat, steady state 5.14 24 0 

3.3 Endurance 5.15 36 0 

3.4 Accelerated damp heat, steady state b 5.19 24f 0 

4 Temperature characteristic of capacitance 5.7 12 0 

a The values of these measurements serve as initial measurements for the tests of Group 3. 
b If required in the detail specification. 
c The capacitors found non-conforming items after mounting shall not be taken into account when calculating 

the permissible non-conforming for the following tests. They shall be replaced by spare capacitors. 
d Not applicable to capacitors, which, in accordance with their detail specification, shall only be mounted on 

alumina substrates. 
e Capacitance/voltage combinations, see 8.4.2. 
f Additional capacitors, if Group 3.4 is tested. 
g Applicable to capacitors with strip terminations. 
h Not applicable to capacitors with strip terminations. 
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Table 21 – Test schedule for qualification approval 

Subclause number and  
test 

(see NOTE 1) 

D 
or 
ND 

Conditions of test 

(see NOTE 1) 

Number of 
specimens 

(n) and 
number of 

non-
conforming 

items (c) 

Performance 
requirements 

(see NOTE 1) 

GROUP 0 ND  See Table 4  

8.5 Visual examination    As in 8.5.3 
Legible marking and as 
specified in the detail 
specification 

8.5 Dimension (detail)    See the detail 
specification 

8.6.1 Capacitance  Frequency: … Hz 
Measuring voltage:…V RMS  

 Within specified tolerance 

8.6.2 Tangent of  loss 
angle (tan δ) 

 Frequency and Measuring 
voltage same as in 8.6.1 

 As in 8.6.2.3 

8.6.3 Insulation resistance  See detail specification for 
the method 

 As in 8.6.3.4 

8.6.4 Voltage proof  See detail specification for 
the method 

 No breakdown or 
flashover 

GROUP 1A D  See Table 4   

8.16 Robustness of 
termination  
(if applicable) 

 Test Ua1, Force:2,5 N 

Test Ub, Method 1,  
 Force:2,5 N 
 Number of bends:1 

  

Visual examination  No visible damage 

8.10.3 Initial measurement  Capacitance   

8.10 Resistance to 
soldering heat 

 Special preconditioning as in 
8.2 
See detail specification for 
the method 
Recovery: (24 ± 2) h 

  

8.10.6 Final measurement  Visual examination 
Capacitance 

 As in 8.10.6 
As in 8.10.6 

8.17 Component solvent  
resistance  
(if required) 

 Solvent: … 
Solvent temperature:… 
Method 2 
Recovery: … 

 See detail specification 

GROUP 1B D  See Table 4  

8.6.5 Impedance  
(if required) 

 Frequency: 100 kHz  See detail specification 

8.6.6 ESR (if required)  Frequency: 100 kHz  See detail specification 

8.11 Solderability  See detail specification for 
the method 

  

8.11.4 Final measurements   Visual examination  As in 8.11.4 

8.18 Solvent resistance of 
the marking a  
(if required) 

 Solvent: … 
Solvent temperature: … 
Method 1 
Rubbing material: cotton wool 
Recovery: … 

 Legible marking 
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Subclause number and  
test 

(see NOTE 1) 

D 
or 
ND 

Conditions of test 

(see NOTE 1) 

Number of 
specimens 

(n) and 
number of 

non-
conforming 

items (c) 

Performance 
requirements 

(see NOTE 1) 

GROUP 2 D  See Table 4  

8.9 Substrate bending 
test  

 Deflection: … 
Number of bends: … 

 See detail specification 

8.9.2 Initial measurement  Capacitance   

8.9.3 Final inspection  Capacitance (with printed 
board in bent position) 
Visual examination 

 ∆C/C ≤ 10 % 
 
No visible damage 

GROUP 3 D  See Table 4  

8.4 Mounting  Substrate material: …b 
Visual examination 
Capacitance 
Tangent of loss angle 
Insulation resistance 
Voltage proof 

  
As in 8.5.3 
Within specified tolerance 
As in 8.6.2.3 
As in 8.6.3.4 
No breakdown or 
flashover 

GROUP 3.1 D  See Table 4  

8.8 Shear test  Visual examination  No visible damage 

8.12.3 Initial measurement  Capacitance   

8.12 Rapid change of 
temperature 

 Special preconditioning as in 
8.2 
TA = Lower category 
temperature 
TB = Upper category  
temperature 
Five cycles 
Duration t1= 30 min 

Recovery: (24 ± 2) h 

  

8.12.6 Final measurements  Visual examination 
Capacitance 

 No visible damage 
∆C/C: as in 8.12.6 

8.13 Climatic sequence  Special preconditioning as in 
8.2 

  

8.13.3 Initial Measurement  Capacitance   

8.13.4 Dry heat  Temperature: upper category 
temperature 
Duration: 16 h 

  

8.13.5 Damp heat, cyclic, 
test Db, first cycle 

    

8.13.6 Cold  Temperature: lower category 
temperature 
Duration: 2 h 
Visual examination 

  
 
 
No visible damage 

8.13.7 Damp heat, cyclic, 
test Db, remaining 
cycles 

 Recovery: (24 ± 2) h   

8.13.8 Final measurements  Visual examination 
 
Capacitance 
Tangent of loss angle 
Insulation resistance 

 No visible damage 
Legible marking 
∆C/C: as in 8.13.8 
As in 8.13.8 
As in 8.13.8 
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Subclause number and  
test 

(see NOTE 1) 

D 
or 
ND 

Conditions of test 

(see NOTE 1) 

Number of 
specimens 

(n) and 
number of 

non-
conforming 

items (c) 

Performance 
requirements 

(see NOTE 1) 

GROUP 3.2 D  See Table 4  

8.14 Damp heat, steady 
state 

 Special preconditioning as in 
8.2 

  

8.14.3 Initial measurement  Capacitance 
Recovery: (24 ± 2) h 

  

8.14.6 Final measurements  Visual examination 
 
Capacitance 
Tangent of loss angle 
Insulation resistance 

 No visible damage 
Legible marking 
∆C/C: as in 8.14.6 
As in 8.14.6 
As in 8.14.6 

GROUP 3.3 D  See Table 4  

8.15 Endurance  Special preconditioning as in 
8.2 
Duration: … h 
Temperature: …°C 
Voltage: …V 

  

8.15.3 Initial measurement  Capacitance 
Recovery: (24 ± 2) h 

  

8.15.6 Final measurements  Visual examination 
 
Capacitance 
Tangent of loss angle 
Insulation resistance 

 No visible damage 
Legible marking 
∆C/C: as in 8.15.6 
As in 8.15.6 
As in 8.15.6 

Group 3.4 D  See Table 4  

8.19 Accelerated damp 
heat, steady state (if 
required) 

 Duration: … h 
Temperature: (85 ± 2) °C 
Humidity: (85 ± 3) % RH 

  

8.19.2 Initial measurement  Insulation resistance  As in 8.19.2 

8.19.5 Final measurement  Recovery: (24 ± 2) h 
Insulation resistance 

 As in 8.19.5 

Group 4 ND  See Table 4  

8.7 Temperature 
characteristic of 
capacitance 

 Special preconditioning as in 
8.2 

 ∆C/C: as in 8.7.3 

NOTE 1 Subclause numbers of test and performance requirements refer to Clause 8. 

NOTE 2 In this table: D = destructive, ND= non-destructive. 

a This test may be carried out on capacitors mounted on a substrate. 
b When different substrate materials are used for the individual subgroup, the detail specification shall indicate 

which substrate material is used in each subgroup. 
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Testa Conditions of testa D or NDb n c Performance 
requirementsa 

(see Table 20) 

GROUP 0  ND See Table 20  

5.5 Visual examination    As in 5.5.3 

Legible marking 
and as specified in 
the detail 
specification 

5.5 Dimension (detail)    See the detail 
specification 

5.6.1 Capacitance Frequency: … Hz 

Measuring voltage: V RMS 

  Within specified 
tolerance 

5.6.2 Tangent of loss angle 
(tan δ) 

Frequency and Measuring 
voltage same as in 5.6.1 

  As in 5.6.2.3 

5.6.3 Insulation resistance See the detail specification for 
the method 

  As in 5.6.3.4 

5.6.4 Voltage proof See detail specification for the 
method 

  No breakdown or 
flashover 

GROUP 1A  D See Table 20   

5.16 Robustness of 
termination  
(if applicable) 

Test Ua1, Force:2,5 N 

Test Ub, Method 1, 
 Force:2,5 N 
 Number of bends:1 

   

Visual examination   No visible damage 

5.10.3 Initial measurement Capacitance    

5.10 Resistance to 
soldering heat 

Special preconditioning as in 5.2 

See the detail specification for 
the method 

Recovery: (24 ± 2) h 

   

5.10.6 Final inspection, 
measurement and 
requirements 

Visual examination   As in 5.10.6 

Capacitance   As in 5.10.6 

5.17 Component solvent 
resistance  
(if required) 

Solvent: … 

Solvent temperature: 

Method 2 

Recovery: … 

  See the detail 
specification 

GROUP 1B  D See Table 20  

5.6.5 Impedance  
(if required) 

Frequency: 100 kHz   See the detail 
specification 

5.6.6 ESR (if required) Frequency: 100 kHz   See the detail 
specification 

5.11 Solderability See the detail specification for 
the method 

   

5.11.4 Final inspection, 
measurement and 
requirements 

Visual examination   As in 5.11.4 

5.18 Solvent resistance of 
the marking c  
(if required) 

Solvent: … 
Solvent temperature: … 
Method 1 
Rubbing material: cotton wool 
Recovery: … 

  Legible marking 

GROUP 2  D See Table 20  

5.9 Substrate bending 
test 

Deflection: … 

Number of bends: … 

  See the detail 
specification 
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Testa Conditions of testa D or NDb n c Performance 
requirementsa 

(see Table 20) 
5.9.2 Initial measurement Capacitance    

5.9.3 Final inspection Capacitance (with printed board 
in bent position) 

  ∆C/C ≤ 10 % 

Visual examination   No visible damage 

GROUP 3  D See Table 20  

5.4 Mounting Substrate material: …d    

Visual examination   As in 5.5.3 

Capacitance   Within specified 
tolerance 

Tangent of loss angle   As in 5.6.2.3 

Insulation resistance   As in 5.6.3.4 

Voltage proof   No breakdown or 
flashover 

GROUP 3.1  D See Table 20  

5.8 Shear test Visual examination   No visible damage 

5.12.3 Initial measurement Capacitance    

5.12 Rapid change of 
temperature 

Special preconditioning as in 5.2    

TA = Lower category 
temperature 

   

TB = Upper category 
temperature 

   

Five cycles    

Duration t1 = 30 min    

Recovery: (24 ± 2) h    

5.12.6 Final inspection, 
measurement and 
requirements 

Visual examination   No visible damage 

Capacitance   ∆C/C: as in 5.12.6 

5.13 Climatic sequence Special preconditioning as in 5.2    

5.13.3 Initial Measurement Capacitance    

5.13.4 Dry heat Temperature: upper category 
temperature 

   

Duration: 16 h    

5.13.5 Damp heat, cyclic, 
test Db, first cycle 

    

5.13.6 Cold Temperature: lower category 
temperature 

   

Duration: 2 h    

Visual examination   No visible damage 

5.13.7 Damp heat, cyclic, 
test Db, remaining 
cycles 

Recovery: (24 ± 2) h    

5.13.8 Final inspection, 
measurement and 
requirements 

Visual examination   No visible damage 

Legible marking 

Capacitance   ∆C/C: as in 5.13.8 

Tangent of loss angle   As in 5.13.8 

Insulation resistance   As in 5.13.8 

GROUP 3.2  D See Table 20  
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Testa Conditions of testa D or NDb n c Performance 
requirementsa 

(see Table 20) 

5.14 Damp heat, steady 
state 

Special preconditioning as in 5.2    

5.14.3 Initial measurement Capacitance 

Recovery: (24 ± 2) h 

   

5.14.6 Final inspection, 
measurement and 
requirements 

Visual examination   No visible damage 

Legible marking 

Capacitance   ∆C/C: as in 5.14.6 

Tangent of loss angle   As in 5.14.6 

Insulation resistance   As in 5.14.6 

GROUP 3.3  D See Table 20  

5.15 Endurance Special preconditioning as in 5.2    

Duration: … h    

Temperature: …°C    

Voltage: …V    

5.15.3 Initial measurement Capacitance    

Recovery: (24 ± 2) h    

5.15.6 Final inspection, 
measurement and 
requirements 

Visual examination   No visible damage 

Legible marking 

Capacitance   ∆C/C: as in 5.15.6 

Tangent of loss angle   As in 5.15.6 

Insulation resistance   As in 5.15.6 

GROUP 3.4  D See Table 20  

5.19 Accelerated damp 
heat, steady state (if 
required) 

Duration: … h    

Temperature: (85 ± 2) °C    

Humidity: (85 ± 3) % RH    

5.19.2 Initial measurement Insulation resistance   As in 5.19.2 

5.19.5 Final measurements Recovery: (24 ± 2) h 

Insulation resistance 

  As in 5.19.5 

GROUP 4  ND See Table 20  

5.7 Temperature 
characteristic of 
capacitance 

Special preconditioning as in 5.2   ∆C/C: as in 5.7.3 

a Subclause numbers of test and performance requirements refer to Clause 5. 
b In this table: D = destructive, ND= non-destructive. 
c This test may be carried out on capacitors mounted on a substrate. 
d When different substrate materials are used for the individual subgroup, the detail specification shall indicate 

which substrate material is used in each subgroup. 
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Annex A 
(normative) 

 
Guidance for the specification and coding of dimensions of fixed surface 

mount multilayer capacitors of ceramic dielectric, Class 2 

The principles given in Figure A.1 should shall be considered in the dimensioning of the 
capacitors. 

Dimensions are specified in Table A.1. 

 

Dimension W should not exceed dimension L1. 

Dimension H should not exceed dimension W. 

If necessary, the thickness of tinning should be specified. 

Figure A.1 – Dimensions 

Table A.1 – Dimensions 

Code Length Width L2; L3 L4 

 L1 W Minimum Minimum 

0201M 0,25 ± 0,013 0,125 ± 0,013 0,04 0,06 

0402M 0,4 ± 0,02 0,2 ± 0,02 0,05 0,1 

0603M 0,6 ± 0,03 0,3 ± 0,03 0,1 0,2 

1005M 1,0 ± 0,05 0,5 ± 0,05 0,1 0,3 

1608M 1,6 ± 0,1 0,8 ± 0,1 0,2 0,5 

2012M 2,0 ± 0,1 1,25 ± 0,1 0,2 0,7 

3216M 3,2 ± 0,2 1,6 ± 0,15 0,3 1,4 

3225M 3,2 ± 0,2 2,5 ± 0,2 0,3 1,4 

4532M 4,5 ± 0,3 3,2 ± 0,2 0,3 2,0 

5750M 5,7 ± 0,4 5,0 ± 0,4 0,3 2,5 

NOTE Dimension in millimetres. 

 

Other case sizes and dimensions may be specified in the detail specification. 
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Annex B 
(informativenormative) 

 
Capacitance ageing of fixed capacitors of ceramic dielectric, Class 2 

B.1 General 

Most Class 2 dielectrics used for ceramic capacitors have ferroelectric properties and exhibit a 
Curie temperature. 

Above this temperature, the dielectric has the highly symmetric cubic crystal structure whereas 
below the Curie temperature the crystal structure is less symmetrical. Although in single crystals 
this phase transition is very sharp, in practical ceramics, it is often spread over a finite 
temperature range, but in all cases, it is linked with a peak in the capacitance/temperature curve. 

Under the influence of thermal vibration, the ions in the crystal lattice continue to move to 
positions of lower potential energy for a long time after the dielectric has cooled through the 
Curie temperature. This gives rise to the phenomenon of capacitance ageing, whereby the 
capacitor continually decreases its capacitance. 

However, if the capacitor is heated to a temperature above the Curie temperature, then de-
ageing takes place, i.e. the capacitance lost through ageing is regained, and ageing 
recommences from the time when the capacitor recools. 

B.2 Law of capacitance ageing 

During the first hour after cooling through the Curie temperature, the loss of capacitance is not 
well defined, but after this time, it follows a logarithmic law (see K.W. Plessner, Proc. Phys. 
Soc., vol. 69B, P1261, 1956) which can be expressed in terms of an ageing constant. 

The ageing constant k is defined as the percentage loss of capacitance due to the ageing 
process of the dielectric which occurs during a "decade", i.e. a time in which the capacitor 
increases its age tenfold for example from 1 h to 10 h. 

As the law of decrease of capacitance is logarithmic, the percentage loss of capacitance will be 
2 × k between 1 h and 100 h age and 3 × k between 1 h and 1 000 h. This may can be 
expressed mathematically by the following equation: 

 t 1 1 lg
100

kC C t = − × 
 

 (B.1) 

 

where 
Ct is the capacitance t h after the start of the ageing process; 

C1 is the capacitance 1 h after the start of the ageing process; 

k is the ageing constant in percent per decade (as defined above); 
t is the time in h from the start of the ageing process. 

The ageing constant may be declared by the manufacturer for a particular ceramic dielectric, 
or it may be defined by de-ageing the capacitor and measuring the capacitance at two known 
times thereafter. 
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k is then given by the following equation: 

 
( )1 2

1 22 1

100

lg lg
t t

t t

C C
k

C t C t

× −
=

× − ×
 (B.2) 

 

If capacitance measurements are made three or more times, then it is possible to derive k from 
the slope of a graph where Ct is plotted against lg t. 

It is also possible to plot log C against lg t. 

During measurements of ageing, the capacitor should be maintained at a constant temperature 
so that capacitance variations due to the temperature characteristic do not mask those due to 
ageing. 

B.3 Capacitance measurements and capacitance tolerance 

Because of ageing, it is necessary to specify a reference age at which the capacitance shall be 
within the prescribed specified tolerance. This is fixed at 1 000 h, since for practical purposes 
there is not much further loss of capacitance after this time. 

In order to calculate the capacitance C1 000 after 1 000 h, the ageing constant shall be known 
or determined as in Clause B.2, when the following formula may be used: 

 ( )1000 t 1 3 lg
100

kC C t = − −  
 (B.3) 

 

For factory measurements, the loss of capacitance from the age at time of measurement to 
1 000 h age will be known and can be off-set by using asymmetric inspection tolerances. 

For example, if it is known that the capacitance loss will be 5 %, then the capacitors may be 
inspected to limits of +25/−15 % instead of 20 %. 

Capacitance is normally declared at 20 °C, and it may be necessary to measure at this 
temperature or correct the results to this temperature. Errors can also arise from heat from the 
hands, and capacitors should therefore always be handled with tweezers. 

B.4 Special preconditioning (see 5.2) 

In many of the tests in this document, it is required to measure the capacitance change which 
results from a given conditioning (for example climatic sequence). In order to avoid the 
interfering effect of ageing, the capacitor is specially preconditioned before these tests by 
maintaining it for 1 h at the upper category temperature followed by 24 h at standard 
atmospheric conditions for testing. 

For those capacitors with a Curie temperature below the upper category temperature, this 
results in de-ageing and the conditioning is also arranged, if possible, to bring the capacitors 
to an age of 24 h, so that capacitance changes due to ageing are minimized. 
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If the Curie temperature of the dielectric is above the upper category temperature, then the 
special preconditioning will not completely de-age the capacitor, but it will nevertheless bring it 
into a state where its capacitance is not so dependent on its previous history, and the same 
effect will be achieved, though completely de-aged. In order to de-age such capacitors 
completely, temperature up to 160 °C may can be required, and this temperature could be 
deleterious to the encapsulation. Therefore, in the few cases where complete de-ageing of such 
capacitors may can be required, the detail specification shall be consulted for details and any 
necessary precautions. 
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Annex C 
(informativenormative)  3 

 
Temperature characteristics of capacitance 

for the reference temperature of 25 °C 

The temperature characteristics of capacitance for the reference temperature of 25 °C have 
often been used due to marketing needs and because of their actual performance. These 
temperature characteristics and codes are shown in Table C.1 and the exact conditions of 
temperature characteristics of capacitance are shown in Table C.2. 

Table C.1 – Temperature characteristics of capacitance 
for the reference temperature of 25 °C 

Code of temperature 
characteristics of 

capacitance 

Maximum 
capacitance change 

% 

Temperature range 
°C 

X5R ± 15 −55 to +85 

X7R ± 15 −55 to +125 

X8R ± 15 −55 to +150 

X6S ± 22 −55 to +105 

X7S ± 22 −55 to +125 

Y5V −82 to +22 −30 to +85 

 

Table C.2 – Measuring conditions of temperature characteristic 
of capacitance for the reference temperature of 25 °C 

Measuring step Temperature 
°C 

1 25 ± 2 

2 TA
 a ± 3 

3 25 ± 2 

4 TB 
b ± 2 

5 25 ± 2 

Measurements may be made at such intermediate temperatures as to ensure that the 
requirements of Table C.1 are met. 

NOTE Reference capacitance is the capacitance measured at Step 3. 

a TA = Lower category temperature. 

b TB = Upper category temperature. 
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For the temperature characteristics of capacitance for the reference temperature 25 °C (the 
related EIA-198-1-F), the lower and upper category temperatures shall be chosen from 
Table C.1. 

Table C.2 denotes with a cross the preferred values of the temperature characteristic with and 
without DC voltage applied. The method of coding the subclass is also given according to 
Table C.1; for example, a dielectric with a percentage change of ±15 % without DC voltage 
applied over the temperature range from −55 °C to +125 °C will be defined as dielectric of 
subclass X7R. 

The exact conditions of temperature characteristics of capacitance are shown in Table C.3. 

Table C.1 – Temperature characteristics of capacitance  4 

Category Temperature characteristic capacitance Maximum capacitance change within the 
category temperature range with respect to 
the capacitance at 25 °C measured with and 

without a DC voltage applied 

Lower category 
temperature 

Upper category 
temperature 

% 

Alpha 
symbol 

Low 
temperature 

Numeric 
symbol 

High 
temperature 

Sub-class 
letter code 

Without DC 
voltage 
applied 

With DC voltage 
applied a 

 °C     (if required) 

Z +10 2 +45 A ± 1,0 

Requirements 
specified in the 
detail 
specification 

Y -30 4 +65 B ± 1,5 

X -55 5 +85 C ± .2,2 

  6 +105 D ± 3,3 

  7 +125 E ± 4,7 

  8 +150 F ± 7,5 

  9 +200 P ± 10 

  3 +175b R ± 15 

    S ± 22 

    T + 22/- 33 

    U + 22/- 56 

    V + 22/- 82 

    Lc + 15/- 40 

    Qc + 15/- 70 

a DC voltage applied is either rated voltage or the voltage specified in the detail specification. 
b Upper category temperature of 175 °C is not defined in EIA-198-1-F. 

c Maximum capacitance change "L" +15/-40, "Q" +15/-70 are not defined in EIA-198-1-F.  5 
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