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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MAGNETIC MATERIALS -

Part 8-1: Specifications for individual materials —
Magnetically hard materials

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60404-8-1 has been prepared by IEC technical committee 68:
Magnetic alloys and steels.

This third edition cancels and replaces the second edition published in 2001 and
Amendment 1:2004. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) recently developed anisotropic Sm-Fe-N bonded magnets are included;

b) high energy ferrites with La and Co as substituents are included.
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The text of this standard is based on the following documents:

FDIS

Report on voting

68/495/FDIS

68/503/RVD

Full information on the voting for the approval of this standard can be found in the report on

voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts in the IEC 60404 series, published under the general title Magnetic materials,

can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data

related to the specific publication. At this date, the publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

Full document details: IEC 60404-8-12015
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INTRODUCTION

This third edition of IEC 60404-8-1 includes the recently developed anisotropic Sm-Fe-N
bonded magnets and high energy ferrites with La and Co as substituents which have become
established in permanent magnet applications. It also includes corrections to the second
edition in order to improve consistency with IEC 60404-5. The squareness of the
demagnetization curve is introduced through the quantity A .

Documents

Document Sharing Hub

Full document details: IEC 60404-8-12015


http://avadocuments2026.com/doc/iec-60404-8-1-2015
http://avadocuments2026.com/doc/iec-60404-8-1-2015

IEC 60404-8-1:2015 © IEC 2015 -7-

MAGNETIC MATERIALS -

Part 8-1: Specifications for individual materials —
Magnetically hard materials

1 Scope

This part of IEC 60404 specifies minimum values for the principal magnetic properties of,
and dimensional tolerances for, technically important magnetically hard materials (permanent
magnets).

For information purposes only, this part of IEC 60404 provides values for the densities of
the materials and the ranges of their chemical compositions.

NOTE Some additional physical data and mechanical reference values concerning the magnetic materials are
given in Table A.1 for information and comparison purposes.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60050 (all parts), International Electrotechnical Vocabulary (available at:
www.electropedia.org)

IEC 60404-5, Magnetic materials — Part 5: Permanent magnet (magnetically hard) materials —
Methods of measurement of magnetic properties

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-121 [1],
IEC 60050-151 [2] and IEC 60050-221 [3] apply.1

4 Types of materials and their applications

Permanent magnetic materials, also designated as magnetically hard materials, are
classified in IEC 60404-1 [4] as Class R (magnetically hard alloys), Class S (magnetically
hard ceramics) and Class U (bonded magnets).

Permanent magnets have a coercivity relating to the magnetic polarization greater than
1 kA/m. After being magnetized to saturation they produce a material-dependent specific
magnetic energy, which can be used in static or dynamic magnetic circuit applications.

Permanent magnetic materials are used in nearly every area of daily life. They perform
coupling, modulating, or regulating functions in equipment and devices based on
electromagnetic principles, for example in measuring instruments, motors, generators and

1 Numbers in square brackets refer to the Bibliography.
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loudspeakers. Permanent magnet materials are indispensable in office equipment and
computer hardware, automobiles including propulsion motors for Hybrid Electric Vehicles
(HEV) and Electric Vehicles (EV), entertainment electronics, telecommunications, household
appliances and medical instruments, as well as in mechanical engineering as holding
devices, clamping plates, etc.

Further possible and typical applications for the commercially available permanent magnetic
materials are described in more detail in 3.2 (Class R), 3.3 (Class S) and in 3.5
(Class U) of IEC 60404-1:2000.

5 Classification

5.1 General

Compared to IEC 60404-8-1:2001 and IEC 60404-8-1:2001/AMD1:2004, this revised edition
uses the same classification of permanent magnetic materials for technical applications. The
bonded REFeN magnets are newly added as U5 for the first part of the code number. This
classification is given in Table 1. The materials are grouped according to their metallurgical
relationships.

Table 1 — Classification of magnetically hard materials

Group Principal constituents First part of code Previous code
number number
IEC 60404-8-1:2015 IEC 60404-8-

1:2001/AMD1:2004

Magnetically hard Aluminium-nickel-cobalt-iron-titanium R1 R1
alloys alloys
(R) Chromium-iron-cobalt alloys R6 R6
Iron-cobalt-vanadium-chromium alloys R3 R3
Rare earth-cobalt alloys R5 R5
Rare earth-iron-boron alloy R7 R7
Magnetically hard Magnetically hard ferrites S1 S1
ceramics
(MO-nFe,04; M = Ba, Sr, and/or Pb, and
(S) n =4,5to0 6,5)
Bonded hard Bonded aluminium-nickel-cobalt-iron- u1 u1
magnetic titanium magnets
materials
Bonded rare earth-cobalt magnets uz2 u2
U
L) Bonded rare earth-iron-boron magnets U3 U3
Bonded hard ferrite magnets U4 U4
Bonded rare earth-iron-nitrogen magnets ubs —

The permanent magnetic materials are identified by the principal magnetic properties given

in 5.2.

5.2 Principal magnetic properties

Symbols and units of magnetic properties of magnetically hard materials are given in Table 2.

Full document details: IEC 60404-8-12015
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Table 2 — Magnetic properties — Symbols and units

Magnetic properties Symbol Unit
Maximum value of (BH) product (BH) .y kJ/m?
Remanent flux density B, mT
Coercivity relating to the magnetic flux density H.g kA/m
Coercivity relating to the magnetic polarization H_, kA/m

Minimum values at room temperature of magnetic properties, determined after magnetization
to saturation, are given in Tables 10 to 19.

The specified values of magnetic properties are valid only for magnets having a cross
section invariable along the axis of magnetization, with a volume of 0,125 cm3 to 200 cm3
and with dimensions in the three directions of the coordinate axes of at least 5 mm.

For anisotropic materials, they are valid only along the one preferred direction.
For more details on size limits for measurements, see IEC 60404-5.

For reasons connected with the manufacturing methods, lower values of the magnetic
properties may be obtained if the dimensional conditions mentioned above are not satisfied.

For the method of measurement of the coercivity of magnetic materials in an open magnetic
circuit, see IEC 60404-7 [5].

5.3 Additional magnetic properties

Symbols and units of additional magnetic properties of magnetically hard materials are given

in Table 3.
Table 3 — Additional magnetic properties — Symbols and units
Magnetic properties Symbol Unit
Recoil permeability Hroc —

Temperature coefficient of the remanent flux
density [it corresponds to the temperature coefficient a(B)) %/°C
of the magnetic saturation a(J)]

Temperature coefficient of the coercivity relating to o/ jo
the magnetic polarization a(Hy,) %0/°C

Curie temperature T, °C

The values given in Tables 10 to 19 are specified minimum values and some typical
values. The typical values are mean values published in the literature and are given as an
indication only and are not guaranteed. The temperature range for the temperature
coefficients in the tables is generally from 20 °C to 100 °C, but this does not preclude the
use of these materials outside this temperature range.

The magnetic field strength necessary for magnetizing magnetically hard materials to
magnetic saturation is defined in IEC 60404-5, IEC 60404-7 [5] and IEC TR 62517 [6].
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6 Chemical composition

The composition ranges for the different material groups are given for information purposes
under 12.1.1.1,12.1.2.1,12.1.3.1,12.1.4.1,12.1.5.1, 12.2.1 and 12.3.2.

7 Densities

Density values are given in Tables 10 to 19 for information purposes only. The density
values can be used for mass and volume calculations.

8 Designation

Magnetically hard materials can be identified by brief designations and by alpha-numeric
symbols (code numbers, see Tables 10 to 19). In so far as chemical symbols are used in
the brief designation, they indicate main constituents. The number before the oblique stroke
in the brief designation denotes the maximum value of the (BH) product expressed in
kilojoules per cubic metre (kJ/m3) and the number after the oblique stroke denotes one tenth
of the coercivity H.; expressed in kiloamperes per metre (kA/m). Magnetically hard materials

with a binder (mostly organic, see 12.3.1) are denoted by a suffixed “p” to the brief
designation.

EXAMPLE For the grade AINiCo 12/6 of Table 10, the integer 12 is obtained from its minimum value (BH) of

11,6 kJ/m3, and the integer 6 from one-tenth of its minimum value of H,, i.e. one-tenth of 55 kA/m = 5,5 kAr/nr?lxon

rounding up or down to the nearest integer. If rounding down would give the integer zero, the number containing
the first rounded non-zero decimal is maintained.

The code numbers are derived from the classification system used in IEC 60404-1. The
letter in the code number means the class of the magnetically hard material. The first number
designates the kind of material in the respective class, see Table 9. A ‘0’ in the second
position means that the material is magnetically isotropic, a “1”, that the material is
magnetically anisotropic. The number in the third position denotes the different grades.

9 Mode of shipment and dimensions

The materials described in this specification may be delivered either magnetized or
unmagnetized and may be mounted in magnetic circuits.

The dimensions of the magnets have to be agreed upon between supplier and purchaser
when ordering.

10 Testing

10.1 Extent of testing

The extent of testing shall be agreed upon between supplier and purchaser.

10.2 Testing methods

The testing methods shall be agreed upon between supplier and purchaser.

The minimum values of the magnetic properties of magnetically hard materials having
suitable shape and appropriate dimensions shall be tested according to IEC 60404-5.

If the shape and dimensions do not correspond to the requirement of 5.2, the details of the
test should be agreed upon between the supplier and the purchaser.
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11 Grounds for rejection

Grounds for rejection include inferior magnetic quality (Tables 10 to 19 give specified
minimum values of some magnetic properties), physical dimensions and dimensional
tolerances (Tables 20 to 23).

External and internal mechanical imperfections may be considered a cause for rejection, if
these are deleterious to handling and application.

The purchaser’s notification of rejection to the supplier shall be accompanied by samples of
the rejected consignment.

12 Description of tables of standard properties

12.1 Magnetically hard alloys
12.1.1 Aluminium-nickel-cobalt-iron-titanium alloys (AINiCo)
12.1.1.1 Chemical composition

Permanent magnets based on aluminium-nickel-cobalt-iron-titanium, referred to as AINiCo,
form a broad spectrum of component-rich alloys in the composition ranges given in
Table 4 (values in percentage mass fraction).

Table 4 — Chemical compositions of AINiCo alloys (% mass fraction)

Al Ni Co Cu Ti Nb Si Fe

AINiCo 8to 13 13 to 28 5to 42 2to 6 0to9 Oto3 0to 0,8 balance

12.1.1.2 Manufacturing methods

AINiCo magnets are formed by casting or by a powder metallurgical process. The magnetic
performance of alloys with a Co content higher than 20 % mass fraction can be
increased in a preferred direction by applying a magnetic field during heat treatment. By this
procedure a magnetic anisotropy is generated in the material.

The best performances of AINiCo magnets are achieved with columnar or single crystal
structure materials. The magnetic field applied during the heat treatment has to be parallel
to the columnar axis.

12.1.1.3 Sub-classification

Isotropic magnetic alloys, cast or sintered (R1-0-x)
wherex=1,2, ...........
Anisotropic magnetic alloys, cast (R1-1-x)
wherex=1,2, ..........

12.1.1.4 Magnetic properties and densities

The magnetic properties and densities are given in Table 10. (See also 5.2, 5.3 and
Clause 7.)

Documents

Document Sharing Hub

Full document details: IEC 60404-8-12015


http://avadocuments2026.com/doc/iec-60404-8-1-2015
http://avadocuments2026.com/doc/iec-60404-8-1-2015

-12 - IEC 60404-8-1:2015 © IEC 2015

12.1.1.5 Dimensional tolerances

Values of the dimensional tolerances for sintered and cast AINiCo magnets are given in
Table 20.

12.1.2 Chromium-iron-cobalt alloys (CrFeCo)
12.1.2.1 Chemical composition

Permanent magnets based on chromium-iron-cobalt alloys, referred to as CrFeCo, have
compositions within the ranges given in Table 5 (values in percentage mass fraction).

Table 5 — Chemical compositions of CrFeCo alloys (% mass fraction)

Cr Co Other elements Fe
e.g. Si, Ti, Mo, Al, V
CrFeCo 25 to 35 7 to 25 0,1to 3 balance

12.1.2.2 Manufacturing method

The CrFeCo alloys can be manufactured by casting, followed by hot and cold rolling and
drawing to produce strips and wires. Parts are made from this material by stamping,
turning or drilling. Subsequent to the shaping, a heat treatment has to be provided to obtain
the permanent magnetic properties. The magnets can also be formed by a powder
metallurgical process. The magnetic performance of the cast as well as sintered material
can be increased in a preferred direction by applying a magnetic field during heat
treatment.

12.1.2.3 Sub-classification

Isotropic magnetic alloys (R6-0-x)
wherex=1,2, .......

Anisotropic magnetic alloys (R6-1-x)
wherex=1,2, ......

12.1.2.4 Magnetic properties and densities

Magnetic properties and densities of isotropic and anisotropic CrFeCo magnets are given in
Table 11. (see 5.2, 5.3 and Clause 7.)

12.1.2.5 Dimensional tolerances
Values of dimensional tolerances of cold rolled strips and cold drawn wires and bars are

given in Tables 21 and 22, respectively. For sintered magnets, the tolerances shall be
agreed upon between supplier and purchaser.

12.1.3 Iron-cobalt-vanadium-chromium alloys (FeCoVCr)
12.1.3.1 Chemical composition

The ranges of chemical composition are given in Table 6 (values in percentage mass
fraction).

Table 6 — Chemical compositions of FeCoVCr alloys (% mass fraction)

Co V +Cr Fe
FeCoVCr 49 to 54 4to0 13 balance
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12.1.3.2 Manufacturing method

The FeCoVCr alloys are manufactured by casting and hot and cold rolling or drawing to
produce strips or wires, respectively. The cold deformation (80 % to 95 %), followed by a
heat treatment in the range from 500 °C to 650 °C, is essential for the production of the
permanent magnet properties.

12.1.3.3 Sub-classification

The recommended sub-classification is based on the coercivity related to the magnetic
polarization H .

12.1.3.4 Magnetic properties and densities

Magnetic properties and densities are given in Table 11. (See also 5.2, 5.3 and Clause 7.)

12.1.3.5 Dimensional tolerances

Values of the dimensional tolerances of cold rolled strips and cold drawn wires are given in
Tables 21 and 22, respectively.

12.1.4 Rare earth-cobaltalloys (RECo)
12.1.4.1 Chemical composition

Of technical importance are the two types of alloys: RECos and RE,;Co47. The composition
RE,>Co17 is used as the generic name for a series of binary and multi-phase alloys with a
number of transition elements partially replacing cobalt. The alloys have a strong uniaxial
magnetic anisotropy and a high magnetic saturation, resulting in a high coercivity H;; and a
high remanence B, of the magnets. Their main constituents are given in Table 7 (values in
percentage mass fraction).

Table 7 — Chemical compositions of RECo alloys (% mass fraction)

Sm Fe Cu Other elements Co
e.g. Zr, Hf, Ti
SmCo5 33 to 36 — — — balance
Sm,Co,, 24 to 26 10 to 20 4,510 12 0to3 balance

Samarium (Sm) is the main RE metal in these alloys and leads to the best magnetic
properties.

However, cerium (Ce) or praseodymium (Pr) may also be used as the RE component.

12.1.4.2 Manufacturing method

Compacting of the monocrystalline RECo powder is carried out in a magnetic field, thus
obtaining particle-oriented anisotropic magnets. The pressed bodies are sintered under
vacuum or under a protective atmosphere followed by heat treatments.

12.1.4.3 Sub-classification

Anisotropic alloys of the type RECos (R5-1-x)
wherex=1,2, ...... , 9
Anisotropic alloys of the type RE2Co17 (R5-1-x)
where x = 10, 11,12, ....... , 19
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12.1.4.4 Magnetic properties and densities

The magnetic properties and densities are given in Table 12. (See also 5.2, 5.3 and
Clause 7.)

12.1.4.5 Dimensional tolerances

The dimensional tolerances have to be agreed upon between producer and purchaser.

12.1.5 Rare earth-iron-boron alloys (REFeB)
12.1.5.1 Chemical composition

The REFeB magnet alloys are based on the compound REjFeq4B. The RE element is
mainly neodymium (Nd), which may be partially substituted by dysprosium (Dy),
praseodymium (Pr) or other rare earth elements. Iron may be partially substituted by cobalt
(Co). The Nd,Feq4B alloy forms a tetragonal crystal structure and shows both a high
saturation magnetization and a high uniaxial magnetocrystalline anisotropy.

The composition ranges of the REFeB alloys are given in Table 8 (values in percentage
mass fraction).

Table 8 — Chemical compositions of REFeB alloys (% mass fraction)

Total RE Co B Dy, Tb,Pr etc. Other elements Fe
e. g.V, Nb, Al, Ga, Cu
REFeB 28 to 35 0to 15 0,85t0 1,2 0to 10 Oto1 balance

12.1.5.2 Manufacturing methods

Compacting of the monocrystalline REFeB powder is carried out in a magnetic field, thus
obtaining particle-oriented anisotropic magnets. The pressed bodies are sintered under
vacuum or under a protective atmosphere followed by a heat treatment.

12.1.5.3 Sub-classification

Anisotropic alloys of the type REFeB  (R7-1-x)
wherex =1, 2, ...... ,

12.1.5.4 Magnetic properties and densities

The specified minimum magnetic properties and density of anisotropic materials are given in
Table 13. (See also 5.2, 5.3 and Clause 7.)

12.1.5.5 Dimensional tolerances

Dimensional tolerances shall be in accordance with those for sintered AINiCo magnets
having less than 1 % Ti as specified in Table 20.

12.2 Magnetically hard ceramics (magnetically hard ferrites)
12.2.1 Chemical composition

The chemical composition of the magnetically hard ferrites can be described by the formula
MO -nFe203 (Where M = Ba and Sr). The ratio » can vary from 4,5 to 6,5. The magnetically
hard ferrites have a hexagonal structure with a high uniaxial magnetocrystalline anisotropy,
but a relatively low magnetic saturation.
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The magnetic properties can be improved by special substitutions. This is particularly so with
additions of up to 9 % of La and up to 4 % of Co, which can increase the values of H_; by up
to 100 % and decrease values of a(H_;) by up to 50 %.

12.2.2 Manufacturing method

Compacting of the monocrystalline hard ferrite powder is carried out in a magnetic field,
thus obtaining particle-oriented anisotropic magnets. The pressed bodies are sintered in air.

12.2.3 Sub-classification

Isotropic magnetically hard ferrites (S1-0-x)
wherex=1,2, .......

Anisotropic magnetically hard ferrites (S1-1-x)
where x = 1,2, ........

12.2.4 Magnetic properties and densities

The magnetic properties and the density of the isotropic and anisotropic magnetically hard
ferrites are given in Table 14. (See also 5.2, 5.3 and Clause 7.)

12.2.5 Dimensional tolerances

Values of the dimensional tolerances for isotropic and anisotropic magnetically hard ferrites
are given in Table 23.

12.3 Bonded magnets
12.3.1 General

Plastic bonded permanent magnets are composite materials. They consist of permanent
magnet powders embedded in a plastic matrix. This binder phase determines to a large
extent the mechanical properties of the composite, while the magnet powder determines
the magnetic properties of the composite. The properties of the composite are determined by
the type of permanent magnet material, the matrix material, the fill factor and, for anisotropic
material, the degree of alignment, leading to a wide variety of grades.

In spite of their lower magnetic properties compared with sintered materials, bonded
magnets offer economical and technical advantages in many applications because they are
cost-effective to manufacture and allow a wide scope for shaping and good mechanical
properties.

The expensive and elaborate processing steps required in powder metallurgy are not
needed.

12.3.2 Chemical composition

The magnet materials for producing bonded permanent magnets are powders of AINiCo,
SmCos, SmyCo47, NdFeB and hard ferrite (see 12.1.1.1, 12.1.4.1, 12.1.5.1 and 12.2.1).

The magnetic material required for producing REFeN bonded magnets is based on a
SmyFe ;N5 intermetallic compound and the chemical composition ranges are given in Table 9.
The REFeN powders are manufactured by the reduction diffusion process using Sm,05 and
Fe powders with Ca as a reductant followed by nitrogenation. When the size of the processed
powders is coarse, a subsequent milling is required.

The main matrix materials are elastomers, thermoplastics or thermosets. Documents
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Table 9 — Chemical compositions of REFeN alloys for bonded magnet (% mass fraction)

Sm N Fe

REFeN 22 to 27 3,0to 4,0 balance

12.3.3 Manufacturing method

The methods of manufacturing bonded permanent magnets, frequently referred to as “P
magnets”, are largely similar, irrespective of the magnet material used. The flexible
materials are produced by rolling, extrusion or calendering, while the shape-stable magnets
are made by injection moulding, die pressing or extrusion.

In the injection moulding technique, cold or hot mixing of the magnet powders, depending
on the binder, is carried out in mixers, mixing extruders or kneaders.

The most important matrix materials for injection-moulded magnets are the thermoplastics
polyamide, polyethylene, and polyphenylene sulfide (PPS). The compound mass is processed
in injection moulding machines. Single or multi-cavity dies are used depending on the magnet
shape, size and production volume.

In the manufacture of anisotropic grades, the magnetic values depend critically on the
alignment conditions, which are determined by magnetic field strength in the mould and by
the shape of the magnet.

In the die pressing technique, which is only used commercially for the manufacture of
bonded rare earth magnets, thermosets such as epoxy resins are used as binders.

The compound mixtures are loaded into the die cavities of press tools and pressed into
compacts at pressures from 0,6 GPa to 1 GPa. The compacts are then heat treated to cure
the binder. Anisotropic magnets can also be produced by die pressing anisotropic powders
under an aligning magnetic field.

12.3.4 Sub-classification

Isotropic bonded AINiCo magnets (U1-0-x)
where

x = [30 + n] for compression moulding

n=0,1,2,....
Isotropic bonded RECo magnets (U2-0-x)
where

x = [20 + n] for injection moulding

x = [30 + n] for compression moulding
n=0,1,2,..4for SmCo;y
n=5,6,7,...9for Smy,Coyy

Anisotropic bonded RECo magnets (U2-1-x)
where

x = [20 + n] for injection moulding

x = [30 + n] for compression moulding

n=0,1,2, ... , 4 for RECog Documents
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n=5,6, ... , 9 for RE;,Coy;
Isotropic bonded REFeB magnets (U3-0-x)
where

x = [20 + n] for injection moulding

x = [30 + n] for compression moulding

n=0,1,2, ......... , 9
Isotropic bonded hard ferrite magnets (U4-0-x)
where

x =[10 + n] for calendering and extrusion

x = [20 + n] for injection moulding

Anisotropic bonded hard ferrite magnets  (U4-1-x)
where
x = [10 + n] for calendering and extrusion

x = [20 + n] for injection moulding

n=0,1,2,........ , 9
Anisotropic bonded REFeN magnets (U5-1-x)
where

x = [20 + #n] for injection moulding
n=0,1,2,...... , 9

12.3.5 Magnetic properties and densities

Specified minimum magnetic properties and densities are given for:

e bonded AINiCo magnets (AINiCo p) in Table 15;
e bonded RECo magnets (RECo p) in Table 16;
e bonded REFeB magnets (REFeB p) in Table 17;
e bonded hard ferrite magnets (hard ferrite p) in Table 18;
e bonded REFeN magnets (REFeN p) in Table 19.

12.3.6 Dimensional tolerances

The dimensional tolerances shall be agreed upon between supplier and purchaser.

13 Irreversible demagnetization behaviour

13.1 General

A magnetically hard material, being originally in a remanent state, will eventually lose a
certain amount of flux when exposed to a demagnetizing (counteracting) magnetic field. After
removing the demagnetizing field, the original magnetic flux of the remanent state may be
totally or partly restored. In the former case, the magnetic change is completely reversible,
while in the latter one it is partly reversible and partly irreversible. The reversibl@@curﬂents
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magnetic flux corresponding to the change of magnetic field is quantitatively described by the
relative recoil permeability 4. as given in the relevant tables of the material standards.
Therefore, this reversible change can be taken into consideration for the layout of permanent
magnet systems.

For the layout it is of prime importance to know the range of demagnetizing fields showing
reversible changes only. More strictly speaking, one must know the demagnetizing field
strength causing a tolerable amount of irreversible flux change (flux loss). This is explained in
detail in Figure 1.

13.2 General definition of demagnetization field strength Hp

Figure 1 shows the demagnetization and recoil curves for a magnetically hard material, which
has a remanent flux density B, = J, after having been fully magnetized. Application of a certain
demagnetizing field strength Hp and reduction of that field again to zero (transient action of
the field), leads to a remanent flux density B, = Jp in the material, which is called remanent
recoil flux density. For B, < B, a relative irreversible loss of magnetic flux density has occurred.
The loss of magnetic flux density increases with increasing Hp. Therefore the value of Hp
which leads to a pre-determined, still tolerable maximum loss is a quantitative measure of the
stability of the magnetically hard material against a demagnetizing field. If, for instance, the
tolerable maximum loss of magnetic flux density is 5 % the related field is called Hpg. Hp may
be determined experimentally as given in Clause 9 of IEC 60404-5:2015.

13.3 Simplified definition of demagnetization field strength Hp

For sintered NdFeB magnets, the recoil curves are almost parallel to the outer
demagnetization curves. In this case, the identification of the demagnetization field strength
Hp may be simplified (see Figure 2).

The method is as follows:

The linear portion of the demagnetization curve with discretized points {H(i), B(i)} is fitted with
a linear regression line in the field range between 20 % and 70 % of H_; by

S@) = Brjin + pit x po x H(i) (1)

This line intersects with the B-axis at point B, |;,. For a demagnetization loss of e.g. 5 %, a line
with the same slope as the fitted one is plotted with axis intersection at 0,95 x B, ;,. This
parallel line crosses the original demagnetization curve at the field value of Hps.
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-
-H H.y He,g Hp 0
IEC

Key
B magnetic flux density or magnetic induction
J magnetic polarization
H magnetic field strength
B, J, remanent flux density, remanent magnetic polarization
Bp, Jp remanent recoil flux density
H.g coercivity relating to the magnetic flux density
Hg, coercivity relating to the magnetic polarization
Hp magnetizing field strength which, after having been transiently applied to the magnetic state of remanence,

leads to the magnetic state of remanent recoil flux density

Figure 1 — Graphic representation of B(H) and J(H) demagnetization and recoil curves

This simplification may be used only with following restrictions:

— The simplified method shall be used only for sintered NdFeB magnets according to
Table 13.

— It shall not be used for materials which show demagnetization curves with stronger
deviations from linear behaviour like RECo-grades.

— The coercivity H_; shall be greater than 400 kA/m.

— The slope uj; of the fitted line shall be in the range 1,0 <y < 1,15 (assuming a finite
permanent permeability of the material).

The “coefficient of determination” R2 for the linear fit should be greater than 0,99. For a fit to a
set of n observation points {H(i),B(i)} with 1 =i < n, this coefficient is defined as:

Serr
Stot

R%2 =1-
with the total sum of squares:
St = 3 (86)- Bf @)
i

the residual sum of squares: Documents
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Serr = Y (B()- £ ()] (4)

i

and the mean of the observed induction values for n observation points:

AJ
B
Br
r.lin
-H
IEC

Key
B magnetic flux density or magnetic induction
J magnetic polarization
H magnetic field strength
B, remanent flux density
B i Jriin emanent flux density, remanent magnetic polarization from linear interpolation
Bp, Jp remanent recoil flux density, remanent magnetic recoil polarization
H, coercivity relating to the magnetic polarization
Hp magnetizing field strength which, after having been transiently applied to the magnetic state of

remanent flux density, leads to the magnetic state of remanent recoil flux density
Figure 2 — Simplified evaluation of B(H) and J(H) demagnetization and recoil curves
14 Tables 10 to 23

Tables 10 to 19 give the specified minimum values of properties for the various materials.
Typical values of the relative recoil permeability, temperature coefficients, Curie temperature,
values of the continuous operating temperature and density are also given.

Tables 20 to 23 give the dimensional tolerances of the various materials.
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