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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CONNECTORS FOR ELECTRONIC EQUIPMENT -
TESTS AND MEASUREMENTS -

Part 26-100: Measurement setup, test and reference arrangements and
measurements for connectors according to IEC 60603-7 — Tests 26a to 26g

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60512-26-100 has been prepared by subcommittee 48B:
Connectors, of IEC technical committee 48: Electromechanical components and mechanical
structures for electronic equipment.

This standard cancels and replaces the Annexes of IEC 60603-7-x documents dealing with
transmission characteristics for interoperability and backward compatibility.

This standard is to be read in conjunction with IEC 60512-1 and IEC 60512-1-100 which
explains the structure of the IEC 60512 series.
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The text of this standard is based on the following documents:

FDIS Report on voting
48B/1892/FDIS 48B/1925/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 60512 series, under the general title Connectors for electronic
equipment — Tests and measurements, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
+ amended.
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INTRODUCTION

Detail specifications for 8-way, free and fixed connectors such as IEC 60603-7-4:2005 and
IEC 60603-7-5:2007 define measurement setup, test and reference arrangements and
measurements for interoperability and backward compatibility tests for connectors according
IEC 60603-7 up to 250 MHz for insertion loss (IL), near end crosstalk (NEXT), far end
crosstalk (FEXT), return loss (RL) and balance (iransverse conversion loss, TCL, and
transverse conversion transfer loss, TCTL) as well as the de-embedding method to qualify the
fixed (outlet) connector.

This standard keeps the technical content of the test methods specified in the annexes C to J
as specified in IEC 60603-7-4:2005 and annexes C to K as specified in IEC 60603-7-5:2007,
but it structures and harmonizes the measurements for better readability. This standard is
intended to be referenced by the future second editions of IEC 60603-7-x and the future first
editions of IEC 60603-7-xy (under preparation). This standard is intended to be referenced by
IEC 60603-7-x Edition 2.0 and IEC 60603-7-xy Edition 1.0 standards (under preparation) and
may be referenced for all IEC standards with 60603-7 interface.

IEC 60516-26-100: Connectors for electronic equipment — Tests and measurements — Part
26-100, consists of the following clauses:

e Clause 3: General requirements for measurement setup

e Clause 4: Connector measurement up to 250 MHz

NOTE 1 Clauses 3 and 4 define the measurement procedures to qualify the outlet

e Clause 5: Construction and qualification of test plugs

NOTE 2 The wiring of the plug has an effect on the mated connector performance. Extensive measurements show
that NEXT and FEXT are affected in a particular way so that the properties of the test plug must be controlled. To
ensure adequate performance for the outlet over the expected range of different plug wiring, it shall be tested with
a set of up to 12 test plugs with different NEXT performances. The outlet complies with the NEXT requirements of
the standard only if all the combinations comply with their requirements for near end crosstalk. FEXT is handled in
a similar way, but only one test plug is required. Clause 5 describes the construction and qualification of test plugs.
Test plugs are used in the laboratory as long as possible to avoid the costly procedure to find new test plugs.

e Clause 6: Reference jack construction and measurement — the basics of the de-
embedding test method

NOTE 3 Clause 6 describes the preparation and measurements of the reference plugs and jacks as a basis of the
de-embedding test method.

The test methods provided here are:

e insertion loss, test 26a;

return loss, test 26b;

e near-end crosstalk (NEXT), test 26¢;

e far-end crosstalk (FEXT), test 26d;

e transfer impedance (Z7), test 26e;

e transverse conversion loss (TCL), test 26f;

e transverse conversion transfer loss (TCTL), test 26g.

For the coupling attenuation, see EN 50289-1-14.
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CONNECTORS FOR ELECTRONIC EQUIPMENT -
TESTS AND MEASUREMENTS -

Part 26-100: Measurement setup, test and reference arrangements
and measurements for connectors according to IEC 60603-7 —
Tests 26a to 269

1 Scope

This part of IEC 60512 specifies the test and measurements and the related measurement
setup and reference arrangements for interoperability and backward compatibility tests for the
development and qualification of 8-way, free and fixed connectors for data transmission.

2 Normative reference

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60169-15, Radio-frequency connectors — Part 15: R.F. coaxial connectors with inner
diameter of outer conductor 4.13 mm (0.163in) with screw coupling — Characteristic
impedance 50 ohms (Type SMA)

IEC 60512-1, Connectors for electronic equipment — Tests and measurements — Part 1:
General

IEC 60512-1-100, Connectors for electronic equipment — Tests and measurements — Part 1-
100: General — Applicable publications

IEC 60603-7, Connectors for frequencies below 3 MHz for use with printed boards — Part 7:
Detail specification for connectors, 8-way, including fixed and free connectors with common
mating features, with assessed quality

IEC 60603-7-2, Connectors for electronic equipment — Part 7-2: Detail specification for 8-way,
unshielded, free and fixed connectors, for data transmissions with frequencies up to 100 MHz

IEC 60603-7-3, Connectors for electronic equipment — Part 7-3: Detail specification for 8-way,
shielded, free and fixed connectors, for data transmissions with frequencies up to 100 MHz

IEC 60603-7-4:2005, Connectors for electronic equipment — Part: 7-4: Detail specification for
8-way, unshielded, free and fixed connectors, for data transmissions with frequencies up to
250 MHz

IEC 60603-7-5:2007, Connectors for electronic equipment — Part: 7-5: Detail specification for
8-way, shielded, free and fixed connectors, for data transmissions with frequencies up to
250 MHz

IEC 61156 (all parts), Multicore and symmetrical pair/quad cables for digital communications

IEC 61169-16, Radio-frequency connectors — Part 16: RF coaxial connectors with inner
diameter of outer conductor 7 mm (0,276 in) with screw coupling — Characteristic impedance
50 ohms (75 ohms) (Type N)

Documents

Document Sharing Hub

Full document details: IEC 60512-26-100 2008


http://avadocuments2026.com/doc/iec-60512-26-100-2008
http://avadocuments2026.com/doc/iec-60512-26-100-2008

-10 - 60512-26-100 © IEC:2008
IS0 11801:2002, Information technology — Generic cabling for customer premises
ITU-T Recommendation G.117, Transmission aspects of unbalance about earth

ITU-T Recommendation 0.9, Measuring arrangements to assess the degree of unbalance
about earth

EN 50289-1-14, Communication cables — Specification for test methods — Part 1-14: Electrical
test methods — Coupling attenuation or screening attenuation of connecting hardware

3 General requirements for measurement setup

3.1 Test instrumentation

These electrical test procedures require the use of a vector network analyser. The analyser
shall have be capabile of full 2-port calibrations. The analyser shall cover the frequency range
of 1 MHz to 1 GHz at least.

At least two test baluns are required in order to perform measurements with balanced
symmetrical signals. The requirements for the baluns are given in 3.4.

Reference loads and cables are needed for the calibration of the set-up. Requirements for the
reference loads and cables are given in 3.5.1 and 3.5.2 respectively.

Termination loads are needed for termination of pairs, used and unused, which are not
terminated by the test baluns. Requirements for the termination loads are given in 3.9.

An absorbing clamp and ferrite absorbers are needed for the coupling attenuation
measurements. The requirements for these items are given in EN 50289-1-14.

3.2 Coaxial cables and test leads for network analysers

Coaxial cable assemblies between network analyser and baluns should be as short as
possible. (It is recommended that they do not exceed 60 cm each.)

The baluns shall be electrically bonded to a common ground plane. For crosstalk
measurements, a test fixture may be used, in order to reduce residual crosstalk (see 3.9 and
Annex A).

Balanced test leads and associated connecting hardware to connect between the test
equipment and the connector under test shall be taken from components that meet or exceed
the requirements for the relevant class of balanced cabling performance according to
ISO/IEC 11801. Balanced test leads shall be limited to a maximum of 7 cm between each
balun and the reference plane of the connector under test. Pairs shall remain twisted from the
baluns to where connections are made. The impedance of the test leads from the DUT
(Device Under Test) to the baluns shall be managed, as far as possible, for both differential
and common modes. This can be done by mounting the test leads in a pyramid, channel, or
other device.

3.3 Measurement precautions

To assure a high degree of reliability for transmission measurements, the following
precautions are required.

a) Consistent and stable balun and resistor loads shall be used for each pair throughout the
test sequence.
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b) Cable and adapter discontinuities, as introduced by physical flexing, sharp bends and
restraints shall be avoided before, during and after the tests.

c) Consistent test methodology and terminations (baluns or resistors) shall be used at all

stages of transmission performance qualifications.

The relative spacing of conductors in the pairs shall be preserved throughout the tests to

the greatest extent possible.

d) The balance of the cables is maintained to the greatest extent possible by consistent

conductor lengths and pair twisting to the point of load.

e) The sensitivity to set-up variations for these measurements at high frequencies demands
attention to detail for both the measurement equipment and the procedures.

f) All common mode terminations and the housing of the baluns shall be terminated to one

common ground plane.

3.4 Balun requirements

The baluns may be balun transformers or 180° hybrids with attenuators to improve matching if

needed (see Figure 1).

Test port

O~

To network analyzer

IEC 117/05

Figure 1 — Optional 180° hybrid used instead of a balun

The specifications for the baluns apply for the whole frequency range for which they are used.
Baluns shall be shielded and shall comply with the specifications listed in Table 1.

Table 1 — Test balun performance characteristics

Parameter

Requirement at test frequencies
up to 250 MHz

Impedance, primary

Matched to applied network analyser

Impedance, secondary

100 Q

Insertion loss

10 dB maximum

Return loss secondary

14 dB minimum

Return loss common mode with common mode termination a)

10 dB minimum

Return loss common mode without common mode termination @)

1 dB maximum

Longitudinal balance b) 50 dB
Common mode rejection ©) 50 dB
Output signal balance ©) 50 dB
Power rating 0,1W

a)

primary impedance shall terminate the primary input terminal.
b)

c)

Measured by connecting the balanced output terminals together and measuring the return loss. The nominal

Applicable for baluns, which are used for balance measurements. Measured from the primary input terminal to
the common mode terminal when the secondary balanced terminal is terminated with 100 Q.

Measured according to ITU-T Recommendations G.117 and O.9 (formerly CCITT recommendations).

Full document details: IEC 60512-26-100 2008
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3.5 Reference components for calibrations
3.5.1 Reference loads for calibration

To perform a one or two-port calibration of the test equipment, a short circuit, an open circuit
and a reference load are required. These devices shall be used to obtain a calibration at the
reference plane.

The reference load e.g. chip resistors shall be calibrated against a calibration reference,
which shall be a 50 Q load, traceable to an international reference standard. Two 100 Q
reference loads in parallel shall be calibrated against the calibration reference. The reference
loads for calibration shall be placed in an appropriate connector, e.g. N-type connector
according to IEC 61169-16 or SMA connector according to IEC 60169-15, meant for panel
mounting, which is machined flat on the back side (see Figure 2). The loads shall be fixed to
the flat side of the connector, distributed evenly around the centre conductor. A network
analyser shall be calibrated, 1-port full calibration, with the calibration reference. Thereafter,
the return loss of the reference loads for calibration shall be measured. The verified return
loss shall be >46 dB at frequencies up to 100 MHz and >40 dB at frequencies above 100 MHz
and up to the limit for which the measurements are to be carried out.

Machined flat

Loads for calibration

N type connector
IEC 118/05

Figure 2 — Example of calibration of reference loads

3.5.2 Reference cables for calibration

As a minimum, the reference cable that is used to perform the calibration of the test set-up
shall satisfy the requirement of the same class of balanced cabling performance according to
ISO/IEC 11801 according to the IEC 61156 series as the class of the connector. The
reference cable shall be a length of horizontal cable for which the sheath is preserved. One of
the pairs of the reference cable is used for the calibrations. The total length of the reference
cable shall be according to the length of the measurement cables as outlined in the calibration
procedures for the various tests. Both ends of the reference cable shall be well prepared, so
that the twisting is maintained up to the test ports.

3.6 Termination loads for termination of conductor pairs

During measurement, the conductor pairs of the measurement cables for the connector under
test shall be terminated according to the specified test set-up with impedance matching loads.
For the pairs under test, this is provided by the test instrumentation at one or both ends. For
pairs not under test or not connected to test instrumentation, resistor loads or terminated
baluns shall be applied. For differential mode only terminations, only resistor loads are
allowed.1

The nominal differential mode impedance of the termination shall be 100 Q. The nominal
common mode impedance shall be 50 Q + 25 Q.

1 Unpredictable stray capacitances in baluns cause resonances at high frequencies, if they
terminations, when the common-mode terminal is open. ﬂﬁ&ij ﬁients

Document Sharing Hub

Full document details: IEC 60512-26-100 2008


http://avadocuments2026.com/doc/iec-60512-26-100-2008
http://avadocuments2026.com/doc/iec-60512-26-100-2008

60512-26-100 © IEC:2008 -13 -

NOTE The exact value of the common-mode impedance is not critical for most measurements. Normally, a value
of 75 Q is used for unscreened connectors while a value of 25 Q is used for screened connectors.

Resistor loads shall use resistors specified for £1 % accuracy at d.c. and have a return loss
greater than 40 — 10log(f) where f is the frequency in megahertzz. For pairs connected to a
balun, common-mode load is implemented by applying a load at the common-mode terminal
(centre tap) of the balun. The impedance of the load is equal to the common-mode
impedance. For a balun without a common-mode terminal (centre tap is not accessible), the
requirement for common-mode return loss shall be complied with by inserting a balanced
attenuator between the balun and the connector pair. Guidance on how this is done is shown
in 3.9. For pairs connected to resistor loads, common-mode load is implemented by the Y
configuration shown in Figure 3.

IEC 119/05

Figure 3 — Resistor load

where: Ry =ﬁ (1)
2
R .
and Ry = Reom — Zlf (2)
where:

Ry  is the differential mode impedance (Q2);

Reom is the common mode impedance (Q2).

The two resistors R4 shall be matched to within 0,5 %. The termination shall be implemented
at a small printed circuit board with surface mount resistors. The layout for the resistors R,
shall be symmetrical.

The commonmode termination points for all pairs shall be connected to the ground plane.

3.7 Termination of screens

If the connector under test is screened, screened measurement cables shall be applied.
(Individually screened twisted pairs (STP) are recommended.)

The screen or screens of these cables shall be fixed to the ground plane as close as possible
to the measurement baluns.

If a pyramid test setup is used, the screen of each pair shall in contact with the grooves of the
pyramid and connected as close as possible to the baluns on the mounting plate.

Care shall be taken to maintain a tight fit of the individual pair foil, if present, around the
twisted pairs.

3.8 Test specimen and reference planes

The test specimen is a mated pair of relevant connectors. The electrical reference plane for
the test specimen is the point at which the cable sheath enters the connector (the back end of
the connector) or the point at which the internal geometry of the cable is no longer

2 Return loss of terminations are measured with a network analyser connected to one balun, whiche= ibr,
(full 1-port calibration) using the reference loads (see 3.5.1). rﬁdﬂiﬁﬁents
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maintained, whichever is farther from the connector (see Figure 4). This definition applies to
both ends of the test specimen.

e ——

Plug side Socket side

pa—

Connector reference planes IEC 120/05

Figure 4 — Definition of reference planes

3.9 Termination of balun with low return loss for common mode
3.9.1 General

If the available balun does not provide a common-mode termination (centre tap is either
connected to ground or open), a balanced resistor attenuator shall be applied in order to
provide the required return loss. The attenuator shall be implemented at a small printed board
mounted with SMD resistors. There are two cases: one for the centre tap connected to ground
and one for the centre tap open.

3.9.2 Centre tap connected to ground

A diagram of the attenuator is shown in Figure 5. The nominal attenuation is 10 dB and the
calculated common-mode impedance is 26 Q.

Rq Rq

_l |—

Ry
Rq Rq

—

IEC 127/05

Figure 5 — Balanced attenuator for balun centre tap grounded
where: R4 =26Q
and R, =70Q
3.9.3 Centre tap open

A diagram of the attenuator is shown in Figure 6. The nominal attenuation is 5 dB and the
calculated common-mode impedance is 48 Q.
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R3 R3

Ry

Ra

R3 R3
s

IEC 128/05

Figure 6 — Balanced attenuator for balun centre tap open

where: R3=14Q
and R4 =82Q

NOTE Resistor values are nominal. The nearest standard values may be chosen.
4 Connector measurement up to 250 MHz

4.1 Insertion loss3 (IL), Test 26a
411 Object

The object of this test is to measure the insertion loss, which is defined as the additional
attenuation that is provided by a pair of mated connectors inserted in a communication cable.

4.1.2 Free connector for insertion loss

It is not necessary to qualify the free connector for insertion loss testing of the fixed
connector; it is assumed that the influence of different free connectors to the insertion loss is
marginal. In case of conflict, the centre test plug should be used.

4.1.3 Test method

Insertion loss is evaluated by measuring the scattering parameters, S,4, of all the conductor
pairs.

4.1.4 Test set-up

The test set-up consists of a network analyser and two baluns as defined in 3.1.
It is not necessary to terminate the unused pairs.

4.1.5 Procedure
4.1.5.1 Calibration

A full 2-port calibration shall be performed at the reference plane. This is performed by
applying a maximum length of 14 cm reference cable between the terminals of the baluns and
carrying out the transmission calibration measurement. Then maximum lengths of 7 cm
reference cables are connected to the terminals of the two baluns (see Figure 7). The total
length of these cables shall be equal to the length of the reference cable used for

3 Often referred to as attenuation. Documents
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transmission calibrations. At the end of these reference cables, the reflection calibrations are
performed by applying open, short and load terminations.

Transmission calibrations

— Balun Poocccoooa<] Balun ——

NA NA
Port 1 Reference cable Port 2

Reflection calibrations

] Balun Pocooaooaad] Balun ——
NA /: NA
Port 1 Port 2

Open, short and load
terminations IEC 121/05

Figure 7 — Calibration

4.1.5.2 Measurement

The test specimen shall be terminated with measurement cables at both ends. The length of
measurement cables shall be equal to the length of the reference cables used for reflection
calibrations. The measurement cables shall be the cable types for which the connector is
intended. An S,; measurement shall be performed. See Figure 8.

CuT
50 Q 50 Q
rZI— _|:|_‘l
:f} >< ><>C>C {\:..
NA NA

Port 1 Port 2

opogo |

I
zs
R

)]
)
X
I
6
R

1
R

P U A s

Measurement cables

Screen (if any) /

_ ]

Ground plane / J’

Plug side Socket side
IEC 122/05

Figure 8 — Measuring set-up
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4.1.6 Test report

The measured results shall be reported in graphical or table format with the specification
limits shown on the graphs or in the table at the same frequencies as specified in the relevant
detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.1.7 Accuracy

The accuracy shall be within £0,05 dB.

4.2 Return loss (RL), Test 26b
4.21 Object

The object of this test is to measure the return loss of a mated connector pair at the two
reference planes.

4.2.2 Free connector for return loss

Fixed connector return loss shall be qualified with a free connector complying with the
reference plug requirements of 6.1.2.

4.2.3 Test method

Return loss (RL) is measured by measuring the scattering parameters, S{4 and S,,, of all the
conductor pairs.

NOTE As a connector is a low-loss device, the return loss of the two sides is nearly equal.
4.2.4 Test set-up

The test set-up is as described in Clause 3. A resistor network as per 3.6 may be substituted
for the balun at the far end.

4.2.5 Procedure
4.2.51 Calibration

Calibration shall be performed as described in 4.3.5.1.

4.2.5.2 Measurement

The test specimen shall be terminated with measurement cables at both ends. The length of
measurement cables shall be equal to the length of the reference cables used for reflection
calibrations. The measurement cables shall be the cable types for which the connector is
intended. S14 and Sy, measurements shall be carried out for each of the pairs.

4.2.6 Test report

The measured results shall be reported in graphical or table format with the specification
limits shown on the graphs or in the table at the same frequencies as specified in the relevant
detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.2.7 Accuracy

The return loss of the load for calibration is verified to be greater than 46 dB up to 100 MHz
and greater than 40 dB at higher frequencies. The uncertainty of the connection between the
connector under test and the baluns is expected to deteriorate the return loss Oméiﬁﬁents
(effectively the directional bridge implemented by the test set-up) by 6 d& The
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the return loss measurements is then equivalent to measurements performed by a directional
bridge with a directivity of 40 dB and 34 dB. The accuracy (uncertainty band) is given in
Tables 2 and 3.

Table 2 — Uncertainty band of return loss measurement at frequencies below 100 MHz

Measured RL 10 12 15 18 20 22 25 28 30
Lower uncertainty limit -0,3 -0,3 -0,5 -0,7 -0,8 -1,0 -1,4 -1,9 -2,4
Higher uncertainty limit +0,3 +0,4 +0,5 +0,7 +0,9 +1,2 +1,7 +2,5 +3,3

Table 3 — Uncertainty band of return loss measurement at frequencies above 100 MHz

Measured RL 10 12 15 18 20 22 25 28 30
Lower uncertainty limit -0,5 -0,7 -0,9 -1,3 -1,6 -1,9 -2,6 -3,5 —4,2
Higher uncertainty limit +0,6 +0,7 +1,0 +1,3 +1,9 +2,5 +3,8 +6,0 +8,7

EXAMPLE Let the measured RL be 20 dB. The true RL then lies in the band of 18,4 dB to 21,9 dB at frequencies
above 100 MHz.

4.3 Near-end crosstalk (NEXT), Test 26¢
4.31 Object

The object of this test procedure is to measure the magnitude of the electric and magnetic
coupling between driven (disturbing) and quiet (disturbed) pairs of a mated connector pair.

4.3.2 Fixed and free connector combinations to be tested

For fixed connectors specified up to 250 MHz according to IEC 60603-7-4 or IEC 60603-7-5,
all sockets shall be tested with the full set of 12 test plug cases described in table 7. The
mated connector NEXT loss shall meet the requirements of the appropriate detail
specification.

For fixed connectors specified up to 100 MHz according to IEC 60603-7-2 or IEC 60603-7-3,
all sockets shall be tested with the full set of 9 test plug cases described in table 6, and shall
satisfy the requirements of the appropriate detail specification.

4.3.3 Test method
Near-end crosstalk is evaluated by measuring the scattering parameters, S,4, of the possible

conductor pair combinations at one end of the mated connector, while the other ends of the
pairs are terminated.

4.3.4 Test set-up

The test set-up consists of two baluns and a network analyser as defined in Clause 3. An
illustration of the set-up, which also shows the termination principles, is shown in Figure 9.
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CUT
50 Q
J, 50 Q
NA - 25Q
—} ——— 1
Port 1 50 Q
L—
50 Q
| 1 50 Q
25Q
NA
———1r
Port 2 } oo _————_| 500 [T
50 Q

50 Q 5 25Q
) Epopaed———poocodm |

I
500

50 Q 5 25Q
T ——af
p2

/ Measurement cables

/

Screen (if any)

Ground plane / J’

Plug side Socket side IEC 123/05

NOTE 1 Passive terminations may be either balun or resistor terminations.

NOTE 2 The 25 Q common mode termination is not a critical value, see note in 3.6.

Figure 9 — NEXT measurement for differential and common mode terminations

4.3.5 Procedure
4.3.5.1 Calibration

A through calibration shall be applied as a minimum. Full 2-port calibration per 4.1.5.1 is
recommended in order to enhance the measurement accuracy.

4.3.5.2 Establishment of noise floor

The noise floor of the set-up shall be measured. The level of the noise floor is determined by
white noise, which may be reduced by increasing the test power and by reducing the
bandwidth of the network analyser, and by residual crosstalk between the test baluns. The
noise floor shall be measured by terminating the baluns with resistors and performing an S5,
measurement. The noise floor shall be 20 dB lower than any specified limit for the crosstalk. If
the measured value is closer to the noise floor than 10 dB, this shall be reported.

NOTE For high crosstalk values, it may be necessary to screen the terminating resistors.
4.3.5.3 Measurement

Connect the disturbing pair of the connector under test (CUT) to the signal source and the
disturbed pair to the receiver port.
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Terminate according to Figure 9. It is recommended that the socket be terminated with short
separated pairs without sheath. Test all possible pair combinations4 and record the results.

The CUT shall be tested with differential and common mode terminations.

Differential and common mode terminations shall be provided on at least one end of each
pair, including the unused pairs. This may be the near end or the far end. Differential
terminations shall be provided at both ends. Optionally, differential and common-mode
terminations may be provided at both ends of all pairs, as shown in Figure 9.

The measurements shall be performed from both ends of the mated connector. As a
connector is a low-loss device, near-end crosstalk values from two ends are nearly equal.

Modular connector performance on all pair combinations shall be qualified with the full range
of test plugs. This means each pair combination of each modular connector will be tested with
2 worst case plugs representing the lower limit and upper limit NEXT requirement, on pair
combinations 1,2-3,6; 3,6-4,5; and 3,6-7,8.

4.3.6 Test report
The results measured shall be reported in graphical or table format with the specification
limits shown on the graphs or in the table at the same frequencies as specified in the relevant

detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.3.7 Accuracy

The accuracy shall be better than +1 dB at measurements up to 60 dB and +2 dB at
measurements up to 85 dB.

4.4 Far-end crosstalk (FEXT), Test 26d
4.41 Object

The object of this test procedure is to measure the magnitude of the electric and magnetic
coupling between driven (disturbing) and quiet (disturbed) pairs of a mated connector pair.

4.4.2 Fixed and free connector combinations to be tested

Fixed connector performance on all pair combinations shall be qualified with at least one test
plug, lying within the ranges defined by the worst cases of the NEXT requirements of 5.1.4
and the FEXT requirements of 5.2.4.

4.4.3 Test method

Far-end crosstalk is evaluated by measuring the scattering parameters, S,4, at the far end of
a pair when the signal is applied at the near end of any other possible pair of the mated
connector.

4.4.4 Test set-up

The test set-up consists of two baluns and a network analyser as defined in 3.1. An
illustration of the set-up, which also shows the termination principles, is shown in Figure 10.

4 There are 6 different combinations of near end crosstalk in a four pair connector from each side, ich_giv,
total of 12 measurements for each kind of termination method. ﬁﬁdlﬁﬁents
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cuT
50 Q
[T— 50 Q -
'F\,'é\m r——_='}£: — 50
500 F 50 Q
} soa q B NA
=13 fhopao"————" Do fF—— Por2
50Q J
T 50 Q

Screen (if any) / Measurement cables
Ground plane / L

Plug side Socket side IEC 124/05

NOTE Passive terminations may be either balun or resistor terminations.

Figure 10 — FEXT measurement for differential and common mode terminations

4.4.5 Procedure
4.4.5.1 Calibration

Calibration is performed as shown in 4.3.5.1.

4.4.5.2 Establishment of noise floor

The noise floor of the set up is established as shown in 4.3.5.2.

4.4.5.3 Measurement

Connect the disturbing pair of the CUT to the signal source and the disturbed pair to the
receiver port.

Differential and common mode terminations shall be provided on at least one end of each
pair, including the unused pairs. This may be the near or far end. Differential terminations
shall be provided at both ends.

Terminate according to Figure 10. It is recommended that the socket be terminated with short
separated pairs without sheath. Test all possible pair combinations5 and record the results.

5 There are 12 different combinations for far-end crosstalk in a four pair connector, which gives t
measurements for each termination method. Dséﬁflﬁents
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4.4.6 Test report

The measured results shall be reported in graphical or table format with the specification
limits shown on the graphs or in the table at the same frequencies as specified in the relevant
detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.4.7 Accuracy

The accuracy shall be better than 1 dB at measurements up to 60 dB and +2 dB at
measurements up to 85 dB.

4.5 Transfer impedance (Z;), Test 26e
4.51 Object

The object of this test is to measure the transfer impedance of the test specimen. The transfer
impedance, Z; [Q] of an electrically short uniform connector is defined as the quotient of the
longitudinal voltage in the outer system to the current in the inner system.

4.5.2 Test method

The test determines the transfer impedance of the screened connector by measuring the
connector in a triaxial test set-up. This set-up is also used for measurement of transfer
impedance for cables (IEC 61196 series).

4.5.3 Definitions
4.5.3.1 Inner and outer circuit

The inner circuit consists of the screens and the conductors of the test specimen. The
voltages and currents of the inner circuit are indicated by a subscript 1. The outer circuit
consists of the outer screen surface and the inner surface of the test (triaxial) tube. The
voltages and currents of the outer circuit are indicated by a subscript 2.

4.5.3.2 Coupling length

Two cables in the test set-up terminate to the connector under test. The combined length of
connector and cable, which is inside the triaxial tube is called the coupling length. The
maximum allowed coupling length depends on the highest frequency to be measured:

Lomar <2200 )
\/axfmax
where
L max is the maximum coupling length;
Jmax is the highest frequency;
& is the resulting relative permittivity of the dielectric of the connecting cable.

The condition means that the phase constant of the cable multiplied by the length is less
than 1.
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4.5.4 Test set-up
4.5.4.1 Preparation of test specimen

The principle for preparation of the test specimen is shown in Figure 11.

Measurement cable Measurement cable

>

Screened load

Connector resistor R

Connector under test

IEC 1087/06

Figure 11 — Preparation of test specimen

Measurement cables providing class D, E or F balanced cabling performance according to
ISO/IEC 11801 as prescribed by the manufacturer shall terminate the test specimen.

The length of the measurement cable shall be 7 cm. The length of the tube determines the
length of the other measurement cable. The signal conductors of the measurement cables
shall be connected together at both ends. The short measurement cable shall be terminated
by R4, (see 4.5.4.4) which shall be connected between the inner conductors and the cable
screens. R4 shall be screened by a metallic screen, which is bonded to the screens of the
measurement cable.

4.5.4.2 Triaxial set-up

The test set-up consists of a network analyser and a triaxial test set-up for measuring transfer
impedance. The triaxial test set-up consists of a metallic (for example brass) tube, resistors
and impedance matching networks.

The metallic tube is closed at both ends with metallic endplates with provisions for cable feed
through. The diameter of the tube shall be large enough to be able to accommodate the test
specimen. The length of the tube should preferably be equal to or less than 30 cm. The
directions given in 4.5.4.3 shall be used to determine the maximum frequency for valid
measurements.

The resistors are terminating resistors. R, terminates the inner circuit. This resistor shall have
a value close to the impedance of the inner circuit (see 4.5.3.1). The other, R,, terminates the
outer circuit. The resistor shall have a value close to

Ry z1,4><60><InZ—°—50 (6)

Cc
where
d
d

° is the inner diameter of tube;

c is the outer diameter of the measurement cable screen.

The test specimen shall be mounted in the centre of the tube. (It may be supported by plastic

foam).
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The test set-up shall be connected to the network analyser through the impedance matching
network. The impedance matching network is a minimum loss two resistor network, which
matches the inner circuit to the impedance of the network analyser port (see 4.5.3.1). In
Figure 12, the complete triaxial set-up is shown.

Screens short-circuited
to end-piece of tube

Matching circuit /
14
—P km (

UG U1 ‘

Ur

To NA port 2

From NA port 1

Coupling length IEC 1088/06

Figure 12 — Triaxial test set-up

4.5.4.3 Impedance of the inner circuit

If the impedance Z; of the inner circuit is not known, it may be determined by using this
method:

One end of the prepared sample is connected to a network analyser, which is calibrated for
impedance measurements at the sample reference plane. The test frequency shall be the
approximate frequency for which the length of the sample is 1/8 A, where A is the wavelength.

Cc

ftest = 1’5X8Lsample (7)
where
Jrest is the test frequency;
c is the speed of light;
Lsample is the length of sample.

The sample is short-circuited at the far end. The impedance Z,,,, is measured.

The sample is left open at the same point where it was shorted. The impedance Z,q is
measured.

Z4 is calculated as:

Zy = \[Zshort X Zopen (8)

R, is chosen as a standard value resistor, whose resistance is close (< 20 %) to Z;.
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4.5.4.4 Impedance matching networks
4.5.4.41 Configuration

If R4 is not 50 Q6 then an impedance matching circuit is needed. It shall be implemented as a
two resistor circuit with one series resistor, R and one parallel resistor R,. The value of the
resistors and the configurations are shown in 4.5.4.2 and 4.5.4.3. The voltage gain, &, is also
shown for each configuration.

4.5.4.4.2 R, <50Q

If the impedance of the inner system, and subsequently R, is less than 50 Q the formulas

below are used.
Ry
R. =50,/1—-— 9
s ,/ 50 9

Ry = —— (10)

The configuration is depicted in Figure 13:

Rs

50 Q side Rp R4 side

IEC 1089/06

Figure 13 — Impedance matching for R; < 50 Q

The voltage gain, k,, of the circuit is:

RiR,
 RyRy + RyRs + RqRs

(11)

ke

45443 R,>50Q

If the impedance of the inner system, and subsequently R, is greater than 50 Q, the equations

below are used.
/ 50
R =Ry 1—— 12
s 1 R1 ( )

Ry = ——— (13)
50
1- 2=
R
The configuration is depicted in Figure 14:
6 For40 < Z4 < 60, no impedance matching circuit is needed. In that case R4 is set to 50 Q. Documents
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Rs

50 Q side Rp R4 side

IEC 1090/06

Figure 14 — Impedance matching for R; > 50 Q

The voltage gain, k,, of the circuit is:

R4

TRk )

km

4.5.5 Procedure
4.5.5.1 Calibration

The two coaxial measurement cables, which connect the triaxial test set-up with the network
analyser are connected together and a through calibration is performed.

4.5.5.2 Measurement
The insertion loss of the triaxial test set-up is measured from the lowest frequency for which

the network analyser operates to the highest specification frequency of the relevant detail
specification.

4.5.5.3 Evaluation of test results

4.5.5.3.1 General

The test measures the transfer impedance of the complete test sample including the parts of
the terminating cable or cables, which are exposed in the tube. If the transfer impedances of

the terminating cable or cables are not negligible, these impedances shall be subtracted from
the result (see 4.5.5.3.3).

4.5.5.3.2 Calculation of transfer impedance
According to the definition:

_Uy

Z1 = 15
TS (15)
where
U, is the voltage in the outer system;
14 is the current in the inner system.
With reference to Figure 12:
50
Ugr =——xU 16
R 50 + R2 2 ( )
or
50 +R2
Uy =——=xU, A
2= "5 <R Docufients
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U ke XU
I =21 = fm*Ze (18)
Ry Ry
for Zp << Ry
U Ryx(50+R U
z; = Y2 _ Rix(0+Ry)  Ug (19)
14 50k, Ug
9meas ~ “cal
Ry x50+ R ‘{ }
50k m
where
Z7 is the transfer impedance;
ameas 1S the attenuation measured at measuring procedure;
R, is the terminating resistor in inner system;
R, is the terminating resistor in outer system;
km is the voltage gain of the matching circuit (see 4.5.4.4).
4.5.5.3.3 Correction for transfer impedance of measurement cables

If the transfer impedance of the measurement cables is not negligible, the transfer impedance
of the exposed length of the measurement cable shall be subtracted from the result.

The transfer impedance of the cable shall be measured in the same set-up as used for
measuring the test sample. The calculated transfer impedance shall be corrected for the
coupling length of the tested cable sample by dividing the result by the coupling length, L.
The calculated transfer impedance of the cable has the dimension of Q/m. The correction,
which shall be subtracted from the measured Z; is then the transfer impedance of the length

of terminating cable or cables, which is exposed in the test sample. That is:

ZT con =ZT = ZT_cablet X L1 = ZT_cable2 X L2 (21)
where
ZT con is the transfer impedance of connector under test;
Z7 is the transfer impedance of test sample;
7T cable1 is the transfer impedance of measurement cable 1;
Ly is the length of measurement cable 1;
ZT cable2 is the transfer impedance of measurement cable 2 if applicable;
L, is the length of measurement cable 2.

4.5.6 Test report
The test report shall record the test results in a table or as a graph, according to the relevant

detail specification, showing Z; as a function of frequency. The report shall conclude if
requirements of the relevant connector specification are met.

4.5.7 Accuracy

The accuracy shall be shown to be better than £10 mQ.
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4.6 Transverse Conversion Loss (TCL), Test 26f
4.6.1 Object

The object of this test is to measure the mode conversion (differential to common mode) at
the near end of a signal in the conductor pairs of the CUT. This is also called unbalance
attenuation or Transverse Conversion Loss, TCL.

4.6.2 Test method

The balance is evaluated by measuring the common-mode part at the near end of a
differential-mode signal, which is launched in one of the conductor pairs of the CUT.

4.6.3 Test set-up

The test set-up consists of a network analyser and a balun with a differential- and common-
mode test port. An illustration of the set-up, which also shows the termination principles, is
shown in Figure 15.

CuUT
NA

Port 2
) 50 Q
NA ——————
Port 1 ’} g 50 Q
J

50 Q H=
} 0o 50 Q
}—:I—’} E::)ooco(>-< 50 Q
500 T
J g 50 Q

=1 fhorgao——"" 50 Q

|,—':'—50 . 50 Q
rl:l—’} g ——— 50 Q

Y \

Screen (if any) / Measurement cables

Ground plane / J’

(6]

o

[e]
N N N N
()] [é)] [é)] [é)]
\—l:]b \ﬂb \—ljb J‘I]D

Plug side Socket side IEC 125/05

Figure 15 — TCL measurement

NOTE Passive terminations may be either balun or resistor terminations.
4.6.4 Procedure

4.6.4.1 Calibration

Calibration is performed in three steps.

a) The attenuation of the coaxial test leads to the network analyser is calibrated out by
performing a through calibration with these test leads connected together.

b) The attenuation of differential signals of the test balun, ap, py is measured by connecting
two identical baluns back to back. The insertion loss of these baluns is measureﬁ, and half
of this loss is the insertion loss of the balun for a differential signal. ocuments
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c) The attenuation of common-mode signals of the test balun, ap, ¢y is measured by
measuring the insertion loss from the common-mode test port of the balun to the
differential output terminals. The two differential output terminals shall be short-circuited
and connected to the inner conductor of the coaxial test lead to the network analyser.

4.6.4.2 Noise floor
The noise floor of the set-up shall be measured. The level of the noise floor is determined by
white noise, which may be reduced by increasing the test power and by reducing the

bandwidth of the network analyser, and by the longitudinal balance (see Table 1) of the test
balun.

The noise floor, a 456 m shall be measured by terminating the differential output of the balun
with a 100 Q resistor and perform a S, measurement between the differential-mode and the
common-mode test port of the balun. a,s is calculated as

anoisem = —20 |09|S21| (22)
Anoise = 9noise,m ~ %bal,DM ~ 9bal,CM (23)

The noise floor shall be 20 dB lower than any specified limit for balance. If the measured
value is closer to the noise floor than 10 dB, this shall be reported.

4.6.4.3 Measurement
Connect the measured pair of the CUT to the differential output of the test balun. Terminate

the CUT according to 4.6.3. Perform a S,, measurement between the differential-mode and
the common-mode test port of the balun. The balance, TCL, is calculated as

dmeas = —2010g S| (24)
TCL = ameas — @pal DM ~ bal,CM (25)

4.6.5 Test report
The measured results shall be reported in graphical or table format with the specification
limits shown on the graphs or in the table at the same frequencies as specified in the relevant

detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.6.6 Accuracy

The accuracy shall be better than £1 dB at the specification limit.

4.7 Transverse Conversion Transfer Loss (TCTL), Test 26g
4.71 Object
The object of this test is to measure the mode conversion (differential to common mode) at

the far end of a signal in the conductor pairs of the CUT. This is also called Transverse
Conversion Transfer Loss, TCTL.

4.7.2 Test method

The balance is evaluated by measuring the common-mode part at the far end of a differential-
mode signal, which is launched in one of the conductor pairs of the CUT.
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4.7.3 Test set-up

The test set-up consists of a network analyser and a balun with a differential- and common-
mode test port. An illustration of the set-up, which also shows the termination principles, is
shown in Figure 16.

’F\f?m ‘——_—:’"3 E: ><><>o<>o<:\)'j r_:_l
50Q ) {
} s0a g = 250
=1 P horgo”————"_ 0=y
500 T
50 Q = 25Q
=1 £::>°‘°C°<><>°O<>°{5OZ":'1
! 505::Q : =1 50
}—:'—’} g: g 500 [

Y \

Screen (if any) / Measurement cables

Ground plane — J’

Plug side Socket side IEC 126/05

Figure 16 — TCTL measurement

NOTE Passive terminations may be either balun or resistor terminations.
4.7.4 Procedure

4.7.41 Calibration

Calibration is performed as for TCL-measurement (see 4.6.4.1).
4.7.4.2 Noise floor

The same requirements as described in 4.6.4.2 for TCL-measurements apply.

4.7.4.3 Measurement
Connect the measured pair of the CUT to the differential output of the test balun. Terminate

the CUT according to 4.7.3. Perform a S,; measurement between the differential-mode and
the common-mode test port of the balun. The balance, TCTL, is calculated as

dmeas = —20 |09|SZ1| (26)
TCTL = ameas — bal DM ~ @bal,CM (27)

4.7.5 Test report

The measured results shall be reported in graphical or table format with the s ? i
limits shown on the graphs or in the table at the same frequencies as speciiied in tgge?e eEvi!lﬁmerﬂ:s
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detail specification. Results for all pairs shall be reported. It shall be explicitly noted if the
measured results exceed the test limits.

4.7.6 Accuracy

The accuracy shall be better than £1 dB at the specification limit.

5 Construction and qualification of test plugs

5.1 De-embedding near-end crosstalk (NEXT) test plug
5.1.1 Set-up and calibration of reference plug
5111 General

Since reference-plug characterization involves 3 measurements and subtractions between the
measurements, it is necessary to take all 3 measurements at the same frequencies. It is
therefore suggested that for reference-plug qualification, a linear sweep of 401 points from
1 MHz to 401 MHz always be used.

5.1.1.2 Calibration

Calibrate the network analyser using a full 2-port calibration. Use open, short, and load
standards directly on the balun. For the through calibration, place the baluns back to back so
as to maintain polarity, with a zero-length through standard. See Figure 17. Alternatively, a
non-zero length through may be used and its effects calibrated.

THIFACE3

LPTHRU

IEC 115/05

Figure 17 — Back-to-back through calibration (for more information, see Annex A)

5.1.1.3 Port extension
5.1.1.3.1 General

The port extension function of the network analyser may be used to locate the reference
plane of the test plug at the interface of the test plug and reference jack. AlterndD\@EUsments
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and imaginary data in volts/volt may be obtained from the network analyser, and the reference
plane may be moved in post-processing using a spreadsheet.

The time constant for the port extension shall be determined in the following manner:

A full 1-port calibration shall be performed to establish a reference plane location at the balun
port. The settings of the network analyser shall be sufficient to achieve a maximum of £5 ps of
random variation. The recommended settings are as follows.

a) Measurement function is S delay.

b) Averaging 4x or higher.

c) Intermediate frequency bandwidth (IFBW) 300 Hz or less.
d) Set smoothing to 10 %.

5.1.1.3.2 Port extension measurements

a) With the test plug connected to the test baluns, measure the S, time delay determined
with an open circuit at the plug ends at 50 MHz(TDgpen somHz) a@nd 100 MHz

(TDopen_100MHz) for each pair.

b) Place a short on the plug. This short shall connect the pins of the pair under test at the tip
of the plug. Measure the Siy delay for each pair at 50 MHz(7Dgnort s0mHz) and

100 MHz (TDghort_100MHz) S€quentially shorted in this manner.

c) Construct a spare plug. Measure the delay of this spare plug mated to the shorting jack.
Then, solder across the blades of the spare plug and measure its shorted S;, delay.
Calculate the delay of the shorting jack as the difference between these delays, with an
allowance of 5 ps for the delay in the solder on adjacent pairs, and 15 ps on the split pair
3,6. Adjust the measured delays of the test plug shorted by subtracting the delay of the
shorting jack.

d) The time delay for each wire pair is determined by the average of the open- and short-
circuit time-delay measurements at 50 MHz and 100 MHz (4 numbers averaged).

These time-delay measurements represent round-trip time delays. The one-way time delay is
one half of the round trip S;4 delay. For the purpose of NEXT loss measurements for each
pair, the one-way time delays of the wire pairs involved in the measurement shall be used to
set the port extension amount for each port as calculated in equation (28).

TDopen_50MHz + TDopen_100MHz + TDshort_50MHz + TDshort_100MHz

PortExtension = 3 (28)

NOTE 1 The time-delay measurements are dependent on proximity to ground planes. Then positioning of the wire
pairs should remain as constant as possible during all measurements.

NOTE 2 The measurement accuracy of this method is approximately 20 ps in a round-trip measurement,
corresponding to a one-way distance of approximately 2 mm.

When the test plug NEXT loss is measured, the appropriate port extensions shall be applied
after calibration to align the test plug mated to reference jack data and the reference plane of
the jack vector in Table 4. This may be done by the following:

i) Turn the port extensions of the network analyser on.
ii) Enter the calculated port extension constant for each port (1 and 2) of the network.

5.1.2 Test plug construction

Test plugs may be cut from the ends of patch cords, or made in any convenient way. Trim the
test plug leads so that the test plug will fit on the impedance management fixture.
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5.1.3

Test plug NEXT measurement

When NEXT measurements are made, the test leads shall be mounted in a pyramid, channel,
or other device to manage both their common and differential mode impedance, see Annex A
for an example text fixture.

To determine the port extension constants, measure the delay of the test plug on each pair as
described in 5.1.1.3.

Using the procedures described in 4.3, measure the NEXT of the test plug mated to the de-
embedding reference jack according to Clause 6 on all 6 pair combinations. It is suggested
that numerical conversions between real and imaginary and magnitude and phase be
minimized, or avoided entirely, by taking data as real and imaginary.

Use the values given in Tables 4 and 5 for the jack vector.

Table 4 — De-embedded NEXT real and imaginary reference jack vectors

Pair

Rey - Real coefficient of reference jack vector (V/V)

(f = frequency in MHz)

3,6-4,5

=587x10""x 13 +202x108 x £2-110x10°x 1

1,2-3,6

=-172x10 " x £3 +381x10 8 x £2 -389x107" x f

36-7,8

=128x10"13x 14 —263x107""x /2 +563x1078 x 12 -362x107" x 1

1,2-4,5

=873x108x f2+307x107" x f

4,5-7,8

=203x10"""x 3 +508x108 x 12 +325x107" x 1

1,2-7,8

=-251x10""x 13 +234x1078x 2 -223x107" x 1

Imj — \maginary coefficient of reference jack vector (V/V)

(f = frequency in MHz)

3,6-4,5

=309x10""x 3 +177x108 x 2 -147x10 8 x 1

1,2-3,6

=-109x108x 2 +508x10 % x 1

36-7,8

=-186x10""3 x /4 +918x107""x 13 -932x10%x 2 +274x107°x f

1,2-4,5

=-268x10"""x 13 -120x1078x 12 +682x10° x 1

4,5-7,8

=-167x10"18 % 14 +858x107"x 3 -225x108 x 12 +4,96x10° x 1

1,2-7,8

=601x10""x 74 -458x107""x 13 +332x107"%x 12 +912x10 6 x 1

NOTE The reference jack vector coefficients in Table 4 were derived from average measurements
collected using a 4-balun test fixture set-up, incorporating impedance matching for the test leads, with
common-mode terminations applied to all near-end pairs only, using the jack described in 6.2.1.
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Table 5 — Differential mode reference jack vectors

Pair

Rej — Real coefficient of reference jack vector (V/V)

(f = frequency in MHz)

3,6-4,5

=-252x10"18 x 14 +152x10710% 3 ~948x1072x 12 +384x107 x f

1,2-3,6

=688x10"18x 14 -341x107 10 x £3 +109x1077" x /2 -343x10 7% x f

3,6-7,8

=307x10"""x 3 +716x1078 x 12 -146x108 x 1

1,2-4,5

=184x10""x 3 +6,96x108x 12 +109x10 8 x 1

4,5-7,8

=545x10"8x (2 +357x107" x f

1,2-7,8

=-193x107"3x r4 +813x107 "% 13 -217x1071%% 2 +522x107" x

Imj — Imaginary coefficient of reference jack vector (V/V)

(f = frequency in MHz)

3,6-4,5

=805x10"""x £3-782x107"0% 2 -339x107®x 1

1,2-3,6

=-109x10""%% 13 +250x108 x 12 +6,70x10 0 x

3,6-7,8

=-111x107"0% 3 4+29%x1078x £2+29x10 0 x 1

1,2-4,5

=-111x108x 2 +662x10°x f

4,5-7,8

=-232x10"18x 4 +12x10719% 13 -3,05x10 8 x 2 +498x10° x 1

1,2-7,8

=361x10""x 14 -162x107"0x 13 +145x108 x 12 +7,68x108x 1

NOTE The reference jack vector coefficients in Table 5 were derived from average measurements collected
using a 4 balun test fixture set, using the jack described in 6.2.1.

The test plug NEXT is the difference between the test plug measurement and the jack vector.

5.1.4

Test plug NEXT requirements

For connectors specified up to 100 MHz according to IEC 60603-7-2 or IEC 60603-7-3,
Table 6 applies.
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