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574-10 Amend. 2 @ |EC -3 -
PREFACE

This amendment has been prepared by IEC Technical Committee No. 84:
Equipment and systems in the field of audio, video and audiovisual engi-
neering.

The text of this amendment is based on the following documents:

Amendments Nos Six Months' Rule Reports on Voting
2 86(C0)62 86(C0)75
1 86(C0)4G38 864(C0)59

Full information on the voting for the approval of this amendment can be
found in the Voting Reports indicated in the above table.

The text of Amendment No. 2 is indicated by a vertical line in the
margin.

Page 11
6.1.3 Cue tone spacing
Replace final line of a) with:
- minimum 0.5 s for filmstrips;
Page 13
6.2.1 Picture advance

Replace the final line with:

a) 450 ms for slides,
b) 250 ms for filmstrips.

Page 15
6.3.5 Bass cut in audio recording characteristics
Replace Under consideration by the following text:

The normal recording equalization for tape running at 4.76 cm/s in
cassettes, as specified in |EC 94-1 applies, but with the addition of a
high pass filter. The filter shall have a flat, +0,5 dB response above
125 Hz. The rate of increase of attenuation below 125 Hz shall be equal
to or greater than 24 dB per octave.

Note.- The purpose of the bass cut 1in the audio recording charac-
teristic is to ensure that low frequency components of the
audio signal do not cause unwanted triggering of superimposed
cue tone circuits.
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