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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
MEDICAL ELECTRICAL EQUIPMENT –  

 
Part 2-44: Particular requirements for the basic safety and essential 

performance of X-ray equipment for computed tomography 
 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International standard IEC 60601-2-44 has been prepared by subcommittee 62B: Diagnostic 
imaging equipment, of IEC technical committee 62: Electrical equipment in medical practice. 

This third edition cancels and replaces the second edition published in 2001 and its 
Amendment 1 (2002). This edition constitutes a technical revision primarily related to 
RADIATION protection and control. 

The text of this particular standard is based on the following documents: 

FDIS Report on voting 

62B/727/FDIS 62B/734/RVD 

 
Full information on the voting for the approval of this particular standard can be found in the 
report on voting indicated in the above table. 
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this standard, the following print types are used: 

– Requirements and definitions: roman type. 
– Test specifications: italic type. 

– Informative material appearing outside of tables, such as notes, examples and references: in smaller type. 
Normative text of tables is also in a smaller type. 

– TERMS DEFINED IN CLAUSE 3 OF THE GENERAL STANDARD, IN THIS PARTICULAR STANDARD OR AS 
NOTED: SMALL CAPITALS. 

In referring to the structure of this standard, the term 

– “clause” means one of the seventeen numbered divisions within the table of contents, 
inclusive of all subdivisions (e.g. Clause 7 includes subclauses 7.1, 7.2, etc.); 

– “subclause” means a numbered subdivision of a clause (e.g. 7.1, 7.2 and 7.2.1 are all 
subclauses of Clause 7). 

References to clauses within this standard are preceded by the term “Clause” followed by the 
clause number. References to subclauses within this particular standard are by number only. 

In this standard, the conjunctive “or” is used as an “inclusive or” so a statement is true if any 
combination of the conditions is true. 

The verbal forms used in this standard conform to usage described in Annex H of the ISO/IEC 
Directives, Part 2. For the purposes of this standard, the auxiliary verb: 

– “shall” means that compliance with a requirement or a test is mandatory for compliance 
with this standard; 

– “should” means that compliance with a requirement or a test is recommended but is not 
mandatory for compliance with this standard; 

– “may” is used to describe a permissible way to achieve compliance with a requirement or 
test. 

A list of all parts of the IEC 60601 series, published under the general title Medical electrical 
equipment, can be found on the IEC website. 

The committee has decided that the contents of this particular standard will remain 
unchanged until the maintenance result date indicated on the IEC web site under 
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the 
publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

NOTE The attention of National Committees is drawn to the fact that equipment MANUFACTURERS and testing 
organizations may need a transitional period following publication of a new, amended or revised IEC publication in 
which to make products in accordance with the new requirements and to equip themselves for conducting new or 
revised tests. It is the recommendation of the committee that the content of this publication be adopted for 
implementation nationally not earlier than 3 years from the date of publication. 

The contents of the corrigendum of May 2010 have been included in this copy. 
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MEDICAL ELECTRICAL EQUIPMENT –  
 

Part 2-44: Particular requirements for the basic safety and essential 
performance of X-ray equipment for computed tomography 

 
 
 

201.1 Scope, object and related standards 

Clause 1 of the general standard1) applies, except as follows: 

201.1.1 Scope 

Replacement: 

This International Standard applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE of CT 
SCANNERS, hereafter also referred to as ME EQUIPMENT. 

If a clause or subclause is specifically intended to be applicable to ME EQUIPMENT only, or to 
ME SYSTEMS only, the title and content of that clause or subclause will say so. If that is not the 
case, the clause or subclause applies both to ME EQUIPMENT and to ME SYSTEMS, as relevant. 

NOTE 1 See also 4.2 of the general standard. 

The scope of this document is limited to CT SCANNERS intended to be used for both head and  
body characterised by an ENCLOSURE of the X-ray source(s) and imaging detector(s) in a 
common protective cover in the shape of a toroid. It includes safety requirements for the X-
RAY GENERATORS used in CT SCANNERS, including those where HIGH-VOLTAGE GENERATORS are 
integrated with an X-RAY TUBE ASSEMBLY. 

NOTE 2 Requirements for X-RAY GENERATORS and for ASSOCIATED EQUIPMENT, which were previously specified in 
IEC 60601-2-7 and IEC 60601-2-32, have been included in either IEC 60601-1:2005 (Ed3) or this edition of 
IEC 60601-2-44. Therefore IEC 60601-2-7 and IEC 60601-2-32 are not part of the 3rd edition scheme for COMPUTED 
TOMOGRAPHY. 

201.1.2 Object 

Replacement: 

The object of this particular standard is to establish particular BASIC SAFETY and ESSENTIAL 
PERFORMANCE requirements for CT SCANNERS as defined in 201.3.201, to ensure safety, and to 
specify methods for demonstrating compliance with those requirements, for CT SCANNERS. 

NOTE 1 Requirements for reproducibility, linearity, constancy and accuracy are given because of their 
relationship to the quality and quantity of the IONIZING RADIATION produced and are confined to those considered 
necessary for safety. 

NOTE 2 Both the levels for compliance and the tests prescribed to determine compliance reflect the fact that the 
safety of HIGH-VOLTAGE GENERATORS is not sensitive to small differences in levels of performance. The 
combinations of LOADING FACTORS specified for the tests are therefore limited in number but chosen from 
experience as being appropriate in most cases. It is considered important to standardize the choice of 
combinations of LOADING FACTORS so that comparison can be made between tests performed in different places on 
different occasions. However, combinations other than those specified could be of equal technical validity. 

NOTE 3 The safety philosophy on which this standard is based is described in the introduction to the general 
standard and in IEC TR 60513. 

————————— 
1) IEC 60601-1:2005, Medical electrical equipment – Part 1: General requirements for basic safety and essential 

performance. 
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NOTE 4 Concerning RADIOLOGICAL PROTECTION, it is assumed that MANUFACTURERS and RESPONSIBILE 
ORGANIZATIONS accept the general principles of justification, optimisation, and application of dose limits of the 
International Commission on Radiological Protection as stated in ICRP 103, 2007, paragraph 203,  [12]2) namely:  

(a) “The principle of justification: Any decision that alters the RADIATION exposure situation should do more good 
than harm.” 

(b) “The principle of optimisation of protection: The likelihood of incurring exposures, the number of people 
exposed, and the magnitude of their individual doses should all be kept as low as reasonably achievable, taking 
into account economic and societal factors.” 

(c) “The principle of application of dose limits: The total dose to any individual from regulated sources in planned 
exposure situations other than medical exposure of PATIENTS should not exceed the appropriate limits 
recommended by the Commission.” 

(d) "Application of dose limits for the PATIENT dose might be to the PATIENT’S detriment. Therefore dose limits 
should not be applied to medical exposures. However, considerations should be given to the use of dose 
constraints or investigation levels for some common diagnostic procedures. This concept, now renamed as 
diagnostic reference levels, has been introduced in a large number of countries." 

NOTE 5 It is recognized that many of the judgements necessary to follow the ICRP general principles have to be 
made by the RESPONSIBLE ORGANIZATIONS and not by the MANUFACTURER of the ME EQUIPMENT. 

201.1.3 Collateral standards 

Addition: 

This particular standard refers to those applicable collateral standards that are listed in 
Clause 2 of the general standard and Clause 201.2 of this particular standard. 

IEC 60601-1-3 applies as modified in Clause 203. IEC 60601-1-8, IEC 60601-1-9 and 
IEC 60601-1-103) do not apply. All other published collateral standards in the IEC 60601-1 
series apply as published. 

201.1.4 Particular standards 

Replacement: 

In the IEC 60601 series, particular standards may modify, replace or delete requirements 
contained in the general standard and collateral standards as appropriate for the particular 
ME EQUIPMENT under consideration, and may add other BASIC SAFETY and ESSENTIAL 
PERFORMANCE requirements.  

A requirement of a particular standard takes priority over the general standard. 

For brevity, IEC 60601-1 is referred to in this particular standard as the general standard. 
Collateral standards are referred to by their document numbers. 

The numbering of clauses and subclauses of this particular standard corresponds to that of 
the general standard with the prefix “201” (e.g. 201.1 in this standard addresses the content 
of Clause 1 of the general standard) or applicable collateral standard with the prefix “20x” 
where x is the final digit(s) of the collateral standard document number (e.g. 202.4 in this 
particular standard addresses the content of Clause 4 of the 60601-1-2 collateral standard, 
203.4 in this particular standard addresses the content of Clause 4 of the 60601-1-3 collateral 
standard, etc.). The changes to the text of the general standard are specified by the use of 
the following words: 

————————— 
2)  Figures in square brackets refer to the Bibliography. 

3) IEC 60601-1-10, Medical electrical equipment – Part 1-10: General requirements for basic safety and essential 
performance – Collateral Standard: Requirements for the development of physiologic closed-loop controllers 
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"Replacement" means that the clause or subclause of the general standard or applicable 
collateral standard is replaced completely by the text of this particular standard. 

"Addition" means that the text of this particular standard is additional to the requirements of 
the general standard or applicable collateral standard. 

"Amendment" means that the clause or subclause of the general standard or applicable 
collateral standard is amended as indicated by the text of this particular standard. 

Subclauses, figures or tables which are additional to those of the general standard are 
numbered starting from 201.101. However, due to the fact that definitions in the general 
standard are numbered 3.1 through 3.139, additional definitions in this standard are 
numbered beginning from 201.3.201. Additional annexes are lettered AA, BB, etc., and 
additional items aa), bb), etc. 

Subclauses, figures or tables which are additional to those of a collateral standard are 
numbered starting from 20x, where “x” is the number of the collateral standard, e.g. 202 for 
IEC 60601-1-2, 203 for IEC 60601-1-3, etc. 

The term "this standard" is used to make reference to the general standard, any applicable 
collateral standards and this particular standard taken together. 

Where there is no corresponding section, clause or subclause in this particular standard, the 
section, clause or subclause of the general standard or applicable collateral standard, 
although possibly not relevant, applies without modification; where it is intended that any 
parts of the general standard or applicable collateral standard, although possibly relevant, is 
not to be applied, a statement to that effect is given in this particular standard. 

201.2 Normative references 

NOTE Informative references are listed in the bibliography beginning on page 41. 

Clause 2 of the general standard applies, except as follows: 

Replacement: 

IEC 60601-1-3:2008, Medical electrical equipment – Part 1-3: General requirements for basic 
safety and essential performance – Collateral Standard: Radiation protection in diagnostic X-
ray equipment 

Addition: 

IEC 60601-1:2005, Medical electrical equipment – Part 1: General requirements for basic 
safety and essential performance 

IEC 61223-3-5, Evaluation and routine testing in medical imaging departments – Part 3-5: 
Acceptance tests – Imaging performance of computed tomography X-ray equipment 

ISO 12052, Health informatics – Digital imaging and communication in medicine (DICOM) 
including workflow and data management 

201.3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60601-1:2005, IEC 
60601-1-3:2008 and IEC 60788:2004 apply, except as follows: 
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NOTE 101 An index of defined terms is to be found at the end of this document. 

NOTE 102 In accordance with the definitions in IEC 60601-1-3, in this standard unless otherwise indicated:  

– values of X-RAY TUBE VOLTAGE refer to peak values, transients being disregarded; 

– values of X-RAY TUBE CURRENT refer to average values. 

Addition: 

201.3.201 
CT SCANNER 
X-RAY EQUIPMENT intended to generate cross-sectional images of the body by computer 
reconstruction of X-ray transmission data obtained at different angles, which may include 
signal analysis and display equipment, PATIENT SUPPORT, support parts and ACCESSORIES 

NOTE 1 The scope of this document is limited to CT SCANNERS intended to be used for both head and body 
characterised by an ENCLOSURE of the X-ray source(s) and imaging detector(s) in a common protective cover in the 
shape of a toroid. 

NOTE 2 Secondary imaging processing is not included in the scope of this standard. 

201.3.202 
CT CONDITIONS OF OPERATION 
all selectable parameters governing the operation of a CT SCANNER  

NOTE 1 Examples of such conditions include NOMINAL TOMOGRAPHIC SECTION THICKNESS, CT PITCH FACTOR, 
FILTRATION, peak X-RAY TUBE VOLTAGE and either X-RAY TUBE CURRENT and LOADING TIME or CURRENT TIME PRODUCT. 

NOTE 2 Some CT CONDITIONS OF OPERATION may vary during the exposure. 

201.3.203 
COMPUTED TOMOGRAPHY DOSE INDEX 100  
CTDI100 
integral of the DOSE PROFILE produced in a single axial scan along a line perpendicular to 
the TOMOGRAPHIC PLANE from –50 mm to +50 mm, divided by the product of the number of 
TOMOGRAPHIC SECTIONS N and the NOMINAL TOMOGRAPHIC SECTION THICKNESS T, or divided by 
100 mm, whichever is less: 

dz
mm}T,100 min{N

(z) D
CTDI  

  
  = 

+

×∫
−

mm 50

mm 50
100

 

where 
D(z) is the DOSE PROFILE along a line z perpendicular to the TOMOGRAPHIC PLANE, where 

dose is reported as ABSORBED DOSE in air and is evaluated within a 
polymethylmethacrylate (PMMA) dosimetry PHANTOM (203.108); 

N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-ray 
source; 

T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS. 

NOTE 1 The dose is reported as ABSORBED DOSE in air. Air is explicitly designated the reference medium for dose 
in order to avoid potential confusion, since some MANUFACTURERS of CT SCANNERS express dose values calculated 
as ABSORBED DOSE to air and others as ABSORBED DOSE to PMMA. 

Although CTDI100 refers to ABSORBED DOSE in air, for practical purposes the evaluation of ABSORBED DOSE to air 
within a PMMA dosimetry PHANTOM is well approximated by measurement of the AIR KERMA with an ionization 
chamber in the PHANTOM. Generally there is traceability of ionization chambers to AIR KERMA. 

NOTE 2 This definition assumes that the DOSE PROFILE is centred on z = 0. 

NOTE 3 A single axial scan is typically a 360° rotation of the X-ray source. 

NOTE 4 When the TOMOGRAPHIC SECTIONS overlap, e.g. in CT SCANNERS with “flying FOCAL SPOT”, the product 
N × T needs to be adjusted for overlap. 
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NOTE 5 Typically the z-axis is the axis of rotation. 

NOTE 6 If N × T is greater than 100 mm, the physical meaning of CTDI100 changes from the average dose at the 
centre of a 100 mm scan length to the average dose over the central 100 mm region for a single axial scan. 

NOTE 7 The value of CTDI100 will be lower if the length of the dosimetry PHANTOM is less than N × T + 100 mm, 
since the contribution from scattered RADIATION will be underestimated.  

 y

x

z

2 

1

T

IEC   369/09  
1 TO M O G R A P H I C  P L A N E 

2 PHANTOM 

Figure 201.101 – Coordinate system 

201.3.204 
CT PITCH FACTOR 
in helical scanning the ratio of the PATIENT SUPPORT travel Δd along the z-direction per rotation 
of the X-ray source divided by the product of the NOMINAL TOMOGRAPHIC SECTION THICKNESS T 
and the number of TOMOGRAPHIC SECTIONS N: 

TN

Δd
 = factor pitch CT

×
 

where 

Δd is the PATIENT SUPPORT travel along the z-direction per rotation of the X-RAY SOURCE; 
T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS; 
N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-RAY 

SOURCE. 

NOTE 1 Although the CT PITCH FACTOR is associated with helical scanning, its definition refers to parameters T 
and N that are defined only for axial scanning. Definition 201.3.204 presumes that these axial-scanning parameters 
T and N correspond to the same collimation and active-detector configuration as that of the helical scanning for 
which the CT PITCH FACTOR is being evaluated. 

NOTE 2  When the TOMOGRAPHIC SECTIONS overlap, e.g. in CT SCANNERS with “flying FOCAL SPOT”, the product 
N × T needs to be adjusted for overlap. 

NOTE 3 CT PITCH FACTOR will be a function of time when Δd or N × T are variable during the exposure. 

NOTE 4 The terms “helical” is used in this document as a synonym for the term “spiral”. 

201.3.205 
DOSE PROFILE 
representation of the dose as a function of position along a line 
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201.3.206 
NOMINAL TOMOGRAPHIC SECTION THICKNESS 
in CT SCANNERS the TOMOGRAPHIC SECTION THICKNESS which is selected and indicated on the 
CONTROL PANEL 

NOTE In helical scanning the thickness of a section associated with the reconstructed image depends on the 
helical reconstruction algorithm and pitch. This thickness might or might not be equal to the NOMINAL TOMOGRAPHIC 
SECTION THICKNESS. 

201.3.207 
SENSITIVITY PROFILE 
relative response of a system for COMPUTED TOMOGRAPHY as a function of position along a line 
perpendicular to the TOMOGRAPHIC PLANE 

201.3.208 
TOMOGRAPHIC PLANE 
geometric plane perpendicular to the axis of rotation at the centre of the X-RAY FIELD in z (see 
Figure 201.101) 

201.3.209 
TOMOGRAPHIC SECTION 
for CT SCANNERS with a single detector row, the volume over which TRANSMISSION data of 
X-RADIATION are collected in a single axial scan; for CT SCANNERS with multiple detector rows 
along the z-axis, the volume over which data are collected by a single acquisition channel 
representing a single row or a selected grouping of rows 

201.3.210 
TOMOGRAPHIC SECTION THICKNESS 
FULL WIDTH AT HALF MAXIMUM of the SENSITIVITY PROFILE taken at the ISOCENTRE of a 
TOMOGRAPHIC SECTION 

201.3.211 
WEIGHTED CTDI100  
CTDIw 
value defined as 

)eral100(periph)100(centreW 3
2

3
1 CTDICTDICTDI +=  

where CTDI100(centre) is the value of CTDI100 measured in the centre of a dosimetry PHANTOM, 
and where CTDI100(peripheral)  is the average of the four values of CTDI100 measured around 
the dosimetry PHANTOM periphery according to 203.109.1 a)2) and 3) 

201.3.212 
VOLUME CTDIw 
CTDIvol 
a) for axial scanning  

wvol Δ
CTDI

d
TNCTDI ×=  

where 
N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-

ray source; 
T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS; 

Δd is the PATIENT SUPPORT travel in z-direction between consecutive scans. 

NOTE 1 For axial scanning with a total table travel of less than N × T  this definition may overestimate the dose. 
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NOTE 2 For the selected CT CONDTIONS OF OPERATION, but irrespective of any scanning length that may be used 
clinically, the VOLUME CTDIw (CTDIvol) is an index of dose based on a convention of 100 mm range of integration 
along the z-axis. For axial scanning, CTDIvol corresponds to the average dose that would accrue in the PHANTOM 
central section of volume equal to the cross sectional area × Δd . 

b) for helical scanning 

factor pitch CT
CTDICTDI w

vol =  

NOTE 1 CT PITCH FACTOR will be a function of time when Δd or N × T are variable during the exposure. 

NOTE 2 For helical scanning with a small number of rotations and a table travel per rotation of less than N × T 
this definition may overestimate the dose. 

NOTE 3 For the selected CT CONDTIONS OF OPERATION, but irrespective of any scanning length that may be used 
clinically, the VOLUME CTDIw (CTDIvol) is an index of dose based on a convention of 100 mm range of integration 
along the z-axis. For helical scanning, CTDIvol corresponds to the average dose that would accrue in the PHANTOM 
central section of volume equal to the cross sectional area × Δd.  

c) for scanning without movement of the PATIENT SUPPORT 

wvol CTDInCTDI ×=  

where n is equal to the number of rotations. 

NOTE 1 c) includes situations where the PATIENT SUPPORT may be moved manually, for example, during an 
interventional procedure. 

NOTE 2 For scanning without movement of the PATIENT SUPPORT and for situations where the PATIENT SUPPORT 
may be moved manually, this definition overestimates the dose as it includes assumed scatter contribution from 
adjacent slices. 

NOTE 3 For scanning without movement of the PATIENT SUPPORT, CTDIvol corresponds to the dose that would 
accrue in the PHANTOM central section of volume equal to the cross sectional area × N × T were there n congruent 
sequences of contiguous scanning, each sequence of length 100 mm. 

201.3.213 
GEOMETRIC EFFICIENCY IN THE Z-DIRECTION 
integral of the DOSE PROFILE determined at the ISOCENTRE without any object in the X-RAY BEAM, 
over the acquisition range in the z-direction, expressed as percentage of the total integral of the 
DOSE PROFILE in the z-direction, where the acquisition range is the length along the z-axis 
spanned by the selected detector elements, or it is the z-axis length of the post-patient collimation, 
whichever is less and where z-axis lengths are given as equivalent lengths at the ISOCENTRE 

NOTE Detector ‘combs’ or grids will reduce geometric efficiency. 

201.3.214 
DOSE-LENGTH PRODUCT  
DLP 
index characterizing the product of the CTDIvol and the total length scanned 

a) For axial scanning 

DLP = CTDIvol × Δd × n 

where 

Δd is the PATIENT SUPPORT travel in z-direction between consecutive scans; 
n is the number of scans in the series. 

b) For helical scanning 

DLP = CTDIvol × L 

where 

L is the table travel during the entire LOADING. 
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NOTE 1 L might be longer than the programmed scan length. 

NOTE 2 The time weighted average of CTDIvol is to be used if CTDIvol is variable. 

c) For scanning without movement of the PATIENT SUPPORT 

DLP = CTDIvol × N × T 

where 

N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-ray 
source; 

T  is the NOMINAL TOMOGRAPHIC SECTION THICKNESS. 

201.3.215 
COMPUTED TOMOGRAPHY DOSE INDEX FREE-IN-AIR  
CTDIFREE AIR 
integral of the DOSE PROFILE produced in a single axial scan along a line perpendicular to 
the TOMOGRAPHIC PLANE from –50 mm to +50 mm, divided by the product of the number of 
TOMOGRAPHIC SECTIONS N and the NOMINAL TOMOGRAPHIC SECTION THICKNESS T, or divided by 
100 mm, whichever is less 

dz
mm}T,100 min{N

(z) D
CTDI    = 

  

+

×∫
−

mm 50

mm 50
AIR FREE

 

where 

D(z) is the DOSE PROFILE along a line z perpendicular to the TOMOGRAPHIC PLANE, where 
dose is reported as ABSORBED DOSE in air and is evaluated free-in-air in the absence 
of a PHANTOM and the PATIENT SUPPORT; 

N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-ray 
source; 

T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS. 

NOTE 1 This definition assumes that the DOSE PROFILE is centred on z = 0. 

201.4 General requirements 

Clause 4 of the general standard applies, except as follows: 

201.4.3 ESSENTIAL PERFORMANCE 

Addition: 

For CT SCANNERS for which the INTENDED USE includes COMPUTED TOMOGRAPHY as the 
principal means of guidance in invasive procedures (involving the introduction of a device, 
such as a needle or a catheter into the body of the PATIENT), any ESSENTIAL PERFORMANCE 
related to such use shall be identified. 

Compliance is checked by inspection of the RISK MANAGEMENT FILE. 

201.4.5 Equivalent Safety for ME EQUIPMENT or ME SYSTEMS 

Addition: 

NOTE Because state of the art technology changes for CT SCANNERS may result in the inability to strictly comply 
with all clauses of this particular standard, alternate means of addressing risks via risk management are acceptable. 
Alternate means are acceptable only when the residual risks resulting from application of the alternative are equal 
to or less than the RESIDUAL RISKS that would ensue when the particular standards requirements are met. 
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201.4.10.2 SUPPLY MAINS for ME EQUIPMENT and ME SYSTEMS  

Addition: 

The internal impedance of a SUPPLY MAINS is to be considered sufficiently low for the operation 
of a CT SCANNER if the value of the APPARENT RESISTANCE OF SUPPLY MAINS does not exceed 
the value specified in the ACCOMPANYING DOCUMENTS. 

Either the APPARENT RESISTANCE OF SUPPLY MAINS or the proper gauge/length of supply cables 
or other appropriate SUPPLY MAINS specifications used in a facility shall be specified in the 
ACCOMPANYING DOCUMENTS. 

NOTE If a NOMINAL voltage is claimed for a mains power supply system, it is assumed that there is no voltage of a 
higher value between any of the conductors of the system or between any of these conductors and earth. 

An alternating voltage is considered in practice to be sinusoidal if any instantaneous value of the waveform 
concerned differs from the instantaneous value of the ideal waveform at the same moment by no more than ±2 % of 
the peak value of the ideal waveform. 

A three-phase SUPPLY MAINS is considered to have a practical symmetry if it delivers symmetrical voltages and 
produces, when loaded symmetrically, symmetrical currents. 

The requirements of this standard are based upon the assumption that three-phase systems have a symmetrical 
configuration of the MAINS VOLTAGE with respect to earth. Single-phase systems may be derived from such 
three-phase systems. Where the supply system is not earthed at the source it is assumed that adequate measures 
have been provided to detect, limit and remedy any disturbance of symmetry within a reasonably short time. 

A CT SCANNER is considered to comply with the requirements of this standard only if its specified NOMINAL ELECTRIC 
POWER can be demonstrated at an APPARENT RESISTANCE OF SUPPLY MAINS having a value not less than the 
APPARENT RESISTANCE OF SUPPLY MAINS specified by the MANUFACTURER in the ACCOMPANYING DOCUMENTS. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

201.5 General requirements for testing of ME EQUIPMENT 

Clause 5 of the general standard applies, except as follows: 

201.5.7 Humidity preconditioning treatment 

Addition: 

For those CT SCANNERS that are to be used only in controlled environments, as to be specified 
in the ACCOMPANYING DOCUMENTS, no humidity preconditioning is required.  

The ACCOMPANYING DOCUMENTS shall include the time period that the room environmental 
operating conditions must be maintained prior to powering the system on. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

201.6 Classification of ME EQUIPMENT and ME SYSTEMS 

Clause 6 of the general standard applies, except as follows: 

201.6.2 Protection against electric shock 

Replacement: 

HIGH-VOLTAGE GENERATORS in CT SCANNERS shall be CLASS I ME EQUIPMENT or INTERNALLY 
POWERED ME EQUIPMENT. 
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201.6.6 MODE OF OPERATION 

Replacement: 

Unless otherwise specified, CT SCANNERS or sub-assemblies thereof shall be classified as 
suitable for continuous connection to the SUPPLY MAINS in the STAND-BY STATE and for 
specified LOADINGS. 

201.7 ME EQUIPMENT identification, marking and documents 

Clause 7 of the general standard applies, except as follows: 

201.7.2.15 Cooling conditions  

Addition: 

The cooling requirements for the safe operation of a CT SCANNER, or a sub-assembly thereof, 
shall be indicated in the ACCOMPANYING DOCUMENTS, including as appropriate the maximum 
heat dissipation. 

201.7.8.1 Colours of indicator lights 

Addition after the first paragraph: 

For CT SCANNERS, the colours to be used for indicator lights shall be as follows: 

– the colour green shall be used at the CONTROL PANEL to indicate the state from which one 
further action leads to the LOADING STATE; see 203.103; 

– the colour yellow shall be used at the CONTROL PANEL to indicate the LOADING STATE; see 
203.6.4.2. 

NOTE 101 The colours of indicator lights need to be chosen according to the message to be given. Thus, the 
same operational state of an X-RAY EQUIPMENT can have simultaneous indications in different colours depending 
upon the place of indication, for example green at the CONTROL PANEL and red at the entrance to the examination 
room. 

201.7.9 ACCOMPANYING DOCUMENTS 

201.7.9.2.2 Warning and safety notices 

Addition: 

For risks not sufficiently mitigated in 201.9.2, warnings shall be given in the ACCOMPANYING 
DOCUMENTS, or markings provided on the equipment to mitigate the RISK of injuries that could 
result from collision of power driven equipment parts with other moving or stationary items 
likely to be in the environment. 

201.7.9.2.9 Operating instructions 

Addition: 

Electric output data shall be stated in the instructions for use in terms of LOADING FACTORS as 
required in 201.12.1.103. 

For CT SCANNERS in which part of the HIGH-VOLTAGE GENERATOR is integrated with the X-RAY 
TUBE ASSEMBLY (for example X-RAY TUBE HEADS) the stated values shall refer to the complete 
device. 
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The following combinations and data shall be stated: 

1) the corresponding NOMINAL X-RAY TUBE VOLTAGE together with the highest X-RAY TUBE 
CURRENT obtainable from the HIGH-VOLTAGE GENERATOR when operated at that X-RAY TUBE 
VOLTAGE; 

2) the corresponding highest X-RAY TUBE CURRENT together with the highest X-RAY TUBE 
VOLTAGE, obtainable from the HIGH-VOLTAGE GENERATOR when operating at that X-RAY TUBE 
CURRENT; 

3) the corresponding combination of X-RAY TUBE VOLTAGE and X-RAY TUBE CURRENT which 
results in the highest electric output power; 

4) the NOMINAL ELECTRIC POWER given as the highest constant electric output power in 
kilowatts which the HIGH-VOLTAGE GENERATOR can deliver, for a LOADING TIME of 4 s at an 
X-RAY TUBE VOLTAGE of 120 kV, or if these values are not selectable, with an X-RAY TUBE 
VOLTAGE nearest to 120 kV and the value of LOADING TIME nearest to but not less than 4 s. 

The NOMINAL ELECTRIC POWER shall be given together with the combination of X-RAY TUBE 
VOLTAGE and X-RAY TUBE CURRENT and the LOADING TIME which are used in the CT SCANNER. 

201.7.9.3 Technical description  

201.7.9.3.1 General 

Addition: 

The technical description shall contain information about the combination or, if necessary, the 
combinations of sub-assemblies and ACCESSORIES of a CT SCANNER. 

Additional subclause: 

201.7.9.101 Reference to ACCOMPANYING DOCUMENTS 

Clauses and subclauses of this standard, in which additional requirements concerning the 
content of ACCOMPANYING DOCUMENTS are given: 

– APPARENT RESISTANCE OF SUPPLY MAINS 201.4.10.2 
– Controlled environment 201.5.7 
– Cooling conditions 201.7.2.15 
– Warning and safety notices  201.7.9.2.2 
– Operating instructions  201.7.9.2.9 
– Suitable combinations 201.7.9.3.1 
– Protective measures 201.9.2.2.4.4 
– Limits for movements at unintentional interruption 201.9.2.3.1.102 
– Means for release of PATIENT 201.9.2.5 
– Accuracy of RADIATION output 201.12.1.101 
– Compliance with this standard 203.4.1 
– General requirements for dose information 203.5.2.4.1 
– Dose indication 203.5.2.4.3 
– Deterministic effects 203.5.2.4.5 
– Image quality related performance 203.6.7.2 
– HALF VALUE LAYER and TOTAL FILTRATION 203.7.1 
– Indication of FILTER properties 203.7.3 
– Constancy of AUTOMATIC EXPOSURE CONTROL(S) 203.6.5 
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– PRIMARY PROTECTIVE SHIELDING 203.11 
– Statement of reference LOADING conditions 203.12.3 
– Protection against STRAY RADIATION 203.13.2 
– Control of RADIATION OUTPUT 203.106 
– CTDI100 203.109.1 
– CTDIfree air 203.109.2 

– DOSE PROFILE statement 203.110 
– SENSITIVITY PROFILE statement  203.111 
– GEOMETRIC EFFICIENCY IN THE Z DIRECTION 203.113 
– LIGHT FIELD 203.115 
– Interaction of CT X-RADIATION with active medical devices 203.5.2.4.101 

201.8 Protection against electrical HAZARDS from ME EQUIPMENT 

Clause 8 of the general standard applies, except as follows: 

201.8.4 Limitation of voltage, current or energy  

Addition: 

201.8.4.101 Limitation of high voltage to the NOMINAL X-RAY TUBE VOLTAGE 

CT SCANNERS shall be designed so as not to deliver a voltage higher than the NOMINAL X-RAY 
TUBE VOLTAGE for the X-RAY TUBE ASSEMBLY in NORMAL USE associated with PATIENT scanning. 

Compliance is checked by inspection of the MANUFACTURER'S data for the component, by 
inspection of the ME EQUIPMENT, and where necessary, by functional test. 

201.8.4.102 Detachable high-voltage cable connections  

Detachable high voltage cable connections to the X-RAY TUBE ASSEMBLY shall be designed so 
that the use of tools is required to disconnect them or to remove their protective covers. 

Compliance is checked by inspection. 

201.8.4.103 Unacceptably high voltage in the MAINS PART 

Provision shall be made to prevent the appearance of an unacceptably high voltage in the 
MAINS PART or in any other low-voltage circuit. 

NOTE This may be achieved for example: 

– by provision of a winding layer or a conductive screen connected to the PROTECTIVE EARTH TERMINAL between 
high-voltage and low-voltage circuits; 

– by provision of a voltage-limiting device across terminals to which external devices are connected and 
between which an excessive voltage might arise if the external path to earth becomes discontinuous. 

Compliance is checked by inspection of design data and construction. 
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201.8.7 LEAKAGE CURRENTS and PATIENT AUXILIARY CURRENTS 

201.8.7.3 Allowable values 

d) 

Replacement: 

The allowable values of the EARTH LEAKAGE CURRENT are 5 mA in NORMAL CONDITION and 
10 mA in SINGLE FAULT CONDITION. 

For PERMANENTLY INSTALLED CT SCANNERS and sub-assemblies thereof connected to a supply 
circuit that supplies only this CT SCANNER, the EARTH LEAKAGE CURRENT under NORMAL 
CONDITION and SINGLE FAULT CONDITION shall not exceed 10 mA. 

NOTE 1 Local regulation can establish limits for protective earth currents of the installation. See also IEC 60364-
7-710. 

The allowable values of the EARTH LEAKAGE CURRENT are permitted for each sub-assembly of 
the CT SCANNER that is supplied by its own exclusive connection to the SUPPLY MAINS or to a 
central connection point, if the latter is fixed and PERMANENTLY INSTALLED. 

A fixed and PERMANENTLY INSTALLED central PROTECTIVE EARTH TERMINAL may be provided 
inside the outer ENCLOSURE or cover of the CT SCANNER. If other sub-assemblies or 
ASSOCIATED EQUIPMENT are connected to the PROTECTIVE EARTH TERMINAL, the EARTH LEAKAGE 
CURRENT between such a central connection point and the external protective system may 
exceed the allowable values for any one of the single devices connected. 

NOTE 2 The provision of a central PROTECTIVE EARTH TERMINAL is acceptable, since for fixed and PERMANENTLY 
INSTALLED ME EQUIPMENT the interruption of the PROTECTIVE EARTH CONDUCTOR is not considered to be a SINGLE 
FAULT CONDITION. However, in such cases, adequate information on the combination of ASSOCIATED EQUIPMENT 
needs to be provided in accordance with 201.7.9.3.1. 

Compliance is checked by inspection and test. 

e) 

Addition:  

For PERMANENTLY INSTALLED CT SCANNERS, regardless of waveform and frequency, the EARTH LEAKAGE 
CURRENT under NORMAL CONDITION and SINGLE FAULT CONDITION shall not exceed 20 mA when 
measured with a non-frequency-weighted device. 

Compliance is checked by inspection and test. 

201.8.8 Insulation 

201.8.8.3 Dielectric strength 

Addition after the first paragraph: 

The dielectric strength of the electrical insulation of high-voltage circuits shall be sufficient to 
withstand the test voltages for the durations given in 8.8.3 of the general standard. 

The test shall be made without an X-RAY TUBE connected and with a test voltage of 1,2 times 
the NOMINAL X-RAY TUBE VOLTAGE of the HIGH-VOLTAGE GENERATOR. 

If the HIGH-VOLTAGE GENERATOR can only be tested with the X-RAY TUBE connected, the test 
voltage may be lower but shall not be less than 1,1 times the NOMINAL X-RAY TUBE VOLTAGE of 
the HIGH-VOLTAGE GENERATOR. 
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Compliance is checked by the following tests: 

The high-voltage circuits of HIGH-VOLTAGE GENERATORS or sub-assemblies thereof are tested 
by applying a test voltage of 50 % of its final value according to 8.5.4 of the general standard 
and raising it over a period of 10 s or less to the final value, which then is maintained for 
3 min. 

Addition to item 8.8.3 a): 

If during the dielectric strength test there is a RISK of overheating a transformer or associated 
circuitry under test, it is permitted to carry out the test at a higher supply frequency, or d.c. 
voltage, equal to the peak value of the a.c. test voltage, or to supply the test voltage to the 
secondary side by another generator. 

During the dielectric strength test, the applied test voltage in the high-voltage circuit should 
be kept to 100 % to 105 % of the value required. 

Addition to item 8.8.3 b): 

During the dielectric strength test of HIGH-VOLTAGE GENERATORS, slight corona discharges in 
the high-voltage circuit are to be disregarded if they cease when the test voltage is lowered 
to 1,1 times the voltage to which the test condition is referred. 

Addition to item 8.8.3.c): 

If according to RISK ASSESSMENT the GANTRY or PATIENT SUPPORT is an APPLIED PART or the part 
treated as an APPLIED PART, and the conductive GANTRY or PATIENT SUPPORT parts accessible 
to the PATIENT are not fully covered by plastic ENCLOSURE, then such GANTRY or PATIENT 
SUPPORT parts are protected by MEANS OF PATIENT PROTECTION (MOPP). In this case, the test 
voltage for the dielectric strength testing of stator and stator circuits used for the operation of 
the rotating ANODE of the X-RAY TUBE is to be referred to the voltage existing after reduction of 
the stator supply voltage to its steady state operating value. 

Otherwise, the gantry is protected by MEANS OF OPERATOR PROTECTION (MOOP) and Table 6 
and Tables 13 to 16 of the general standard or the INSULATION COORDINATION requirements of 
IEC 60950-1 apply. 

HIGH-VOLTAGE GENERATORS or sub-assemblies thereof that are integrated with an X-RAY TUBE 
ASSEMBLY are to be tested with an appropriately loaded X-RAY TUBE. 

If the dielectric strength test is performed with an X-RAY TUBE connected and the high-voltage 
circuit is not accessible for the measurement of the test voltage applied, appropriate 
measures are to be taken to ensure that the values lie within the limits required in this 
subclause. 

201.8.9 CREEPAGE DISTANCES and AIR CLEARANCES 

201.8.9.1 Values 

Additional subclause: 

201.8.9.1.101 CREEPAGE DISTANCES and AIR CLEARANCES for CT SCANNERS 

For PERMANENTLY INSTALLED CT SCANNERS with protective earthing, the values of Tables 13, 15 
and 16 of the general standard for one and two MOOP considering high altitude, material 
groups, pollution degree classification and over voltage category classification apply up to 
reference voltages of 1 000 V a.c. r.m.s. or 1 400 Vpeak d.c. in Tables 13 and 15 of the 
general standard, and 1 000 Vdc in Table 16 of the general standard. 
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For higher reference voltages the CREEPAGE DISTANCES and AIR CLEARANCES 

– shall be not less than those for 1 000 V a.c. r.m.s. or 1 400 Vpeak or V d.c. in Tables 13 
and 15, and 1 000 V d.c. in Table 16 of the general standard; and 

– shall comply with the dielectric strength test according to subclause 8.8.3 of the general 
standard. 

The dielectric strength test shall be performed under environmental conditions as described in 
8.8.3 of the general standard and 201.5.7 of this particular standard. 

NOTE For CT SCANNERS installed with a fixed and PERMANENTLY INSTALLED PROTECTIVE EARTH CONDUCTOR it is 
assumed that there is no unacceptable RISK with regard to the reliability of the PROTECTIVE EARTH CONNECTION. The 
components with high reference voltages are: parts of X-RAY GENERATOR, X-RAY TUBE ASSEMBLY and in some cases 
parts of the digital acquisition system therefore, a reliable PROTECTIVE EARTH CONNECTION and sufficient dielectric 
strength of insulation are considered as equivalent to two MOPs. See also 201.8.8.3. 

For the same reason there is a statement in 8.7.3 d) of the general standard that under these circumstances a 
higher EARTH LEAKAGE CURRENT is admissible. This aligns with the statements on CREEPAGE DISTANCES and AIR 
CLEARANCES in IEC 60664-1. 

201.9 Protection against mechanical HAZARDS of ME EQUIPMENT and ME SYSTEMS 

Clause 9 of the general standard applies, except as follows: 

201.9.2.2.4.4 Protective measures 

Addition: 

When a part is provided with one or more devices designed to reduce, in NORMAL USE, the risk 
of collision with the PATIENT, the operation and limitations of each device shall be described in 
the INSTRUCTIONS FOR USE. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

201.9.2.3 Other HAZARDS associated with moving parts 

201.9.2.3.1 Unintended movement 

Addition: 

201.9.2.3.1.101 Unintended movements for CT SCANNERS 

Means shall be provided to minimize the possibility of unintended motion, which could result 
in physical injury to the PATIENT, in NORMAL USE and SINGLE FAULT CONDITIONS. The following 
shall apply. 

a) OPERATOR controls shall be so positioned, recessed, or protected by other means such 
that they are unlikely to be inadvertently actuated in a way resulting in physical injury to 
the PATIENT. 

b) The equipment shall be SINGLE FAULT SAFE against uncontrolled motion. 

201.9.2.3.1.102 Unintentional interruption 

If parts involved in powered movements could cause physical injury, such parts shall be 
stopped in the event of unintentional interruption of the SUPPLY MAINS or power supply within 
the limits given in the ACCOMPANYING DOCUMENTS. The maximum value of distance and angle 
for each stopping condition shall be given in the ACCOMPANYING DOCUMENTS. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS and by interruption of 
the SUPPLY MAINS to powered movements and measurement of stopping distances. These 
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tests shall be performed with a patient-equivalent mass of 135 kg distributed evenly over the 
PATIENT SUPPORT. 

Additional subclauses: 

201.9.2.3.101 Operation of equipment movements from inside the RADIATION room 

Any motorized movements of equipment parts which may cause physical injury to the PATIENT 
shall be controlled by continuous deliberate action by the OPERATOR. The control shall be 
located close to the PATIENT SUPPORT so that the OPERATOR can continuously observe the 
PATIENT and thus avoid possible injury to the latter and be positioned in such a way that it 
cannot easily be touched by the PATIENT. Those movements which are part of a pre-
programmed scanning protocol are exempt from these requirements. 

The motorized movement of ME EQUIPMENT or ME EQUIPMENT parts which could crush or 
otherwise directly cause serious injury to the PATIENT, and for which the response of the 
OPERATOR to actuate an emergency stop cannot be relied on to prevent an injury, shall be 
operated only by continuous actuation of two switches by the OPERATOR. On release by the 
OPERATOR, each switch shall be independently capable of interrupting the movement. 

NOTE Emergency stops located on the PATIENT SUPPORT or gantry and the CONTROL PANEL(S) per 201.9.2.4.101.1 
are considered to be sufficient controls which the OPERATOR can rely upon to avoid injury. 

The two switches may be designed into a single control, and one switch may be in a circuit 
which is common to all motions.  

These switches shall be in a location such that possible injury to the PATIENT can be observed 
by the OPERATOR. At least one set of switches shall be so located as to require the presence 
of the OPERATOR close to the PATIENT, to observe the moving parts of the ME EQUIPMENT. 

201.9.2.3.102 Operation of equipment movements from outside the RADIATION room 

Any motorized movements of equipment parts which may cause physical injury to the PATIENT 
shall be controlled by continuous deliberate action by the OPERATOR.  

When the control by continuous deliberate action is applied as a protective measure for the 
motorized movements, the control shall be located at the position where movements can be 
visually observed. Those movements which are part of a pre-programmed scanning protocol 
are exempt from these requirements. 

The motorized movement of ME EQUIPMENT or ME EQUIPMENT parts which could crush or 
otherwise directly cause serious injury to the PATIENT, and for which the response of the 
OPERATOR to actuate an emergency stop cannot be relied on to prevent an injury, shall be 
operated only by continuous actuation of two switches by the OPERATOR. On release by the 
OPERATOR, each switch shall be independently capable of interrupting the movement. 

NOTE Emergency stops located on the PATIENT SUPPORT or gantry and the CONTROL PANEL(S) per 201.9.2.4.101.1 
are considered sufficient controls for which the OPERATOR can rely upon to avoid injury. 

The two switches may be designed into a single control, and one switch may be in a circuit 
which is common to all motions.  

These switches shall be in a location such that the PATIENT can be observed, to enable the 
OPERATOR to help preclude possible injury to the PATIENT.  
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201.9.2.4 Emergency stopping devices 

Addition: 

201.9.2.4.101 GANTRY and PATIENT SUPPORT 

201.9.2.4.101.1 Emergency stop of motorized movements 

Readily identifiable and accessible control(s) composed of COMPONENTS WITH HIGH-INTEGRITY 
CHARACTERISTICS shall be provided near to or on the PATIENT SUPPORT or gantry for emergency 
stopping of motorized movements by interruption of the electric power to the movement 
system. When operated, tilt or linear movement of the gantry and table movement shall stop 
within the limits given in 201.9.2.4.101.2 and 201.9.2.4.101.3 of this particular standard. 
Control(s) shall be positioned in such a way that they cannot be operated accidentally. 

Similar controls shall also be provided near to, or on, any remote CONTROL PANEL from which 
movements can be actuated. 

The drive power shall be disconnected within 1 s of emergency-stop activation. 

Upon emergency stop activation LOADING shall be terminated according to 203.101. 

MOTORIZED MOVEMENT termination and LOADING termination shall be accomplished by the same 
emergency stop button 

NOTE Power required to maintain the electronics and control circuitry may remain energized after emergency-
stop activation. 

Compliance is checked by the appropriate functional tests. These tests shall be performed 
with a patient-equivalent mass of 135 kg distributed evenly over the PATIENT SUPPORT. 

201.9.2.4.101.2 Tilting of the GANTRY 

When the emergency stop control is actuated, the gantry tilt shall stop within an angle of 0,5°. 

Compliance is checked by functional test. 

201.9.2.4.101.3 Linear movements of the PATIENT SUPPORT and GANTRY 

When the emergency stop control is actuated, the action to stop the PATIENT SUPPORT and 
gantry linear motion in the z-direction shall be initiated within 10 mm of travel. Z-direction 
motion shall stop within 25 mm after actuation of the emergency stop. 

PATIENT SUPPORT movement (up/down/sideways) shall stop within 10 mm after actuation of the 
emergency stop. 

Compliance is checked by functional test. 

201.9.2.5 Release of PATIENT 

Addition: 

201.9.2.5.101 Release means 

Where there is a possibility that a failure of a powered movement during NORMAL USE of the 
ME EQUIPMENT might result in the PATIENT being trapped, control(s) shall be provided to permit 
the release of the PATIENT. These means shall be described in the INSTRUCTIONS FOR USE. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 
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201.9.8.2 TENSILE SAFETY FACTOR 

Addition: 

For a fully extended cradle, the minimum TENSILE SAFEY FACTOR shall be 2,5 irrespective of 
the situations listed in Table 21 of the general standard, and the load shall be evenly 
distributed over a distance of 1,5 m on the cradle. This minimum TENSILE SAFEY FACTOR of 2,5 
also applies to the associated cradle attachment accessories according to their specified 
maximum loads. 

NOTE The safety factor for the table base remains as required by the general standard. 

201.9.8.3.3 Dynamic forces due to LOADING from persons 

Addition: 

NOTE The mass is accelerated for 150 mm, and then decelerates during compression of the 60 mm of foam, 
resulting in a force equivalent from 2 to 3 times the SAFE WORKING LOAD. 

Where mechanical analysis proves that the following static load test is more severe than the 
dynamic load test specified in general standard, it is possible to waive the dynamic load test 
based on risk management. 

Prior to performing this test, a PATIENT SUPPORT/suspension system is positioned horizontally 
in its most disadvantageous position in NORMAL USE where PATIENT LOADING and unloading 
takes place. 

A mass which results in a force calculated to be greater than the dynamic load shall be placed 
on the PATIENT SUPPORT. The contact area of this mass is equivalent to that defined in 
Figure 33 of the general standard and is applied for at least one minute. Any loss of function 
or structural damage that could result in unacceptable RISK constitutes a failure. 

NOTE The foam described in Figure 33 is not used in this test. 

201.10 Protection against unwanted and excessive RADIATION HAZARDS 

Clause 10 of the general standard applies. 

NOTE Protection against unwanted and excessive RADIATION HAZARDS is also addressed in Clause 203 of this 
particular standard and in IEC 60601-1-3. 

201.11 Protection against excessive temperatures and other HAZARDS 

Clause 11 of the general standard applies, except as follows: 

201.11.1 Excessive temperatures in ME EQUIPMENT 

201.11.1.1 Maximum temperature during NORMAL USE 

Addition: 

Restrictions on allowable maximum temperature for parts in contact with oil shall not apply to 
parts wholly immersed in oil. 

201.12 Accuracy of controls and instruments and protection against hazardous 
outputs 

Clause 12 of the general standard applies, except as follows: 
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201.12.1 Accuracy of controls and instruments 

Addition: 

201.12.1.101 Accuracy of RADIATION output 

The MANUFACTURER shall provide in the instructions for use information regarding the 
accuracy of X-RAY TUBE VOLTAGE and X-RAY TUBE CURRENT, and linearity of RADIATION output. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

201.12.1.102 Accuracy of recorded examination data 
a) When a RADIOGRAM of the preview image (as described in 203.115 of this particular 

standard) is provided, the position of each TOMOGRAPHIC SECTION shall be clearly indicated 
on the RADIOGRAM. 

 The indication of the position of the TOMOGRAPHIC SECTIONS shall be accurate within 
±2 mm. 

b) In NORMAL USE the information indicating the orientation of the displayed image with 
respect to the PATIENT shall be displayed with each image. 

Compliance is checked by inspection. 

201.12.1.103 Indication of electric and RADIATION output 

Adequate information shall be available to the OPERATOR, before, during and after the LOADING 
of an X-RAY TUBE, about fixed, permanently or semi-permanently pre-selected or otherwise 
predetermined LOADING FACTORS or modes of operation so as to enable the OPERATOR to pre-
select appropriate conditions for the IRRADIATION and subsequently to obtain data necessary 
for the estimation of the ABSORBED DOSE received by the PATIENT. 

The units of indication shall be as follows: 

– for X-RAY TUBE VOLTAGE: kilovolts; 
– for X-RAY TUBE CURRENT: milliamperes; 
– for LOADING TIME: seconds; 
– for CURRENT TIME PRODUCT: milliampere-seconds. 

Compliance is checked by inspection. 

201.13 Hazardous situations and fault conditions 

Clause 13 of the general standard applies. 

201.14 PROGRAMMABLE ELECTRICAL MEDICAL SYSTEMS (PEMS) 

Clause 14 of the general standard applies. 

201.15 Construction of ME EQUIPMENT 

Clause 15 of the general standard applies. 

201.16 ME SYSTEMS 

Clause 16 of the general standard applies. 
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201.17 ELECTROMAGNETIC COMPATIBILITY of ME EQUIPMENT and ME SYSTEMS 

Clause 17 of the general standard applies. 

203 General requirements for RADIATION protection in diagnostic X-ray 
equipment 

IEC 60601-1-3:2008 applies except as follows: 

203.4 General requirements 

203.4.1 Statement of compliance 

Replacement: 

If for a CT SCANNER, or a sub-assembly thereof, compliance with this standard is to be stated, 
the statement shall be stated in the ACCOMPANYING DOCUMENTS: 

CT SCANNER... ++) IEC 60601-2-44:2009 

 ++) MODEL OR TYPE REFERENCE 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

203.5 ME EQUIPMENT identification, marking and documents 

203.5.2 ACCOMPANYING DOCUMENTS 

203.5.2.2 Dosimetric calibration 

Amendment: 

Subclause 5.2.2 of the collateral standard applies only if the CT SCANNER contains a 
dosimeter. 

203.5.2.3 General requirements for the reference of subassemblies and ACCESSORIES 

Subclause 5.2.3 of the collateral standard does not apply. 

203.5.2.4 Instructions for use 

203.5.2.4.1 General requirements for RADIATION dose information 

Addition: 

The requirements of  subclause 5.2.4.1 of the collateral standard are met if  

– the ACCOMPANYING DOCUMENTS describe the features in 203.107 (safety measures 
against excessive X-RADIATION) paragraphs c) and e) and 203.112 (display and 
recording of CTDIvol and DLP). 

– subclause 203.13.2 (Statements in the ACCOMPANYING DOCUMENTS) is fulfilled. 

203.5.2.4.2 Quantitative information 

Subclause 5.2.4.2 of the collateral standard is fulfilled by conformance to subclauses 203.108 
through 203.114 of this particular standard. 
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203.5.2.4.3 Dose indication 

Replacement: 

If applicable, the method used to provide RADIATION dose indication in NORMAL USE of the 
ME EQUIPMENT shall be described directly or by reference to a published reference. 

If the CT SCANNER contains a dosimeter, instructions shall be given for maintaining the 
specified accuracy of all dosimetric indications provided on the ME EQUIPMENT. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

203.5.2.4.5 Deterministic effects 

Addition: 

Compliance with paragraph b) is fulfilled by provision of information in the ACCOMPANYING 
DOCUMENTS about CONDITIONS OF OPERATION to achieve maximum dose levels of 
1 Gy CTDI100 (peripheral) (see 201.3.211) obtained in the PHANTOM in 203.108 (dosimetry 
PHANTOM). 

203.5.2.4.6 RISK to OPERATORS 

Replacement: 

Subclause 5.2.4.6 of the collateral standard is replaced by 203.13 (protection against STRAY 
RADIATION). 

Additional subclause: 

203.5.2.4.101 Interaction of CT X-RADIATION with active medical devices 

The ACCOMPANYING DOCUMENTS shall contain a cautionary statement regarding the potential 
detrimental interaction of the CT X-RADIATION with active implantable medical devices and 
body worn active medical devices and indicating that the MANUFACTURER of such devices may 
be contacted for more information. 

203.6 RADIATION management 

203.6.2 Initiation and termination of the IRRADIATION 

203.6.2.1 Normal initiation and termination of the IRRADIATION 

Subclause 6.2.1 of the collateral standard does not apply. 

NOTE The appropriate alternate requirements for CT SCANNERS are contained in  203.107 and 203.112. 

203.6.2.2 Safety measures against failure of normal termination of the IRRADIATION 

Subclause 6.2.2 of the collateral standard does not apply. 

NOTE The appropriate alternate requirements for CT SCANNERS are contained in 203.107 of this particular 
standard. 

203.6.3 RADIATION dose and RADIATION QUALITY 

203.6.3.1 Adjustment OF RADIATION dose and RADIATION QUALITY 

Subclause 6.3.1 of the collateral standard does not apply. 

NOTE The appropriate alternate requirements for CT SCANNERS are contained in 203.106. 
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203.6.3.2 Reproducibility of the RADIATION output 

Replacement: 

RADIATION output shall be measured in terms of CTDIfree air for the X-RAY TUBE VOLTAGE (kV) 
selections at the typical collimation specified in 203.109.2 of this particular standard for two 
X-RAY TUBE CURRENT (mA) settings representative of typical head and body techniques. 

For CTDIfree air, each value shall be within ±10 % of the mean of a set of 10 measurements.  

203.6.4 Indication of operational states 

203.6.4.1 Indication of the X-RAY SOURCE ASSEMBLY selected 

Subclause 6.4.1 of the collateral standard does not apply. 

203.6.4.2 Indication of LOADING STATE 

Replacement: 

In NORMAL CONDITION when, and only when, RADIATION is produced, visible indication shall be 
provided on the CONTROL PANEL from which the X-RADIATION is actuated and on or near the 
gantry. Indicators at or near the gantry shall be visible from any point external to the PATIENT 
opening where insertion of any part of the human body into the primary RADIATION beam is 
possible. 

The LOADING STATE shall be indicated by a yellow indicator light; see 201.7.8.1. 

Compliance is checked by inspection and by the appropriate functional tests. 

203.6.4.3 Indication of LOADING FACTORS and MODES OF OPERATION 

Replacement: 

Compliance with this subclause of the collateral standard is achieved by conformance to the 
following subclauses of this particular standard: 

– Visual indication; 
– Display and recording of CTDIvol and DLP;  
– Post-exposure display of changed CT CONDITIONS OF OPERATION; 
– Accuracy of RADIATION output. 

203.6.5 AUTOMATIC CONTROL SYSTEM 

Replacement: 

Compliance with subclause 6.5 of the collateral standard is achieved by conformance to 
203.106. 

203.6.6 Scattered RADIATION reduction 

Addition: 

If the means are not removable a description of their proper use is not required. 
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203.6.7 Imaging performance 

203.6.7.2 System performance 

Replacement: 

The following performance data shall be provided in the ACCOMPANYING DOCUMENTS for the CT 
CONDITIONS OF OPERATION used to provide the information required by 203.109.1 for a typical 
head and a typical body CT and additional CONDITIONS OF OPERATION required by  
IEC 61223-3-5.  

For CT SCANNERS designed to image both the head and body, separate imaging performance 
information shall be provided for each application: 

a) A statement of the NOISE, MEAN CT NUMBER, UNIFORMITY, MODULATION TRANSFER FUNCTION 
and TOMOGRAPHIC SECTION THICKNESS in accordance with IEC 61223-3-5. 

b) A graphical presentation of the MODULATION TRANSFER FUNCTION for the same image 
processing and display mode as that used in the statement of the NOISE and additional 
CONDITIONS OF OPERATION required by IEC 61223-3-5.  

NOTE The slice SENSITIVITY PROFILE is provided per 203.111. 

Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS. 

203.6.7.3 NOMINAL FOCAL SPOT value 

Addition: 

Compliance with the second paragraph is achieved by conformance to 203.6.7.2. 

203.6.7.4 RADIATION DETECTOR or X-RAY IMAGE RECEPTOR 

Addition: 

Compliance is achieved by conformance to 203.6.7.2. 

203.7 RADIATION QUALITY 

203.7.1 HALF-VALUE LAYERS and TOTAL FILTRATION in X-RAY EQUIPMENT 

Addition:  

The system’s HALF-VALUE LAYER for each selectable FILTER shall be provided in the 
ACCOMPANYING DOCUMENTS at the minimum, maximum, and one mid-range value of the X-RAY 
TUBE VOLTAGE. 

For CT SCANNERS with shaped FILTERS, measurements of RADIATION QUALITY shall be 
performed at the system ISOCENTRE, in the centre of the TOMOGRAPHIC PLANE and values shall 
be provided in the ACCOMPANYING DOCUMENTS. 

Replacement of the compliance statement: 

Compliance is checked by examination of the ACCOMPANYING DOCUMENTS and by the test 
described in 203.7.6. 

203.7.2 Waveform of the X-RAY TUBE VOLTAGE 

Subclause 7.2 of the collateral standard does not apply. 

Full document details: IEC 60601-2-44 2009

http://www.avadocuments.com/doc/iec-60601-2-44-2009
http://www.avadocuments.com/doc/iec-60601-2-44-2009

