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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MEDICAL ELECTRICAL EQUIPMENT -

Part 2-66: Particular requirements for the basic safety and essential
performance of hearing instruments and hearing instrument systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardi tlon comprising
all national electrotechnical committees (IEC National Committees). The objécNN of to promote
international co-operation on all questions concerning standardization in the elee{fi ctrohic fields. To
this end and in addition to other activities, IEC publishes International Standards, i

Technical Reports, Publicly Available Specifications (PAS) and Guid as “IEC

with the International Organization for Standardization (ISO) i
agreement between the two organizations.

Publications is accurate, IEC cannot be held respo
misinterpretation by any end user.

4) In order to promote international uniformit pittees undertake to apply IEC Publications
7 i and regional publications. Any divergence

between any IEC Publicatiog regional publication shall be clearly indicated in

the latter.
5) IEC itself does not proyide Independent certlflcatlon bodies provide conformity
assessment services and . IEC is not responsible for any

~
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5 employees, servants or agents including individual experts and
members of its te i EC National Committees for any personal injury, property damage or
other damage_of § 9 whether direct or indirect, or for costs (including legal fees) and

expenses apising. ob pubh: atlon, use of, or reliance upon, this IEC Publication or any other IEC
Publications

8) Attentign i wn\tQ the Narmative references cited in this publication. Use of the referenced publications is
indispe pplication of this publication.

9) Attention is dra e possibility that some of the elements of this IEC Publication may be the subject of
not be held responsible for identifying any or all such patent rights.

International Standard IEC 60601-2-66 has been prepared by IEC technical committee 29:
Electroacoustics.

This second edition cancels and replaces the first edition published in 2012. It constitutes a
technical revision to adapt IEC 60601-2-66:2012 to the technical corrections introduced by
Amendment 1 (2012) to IEC 60601-1:2005, as well as to clarify and correct the wording of this
particular standard and to implement minor changes requested by interested parties.

The text of this standard is based on the following documents:

FDIS Report on voting
29/851/FDIS 29/869/RVD

Full information on the voting for the approval of this standard can be found in the report on

voting indicated in the above table.
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

In this standard, the following print types are used:

— Requirements and definitions: roman type.
— Test specifications: italic type.

— Informative material appearing outside of tables, such as notes, examples and references: in smaller type.
Normative text of tables is also in a smaller type.

— TERMS DEFINED IN CLAUSE 3 OF THE GENERAL STANDARD, IN THIS PARTICULAR STANDARD OR AS
NOTED: SMALL CAPITALS.

In referring to the structure of this standard, the term

— “clause” means one of the seventeen numbered divisions withi
inclusive of all subdivisions (e.g. Clause 7 includes subclauses 7«

subclauses of Clause 7).

References to clauses within this standard are preceded B
clause number. References to subclauses within this pa

In this standard, the conjunctive “or” is used as i [ so a~gtatement is true if any
combination of the conditions is true.

The verbal forms used in this standard escriped in Annex H of the ISO/IEC
Directives, Part 2. For the purposes of

“shall” means that compliance wit

with this standard;

— “should” means tha - ment or a test is recommended but is not
mandatory for com J° i
- “may” is useq
test.

degcribe @ pe

The committee has_decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.
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INTRODUCTION

In 1998 the HEARING INSTRUMENT industry represented by the EHIMA attempted to establish a
standard with the main purpose of providing manufacturers with a guide to demonstrate
conformity with the European Medical Devices Directive 93/42/EEC.

The document prEN 50220 failed CENELEC vote and was published as “EHIMA standard” in
June 1998 with almost identical content. EHIMA concluded in 2009 that the requirements of
that standard were no longer up to date and an internationally accepted standard for HEARING
INSTRUMENT safety published by IEC or ISO to demonstrate compliance with regulatory
requirements should be produced.

This resulting IEC standard amends and supplements IEC 60601-1
Medical electrical equipment — Part 1: General requirements for” safety essential
performance, hereinafter referred to as ‘the general standard’.

Figures in square brackets refer to the Bibliography.

O
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MEDICAL ELECTRICAL EQUIPMENT -

Part 2-66: Particular requirements for the basic safety and essential
performance of hearing instruments and hearing instrument systems

201.1 Scope, object and related standards

Clause 1 of the general standard? applies, except as follows:

201.1.1 * Scope

Replacement:

This International Standard applies to the BASIC SAFETY of EN nd HEARING
INSTRUMENT SYSTEMS, hereafter also referred to as ME EQUKR EM

If a clause or subclause is specifically intended to be G INSTRUMENTS only,

stause or subclause will

or to HEARING INSTRUMENT SYSTEMS only, the title 3
S : to HEARING INSTRUMENTS

of HEARING INSTRUMENTS or HEARING

INSTRUMENT SYSTEMS within the scope this dard are not covered by specific
requirements in this standard except in\20 1\

NOTE See also 201.4.2. (R

ACCESSORIES to HMEARING INSTR
control units, a ¢

applicable standard/” IE . & 60950-1 or other applicable IEC safety standards.
Alternatively the g y be applied. HEARING INSTRUMENTS do not have a MAINS
PART intended fo S 3 to™a.c./SUPPLY MAINS. The connection to the SUPPLY MAINS of a
HEARING INSFPRUM is covered by power supply, charger or other types of

ACCESSORIES.

ACCESSORIES
Only the HEARIN RUMENT and its detachable parts are subject to all applicable clauses of
this particular standard. The remaining components of the HEARING INSTRUMENT SYSTEM are
subject to requirements of this particular standard that result from their connection to the
HEARING INSTRUMENT SYSTEM.

Programming interfaces or ACCESSORIES in a clinical application are covered by the general
standard.

NOTE Detachable parts of HEARING INSTRUMENTS even if supplied separately (e.g. ear hooks, domes, wax guards
etc.), are not regarded as ACCESSORIES.

This standard does not apply to:

— cochlear implants or other implanted HEARING INSTRUMENTS;
— bone conduction HEARING INSTRUMENTS;

The general standard is IEC 60601-1:2005+A1:2012, Medical electrical equipment — Panf~1
requirements for basic safety and essential performance. rDO&ij?ﬁentS
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— educational HEARING INSTRUMENTS (i.e. group HEARING INSTRUMENTS, auditory trainers etc.);

— the application of a HEARING INSTRUMENT for the measurement of hearing levels.
IEC 60645-1 applies;

— audio-frequency induction-loop systems or their component parts, as described in
IEC 60118-4 and IEC 62489-1;

— assisted HEARING INSTRUMENT SYSTEMS using infra-red or radio;

— the sound generating function of a tinnitus masker.
201.1.2 Object

Replacement:

The object of this particular standard is to establish particular BASIC
HEARING INSTRUMENTS and HEARING INSTRUMENT SYSTEMS as defi
201.3.203.

201.1.3 * Collateral standards
Addition:

This particular standard refers to those applicabl standards that are listed in

Clause 2 of the general standard.

IEC 60601-1-2, IEC 60601-1-3, IEC 60
apply. All other published collateral stands

(0, and IEC 60601-1-11 do not
01-1 series apply as published.

201.1.4 Particular

Replacement:

In the IEC 6060 erie
contained in the\ger

ME EQUIPMENT unde

may modify, replace or delete requirements
ateral standards as appropriate for the particular
may add other BASIC SAFETY and ESSENTIAL

The numbering of clauses and subclauses of this particular standard corresponds to that of
the general standard with the prefix “201” (e.g. 201.1 in this standard addresses the content
of Clause 1 of the general standard) or applicable collateral standard with the prefix “20x”
where x is the final digit(s) of the collateral standard document number (e.g. 202.4 in this
particular standard addresses the content of Clause 4 of the IEC 60601-1-2 collateral
standard, 203.4 in this particular standard addresses the content of Clause 4 of the
IEC 60601-1-3 collateral standard, etc.). The changes to the text of the general standard are
specified by the use of the following words:

"Replacement” means that the clause or subclause of the general standard or applicable
collateral standard is replaced completely by the text of this particular standard.

"Addition" means that the text of this particular standard is additional to the requirements of
the general standard or applicable collateral standard.

"Amendment" means that the clause or subclause of the general standard or '
collateral standard is amended as indicated by the text of this particular standard. Ij&n&iji)ﬁents
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Subclauses, figures or tables which are additional to those of the general standard are
numbered starting from 201.101. However, due to the fact that definitions in the general
standard are numbered 3.1 through 3.139, additional definitions in this standard are
numbered beginning from 201.3.201. Additional annexes are lettered AA, BB, etc., and
additional items aa), bb), etc.

Subclauses, figures or tables which are additional to those of a collateral standard are
numbered starting from 20x, where “x” is the number of the collateral standard, e.g. 202 for
IEC 60601-1-2, 203 for IEC 60601-1-3, etc.

The term "this standard" is used to make reference to the general standard, any applicable
collateral standards and this particular standard taken together.

201.2 Normative references
Clause 2 of the general standard applies except
Replacement:

IEC 60950-1:2005, Information technology ]
IEC 60950-1:2005/AMD1:
IEC 60950-1:2005/AMD2:

fety — Part 1: General requirements

Addition:

IEC 60118-0:2015, Hearing aids - Part 0: Measurement of

IEC 60601-1-11:2015, Medical electrical equipment — Part 1-11: General requirements for
basic safety and essential performance — Collateral Standard: Requirements for medical
electrical equipment and medical electrical systems used in the home healthcare environment

IEC 62304, Medical device software — Software life cycle processes

IEC 62366:2007, Medical devices — Application of usability engineering to medical devices

201.3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60601-1:2005 and
IEC 60601-1:2005/AMD1:2012 apply, except as follows:

NOTE An index of defined terms is found beginning on page 41.

Documents
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201.3.73
OPERATOR

Addition:

Note 1 to entry: Usually equal to patient for hearing instruments in a home healthcare environment.

201.3.76

PATIENT

Addition:

Note 1 to entry: In this particular standard and in applying the requirements of the general standard, the term

PATIENT has the meaning explained in the second paragraph of 4.1 of the general standard. The PATIENT is also
usually the OPERATOR.

is however understood, that the user of a HEARING INSTRUMENT is typically not a e omeone healthy
with a hearing impairment in a HOME HEALTHCARE ENVIRONMENT.

201.3.113
SERVICE PERSONNEL
Replacement:

individuals or entity that assemble, maintain or UMENTS or HEARING

INSTRUMENT SYSTEMS

201.3.132
TYPE B APPLIED PART

Replacement:

and PATIENT AUXILIARY

Addition: Q

201.3.201
HEARING HEALTH-
acoustician,

HEARING AID
ME EQUIPMENT whi
air-conduction

picks up sound and delivers processed sound to the ear canal through

Note 1 to entry: A HEARING INSTRUMENT includes all detachable parts that are essential for the performance of its
intended use.

201.3.203

HEARING SYSTEM

HEARING INSTRUMENT SYSTEM

combination, as specified by its MANUFACTURER, of items of equipment, at least one of which
is @ HEARING INSTRUMENT to be inter-connected by FUNCTIONAL CONNECTION

201.3.204

SOUND PRESSURE LEVEL

SPL

Ly

ten times the logarithm to the base 10 of the ratio of the square of the sound pressure,

the square of a reference value, p,, expressed in decibels ocuments
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where the reference value, pg, is 20 uPa

Note 1 to entry: Because of practical limitations of the measuring instruments, p? is always understood to denote
the square of a frequency-weighted, frequency-band-limited or time-weighted sound pressure.

If specific frequency and time weightings as specified in IEC 61672-1 and/or specific frequency bands are applied,
this should be indicated by appropriate subscripts; e.g. Lp AF denotes the A-weighted sound pressure level with
time weighting F. '

Note 2 to entry: This definition is technically in accordance with ISO 80000-8:2007, 8-22.

Note 3 to entry: The note to entry concerning the origin of the English abbreviation “SPp e French text

only.

[SOURCE: ISO/TR 25417:2007, 2.2]

201.4 General requirements

Clause 4 of the general standard applies, except as follows:

201.4.1 Conditions for applicati

Replacement:

Unless otherwise specified, the requir
reasonably foreseeable mij

When applying this st

definitions and require}
person for whon@ :

201.4.3 * Esse

PATIENT shall be considered as applying to the
{EARING INSTRUMENT SYSTEMS is intended.

Replacement:
HEARING not have an ESSENTIAL PERFORMANCE.

201.4.6 PMENT or ME SYSTEM parts that contact the PATIENT

Subclause 4.6 of the’general standard does not apply.

201.4.10 Power supply

Subclause 4.10 of the general standard does not apply.

201.4.11 Power input

Subclause 4.11 of the general standard does not apply.

201.5 General requirements for testing ME EQUIPMENT

Clause 5 of the general standard applies, except as follows:

Documents
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201.5.2 Number of samples

Replacement:

TYPE TESTS are performed on a representative sample of the item being tested. If multiple
products are under consideration, which have a similar mechanical and electrical architecture,
then an engineering analysis by the MANUFACTURER may justify a single representative sample
for a family of products.

201.5.3 Ambient temperature, humidity, atmospheric pressure

Replacement:

After the HEARING INSTRUMENT or HEARING INSTRUMENT SYSTEM to be test en set up for
NORMAL USE, tests are performed within the range of environmental coqdit i
technical description, as specified by the MANUFACTURER.

201.5.4 Other conditions
Addition:

aa) Inventory stocking conditions are specified by the€ MANt
bb) HEARING INSTRUMENT transport conditions are specifi

201.5.5 Supply voltages, type of
Replacement:

a) Where test results are influenced
the effect of such deviatigns sha

b) HEARING INSTRUMENTS '8
voltage shall be tes

supply.
c) HEARING IN
connected as™p

d) If the instructigns\ fo S that a HEARING INSTRUMENT or @ HEARING INSTRUMENT

at result in the least favourable conditions.

201.5.7 M conditioning treatment

Replacement:

Where climatic conditions could influence the safety of a HEARING INSTRUMENT or HEARING
INSTRUMENT SYSTEM or its parts, it shall be subjected to a humidity preconditioning treatment
prior to the tests of 201.8.7.4.

HEARING INSTRUMENTS and HEARING INSTRUMENT SYSTEMS or theirs parts shall be set up
completely (or where necessary partially). Covers used during transport and storage shall be
detached.

Parts that can be detached without the use of tools shall be detached, but tested
simultaneously with the major part.

ACCESS COVERS that can be opened or detached without the use of tools shall be opened and
detached.

Documents
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The humidity preconditioning treatment shall be performed in a humidity cabinet containing air
with a relative humidity of 93 % + 3 % where the ME EQUIPMENT or its parts under test are
located. The humidity conditions at other locations in the chamber may vary by + 6 %. The
temperature of the air in the cabinet, at all places where HEARING INSTRUMENTS and HEARING
INSTRUMENT SYSTEMS can be located, shall be maintained within 2 °C of any convenient value
T in the range of + 20 °C to + 30 °C. Before being placed in the humidity cabinet, HEARING
INSTRUMENTS and HEARING INSTRUMENT SYSTEMS are brought to a temperature between T and
T + 4 °C, and kept at this temperature for at least 4 h before the humidity treatment starts.

Keep HEARING INSTRUMENTS and HEARING INSTRUMENT SYSTEMS and its parts, where the
ENCLOSURE is classified as IPXO0, in the humidity cabinet for at least 48 h.

Keep HEARING INSTRUMENTS and HEARING INSTRUMENT SYSTEMS and i
ENCLOSURE is designed to provide higher ingress protection against Jig
cabinet for 168 h.

s, where the
the humidity

201.5.9 Determination of APPLIED PARTS and ACCESSIB
201.5.9.1 *APPLIED PARTS
Addition:

The HEARING INSTRUMENT is a TYPE B APPLIED P
other parts have to be in contact with PATI

201.5.9.2 ACCESSIBLE PARTS

201.5.9.2.1 Test finger

Addition:

The tests as descrjbed
probe shown in e
201.5.201 SOUND\P

Any sound p
described in(

201.6 Clzc
Clause 6 of the general standard applies, except as follows:

201.6.2 Protection against electric shock

Replacement:

HEARING INSTRUMENTS are INTERNALLY POWERED, but may have connections to mains supplied
equipment. The insulation between the SUPPLY MAINS and the HEARING INSTRUMENT shall be
provided within the power supply, charger or other type of ACCESSORY.

The HEARING INSTRUMENT is classified a TYPE B APPLIED PART.

201.6.3 Protection against harmful ingress of water or particulate matter
Replacement:
See 201.11.6.5. Documents
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201.6.6 Mode of operation

Replacement:

HEARING INSTRUMENTS are classified for CONTINUOUS OPERATION.

201.7 ME EQUIPMENT identification, marking and documents
Clause 7 of the general standard applies, except as follows:

201.7.1 General

201.7.11 UsABILITY of the identification, marking and documents

Replacement:

The MANUFACTURER shall address in the RISK MANAGEMENT PROE 8 RIS >r USABILITY
associated with the design of the HEARING ) i i arking and
documents.

201.7.1.2 Legibili

Replacement:

The markings requirg

— Safety signs apd\de i ¥ the HEARING INSTRUMENT except serial number, shall be
clearly legibte eni aced in the hand of the PATIENT.

201.7.2 ing on the outside of ME EQUIPMENT or ME EQUIPMENT parts
201.7.21 Minimum requirements for marking on HEARING INSTRUMENT

Replacement:

If the size of the HEARING INSTRUMENT does not allow affixation of all markings specified in 7.2,
the markings shall be recorded in full in the ACCOMPANYING DOCUMENTS.

201.7.2.2 Identification

Replacement:

HEARING INSTRUMENTS shall be marked on the outside with:

— the name or trademark of the MANUFACTURER;
— a MODEL OR TYPE REFERENCE.

HEARING INSTRUMENTS shall be marked visibly on the outside or other user mcur‘sibgg&ments
Document Sharing Hub

Full document details: IEC 60601-2-66 2015


http://avadocuments2026.com/doc/iec-60601-2-66-2015
http://avadocuments2026.com/doc/iec-60601-2-66-2015

- 14 - IEC 60601-2-66:2015 © IEC 2015

— identification of right and left HEARING INSTRUMENT unless absence of this marking does not
present an unacceptable RIsK. Right is defined by the colour red. Left is defined by the
colour blue;

— serial number.

In case of HEARING INSTRUMENTS worn in the ear, the marking on the instrument may be
reduced to the serial number and the identification of right and left.

HEARING INSTRUMENTS shall be marked visibly on the outside or other user accessible location
or on the package with:

— the year of manufacture.

The serial number, lot or batch identifier, and the year of manufacture qyay be“provided in a
human readable code or through automatic identification technolog as barcodes or
RFID (radio-frequency identification).

NOTE See ISO 15223-1 for symbols for MANUFACTURER, serial number, b eanof manufacture and
use by date.

201.7.2.5 ME EQUIPMENT intended to receive powe

Subclause 7.2.5 of the general standard does not ap

201.7.2.8 Oiﬁ
Subclause 7.2.8 '
201.7.2.10

Subclause 7.

Replacement:

If special handling measures have to be taken during transport or storage, the packaging shall
be marked accordingly.

201.7.8.1 *Colours of indicator lights

Replacement:
The colours of indicator lights and their meanings shall be stated in the instructions for use.
Compliance with the requirements is checked by inspection.

201.7.9 ACCOMPANYING DOCUMENTS

201.7.9.1 General
Documents
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HEARING INSTRUMENTS shall be accompanied by documents containing at least the instructions
for use and a technical description. The technical description may be included in the same
document as the instructions for use. The ACCOMPANYING DOCUMENTS shall be regarded as a
part of the HEARING INSTRUMENT.

The ACCOMPANYING DOCUMENTS shall identify the HEARING INSTRUMENT by including, as
applicable, the following:

— name or trade-name of the MANUFACTURER contact information to which the PATIENT can
refer;
— model or type reference.

— for HEARING INSTRUMENTS able to provide more than 132 dB SBL:
professional OPERATOR fitting the HEARING INSTRUMENT that there
impairing the remaining hearing of the PATIENT;

warning to the
ke a RIsK of

ACCOMPANYING DOCUMENTS may be provided electronically, e.g. el
ROM.

201.7.9.2 Instructions
201.7.9.2.1 Genera

Replacement: Q

— the operating_functjons;

— identification of ahy known side effects associated with the use of hearing instrument that
may warrant consultation with a physician e.g. accumulation of cerumen.

The instructions for use shall be in a language that is acceptable to the intended PATIENT.

The instructions for use shall include

— easily understood diagrams, illustrations, or photographs of the fully assembled and
ready-to-operate HEARING INSTRUMENT including all controls, visual information signals, and
indicators;

— easily understood diagrams, illustrations, or photographs showing proper connection of
the PATIENT to the HEARING INSTRUMENT, ACCESSORIES and other equipment;

— any restrictions on locations or environments in which the HEARING INSTRUMENT can be
used;

— advice to the PATIENT to contact the MANUFACTURER or the MANUFACTURER'S representative:
Documents
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e for assistance, if needed, in setting up, using or maintaining the HEARING INSTRUMENT
or HEARING INSTRUMENTS SYSTEM; or

o to report unexpected operation or events.

The instructions for use shall include a description and illustration on how to replace and/or
recharge batteries.

201.7.9.2.2 Warning and safety notices

Replacement:

The instructions for use shall include all warning and safety notices.

instructions for use. A warning or safety notice that applies only
action should precede the instruction to which it applies.

Where relevant, the instructions for use shall state:
— for HEARING INSTRUMENTS in paediatric applications:

INSTRUMENTS, batteries and detachable parts)
reach;

— for HEARING INSTRUMENTS that do

and not by others;
— for HEARING INSTRUMEN

— warning ab
dropping, immers;j

occur if the adyice js not followed, and the precautions for reducing the RIsK.
201.7.9.2.4 Electrical power source

Replacement:

If leakage from a battery would result in an unacceptable RISK, the instructions for use shall
include a warning to remove the battery to avoid this from happening.

201.7.9.2.5 ME EQUIPMENT description

Replacement:

The instructions for use shall include:

— a brief description of the HEARING INSTRUMENT;
— how the HEARING INSTRUMENT operates.

Documents
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If the HEARING INSTRUMENT can be externally connected, the instruction for use shall state a
warning only to connect to equipment that conforms to relevant international safety standards.

201.7.9.2.9 Operating instructions

Replacement:

The instructions for use shall contain all information necessary to operate the HEARING
INSTRUMENT in accordance with its specification. This shall include explanation of the
functions of controls, battery compartment and signals as well as connection and
disconnection of user detachable parts and ACCESSORIES.

The meanings of left and right indicator symbols, warning statements Previations and

indicator lights on the HEARING INSTRUMENT shall be explained in the in

201.7.9.2.12 Cleaning, disinfection and sterilization

Replacement:

The instruction for use shall contain information abod maintenance of the

HEARING INSTRUMENT where applicable:

— the procedure to follow for washing the ear

— storing the HEARING INSTRUMENT;
— special adequate maintenance for n

Replacement:
The instructions fo; ’
as ACCESSORIES.

If the HEARI
the recharge

201.7.9.2.
Replacement:

The instructions for use shall provide information about

— how to dispose of batteries;
— how to dispose of the HEARING INSTRUMENT;
— how to dispose of any part that may provide a RISK associated with the disposal.

201.7.9.2.16 Reference to the technical description

Replacement:

The instructions for use shall contain the information specified in 201.7.9.3 or a reference to
where the information specified in 201.7.9.3 is to be found (e.g. in a service manual).

Documents
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Compliance with the requirements of 201.7.9.2 is checked by inspection of the instructions for
use in a language suitable for the intended PATIENT.

201.7.9.3 Technical description
201.7.9.3.1  General

Replacement:

The technical description shall provide all data that is essential for safe operation, transport
and storage.

\g the HEARING

A technical data sheet shall be available for the professional OPERATOR
INSTRUMENT. The data sheet shall include:
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characteristics;
— technical characteristics according to IEC 60118-0.
— aunique version identifier such as its date of issue.

o “WARNING: Do not modify this

o “WARNING: If this equipment i
conducted to ensure continued

201.8 *Protection agal

Clause 8 of the genera
201.8.1 Fui 2
Replacement:

a) HEARING {NSTR nsidered safe if supplied by an internal power source.

L external connections to medical electrical equipment in
complia i : 01-1 and the applicable particular standards are considered safe.

C) HEARING INSTRUMENTS that are normally used in a HOME HEALTHCARE ENVIRONMENT are
considered safe.when connected to electrical equipment in compliance with the relevant
standard IEC 60065, IEC 60950-1, or other applicable IEC safety standards. These
products shall pass the PATIENT LEAKAGE CURRENT requirements described in 201.8.7.

The limits specified in 201.8.4.2 shall not be exceeded for ACCESSIBLE PARTS and APPLIED
PARTS in NORMAL CONDITION.

201.8.2.1 Connection to a separate power source

Replacement:

If a HEARING INSTRUMENT is specified for connection to a separate power source, other than
the SuPPLY MAINS, the separate power source shall be in compliance with the relevant
standard IEC 60601-1, IEC 60065, IEC 60950-1, or other applicable IEC safety standards.

If a particular separate power supply is specified then the relevant tests shall be performed

with the HEARING INSTRUMENTS connected to it. If a generic separate power supply i ifi

then the specification in the ACCOMPANYING DOCUMENTS shall be inspected. D?tB'i:?U?ﬁents
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201.8.3 Classification of APPLIED PARTS

Replacement:
A HEARING INSTRUMENT is classified as a TYPE B APPLIED PART.

201.8.4.2 ACCESSIBLE PARTS and APPLIED PARTS
Replacement:

a) The requirements to PATIENT AUXILIARY CURRENT of the general standard apply.
Accessible contacts of internally supplied HEARING INSTRUMENTS rated at 1,6 V d.c. or less
are exempt from these requirements as long as the d.c. current flowingn~a realistic worst
case configuration between those contacts does not exceed
assessment covers the particular design and application.

b) HEARING INSTRUMENTS connected to electrical equipment in
other than IEC 60601 shall pass the LEAKAGE CURRENT requi

201.8.5 Separation of parts

Replacement:

See 201.8.1.

201.8.7 LEAKAGE CURRENTS and S
201.8.7.1 General requirements

Replacement:

a) The electrical isolationk
that currents flowi

b) The specifie I
conditions:

— at operating i
described in §

— with HEARI ! gnergized in stand-by condition and fully operating.

CONDITIONS

Subclause 8.7.2 ofthg’general standard does not apply.

201.8.7.3 Allowable values

Replacement:

The allowable value of PATIENT LEAKAGE CURRENT is 100 pA rms. This value applies to current
flowing through the network of Figure 12 of the general standard and measured as shown in
Figure 201.101. The nominal output voltage from the isolation transformer is 275V a.c. at
50 Hz or 60 Hz.

201.8.7.4 Measurements
201.8.7.4.1 General

Replacement:

Documents
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The PATIENT LEAKAGE CURRENT shall be measured after the hearing instrument has been
brought up to operating temperature.

© T

Mains @)

MD

Key

1 Hearing instrument ENCLOSURE

3 SIGNAL INPUT/OUTPUT PART short circuited or loaded

P, External connection

T, Single- or polyphase isolation transtferme
voltage (see also rationale for 8.7.4.2 o

\ Voltmeter indication r.m.s value, using, i

201.8.7.
Replacement:

The HEARING INSTRUMENT is tested according to Figure 201.101 at 110% of the highest
specified mains voltage, using the appropriate measuring supply circuit.

For hearing instruments that have an enclosure or a part of the ENCLOSURE made of insulating
material, metal foil of maximum 20 cm x 10 cm is applied in intimate contact with the
ENCLOSURE or relevant part of the ENCLOSURE.

If possible, the metal foil shall be manipulated to enable the highest value of the PATIENT
LEAKAGE CURRENT to be determined.

Metal parts of the ENCLOSURE can be covered partly or totally by the metal foil.

This test need not be conducted if it can be demonstrated that there is adequate separation of
the parts involved.

Documents
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Addition:

Accessible contacts of internally supplied HEARING INSTRUMENTS rated at 1,6 V d.c. or less are
exempt from these requirements as long as the d.c. current flowing in a realistic worst case
configuration between those contacts does not exceed 10 pA and the risk assessment covers
the particular design and application.

201.8.8 INSULATION

Replacement:

The test according to 8.7 shall be made after the drop test of 201.15.3.4.
201.8.9 CREEPAGE DISTANCES and AIR CLEARANCES

Subclause 8.9 of the general standard does not apply.

201.8.10 COMPONENTS and WIRING

Subclause 8.10 of the general standard does not app

201.91

Replacement:

Generally HE
201.102 bel

%S with ACCESSORIES do not pose mechanical hazards. Table
zards shall be considered.

201.102 — MECHANICAL HAZARDS to be considered

\)IECHANICAL HAZARD Covered by subclause
Sharp edges 201.9.3
Acoustic energy 201.9.6
Entanglement 201.9.101
Parts remaining in the ear canal 201.9.102
201.9.2 MEeCHANICAL HAZARDS associated with moving parts

Subclause 9.2 of the general standard does not apply.

201.9.3 MEecCHANICAL HAZARD associated with surfaces, corners and edges

Replacement:

Documents
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Rough surfaces, sharp corners and edges of HEARING INSTRUMENTS and HEARING INSTRUMENT
SYSTEMS that could cause injury or damage shall be avoided or covered.

In particular, attention shall be paid to moulded edges, battery doors and connector flanges.

Compliance shall be checked by inspection of the HEARING INSTRUMENT or HEARING
INSTRUMENT SYSTEMS.

20194 Instability HAZARDS

Subclause 9.4 of the general standard does not apply.

201.9.5 Expelled parts HAZARD

Subclause 9.5 of the general standard does not apply.

201.9.6 *Acoustic energy (including infra- and ultrasg

Replacement:

require a special warning notice (see 201.7). HEARIN be designed in a way
that users cannot be unintentionally exposed tg : 2 dB in NORMAL and SINGLE
FAULT condition.

201.9.7 Pressure vessels and pa j o\pneumatic and hydraulic pressure

Subclause 9.7 of the gener, precause HEARING INSTRUMENTS do not
have such parts.

201.9.8 MECHAN

Subclause 9.8 (@
have such parts.

201.9.10

neck shall not\pose & RISK of injury or strangulation. The disconnection force shall be no
greater than 40 N:

Compliance shall be checked by applying the pull force.

201.9.102 HAzARDS of parts of a HEARING INSTRUMENT remaining in the ear canal

A HEARING INSTRUMENT that can be worn in the ear canal shall be safely retrievable by the
PATIENT. If such HEARING INSTRUMENT is difficult to retrieve, a method to detect its location and
to retrieve it shall be provided in the instructions for use.

HEARING INSTRUMENTS shall be designed in a way that parts do not come loose during use,
insertion or retrieval from the ear canal.

Any part which is exposed to a pull force during the removal of a HEARING INSTRUMENT from
the ear canal shall resist a force of at least 3 N without coming loose from the instrument.

Compliance shall be checked by applying the pull force test. Documents
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201.10 Protection against unwanted and excessive radiation HAZARDS

Clause 10 of the general standard does not apply, except for subclause 10.4.

NOTE HEARING INSTRUMENTS do not emit such radiation other than visible light in some cases.
201.11 *Protection against excessive temperatures and other HAZARDS
Clause 11 of the general standard applies, except as follows:

201111 Excessive temperatures in ME EQUIPMENT

201.11.1.1 Maximum temperature during NORMAL USE

Replacement:

201.11.1.2 Temperature of APPLIED PARTS

Replacement:
The requirements of this subclause are include 1.112

201.11.1.3 Measurements

Addition:
Due to the low e

waived. Where —@ '
cannot be exceeded 1

For HEARING }
contact and

MANAGEMENT FIL ¢ the instructions for use. Operation of the HEARING INSTRUMENT and
temperature measurements where necessary.

201.11.2 Fire prevention

Subclause 11.2 of the general standard does not apply.

NOTE The requirements for HEARING INSTRUMENTS that are intended to be used in explosive and oxygen-enriched
atmospheres are not contained in this particular standard.

201.11.3 Constructional requirements for fire ENCLOSURES of ME EQUIPMENT

Subclause 11.3 of the general standard does not apply.

Documents
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201.11.6 Overflow, spillage, leakage, ingress of water or particulate matter,
cleaning, disinfection, sterilization and compatibility with substances used with
the ME EQUIPMENT

201.11.6.2 Overflow in ME EQUIPMENT

Subclause 11.6.2 of the general standard does not apply.

201.11.6.3 Spillage on ME EQUIPMENT and ME SYSTEMS

Subclause 11.6.3 of the general standard does not apply.

201.11.6.4 Leakage

Subclause 11.6.4 of the general standard does not apply.

201.11.6.5 Ingress of water or particulate matter into ME EQ EMS

Replacement:

Compliance shall be checked by the te
in the least favourable position of NOR

201.11.6.6

Replacement:
HEARING INSTRU

shall be capable j
processes (such 2

LIFE of the HEARING i g ahd HEARING INSTRUMENTS SYSTEMS, and their parts and
ACCESSORIE anth\a = gse PROCESSES do not result in the loss of BASIC SAFETY.

Subclause 11.6.7 of the general standard does not apply.

201.12 *Accuracy of controls and instruments and protection against
hazardous outputs

Clause 12 of the general standard applies, except as follows:

201.12.2 Usability of ME EQUIPMENT
Addition:

PRIMARY OPERATING FUNCTIONS of HEARING INSTRUMENTS and SYSTEMS are identified during
USABILITY ENGINEERING. Typical PRIMARY OPERATING FUNCTIONS are:

— critical functions: Documents
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e and removing the HEARING INSTRUMENT;

e placing fitting a HEARING INSTRUMENT;

o testing of essential physical HEARING INSTRUMENT parameters;
— frequently used functions:

e changing battery;

e cleaning;

e switching on /off;

e adjust volume, program and other essential parameters;
NOTE See IEC 60601-1-6 for explanation of the term "frequently used functions".
201.12.4 Protection against hazardous output
201.12.4.2 Indication relevant to safety

Subclause 12.4.2 of the general standard does not apply.

201.12.4.4 Incorrect output

Replacement:

201.12.4.5 Diagnos
Subclause 12.4.@
201.13

Clause 13.0of

201.13.1.2

Replacement:

The following HAZARDOUS SITUATIONS shall not occur:

— unintentional exposure to a SPL above 132 dB;

— emission of flames, molten metal, poisonous or ignitable substance in hazardous
quantities;

— deformation of ENCLOSURES to such an extent that compliance with 201.15.3.1 is impaired;

— temperatures of HEARING INSTRUMENTS that are likely to be touched, exceeding 50 °C when
measured and adjusted as described in 201.11.1.3 of the general standard;

— exceeding the allowable values for “other components and materials” identified in Table 22
of the general standard times 1,5 minus 12,5 °C.

The SINGLE FAULT CONDITIONS in 4.7 of the general standard with regard to the emission of
flames, molten metal or ignitable substances, shall not be applied to parts and components

where: Documents
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— The construction of the supply circuit limits the power dissipation in SINGLE FAULT
CONDITION to less than 15 W or the energy dissipation to less than 900 J;

Compliance shall be checked by drawing 15 W from the supply circuit for 1 min. If, after
1 min the supply circuit cannot supply 15 W, the circuit shall be considered to limit power
dissipation to less than 15 W. The related design documentation is also reviewed.

or

— Secondary circuits meet all of the following conditions:

e mounted on material with a flammability classification of FV1 in accordance with
IEC 60695-11-10 or better;

e they are energized at a voltage of 60 V d.c. or 42,2 V peak or le
SINGLE FAULT CONDITION;

NORMAL and
o they are limited to 100 VA or are limited to 6 000 J in SINGLE FA

polybromide.
Compliance is checked by evaluation of the design doc
Or

of the general standard.
Compliance is checked by evaluatiof
or

standard.

After the tests of this
inspected to determin
causes) sufficiently to ar

201.13.2 S@ FA

201.13.2.1

combination.

a) NORMAL CONDITION includes all of the following simultaneously:

— the presence on any SIGNAL INPUT/OUTPUT PART of any voltage or current from other
electrical equipment that is permitted to be connected according to the ACCOMPANYING
DOCUMENTS as specified in 201.7.9;

— open circuit of any or all earth connections that do not comply with the requirements of
8.6, including any functional earth connection.

b) SINGLE FAULT CONDITION includes:

— short circuit of any one insulation that complies with the requirements for one MEANS OF
PROTECTION as specified in 8.8 of the general standard;

NOTE This includes short circuiting of either constituent part of DOUBLE INSULATION that complies with 8.8.

— short circuit of any one CREEPAGE DISTANCE or AIR CLEARANCE that complies with the
requirements for one MEANS OF PROTECTION as specified in 8.9 of the general standard;

— short circuit and open circuit of any component other than a COMPONENT WITH HIGH
INTEGRITY CHARACTERISTICS that is connected in parallel with insulation, \Bth an AIR

ocuments
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