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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
MEDICAL ELECTRICAL EQUIPMENT –  

 
Part 2-68: Particular requirements for the basic safety and essential  
performance of X-ray-based image-guided radiotherapy equipment  

for use with electron accelerators, light ion beam therapy equipment  
and radionuclide beam therapy equipment 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International standard IEC 60601-2-68 has been prepared by IEC subcommittee 62C 
Equipment for radiotherapy, nuclear medicine and radiation dosimetry of IEC technical 
committee 62: Electrical equipment in medical practice. 

The text of this particular standard is based on the following documents: 

FDIS Report on voting 

62C/595/FDIS 62C/602/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this standard, the following print types are used: 

– Requirements and definitions: roman type. 
– Test specifications: italic type. 

– Informative material appearing outside of tables, such as notes, examples and references: in smaller type. 
Normative text of tables is also in a smaller type. 

– TERMS DEFINED IN CLAUSE 3 OF THE GENERAL STANDARD, IN THIS PARTICULAR STANDARD OR AS 
NOTED: SMALL CAPITALS. 

In referring to the structure of this standard, the term 

– “clause” means one of the seventeen numbered divisions within the table of contents, 
inclusive of all subdivisions (e.g. Clause 7 includes subclauses 7.1, 7.2, etc.); 

– “subclause” means a numbered subdivision of a clause (e.g. 7.1, 7.2 and 7.2.1 are all 
subclauses of Clause 7). 

References to clauses within this standard are preceded by the term “Clause” followed by the 
clause number. References to subclauses within this particular standard are by number only. 

In this standard, the conjunctive “or” is used as an “inclusive or” so a statement is true if any 
combination of the conditions is true. 

The verbal forms used in this standard conform to usage described in Annex H of the ISO/IEC 
Directives, Part 2. For the purposes of this standard, the auxiliary verb: 

– “shall” means that compliance with a requirement or a test is mandatory for compliance 
with this standard; 

– “should” means that compliance with a requirement or a test is recommended but is not 
mandatory for compliance with this standard; 

– “may” is used to describe a permissible way to achieve compliance with a requirement or 
test. 

An asterisk (*) as the first character of a title or at the beginning of a paragraph or table title 
indicates that there is guidance or rationale related to that item in Annex AA. 

A list of all parts of the IEC 60601 series, published under the general title Medical electrical 
equipment, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 
  

Full document details: IEC 60601-2-68 2014

http://www.avadocuments.com/doc/iec-60601-2-68-2014
http://www.avadocuments.com/doc/iec-60601-2-68-2014


IEC 60601-2-68:2014 © IEC 2014 – 5 – 

INTRODUCTION 

Modern RADIOTHERAPY practices utilize information from various imaging modalities, acquired 
prior to initiating administration of the therapy, to plan the treatment.  The imaging provides 
information about the location of the TARGET VOLUME and other anatomical features so that a 
treatment plan can be developed that provides an optimal dose distribution to have the best 
chance of achieving the intended effect of treatment while minimizing side effects. 

However, difficulties arise when trying to administer the RADIATION, since TARGET 
VOLUMES/critical structures are constantly moving within the body. For example, in parts of the 
body moving with respiration, the TARGET VOLUMES/critical structures may change position or 
shape during the RADIATION BEAM delivery throughout any given fraction. Furthermore, a 
course of therapy may extend over many days, during which the TARGET VOLUME/PATIENT may 
shrink or grow and/or move. Hence, the exact location of the TARGET VOLUME/critical 
structures may change between the time of treatment planning imaging and the actual 
administration of a treatment. 

IMAGE-GUIDED RADIOTHERAPY (IGRT) combines planar or volumetric imaging during the course 
of RADIOTHERAPY in order to adjust the treatment delivery based on the PATIENT anatomy and 
PATIENT position. This enables the OPERATOR and/or EXTERNAL BEAM EQUIPMENT (EBE) to adjust 
the RADIATION BEAM delivery based on the imaging information, such as the position of the 
TARGET VOLUME, critical organs and/or other reference features, to compensate for anatomical 
changes including internal organ motions and/or treatment setup uncertainties. The increased 
accuracy and precision achieved allows higher doses of RADIATION to be delivered to the 
TARGET VOLUME and a reduction in the margin of healthy cells affected by the RADIATION. This 
is often used in conjunction with other monitoring equipment. 

This particular standard establishes requirements to be complied with by MANUFACTURERS in 
the design and construction of X-RAY IGRT EQUIPMENT (X-IGRT). 

This particular standard covers safety aspects of kilovoltage (kV) and megavoltage (MV) X-ray 
imaging devices in a known geometrical relationship with an EXTERNAL BEAM EQUIPMENT such 
as an ELECTRON ACCELERATOR, medical light ion beam equipment or RADIONUCLIDE BEAM 
THERAPY EQUIPMENT, for the purpose of IGRT. It covers aspects of communication and 
relationships between the EXTERNAL BEAM EQUIPMENT and X-ray imaging devices, attached or 
not directly attached to but in the same RADIATION shielded area as, and dedicated for use 
only with, the EXTERNAL BEAM EQUIPMENT. 

This particular standard applies to X-ray based IGRT equipment used in-room for IGRT 
purposes. This particular standard does not apply to standard CT scanners, which are not 
used for IGRT. However if a CT scanner is used in-room with a linear (electron) accelerator 
(linac) for IGRT then this particular standard applies. 

When performing a HAZARD ANALYSIS, the MANUFACTURER should consider relevant diagnostic 
standards. For example, IMAGE DISPLAY DEVICE quality is specified in IEC documents in 
regards to diagnostic use (e.g. IEC 62563-1:2009, Ed. 1.0). However, since IGRT usage may 
or may not require such high requirements it is left to the MANUFACTURER to specify what is 
required for use with their X-IGRT EQUIPMENT.  

This particular standard deals with the safety aspect of image acquisitions, image analysis, 
data transfer and treatment replanning or EBE/PATIENT repositioning. 

This particular standard deals with equipment for REAL-TIME X-IGRT, ONLINE X-IGRT and OFFLINE 
X-IGRT. 

X-IGRT EQUIPMENT is also related to the following current standards: 

– IEC 62083, Medical electrical equipment – Requirements for the safety of radiotherapy 
treatment planning systems 
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– IEC 61217, Radiotherapy equipment – Coordinates, movements and scales 
– IEC 62274, Medical electrical equipment – Safety of radiotherapy record and verify 

systems 
– IEC 60976, Medical electrical equipment – Medical electron accelerators – Functional 

performance characteristics  
– IEC TR 60977, Medical electrical equipment – Medical electron accelerators – Guidelines 

for functional performance characteristics.  

This particular standard may give rise to amendments to some of the above standards. 

This particular standard will focus on the safety aspects of the primary function of X-IGRT. It 
will not focus on emerging technologies within the field so as to not hinder progress, yet it will 
define a safe way of achieving X-IGRT. 
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MEDICAL ELECTRICAL EQUIPMENT –  
 

Part 2-68: Particular requirements for the basic safety and essential  
performance of X-ray-based image-guided radiotherapy equipment  

for use with electron accelerators, light ion beam therapy equipment  
and radionuclide beam therapy equipment 

 
 
 

201.1 Scope, object and related standards 

Clause 1 of the general standard1 applies, except as follows: 

201.1.1 Scope 

Replacement: 

This International Standard applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE of X-ray 
based IMAGE-GUIDED RADIOTHERAPY equipment for use with EXTERNAL BEAM EQUIPMENT (EBE).  

This particular standard covers safety aspects of kilovoltage (kV) and megavoltage (MV) X-ray 
imaging devices in a known geometrical relationship with EBE for the purpose of IGRT. It 
covers aspects of communication and relationships between the EXTERNAL BEAM EQUIPMENT 
and X-ray imaging devices, attached or not directly attached to, but in the same RADIATION 
shielded area as, and dedicated for use only with, the EXTERNAL BEAM EQUIPMENT. 

This particular standard deals with equipment for REAL-TIME X-IGRT, ONLINE X-IGRT and OFFLINE 
X-IGRT. It covers procedures to reduce the risk of over-reliance on the X-IGRT EXTERNAL BEAM 
SYSTEM (X-IGRT EBS). For example the manufacturer will provide an interactive interface for 
user interaction with the correction suggested by the system. 

If a clause or subclause is specifically intended to be applicable to X-IGRT EBE SYSTEMS the 
content of that clause or subclause will say so. If that is not the case, the clause or subclause 
applies only to X-IGRT EQUIPMENT. 

This particular standard, with the inclusion of TYPE TESTS and SITE TESTS, applies respectively 
to the MANUFACTURER and some installation aspects of X-IGRT EBE SYSTEMS intended to be 

• for NORMAL USE, operated under the authority of appropriately licensed or QUALIFIED 
PERSONS by OPERATORS having the required skills for a particular medical application, for 
particular specified clinical purposes, e.g. STATIONARY RADIOTHERAPY or MOVING BEAM 
RADIOTHERAPY, 

• maintained in accordance with the recommendations given in the INSTRUCTIONS FOR USE, 

• subject to regular quality assurance performance and calibration checks by a QUALIFIED 
PERSON. 

NOTE In this particular standard, all references to installation refer to installation in the RESPONSIBLE 
ORGANIZATION’S premises 

201.1.2 Object 

Replacement: 

————————— 
1  The general standard is IEC 60601-1:2005 + IEC 60601-1:2005/AMD1:2012, Medical electrical equipment – 

Part 1: General requirements for basic safety and essential performance 
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The object of this particular standard is to establish particular BASIC SAFETY and ESSENTIAL 
PERFORMANCE requirements for X-IGRT EQUIPMENT and X-IGRT EBE SYSTEMS.  

201.1.3 Collateral standards 

Addition: 

This particular standard refers to those applicable collateral standards that are listed in 
Clause 2 of the general standard and Clause 201.2 of this particular standard. 

IEC60601-1-3 and IEC 60601-1-6 apply as modified in Clause 203 and Clause 206 
respectively. IEC 60601-1-8, IEC 60601-1-9, IEC 60601-1-10 and IEC 60601-1-11 do not 
apply. All other published collateral standards in the IEC 60601-1 series apply as published. 

Collateral standards published after the date of publication of this standard shall only apply 
subject to further amendment to this standard. 

201.1.4 Particular standards 

Replacement: 

In the IEC 60601 series, particular standards may modify, replace or delete requirements 
contained in the general standard and collateral standards as appropriate for the particular 
ME EQUIPMENT under consideration, and may add other BASIC SAFETY and ESSENTIAL 
PERFORMANCE requirements. 

A requirement of a particular standard takes priority over the general standard. 

For brevity, IEC 60601-1 is referred to in this particular standard as the general standard. 
Collateral standards are referred to by their document number.  

The numbering of clauses and subclauses of this particular standard corresponds to that of 
the general standard with the prefix “201” (e.g. 201.1 in this particular standard addresses the 
content of Clause 1 of the general standard) or applicable collateral standard with the prefix 
“20x”, where x is the final digit(s) of the collateral standard document number (e.g. 202.4 in 
this particular standard addresses the content of Clause 4 of the IEC 60601-1-2 collateral 
standard, 203.4 in this particular standard addresses the content of Clause 4 of the 
IEC 60601-1-3 collateral standard, etc.). The changes to the text of the general standard are 
specified by the use of the following words: 

"Replacement" means that the clause or subclause of the general standard or applicable 
collateral standard is replaced completely by the text of this particular standard. 

"Addition" means that the text of this particular standard is additional to the requirements of 
the general standard or applicable collateral standard. 

"Amendment" means that the clause or subclause of the general standard or applicable 
collateral standard is amended as indicated by the text of this particular standard. 

Subclauses, figures or tables which are additional to those of the general standard are 
numbered starting from 201.101. However, due to the fact that definitions in the general 
standard are numbered 3.1 through 3.139, additional definitions in this standard are 
numbered beginning from 201.3.201. Additional annexes are lettered AA, BB, etc., and 
additional items aa), bb), etc. 

Subclauses, figures or tables which are additional to those of a collateral standard are 
numbered starting from 20x, where “x” is the number of the collateral standard, e.g. 202 for 
IEC 60601-1-2, 203 for IEC 60601-1-3, etc. 
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The term "this standard" is used to make reference to the general standard, any applicable 
collateral standards and this particular standard taken together. 

Where there is no corresponding clause or subclause in this particular standard, the clause or 
subclause of the general standard or applicable collateral standard, although possibly not 
relevant, applies without modification; where it is intended that any part of the general 
standard or applicable collateral standard, although possibly relevant, is not to be applied, a 
statement to that effect is given in this particular standard. 

201.2 Normative references 

Clause 2 of the general standard applies, except as follows: 

Amendment: 

IEC 60601-1-3:2008, Medical electrical equipment – Part 1-3: General requirements for basic 
safety and essential performance – Collateral Standard: Radiation protection in diagnostic X-
ray equipment 

IEC 60601-1-6:2010, Medical electrical equipment – Part 1-6: General requirements for basic 
safety and essential performance – Collateral standard: Usability  
IEC 60601-1-6:2010/AMD1:2013 

Addition: 

IEC 60601-1:2005, Medical electrical equipment – Part 1: General requirements for basic 
safety and essential performance  
IEC 60601-1:2005/AMD1:2012 

IEC 60601-2-1:2009, Medical electrical equipment – Part 2-1: Particular requirements for the 
basic safety and essential performance of electron accelerators in the range 1 MeV to 50 MeV 

IEC 60601-2-4:2010, Medical electrical equipment – Part 2-4: Particular requirements for the 
basic safety and essential performance of cardiac defibrillators 

IEC 60601-2-44:2012, Medical electrical equipment – Part 2-44: Particular requirements for 
the basic safety and essential performance of X-ray equipment for computed tomography 

IEC 60731:2011, Medical electrical equipment – Dosimeters with ionization chambers as used 
in radiotherapy 

IEC/TR 60788:2004, Medical electrical equipment – Glossary of defined terms  

IEC 60976:2007, Medical electrical equipment – Medical electron accelerators – Functional 
performance characteristics 

IEC 61217:2011, Radiotherapy equipment – Coordinates, movements and scales 

IEC 61223-3-5:2004, Evaluation and routine testing in medical imaging departments  – Part 3-
5: Acceptance tests – Imaging performance of computed tomography X-ray equipment 

IEC 61262-7:1995, Medical electrical equipment – Characteristics of electro-optical X-ray 
image intensifiers – Part 7: Determination of the modulation transfer function 

IEC 62083:2009, Medical electrical equipment – Requirements for the safety of radiotherapy 
treatment planning systems 

Full document details: IEC 60601-2-68 2014

http://www.avadocuments.com/doc/iec-60601-2-68-2014
http://www.avadocuments.com/doc/iec-60601-2-68-2014


 – 10 – IEC 60601-2-68:2014 © IEC 2014 

IEC 62274:2005, Medical electrical equipment – Safety of radiotherapy record and verify 
systems 

IEC 62366:2007, Medical devices – Application of usability engineering to medical devices  

IEC 62396-1:2012, Process management for avionics – Atmospheric radiation effects – Part 
1: Accommodation of atmospheric radiation effects via single event effects within avionics 
electronic equipment 

IEC 62563-1:2009, Medical electrical equipment – Medical image display systems – Part 1: 
Evaluation methods 

NOTE Informative references are listed in the bibliography beginning on page 58. 

201.3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60601-2-1, 
IEC 60601-1:2005 + IEC 60601-1:2005 /AMD1:2012, and IEC/TR 60788:2004 apply, except 
as follows: 

NOTE An index of defined terms is found at the end of the document.  

Addition: 

201.3.201  
COMPUTED TOMOGRAPHY DOSE INDEX 100 
CTDI100 
integral of the DOSE PROFILE representative of a single axial scan along a line perpendicular to 
the TOMOGRAPHIC PLANE divided by N × T according to the following: 

for N × T less than or equal to 40 mm 

dy
TN

(y) D
CTDI  

  
  = 

+

×∫
−

mm 50

mm 50
100

 

for N × T greater than 40 mm (all CT CONDITIONS OF OPERATION except collimation are kept the 
same for these measurements) 

Refairfree

air,free

Ref

Ref
mm 50

mm 50
100

 ,

TN 

CTDI
CTDI

dz
T)(N

(y)D
CTDI

×

−

×
×∫    = 

+
 

where: 
D(y) is the DOSE PROFILE representative of a single axial scan along a line 

perpendicular to the TOMOGRAPHIC PLANE, where dose is reported as 
ABSORBED DOSE in air and is evaluated within a polymethylmethacrylate 
(PMMA) dosimetry PHANTOM (see 201.102.5.2); 

(N × T)Ref is a specific N × T of 20 mm or the largest N x T available not greater 
than 20 mm; 

DRef(y) is the DOSE PROFILE representative of a single axial scan along a line 
perpendicular to the TOMOGRAPHIC PLANE, where dose is reported as 
ABSORBED DOSE in air and is evaluated within a polymethylmethacrylate 
(PMMA) dosimetry PHANTOM (see 201.102.5.2) for (N × T)Ref; 

CTDIfree air,N × T  is the CTDIfree air (201.3.202) for a specific value of N × T; 

CTDIfree air, Ref is the CTDIfree air (201.3.202) for (N × T)Ref; 
N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan 

of the X-ray source; 
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T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS. 

Note 1 to entry: The dose is reported as ABSORBED DOSE to air, but for practical purposes the evaluation of 
ABSORBED DOSE to air within a PMMA dosimetry PHANTOM is well approximated by measurement of the AIR KERMA. 

Note 2 to entry: This definition assumes that the DOSE PROFILE is centred on y = 0. 

Note 3 to entry: A single axial scan is typically a 360° rotation of the X-ray source. For CBCT partial rotations are 
still considered as a single axial scan. 

Note 4 to entry: When the TOMOGRAPHIC SECTIONS overlap, e.g. in CT SCANNERS with a “y-flying FOCAL SPOT” or 
with CBCT modes that merge multiple scans, the denominator of the integral needs to be replaced by the total 
nominal width along y of overlapping tomographic sections. For example, if the percentage of overlap is 50%, then 
the denominator would be replaced by 0,5 x N x T. 

Note 5 to entry: Typically the y-axis is the axis of rotation (the y-axis corresponds to the z-axis in the DICOM 
coordinate system.) 

Note 6 to entry: The CTDI100 is designed to include most of the scattered RADIATION. 

Note 7 to entry: See IEC 60601-2-44:2009/AMD1:2012, Annex CC for more explanation. 

Note 8 to entry: It is assumed for MV CBCT that an appropriate calibrated pencil chamber is used. 

Note 9 to entry:  The note to entry concerning the origin of the abbreviation CTDI applies to the French text only. 

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.203, modified – Notes 3, 4 and 5 to entry 
have been extended, and Note 8 to entry added.] 

201.3.202 
COMPUTED TOMOGRAPHY DOSE INDEX FREE-IN-AIR  
CTDIfree air 
integral of the DOSE PROFILE representative of a single axial scan along a line through 
ISOCENTRE and perpendicular to the TOMOGRAPHIC PLANE divided by N × T according to the 
following 

dy
TN

(y) D
CTDI    = 

  

+

×∫
−

L/2

L/2
air free  

where 
D(y) is the DOSE PROFILE representative of a single axial scan along a line through 

ISOCENTRE and perpendicular to the TOMOGRAPHIC PLANE, where dose is reported as 
ABSORBED DOSE in air and is evaluated free-in-air in the absence of a PHANTOM and the 
PATIENT SUPPORT; 

N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-ray 
source; 

T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS; 

L is at least (N × T) +40 mm, but not less than 100 mm. 

Note 1 to entry: This definition assumes that the DOSE PROFILE is centered on y = 0. The y axis corresponds to the 
z axis in the DICOM coordinate system 

Note 2 to entry: When the TOMOGRAPHIC SECTIONS overlap, e.g. in CT SCANNERS with a “y-flying FOCAL SPOT” or 
with CBCT modes that merges multiple scans, the denominator of the integral needs to be replaced by the total 
nominal width along y of overlapping tomographic sections. For example, if the percentage of overlap is 50 %, then 
the denominator would be replaced by 0,5 × N × T. 

Note 3 to entry: Typically a RADIATION DETECTOR of length L or longer is used. Annex DD provides an example for 
alternate measurements. 

Note 4 to entry: For CBCT the imaging is not slice based and N × T is the scan length along a line perpendicular to 
the TOMOGRAPHIC PLANE with the NOMINAL collimation. 

Note 5 to entry: It is assumed for MV CBCT that an appropriate calibrated pencil chamber or ion chamber, and a 
build-up cap is used. 

Full document details: IEC 60601-2-68 2014

http://www.avadocuments.com/doc/iec-60601-2-68-2014
http://www.avadocuments.com/doc/iec-60601-2-68-2014


 – 12 – IEC 60601-2-68:2014 © IEC 2014 

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.215, modified – Note 1 and 2 to entry 
have been extended and Notes 4 and 5 to entry added.] 

201.3.203 
CONE BEAM COMPUTED TOMOGRAPHY  
CBCT 
computed tomography performed using a cone beam of X-RADIATION  

201.3.204 
CONTRAST TO NOISE RATIO  
CNR 
physical quantity describing the ability to distinguish between various contrast objects of a 
digital image and the inherent noise within the image, defined as the difference of mean pixel 
values of the contrast objects and image background, and divided by the standard deviation 
of the image background pixel value  

Note 1 to entry:  
0

A

σ
BS – S

  C =  

SA and SB are signal intensities for the signal producing structures A and B in the region of interest and 0σ  is the 
standard deviation of the image noise. The MANUFACTURER specifies the structures defining A and B. 

Note 2 to entry:  The note to entry concerning the origin of the abbreviation CNR applies to the French text only. 

[SOURCE: IEC 61223-3-2:2007, 3.8, modified – Two notes to entry have been added.] 

201.3.205 
DOSE-LENGTH PRODUCT 
DLP 
index characterizing the product of the CTDIvol and the total length scanned 

a) For axial scanning 

DLP = CTDIvol × Δd × n 

where 
Δd is the PATIENT SUPPORT travel in y-direction between consecutive scans; 
n is the number of scans in the series. 

b) For helical scanning 

DLP = CTDIvol × L 

where 
L is the table travel during the entire LOADING, adjusted for dynamic collimation modes 

if applicable. 

Note 1 to entry: L might be longer than the programmed scan length. 

Note 2 to entry: The time weighted average of CTDIvol is to be used if CTDIvol is variable. 

Note 3 to entry: A way for obtaining L could be to use the FWHM along a line perpendicular to the 
TOMOGRAPHIC PLANE at isocenter of the free-in-air DOSE PROFILE for the entire scan. In the absence of dynamic 
collimation this is approximately equivalent to table travel during the entire LOADING. 

c) For scanning without movement of the PATIENT SUPPORT 

DLP = CTDIvol × N × T 
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where 
N is the number of TOMOGRAPHIC SECTIONS PRODUCED in a single axial scan of the X-ray 

source; 

T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS. 

Note 4 to entry: For CBCT, usually only c) is applicable where N × T is the scan length along a line 
perpendicular to the TOMOGRAPHIC PLANE with the NOMINAL collimation. 

Note 5 to entry: Typically the y-axis is the axis of rotation. The y axis corresponds to the z axis in the DICOM 
coordinate system. 

d) For axial scanning without gaps and helical scanning, both involving back-and-forth 
PATIENT SUPPORT movement between two positions (shuttle mode) 

DLP = CTDIvol × ((N × T) + R) 

where 
N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-ray 

source; 
T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS; 
R is the distance between the two positions. 

Note 6 to entry: The note to entry concerning the origin of the abbreviation DLP applies to the French text 
only. 

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.214, modified – Notes 4 and 5 to entry 
have been added.] 

201.3.206 
DOSE PROFILE  
representation of the dose as a function of position along a line 

[SOURCE: 60601-2-44:2009/AMD1:2012, 201.3.205] 

201.3.207 
EXTERNAL BEAM EQUIPMENT 
EBE 
external RADIATION EQUIPMENT utilizing ELECTRON ACCELERATORS, light ion beam equipment or 
RADIONUCLIDE BEAM THERAPY EQUIPMENT 

Note 1 to entry:  The note to entry concerning the origin of the abbreviation EBE applies to the French text only. 

201.3.208  
IGRT EQUIPMENT 
ME EQUIPMENT that provides IGRT functionality 

201.3.209 
IMAGE-GUIDED RADIOTHERAPY  
IGRT 
radiotherapy process by which the location of a radiotherapy beam relative to the intended 
TARGET VOLUME within a patient’s anatomy is determined by imaging of the TARGET VOLUME 
and surrounding anatomical structures at the time of treatment, so as to enable any 
necessary positional corrections to the intended relative location of beam to TARGET VOLUME 

Note 1 to entry: The note to entry concerning the origin of the abbreviation IGRT applies to the French text only. 

[SOURCE: IEC 60976:2007, 3.8] 
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201.3.210 
IMAGE RECONSTRUCTION 
a method to process acquired data into an image data set that can be used for analysis 

Note 1 to entry: The analysis of the reconstructed image data set can be for the purpose of IMAGE REGISTRATION 
against reference data.  

201.3.211  
IMAGE REGISTRATION 
a method for mapping or registering corresponding points from one image data set to another 

Note 1 to entry: IMAGE REGISTRATION can be rigid or deformable. 

201.3.212 
IMAGING SESSION 
the length of continuous time that images are taken of the PATIENT while the PATIENT remains 
on the PATIENT positioning device 

Note 1 to entry: If the PATIENT is removed from the PATIENT positioning device, the imaging session is ended. 

201.3.213 
KILOVOLTAGE X-IGRT EQUIPMENT 
X-IGRT EQUIPMENT using kilovoltage X-RADIATION 

201.3.214  
MEGAVOLTAGE X-IGRT EQUIPMENT 
X-IGRT EQUIPMENT using megavoltage X RADIATION 

201.3.215  
MODULATION TRANSFER FUNCTION  
MTF 
modulus of the generally complex optical transfer function, expressed as a function of SPATIAL 
FREQUENCIES u and v  

Note 1 to entry: The MTF can be determined in several ways, e.g. from the Fourier transforms of the point spread 
function (PSF), the line spread function (LSF) and the edge spread function (ESF). Any method is acceptable if 
performed correctly. (Adapted from IEC 61262-7:1995) 

Note 2 to entry: The note to entry concerning the origin of the abbreviation MTF applies to the French text only.  

[SOURCE: IEC 62220-1:2003, 3.9, modified – A note to entry has been added, and the 
symbol for the term has been changed.] 

201.3.216  
NORMAL USE 
operation, including routine inspection and adjustments by any OPERATOR, and STAND-BY, 
according to the INSTRUCTIONS FOR USE 

Note 1 to entry: NORMAL USE should not be confused with INTENDED USE. While both include the concept of use 
as intended by the MANUFACTURER, INTENDED USE focuses on the medical purpose while NORMAL USE incorporates 
not only the medical purpose, but maintenance, transport, etc. as well. 

Note 2 to entry: NORMAL USE is all functions performed by the OPERATOR. This includes warmup, calibration and 
other testing “physics” modes. 

[SOURCE: IEC 60601-1:2005/AMD1:2012, definition 3.71, modified – Note 2 has been 
added.] 

201.3.217  
OFFLINE IGRT 
IGRT for the purpose of PATIENT setup and/or treatment plan adjustment to be applied in 
subsequent treatment delivery 
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201.3.218  
ONLINE IGRT 
IGRT for the purpose of PATIENT setup or treatment plan adjustment immediately prior to or 
during the therapeutic IRRADIATION session requiring operator initiated adjustments. 

Note 1 to entry: The PATIENT stays on the PATIENT positioning device and is immobile during and in-between 
imaging and treatment. 

201.3.219 
OPTICAL TRANSFER FUNCTION  
OTF 
two-dimensional Fourier transform of the imaging system's point spread function. 

Note 1 to entry: See ISO 9334:2012. 

Note 2 to entry: For the OPTICAL TRANSFER FUNCTION to have significance, it is essential that the imaging system 
is working in its LINEAR RANGE, and that an ISOPLANATIC REGION is considered. 

[SOURCE: IEC 61262-7:1995, 3.1.14] 

201.3.220  
PROTOCOL ELEMENT 
set of the particular CBCT CONDITIONS OF OPERATION necessary to perform a scan 

Note 1 to entry: The following modes are examples of different types of scan: helical, axial, axial series, scanning 
without movement of the patient support and shuttle mode. 

Note 2 to entry: To maintain consistency with their respective user interfaces and documentation, various X-IGRT 
EQUIPMENT might use terminology different from “PROTOCOL ELEMENT”, e.g., “scan”, “scan group”, “scan series”, 
"presets", "CBCT modes" etc., which actually means “PROTOCOL ELEMENT” 

Note 3 to entry: A PROTOCOL ELEMENT is typically associated with a IGRT task, anatomical region, and/or age or 
size group. 

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.216, modified – The reference to "CT" in 
the original definition has been replaced by a reference to "CBCT" and Notes 2 and 3 to entry 
have been changed.] 

201.3.221  
RADIOGRAPHY 
technique for obtaining, recording and optionally processing directly or after TRANSFER, 
information contained in an X-RAY PATTERN at an IMAGE RECEPTION AREA intended to be 
analyzed during a time independent from the IRRADIATION time  

[SOURCE: IEC 60601-1-3:2008, 3.64] 

201.3.222 
RADIOSCOPY  
technique for obtaining continuously or periodically a sequence of X-RAY PATTERNS and 
presenting them directly or through a TRANSFER and optional processing simultaneously and 
continuously as visible images, intended to provide real-time guidance to an ongoing action  

[SOURCE: IEC 60601-1-3:2008, 3.69] 

201.3.223  
REAL TIME IGRT 
IGRT that images throughout therapeutic IRRADIATION and based upon that information, allows 
automatic adjustments of treatment parameters throughout the therapeutic IRRADIATION 
without OPERATOR intervention 
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201.3.224  
REFERENCE IMAGE 
an image related to the treatment plan to which subsequent images will be compared to align 
the PATIENT or adjust the treatment plan 

Note 1 to entry: REFERENCE IMAGES could be acquired during the first treatment fraction from an ELECTRONIC 
PORTAL IMAGING DEVICE 

Note 2 to entry: There may be more than one REFERENCE IMAGE 

Note 3 to entry: Examples of REFERENCE IMAGES can be digital reconstructed radiographs generated by the 
planning system for comparison to 2D images taken at time of treatment or treatment planning CT images used for 
CBCT registration. 

201.3.225  
SENSITIVITY PROFILE 
relative response of a system for COMPUTED TOMOGRAPHY as a function of position along a line 
perpendicular to the TOMOGRAPHIC PLANE  

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.207) 

201.3.226  
SPATIAL RESOLUTION 
resolution also known as HIGH-CONTRAST RESOLUTION and described by the MODULATION 
TRANSFER FUNCTION 

201.3.227  
SPATIAL RESOLUTION OF AN IMAGE DISPLAY SYSTEM 
measure of the ability of an image display system to distinguish spatial features of interest 
within an image 

Note 1 to entry: Systems designed with adequate spatial resolution characteristics are necessary to assure that 
spatial details of interest are preserved when a medical image is displayed. Portraying image data on an image 
display device with insufficient resolution will compromise the accuracy of the radiological interpretation. 

[SOURCE: IEC 62563-1:2009, 3.1.20, modified –the term incorporates the context of an 
image display system] 

201.3.228  
USABILITY 
characteristic of the OPERATOR interface that establishes effectiveness, efficiency, ease of 
OPERATOR learning and OPERATOR satisfaction  

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.136] 

201.3.229 
VOLUME CTDIW 
CTDIvol 
a) for axial scanning 

wvol Δ
CTDI

d

TN
CTDI

×
=  

where 
N is the number of tomographic sections produced in a single axial scan of the X-ray 

source; 
T is the nominal tomographic section thickness; 

∆d is the patient support travel in y-direction between consecutive scans. 
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Note 1 to entry: For the selected CT CONDTIONS OF OPERATION, but irrespective of any scanning length that 
may be used clinically, the VOLUME CTDIw (CTDIvol) is an index of dose based on a convention of 100 mm 
range of integration along the y-axis. For axial scanning, CTDIvol corresponds to the average dose that would 
accrue in the PHANTOM central section of volume equal to the cross sectional area × ∆d. 

Note 2 to entry: For axial scanning with a total table travel of less than N × T, CTDIvol as defined 
overestimates the average dose that would accrue in the PHANTOM central section of volume equal to the 
cross sectional area × ∆d. 

Note 3 to entry: Typically the y-axis is the axis of rotation. The y axis corresponds to the z axis in the DICOM 
coordinate system. 

b) for helical scanning 

factor pitch CT
CTDICTDI w

vol =  

Note 4 to entry: CT PITCH FACTOR will be a function of time when ∆d is variable during the exposure. 

Note 5 to entry: For the selected CT CONDTIONS OF OPERATION, but irrespective of any scanning length that 
may be used clinically, the VOLUME CTDIw (CTDIvol) is an index of dose based on a convention of 100 mm 
range of integration along the y-axis. For helical scanning, CTDIvol corresponds to the average dose that would 
accrue in the centre of a 100 mm scan length. 

Note 6 to entry: For helical scanning, when the product a small number of rotations times the table travel per 
rotation is much less than N × T CTDIvol as defined overestimates the average dose that would accrue in the 
centre of a 100 mm scan length. 

Note 7 to entry: Typically the y-axis is the axis of rotation. The y axis corresponds to the z axis in the DICOM 
coordinate system. 

c) for scanning without movement of the PATIENT SUPPORT 

wCTDInCTDI ×=vol  

where n is equal to the number of rotations. 

Note 8 to entry: c) includes situations where the PATIENT SUPPORT may be moved manually, for example, 
during an interventional procedure. 

Note 9 to entry: For scanning without movement of the PATIENT SUPPORT and for situations where the PATIENT 
SUPPORT may be moved manually, this definition overestimates the dose as it includes assumed scatter 
contribution from adjacent slices. 

Note 10 to entry: For scanning without movement of the PATIENT SUPPORT, CTDIvol corresponds to the dose 
that would accrue in the PHANTOM central section of volume equal to the cross sectional area × N × T were 
there n congruent sequences of contiguous scanning, each sequence of length 100 mm. 

Note 11 to entry: For CBCT, usually only c) is applicable. 

Note 12 to entry: Typically the y-axis is the axis of rotation. The y axis corresponds to the z axis in the 
DICOM coordinate system. 

Note 13 to entry: For CBCT n is typically 1 and for partial rotations n is considered as 1. 

d)  For axial scanning without gaps and helical scanning, both involving back-and-forth 
PATIENT SUPPORT movement between two positions (shuttle mode) 

wvol CTDI
R  T)(N

TN
CTDI

+×
×

= n  

where 
N is the number of TOMOGRAPHIC SECTIONS produced in a single axial scan of the X-

ray source; 
T is the NOMINAL TOMOGRAPHIC SECTION THICKNESS; 
n is equal to the total number of rotations for the entire scan series; 
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R is the distance between the two positions; 
CTDIw is the weighted CTDI100. 

Note 14 to entry: Seen Figure 201.102 in IEC 60601-2-44: 2009/AMD1:2012. 

Note 15 to entry: CTDIw is evaluated as the time weighed CTDIw reflecting the varying CT CONDITIONS OF 
OPERATION.  

[SOURCE: IEC 60601-2-44:2009/AMD1:2012, 201.3.212, modified – Notes to entry 3, 7, 11, 
12 and 13 have been added, and Notes to entry 1 and 2 are slightly modified.] 

201.3.230 
WEIGHTED CTDI100 
CTDIW 
value defined as 

)100()100(W 3
2

3
1

peripheralcentre CTDICTDICTDI +=  

where 
CTDI100(centre) is the value of CTDI100 measured in the centre of a dosimetry 

PHANTOM; 

CTDI100(peripheral) is the average of the four values of CTDI100 measured around the 
dosimetry PHANTOM periphery according to 201.102.1.5.2.1.1 a) 2) and 
3) 

[SOURCE: IEC 60601-2-44:2009, 201.3.211, modified – Reference is made to this standard 
rather than the source document.] 

201.3.231  
X-IGRT EBE SYSTEM 
a system comprising of X-IGRT EQUIPMENT and EXTERNAL BEAM EQUIPMENT 

201.3.232 
X-IGRT EQUIPMENT 
ME EQUIPMENT that provides IGRT functionality when X-rays are used 

201.3.233 
X-IGRT IMAGING COMPONENT 
that part of the X-IGRT EQUIPMENT that performs the imaging function  

201.3.234  
X-IGRT LATENCY 
time from initiation of image acquisition to output signal by X-IGRT EQUIPMENT to the EBE 

Note 1 to entry: it is expected that the EBE should also state its latency time from receiving the signal to 
providing the correction. 

Note 2 to entry: The X-IGRT LATENCY includes the hardware and software latencies. 

Note 3 to entry: Network transfer times vary from one installation to another as there are too many factors 
involved that are supplied by the user. Network transfer latency therefore is not considered as part of the X-IGRT 
LATENCY time. 

201.4 General requirements 

Clause 4 of the general standard applies. 
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201.5 General requirements for testing ME EQUIPMENT 

Clause 5 of the general standard applies except as follows 

201.5.1 TYPE TESTS 

Additional subclause: 

201.5.1.101 Test grades 

Three grades of TYPE TEST and two of SITE TEST procedures are SPECIFIED in this particular 
standard. Their requirements are as follows:  

– TYPE TEST grade A: An analysis of ME EQUIPMENT design, as related to the specified 
RADIATION safety provisions, which shall result in a statement included in the technical 
description, regarding the working principles or constructional means by which the 
requirement is fulfilled. 

– TYPE TEST/SITE TEST grade B: Visual inspection or functional test or measurement of the 
ME EQUIPMENT. The test shall be in accordance with the procedure SPECIFIED In this 
particular standard and shall be based on operating states, including fault condition states, 
which are achievable only without interference with the circuitry or construction of the ME 
EQUIPMENT. 

– TYPE TEST/SITE TEST grade C: Functional test or measurement of the ME EQUIPMENT. The 
test shall be in accordance with the principle specified in this particular standard. The SITE 
TEST procedure shall be included in the technical description. When the procedure 
involves operating states that require interference with circuitry or the construction of the 
ME EQUIPMENT, the test should be performed by, or under the direct supervision of, the 
MANUFACTURER or his agent. 

201.5.4 Other conditions 

Replacement: 

The MANUFACTURER shall state in the ACCOMPANYING DOCUMENTS any additional requirements 
for testing. 

201.5.9 Determination of APPLIED PARTS and ACCESSIBLE PARTS 

201.5.9.2.1 Test finger 

Addition: 

Where the nature of the installation renders parts inaccessible per the test with the standard 
test finger and they can only be made accessible by use of a TOOL, those parts will not be 
considered ACCESSIBLE PARTS. The ACCOMPANYING DOCUMENTS shall describe such situations. 

201.6 Classification of me equipment and me systems 

Clause 6 of the general standard applies. 

201.7 ME EQUIPMENT identification, marking and documents 

Clause 7 of the general standard applies, except as follows: 

201.7.1.1  USABILITY of the identification, marking and documents 

Addition: 
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All sub-assemblies and components of X-IGRT EQUIPMENT that can be removed in NORMAL USE, 
and are relevant to compliance with this standard, shall be marked to ensure 

– that they can be identified readily and correlated with their ACCOMPANYING DOCUMENTS; 
– that interchangeable devices are individually distinguishable to the OPERATOR both in 

NORMAL USE and for the purpose of obtaining replacements. 

201.7.2 Marking on the outside of ME EQUIPMENT or ME EQUIPMENT parts 

201.7.2.4 ACCESSORIES 

Addition: 

The dimensions of the GEOMETRICAL RADIATION FIELD at the nominal reference distance shall 
be clearly legible on the outside of all manually interchangeable and non-adjustable BEAM 
LIMITING DEVICES (BLDs). 

The dimensions of the GEOMETRICAL RADIATION FIELD at the nominal reference distance shall 
be clearly stated in the ACCOMPANYING DOCUMENTS for all non-adjustable BEAM LIMITING 
DEVICES (BLDs). 

For adjustable devices, the range of the GEOMETRICAL RADIATION FIELD at the nominal 
reference plane shall be specified in the ACCOMPANYING DOCUMENTS. 

Each manually interchangeable RADIATION FILTER and BLD shall be clearly marked to establish 
its identity. 

All ACCESSORIES that could present collision RISK when attached to the X-IGRT EQUIPMENT shall 
be clearly marked with the distance from its distal end to the nominal reference distance 

Compliance is checked by inspection. 

201.7.2.15 Cooling conditions 

Addition: 

The cooling requirements for the safe operation of an X-IGRT EQUIPMENT, or a sub-assembly 
thereof, shall be indicated in the ACCOMPANYING DOCUMENTS, including as appropriate the 
maximum heat dissipation. 

201.7.3 Marking on the inside of ME EQUIPMENT or ME EQUIPMENT parts 

Additional subclause: 

201.7.3.101 X-IGRT EQUIPMENT X-ray source 

Removal of the covers of the X-IGRT EQUIPMENT X-ray source(s) shall expose safety sign 10 of 
Table D.2 of the general standard indicating "Follow instructions for use ". 

201.7.4 Marking of controls and instruments 

Additional subclause: 

201.7.4.101 Provision of scales and indications for moving parts of an X-IGRT 
EQUIPMENT 

a) where a mechanical scale, numerical readout or a status indicator aligns with an 
IEC 61217 axis, then the IEC 61217 axis shall be used for each available IEC 61217 
movement; 
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NOTE 1  This does not apply to a value for a movement that is not defined by IEC 61217 

b) a means shall be provided to align the PATIENT with respect to the reference point of the X-
IGRT EQUIPMENT (e.g. LIGHT FIELD, lasers etc.); 

NOTE 2 For X-IGRT EQUIPMENT that share the same reference point as the EBE then the means to align can 
be the same as the EBE. 

c) a means shall be provided to determine the distance from the X-IGRT EQUIPMENT RADIATION 
SOURCE and RADIATION DETECTOR to the reference point (e.g. scale, numerical indication or 
lasers) for X-IGRT EQUIPMENT with adjustable distances from the RADIATION SOURCE or 
RADIATION DETECTOR to the reference point . 

d) the distances from the RADIATION SOURCE and the RADIATION DETECTOR to a reference point 
shall be stated in the ACCOMPANYING DOCUMENTS for X-IGRT EQUIPMENT with both a fixed 
source and fixed RADIATION DETECTOR to reference point distance(s).  

e) all mechanical scales, numerical read outs or status indicators that the MANUFACTURER’S 
HAZARD ANALYSIS indicates shall be available to the OPERATOR, shall be presented to the 
OPERATOR.  

NOTE 3 The distance for a kilovoltage RADIATION SOURCE is measured from its focal spot.  

NOTE 4 For isocentric equipment, the reference point is the ISOCENTRE for that piece of equipment. 

The designation, direction of increasing value and zero position of all movements shall either 
comply with IEC 61217 (see Figure 201.101) or if the equipment used is not IEC 61217 
compliant, the ACCOMPANYING DOCUMENTS shall state the coordinate transformation to 
IEC 61217 coordinates. 

For OPERATOR set values, the values of the X-IGRT EQUIPMENT shall be capable of being 
provided to the OPERATOR in the same units and coordinate system as the device the values 
are applied to. 

Compliance is checked by inspection. 

201.7.8 Indicator lights and controls  

201.7.8.1 Colours of indicator lights 

Replacement: 

Where indicators (lights or displays) on X-IGRT EQUIPMENT are used on the TREATMENT 
CONTROL PANEL (TCP) or other control panels associated with the EBE, the colours of the lights 
shall accord with the following: 

RADIATION BEAM "on"  yellow  
READY STATE  green 

urgent action required in response to an unintended  
state of operation red 

PREPARATORY STATE  other colour 

When the X-IGRT EBE SYSTEM cannot automatically correct for misalignment, for REAL-TIME IGRT 
the colour red shall be used as this represents an urgent action required by the OPERATOR. 

In the TREATMENT ROOM or at other locations, these states may require urgent action or 
caution; different colours, as given in IEC 60601-1:2005, Table 2, may therefore be used in 
such locations. 

Compliance is checked by inspection. 
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201.7.9 ACCOMPANYING DOCUMENTS 

Addition: 

Data required in the technical description to support SITE TEST compliance in Clauses 201.9, 
201.10, 201.11, 201.14, 201.101, 201.102 and 201.103 is given in Table 201.101.  

Table 201.101 – Data required in the technical description  

Compliance 
subclause 

Statement 
regarding data 
from TYPE TESTS 

grade A 

Details of, and 
results from, 

TYPE TESTS 
grade B 

Details of, and 
results from, 

TYPE TESTS 
grade C 

SPECIFIC 
procedures and 
test conditions  

for SITE TESTS grade 
B 

SPECIFIC 
procedures and 
test conditions  
for SITE TESTS 

grade C 

201.9.2.4.101  †    

201.9.2.104 a) d)   b) c) e) f) g)  

201.10.1.2.101.11 †     

201.10.1.2.105 a)  b) b)  

201.11.101 †  †   

201.14.101 †    † 

201.101.1 †     

201.101.2    †  

201.101.3    †  

201.101.4    †  

201.101.5 †   †  

201.101.6 †   †  

201.101.7 d) a)  a) b) c)  

201.101.8 a) b)   b)  

201.101.9.1 †    † 

201.101.9.2 †   †  

201.101.9.3 †     

201.102.1.1.    †  

201.102.1.2    †  

201.102.2    †  

201.102.3 †   † † 

201.102.4 †     

201.102.5.1 a) b)     

201.102.5.2.2.1 †     

201.102.5.2.2.2 †     

201.102.5.2.2.3 †     

201.102.5.2.2.4 †     

201.102.5.2.2.5 † †    

201.102.5.2.2.6 †     

201.102.5.2.2.7  †    

201.103.1 a) b) c)     

201.103.2 a) b) c)     

201.103.3.1 † †  †  

201.103.3.2 † †  †  

201.103.3.3 † †  †  

NOTE † denotes requirement of subclause having no other SPECIFIC identification. 
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Clauses and subclauses in this particular standard that require the provision of information in 
the ACCOMPANYING DOCUMENTS, INSTRUCTIONS FOR USE and the technical description are given 
in Table 201.102 

Table 201.102 – Clauses and subclauses in this particular standard 
that require the provision of information in the ACCOMPANYING DOCUMENTS, 

INSTRUCTIONS FOR USE and the technical description 

CHECK REFERENCE  ACCOMPANYING DOCUMENTS INSTRUCTIONS FOR USE TECHNICAL DESCRIPTION 

1 201.2   

2   201.5.1.101 

3 201.5.4   

4 201.5.9.2.1   

5 201.7.1.1   

6 201.7.2.4   

7 201.7.2.15   

8 201.7.4.101   

9 201.7.9.2.2   

10 201.7.9.2.2.101   

11 201.7.9.2.5 201.7.9.2.5  

12   201.7.9.2.15 

13   201.8.11.1 

14 201.9.2.4.101   

15 201.9.2.101 201.9.2.101  

16  201.9.2.102  

17  201.9.2.103  

18 201.9.2.104   

19 201.9.8.101   

20 201.9.101   

21 201.10.1.2.105  201.10.1.2.105 

22  201.11.101  

23  201.14.101  

24 201.17.101   

25 201.101.1  201.101.1 

26  201.101.5  

27 201.101.6   

28 201.101.7   

29   201.101.8 

30 201.101.9.1   

31  201.101.9.2  

32  201.102.2  

33  201.102.4  201.102.4 

34 201.102.5.1  201.102.5.1 

35 201.102.5.2.2.1   

36 201.102.5.2.2.2   

37 201.102.5.2.2.3   

Full document details: IEC 60601-2-68 2014

http://www.avadocuments.com/doc/iec-60601-2-68-2014
http://www.avadocuments.com/doc/iec-60601-2-68-2014


 – 24 – IEC 60601-2-68:2014 © IEC 2014 

CHECK REFERENCE  ACCOMPANYING DOCUMENTS INSTRUCTIONS FOR USE TECHNICAL DESCRIPTION 

38 201.102.5.2.2.4   

39 201.102.5.2.2.5   

40 201.102.5.2.2.6   

41  201.103.1 201.103.1 

42  201.103.2 201.103.2 

43 201.103.3.1 201.103.3.1  

44 201.103.3.2 201.103.3.2  

45 201.103.3.3 201.103.3.3  

46 203.4.1   

47 203.6.3.2   

48 203.8.4   

49 203.10.2 203.10.2  

NOTE The check reference is given as an aid for checking the availability of compliance documentation. 

 

201.7.9.2.2 Warning and safety notices  

Addition: 

The ACCOMPANYING DOCUMENTS, shall describe the X-IGRT EQUIPMENT supplied or recognized 
by the X-IGRT EBE SYSTEM MANUFACTURER for use with the X-IGRT EBE SYSTEM. 

The ACCOMPANYING DOCUMENTS shall warn that any X-IGRT EQUIPMENT not described by the EBE 
SYSTEM MANUFACTURER shall be evaluated for correct system operation and safety by the 
RESPONSIBLE ORGANIZATION. 

201.7.9.2.2.101 Interaction of RADIATION with active medical devices 

The ACCOMPANYING DOCUMENTS shall contain a cautionary statement regarding the potential 
detrimental interaction of the imaging and therapeutic RADIATION with active implantable 
medical devices and body worn active medical devices and indicating that the MANUFACTURER 
of such devices should be contacted for more information and that such said device should be 
checked for correct operation after the IRRADIATION. 

201.7.9.2.5 ME EQUIPMENT description 

Addition: 

In the case of REAL TIME IGRT, the X-IGRT LATENCY time of the x-IGRT EQUIPMENT to perform its 
function shall be stated in the ACCOMPANYING DOCUMENTS. The conditions used to determine 
the X-IGRT LATENCY time shall also be stated in the ACCOMPANYING DOCUMENTS. If the time 
between images is not operator determined, the time between images shall also be stated. 

When the X-IGRT LATENCY is compensated by a prediction model or another method, the 
method of the compensation shall be described in the ACCOMPANYING DOCUMENTS. 

If the method of compensation also includes an assumed latency of the EBE in addition to the 
X-IGRT LATENCY then that method shall also be included in the ACCOMPANYING DOCUMENTS. 

The MANUFACTURER shall state in the ACCOMPANYING DOCUMENTS the function of the X-IGRT 
EQUIPMENT. 
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For X-IGRT EQUIPMENT using a kV X-RAY TUBE, electric output data shall be stated in the 
INSTRUCTIONS FOR USE in terms of LOADING FACTORS as required in IEC 60601-1-3:2008, 6.4.3. 

For X-IGRT EQUIPMENT in which part of the HIGH-VOLTAGE GENERATOR is integrated with the X-
RAY TUBE ASSEMBLY (for example X-RAY TUBE HEADS) the stated values shall refer to the 
complete device. 

The following combinations and data shall be stated in the INSTRUCTIONS FOR USE for kV X-RAY 
TUBES: 

a) the corresponding NOMINAL X-RAY TUBE VOLTAGE together with the highest X-RAY TUBE 
CURRENT obtainable from the HIGH-VOLTAGE GENERATOR when operated at that X-RAY TUBE 
VOLTAGE; 

b) the corresponding highest X-RAY TUBE CURRENT together with the highest X-RAY TUBE 
VOLTAGE, obtainable from the HIGH-VOLTAGE GENERATOR when operating at that X-RAY TUBE 
CURRENT; 

c) the corresponding combination of X-RAY TUBE VOLTAGE and X-RAY TUBE CURRENT which 
results in the highest electric output power; 

d) the NOMINAL ELECTRIC POWER given as the highest constant electric output power in 
kilowatts which the HIGH-VOLTAGE GENERATOR can deliver, for a LOADING TIME 
corresponding to the maximum clinical load time or 4 s  whichever is shorter at an X-RAY 
TUBE VOLTAGE of 120 kV, or if these values are not selectable, with an X-RAY TUBE VOLTAGE 
nearest to 120 kV. 

The NOMINAL ELECTRIC POWER shall be given together with the combination of X-RAY TUBE 
VOLTAGE and X-RAY TUBE CURRENT and the LOADING TIME which are used with kV X-IGRT 
EQUIPMENT. 

201.7.9.2.15 Environmental protection 

Addition: 

NOTE The RESPONSIBLE ORGANIZATION’s radiological protection adviser is, generally, the person responsible for 
the identification and disposal of material that may exhibit RADIOACTIVITY. 

To assist the RESPONSIBLE ORGANIZATION's radiological protection adviser, the geometry of the 
X-ray imaging beam shall be defined in the technical description. 

201.8 Protection against electrical HAZARDS from ME EQUIPMENT 

Clause 8 of the general standard applies, except as follows: 

201.8.4 Limitation of voltage, current or energy 

201.8.4.2 ACCESSIBLE PARTS and APPLIED PARTS 

Addition to item d): 

The requirements of 8.4.2 d) of the general standard do not apply where the installation 
prevents the test with the test rod and pin. Where installation prevents a test, a hazard 
analysis shall be conducted instead. 

Addition: 

201.8.4.101 Limitation of high voltage to the NOMINAL X-RAY TUBE VOLTAGE 

CT SCANNERS shall be designed so as not to deliver a voltage higher than the NOMINAL X-RAY 
TUBE VOLTAGE for the X-RAY TUBE ASSEMBLY in NORMAL USE associated with PATIENT scanning. 
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Compliance is checked by inspection of the MANUFACTURER'S data for the component, by 
inspection of the ME EQUIPMENT, and where necessary, by functional test. 

201.8.4.102  Detachable high-voltage cable connections 

Detachable high voltage cable connections to the X-RAY TUBE ASSEMBLY shall be designed so 
that the use of tools is required to disconnect them or to remove their protective covers. 

Compliance is checked by inspection. 

201.8.4.103  Unacceptably high voltage in the MAINS PART 

Provision shall be made to prevent the appearance of an unacceptably high voltage in the 
MAINS PART or in any other low-voltage circuit. 

– by provision of a winding layer or a conductive screen connected to the PROTECTIVE EARTH 
TERMINAL between high-voltage and low-voltage circuits;  

– by provision of a voltage-limiting device across terminals to which external devices are 
connected and between which an excessive voltage might arise if the external path to 
earth becomes discontinuous.  

 Compliance is checked by inspection of design data and construction.  

201.8.7 LEAKAGE CURRENTS and PATIENT AUXILIARY CURRENTS 

201.8.7.1 General requirements 

Addition to item b): 

– with the X-IGRT EQUIPMENT energised in the PREPARATORY STATE and with the worst 
possible combination of simultaneously powered movements. 

201.8.7.3 Allowable values 

e) 

Addition: 

For PERMANENTLY INSTALLED CT SCANNERS, regardless of waveform and frequency, the EARTH 
LEAKAGE CURRENT under NORMAL CONDITION and SINGLE FAULT CONDITION shall not exceed 
20 mA when measured with a non-frequency-weighted device. 

Compliance is checked by inspection and test. 

201.8.8.3 Dielectric strength 

Amendment to the TYPE TEST for high-voltage circuit:  

The high-voltage circuit of the kilovoltage X-IGRT imaging component is tested by applying no 
more than half the test voltage, and then the test voltage is gradually raised over a period of 
10 s to the full value, which is maintained for 3 min in radiography and computed tomography 
and 15 min in radioscopy. 

Addition to the test conditions for high-voltage circuit: 

The test for the high-voltage circuit shall be made without a kV X-ray tube assembly 
connected and with a test voltage of 1,2 times the nominal kV X-ray tube voltage of the X-IGRT 
EQUIPMENT. If the X-IGRT IMAGING COMPONENT can be tested only with the kV X-ray tube 
assembly connected and if the kV X-ray tube does not allow the X-IGRT IMAGING COMPONENT to 
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be tested with a test voltage of 1,2 times the nominal kV X- ray tube voltage, the test voltage 
may be lower but not less than 1,1 times that voltage. 

For X-IGRT IMAGING EQUIPMENT in which the nominal kV X-ray tube voltage for radioscopy does 
not exceed 80 % of that for radiography, the test voltage for the high-voltage circuit shall be 
referred to the value for radiography, and the test shall be carried out in that mode only. 

If during the dielectric strength test there is a risk of overheating a transformer under test, it is 
permitted to carry out the test at a higher supply frequency.   

During the dielectric strength test, the test voltage in the high-voltage circuit should be kept 
as close as possible to 100 %, and is not to be outside the range of 100 % and 105 % of the 
value required. 

During the dielectric strength test, slight corona discharges in the high-voltage circuit are to 
be disregarded if they cease when the test voltage is lowered to 110 % of the voltage to which 
the test condition is referred. 

If according to risk assessment the gantry or patient support is an applied part or the part 
treated as an applied part, and the conductive gantry or patient support parts accessible to 
the patient are not fully covered by plastic enclosure, then such gantry or patient support 
parts are protected by means of patient protection (mopp). In this case, the test voltage for 
the dielectric strength testing of stator and stator circuits used for the operation of the rotating 
anode of the X-ray tube is to be referred to the voltage existing after reduction of the stator 
supply voltage to its steady state operating value. 

Otherwise, the gantry is protected by means of operator protection (moop) and Table 6 and 
Tables 13 to 16 of the general standard or the insulation coordination requirements of 
IEC 60950-1 apply. 

Addition: 

aa)  HIGH-VOLTAGE GENERATORS or subassemblies thereof, that are integrated with an X-RAY 
TUBE ASSEMBLY are to be tested with an appropriately loaded X-RAY TUBE; 

bb)  if such HIGH-VOLTAGE GENERATORS do not have separate adjustment of the X-RAY TUBE 
CURRENT, the duration of the dielectric strength test is to be reduced to such an extent 
that the allowable X-RAY TUBE LOAD at the increased X-RAY TUBE VOLTAGE will not be 
exceeded. 

cc)  if the high-voltage circuit is not accessible for the measurement of the test voltage 
applied, appropriate measures should to be taken to ensure that the values are kept as 
close as possible to 100 %, and is not to be outside the range of 100 % and 105 % of the 
value required. 

NOTE These requirements are adapted from 201.8.8.3 of IEC 60601-2-54. 

201.8.11 MAINS PARTS, components and layout  

201.8.11.1 Isolation from the SUPPLY MAINS  

Replacement of item b): 

b) Means for isolation, except for those circuits that have to remain connected for safety 
reasons, e.g. vacuum pumps, room lights and certain safety INTERLOCKS, shall be 
incorporated either in the ME EQUIPMENT or externally in as many locations as may be 
considered necessary. Where such means are to be wholly or partly met by installation, 
the requirements shall be included in the technical description. 
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201.9 Protection against MECHANICAL HAZARDS of ME EQUIPMENT and ME 
SYSTEMS 

Clause 9 of the general standard applies, except as follows: 

201.9.2 MECHANICAL HAZARDS associated with moving parts 

201.9.2.1 General 

Addition: 

NOTE 101 The phrase 'to set-up automatically' or 'automatic set-up' is used to denote the moving of ME 
EQUIPMENT parts automatically to the positions required for the start of a PATIENT treatment or imaging. This includes 
when pre-programed movements are initiated by the operator. 

NOTE 102 The term 'pre-programmed movements' is used where movement of ME EQUIPMENT parts takes place 
according to a previously planned programme, without intervention by the OPERATOR, during a PATIENT treatment 
or imaging; the treatment is referred to as a 'pre-programmed treatment'. 

201.9.2.2.5 Continuous activation 

Item 9.2.2.5 b) of general standard does not apply. 

201.9.2.4 Emergency stopping devices 

Additional subclause: 

201.9.2.4.101  Emergency stop of motorized movements 

For the PATIENT SUPPORT system, these requirements shall apply when the system is unloaded 
and when it is loaded with a distributed mass of the maximum load of the PATIENT SUPPORT 
system as specified by the MANUFACTURER and distributed per IEC 60601-1:2012 Figure A.19. 

Readily identifiable and accessible means for stopping all movements within the limits given 
in 201.9.2.101 shall be provided in HARD-WIRED circuit or have an equivalently safe switching 
function. These means shall be near to, or on, the PATIENT SUPPORT system and the TCP. The 
means provided near to, or on, the TCP shall also INTERRUPT IRRADIATION. The time to effect 
these disconnections shall not exceed 100 ms unless adequate safety can be demonstrated 
through RISK MANAGEMENT. When any of the means are to be incorporated on site by the 
RESPONSIBLE ORGANIZATION, the requirements and SITE TEST procedures shall be SPECIFIED in 
the ACCOMPANYING DOCUMENTS, the results should be incorporated in the SITE TEST report. 

If a PESS is involved, then the technology shall be shown through RISK MANAGEMENT to assure 
freedom from unacceptable RISK to the equipment, PATIENT or OPERATOR . 

TYPE TEST grade B: Compliance is checked by inspection of the ACCOMPANYING DOCUMENTS, 
and by inspection and measurement of stopping distances and disconnection times using 
suitable measuring instruments; in order to eliminate the effects of variable personal reaction 
times, measurements shall start at the instant the personally actuated switch contacts open or 
close. 

Additional subclauses: 

201.9.2.101 Gantry, RADIATION HEAD and PATIENT SUPPORT system 
a) General 

1) When the RADIATION HEAD or any other part is provided with a means designed to 
reduce, in NORMAL USE, the RISK of collision, including with the PATIENT, the operation 
and limitations of each means shall be described in the INSTRUCTIONS FOR USE. 
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2) When the RADIATION HEAD or any other part (including ACCESSORY items) is not 
designed with a means to reduce, in NORMAL USE, the RISK of collisions, the collision 
RISKS shall be stated in the ACCOMPANYING DOCUMENTS. 

3) Interruption or failure of powered movements, e.g. movement system or SUPPLY MAINS 
failure, for the ME EQUIPMENT shall cause any parts in motion to be stopped within the 
limits given in item b) 3) and c) 3) of this subclause.  

4) For automatic set-up and for the checks of pre-programmed movements before start of 
imaging, the overshoot shall not exceed 2° for rotational displacements and 5 mm for 
linear displacements unless it can be shown through RISK MANAGEMENT that the 
distances achieved do not pose an unacceptable RISK to the equipment, PATIENT or 
OPERATOR. 

5) Additional means shall be provided for avoiding any collision and the ACCOMPANYING 
DOCUMENTS shall include a statement to evoke cautions, if the angle or distance 
required for stopping movement exceeds the values specified in 201.9.2.101 b) and c). 

6) Where the possibility exists that failure of a powered movement during NORMAL USE 
might result in the PATIENT becoming trapped, means shall be provided to permit 
release of the PATIENT; these means shall be described in the INSTRUCTIONS FOR USE. 

b) Rotational movements 
1) The minimum speed available for each movement shall not exceed 1° · s–1. 
2) No speed shall exceed 7°· s–1 unless pre-programmed, and identified as an acceptable 

RISK, through MANUFACTURER’S RISK ANALYSIS. 
3) When rotating at the speed nearest to, but not exceeding, 1° · s–1, the angle 

between the position of the moving part at the instant of operating any control to 
stop the movement and its final position shall not exceed 0,5 °, for speeds faster than 
1° · s–1, it shall not exceed 3° unless it can be shown through RISK MANAGEMENT that the 
distances achieved do not pose an unacceptable RISK to the equipment, PATIENT or 
OPERATOR. 

Exception – Requirement 2) above does not apply to the BEAM LIMITING SYSTEM (BLS). 

c) Linear movements 
1) The minimum speed available for displacements 20, 21, 22 and 23 as specified in 

IEC 61217, Figure 13c of the RADIATION FIELD edges, and displacements 9, 10 and 11 
as specified in Figure 201.101 of the PATIENT SUPPORT system shall not exceed 
10 mm · s–1. 

2) No speed shall exceed 100 mm · s–1 unless pre-programmed, and identified as an 
acceptable RISK, through MANUFACTURER’s RISK ANALYSIS. 

3) The distance between the position of the moving part, at the instant of operating any 
control to stop the movement, and its final position shall not exceed 10 mm for any 
speed greater than 25 mm · s–1, and 3 mm for speeds not exceeding 25 mm · s–1 
unless it can be shown through RISK MANAGEMENT that the distances achieved do not 
pose an unacceptable RISK to the equipment, PATIENT or OPERATOR. 

Exception – Requirement 1) and 2) above does not apply to the BEAM LIMITING SYSTEM (BLS). 

Compliance is checked as follows: 

1) by inspection of the instructions for use and the facilities provided; 

2) by interruption of the SUPPLY MAINS a) to powered movements, b) to the ME EQUIPMENT, 
and measurement of the stopping distances. In order to eliminate the effects of variable 
personal reaction times, measurement shall start at the instant the personally actuated 
switch contacts open or close. In determining a stopping distance, the measurement shall 
be repeated five times; on each occasion, the part in motion shall stop within the 
allowable distance; 

3) by inspection and measurement. 
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201.9.2.102 Operation of movements of ME EQUIPMENT parts from inside the TREATMENT 
ROOM 

a) It shall not be possible to operate motorized movements of ME EQUIPMENT parts which may 
cause physical injury to the PATIENT, without continuous personal action by the OPERATOR 
on two switches simultaneously. Each switch, when released, shall be capable of 
interrupting movement; one switch may be common to all movements. 

NOTE Linear or rotational adjustments of BLDs are not considered to be likely causes of injury to the PATIENT 
unless ACCESSORIES are fitted that do not have integral safety devices/touch guards or are otherwise 
considered to present a HAZARDOUS SITUATION, e.g. some types of ELECTRON BEAM APPLICATORS. 

b) For ME EQUIPMENT intended to be set up automatically, it shall not be possible to initiate or 
maintain movements associated with this condition without continuous personal action by 
the OPERATOR simultaneously on the automatic set-up switch and a switch common to all 
movements unless it can be shown by RISK MANAGEMENT that the amount of motion and 
maximum rate of motion is sufficiently limited to avoid PATIENT injury. 

c) The switches required in a) and b) above shall be operable sufficiently close to the 
PATIENT SUPPORT system, so that, by careful observation, the OPERATOR can avoid possible 
injury to the PATIENT. At least one of the switches required in a) and b) shall be HARD-
WIRED or have an equivalently safe switching function as demonstrated through RISK 
MANAGEMENT.  

d) The INSTRUCTIONS FOR USE shall contain advice that, when either an intended remotely 
controlled movement initiated at the control panel or a pre-programmed movement is 
included in the treatment prescription, with the PATIENT finally positioned, a check of all 
intended or planned movements should be made by the OPERATOR before leaving the 
TREATMENT ROOM. 

Compliance is checked by inspection. 

201.9.2.103 Operation of movements of ME EQUIPMENT parts from outside the TREATMENT 
ROOM 

a) It shall be impossible to initiate or maintain movements associated with automatic set-up 
without continuous personal action by the OPERATOR simultaneously on the automatic 
set-up switch and a switch common to all movements, unless it can be shown by RISK 
MANAGEMENT that the amount of motion and maximum rate of motion is sufficiently limited 
to avoid PATIENT injury. Each switch, when released, shall be capable of stopping 
movement; at least one of the switches shall be HARD-WIRED or have an equivalently safe 
switching function. 

b) After ME EQUIPMENT parts have been set up automatically and/or pre-programmed, it shall 
be impossible for the OPERATOR to adjust any movement parameter before the pre-
programmed treatment has been completed, without causing TERMINATION OF IRRADIATION 
unless that movement is restricted to patient support device motion to re-align the TARGET 
VOLUME to the planned location in relation to the EBE delivery system. In that case, 
movement may instead cause INTERRUPTION OF IRRADIATION. 

NOTE "Pre-programmed" includes planned movements of the ME EQUIPMENT in response to PATIENT position; 
e.g. respiratory tracking, TARGET VOLUME movement, etc. during PATIENT treatment. 

c) For ME EQUIPMENT that has not been pre-programmed, it shall be impossible to adjust any 
movement parameter during IRRADIATION without causing TERMINATION OF IRRADIATION 
unless that movement is restricted to patient support device motion to re-align the TARGET 
VOLUME to the planned location in relation to the EBE delivery system. In that case, 
movement may instead cause INTERRUPTION OF IRRADIATION. 

d) For ME EQUIPMENT that has not been pre-programmed, it shall be possible to adjust 
movement parameters before IRRADIATION, or after TERMINATION OF IRRADIATION, but only 
when there is continuous personal action by the OPERATOR on two switches 
simultaneously unless it can be shown by RISK MANAGEMENT that the amount of motion and 
maximum rate of motion is sufficiently limited to avoid PATIENT injury. Each switch, when 
released, shall be capable of stopping movement; one switch shall be HARD-WIRED or have 
an equivalently safe switching function and common to all movements. If the movement is 
restricted to patient support device motion to re-align the TARGET VOLUME to the planned 
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location in relation to the EBE delivery system then in that case, movement may be 
possible during INTERRUPTION OF IRRADIATION. 

e) The INSTRUCTIONS FOR USE shall include the recommendation that the OPERATOR should 
have an unobstructed view of the PATIENT before and during IRRADIATION. 

f) Any INTERRUPTION OF IRRADIATION or TERMINATION OF IRRADIATION, shall cause all ME 
EQUIPMENT parts in motion to be stopped within the limits given in 201.9.2.101. 

Compliance is checked for a), b), c), d) and e) by inspection; and for f) as required in 
201.9.2.101. 

201.9.2.104 Operation of movements of ME EQUIPMENT parts from outside the facility 

The X-IGRT EQUIPMENT may be provided with the capability for electronic access (e.g. via the 
Internet) to the control system for the purpose of diagnostic evaluation of the equipment. Such 
evaluation may necessitate operation of equipment capabilities. For example, the TCP may be 
controlled by a remote site for such purposes. When functions and controls are accessed 
remotely from outside the facility: 

a) a means shall be provided at the TCP to enable control by a remote operator;  
b) the equipment must require an action at the TCP at the time a connection is established 

and before any functions or movements are controlled remotely; 
c) the TCP shall indicate whenever a remote connection is established; and 
d) any movements shall comply with the provisions of subclause 201.9.2.101. 

In addition, it shall be impossible through remote access to: 

e) violate or override any of the provisions of subclauses 201.9.2.102 and 201.9.2.103; or 
f) allow the remote OPERATOR to bypass interlocks that could result in injury to any person; 

or 
g) allow the remote OPERATOR to turn on any RADIATION SOURCES. 

Compliance tests: 

a) TYPE TEST Grade A – Inspection of ACCOMPANYING DOCUMENTS. 

b) SITE TEST Grade B: attempt to connect from a remote site to the X-IGRT EBE SYSTEM 
without first providing action at the TCP and verify that control cannot be established. 

c) SITE TEST Grade B – Demonstrate that the display indicates remote operation under 
remote control. 

d) TYPE TEST Grade A: Inspection of ACCOMPANYING DOCUMENTS. 
e), f), and g) SITE TEST Grade B: demonstrate function of remote diagnostic capability.  

201.9.7 Pressure vessels and parts subject to pneumatic and hydraulic pressure 

Additional subclause: 

201.9.7.101 Change of pressure 

If a HAZARDOUS SITUATION can arise from a change in the pressure of a system used to provide 
power for movements, all movement shall stop from any speed within the limits SPECIFIED in 
201 .9.2.101. 

Compliance is checked by simulation of a fault condition, operation of protective devices and 
measurement of stopping distances. 

201.9.8 MECHANICAL HAZARDS associated with support systems 

Additional subclause: 
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201.9.8.101 Attachment of ACCESSORIES 

a) Where means are provided to permit the attachment of ACCESSORIES supplied by the 
MANUFACTURER, in particular those modifying the imaging beam, such means shall be 
designed to retain those ACCESSORIES securely under all conditions of NORMAL USE. 

Compliance is checked by inspection, and by consideration of design data and applied safety 
factors. 

b) The ACCOMPANYING DOCUMENTS shall contain maintenance requirements, and define the 
conditions and limits of use for the ACCESSORIES supplied; they should include guidance 
regarding design limits for other ACCESSORIES manufactured or commissioned by the 
RESPONSIBLE ORGANIZATION. 

Compliance is checked by inspection. 

Additional subclause: 

201.9.101 Relative movement between immobilisation devices and PATIENT SUPPORT 
system 

a) MANUFACTURERS of IGRT EQUIPMENT that provide immobilisation devices shall carry out a 
RISK ANALYSIS to determine what factors could result in relative movement between the 
immobilisation device (e.g. head-frame) and the PATIENT SUPPORT system. This analysis 
shall at least include consideration of: 

• strength of the immobilisation device and how much it will flex when supporting the 
PATIENT; and 

• the possibility of fixings attaching the immobilisation device to the PATIENT SUPPORT 
system becoming loose or undone 

Compliance is checked by the inspection of the RISK MANAGEMENT FILE. 

b) The ACCOMPANYING DOCUMENTS shall contain maintenance requirements, and define the 
limits of use for the immobilisation devices supplied by the MANUFACTURERS of IGRT 
EQUIPMENT. 
The ACCOMPANYING DOCUMENTS shall warn that any immobilisation device or PATIENT 
SUPPORT system not described by the X-IGRT EBE SYSTEM MANUFACTURER shall be evaluated 
for correct system operation and safety by the RESPONSIBLE ORGANIZATION. 

Compliance is checked by inspection. 

201.10 Protection against unwanted and excessive radiation HAZARDS 

For MEGAVOLTAGE and KILOVOLTAGE X-IGRT EQUIPMENT, Clause 10 of the general standard 
applies, except as noted in IEC 60601-2-1:2009 and amended as follows: 

NOTE The exceptions defined for ME EQUIPMENT also apply to MEGAVOLTAGE and KILOVOLTAGE IGRT EQUIPMENT. 

201.10.1.2.101.11 Starting conditions 

Replacement: 

NOTE Clause 201.14.101f) from 60601-2-1:2009 permits designated PASSWORDS as alternatives to key control 
when control is effected by PROGRAMMABLE ELECTRONIC SUBSYSTEMS (PESS). 

In the case of an operational limitation (e.g. remaining available imaging capacity) the X-IGRT 
EQUIPMENT shall indicate to the OPERATOR whether the chosen X-IGRT task will complete 
successfully. 
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In the case of MEGAVOLTAGE X-IGRT IMAGING EQUIPMENT it shall be possible to start imaging 
IRRADIATION in NORMAL USE only by OPERATOR action at the control panel when the READY 
STATE is indicated and after RESPONSIBLE ORGANIZATION enablement by PASSWORD or by the 
dedicated mechanical key (see 201.10.1.2.101.10a)1) in 60601-2-1:2009). 

In the case of KILOVOLTAGE X-IGRT IMAGING EQUIPMENT: 

– In NORMAL USE it shall be possible to start imaging IRRADIATION by OPERATOR action only 
when the READY STATE is indicated at the imaging control panel. 

– For REAL TIME IGRT, the X-IGRT EQUIPMENT shall provide means to notify the EBE or 
OPERATOR if the remaining available heat capacity is not expected to be sufficient to allow 
completion of the treatment. 

Compliance is checked as follows: 

TYPE TEST grade A – Statement regarding IRRADIATION in NORMAL USE initiated only from the 
imaging control panel. 

Additional subclause: 

201.10.1.2.105 Safety measures against excessive X-RADIATION 

a) X-IGRT imaging area for 2D imaging and volume for 3D imaging shall be defined in the 
technical description. 

Means shall be provided for the X-IGRT IRRADIATION to be terminated by the EBE when the 
correct function of the X-IGRT EQUIPMENT is dependent on the correct function of the EBE. 

NOTE 1 It is expected that the input signal will not be capable of a false correct functioning signal. 

The ACCOMPANYING DOCUMENTS shall state the typical imaging doses for the supplied X-
IGRT protocols. 

Where no protocols are supplied, clinical examples of imaging dose should be illustrated.  

The MANUFACTURER’S ACCOMPANYING DOCUMENTS shall specify what the optimal alignment 
and tolerances are for specific protocols.  

b) The following applies for KILOVOLTAGE X-IGRT IMAGING EQUIPMENT: 

1) means shall be provided to terminate the LOADING automatically by either de-
energizing the RADIATION SOURCE or shuttering the X-RAY BEAM in the event of X-IGRT 
EQUIPMENT failure. Such a termination shall occur within 1 s of such a failure. 

2) means shall be provided so that the OPERATOR can terminate the LOADING at any time 
during a continuous image acquisition, or series of continuous image acquisitions 
under X-RAY EQUIPMENT control, of greater than 0,5 s duration. 

3) when LOADING has been terminated under circumstances covered in 1), or 2) above, a 
visible indication of termination shall be provided to the OPERATOR and manual 
resetting of the CONDITIONS OF OPERATION shall be required prior to the initiation of 
another scan. 

Compliance is checked as follows: 

a) TYPE TEST grade A – Statement regarding X-IGRT imaging area for 2D imaging and X-IGRT 
imaging  volume for 3D imaging; Statement regarding typical imaging doses of the 
supplied X-IGRT protocols and Statement regarding optimal alignment and tolerances for 
specific protocols. 

b)  TYPE TEST grade C – Principle: verification of the functioning of the means to terminate 
the LOADING. 
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b3) SITE TEST grade B – Procedure: Verify visible indication after termination of LOADING and 
verify that manual reset is required prior to the initiation of another image acquisition. 

201.11 Protection against excessive temperatures and other HAZARDS 

Clause 11 of the general standard applies except as follows: 

201.11.1 Excessive temperatures in ME EQUIPMENT 

201.11.1.1 Maximum temperature during NORMAL USE 

Addition: 

Restrictions on allowable maximum temperature for parts in contact with oil shall not apply to 
parts wholly immersed in oil. 

201.11.1.4 Guards 

Addition: 

Where certain unguarded ACCESSIBLE SURFACES of X-RAY SOURCE ASSEMBLIES can attain high 
temperatures, means shall be provided to make it impossible to contact such surfaces for any 
purposes connected with NORMAL USE. 

Measures shall also be taken to avoid all unintentional contact. In such cases the 
INSTRUCTIONS FOR USE shall state information about temperatures of ACCESSIBLE SURFACES to 
be expected in NORMAL USE; see Table 23 of the General Standard. 

NOTE Taken from IEC 60601-2-28:2010 and 60601-2-54:2009 

Compliance is checked as follows: 

TYPE TEST grade A –  Inspection of instructions for use.  

TYPE TEST grade C – Perform functional test of the means.  

201.12 Accuracy of controls and instruments and protection against 
hazardous outputs 

Clause 12 of the general standard does not apply. 

NOTE 1 Accuracy of controls and instruments (12.1 of the general standard) does not apply as it is covered by 
201.9 and 201.10.  

NOTE 2 12.2 of the general standard (USABILITY) does not apply as it is covered by Clause 206.  

NOTE 3 12.3 of the general standard (ALARM SYSTEMS) does not apply as these systems use interlocks for safety 
controls.  

NOTE 4 12.4 of the general standard (Protection against hazardous output) does not apply as it is covered by 
201.10.  

201.13 Hazardous situations and fault conditions for me equipment 

Clause 13 of the general standard applies. 
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201.14 PROGRAMMABLE ELECTRICAL MEDICAL SYSTEMS (PEMS) 

Clause 14 of the general standard applies, except as follows: 

Additional subclause: 

201.14.101 PROGRAMMABLE ELECTRONIC SUBSYSTEMS 
a) Control software and firmware shall be secured against access or modification without 

authorization from the MANUFACTURER.  

NOTE Unauthorized access to software or firmware could create hazardous conditions, make the ME 
EQUIPMENT non-compliant with the requirements of this standard, and give the MANUFACTURER good reason to 
refute warranty claims. 

b) Prevention or TERMINATION OF IRRADIATION, and the stopping of movements, shall occur 
when a PESS that is part of a monitoring, measuring or control device fails to maintain its 
safety function. 

c) There shall be only manual control for the initiation of IRRADIATION; thereafter, pre-
programmed control of IRRADIATION and movements by PESS is permitted. 

d) Devices under PESS control, designed to set up or pre-position ME EQUIPMENT parts from 
data supplied by a computer-based information file or other means of input, shall provide 
means for the comparison of the actual setting of the ME EQUIPMENT parameters with those 
of the input data; IRRADIATION shall be prevented when any difference exceeds the 
SPECIFIED and pre-defined limits set by the RESPONSIBLE ORGANIZATION in accordance with 
instructions and data given in the INSTRUCTIONS FOR USE. 

Compliance is checked as follows: 

TYPE TEST grade A – Statement regarding the philosophy and realisation of safe operation 
using PESS and application of relevant requirements of IEC 62304. 

SITE TEST grade C – Principle: verification of correct functioning as SPECIFIED by the 
MANUFACTURER. 

201.15 Construction of me equipment 

Clause 15 of the general standard applies. 

201.16 ME SYSTEMS 

Clause 16 of the general standard does not apply. 

201.17 Electromagnetic compatibility of ME EQUIPMENT and ME SYSTEMS 

Clause 17 of the general standard applies, except as follows: 

Additional subclauses: 

201.17.101 Additional requirements 

The requirements and tests of Clause 17 of the general standard, with the additions given in 
201.17.102 and 201.17.103 below, shall apply to imaging EQUIPMENT and its integral ITE 
(INFORMATION TECHNOLOGY EQUIPMENT). 
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The site(s) used for measurements shall be typical of those generally used for the installation 
of EBEs; they may be those of RESPONSIBLE ORGANIZATIONS or of the MANUFACTURER. Any 
allowances made shall be justified and included in the ACCOMPANYING DOCUMENTS. 

The requirements for compliance shall be those applying to PERMANENTLY INSTALLED ME 
EQUIPMENT. 

201.17.102 Radio-frequency EMISSIONS 

For radio-frequency EMISSIONS, the attenuation of ELECTROMAGNETIC DISTURBANCES by 
structures within the bounds of the exterior walls from which measurements are made at a 
distance shall be regarded as though this attenuation were due to the inherent attenuation of 
the ME EQUIPMENT. 

Compliance is checked by measurements, made in accordance with IEC 60601-1-2, at 30 m 
from the exterior walls of the building containing the location in which the ME EQUIPMENT has 
been installed. 

201.17.103 IMMUNITY to radio-frequency electromagnetic fields 

For IMMUNITY to radio-frequency electromagnetic fields, the attenuation provided by the 
structural protection against IONIZING RADIATION shall be regarded as though this were due to 
the inherent attenuation of the ME EQUIPMENT. 

Compliance is checked by tests made in accordance with IEC 60601-1-2. The test antenna 
shall be placed at 3 m from the outside of the structural protection against IONIZING RADIATION.  

Additional clauses: 

201.101 Reference data for X-IGRT 

201.101.1 Treatment planning image and data requirements 

The technical description shall define the types of images that can be used as a REFERENCE 
IMAGE by the X-IGRT EQUIPMENT. The required parameters for the REFERENCE IMAGES shall be 
stated in the ACCOMPANYING DOCUMENTS. 

NOTE An example would be the DICOM conformance statement. 

If the X-IGRT EQUIPMENT allows the use of REFERENCE IMAGES that are generated on other ME 
EQUIPMENT the MANUFACTURER shall state the required parameters for the REFERENCE IMAGES in 
the ACCOMPANYING DOCUMENTS. 

If the X-IGRT EBE SYSTEM allows data import from 3rd party systems, then all data required by 
the X-IGRT EBE SYSTEM shall be identified in the ACCOMPANYING DOCUMENTS and shall contain 
at minimum the TREATMENT PLAN geometric reference. 

NOTE If, as in the case of an isocentric gantry based system, the X-IGRT EQUIPMENT shares the same geometric 
reference as the EBE, then stating such in the ACCOMPANYING DOCUMENTS is deemed to be in compliance with the 
geometric reference requirement. 

Compliance is checked as follows: 

TYPE TEST grade A – Statement regarding the types of images that can be used as a 
REFERENCE IMAGE; statement regarding warnings given of potential HAZARDOUS SITUATIONS and 
statement regarding RTPS data required by the X-IGRT EQUIPMENT. 
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201.101.2 Distances and linear and angular dimensions 

Distance measurements and linear dimensions on the X-IGRT EBE SYSTEM shall be indicated in 
centimetres or in millimetres but not both. Angular dimensions shall be indicated in degrees 
(°). All values of distance measurements and linear and angular dimensions requested, 
displayed, or printed shall include their units. 

Compliance is checked as follows: 

SITE TEST grade B – Procedure: Inspect DISPLAY and output information. 

201.101.3 RADIATION quantities 

a) If RADIATION quantities are reported in the X-IGRT EBE SYSTEM, they shall be reported and 
displayed in consistent units.  

Units of RADIATION quantities should conform to the SI unit. The prefix "centi" may be 
used.For example, units of RADIATION quantities may be stated in either cGy or mGy but 
not in both.  

b) All values of RADIATION quantities requested, displayed or printed shall include their units. 

NOTE Monitor units are not considered a unit of RADIATION quantity but are related to the dose quantity by a 
conversion factor. 

Compliance is checked as follows: 

SITE TEST grade B – Procedure: Verify that RADIATION quantities displayed or printed include 
their units. 

201.101.4 Date and time format 

When the date is displayed or printed, correct interpretation shall not depend upon the 
OPERATOR's interpretation of format, and a DISPLAY of the year shall be in four digits. 

NOTE 1 Examples acceptable: "03 Apr 2005", "2005/04/03 (yyyy/mm/dd)". 

NOTE 2 Examples not acceptable: "03/04/05", "03 Apr 05". 

When the time is requested, displayed or printed, it shall be represented on a 24 h clock 
basis, or the letters "a.m." and "p.m." shall be appropriately included.  

NOTE 3 By convention, noon is 12:00 p.m. and midnight is 12:00 a.m. 

Measurements of time shall include units (hours, minutes, seconds). 

When an amount of time is entered or printed, each denomination of time shall have its units 
displayed. To prevent confusion with numbers, single-letter abbreviations of time 
denomination shall not be used (for example h,m,s). 

NOTE 4 Examples acceptable: 2,05 min; 1 hour 33 minutes; “1:43:15 (hr:min:sec)”. 

Compliance is checked as follows: 

SITE TEST grade B – Procedure: Inspection of the DISPLAY and output information. 

201.101.5 Data limits 

Data elements entered by the OPERATOR or acquired from a device or network shall be 
compared against pre-established limits. Operation shall be prevented if the data are outside 
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these limits unless the OPERATOR overrides a warning message prior to the start of 
IRRADIATION. Limits for those data elements that are entered by the OPERATOR shall be 
provided in the INSTRUCTIONS FOR USE and/or shall be provided as part of the error messages 
displayed when these limits are exceeded. 

Compliance is checked as follows: 

TYPE TEST grade A – Statement regarding limits for data elements that are entered by the 
OPERATOR. 

SITE TEST grade B – Procedure: Attempt to enter data elements outside the stated limits. 

201.101.6 Conformance of data bounds from X-IGRT EQUIPMENT to EBE 

Means shall be provided to allow the user to set maximum bounds for control parameters 
transmitted from the X-IGRT EQUIPMENT to the EBE unless the RISK ASSESMENT shows an 
increase to RISK. 

When the maximum bounds are exceeded, therapeutic IRRADIATION shall be inhibited and the 
OPERATOR shall be informed. 

The allowable range of these bounds shall be described in the ACCOMPANYING DOCUMENTS. 

Compliance is checked as follows: 

TYPE TEST grade A – Statement regarding maximum bounds for control parameters 
transmitted from the X-IGRT EQUIPMENT to the EBE. 

SITE TEST grade B – Procedure: Attempt to start IRRADIATION with maximum bounds exceeded;  

201.101.7  Verification of data coherence and selection of treatment parameters 
a) Consistency, correctness and completeness of the imported data set or data being loaded 

shall be checked by the X-IGRT EQUIPMENT before it can be accepted for IGRT. 
b) In the case of inconsistency, incorrectness or incompleteness of the imported data set or 

data being loaded, IGRT shall not be allowed to commence without: 
1) explicit display of the identified deficiencies to the OPERATOR 
2) ability of the OPERATOR to change or accept the identified deficiencies . 

c) In the case of abnormal termination of the X-IGRT IMAGING COMPONENT the image data shall 
be recorded.  

NOTE 1 In the case of abnormal termination it may not be possible to record all of the image data normally 
available in non-abnormal termination conditions.  

In the case of restarting after abnormal termination, the consistency, correctness and 
completeness of the data set required for completing the IGRT shall be checked by the 
X-IGRT EQUIPMENT before it can be accepted for IGRT.  

d) MANUFACTURER shall state in ACCOMPANYING DOCUMENTS the data set required by the X-
IGRT EQUIPMENT. 

NOTE Data set consists of the correct combinations of RTPS information e.g. CT images, machine model, 
etc. that are needed for correct treatment delivery  

Compliance is checked as follows: 

a) TYPE TEST grade B – Procedure: Attempt to import a data set, which is 1) not consistent, 2) 
not correct and 3) not complete and try to commence. 
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a) SITE TEST grade B – Procedure: Attempt to import a data set containing faults and try to 
commence. If the design is such that a data set with a fault cannot be created on-site, 
then this test shall be a TYPE TEST. 

b) SITE TEST grade B – Procedure: Causation of termination of imaging and causation of 
TERMINATION OF IRRADIATION by specified means; inspect the data set recorded. 

c) SITE TEST grade B – Procedure: Attempt to import the recorded data set. 

d) TYPE TEST grade A – Statement regarding the data set required by the X-IGRT EQUIPMENT. 

201.101.8 Correctness of data transfer 

a) Data transferred to or from other devices to or from the X-IGRT EBE SYSTEM shall use a 
communication protocol that verifies error-free data transmission. The MANUFACTURER 
shall specify these protocols in the technical description. 

NOTE Example: communication protocol DICOM 3 

b) If data are transferred to or from another device, other than closed communication within 
an x-IGRT EBE SYSTEM and/or an integrated RTPS that has been type tested by the 
MANUFACTURER, then, 

– the format of the transferred data shall be included in the technical description, 
including (but not limited to) identification of all data elements, data types, and data 
limits; 

– the data output shall include the date on which the data was written and any relevant 
identifiers for the PATIENT, X-IGRT EBE SYSTEM and treatment plan. 

Compliance is checked as follows: 

a) TYPE TEST grade A – Statement regarding communication protocol specifications. 
b) TYPE TEST grade A – Statement regarding format of the transferred data, including  

identification of all data elements, data types, and data limits; 
c) SITE TEST grade B – Procedure: Transfer data from device and check output information. 

201.101.9 Confidence in correctness of supplied geometry 

201.101.9.1 Correlation of imaging system and treatment system frames of 
reference 

Relationships between imaging geometries and the treatment geometry of the IGRT EQUIPMENT 
to the EBE shall be described as a diagram in the ACCOMPANYING DOCUMENTS. 

Design offset between the imaging system and treatment frames of reference shall be defined 
in the ACCOMPANYING DOCUMENTS in accordance with IEC 61217. 

The X-IGRT EQUIPMENT may have an alternative scheme of coordinates selectable by the 
RESPONSIBLE ORGANIZATION if that coordinate system matches the one on the receiving 
EXTERNAL BEAM EQUIPMENT. 

If the coordinate system is not in accordance with IEC 61217 the MANUFACTURER shall state in 
its ACCOMPANYING DOCUMENTS a transformation method from these coordinates into IEC 61217 
coordinates. 

Compliance is checked as follows: 

– TYPE TEST grade A – Statement regarding relationships between imaging geometries and 
the treatment geometry of the X-IGRT EBE SYSTEM. 

– SITE TEST grade C – Principle: Targeting test to show the correlation between the imaging 
and treatment geometry are within manufacturer’s specifications. 
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