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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIRE HAZARD TESTING -

Part 6-2: Smoke obscuration —
Summary and relevance of test methods

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60695-6-2 has been prepared by IEC technical committee 89: Fire
hazard testing.

This standard cancels and replaces IEC 60695-6-2 published in 2011. This second edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous

edition:

a) updated introduction;

b) updated normative references;

c) new textin 4.1;

d) deletion of references to IEC 60695-6-30 and -31 (withdrawn)

e) updates with respect to ISO 5659-2; Documents
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f) deletion of references to BS 6853 and CEIl 20-37-3 (superseded);
g) deletion of references to ISO/TR 5924 (withdrawn);

h) updated text with respect to EN 50399;

i) updated text with respect to ISO 5660-1;

j) addition of new Subclause 7.5

k) deletion of Annex B;

[) deletion of Annex E;

m) additional bibliographic references.

This standard is to be used in conjunction with IEC 60695-6-1.

It has the status of a basic safety publication in accordance with IEC Guide 104 and
ISO/IEC Guide 51.

The text of this standard is based on the following documents:

FDIS Report on voting
89/1399/FDIS 89/1405/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 60695 series, under the general title Fire hazard testing, can be
found on the IEC website.

Part 6 consists of the following parts:

Part 6-1: Smoke obscuration — General guidance
Part 6-2: Smoke obscuration — Summary and relevance of test methods

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.
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INTRODUCTION

In the design of an electrotechnical product the risk of fire and the potential hazards
associated with fire need to be considered. In this respect the objective of component, circuit
and equipment design, as well as the choice of materials, is to reduce the risk of fire to a
tolerable level even in the event of reasonably foreseeable (mis)use, malfunction or failure.
IEC 60695-1-10 [1]1, IEC 60695-1-11 [2], and IEC 60695-1-12 [3] provide guidance on how
this is to be accomplished.

Fires involving electrotechnical products can also be initiated from external non-electrical
sources. Considerations of this nature are dealt with in an overall fire hazard assessment.

The aim of the IEC 60695 series is to save lives and property by reducing the number of fires
or reducing the consequences of the fire. This can be accomplished by:

e trying to prevent ignition caused by an electrically energised component part and, in the
event of ignition, to confine any resulting fire within the bounds of the enclosure of the
electrotechnical product.

e trying to minimise flame spread beyond the product’s enclosure and to minimise the
harmful effects of fire effluents including heat, smoke, and toxic or corrosive combustion
products.

One of the contributing hazards is the release of smoke, which may cause loss of vision
and/or disorientation which could impede escape from the building, or fire fighting.

This part of IEC 60695 describes smoke test methods in common use to assess the smoke
release from electrotechnical products, or from materials used in electrotechnical products. It
gives guidance to product committees wishing to incorporate test methods for smoke
obscuration in product standards.

1 Numbers in square brackets refer to the bibliography. Documents
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FIRE HAZARD TESTING -

Part 6-2: Smoke obscuration —
Summary and relevance of test methods

1 Scope

This part of IEC 60695 provides a summary of commonly used test methods for the
assessment of smoke obscuration. It presents a brief summary of static and dynamic test
methods in common use, either as international standards or national or industry standards. It
includes special observations on their relevance to electrotechnical products and their
materials and to fire scenarios, and gives recommendations on their use.

This basic safety publication shall be used by technical committees in the preparation of
standards in accordance with the principles laid down in [EC Guide 104 and
ISO/IEC Guide 51.

One of the responsibilities of a technical committee is, wherever applicable, to make use of
basic safety publications in the preparation of its publications. The requirements, test methods
or test conditions of this basic safety publication will not apply unless specifically referred to
or included in the relevant publications.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60695-6-1, Fire hazard testing — Part 6-1: Smoke obscuration — General guidance
ISO/IEC Guide 51, Safety aspects — Guidelines for their inclusion in standards

IEC GUIDE 104, The preparation of safety publications and the use of basic safety
publications and group safety publications

ISO 5660-1:2015, Reaction-to-fire tests — Heat release, smoke production and mass loss rate
— Part 1: Heat release rate (cone calorimeter method) and smoke production rate (dynamic
measurement)

ISO 13943:2008, Fire safety — Vocabulary

ISO 19706:2011, Guidelines for assessing the fire threat to people

3 Terms and definitions

For the purposes of this document, the terms and definitions given in 1ISO 13943:2008, some
of which are reproduced below for users’ convenience, and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following

addresses:
Documents
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e |EC Electropedia: available at http://www.electropedia.org/
e |SO Online browsing platform: available at http://www.iso.org/obp
3.1

combustion
exothermic reaction of a substance with an oxidising agent

Note 1 to entry: Combustion generally emits fire effluent accompanied by flames and/or glowing.

[SOURCE: ISO 13943:2008, 4.46]

3.2
extinction area of smoke
product of the volume occupied by smoke and the extinction coefficient of the smoke

Note 1 to entry: It is a measure of the amount of smoke, and the typical units are square metres (m?).

[SOURCE: ISO 13943:2008, 4.92]

3.3

extinction coefficient

natural logarithm of the ratio of incident light intensity to transmitted light intensity, per unit
light path length

Note 1 to entry: Typical units are reciprocal metres (m™").

[SOURCE: ISO 13943:2008, 4.93]

3.4

fire

(general) process of combustion characterized by the emission of heat and fire effluent and
usually accompanied by smoke, flame, glowing or a combination thereof

Note 1 to entry: In the English language the term "fire" is used to designate three concepts, two of which, fire
(3.5) and fire (3.6), relate to specific types of self-supporting combustion with different meanings and two of them
are designated using two different terms in both French and German.

[SOURCE: ISO 13943:2008, 4.96]

3.5

fire

(controlled) self-supporting combustion that has been deliberately arranged to provide useful
effects and is limited in its extent in time and space

[SOURCE: ISO 13943:2008, 4.97]

3.6

fire

(uncontrolled) self-supporting combustion that has not been deliberately arranged to provide
useful effects and is not limited in its extent in time and space

[SOURCE: ISO 13943:2008, 4.98]

3.7

fire effluent

totality of gases and aerosols, including suspended particles, created by combustion or
pyrolysis in a fire

Documents
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[SOURCE: ISO 13943:2008, definition 4.105]

3.8
fire hazard
physical object or condition with a potential for an undesirable consequence from fire

[SOURCE: ISO 13943:2008, 4.112]

3.9

fire model

fire simulation

calculation method that describes a system or process related to fire development, including
fire dynamics and the effects of fire

[SOURCE: ISO 13943:2008, 4.116]

3.10

fire scenario

qualitative description of the course of a fire with respect to time, identifying key events that
characterise the studied fire and differentiate it from other possible fires

Note 1 to entry: It typically defines the ignition and fire growth processes, the fully developed fire stage, the fire
decay stage, and the environment and systems that impact on the course of the fire.

[SOURCE: ISO 13943:2008, 4.129]

3.1
heat flux
amount of thermal energy emitted, transmitted or received per unit area and per unit time

Note 1 to entry: The typical units are watts per square metre (W x m2).

[SOURCE: ISO 13943:2008, 4.173]

3.12

ignition

sustained ignition (deprecated)
(general) initiation of combustion

[SOURCE: ISO 13943:2008, 4.187]

3.13

ignition

sustained ignition (deprecated)

(flaming combustion) initiation of sustained flame

[SOURCE: ISO 13943:2008, 4.188]

3.14

mass optical density of smoke

optical density of smoke multiplied by a factor, V/(Am L), where V is the volume of the test

chamber, 4m is the mass lost from the test specimen, and L is the light path length

Note 1 to entry: The typical units are square metres per gram (m?2 x g'").

[SOURCE: ISO 13943:2008, 4.225]
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3.15
obscuration by smoke
reduction in the intensity of light due to its passage through smoke

cf. extinction area of smoke (3.2) and specific extinction area of smoke (3.23).

Note 1 to entry: In practice, obscuration by smoke is usually measured as the transmittance, which is normally
expressed as a percentage.

Note 2 to entry: Obscuration by smoke causes a reduction in visibility.

[SOURCE: ISO 13943:2008, 4.242]

3.16

optical density of smoke

measure of the attenuation of a light beam passing through smoke expressed as the logarithm
to the base 10 of the opacity of smoke

cf. specific optical density of smoke (3.25)

Note 1 to entry: The optical density of smoke is dimensionless.

[SOURCE: ISO 13943:2008, 4.244]

3.17

physical fire model

laboratory process, including the apparatus, the environment and the fire test procedure
intended to represent a certain phase of a fire

[SOURCE: ISO 13943:2008, 4.251]

3.18

plenum

area located above false ceilings where heating, ventilating or air-conditioning ducts are
located, as well as communication cables and other utilities

3.19

real-scale fire test

fire test that simulates a given application, taking into account the real scale, the real way the
item is installed and used, and the environment

Note 1 to entry: Such a fire test normally assumes that the products are used in accordance with the conditions
laid down by the specifier and/or in accordance with normal practice.

[SOURCE: ISO 13943:2008, 4.273]

3.20
small-scale fire test
fire test performed on a test specimen of small dimensions

Note 1 to entry: A fire test performed on a test specimen of which the maximum dimension is less than 1 m is
usually called a small-scale fire test.

[SOURCE: ISO 13943:2008, 4.292]

3.21
smoke
visible part of fire effluent

[SOURCE: ISO 13943:2008, 4.293] Documents
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3.22
smoke production rate
amount of smoke produced per unit time in a fire or fire test

Note 1 to entry: It is calculated as the product of the volumetric flow rate of smoke and the extinction coefficient
of the smoke at the point of measurement.

Note 2 to entry: The typical units are square metres per second (m?2 x s™').

[SOURCE: ISO 13943:2008, 4.295]

3.23
smoke release rate
see smoke production rate (3.21)

3.24

specific extinction area of smoke

extinction area of smoke produced by a test specimen in a given time period divided by the
mass lost from the test specimen in the same time period

Note 1 to entry: The typical units are square metres per gram (m2-g™").

[SOURCE: ISO 13943:2008, 4.301]

3.25
specific optical density of smoke
optical density of smoke multiplied by a geometric factor

Note 1 to entry: The geometric factor is V' /(4 x L), where V is the volume of the test chamber, 4 is the area of the
exposed surface of the test specimen, and L is the light path length.

Note 2 to entry: The use of the term “specific’ does not denote “per unit mass” but rather denotes a quantity
associated with a particular test apparatus and area of the exposed surface of the test specimen.

Note 3 to entry: The specific optical density of smoke is dimensionless.

[SOURCE: ISO 13943:2008, 4.303]

3.26

visibility

maximum distance at which an object of defined size, brightness and contrast can be seen
and recognized

[SOURCE: ISO 13943:2008, 4.350]

4 Types of of test method

4.1 General

In cases where fire tests are not yet specified, and need to be developed or altered for the
special purpose of an IEC technical committee, this shall be done in liaison with the relevant
IEC technical committee.

The test method(s) selected shall be relevant to the fire scenario of concern.

4.2 The physical fire model

The amount and rate of smoke released from a given material or product is not an inherent
property of that material or product, but is critically dependent on the conditions under which
that material or product is burnt. Decomposition temperature, amount of ventilatif)@@UiEients
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composition are the main variables which affect the composition of fire effluent, and hence the
amount of smoke and smoke production rate.

It is critical to show that the test conditions defined in a standardised test method (the
physical fire model) are relevant to, and replicate the desired stage of a real fire. ISO has
published a general classification of fire stages in 1ISO 19706:2011, shown in Table 1. The
important factors affecting smoke production are oxygen concentration and
irradiance/temperature.

4.3 Static test methods

A static smoke test is one in which the smoke generated is allowed to accumulate within the
test chamber. Some recirculation and secondary combustion of smoke particles may occur.
The obscuration by smoke may be affected by deposition, agglomeration, stirring and
progressive oxygen depletion.

4.4 Dynamic test methods

A dynamic smoke test is one in which there is a continuous flow of fire effluent through the
measuring device without recirculation. In this test, the smoke particles generated are not
allowed to accumulate and are dispersed in the controlled air flow through the test apparatus.
Decay of the smoke can occur in a dynamic test, and may involve coagulation of particles
and/or their deposition on cooling.

Documents

Document Sharing Hub

Full document details: IEC 60695-6-2 2018


http://www.avadocuments.com/doc/iec-60695-6-2-2018
http://www.avadocuments.com/doc/iec-60695-6-2-2018

gnH Buneys juawnosog

Sjusa2und0g

- 13—

IEC 60695-6-2:2018 © |IEC 2018

8L0¢C 2-9-56909 O3 :s|ie1dp uswnaop |jng

‘|lany jo Ajljigejieae ay) Aq pajjoJiuod si ajel Buluing ayy pue ‘}09[qo Jayjoue yym }oeIU0D AQ pajeound) jou ale sawejy ayy ‘Ajjueoiyiubis piaik OO a8yl asealoul 0} paleliA
Anpueoyubis 194 jou si Jeke| Jeddn sy} Jo tahe| saddn seb joy ay) mojaq si diy sweyy 8y} ‘MOjjul Y} JO WOOJ 3y} Ul Jey} 0} pasedwod |jews s| uondwnsuod usbAxo s,aily 8YL

"SUOI}IPUOD [EWJSY} PUE UOIIB|IJUBA [BD0]| 8y} pue Asjsiwayo [ellajew ay) uo Buipuadap Ajopim Aiea o} pajoadxa si oljes siy} ‘sishjoJAd Joj Ing ‘ejep may ale ajayl

‘Ajowoab woou pue uonepes paijdde Ajjeusslxa 8y} Jo 82in0s sy} AQ paulwis}ep A|yl| }SOW S| wool aJly 8y} jo Jahke| seddn sy} uj aunjeiedwsal 8yl 4

"JUSA WOO0J Y} BPISINO UOIISNQUIODd AIBpUODSS WOJ) }|NSal 9S8y} ‘A||eJauss "painseaw Uaaq aARY SOljel JOMO]| JO saouejsu| |

‘ajeidoiddeur si oljes eouajeainba |eqo|b B Jo 8SN BY) ‘painsesw usag Jou sey oljel souajeainbs awn|d ay

'91q11snqwod uaAlb e Jo uolisnquiod Bulwely pale|iluUsA-||@M 104 Uuey) Jomo| si jwl| Jaddn 8yl

‘Buiwely paje|ljuaA-||om 0} Je[lwis g 0} PAWNSSY g

“1oAe| Jaddn sy} ojul pusixe sawels ay) (s)Buluado uone|iuaa ay) Aq pajwi| st puewsp usbAxo sBuy 8yl

"In220 ABW Ol}eJ SIY} Ul ©SEBIOU]l BWOS ‘| pUB G20 ~ Udamlag
‘G/'0 ~ 0} dn soljes aousjeAlnba 1o oljel Siy} Ul 8sealoul Jueoyiubls ou S| @19y "juelsisal-ally aie jeyl s|elsiew Joy Jaybiy apnjubew jo Jeplo ue o} dn aq Aew ones ayl

06 01 0L 700110 yb < S > Sl > 009 < 60G9 0} 0GE 0Gl °1 08 ally Jonoyseyy-jsod 'q
Juswpedwod paje|ljuan
08 01 0L v‘ooi1z'o L < oLorg 0C 01 Gl 00S ©31 0§ 2009 0} 00€ 0€ 010 Ajood e ul Ajjesausb
‘all} pazi|eoo| ‘|lews ‘e
, Bulweyy pajejnuea-tepun ¢
G6 < 2600 > L > 0c~ 0c~ 006G 01 0§ 069 03 0S¢ 09010 p Bulweyy pajejpusa-jop 'z
uoljelpel
0 o b << 0 0 q 00§ 03 001 — paijdde Ajjeusaixa
wou} sisAjolAd oiqolaeue o
uoljeipel
s s L > 0¢ (14 q 2009 0} 00€ - paljdde Ajjeusaixs
wouj sisAjolAd aAnepixo q
06 01 05 L0110 — 0z 0z 98 01 52 008 0} 0S¥ eu (buwapinows)
P Buluieisns-jjes ‘e
Bulwej-uoN |
Kouaioyya 9, AJA
pajsneyx3y paulesjugy 19Ae| saddn aoejins |ang ZW/M
([02]+[202]) [c00] | (swnid) oyed
—_— -— aouajeAlnba aoeyins |any
[coDlx00L [02] Jlejleny 9, awn|oA uabAxQ 9, ainjesadwoay "xep 0] Xn|j 1e9H obejs aui4

(11L02:90261 OSI) sabejs auyy jo sonsuvloRIRYD — | d|gRL


http://www.avadocuments.com/doc/iec-60695-6-2-2018
http://www.avadocuments.com/doc/iec-60695-6-2-2018

-14 - IEC 60695-6-2:2018 © IEC 2018

5 Types of test specimen

The test specimen may be a manufactured product, a component of a product, a simulated
product (representative of a portion of a manufactured product), a basic material (solid or
liquid), or a composite of materials.

6 Published static test methods

6.1 General

The static test methods reviewed in this clause were selected on the basis that they are
published international, national or industry standards, and are in common usage in the
electrotechnical field. It is not intended to review all possible test methods.

NOTE These summaries are intended as a brief outline of the test methods; however, full information is given in
the published standards.

6.2 Determination of smoke opacity in a 0,51 m3 chamber
6.2.1 Standards which use a vertically oriented test specimen
6.2.1.1 Standards

Four national standards are based on testing a vertically oriented test specimen in a single
chamber of 0,51 m3 volume.

NOTE The chamber was developed in the USA by the National Bureau of Standards (now known as the National
Institute of Standards and Technology) and is often referred to as the “NBS chamber”.

These are: ASTM E662 [1], BS 6401 [5], NF C20-902-1 [6] and NF C20-902-2 [7].

6.2.1.2 Purpose and principle

This small-scale fire test is used to assess the opacity of the smoke generated by a vertically
oriented test specimen of material exposed to a specified thermal irradiance, with or without
pilot flames, in a closed chamber 0,51 m3 in volume. The luminous flux through the smoke is
continuously recorded.

6.2.1.3 Test specimen

The test specimen is a flat piece 76,2 mm x 76,2 mm, with a maximum thickness of 25,4 mm.

6.2.1.4 Method

The method employs an electrical radiant energy source mounted so as to produce a heat flux
of 25 kW/mZ2 on a vertically mounted test specimen. Two modes of test are commonly used:

a) non-flaming, where only the radiant energy source is used, or

b) flaming, where a small burner is used in addition to the radiant energy source. This burner
produces a row of pilot flames along the lower edge of the test specimen, which ignite any
combustion products.

A photometric system using polychromatic white light, with a vertical light path is used to
measure the variation in light transmission during the test.

Results are expressed in terms of specific optical density, Dg, which is calculated using the
following equation:
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D, =(V'1AL)logqo(I/T)

where

v is the volume of smoke (i.e. the volume of the chamber);
4 is the exposed surface area of the test specimen;

L is the path length of the light used to measure the smoke;
I is the incident luminous flux;

7 is the transmitted luminous flux.

Dy is related to the extinction area of the smoke (s) by the equation:

D, =S/[AxIn(10)]

DS =5/[2,303x%x A]
where s is the extinction area of smoke.

NOTE D, is used instead of D¢ in NF C20-902-1 & -2 (see A.1).
6.2.1.5 Repeatability and reproducibility

Repeatability and reproducibility have been determined in an interlaboratory trial, based on
the French standards NF C20-902-1 and NF C20-902-2.

The results, presented in accordance with ISO 5725-2 [8], are given in Annex A.

6.2.1.6 Relevance of test data and special observations

Test methods based on the NBS smoke chamber have been in worldwide use since about
1970, primarily for material evaluation purposes. However, these methods have now, in many
cases, been superseded by ISO 5659-2 (see 6.2.2), which overcomes the following significant
limitations of the NBS method:

a) The heat flux is relatively low, and the air supply limited, which means that the method is
only able to replicate conditions found in ISO 19706 fire stages 1 b) and, possibly, 2 (see
Table 1).

b) The test specimen is small, vertically mounted and is essentially flat, which limits the
scope of the method to the evaluation of materials only, and excludes liquids and some
thermoplastics. Test specimens which swell towards the furnace also give problems, as
the incident heat flux experienced by the front of the test specimen increases significantly,
and the pilot flames can be extinguished, rendering the test invalid.

c¢) The limitations of the low heat flux and test specimen geometry mean that it is difficult to
establish a link between data from the NBS chamber and other fire scenarios.

Further limitations of methods based on the NBS smoke chamber include the following:

d) There is little or no correlation between data from this test, and the behaviour of products
in fires or real-scale fire tests.

e) There are no means of monitoring test specimen mass during the test.

f) The air supply is limited and the test specimen ceases to burn if the oxygen concentration
falls below approximately 14 %.

g) The deposition of smoke on the walls is significant.

h) The repeatability and reproducibility of the method have been studied several times and
found to be very poor (see Annex A), and dependent on the nature of the material under
test. Materials with high flow, excessive swelling or irreproducible ignitability produce less

reliable results. Documents
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The method does however offer the useful option to evaluate smoke production from both
flaming and non-flaming combustion, albeit at a low heat flux.

The data generated are not suitable for use as input to fire hazard assessment or for fire
safety engineering.

Overall, this method is not recommended for further development for electrotechnical
products. Neither is it recommended as the basis for regulation or other controls on smoke
release for electrotechnical products, due to the limitations on the physical fire model and test
specimen geometry.

NOTE IEC TR 60695-6-30 and IEC 60695-6-31, which used this test method, were withdrawn at the end of 2015
because of the shortcomings of the test method.

6.2.2 Standard which uses a horizontally oriented test specimen
6.2.2.1 Standard

One International standard, 1SO 5659-2 [9], is based on the following method:

6.2.2.2 Purpose and principle

This test is used to assess the opacity of the smoke generated by a horizontally oriented test
specimen of material exposed to a specified thermal irradiance, with or without a pilot flame,
in a closed chamber 0,51 m3 in volume. The luminous flux through the smoke is continuously
measured and recorded.

NOTE This method uses essentially the same apparatus as described in 6.2.1, with the exception of modifications
to the source of thermal irradiance and test specimen orientation.

6.2.2.3 Test specimen

The test specimen is a flat piece 75 mm x 75 mm with a maximum thickness of 25 mm.

6.2.2.4 Method

This test method employs an electrically heated conical radiant energy source to expose
horizontally mounted test specimens to an incident flux of 25 kW/m?2 or 50 kW/m2. The heat
source consists of electrical windings contained within a truncated steel cone. The exposure
can be in flaming mode or in non-flaming mode, depending on whether or not a pilot flame,
consisting of a small gas burner, is used.

The test chamber is a closed chamber, 0,51 m3 in volume, and the smoke opacity is assessed
by means of a photometric system, with a white light shining vertically through the chamber.
The photodetector measures the decrease in light transmission due to the accumulation of
smoke.

Test specimens are placed horizontally under the conical radiant heater with a distance of
25 mm between the surface of the test specimen and the lower edge of the heater. For test
specimens which intumesce when exposed to the conical radiant heater, the distance should
be increased to 50 mm. The heat flux applied to the test specimen is calibrated, prior to the
tests, for the distance used.

The light transmission measurements are used to determine the specific optical density of
smoke.

Optionally, the test specimen mass loss can also be monitored continuously during the test,
by means of a load cell located under the test specimen. If the load cell is used, the mass
optical density of smoke can also be determined.
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Results are expressed in terms of specific optical density 10 min after the start of the test,
Dg10, which is calculated using the following equation:

D, 10=(V 1 AL)l0g40(100/T;)

where

Vv is the volume of smoke (i.e. the volume of the chamber);
A is the exposed surface area of the test specimen;

L is the path length of the light used to measure the smoke;

T4o is the percentage transmittance after 10 min;

D10 is related to the extinction area of the smoke produced after 10 min, S=19 min). by the
equation:

DSIO = S(t=10 min) / [A X In(10)]; i.e.
DS]() = S(t=10 min) / [2,303 X A]
Results can also be expressed in terms of mass optical density, D, by the equation:

Dpass = [(V /L) log 40 (100/T)] | Am

where
T is the percentage transmittance;

Am is the mass consumed.

The relationship between D, and the extinction area of the smoke is given by:

S = Dppass Am In(10) = 2,303 D,y s Am

mass

6.2.2.5 Repeatability and reproducibility

Table B.1 and Table B.2 of ISO 5659-2:2016 give the repeatabilities and reproducibilities of
Dg10 for five plastics and five building materials, derived in accordance with ISO 5725:1986.

An additional interlaboratory trial involving ten laboratories has been carried out for two
intumescent plastics (polycarbonate and PVC flooring) using the test specimen-heater
distance of 50 mm, during a revision of ISO 5659-2. The results, presented in accordance with
ISO 5725-2, are given Table D.1 and Table D.2 of ISO 5659-2:2016.

6.2.2.6 Relevance of test data and special observations

This method is based on the NBS smoke chamber method (see 6.1) and incorporates many
useful enhancements:

a) The test specimen is horizontally oriented, which allows for the evaluation of
thermoplastics. With further development this method may be suitable for liquids.
However, the method is still only suitable for essentially flat test specimens. Test
specimens which swell will still move towards the heat source and experience
non-standard heat fluxes.

b) The maximum heat flux is increased to 50 kW/m2, which means that the method can
replicate ISO 19706 fire stage 3a), in addition to stages 1b) and 2 (see Table 1). This heat
flux can also provide a greater discrimination between flame retardant materials.
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c) If mass loss rate data are recorded, they may be suitable for use as input to hazard
assessment, or to calculate mass optical density. The data generated may be suitable for
use as input to fire hazard assessment or fire safety engineering.

d) A test method for intumescent materials is added.
The repeatability and reproducibility of the method have been found to be very variable, and

dependent on the nature of the material under test. In particular, smoke generation is critically
dependent on the ignition behaviour of the material under test.

This method is used as the basis for regulatory control by the International Maritime
Organisation [30]. It is not recommended as the basis for the regulatory control of
electrotechnical products, unless the electrotechnical product to be tested falls within the
limitations on test specimen geometry.

6.3 Determination of smoke density in a 27 m3 smoke chamber
6.3.1 Standards

Four international standards are based on a 27 m3 (3 m x 3 m x 3 m) smoke chamber. These
are: IEC 61034-1 [10] and IEC 61034-2 [11]. The chamber is often referred to as the “three
metre cube”.

6.3.2 Purpose and principle

This test is used to assess the density of smoke generated by materials or products exposed
to a combustion source with flame in a closed chamber. The luminous flux through the smoke
is continuously measured and recorded.

6.3.3 Test specimen

The test specimen consists of horizontally oriented materials or products, typically 1 m long,
positioned above the ignition source.

6.3.4 Method

The test method employs a pan of burning alcohol (one litre) as the flame source under the
test specimen, within a closed chamber, 27 m3 in volume. The smoke density is measured by
means of a photometric system, using a white light, shining horizontally across the chamber,
at a height of 2,15 m. The photodetector measures the decrease in light transmission due to
the accumulation of smoke. The light transmission measurements are used to assess the
maximum obscuration achieved during the test. A fan is used throughout the test to
homogenize the smoke and minimize stratification.

In some standards, percentage transmittance (% 7T) values are recorded, using the following
formula:

%T = 100 (/1)

where
I is the incident luminous flux;

T is the transmitted luminous flux.

In some standards, primarily for cables, optical density values (referred to as A4,) are
calculated using the following formula:

NOTE 4, is also incorrectly known in some standards as absorbance.
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and results are reported in terms of a parameter 4

where
V is the volume of the chamber (27 m3);
L is the light path length (3 m);

n is the number of units of test specimen.

The extinction area of the smoke (S) can be calculated from 4, or 4, as follows:
S=4,VIn(10)/L =2,303V/L
S=A4pnIn(10) =2,303 4y n

6.3.5 Repeatability and reproducibility

Repeatability and reproducibility have been determined in an interlaboratory trial, based on
IEC 61034-2. The results, presented in accordance with ISO 5725-2, are given in Annex B.

6.3.6 Relevance of test data and special observations

This method was originally developed as the basis for the evaluation of smoke release from
cables and other underground railway products. The fire scenario parameters (test chamber
geometry, fire source and test specimen positioning) have been designed to be relevant to
underground railways. The method is able to replicate the conditions of ISO 19706, fire
stage 2 (see Table 1).

The optical system used is such that the method cannot discriminate between products with a
smoke release which results in a light transmission through the chamber of less than 10 %.
The data, as presented, are not suitable for use as direct input to quantitative fire hazard
assessment or fire safety engineering, but with further processing may be suitable.

This method is suitable for further development for other electrotechnical products, providing
that the physical fire model is appropriate, and that the limitations on test specimen geometry
and discrimination are acceptable.

In some countries, this method is used as the basis for regulatory control. In the European
Union, IEC 61034-2 is required by the Construction Products Regulation [12] for some of the
additional classifications for electric cables as defined in EN 13501-6 [13].

7 Published dynamic test methods

7.1 General
The dynamic test methods reviewed below have been selected on the basis that they are

published international, national or industry standards, and are in common usage in the
electrotechnical field. It is not intended to review all possible test methods.

NOTE These summaries are intended as a brief outline of the test methods; however, full information is given in
the published standards.
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