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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SEMICONDUCTOR DEVICES -

Part 16-5: Microwave integrated circuits —
Oscillators

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

This consolidated version of the official IEC Standard and its amendment has been
prepared for user convenience.

IEC 60747-16-5 edition 1.1 contains the first edition (2013-06) [documents 47E/452/FDIS
and 47E/454/RVD] and its amendment 1 (2020-07) [documents 47E/673/CDV and
47E/705/RVC] and its corrigendum (2020-09) (applying only to the English version).

In this Redline version, a vertical line in the margin shows where the technical content
is modified by amendment 1. Additions are in green text, deletions are in strikethrough
red text. A separate Final version with all changes accepted is available in this
publication.
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International Standard IEC 60747-16-5 has been prepared by subcommittee 47E: Discrete
semiconductor devices, of IEC technical committee 47: Semiconductor devices.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 60747 series, published under the general title Semiconductor
devices, can be found on the IEC website.

The committee has decided that the contents of the base publication and its amendment will
remain unchanged until the stability date indicated on the IEC web site under
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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SEMICONDUCTOR DEVICES -

Part 16-5: Microwave integrated circuits —
Oscillators

1 Scope

This part of IEC 60747 specifies the terminology, essential ratings and characteristics, and
measuring methods of microwave integrated circuit oscillators.

This standard is applicable to the fixed and voltage-controlled semiconductor microwave
oscillator devices, except the oscillator modules such as synthesizers which require external
controllers.

NOTE This document is not applicable to the quartz crystal controlled oscillators. They are specified by
IEC 60679-1.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60617, Graphical symbols for diagrams (available from <http://std.iec.ch/iec60617>)

IEC 60747-1:2006, Semiconductor devices — Part 1: General 1)
Amendment 1:2010

IEC 60747-4:2007, Semiconductor devices — Discrete devices — Part 4: Microwave diodes and
transistors
IEC 60747-4:2007/AMD 1:2017

IEC 60747-16-3:2002, Semiconductor devices — Part 16-3: Microwave integrated circuits —
Frequency converters

IEC 60747-16-3:2002/AMD 1:20092)

IEC 60747-16-3:2002/AMD 2:2017

IEC 61340-5-1, Electrostatics — Part 5-1: Protection of electronic devices from electrostatic
phenomena — General requirements

IEC/TR 61340-5-2, Electrostatics — Part 5-2: Protection of electronic devices from
electrostatic phenomena — User guide

1) A consolidated edition (2010) exists, including IEC 60747-1:2006 and its Amendment 1.
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3 Terms and definitions

3.1
oscillation frequency

fOSC

frequency measured at the output port

3.2
output power

PO,OSC
power measured at the output port

3.3
phase noise

s (f)

frequency-domain measure of the short-term frequency stability of an oscillator

Note 1 to entry: This phase noise is normally expressed as the power spectral density of the phase fluctuations,
S 4, where the phase fluctuation function is ¢(¢)=2nFt-2nF . The spectral density of phase fluctuation can be
directly related to the spectral density of frequency fluctuation by the following formula:

where

F is the oscillator frequency;

F, is the average oscillator frequency;
ya is the Fourier frequency.

Note 2 to entry: «/(f) is pronounced "script-ell of f".

[SOURCE: IEC 60050-561:2014, 561-03-22, modified — A symbol and Note 2 to entry have

been added.]

Full document details: IEC 60747-16-5-2020
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3.4
tuning sensitivity
Sf,v
ratio of the change of oscillation frequency to the variation of the control voltage

3.5
frequency pushing

fosc,push o ) o )
change of the oscillation frequency with the variation of the bias voltage

3.6

frequency pulling

fosc,pull L ) .
change of the oscillation frequency with all phase angles for constant load reflection
coefficient

3.7

n-th order harmonic distortion ratio

Phin/ P .

ratio of the power of the n-th order harmonic component at the output port to the output power
at the oscillation frequency

3.8

oscillation frequency range

difference between the oscillation frequencies at the maximum control voltage and at the
minimum control voltage

3.9

output power flatness
A.PO,OSC . L. . .

difference between the maximum and the minimum output power within the control voltage

range

3.10

tuning linearity

ratio of the maximum departure of the oscillation frequency from an ideal straight line between
its values at the minimum and maximum control voltages to the oscillation frequency range

3.1
oscillation frequency temperature coefficient

6"f,temp
ratio of the change in oscillation frequency to the corresponding change in temperature

3.12
output power temperature coefficient

ap tem
ratio oFthe change in output power to the corresponding change in temperature

3.13

spurious distortion ratio

P /P,

ratio of the power of the maximum spurious component at the output port to the output power
at the oscillation frequency
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3.14
load mismatch tolerance

YL
maximum load VSWR in the range where the device oscillates with no unexpected spurious

intensity and/or no discontinuity of frequency tuning characteristics (in case of VCO) at all
phase angles

Note 1 to entry: “VSWR” is an abbreviation of “voltage standing wave ratio”.

Note 2 to entry: “VCO” is an abbreviation of “voltage controlled oscillator”.

3.15

load mismatch ruggedness

R

maximum load VSWR in the range where the device withstand load mismatch with no
degradation at all phase angles with specified conditions

[SOURCE: IEC 60747-4:2007, 7.2.22]

3.16
modulation bandwidth

Bmod
modulating frequency at which the frequency deviation decreases by 3 dB from its dc value

3.17

sensitivity flatness

ratio of the maximum departure of the tuning sensitivity from an ideal straight line between its
values at the minimum and maximum control voltages to the oscillation frequency range

4 Essential ratings and characteristics

4.1 General requirements
4.1.1 Circuit identification and types

The identification of type (device name), the category of circuit and technology applied shall
be given.

Microwave oscillators are divided into two categories:

— type A: fixed oscillator;

— type B: voltage controlled oscillator.
4.1.2 General function description

A general description of the function performed by the integrated circuit microwave oscillators
and the features for the application shall be made.

4.1.3 Manufacturing technology

The manufacturing technology, e.g. semiconductor monolithic integrated circuit, thin film
integrated circuit, micro-assembly, etc. shall be stated. This statement shall include details of
the semiconductor technologies such as Schottky barrier diode, MESFET, Si bipolar transistor,
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IEC 60747-4 shall be referred to for terminology and letter symbols, essential ratings and
characteristics and measuring methods of such microwave devices.

41.4 Package identification
The following statements shall be made:

a) chip or packaged form;

b) IEC and/or national reference number of the outline drawing, or drawing of non-standard
package including terminal numbering;

c) principal package material, for example, metal, ceramic, plastic.
4.2 Application description
4.2.1 Conformance to system and/or interface information

It should be stated whether the integrated circuit conforms to an application system and/or an
interface standard or a recommendation.

Detailed information concerning application systems, equipment and circuits such as very
small aperture terminal (VSAT) systems, broadcasting satellite (BS) receivers, microwave
landing systems, etc. should also be given.

4.2.2 Overall block diagram

A block diagram of the applied systems should be given if necessary.

4.2.3 Reference data

The most important properties that permit comparison between derivative types should be
given.

4.2.4 Electrical compatibility

It should be stated whether the integrated circuit is electrically compatible with other particular
integrated circuits, or families of integrated circuits, or whether special interfaces are required.

Details should be given concerning the type of output circuits, e.g. output impedances, d.c.
block, open-drain, etc. Interchangeability with other devices, if any, should also be given.

4.2.5 Associated devices
If applicable, the following should be stated:

— devices necessary for correct operation (list with type number, name and function);

— peripheral devices with direct interfacing (list with type number, name and function).
4.3 Specification of the function
4.31 Detailed block diagram — Functional blocks

A detail block diagram or equivalent circuit information of the integrated circuit microwave
oscillators shall be given. The block diagram shall be composed of the following:
a) functional blocks;

b) mutual interconnections among the functional blocks;

¢) individual functional units within the functional blocks;

d) mutual interconnections among the individual functional blocks;
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e) function of each external connection;
f) inter-dependence between the separate functional blocks.

The block diagram shall identify the function of each external connection and, where no
ambiguity can arise, also show the terminal symbols and/or numbers. If the encapsulation has
metallic parts, any connection to them from external terminals shall be indicated. The
connections with any associated external electrical elements shall be stated, where necessary.

As additional information, the complete electrical circuit diagram can be reproduced, but not
necessarily with indications of the values of the circuit components. The graphical symbol for
the function shall be given. Rules governing such diagrams may be obtained from IEC 60617.

4.3.2 Identification and function of terminals

All terminals shall be identified on the block diagram (supply terminals, output terminals).

The terminal functions 1) to 4) shall be indicated in a table as follows:

Function of terminal

Terminal Terminal 1) Terminal 2) Function 3) Output 4) Type of
number symbol designation identification output circuits

(1) Terminal designation

A terminal designation to indicate the function of the terminal shall be given. Supply
terminals, ground terminals, blank terminals (with abbreviation NC), non-usable terminals
(with abbreviation NU) shall be distinguished.

(2) Function
A brief indication of the terminal function shall be given:
— each function of multi-role terminals, i.e. terminals having multiple functions;

— each function of integrated circuit selected by mutual pin connections, programming
and/or application of function selection data to the function selection pin, such as
mode selection pin.

(3) Output identification
Output and multiplex output terminals shall be distinguished.
(4) Type of output circuits

The type of output circuit, e.g. output impedances, with or without d.c. block, etc., shall be
distinguished.

If the baseplate of the package is used as a ground terminal, the type of ground, e.g. analog
ground, digital ground, shall be stated in the column of 2) Function.

EXAMPLE
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Bias voltage(s) Control voltage(s)
NC Integrated NG
circuit
microwave
NU oscillator Output(s)
Ground IEC 1332/13

4.3.3 Function description
The function performed by the circuit shall be specified, including the following information:

— basic function;
— relation to external terminals;

— operation mode (e.g., set-up method, preference, etc.).
4.4 Limiting values (absolute maximum rating system)
4.41 Requirements

The table for these values shall contain the following:

— Any interdependence of limiting conditions shall be specified.

— If externally connected and/or attached elements, for example heatsinks, have an
influence on the values of the ratings, the ratings shall be prescribed for the integrated
circuit with the elements connected and/or attached.

— If limiting values are exceeded for transient overload, the permissible excess and their
durations shall be specified.

—  Where minimum and maximum values differ during programming of the device, this shall
be stated.

— All voltages are referenced to a specified reference terminal (7, ground, etc.).

— In satisfying the following clauses, if maximum and/or minimum values are quoted, the
manufacturer shall indicate whether he refers to the absolute magnitude or to the
algebraic value of the quantity.

— The ratings given shall cover the operation of the multi-function integrated circuit over the
specified range of operating temperatures. Where such ratings are temperature-dependent,
these dependence shall be indicated.

4.4.2 Electrical limiting values

Limiting values shall be specified as follows:

Parameters Min. Max.
Bias voltage(s) (where appropriate) +
Bias current(s) (where appropriate) +
Control voltage(s) (where appropriate) +
Control current(s) (where appropriate) +
Terminal voltage(s) (where appropriate) + +
Terminal current(s) (where appropriate) +
Power dissipation +
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It is necessary to select either Bias voltage(s) or Bias current(s), either Control voltage(s) or
Control current(s), and either Terminal voltage(s) or Terminal current(s).

The detail specification may indicate those values within the table including footnotes a and b.

Parameters @ P Symbols Min. Max. Unit

Where appropriate, in accordance with the type of circuit considered.
For power supply voltage range:

— limiting value(s) of the continuous voltage(s) at the supply terminal(s) with respect to a
special electrical reference point;

— where appropriate, limiting value between specified supply terminals;

— when more than one voltage supply is required, a statement shall be made as to whether
the sequence in which these supplies are applied is significant: if so, the sequence shall
be stated;

— when more than one supply is needed, it may be necessary to state the combinations of
ratings for these supply voltages and currents.

4.4.3 Temperatures

a) Operating temperature (ambient or reference-point temperature)
b) Storage temperature

c) Channel temperature

d) Lead temperature (for soldering)

The detail specification may indicate those values within the table including the note.

Parameters (Note) Symbols Min. Max. Unit

NOTE Where appropriate, in accordance with the type of circuit considered.

4.5 Operating conditions (within the specified operating temperature range)

Operating conditions are not to be inspected, but may be used for quality assessment
purpose.

a) Power supplies — Positive and/or negative values

b) Initialization sequences (where appropriate)

If special initialization sequences are necessary, power supply sequencing and initialization
procedure shall be specified.

c) Input voltage(s) (where appropriate)

d) Output current(s) (where appropriate)

e) Voltage and/or current of other terminal(s)

f) External elements (where appropriate)

g) Operating temperature range
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The characteristics shall apply over the full operating temperature range, unless otherwise

specified. Each characteristic shall be stated either:

a) over the specified range of operating temperatures, or

b) at a temperature of 25 °C, and at maximum and minimum operating temperatures.

Parameters

Min.

Typ.

Max.

Types

Bias operating current
Control operating current

Oscillation frequency, f, .

Output power, P

0,0sC
Phase noise, (f)
Tuning sensitivity, S; ,
Frequency pushing, 1, push

Frequency pulling, f,

sc,pull

n-th order harmonic distortion ratio,
Pnth/P1

Oscillation frequency range

Output power flatness, 4P

0,0sC

Tuning linearity

Oscillation frequency temperature
coefficient, % temp

Output power temperature
coefficient, %p temp

Spurious distortion ratio, PP,

Load mismatch tolerance, L
(where appropriate)
Load mismatch ruggedness, ¥,

(where appropriate)

Modulation bandwidth, B ,
(where appropriate)
Sensitivity flatness

(where appropriate)

4.7 Mechanical and environmental ratings, characteristics and data

Any specific mechanical and environmental ratings applicable shall be stated (see also 5.10

and 5.11 of IEC 60747-1:2006).
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4.8 Additional information
Where appropriate, the following information shall be given:
a) Equivalent output circuit: Detail information shall be given regarding the type of output

circuits, e.g. output impedances, d.c. block, open-drain, etc.

b) Internal protection: A statement shall be given to indicate whether the integrated circuit
contains internal protection against high static voltages or electrical fields.

c) Capacitors at terminals: If capacitors for the output d.c. block are needed, these
capacitances shall be stated.

d) Thermal resistance;

e) Interconnections to other types of circuit: Where appropriate, details of the
interconnections to other circuits shall be given.

f) Effects of externally connected component(s): Curves or data indicating the effect of
externally connected component(s) that influence the characteristics may be given.

g) Recommendations for any associated device(s): For example, decoupling of power supply
to a high-frequency device shall be stated.

h) Handling precautions: Where appropriate, handling precautions specific to the circuit shall
be stated (see also IEC 61340-5-1 and IEC/TR 61340-5-2).

i) Application data;
j) Other application information;

k) Date of issue of the data sheet.
5 Measuring methods

5.1 General
511 General precautions

The general precautions listed in 6.3, 6.4 and 6.6 of IEC 60747-1:2006 shall be applied. In
addition, special care shall be taken to use low-ripple dc power supplies and to decouple
adequately all supply terminals at the frequency of measurement. Although the level of the
signal can be specified in either power or voltage, in this standard it is expressed in power
unless otherwise specified.

5.1.2 Characteristic impedance

The characteristic impedance of the measurement system, shown in the circuit in this
standard, is 50 Q. If it is not 50 Q, it shall be specified.

51.3 Handling precautions

When handling electrostatic-sensitive devices, the handling precautions given in
IEC 61340-5-1 and IEC/TR 61340-5-2 shall be observed.

5.1.4 Types

The devices in this standard are both packaged and chip types, measured using suitable test
fixtures.

5.2 Oscillation frequency (f,c)
5.21 Purpose

To measure the oscillation frequency under specified conditions.
Documents

Document Sharing Hub

Full document details: IEC 60747-16-5-2020


http://avadocuments2026.com/doc/iec-60747-16-5-2020
http://avadocuments2026.com/doc/iec-60747-16-5-2020

- 18 — IEC 60747-16-5:2013+AMD1:2020 CSV
© IEC 2020

5.2.2 Circuit diagram

The measuring circuit is shown in Figure 1.

Device being Attenuator Directional

measured coupler

B
‘ )
_

Power meter

\ZJ

L L Frequency
- . - meter
Bias () () Control or
voltage voltage spectrum
— = analyser

IEC 1333/13

NOTE The device being measured can contain a resonance circuit.

Figure 1 — Circuit diagram for the measurement of the oscillation frequency f .

5.2.3 Principle of measurement

The oscillation frequency is the frequency of the signal generated from the device being
measured under specified bias conditions.

5.2.4 Circuit description and requirements

The purpose of the attenuator is to reduce the change of the oscillation frequency from a
mismatch with oscillator output and load impedance.

5.2.5 Precautions to be observed

Harmonics or spurious responses of the device being measured shall be negligible.

5.2.6 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the control voltage is set to the specified value.
The value f,¢. is measured at the frequency meter or spectrum analyser.

5.2.7 Specified conditions
— Ambient or reference-point temperature
— Bias conditions

— In case of VCO, control voltage
5.3  Output power (P, )

5.3.1 Purpose

To measure the output power P, o under specified conditions.
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5.3.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.3.3 Principle of measurement

The output power P of the device being measured is derived from the following equation:

0,0sC

P..=P+L (1)

0,0sC

where

P, is the value indicated by power meter in dBm;
L, is the insertion loss from the power at point A to the power at the point B in dB.

5.3.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.
The insertion loss L4 shall be measured beforehand.

5.3.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.3.6 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.
The value P, is measured by the power meter, then P, 4. is derived from the Equation (1).

5.3.7 Specified conditions

— Ambient or reference-point temperature
— Bias conditions

— In case of VCO, oscillation frequency

5.4 Phase noise (#(f))
5.4.1 Purpose

To measure the phase noise under specified conditions.

5.4.2 Measuring methods
5.4.2.1 General
Three measuring methods are given:

— Method 1, using a signal generator and phase locked loop (PLL);
— Method 2, using a delay line;
— Method 3, using a spectrum analyser.

Table 1 shows a comparison with those three phase noise measuring methods. Appropriate
method shall be selected.
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NOTE Method 3 is not rigorous but industrially practical as the evaluation method for the semiconductor oscillator
device. Method 3 is applicable when AM noise is negligible.

Table 1 — Comparison of phase noise measuring methods

Measuring method Advantages Disadvantages
Applicable to broad offset range Phase noise sensitivity is limited by
) noise of the signal generator
Method 1 Measures very low phase noise at

close-in-carrier

Measures very low noise at far-out- Not applicable for close-in-carrier phase
carrier offset noise measurement
Method 2
Suitable for measuring high drifting
oscillators
Easy operation Cannot measure close-in-carrier phase
noise
Method 3 Enables quick check of locked signals

Cannot measure drifting signals

Cannot separate AM noise

5.4.2.2 Measuring method 1
5.4.2.2.1 Circuit diagram

The measuring circuit is shown in Figure 2.

Wave analyser or

Device bein Directional .
easured 9 Attenuator coupler Mixer spectrum analyser
A P e

i i
A i X i
) i ~ i
9 e : Low pass filter :
! A
A i) : Signal 7:
== = i generator i
| p.A i
— — Frequency i ) /G i
Bias C) C) Control meter : B :
voltage voltage or ! i
spectrum i Phase locked loop [

= = analyser IEC 1334/13

NOTE The device being measured can contain a resonance circuit.

Figure 2 — Circuit diagram for the measurement of the phase noise #(f) (method 1)

5.4.2.2.2 Principle of measurement

The phase noise #(f) is derived from the following equation:
jZ//(f) = PSSB 'Po,osc (2)

where

Pggp is the single sideband noise power density at the frequency shifted from f .. by a
specified offset, in dBm/Hz.

NOTE (/) is indicated in dBc/Hz.

The single sideband noise power density Pggg is derived from the following equatidd @ocuments
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Possg = Fpgg -3+ L, (3)

Ppse is the double sideband noise power density at the frequency shifted from f ;. by a
specified offset, indicated by the wave analyser or spectrum analyser, in dBm/Hz;

L, is the-conversion-gain circuit loss from point A to point C.
L, is expressed in dB.
5.4.2.2.3 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

The signal generator and device being measured will naturally lock so that their signals have
a phase difference of 90 degrees, and the PLL output voltage fluctuations correspond to
phase fluctuations between the signal generator and device being measured. The value of L,
shall be measured beforehand (See 6.2 of IEC 60747-16-3:2002).

5.4.2.2.4 Precautions to be observed

See the precautions to be observed in 5.2.5.

The phase noise of the signal generator shall be as good or better than that of device being
measured.

T E i  ooc-Shalit | 0t B bt

{see- 53

The value of the output power P, ... defined at the point A shall be measured beforehand
(see 5.3).

5.4.2.2.5 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.

A frequency of the signal generator is set at the oscillation frequency of device being
measured.

The double sideband noise power density Ppgg at the frequency shifted by the specified offset
is measured by the wave analyser or spectrum analyser.

The single sideband noise power density Pggg is derived from Equation (3).
The phase noise #(f) is derived from Equation (2).

5.4.2.2.6 Specified conditions

— Ambient or reference-point temperature
— In case of VCO, oscillation frequency

— Bias conditions

— Offset frequency
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5.4.2.3 Measuring method 2
5.4.2.3.1 Circuit diagram
The measuring circuit is shown in Figure 3.
Device being Attenuator Directional Power splitter Mixer
measured A coupler

B 0,5
A »J
- 4 '—‘
0,5
9 e Variable
G) Q) delay line
Frequency C

= = meter X
Bias C) ) Control or ~
voltage voltage spectrum Wave analyser or Low pass filter
—— — analyser spectrum analyser

= = IEC 1335/13

NOTE The device being measured can contain a resonance circuit.

Figure 3 — Circuit diagram for the measurement of the phase noise #(f) (method 2)

5.4.2.3.2 Principle of measurement

See the principle of measurement in 5.4.2.2.2.

5.4.2.3.3 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

The variable delay line is adjusted to set the phase between divided signals at 90 degrees.
The value of L, shall be measured beforehand (see 6.2 of IEC 60747-16-3:2002).

5.4.2.3.4 Precautions to be observed

See the precautions to be observed in 5.2.5.

T : i s ooc-Shalit | 0t B b

{see-5:3)

The value of the output power P, ... defined at the point A shall be measured beforehand
(see 5.3).

5.4.2.3.5 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.

The double sideband noise power density Ppgg at the frequency shifted by the specified offset
is measured by the wave analyser or spectrum analyser.

The single sideband noise power density Pggg is derived from Equation (3).
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5.4.2.3.6 Specified conditions

See the specified conditions in 5.4.2.2.6.

5.4.2.4 Measuring method 3
5.4.2.41 Circuit diagram

The measuring circuit is shown in Figure 4.

Device being Attenuator Directi:)nal Spectrum
measured coupler
A B analvser
A
—
O ©
1 Frequency

- meter
Bias C) C) Control
voltage voltage

. - IEC 1336/13

NOTE The device being measured can contain a resonance circuit.

Figure 4 — Circuit diagram for the measurement of the phase noise #(f) (method 3)

5.4.2.4.2 Principle of measurement

The phase noise ¥(f) is derived from the following equation:

& (f) PSSB 0,0sC (4)

where

Pggp is the single sideband noise power density at the frequency shifted from f,.; by a
specified offset, in dBm/Hz.

NOTE (/) is indicated in dBc/Hz.

The single sideband noise power density Pggp is derived from the following equation:

FPssp = Psgpy t Ly ()

Pggpo  is the single sideband noise power density at the frequency shifted from f .. by a
specified offset, indicated by the spectrum analyser, in dBm/Hz;

Lo is the circuit loss from point A to point B.
Ly is expressed in dB.

5.4.24.3 Circuit description and requirements

See the circuit description and requirements in 5.2.4. Documents
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The value of L, shall be measured beforehand.

5.4.2.4.4 Precautions to be observed

See the precautions to be observed in 5.2.5.

T : — s ooe-d! he_peint B beforohand

(see 5.3).

The value of the output power P, ... defined at the point A shall be measured beforehand
(see 5.3).

5.4.245 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.

The resolution band width of the spectrum analyser is set to a sufficiently small value which
compared with a specified offset frequency value.

The single sideband noise power density Pggg, at the frequency shifted by the specified
offset, is measured by the spectrum analyser.

The single sideband noise power density Pggg is derived from Equation (5).
The phase noise ¥(f) is derived from Equation (4).

5.4.2.4.6 Specified conditions

See the specified conditions in 5.4.2.2.6.

5.5 Tuning sensitivity (St ,)
5.5.1 Purpose

To measure the tuning sensitivity under specified conditions.

5.5.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.5.3 Principle of measurement

The tuning sensitivity S, is derived from the following equation:

_ fosc(V1)_fosc(V2)

S 6
fv V1 _ V2 ( )
where
2] is the specified control voltage;
Vs is the specified control voltage;
Josc(V1) is the oscillation frequency at the specified control voltage 75;
Josc(V2) is the oscillation frequency at the specified control voltage V5.
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5.5.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.5.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.5.6 Measurement procedure

The bias under specified conditions is supplied.

The value f,.(7) is measured by the frequency meter or spectrum analyser at the specified
control voltage V.

The value f,.(V>) is measured by the frequency meter or spectrum analyser at the specified
control voltage V5.

The tuning sensitivity S, is derived from the Equation (6).

5.5.7 Specified conditions
— Ambient or reference-point temperature
— Bias conditions

— Control voltages
5.6 Frequency pushing (fosc,push)
5.6.1 Purpose

To measure the frequency pushing under specified conditions.

5.6.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.6.3 Principle of measurement

The frequency pushingfosc,push is derived from the following equation:

fosc,push = fosc,max _fosc,min (7)
where
Josc,max is the maximum oscillation frequency through the specified bias voltage range;
Jose,min is the minimum oscillation frequency through the specified bias voltage range.

5.6.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.6.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.6.6 Measurement procedure
The bias under specified conditions is supplied.
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In case of VCO, the oscillation frequency is set to the specified value.

The maximum and minimum oscillation frequencies are measured by varying the bias voltage
through the specified voltage range.

The frequency pushing Josc,push is derived from Equation (7).

5.6.7 Specified conditions

— Ambient or reference-point temperature
— Bias conditions

— Bias voltage range

— In case of VCO, oscillation frequency

5.7 Frequency pulling (fosc,pun)
5.71 Purpose

To measure the frequency pulling under specified conditions.

5.7.2 Circuit diagram

The measuring circuit is shown in Figure 5.

Device being Directional Variable
measured coupler attenuator
RF short-
A X et circuit
A ¢ —
e e Phase shifter
or line stretcher
®
Spectrum
= _ - analyser
Bias () () Control
voltage voltage
1 4 IEC 1337/13

NOTE The device being measured can contain a resonance circuit.

Figure 5 — Circuit diagram for the measurement of the frequency pulling f,sc oun

5.7.3 Principle of measurement

The frequency pulling fos¢ o is derived from the following equation:

fosc,pull = fosc,max _fosc,min (8)
where
Josc.max is the maximum oscillation frequency for all phase angles with the specified
reflection coefficient or VSWR;
Josc.min is the minimum oscillation frequency for all phase angles with the specified

reflection coefficient or VSWR.
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5.7.4 Circuit description and requirements

The spectrum analyser shall be capable of operating within specified frequency range for
checking no unexpected oscillation and no spurious intensity. The spectrum analyser shall
have a specified dynamic range.

The phase shifter shall be capable of keeping the load VSWR or the magnitude of the load
reflection coefficient constant. The line stretcher is suitable for this purpose. The output port of
the phase shifter shall be shorted.

The purpose of the variable attenuator is to realize the specified reflection coefficient or
VSWR.

5.7.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

The reflection coefficient or VSWR shall be kept constant at all phase angles of the phase
shifter.

5.7.6 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.
The variable attenuator is adjusted to have the specified load reflection coefficient at point A.

The maximum and minimum oscillation frequencies are measured by varying the phase of the
variable phase shifter for all phase angles.

The frequency pulling fosc pu is derived from the Equation (8).

5.7.7 Specified conditions

— Ambient or reference-point temperature
— Bias conditions

— In case of VCO, oscillation frequency

— Load reflection coefficient or VSWR
5.8 n-th order harmonic distortion ratio (P,/P,)
5.8.1 Purpose

To measure the n-th order harmonic distortion ratio under specified conditions.

5.8.2 Circuit diagram

See the circuit diagram shown in Figure 4.

5.8.3 Principle of measurement

T I I R . 0P,y Py . ¢ ‘ . ion:

P /P=P_ —F (9)
nth’~ 1 nth 1 \~7
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The n-th order harmonic distortion ratio P, /P4 is derived from the following equations:
Pnth/P1 = Prth = P4 (9)
Py = P(f1) + L(fy)

Pnth = P(fath) *+ L(fnth)

where

P, is the output power of the fundamental (or desired) frequency;
P.n  is the power of the n-th order harmonic frequency;
P(fy) is the value indicated by the spectrum analyser at the output frequency f;

P(fntn) is the value indicated by the spectrum analyser at the n-th order harmonic frequency
fnth;
L(f1) is the circuit loss from point A to point B at the output frequency f;;

L(fntn) is the circuit loss from point A to point B at the n-th order harmonic frequency f, .
P4, P, P(f1) and P(f,y,) are expressed in dBm, P, /P4, L(f1) and L(f,) are expressed in dB.

NOTE For example, in case of doubling oscillator the harmonics include n-th/2 subharmonics.
5.8.4 Circuit description and requirements

See the circuit description and requirements in 5.4.2.4.3.

5.8.5 Measurement procedure

The bias under specified conditions is supplied.

In case of VCO, the oscillation frequency is set to the specified value.

The value P4 and P, are measured at the spectrum analyser.

The n-th order harmonic distortion ratio P,/P4 is derived from the Equation (9).

5.8.6 Specified conditions

— Ambient or reference-point temperature
— Bias conditions

— In case of VCO, oscillation frequency

5.9  Output power flatness (4P, o)
5.9.1 Purpose

To measure the output power flatness under specified conditions.
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5.9.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.9.3 Principle of measurement

See the principle of measurement in 5.3.3.

Output power flatness is derived from the following equation:

AP . =P

0,0C o,0sc(max)

P

0,0sc(min)

(10)

where Pg oscmax) @nd Py ose(miny @re the maximum and the minimum output power in the
specified con%rol voltage range, respectively.

5.9.4 Circuit description and requirements

See the circuit description and requirements in 5.3.4.

5.9.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.9.6 Measurement procedure

The bias under specified conditions is supplied.
Vary the control voltage in the specified voltage range.

Obtain the maximum output power and the minimum output power in the specified control
voltage range.

Output power flatness is derived from Equation (10).

5.9.7 Specified conditions
— Ambient or reference-point temperature
— Bias conditions

— Control voltage range
5.10 Tuning linearity
5.10.1 Purpose

To measure the tuning linearity under specified conditions.

5.10.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.10.3 Principle of measurement

See the principle of measurement in 5.2.3.

Tuning linearity & is derived from following equation:
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5 =L +100 (11)
fosc,range
fosc,range = fosc (Vmax) - j;)sc (Vmin)

where
Josc(Vmax) is the oscillation frequency at the specified maximum control voltage V,,,5,;
Josc(Vmin) is the oscillation frequency at the specified minimum control voltage V,,i,;
Jdev is the maximum difference of the oscillation frequency from the ideal oscillation

frequency on the straight line that is obtained by connecting the oscillation
frequency at the minimum and the maximum control voltage.

NOTE A best-fit straight line obtained by regression method can be used for the ideal straight line. See Figure 6.

Tuning linearity ¢ is the value indicated in %.

ﬁ)sc ﬁsc
* 1 Best fit line

ﬁsc( VmaX) S ﬁsc( Vmax) S

fosc,range fosc,range

\ i \
ﬁsc( Vmin) - __I ﬁsc( Vmin) - !
. Control ' Control
! » Voltage ! » Voltage
Vmin Vmax Vmin Vimax
IEC 1338/13 IEC 1339/13

Figure 6 — Tuning linearity

5.10.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.10.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.10.6 Measurement procedure

The bias under specified conditions is supplied.
Vary the control voltage in the specified voltage range.

Plot the oscillation frequency versus the control voltage characteristics in the specified control
voltage range.

Tuning linearity & is derived from Equation (11).
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5.10.7 Specified conditions
— Ambient or reference-point temperature
— Bias conditions

— Control voltage range
5.11 Frequency temperature coefficient (af,temp)
5.11.1 Purpose

To measure the oscillation frequency temperature coefficient under specified conditions.

5.11.2 Circuit diagram

The measuring circuit is shown in Figure 7.

Thermometer

Temperature
sensor

s == ===--r - r-—-—- 1
! Environmental 4
! test chamber !
| + | Attenuator Directional Power meter
' ' coupler
i Device being | A B
1 1
! measured T A @
1 1 -—_
| |
1 1

© &
== == Frequency

— — meter

Bias () () Control or
voltage voltage spectrum

analyser IEC 1340/13

NOTE The device being measured can contain a resonance circuit.

Figure 7 — Circuit diagram for the measurement of the oscillation
frequency temperature coefficient o tomp

5.11.3 Principle of measurement

The oscillation frequency temperature coefficient is derived from the following equation:

_f;)sc(n)_f;)sc(Tz) (12)

aftemp -
’ T —T.
1 2

where

T;and T, are the ambient or reference-point temperatures;
Josc(T1) is the oscillation frequency at the temperature 7';
Josc(T2) is the oscillation frequency at the temperature 7.
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5.11.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.11.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.11.6 Measurement procedure

The bias under specified conditions is supplied.

The ambient temperature is set to the specified value T, by the environmental chamber, the
temperature sensor and the thermometer.

In case of VCO, the oscillation frequency is set to the specified value.

The value f,.(T4) is measured by the frequency meter or spectrum analyser at the specified
temperature 7,.

The ambient temperature is set to the specified value T, by the environmental chamber, the
temperature sensor and the thermometer.

The value f,-(T5) is measured by the frequency meter or spectrum analyser at the specified
temperature T,.

The oscillation frequency temperature coefficient % temp is derived from Equation (12).

5.11.7 Specified conditions

— Ambient or reference-point temperatures, 7, and T,
— Bias conditions

— In case of VCO, oscillation frequency

5.12 Output power temperature coefficient (ap tomp)
5.12.1 Purpose

To measure the output power temperature coefficient under specified conditions.

5.12.2 Circuit diagram

See the circuit diagram shown in Figure 7.

5.12.3 Principle of measurement

The output power temperature coefficient is derived from the following equation:

Po,osc(]—:l)zlj‘l +L1 (13)
Po,osc(TZ):PZ +L1 (14)
a :Po,osc(T1)_Po,osc(T2):P1_P2 (15)
P,temp T;—TZ T1_T2
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where

Ly is the insertion loss from point A to point B in dB;

T;and T, are the ambient or reference-point temperatures;

Py is the value indicated by power meter in dBm at the temperature T4;
Py is the value indicated by power meter in dBm at the temperature 7.

5.12.4 Circuit description and requirements

See the circuit description and requirements in 5.3.4.

5.12.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.12.6 Measurement procedure

The bias under specified conditions is supplied.

The ambient temperature is set to the specified value T, by the environmental chamber, the
temperature sensor and the thermometer.

In case of VCO, the oscillation frequency is set to the specified value.
The value P4 is measured by the power meter at the specified temperature 7.

The ambient temperature is set to the specified value T, by the environmental chamber, the
temperature sensor and the thermometer.

In case of VCO, the oscillation frequency is set to the specified value once more.
The value P, is measured by the power meter at the specified temperature 7.
The output power temperature coefficient P temp is derived from Equations (13) to (15).

5.12.7 Specified conditions

See the specified conditions in 5.11.7.

5.13 Spurious distortion ratio (Ps/P4)
5.13.1 Purpose

To measure the spurious distortion ratio under specified conditions.

5.13.2 Circuit diagram

See the circuit diagram shown in Figure 4.

5.13.3 Principle of measurement

T . . . 0P 1P, ] vod f he followi on:

(16)
AL
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The spurious distortion ratio P¢/P4 is derived from the following equations:

PyPy = P — P, (16)

Py = P(f) + L(f4)

Ps = P(fs) + L(fs)

where
P, is the output power of the fundamental (or desired) frequency;
Py is the maximum power of the spurious output, except harmonic components;

P(fy) is the value indicated by the spectrum analyser at the output frequency f4;
P(fg) is the value indicated by the spectrum analyser at the spurious frequency f;
L(fy) is the circuit loss from point A to point B at the output frequency f7;

L(fs) is the circuit loss from point A to point B at the spurious frequency f;.

P4, Pg, P(f1) and P(f) are expressed in dBm, Pg,P4, L(f1) and L(f) are expressed in dB.

5.13.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.13.5 Measurement procedure

The bias under specified conditions is supplied.
In case of VCO, the oscillation frequency is set to the specified value.

The value P, and Pg are measured at the spectrum analyser within the specified observing
frequency range.

The spurious distortion ratio P¢/P, is derived from the Equation (16).

5.13.6 Specified conditions

Ambient or reference-point temperature
Bias conditions

In case of VCO, oscillation frequency

Observing frequency range
5.14 Modulation bandwidth (B, .q4)
5.14.1 Purpose

To measure the modulation bandwidth under specified conditions.

5.14.2 Circuit diagram

The measuring circuit is shown in Figure 8.
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Signal Bias Device being Attenuator Directional Spectrum
generator network Control measured coupler analyser
A A terminal
141G A
N~ |
Ci) Oscilloscope Ci)
Frequency
- = meter
Control () Bias ()
voltage voltage

—_— IEC 1341/13

NOTE The device being measured can contain a resonance circuit.
Figure 8 — Circuit diagram for the measurement of the modulation bandwidth B,

5.14.3 Principle of measurement

In a practical VCO, frequency deviation for a constant modulation signal voltage V.4
reduces as the frequency of modulation signal f,,4 increases. The frequency at which the
frequency deviation reduces to -3 dB (or 0,707) of the dc value is a measure of the
frequency response of the control terminal. It is defined as the modulation bandwidth B,,4-

In terms of frequency modulation (FM) system, the spectral response of a carrier follows a
Bessel function characteristics. The amplitude of the sideband signal is proportional to the n-
th order Bessel function J,(f). The carrier amplitude is proportional to the Jy(B), the first
sideband amplitude is to J4(6), etc.

Where gis named "modulation index" and defined by the following equation:

S = (frequency deviation)/ fino4

= (Stv *Vmod)/! fmod (17)
And the amplitude of the modulation signal is derived from:

Vmod =(ﬂ><fmod)/Sf,v (18)

where S;, is the tuning sensitivity of the VCO, V.4 and f,,q are the amplitude and
frequency of the modulation signal respectively.

With certain values of g, there are nulls of the magnitude.

5.14.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

The output impedance of the signal generator is usually 50 Q. It can be transformed to an
appropriate value by a transformer.
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5.14.5 Precautions to be observed

See the precautions to be observed in 5.2.5.
The whole voltage applied to control terminal shall not exceed its range.

5.14.6 Measurement procedure

The bias under specified conditions is supplied.
The oscillation frequency is set to the specified value.

The value Pogo(Vinog = 0) is measured by the spectrum analyser as the power of the
unmodulated carrier.

The frequency of the modulation signal f,,q is adjusted to a tenth of the anticipated
modulation bandwidth B .4 and the magnitude of modulation signal V.4 is set to achieve a
modulation index g of 2,4 using Equation (18).

Ensure that the magnitude of the carrier is suppressed to less than —30 dB of Py (V09 = 0)
by tuning V4 finely.

Increase the modulation frequency f,,,q4 and the amplitude of modulation signal V.4 slowly,
keeping the ratio of V,,,5q/fmog CONStant.

When the magnitude of carrier increases to =8 dB of P ¢ .(V},0q = 0), the modulation index g is
equal to 1,697 (= 2,4 x 0,707) and the frequency deviation is reduced to -3 dB (or 0,707) from
Equation (17).

The value f,,,4(8 = 1,697) is read from the signal generator.
The modulation bandwidth B4 is equal to f,,,4(8 = 1,697).

5.14.7 Specified conditions
— Ambient or reference-point temperature
— Bias conditions

— Oscillation frequency
5.15 Sensitivity flatness
5.15.1 Purpose

To measure the sensitivity flatness under specified conditions.

5.15.2 Circuit diagram

See the circuit diagram shown in Figure 1.

5.15.3 Principle of measurement

See the principle of measurement in 5.5.3.

Sensitivity flatness Jdg is derived from following equation:
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_ fosc,range
Sref = Vmax-Vmin
f;)sc,range = f;)sc (Vmax) - fosc (Vmin)
where
Vimax is the specified maximum control voltage;
Vemin is the specified minimum control voltage;

Josc(Vmax)  is the oscillation frequency at the specified maximum control voltage 7,y
Josc(Vmin)  is the oscillation frequency at the specified minimum control voltage Vin;

Sqev is the maximum difference of the tuning sensitivity from the ideal tuning
sensitivity S,o¢ obtained as the ratio of the oscillation frequency range to the
control voltage range. See Figure 9.

Sensitivity flatness Jg is the value indicated in %.

Sf,v

Sdev

Sref

Control
voltage

Vmin Vmax
IEC 1342/13

Figure 9 — Sensitivity flatness

5.15.4 Circuit description and requirements

See the circuit description and requirements in 5.2.4.

5.15.5 Precautions to be observed

See the precautions to be observed in 5.2.5.

5.15.6 Measurement procedure
The bias under specified conditions is supplied.
Vary the control voltage in the specified range.

Obtain the maximum difference of the tuning sensitivity in the specified control voltage by
using the measurement procedure in 5.5.6.

The sensitivity flatness dg is derived from Equation (20).
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5.15.7 Specified conditions

Ambient or reference-point temperature
Bias conditions

Control voltage range

(=]

Verifying methods

6.1 Load mismatch tolerance (¥#)
6.1.1 Purpose

To verify the load mismatch tolerance under specified conditions.

6.1.2 Verifying method 1 (spurious intensity)
6.1.2.1 Circuit diagram

See the circuit diagram shown in Figure 5.

6.1.2.2 Circuit description and requirements

See the circuit description and requirements in 5.7.4.

6.1.2.3 Precautions to be observed

See the precautions to be observed in 5.7.5.

6.1.2.4 Test procedure

The bias under specified conditions is supplied.

In case of VCO, the oscillation frequency is set to the specified value.

The load VSWR is set to the specified value by adjusting variable attenuator.
The phase angle is swept continuously by varying the length of the line stretcher.

Spurious components less than the specified intensity are confirmed by using the spectrum
analyser at all phase angles.

NOTE Instead of the line stretcher, slide screw tuner can be used. An automatic stub-tuner or an electronic tuner
is also used to enable the specified VSWR for convenience. The demerit of the tuners is that phase condition is
discrete and cannot be swept continuously.

6.1.2.5 Specified conditions

— Ambient or reference-point temperature
— Load VSWR

— Bias conditions

— In case of VCO, oscillation frequency

— Spurious intensity
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6.1.3 Verifying method 2 (no discontinuity of frequency tuning characteristics of
VCO)

6.1.3.1 Circuit diagram

See the circuit diagram shown in Figure 5.

6.1.3.2 Circuit description and requirements

See the circuit description and requirements in 5.7.4.

The control supply (voltage source) shall be capable of sweeping the output voltage
electronically.

6.1.3.3 Precautions to be observed

See the precautions to be observed in 5.7.5.

6.1.3.4 Test procedure

The bias under specified conditions is supplied.

The sweep voltage range of the control supply is set to the specified value.

The load VSWR is set to the specified value by adjusting variable attenuator.
The phase angle is swept continuously by varying the length of the line stretcher.

The oscillation frequency is swept continuously and repeatedly by varying the control voltage
from minimum voltage to the maximum voltage during all that time.

No discontinuity of the frequency tuning characteristics is confirmed by using the spectrum
analyser at all phase angles.

NOTE Instead of the line stretcher, slide screw tuner can be used. An automatic stub-tuner or an electronic tuner
is also used to enable the specified VSWR for convenience. The demerit of the tuners is that phase condition is
discrete and cannot be swept continuously.

6.1.3.5 Specified conditions

— Ambient or reference-point temperature
— Load VSWR

— Bias conditions

— Control voltage range

6.2 Load mismatch ruggedness (R)
6.2.1 Purpose

To verify the load mismatch ruggedness under specified conditions.

6.2.2 Circuit diagram

See the circuit diagram shown in Figure 5.

6.2.3 Circuit description and requirements
See the circuit description and requirements in 5.7.4. Documents
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6.2.4 Precautions to be observed

See the precautions to be observed in 5.7.5.

6.2.5 Test Procedure

DC and RF characteristics are measured under specified conditions before the following load
mismatch test procedure.

The load reflection coefficient or VSWR is set to the specified value by adjusting variable
attenuator.

The bias under specified conditions is supplied.

The phase angle is swept continuously by varying the length of the line stretcher.

The device is kept in operation during the specified operation time at all phase angles.
DC and RF characteristics are measured under specified conditions once more.

Load mismatch ruggedness ¥y is verified using specified degradation criteria of DC and RF
characteristics.

6.2.6 Specified conditions

— Ambient or reference-point temperature

— Load reflection coefficient or VSWR

— Bias conditions

— Operation time

— Degradation criteria of DC and RF characteristics

— Measurement conditions of DC and RF characteristics
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

DISPOSITIFS A SEMICONDUCTEURS -

Partie 16-5: Circuits intégrés hyperfréquences —
Oscillateurs

AVANT-PROPOS

1) La Commission Electrotechnique Internationale (IEC) est une organisation mondiale de normalisation
composée de I'ensemble des comités électrotechniques nationaux (Comités nationaux de I'l[EC). L'IEC a pour
objet de favoriser la coopération internationale pour toutes les questions de normalisation dans les domaines
de I'électricité et de I'électronique. A cet effet, 'IlEC — entre autres activités — publie des Normes internationales,
des Spécifications techniques, des Rapports techniques, des Spécifications accessibles au public (PAS) et des
Guides (ci-aprés dénommeés "Publication(s) de I'lEC"). Leur élaboration est confiée a des comités d'études, aux
travaux desquels tout Comité national intéressé par le sujet traité peut participer. Les organisations
internationales, gouvernementales et non gouvernementales, en liaison avec I'lEC, participent également aux
travaux. L'IEC collabore étroitement avec |'Organisation Internationale de Normalisation (ISO), selon des
conditions fixées par accord entre les deux organisations.

2) Les décisions ou accords officiels de I'lEC concernant les questions techniques représentent, dans la mesure
du possible, un accord international sur les sujets étudiés, étant donné que les Comités nationaux de I'lEC
intéressés sont représentés dans chaque comité d’études.

3) Les Publications de I'l[EC se présentent sous la forme de recommandations internationales et sont agréées
comme telles par les Comités nationaux de I'lEC. Tous les efforts raisonnables sont entrepris afin que I'lEC
s'assure de I'exactitude du contenu technique de ses publications; I'lEC ne peut pas étre tenue responsable de
I'éventuelle mauvaise utilisation ou interprétation qui en est faite par un quelconque utilisateur final.

4) Dans le but d'encourager I'uniformité internationale, les Comités nationaux de I'lEC s'engagent, dans toute la
mesure possible, a appliquer de fagon transparente les Publications de I'lEC dans leurs publications nationales
et régionales. Toutes divergences entre toutes Publications de I'lEC et toutes publications nationales ou
régionales correspondantes doivent étre indiquées en termes clairs dans ces dernieres.

5) L’'IEC elle-méme ne fournit aucune attestation de conformité. Des organismes de certification indépendants
fournissent des services d'évaluation de conformité et, dans certains secteurs, accédent aux marques de
conformité de I'lEC. L’IEC n'est responsable d'aucun des services effectués par les organismes de certification
indépendants.

6) Tous les utilisateurs doivent s'assurer qu'ils sont en possession de la derniére édition de cette publication.

7) Aucune responsabilité ne doit étre imputée a I'lEC, a ses administrateurs, employés, auxiliaires ou mandataires,
y compris ses experts particuliers et les membres de ses comités d'études et des Comités nationaux de I'lEC,
pour tout préjudice causé en cas de dommages corporels et matériels, ou de tout autre dommage de quelque
nature que ce soit, directe ou indirecte, ou pour supporter les colts (y compris les frais de justice) et les
dépenses découlant de la publication ou de I'utilisation de cette Publication de I'lEC ou de toute autre
Publication de I'l[EC, ou au crédit qui lui est accordé.

8) L'attention est attirée sur les références normatives citées dans cette publication. L'utilisation de publications
référencées est obligatoire pour une application correcte de la présente publication.

9) L’attention est attirée sur le fait que certains des éléments de la présente Publication de I'lEC peuvent faire
I'objet de droits de brevet. L’IEC ne saurait étre tenue pour responsable de ne pas avoir identifié de tels droits
de brevets et de ne pas avoir signalé leur existence.

Cette version consolidée de la Norme IEC officielle et de son amendement a été
préparée pour la commodité de l'utilisateur.

IEC 60747-16-5 édition 1.1 contient la premiére édition (2013-06) [documents
47E/452/FDIS et 47E/454/RVD] et son amendement 1 (2020-07) [documents 47E/673/CDV
et 47E/705/RVC] et son corrigendum (qui concerne uniquement la version anglaise)
(2020-09).

Dans cette version Redline, une ligne verticale dans la marge indique ou le contenu
technique est modifié par I'amendement 1. Les ajouts sont en vert, les suppressions
sont en rouge, barrées. Une version Finale avec toutes les modifications acceptées est
disponible dans cette publication.
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