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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SEMICONDUCTOR DEVICES -
MECHANICAL AND CLIMATIC TEST METHODS -

Part 38: Soft error test method for semiconductor
devices with memory

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60749-38 has been prepared by IEC technical committee 47:
Semiconductor devices.

The text of this standard is based on the following documents:

FDIS Report on voting
47/1943/FDIS 47/1951/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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A list of all the parts in the IEC 60749 series, under the general title Semiconductor devices —
Mechanical and climatic test methods, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be

* reconfirmed;

* withdrawn;

* replaced by a revised edition, or
*+ amended.
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SEMICONDUCTOR DEVICES -
MECHANICAL AND CLIMATIC TEST METHODS -

Part 38: Soft error test method for semiconductor
devices with memory

1 Scope

This part of IEC 60749 establishes a procedure for measuring the soft error susceptibility of
semiconductor devices with memory when subjected to energetic particles such as alpha
radiation. Two tests are described; an accelerated test using an alpha radiation source and an
(unaccelerated) real-time system test where any errors are generated under conditions of
naturally occurring radiation which can be alpha or other radiation such as neutron. To
completely characterize the soft error capability of an integrated circuit with memory, the
device must be tested for broad high energy spectrum and thermal neutrons using additional
test methods. This test method may be applied to any type of integrated circuit with memory
device.

2 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

21

single-event upset

SEU

soft error caused by the transient signal induced by a single energetic-particle strike

2.2

soft error

erroneous output signal from a latch or memory cell that can be corrected by performing one
or more normal functions of the device containing the latch or memory cell

NOTE As commonly used, the term refers to an error caused by radiation or electromagnetic pulses and not to an
error associated with a physical defect introduced during the manufacturing process.

2.3

single-event hard error

SHE

irreversible change in operation resulting from a single radiation event and typically
associated with permanent damage to one or more of the device elements (e.g. gate oxide
rupture)

2.4

static soft error

soft error that is not corrected by repeated reading but can be corrected by rewriting without
the removal of power

2.5

transient soft error

soft error that can be corrected by repeated reading without rewriting and without the removal
of power
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2.6

soft error, power cycle

PCSE

soft error that is not corrected by repeated reading or writing but can be corrected by the
removal of power

2.7

single event functional interrupt

SEFI

soft error that causes the component to reset, lock-up, or otherwise malfunction in a
detectable way, but does not require power cycling of the device (off and back on) to restore
operability, unlike single-event latch-up (SEL), or result in permanent damage as in single-
event burnout (SEB)

2.8

multiple bit upset

MBU

multiple-cell upset in which two or more error bits occur in the same word

29

single event latch up

SEL

abnormal high-current state in a device caused by the passage of a single energetic particle
through sensitive regions of the device structure and resulting in the loss of device
functionality

NOTE 1 SEL may cause permanent damage to the device. If the device is not permanently damaged, power
cycling of the device (off and back on) is necessary to restore normal operation.

NOTE 2 An example of SEL in a CMOS device is when the passage of a single particle induces the creation of
parasitic bipolar (p-n-p-n) shorting of power to ground.

2.10

flux (of particle radiation)

time rate of flow of particles emitted from or incident on a surface, divided by the area of that
surface

NOTE The flux is usually expressed in particles per square centimeter second (N/cm2s) or particles per square
centimeter hour (N/cm2h).

2.1
alpha source activity
number of alpha particle decays in the alpha source per unit time

NOTE The preferred Sl unit is the Becquerel (Bq); to convert from the Curie, multiply by 3,7 x 1010 (exactly).

2.12

soft error rate

SER

rate at which soft errors occur

2.13

failures in time

FIT

the number of failures in 10° device-hours

2.14

multiple-cell upset

MCU

single event that induces several bits in an IC to have a soft error at one time
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NOTE The bits are usually, but not always, adjacent.
3 Test apparatus

3.1 Measurement equipment

The equipment shall be capable of measuring the functions of the integrated circuit devices,
and capable of measuring the time taken for the change of stored data by the exposure to
energetic particles, such as alpha radiation to take place (i.e. the generation of a soft error).
Alternatively, the test equipment (memory tester etc.) shall have the capability of counting the
number of soft errors in unit time.

3.2 Alpha radiation source
3.21 Background information

Uranium and thorium impurities found in trace amounts in the various production and
packaging materials emit alpha particles. Alpha particles are strongly ionizing, so those that
impinge on the active device create bursts of free electron-hole pairs in the silicon. Different
types of alpha sources can be used to simulate the alpha emission from uranium and thorium
impurities. Sources that emit alpha particles with energy spectra similar to uranium and
thorium impurities simulate the radiation environment of wirebonded components
encapsulated in moulding compound. Sources that emit alpha particles with similar energy
spectra to 210Po are used for simulating components in a flip-chip arrangement with solder
bumps. The source should provide an alpha particle spectrum similar to that encountered in
the actual component.

3.2.2 Preferred sources

238y or 232Th are the preferred sources for inducing SER in mould-resin compounds. 241Am
and 210Pg sources can be used as substitutes.

3.2.3 Variation in results

Results will differ depending on the source used due to spectral variations. Alpha particle
sources available on the market are usually only classified by their activities in yCi (rather
than in the preferred unit, Bq, see 2.11) and the emission rates of alpha particle are seldom
indicated.

The emission rate cannot be determined simply from the activities because of the effects of
absorption of alpha particle in the source itself and its situation. For example, the activity of
1uCi is 3,7 x 104 decays/s. However, the alpha emission rate from the source would be less
than 3,7 x 104 alphals.

Therefore, a measurement of the alpha emission rate of the source which is used in the SER
test is recommended.

As a consequence, the energy spectrum of the alpha radiation source shall be confirmed
because different test values can result from differing energy spectra even if the alpha
radiation sources have the same level of radioactivity.

NOTE If 241Am or 210Po are used, this should be documented in a report along with the statement that results can
differ if other sources have been used, due to energy spectra variations.

3.24 Effect of high radiation levels

In cases where the dose concentration delivered to the test sample is high, consideration
shall be given to the effect of multiple hits.
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