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INTERNATIONAL ELECTROTECHNICAL COMMISSION

OPTICAL FIBRE CABLES

Part 1-23: Generic specification — Basic optical
cable test procedures — Cable element test methods

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60794-1-23 has been prepared by subcommittee 86A: Fibres and
cables, of IEC technical committee 86: Fibre optics.

This second edition cancels and replaces the first edition published in 2012. It constitutes a
technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) addition of a new test method G9: Bleeding and evaporation (formerly known as
method E15 in IEC 60794-1-21:2015);

b) addition of a new test method G10A: Stripping force stability of cabled optical fibres
(formerly known as method E5A in IEC 60794-1-21:2015);

c) addition of a new test method G10B: Strippability of optical fibre ribbons (formerly known
as method E5B in IEC 60794-1-21:2015);

d) addition of a new test method G10C: Strippability of buffered optical fibres (formearly known
pp y p "Bd
as method E5C in IEC 60794-1-21:2015); cuments
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e) addition of a new test method G11A: Tensile strength and elongation of buffer tubes
(included in IEC 60811-501);

f) addition of a new test method G11B: Elongation of buffer tubes at low temperature (included
in IEC 60811-505);

g) clarification of the sample preparation procedure in method G5: Ribbon tear (separability);

The text of this International Standard is based on the following documents:

CDV Report on voting
86A/1912/CDV 86A/1945/RVC

Full information on the voting for the approval of this International Standard can be found in the
report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts in the IEC 60794 series, published under the general title Optical fibre cables,
can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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OPTICAL FIBRE CABLES

Part 1-23: Generic specification — Basic optical
cable test procedures — Cable element test methods

1 Scope

This part of IEC 60794 describes test procedures to be used in establishing uniform
requirements for the geometrical, material, mechanical, environmental properties of optical fibre
cable elements.

This document applies to optical fibre cables for use with telecommunication equipment and
devices employing similar techniques, and to cables having a combination of both optical fibres
and electrical conductors.

Throughout the document, the wording "optical cable" can also include optical fibre units,
microduct fibre units, etc.

NOTE The environmental testing of optical fibre ribbon would be valuable for some applications. Useful information
about suitable test methods can be found in the optical fibre standards IEC 60793-1-50,
IEC 60793-1-51, IEC 60793-1-52, and IEC 60793-1-53.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60794-1-2, Optical fibre cables — Part 1-2: Generic specification — Basic optical cable test
procedures — General guidance

IEC 60794-1-31:2018, Optical fibre cables — Part 1-31: Generic specification — Optical cable
elements — Optical fibre ribbon

IEC 60793-1-32:2018, Optical fibres — Part 1-32: Measurement methods and test procedures —
Coating strippability

IEC 60793-1-40, Optical fibres — Part 1-40: Attenuation measurement methods

IEC 60793-1-46, Optical fibres — Part 1-46: Measurement methods and test procedures —
Monitoring of changes in optical transmittance

IEC 60811-401, Electric and optical fibre cables — Test methods for non-metallic materials —
Part 401: Miscellaneous tests — Thermal ageing methods — Ageing in an air oven

3 Terms and definitions
No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following

addresses: Documents
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e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
4 General requirements

IEC 60794-1-2 is the reference guide to test methods of all types. It shall be considered for
general requirements and definitions.

5 Method G1: Bend test for optical cable elements

5.1 Object

The purpose of this test is to characterize cable elements for splicing purposes by determining
the attenuation increase of an optical cable element (fibre, ribbon, core tube, breakout unit, etc.)
when bent within a splice closure or similar device.

5.2 Sample

The length of the sample of optical cable element shall be sufficient to carry out the testing
specified.

5.3 Apparatus
The apparatus consists of

a) a mandrel having a smooth surface with diameter as stated in the detail specification, and

b) an attenuation measuring apparatus for the determination of attenuation change (according
to the test methods of IEC 60793-1-40 and IEC 60793-1-46).

5.4 Procedure

The element to be tested shall be wound on the mandrel at minimal tension; the number of turns
shall be stated in the detail specification.

In order to measure the attenuation increase caused by bending, allowance should be made for
the intrinsic attenuation of the fibre.

5.5 Requirements

Any increase in attenuation shall comply with the limits shown in the detail specification.

5.6 Details to be specified
The detail specification shall include the following:

a) optical test wavelength;

b) diameter of the mandrel;

c) number of turns;

d) apparatus and attenuation measuring technique;

e) temperature at which the evaluation shall be performed if different from room temperature.

Documents
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6 Method G2: Ribbon dimensions and geometry — Visual method

6.1 Object

The purpose of this test is to determine the geometry of an optical fibre ribbon as defined by
the parameters of width, height and fibre alignment, for the purpose of type testing to assume
proper manufacturing process control. This test is not necessarily suitable for final product
inspection and, unless otherwise specified, shall not be used for that purpose.

6.2 Sample

The number of samples to be tested shall be specified in the detail specification. The selected
samples shall be statistically independent and representative of the ribbon population tested.

6.3 Apparatus

The apparatus consists of a microscope or profile projector with appropriate magnification.

6.4 Procedure
6.4.1 General

Either of the two procedure methods described in 6.4.2 and 6.4.3 may be used.

For the specified number of samples, all dimensions shall be measured as average as well as
maximum and minimum values.

Care should be taken that the preparation of the sample does not change the structure of the
fibre ribbon and represents an undisturbed image of the fibre cladding and ribbon cross-section.

6.4.2 Method 1

The sample is prepared by cutting it perpendicular to the axis of the ribbon and placing it in a
curable resin or in a tool which holds the ribbon. If necessary, the sample shall be ground and
polished to prepare a smooth perpendicular end face. The prepared sample is secured with its
end face perpendicular to the optical path and measured by means of a microscope or profile
projector.

6.4.3 Method 2

Place the ribbon in a ribbon fibre holder and remove 20 mm to 25 mm of the fibre coating and
matrix material with the ribbon hot sheath stripping tool and wipe the stripped portion of the
fibres clean with an alcohol-moistened pad. Adjust the position of the ribbon in the ribbon fibre
holder and cleave the fibres at a distance of 250 um to 500 um from the stripped edge of the
ribbon. Cut and polish the other end of the ribbon, and illuminate it with a collimated light source.
Align and measure the cleaved end of the ribbon under microscope.

6.5 Requirements

Unless otherwise specified in the detail specification, the width, height and fibre alignment shall
be in accordance with IEC 60794-1-31:2018.

6.6 Details to be specified
The detail specification shall include the following:

a) permissible maximum and minimum values;
b) limits for average values;

c) number of samples tested. Documents
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6.7 Definitions of ribbon dimensions and geometry
6.7.1 General

The following definitions apply to a fibre ribbon cross-section as shown in Figure 1. The figure
illustrates an example for a 4-fibre ribbon, where a is the diameter of a coloured fibre.

NOTE In consideration of the precision of fibre geometric attributes and the relatively larger precision of ribbon
geometry requirements, it is acceptable for glass core/glass cladding fibres to use the edge of the cladding for the
measurements of 6.7.3 and 6.7.4 in lieu of the fibre centres. In this case, the measurements can be made on the
same side of all fibres (e.g. top or bottom, left or right side).

a

Y

<
-

/ A

A
Y

A
\

A
\i

IEC

Figure 1 — Cross-sectional drawing illustrating fibre ribbon geometry

6.7.2 Width and height

The width w and height # of the ribbon are the dimensions of the minimum rectangular area
enclosing the ribbon cross-section.

6.7.3 Basis line

The basis line is that line in the cross-section of an optical fibre ribbon crossing the fibre centres
of the first fibre (fibre 1) and the last fibre (fibre n) of the fibre ribbon, as shown in Figure 1 as
dotted line. This line is used as the reference plane for the fibre alignment measurements.

6.7.4 Fibre alignment
6.7.4.1 Horizontal fibre separation

The horizontal separation of fibres is the distance of the orthogonal projection of two fibre
centres on the basis line in the fibre ribbon cross-section.

Two horizontal separation parameters can be distinguished:

a) centre-centre distance d between adjacent fibres;
b) centre-centre distance b between the extreme fibres.

6.7.4.2 Planarity

The planarity p of the fibre ribbon structure is the sum of the maximum positive and absolute
value of the maximum negative vertical separation of the fibres. Documents
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The vertical separation of the fibres is the orthogonal distance from the fibre centre to the basis
line. The vertical separation is positive for fibres "above" the basis line and negative for fibres
"below" the basis line.

7 Method G3: Ribbon dimensions — Aperture gauge

7.1 Object

The purpose of this test is to verify the functional performance of a ribbon. In order to ensure
functional performance, the dimensions of edge bonded ribbons may be controlled and verified
for final inspection purposes with an aperture gauge. The intent is to verify that the end portion
of a ribbon can be inserted into and would be reasonably aligned to the guide slots of
commercial stripping tools.

7.2 Sample

Unless otherwise specified in the detail specification, five representative ribbon samples, each
with a minimum length of 50 mm, shall be taken from the ribbon to be tested.

7.3 Apparatus

An aperture gauge, as shown in Figure 2 shall be used to assess the overall dimensions of a
ribbon. The values for ribbon width (w) and ribbon height (%) of Figure 2 shall be the nominal
ribbon dimensions as established using method G2 in an appropriate quality assessment
scheme.
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Figure 2 — Aperture gauge

7.4 Procedure

The ribbon sample to be tested is held in the middle, and a 10 mm end portion is inserted
through the aperture gauge.

7.5 Requirement

It shall be possible for the 10 mm ribbon end portion to be freely inserted through the aperture
gauge without mechanical damage to the sample.

7.6 Details to be specified

The detail specification shall include the following:
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a) dimensions of the aperture gauge;
b) number of samples to be tested.

8 Method G4: Ribbon dimensions — Dial gauge (obsoleted method)

9 Method G5: Ribbon tear (separability)

9.1 Object

The purpose of this test is to assure sufficient tear resistance for ribbons where the fibres are
not required to be separable, or to assure sufficient separability of the fibres for ribbons where
the fibres are required to be separated. The intention of this test is to be able to tear by hand
without damage.

9.2 Sample

A number of samples of fibre ribbon, as specified in the detail specification, typically 3 to 5,
shall be selected from the ribbon or ribbons to be tested. The length of each sample shall be
sufficient to provide the number of test specimens as detailed below.

For an # fibre ribbon, n/2 specimens are taken from each of the samples above. Each specimen
shall be 100 mm minimum length, consistent with Figure 3.

Prepare the n/2 specimens involving increasing numbers of fibres to be separated as a ribbon
unit. That is, a specimen for fibre 1; a specimen for fibres 1 to 2; a specimen for fibres 1 to 3;
etc.

The fibres to be tested are separated with a knife or other suitable method on a suitable length
for clamping, per Figure 3.

For the first sample, the preparation of the test sequence shall be to separate one fibre from
the other fibres in the ribbon in the first specimen. Then, separate a unit of two fibres from the
next specimen. Then, units of three, four, etc. fibres are separated in the other specimens, up
to a unit of #/2 fibres in the last specimen.

Do the same preparation for all the other samples.

NOTE |If n is an odd number, replace n/2 with (n-1)/2 in the above description.
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Dimensions in millimetres
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Figure 3 — Sample preparation for ribbon separability test
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9.3 Apparatus
The apparatus consists of

a) a tensile strength measuring apparatus with suitable clamping devices and suitable force
recording functions, and

b) a microscope with at least 100 x magnification.
9.4 Procedure

The specimen is inserted into the strength measuring apparatus, as shown in Figure 4. The
fibres to be tested are torn at a speed of approximately 100 mm/min to 500 mm/min. The force
to tear the fibres on a minimum length of 50 mm is continuously recorded.

In the case where fibres are required to be separated, the primary coating of the separated
fibre(s) shall be visually inspected by means of a microscope.

The procedure is repeated for the specimens involving separation of fibre 1, fibres 1 to 2, fibres
1 to 3, etc. up through fibres 1 to n/2.
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Figure 4 — Separability procedure

9.5 Requirements

The primary requirement is to be able to make the tear without fibre damage (coating damage
or fibre breakage). For ribbons where the fibres are required to be separated, the coloured
primary coating of the separated fibre(s) shall be effectively free from ribbon matrix residues.

Any colour coding of fibres shall remain sufficiently intact within any 25 mm segment to enable
individual fibres to be distinguished from each other.

The minimum or maximum and mean tear forces shall be as specified in the detail specification.

9.6 Details to be specified
The detail specification shall include the following:

a) minimum and mean tear force, in N, when fibres are not required to be separated;

b) maximum and mean tear force, in N, as required by the detail specification, when fibres are
required to be separated,;

c) number of samples;
d) type of ribbon (separable or non-separable).

10 Method G6: Ribbon torsion

10.1 Object

The purpose of this test is to verify the mechanical and functional integrity of the fibre ribbon
structure. The test determines the capability of the ribbon to withstand torsion without
delamination.

10.2 Sample

Unless otherwise specified in the detail specification, five representative samples, each with a
minimum length of 120 mm, are obtained from the ribbon to be tested.

10.3 Apparatus

The testing apparatus, an example of which is in Figure 5, consists of two vertically positioned
clamps to hold the sample while it is twisted under a minimum tension of 1 N. The minimum
length to be tested is 100 mm.
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Dimensions in millimetres
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Figure 5 — Torsion test

10.4 Procedure

The sample is securely fixed in the apparatus and twisted in increments of 180° + 5° within a
time of 2 s. The minimum dwell time after each twist increment is 5 s. The incremental twisting
is continued to the value(s) agreed upon between the customer and supplier, as defined in the
detail specification, or until delamination occurs.

10.5 Requirements

The ribbon shall withstand the number of 180° turns stated in the detail specification until
delamination occurs.

10.6 Details to be specified
The detail specification shall include the following:

a) number of samples;

b) number of turns.
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11 Method G7: Tube kinking

11.1 Object
The purpose of this test is to determine the ability of tubes containing optical fibres to withstand

mechanical stresses encountered during cable installation and splicing. The test is carried out
on tubes taken from an optical cable.

11.2 Sample

Tube containing fibres, with a length of at least L, + 50 mm, shall be taken from an optical fibre
cable.

Five (5) samples shall be tested, unless otherwise specified.

11.3 Apparatus

The apparatus consists of a testing device as shown in Figure 6.

Transparent cover ——m|

Fixed guideway

Movable clamp

— 1

Position 2 Position 1

N

> Fixed clamp

A
\i
A
A
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Key
L, length of tube under test

L distance between the tube clamping point of the movable clamp and the tube clamping point of the fixed clamp

at the start of the test

2

L moving distance (the length of which determines the reduction of the ellipse dimension)

The minimum diameter of the loop is not fixed by a curvature in the test equipment, but only controlled by the fixed
length L, of the specimen and the moving length L.

The fixed guideway ensures a defined position of the sample. A transparent cover allows the sample to be kept in
the same plane and observed whilst being tested. The distance between the two covers shall be typically three times
the tube diameter. Too great a distance will allow the tube to move sideways during the test and does not ensure
that the test is severe enough.

Figure 6 — Tube kinking test

Examples of test apparatus dimensions for tube kinking are shown in Table 1.
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Table 1 — Examples of test apparatus dimensions
for tube kinking

Nominal tube diameter L, L,
mm mm mm

<31 350 100

<6,1 650 200

<10,1 1050 300

11.4 Procedure

The test shall be carried out at standard atmospheric conditions.

The sample shall be marked with a length L, and mounted in the test device as shown in Figure
6, with the movable and fixed clamps separated by a distance L,.

The moveable clamp shall be moved between positions 1 and 2 over a distance L and returned
to position 1 at a speed approximately 10 mm/s. This movement is one cycle. During the last
cycle, the sample shall remain in position 2 for 60 s.

The values of test parameters L, L4, L, and the number of cycles (five, unless stated otherwise)

should simulate the service deployment conditions. They shall be agreed between customer
and supplier.

NOTE 1 Whilst the loop tends to form an ellipse rather than a perfect circle during the test, it is possible to simplify
the understanding of the test parameters considerably by assuming that a circle is formed. Based on this assumption,
then

L=L,—(Ly+mxD) Q)
where

D is the tube loop diameter (mm).

NOTE 2 As a mechanical test, a typical minimum value for the tube loop diameter is 60 mm, since this aligns with
the minimum specified bend diameter for most classes of fibre and also represents a minimum practical value of
coiled tube loops within a joint or other connectivity plant.

NOTE 3 Using D = 60 mm, then L can be calculated (for tubes < 3,1 mm) from Formula (1), which also yields the
value of 60 mm. Since the loop does form an ellipse, which makes the effective loop diameter in one plane much
more severe, it is possible that 60 mm is taken as the maximum length specified for the moving length, L. Lower
values can be specified.

NOTE 4 If this test is used to simulate installation of a tube within a joint, then the value for D can be replaced by
the available width within a joint.

11.5 Requirements

During the test, no kinking of the sample shall be visible.

11.6 Details to be specified
The detail specification shall include the following:

a) number of cycles (five, unless otherwise specified);

b) lengths L, Ly, L, (use L =60 mm, L, and L, according to Table 1, unless otherwise
specified);
c) testtemperature.

Documents

Document Sharing Hub

Full document details: IEC 60794-1-23-2019


http://avadocuments2026.com/doc/iec-60794-1-23-2019
http://avadocuments2026.com/doc/iec-60794-1-23-2019

- 18 — IEC 60794-1-23:2019 © IEC 2019

12 Method G8: Ribbon residual twist test

12.1 Object

The ribbon residual twist test, or flatness test, evaluates the degree of permanent twist in a
cabled optical fibre ribbon.

12.2 Sample

Ribbon samples shall be taken from a preconditioned (aged) test cable.

The samples shall be of a length sufficient to include the gauge length of 50 cm and additional
length on each end to facilitate attachment of clamps and the test weight.

12.3 Apparatus
The apparatus shall be constructed to have the following characteristics.
— The ribbon shall hang vertically, clamped at the top, with the bottom end free to rotate and

translate as necessary.

— A mass shall be attached to the bottom end of the ribbon sample, with the gauge length
situated between the top clamp and the bottom mass.

— The bottom mass shall be arranged so that it does not impart any twisting or side loading of
the ribbon.

— The gauge length shall be 50 cm + 5 cm, unless otherwise specified.

— The mass shall be 100 g + 5 g, unless otherwise specified.

— A method shall be provided to measure the axial rotation of the lower end of the ribbon
gauge length with respect to the upper end.

12.4 Procedure

Perform the following steps, unless otherwise specified.

1) Precondition the ribbon at 85 °C £+ 2 °C, uncontrolled relative humidity, for 30 days in its
cable.

2) Mount one end of the ribbon in the top clamp.

3) Attach the bottom mass.

4) Allow the ribbon to rotate. When the rotation settles out and the ribbon becomes still,
measure the angular rotation of the bottom end of the gauge length with respect to the upper
end of the gauge length.

5) Calculate the residual twist of the sample according to Formula (2):

6 (2)

where

T is residual twist, °/cm;

6 is final angle from top to bottom, °;
L is measured gauge length, cm.

12.5 Requirements

The calculated residual twist of optical fibre ribbon shall not exceed the maximum residual twist
requirements of the detail specification. In most cases, a maximum residual twist of 8°/cm is

adequate. Documents
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12.6 Details to be specified
The detail specification shall include the following:

a) the preconditioning conditions, if different from those stated above;
b) the ribbon gauge length, if different from that stated above;
c) the tension mass, if different from that stated above.

13 Method G9: Bleeding and evaporation

13.1 Object

The purpose of this test is to measure at high temperature the bleeding and/or evaporation of
filling compounds used in contact with optical fibres.

NOTE This method is known as method E15 in IEC 60794-1-21:2015.
13.2 Sample

Filling compound material intended to be used in contact with optical fibres shall be prepared
with sufficient amount to perform the test.

13.3 Apparatus
The apparatus consists of

a) an electric heating cabinet with natural ventilation,
b) an analytical balance with an error limit G = 0,1 mg, and
c) the test set-up (see Figure 7), consisting of the following:

1) cone, nickel, gauze, 60 mesh (holes: 5,6 per mm?2; wire diameter: 0,19 mm; opening:
0,28 mm), with a wire handle;

NOTE 1 Alternatively, the cone can consist of stainless steel (60 mesh, opening 0,25 mm) and the solder

width can be more than 1 mm, provided it is proved that the results are not significantly different from the
first one.

2) a beaker, tall-form, without a spout, 200 ml;

NOTE 2 The cover is not needed when measuring the evaporation.

3) a desiccator.
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Dimensions in millimetres
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Figure 7 — Bleeding and evaporation test set-up

13.4 Procedure

Weigh the clean dry beaker and record as M, (weighed to within 1 mg). Weigh the assembled
beaker, cone and cone support and record as M,. Add about 10 g of sample to the cone (the

upper surface shall be smooth and convex so that fluid is not trapped and there shall be no
aggregate materials in the gauze mesh). Weigh the assembled apparatus and sample and
record as Msj.

Heat the test set-up in the cabinet at the temperature and for the duration stated in the detail
specification. Cool to room temperature in the desiccator. Reweigh the assembled apparatus
and record as M,. Carefully remove the cone support and cone. Reweigh the beaker and record

as Mg. Calculate the percentage bleeding and evaporation according to Formulae (3) and (4)
and report the average of the duplicate results.

Calculations:

Bzmxmo (3)
M3 -M,

E=Mx100 (4)
M3 -M,

where
B is the amount of compound which has bled into the beaker (bleeding), %;
E is the amount of compound missing from the system (evaporation), %.

13.5 Requirements
The reported average results shall not exceed the maximum values given in the detail

specification.

Documents

Document Sharing Hub

Full document details: IEC 60794-1-23-2019


http://avadocuments2026.com/doc/iec-60794-1-23-2019
http://avadocuments2026.com/doc/iec-60794-1-23-2019

IEC 60794-1-23:2019 © |IEC 2019 -21-

13.6 Details to be specified
The detail specification shall include the following:

a) test temperature;

b) duration of test;

c) type of cone to be used if differing from that of 13.3, c), 1);
d) number of samples to be tested.

14 Method G10A: Stripping force stability of cabled optical fibres

14.1 Object

This test determines the stability of the stripping force of the coating of cabled fibres by
measuring the change in fibre strippability after exposure to specified environmental conditions.

NOTE This method is known as method E5A in IEC 60794-1-21:2015.
14.2 Sample
14.2.1 Sample length

The length of the cable or fibre sample shall be sufficient to carry out the specified test.

14.2.2 Sample preparation

The cable from which the fibres shall be taken is preconditioned, as specified in the detail
specification, prior to withdrawal of the fibres.

The test shall be carried out on fibres taken from a sample of cable which is further divided into
two lengths (minimum 2 m). One length is for testing and the other for reference measurements.

Sufficient samples shall be provided to allow tests to be carried out on 10 test pieces of fibre,
conditioned as specified in the detail specification, and compared with test results for fibres
taken from the reference cable length.

After withdrawal, any filling compound adhering to the fibres shall be carefully removed (e.g. by
wiping with a soft tissue).

14.3 Apparatus

The apparatus consists of conditioning equipment (if necessary) and a fibre strippability
apparatus (according to the strippability test method of IEC 60793-1-32:2018).

14.4 Procedure

The optical fibre strippability shall be measured on the environmentally conditioned samples
using the strippability method of IEC 60793-1-32:2018, after the recovery time and
reconditioning as given in the detail specification. The same method shall be used to measure
the strippability of fibre samples taken from the reference cable length, and the change in
stripping force shall be determined from a comparison of the results.

Alternatively, samples may be taken from cable aged according to method F9 of
IEC 60794-1-22:2017.

14.5 Requirements

The change in stripping force shall meet the requirements specified in the detail spamments
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