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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
SAFETY OF LASER PRODUCTS –  

 
Part 12: Safety of free space optical communication systems  

used for transmission of information 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC Publication(s)"). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 60825-12 has been prepared by IEC technical committee 76: Optical radiation safety and 
laser equipment. It is an International Standard. 

This third edition cancels and replaces the second edition published in 2019. This edition 
constitutes a technical revision.  

This edition includes the following significant technical changes with respect to the previous 
edition. 

a) Where relevant and appropriate, references to IEC 60825-1 have been changed to a specific 
dated reference i.e. IEC 60825-1:2014. 

b) Condition 2 has been changed from 7 mm aperture stop and 70 mm distance as follows, 
– For wavelengths less than 1 400 nm, 3,5 mm aperture stop and 35 mm distance, 
– For wavelengths equal to or greater than 1 400 nm, 3,5 mm aperture stop and 14 mm 

distance.  
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c) For wavelengths between 1 200 nm and 1 400 nm, an additional limitation is required equal 
to the equivalent radiant power of the skin MPE. C7 has therefore been revised in 
accordance with IEC 60825-1:2014, but with this additional limitation related to the skin 
MPE; see 4.2. 

d) Additional detail added regarding time base, see 4.8. 
e) Additional clarification added to Clause 8 regarding the content and formatting of labels. 
f) Annex A has been added, providing a rationale for the differences in approach between this 

document and IEC 60825-1:2014. 
g) Annex B has been added, providing clarification of the meaning of the term "access level". 
h) Worked examples have been added for a variety of scenarios; see Clauses C.2 to C.5. 
i) Clause C.6 has been added on UAS, unmanned aerial systems. 

The text of this International Standard is based on the following documents: 

Draft Report on voting 

76/717/FDIS 76/722/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

The list of all parts of the IEC 60825 series, published under the title Safety of laser products, 
can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

The objective of this document is to: 

– protect people from hazardous optical radiation emitted by FSOCSs; 
– provide safety requirements and guidance for the design, manufacture and use of laser 

products or laser systems, which emit laser radiation for the purpose of free space optical 
data transmission; 

– provide guidance for installation, operation, maintenance and service to assure the safe 
deployment and use of such laser systems. 

This document only addresses the open beam portion of the laser product or laser system.  

This document places the responsibility for certain product safety requirements, as well as 
requirements for providing appropriate information on how to use these systems safely, on the 
manufacturer of the system or the transmitters. It places the responsibility for the safe 
deployment and use of these systems on the installer or the operating organization. It places 
the responsibility for adherence to safety instructions during installation and service operations 
on the installation and service organizations as appropriate, and during operation and 
maintenance functions on the operating organization. It is recognized that the user of this 
document may fall into one or more of the categories of manufacturer, installer, service 
organization and/or operating organization as mentioned above. 

Annex A gives a more detailed rationale for this document, and some examples are given in 
Annex C. 
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SAFETY OF LASER PRODUCTS –  
 

Part 12: Safety of free space optical communication systems  
used for transmission of information 

 
 
 

1 Scope 

This part of IEC 60825 is applicable to products that emit laser radiation for the purpose of free 
space optical data transmission.  

This document does not apply to laser products designed for the purposes of transmitting optical 
power for applications such as material processing or medical treatment. This document also 
does not apply to the use of laser products in explosive atmospheres (see IEC 60079-0). Light-
emitting diodes employed by free space optical communication systems, used for the purpose 
of free space optical data transmission, do not fall into the scope of this document. 

NOTE If the laser product incorporates an optical fibre that extends from the confinements by a system or enclosed 
space, the requirements in IEC 60825-2 apply. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60825-1:2014, Safety of laser products – Part 1: Equipment classification and requirements 

IEC 60825-2, Safety of laser products – Part 2: Safety of optical fibre communication systems 
(OFCSs) 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60825-1:2014 and 
the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
access level 
potential hazard at any accessible position as a result of the optical emissions from a free space 
optical communication system (FSOCS) installation 

Note 1 to entry: The access level is based on the level of laser radiation which could become accessible in 
reasonably foreseeable circumstances, e.g. walking into an open beam path. It is closely related to the laser 
classification procedure in IEC 60825-1. The meaning of access level is clarified in Annex B. 

Note 2 to entry: Practically speaking, it takes two or more seconds to fully align an optical aid with a beam (which 
might occur in an unrestricted location), and this delay is incorporated into the method for determining access level. 
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3.2  
access level 1 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 1 as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 1 for the applicable wavelengths and emission 
duration, with additional constraints as defined in 4.3 

Note 1 to entry: The "additional constraints" mentioned above refer to additional and stricter constraints that 4.3 of 
this document places on the values specified in IEC 60825-1:2014 for the accessible emission limits of Class 1 in 
the wavelength range 1 200 to 1 400 nm. 

3.3  
access level 1M 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 1M as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 1 for the applicable wavelengths and emission, 
with additional constraints as defined in 4.3 

Note 1 to entry: The "additional constraints" mentioned above refer to additional and stricter constraints that 4.3 of 
this document places on the values specified in IEC 60825-1:2014 for the accessible emission limits of Class 1 in 
the wavelength range 1 200 to 1 400 nm. 

3.4  
access level 2 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 2 as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 2 for the applicable wavelengths and emission 
duration, with additional constraints as defined in 4.4 

3.5  
access level 2M 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 2M as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 2 for the applicable wavelengths and emission 
duration, with additional constraint as defined in 4.4 

3.6  
access level 3R 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 3R as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 3R for the applicable wavelengths and emission 
duration, with additional constraints as defined in 4.5 

Note 1 to entry: The "additional constraints" mentioned above refer to additional and stricter constraints that 4.5 of 
this document places on the values specified in IEC 60825-1:2014 for the accessible emission limits of Class 1 in 
the wavelength range 1 200 to 1 400 nm. 

3.7  
access level 3B 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 3B as defined in Clause 4 of this document, will not 
exceed the accessible emission limits of Class 3B for the applicable wavelengths and emission 
duration, with additional constraints as defined in 4.6 
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3.8  
access level 4 
assigned hazard at any accessible location within a FSOCS at which, under any reasonably 
foreseeable event, human access to laser radiation (accessible emission), evaluated by the 
measurement conditions for access level 4 as defined in Clause 4 of this document, will exceed 
the accessible emission limits of Class 3B for the applicable wavelengths and emission 
duration, with additional constraints as defined in 4.7 

Note 1 to entry: This document is applicable to the conditions of operation and maintenance of FSOCS. In order to 
achieve an adequate level of safety for persons who may come into contact with the optical transmission path, access 
level 4 is not permitted by this document. It is permitted to use protection systems, such as automatic power reduction 
(APR, see 3.10) or installation protection system (IPS: see 3.17), to achieve the required access level where the 
transmitted power under any operating conditions (e.g. normal and fault operation) exceeds that permitted for a 
particular location type. For instance, it is possible for accessible parts of an FSOCS to be access level 1 even 
though the power transmitted down the free space under normal operating conditions is Class 4. 

3.9  
aperture for transmitter 
the window or laser transmissive port of FSOCS through which the beam is emitted into free 
space 

3.10  
automatic power reduction  
APR 
feature of a transmitter of an FSOCS, provided by the system equipment manufacturer, by which 
the accessible power in the nominal hazard zone (NHZ) or extended nominal hazard zone 
(ENHZ) is reduced to a specified value within a specified time 

Note 1 to entry: The term "automatic power reduction" (APR) used in this document encompasses the following 
terms used in the International Telecommunication Union (ITU) Recommendation G.664:  

• automatic laser shutdown (ALS); 

• automatic power reduction (APR); 

• automatic power shutdown (APSD). 

3.11  
beacon 
optical source whose function is to aid in pointing or alignment of an FSOCS transmitter and/or 
receiver 

3.12  
end-to-end system 
FSOCS that is comprised of at least one transmitter, one receiver, and any peripheral hardware 
necessary for the effective transfer of data along the transmission path from one position in 
space to another 

3.13  
extended nominal hazard zone 
ENHZ 
volume of space within which, when optical aids are used, the level of eye exposure to direct, 
reflected or scattered radiation exceeds the applicable maximum permissible exposure (MPE) 
as defined in IEC 60825-1:2014 

Note 1 to entry: Exposure levels outside the boundary of the ENHZ are below the applicable MPE when optical aids 
are used. 

Note 2 to entry: This volume is determined prior to activation of any IPS or APR systems unless the APR is used 
for classification under the conditions of Clause 5 of this document. 
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3.14  
free space optical communication system 
FSOCS 
installed, portable, or temporarily mounted, through-the-air system typically used, intended or 
promoted for voice, data or multimedia communications and/or control purposes via the use of 
FSOC transmitter 

Note 1 to entry: "Free space" means the volume of air into which the laser radiation is emitted.  

Note 2 to entry: Emitting and detecting assemblies are sometimes separated and sometimes not be separated. 

3.15  
FSOC transmitter 
transmitter 
optical transmitter emitting radiation through the air and used in an FSOCS 

3.16  
installation organization 
installer 
organization or individual who is responsible for the installation of an FSOCS 

3.17  
installation protection system 
IPS 
feature of an installation site, provided by the installer or operating organization, that has two 
functions: (1) it detects human entry into the accessible volume of either the NHZ for restricted 
or controlled locations or the ENHZ for an unrestricted location, and (2) once such entry is 
detected, causes reduction of the accessible power of the laser to a specified level within a 
specified time  

3.18  
interlock 
means either of preventing access to a hazardous zone until the hazard is removed, or of 
automatically removing the hazardous condition when access is gained  

Note 1 to entry:  Interlocks should be failsafe (see 60825-1:2014 3.39), that is when the interlock is in the failure 
mode does not defeat the purpose of the interlock.  

3.19  
location 
position or site occupied or available for occupancy 

Note 1 to entry: Other standards may use the same terms for location types (3.20 to 3.23) with somewhat different 
definitions. 

3.20  
location of inaccessible space  
inaccessible space 
volume where a person cannot normally be located, i.e. the space that has a horizontal spacing 
more than 2,5 m from any unrestricted location and is both greater than 6 m above a surface in 
any unrestricted location, and more than 3 m above a surface in any restricted location  

Note 1 to entry: Inaccessible space may be entered by, for example, aircraft.  

Note 2 to entry: All open space that is neither an unrestricted, restricted nor controlled location. 

3.21  
location with controlled access 
controlled location 
location where an engineering and administrative control measures are present to make it 
inaccessible except to authorized personnel with appropriate laser safety training 
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3.22  
location with restricted access 
restricted location 
location that is normally inaccessible to the general public (including workers, visitors, and 
residents in the immediate vicinity) by means of any administrative or engineering control 
measure but that is accessible to authorized personnel (e.g. maintenance or service personnel 
including window cleaners in exterior locations) who did not have laser safety training 

3.23  
location with unrestricted access 
unrestricted location 
location where access to the transmission/receiver equipment and open beam is not limited 
(accessible to the general public) 

3.24  
manufacturer 
organization or individual who makes or assembles optical devices and other components for 
the construction or modification of an FSOCS 

3.25  
nominal hazard zone 
NHZ 
volume within which the level of eye exposure to direct, reflected or scattered radiation exceeds 
the applicable maximum permissible exposure (MPE) as defined in IEC 60825-1:2014 

Note 1 to entry: Exposure levels outside the boundary of the NHZ are below the applicable MPE. 

Note 2 to entry: This volume is determined prior to activation of any IPS or APR systems unless the APR is used 
for classification under the conditions of Clause 5 of this document. 

3.26  
operating organization  
operator 
organization or individual who is responsible for the operation and maintenance of an FSOCS 

3.27  
optically-aided 
use of optical aids to view an emitting source from within the emitted beam  

Note 1 to entry: It is possible that telescopic optics, including binoculars, could increase the hazard to the eye by 
intrabeam viewing of a collimated beam when viewed at a distance. 

Note 2 to entry: Optical aids are for example, binoculars or magnifiers. 

Note 3 to entry: Prescription eyeglasses and contact lenses are not considered optical aids. 

3.28  
removable laser system 
laser system that can be removed from its protective housing and operated by simply plugging 
into electrical mains or connection to a battery 

3.29  
primary beam 
beam that transmits the modulated data signal 

3.30  
reasonably foreseeable event 
event (or condition) that is credible and whose likelihood of occurrence (or existence) cannot 
be disregarded 
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3.31  
service organization 
organization or individual who is responsible for the service of an FSOCS 

Note 1 to entry: The term service is defined in IEC 60825-1:2014, 3.79. 

3.32  
special tool 
tool that is not readily available at retail consumer hardware stores 

Note 1 to entry: Typical tools in this category are intended for use with tamper-resistant fasteners. 

3.33  
spillover 
beam radiant energy that propagates past the receiving terminal 

3.34  
time base 
emission duration to be considered for determination of access level 

3.35  
without optical aids 
optically unaided  
without using magnifiers or other optical aids, as with the naked eye  

Note 1 to entry: Prescription eyeglasses and contact lenses are not considered optical aids. 

4 Assessment of access level 

4.1 General 

The FSOC transmitter shall comply with the applicable requirement of IEC 60825-1:2014. 

If an FSOCS incorporates a removable laser system, that removable laser system shall comply 
with the applicable requirements of IEC 60825-1.  

FSOCSs have limitations imposed by this document that are dependent on the location type(s) 
in which they are installed. Product classification and access level restrictions by location type 
are summarized in Table 2. 

For each location where emission is transmitted, crosses or is received, respective exposure 
conditions shall be individually evaluated. Furthermore, potentially occupied locations along the 
beam path, within the NHZ or ENHZ, shall also be evaluated for acceptable access levels 
(Table 2) and appropriate controls applied. Locations which could be traversed by reflections, 
actual or potential, of the beam shall also be evaluated if the emission could exceed access 
level 1 or 2. At a given location, the installation and operational constraints applied from 
Clause 6 shall be determined by whichever is the more hazardous: the transmitted or the 
received optical radiation. 
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The correct allocation of access levels is the ultimate responsibility of the operating organization. 
However, the access levels may be determined by the maintenance, installation or service 
organization; or even by the manufacturer, provided the operating organisation is able to 
provide the manufacturer with sufficient information regarding the precise environment in which 
the particular FSOCS is to be deployed. The methods for determining compliance with an 
access level are the same as those described for classification in IEC 60825-1 except for the 
following. 

a) The access level within a designated location shall be determined at any position relative to 
an FSOCS transmitter where the access level is maximized. 

NOTE The maximized access level can be driven by many factors such as windows and transmitter orientation 
(in particular for transmitters with dynamic pointing). 

b) The access level may depend on the activation of an IPS or APR system. 
c) If an IPS or APR system is monitoring the location in question, it shall meet the performance 

requirements defined in 5.3.2. Otherwise, the same method used for classification is also 
used for determination of access level. For viewing conditions without optical aids refer to 
the tables of MPEs in IEC 60825-1. 

Verification testing of access levels shall be carried out under reasonably foreseeable fault 
conditions to ensure that the APR and/or IPS, if used, is operating properly. In circumstances 
where it is difficult to carry out direct measurements, an assessment of the access level based 
on calculations is acceptable. Faults which result in the emission of radiation in excess of the 
applicable AEL for a limited period only and for which it is not reasonably foreseeable that 
human access to the radiation will occur before the product is taken out of service or adjusted 
down below the AEL, need not be considered. 

4.2 Determination of access level and the use of Condition 2 

The access level is determined by the measurement of the optical radiation that could become 
accessible following any reasonably foreseeable event during operation and maintenance. The 
methods for the determination of compliance with the specified radiation limit values are the 
same as those described for classification in IEC 60825-1. 

In this document three conditions shall be tested. Condition 1 and Condition 3 shall be tested 
according to IEC 60825-1 and the condition 2 measurements to establish access levels shall 
be made with, 

• for wavelength less than 1 400 nm, 3,5 mm aperture at a distance of 35 mm 

• for wavelength equal or greater than 1 400 nm, 3,5 mm aperture at a distance of 14 mm  

from the end of the FSOCS transmitter (this simulates a × 18 magnifier), as described in Table 1. 

In addition to the above, if the FSOCS transmitter is access level 3B and is handheld, the total 
emission at any wavelength shall not exceed the AEL of Class 3B. 

In circumstances where it is difficult to carry out direct measurements, an assessment of access 
level based on calculations is acceptable. 

For an FSOCS with automatic power reduction (see 5.3.2 for APR performance requirements), 
the access level will be determined by the accessible emission (pulsed or continuous wave) 
after the time interval of 2 s. Additionally the MPE requirement in 5.2 shall be satisfied. 
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Table 1 – Measurement aperture diameters and distances 
for the default (simplified) evaluation 

 Condition 1 Condition 2 a Condition 3 

 

Applied to collimated beam 
where e.g. telescope or 

binoculars can increase the 
hazard 

Applied to divergent 
beam where e.g. eye 
loupes or high power 

magnifiers can increase 
the hazard 

Applicable to free space 
optical communication 

systems 

Applied to determine 
irradiation relevant for the 

optically unaided eye, for low 
power magnifiers and for 

scanning beams 

Wavelength Aperture 
stop 

diameter 

Distance b Aperture 
stop 

diameter 

Distance b Aperture 
stop 

diameter 

Distance b 

nm mm mm mm mm mm mm 

< 302,5 – – – – See 
IEC 60825-1 

See 
IEC 60825-1 

≥ 302,5 to < 400 See 
IEC 60825-1 

See 
IEC 60825-1 

3,5 35 See 
IEC 60825-1 

See 
IEC 60825-1 

≥ 400 to < 1 400 See 
IEC 60825-1 

See 
IEC 60825-1 

3,5 35 See 
IEC 60825-1 

See 
IEC 60825-1 

≥ 1 400 to < 4 000 See 
IEC 60825-1 

See 
IEC 60825-1 

3,5 14 See 
IEC 60825-1 

See 
IEC 60825-1 

≥ 4 000 to < 105 – – – – See 
IEC 60825-1 

See 
IEC 60825-1 

≥ 105 to ≤ 106 – – – – See 
IEC 60825-1 

See 
IEC 60825-1 

NOTE 1 The descriptions below the "Condition" headings are typical cases for information only and are not 
intended to be exclusive. 

NOTE 2 Limitations of the classification scheme are discussed in IEC 60825-1:2014, Clause C.3, suggesting 
cases where additional risk analysis and warnings might be appropriate. Condition 2 was used in previous editions 
of IEC 60825-1 as the "magnifying glass" condition. 

NOTE 3 The values for Condition 1 and Condition 3 shall be taken from IEC 60825-1:2014, Table 10. 

a The definition of Condition 2 in this table is modelled on x7 and x18 magnifying optics for the wavelength ranges 
of 302,5 nm to 1 400 nm and 1 400 nm to 4 000 nm, respectively. This is represented by a 3,5 mm aperture stop 
at a distance of 35 mm or 14 mm from the end of the fibre. The aperture stop diameter of 3,5 mm (rather than 
7 mm) is used because magnifying optics would only be used in a situation where there is sufficient light, and 
thus the pupil would be constricted. Also note that when multimode fibres having large core diameters are used 
for OFCSs, the mitigating effect of the large angular subtense may be considered. 

b The distance values specified in this table apply only for the determination of the access level labelling that is 
required on the transmitter device itself. To determine the access level that is applicable to locations / zones 
along the beam path only the respective aperture stop diameters apply. 

b Applicable to optical fibre communication systems, see IEC 60825-2 

 

4.3 Access level 1 and 1M 

For wavelengths less than 302,5 nm or greater than 4 000 nm, if the accessible emission is:  

• less than or equal to the AEL of Class 1 for Condition 3, then the FSOCS is assigned to 
access level 1. 

For wavelengths between 302,5 nm and 4 000 nm, if the accessible emission is: 

– less than or equal to the AEL of Class 1 for Condition 1, and Condition 2 and Condition 3,  
– then the FSOCS is assigned to access level 1.  
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If the accessible emission is: 

• greater than the AEL of Class 1 for Condition 1 or Condition 2, and 

• less than the AEL of Class 3B for Condition 1 and Condition 2, and 

• less than the AEL of Class 1 for Condition 3, 

then the laser product is assigned to access level 1M. 

NOTE 1 Typically, the accessible emission of an access level 1M product exceeds the Class 1 AEL for either 
Condition 1 or Condition 2. However, it is also classified as access level 1M when it exceeds that AEL for both 
Condition 1 and Condition 2. 

NOTE 2 The reason for verifying the AEL of Class 3B is to limit the maximum power passing through an optical 
instrument. 

For wavelengths between 1 200 nm and 1 400 nm, the AEL of Class 1 shall be limited to the 
equivalent radiant power corresponding to the skin MPE evaluated with a 3,5 mm diameter 
aperture. 

NOTE 3 The above mentioned check on the skin MPE is additional to, and stricter than, the test on the Class 3B 
AEL specified in IEC 60825-1:2014, Footnotes d) and f) to Tables 3 and 4 respectively.  

NOTE 4 The skin MPE applies on the basis of IEC 60825-1:2014, footnotes in Table A.1-A.4 which says, "In the 
wavelength range between 1 250 nm and 1 400 nm, the limits to protect the retina given in this table cannot 
adequately protect the anterior part of the eye (cornea, iris) and caution needs to be exercised. There is no concern 
for the anterior parts of the eye if the exposure does not exceed the skin MPE values". The value of the skin MPE is 
shown in IEC 60825-1:2014, Table A.5. 

For all wavelengths, in access levels 1 and 1M, the accessible emission determined with a 
3,5 mm diameter aperture placed at the transmitter shall not exceed the AEL of Class 3B. 

4.4 Access level 2 and 2M 

Access levels 2 and 2M are applicable to the wavelength range of 400 nm to 700 nm. If the 
accessible emission exceeds the limits as required for Class 1 and for Class 1M, and is: 

• less than or equal to the AEL of Class 2 for Condition 1, and Condition 2 and Condition 3, 

then the FSOCS is assigned to access level 2. 

If the accessible emission exceeds the limits as required for Class 1 and for Class 1M and is: 

• greater than the AEL of Class 2 for Condition 1 or Condition 2, and 

• less than the AEL of Class 3B for Condition 1 and Condition 2, and 

• less than the AEL of Class 2 for Condition 3, 

then the FSOCS is assigned to access level 2M. 

NOTE 1 The reason for verifying the AEL of Class 3B is to limit the maximum power passing through an optical 
instrument, and to preclude high irradiance levels near to or in contact with diverging sources which can lead to skin 
injury. 

NOTE 2 Typically, the accessible emission of access level 2M exceeds the AEL of Class 2 for either Condition 1 or 
Condition 2. However, it is also to be classified as access level 2M when it exceeds the AEL of Class 2 for both 
Conditions 1 and Condition 2. 

In access levels 2 and 2M, the accessible emission determined with a 3,5 mm diameter aperture 
placed at the transmitter shall not exceed the AEL of Class 3B. 
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4.5 Access level 3R 

For wavelengths less than 302,5 nm, or wavelengths greater than or equal to 4 000 nm, if the 
accessible emission for Condition 3 is: 

• less than or equal to the AEL of Class 3R, and 

• exceeds the AEL of Class 1, 

then the FSOCS is assigned to access level 3R. 

For wavelengths greater than or equal to 302,5 nm and less than 4 000 nm, if the accessible 
emission is: 

• less than or equal to the AEL of Class 3R for Condition 1, and Condition 2 and Condition 3, 
and 

• exceeds the AEL of Class 1 and Class 2 for Condition 3, 

then the FSOCS is assigned to access level 3R. 

For wavelengths between 1 200 nm and 1 400 nm, the AEL of Class 3R shall be limited to the 
equivalent radiant power corresponding to 5 times the skin MPE evaluated with a 3,5 mm 
diameter aperture. 

NOTE The above mentioned check on the 5 times the skin MPE is additional to, and stricter than, the test on the 
Class 3B AEL specified in IEC 60825-1:2014, Footnotes d) and c) to Table 6 and Table 7 respectively. 

For all wavelengths, in access level 3R, the accessible emission determined with a 3,5 mm 
diameter aperture placed at the transmitter shall not exceed the AEL of Class 3B. 

4.6 Access level 3B 

For wavelengths less than 302,5 nm, or wavelengths greater than or equal to 4 000 nm, if the 
accessible emission for Condition 3 is: 

• less than or equal to the AEL of Class 3B, and 

• exceeds the AEL of Class 3R, 

then the FSOCS is assigned to access level 3B.  

For wavelengths greater than or equal to 302,5 nm and less than 4 000 nm, if the accessible 
emission is: 

• less than or equal to the AEL of Class 3B for Condition 1, and Condition 2 and Condition3, 
and 

• exceeds the AEL of Class 3R for Condition 1, or 2, or 3, 

• exceeds the AEL of Class 1 and Class 2 for Condition 3, 

then the FSOCS is assigned to access level 3B. 

For all wavelengths, in access level 3B, the accessible emission determined with a 3,5 mm 
diameter aperture placed at the  transmitter shall not exceed the AEL of the Class 3B. 

4.7 Access level 4 

If the level of radiation either for Condition 1 or Condition 2 or Condition 3 exceeds the AEL of 
Class 3B, the FSOCS product shall be assigned to access level 4. 
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4.8 Time base 

The following time bases are used in this document for the determination of access level: 

1) 0,25 s for access level 2, access level 2M and access level 3R laser radiation in the 
wavelength range from 400 nm to 700 nm, 

2) 100 s for laser radiation of all wavelengths greater than 400 nm except for the cases listed 
in 1) and 3) 

3) 30 000 s for laser radiation of all wavelengths less than or equal to 400 nm 

Every possible emission duration within the time base shall be considered when determining 
the classification of a product. This means that the emission level of a single pulse shall be 
compared to the AEL applicable to the duration of the pulse, etc. It is not sufficient to only 
average the emission level for the duration of the classification time base, or to merely perform 
the evaluation for the value of the time base without considering shorter emission durations. 

NOTE For a multi wavelength emission laser product with simultaneous and spatially overlapping emission in the 
visible and in the non-visible part of the spectrum, where the emission is assessed as additive (see IEC 60825-1: 
2014, Table 1), and where the visible part on its own would be classified as access level 2 or 2M or 3R and the non-
visible part on its own would be classified as access level 1 or access level 1M, the time base for the assessment of 
the non-visible emission can be 0,25 s.  

5 Classification and evaluation of access level 

5.1 General 

Laser safety specifications of the optical transmitter shall be determined by the manufacturer 
based on measurement or analysis of accessible laser radiation as specified in IEC 60825-1. It 
is important to consider both the primary beam and any alignment or beacon beams accessible 
during operation in determining the access level for the emission of transmission and 
determining its use in appropriate locations as indicated in Table 2. Verification tests or 
assessments shall be made under the appropriate conditions, e.g. at accessible positions, using 
the limiting apertures and time durations specified in IEC 60825-1 and in Clause 4 of this 
document. 

FSOCS equipment may be designed to operate with an APR system so that the emitted power 
is reduced when a human crosses into the volume of space monitored by the IPS preventing 
access to NHZ, or ENHZ, (see 5.3 and NOTE 1). For FSOCS applications, it is permissible to 
determine the access level of FSOCS transmitters and the access level assignment based on 
the emission that is accessible following a 2 s delay from the time of entry or penetration into 
the APR protected space. During the 2-s period the level measured using viewing conditions 
without optical aids shall not exceed the MPE for equipment or locations assigned as access 
level 1, 2, 1M or 2M. Where the accessible emissions before the APR is triggered exceed the 
MPE, the monitoring system shall be configured such that human access to the beam is not 
possible until the emissions have dropped below the MPE. For viewing conditions without 
optical aids refer to the table of MPEs in IEC 60825-1. An APR system is only permitted on 
transmitters that are assigned as access level 1, 2, 1M or 2M with the APR system enabled. 

NOTE 1 The volume of space monitored by the IPS can exceed the volume of space defined by the NHZ or ENHZ 
and will be determined by the APR operation time and foreseeable velocity of human access to ensure that exposures 
above the MPE do not occur during APR operation. 

NOTE 2 Rationale for 2 s: Because of the difficulty of a person with binoculars or other optical aid to fully align with 
the beam, it is not reasonably foreseeable that a person could intercept the beam's full power within 2 s. During the 
2-s period following exposure, no part of the body would be exposed above the optically unaided MPE for access 
levels of 1, 2, 1M, 2M. 

NOTE 3 Exposure limits for the eye and the skin of employees in the workplace and the general public are in many 
countries specified in national laws. These legally-binding national exposure limits might differ from the MPEs given 
in IEC 60825-1:2014, Annex A. 

NOTE 4 Due to different measurement conditions, it is possible that the Class of a laser transmitter is different from 
the access level of that same transmitter.  
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5.2 Impact of using automatic power reduction features  

Where the FSOCS uses an automatic power reduction feature to meet the limits of an access 
level that is lower than that which would have to be assigned if no automatic power reduction 
feature were present (see 5.1), both the requirements for the lower access level, specified in 
Clause 4, and the APR performance requirements, specified in 5.3.2, shall be met.  

5.3 Automatic power reduction mechanisms (APR)   

5.3.1 General 

An APR system is a feature that a manufacturer may supply with an FSOCS transmitter by 
which the accessible power is reduced to a specific level within a specific time, whenever there 
is an event that could result in human exposure to radiation above the applicable MPE, e.g. a 
person intercepting the beam or even a very small portion of the beam that would accommodate 
a 50 mm, 25 mm, 7 mm or other aperture.  

The operation of an APR system affects the access level determination of the FSOCS 
transmitter and the access level at monitored locations as described in Clause 4. The APR only 
refers to that mechanism that monitors the NHZ or ENHZ and reduces power. It does not extend 
to installation protection systems used for limiting access in an unrestricted, restricted or 
controlled location. 

FSOCS transmitters which would be Class 4 when an APR system to be disabled, shall not be 
installed in a manner such that access level 4 could be present in an unrestricted location in 
the event of an APR failure.  

5.3.2 APR performance requirements 

An APR shall accomplish the following: 

a) monitor the entire NHZ or ENHZ depending on the reduced access level; 
b) detect interception of the NHZ or ENHZ, as appropriate, and reduce accessible power to a 

specified level within the specified time, and maintain the power at or below the specified 
level for the duration of the potential hazard; 

c) reduction of transmitters emission level within 2 s: 
1) to access level 1 or 2 if installed in an unrestricted location; or 
2) to access level 1, 2, 1M or 2M if installed in either a restricted location or controlled 

location; 
d) during the 2 s period allowed for power reduction, ensure that the MPE (as specified in 

IEC 60825-1) for 2 s shall not be exceeded under for naked eye viewing for an access level 
1, 2, 1M or 2M product; 

NOTE 1 In the above only naked eye viewing need be considered, since it is not considered to be reasonably 
foreseeable that optical viewing aids will be relevant in this scenario. 

e) have an adequate level of reliability for all subsystems, (including, for example, switches, 
electronics, software and sensors) and be single fault tolerant, e.g. when single faults of the 
system occur that could permit an accessible energy above access level 1 or 2 within the 
ENHZ, or access level 1M or 2M within the NHZ, the safety function of the APR is performed;  

NOTE 2 Annex D shows examples of reliability assessment methods. 

f) if an APR override mechanism is provided, for installation or servicing work, while enabled, 
the resumption of normal operation shall be prevented, and a visible or audible warning 
shall clearly indicate that the APR has been overridden (based on interlock override 
requirements from IEC 60825-1); 
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g) in transmitters which would be access level 3B or 4 when an APR system is disabled, a 
single fault in the safety function of the APR system shall cause:  
1) reduction of transmitter emission level within 2 s of fault occurrence to access level 1 or 

2 if installed in an unrestricted location or to access level 1, 2, 1M or 2M if installed in 
either a restricted or controlled location, (see also 5.3.2 c)); and  

2) notification of the single fault condition to the operating organization by means of a 
required network monitoring system; 

h) due to the wide range of possible detection methods, the manufacturer shall determine a 
test procedure to adequately verify the performance of the detection system which triggers 
the APR. The test should account for humans between infant and adult (unless the age is 
reasonably restricted by the location type). Similarly, the tests should account for speeds of 
entry into the beam that are reasonably foreseeable for the intended installation location. 

If power reduction occurs in less than 2 s, the MPE for that duration may be used. 

Tests and assessments shall be carried out under reasonably foreseeable fault conditions. In 
some complex systems, where the optical output is dependent on the integrity of other 
components and the performance of circuit design and software, it may be necessary to use 
other recognized methods for hazard/safety assessment (see Annex D). 

Once the APR determines a safe condition, full power operation of the transmitter is permissible. 

Alternatively the APR could remain in the low power condition until manually reset once the 
operator has determined that the hazard has ceased. Classification and access level evaluation 
of the APR-based FSOCS shall account for start up and restart conditions for all applicable time 
bases. Until a safe condition is established, the appropriate emission/exposure limits for its 
installed location type shall not be exceeded. 

Whenever there is an event which could result in human exposure to optical radiation above 
the maximum permissible exposure (MPE) by a person entering the NHZ or ENHZ as applicable, 
the accessible power in the NHZ or ENHZ is reduced to a specified value within a specified 
time. In FSOCS, this feature may be used by the transmitter manufacturer to determine the 
classification. 

5.4 Installation protection systems (IPS) 

An IPS is a feature that functions similarly to an APR system but is not integrated with an 
FSOCS transmitter by a manufacturer. Instead, an installer may incorporate an IPS with an 
FSOCS transmitter so that the accessible power at defined locations is reduced to a specific 
level within a specific time, whenever there is an event that could result in human exposure to 
radiation above the applicable MPE. The requirements of 5.3 for APR systems are applicable 
to an IPS; however, transmitter classification should not be determined based on the operation 
of an IPS. 

The interface between the IPS and the FSOCS transmitter shall be through a remote interlock 
connector that is provided by the transmitter manufacturer or by equivalent means. FSOCS 
transmitters that do not provide a remote interlock connector or equivalent shall not be installed 
with an IPS.  

6 Access level and classification requirements by location type 

6.1 General 

The location of the FSOCS shall determine the permissible access levels of emissions to be 
used and subsequent types of controls. Table 2 shows the acceptable access levels for the 
different types of locations. Figure 1 and Figure 2 illustrate some of the location types described 
in Clause 6 for commercial structures and residential areas. 
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Dimensions in meters 

 

Key 

1 controlled location (outside) 

2 controlled location (inside) 

3 locked door 

4 restricted 

5 inaccessible space 

6 unrestricted 

7 3 m restricted 

8 3 m unrestricted 

Figure 1 – Commercial structures 
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Dimensions in meters 

 

Key 

1 unrestricted 

2 restricted 

3 3 m unrestricted 

Figure 2 – Residential areas 

In the case of a location that receives access level 1 or 2 radiation but uses a access level 1M 
transmitter in the opposite direction, these combined conditions are acceptable for restricted 
locations but not for an unrestricted location unless the transmission equipment is installed as 
described in 6.2.2 to reduce the transmitter access level to 1 or 2.  

For links with spillover beyond the receiver, but within the ENHZ that is of access level 1M or 
2M, the spillover (and any accessible radiation otherwise outside of the receiver path, e.g. in 
front of it) shall be contained within a restricted or controlled location, an unrestricted location 
compliant with 6.2.2, or inaccessible space. 

For access level 3B and access level 4 transmitters in controlled locations, the entire beam 
path that potentially passes through other location types, including inaccessible space, shall 
comply with the access level restrictions of Table 2. This may be satisfied in some applications 
by continually monitoring the entire NHZ to ensure rapid automatic power reduction in the event 
of human interception of the beam path. Any spillover beyond the receiver, (and any accessible 
radiation otherwise outside of the receiver path – e.g. in front of it), within the NHZ, shall also 
be contained in a controlled location or inaccessible space. Any additional spillover within the 
ENHZ shall be contained within a restricted or controlled location, an unrestricted location 
compliant with 6.2.2, or inaccessible space. 

In an unrestricted location, if the wavelength is in the range 400 nm to 700 nm (i.e. visible 
wavelength), then the design of the FSOCS shall be such that the possibility of eye exposure 
is minimized, both for direct exposure and for reflected exposure. 

NOTE The rationale for not completely disallowing visible beams in all unrestricted locations, because of dazzle 
concerns, is that not all areas of such locations are realistically accessible to humans, e.g. the ceiling space of 
certain office locations. 
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Table 2 – Restrictions for the use of FSOCS based on access levels 

Location Type Permissive access levels Additional installation controls 

Unrestricted 

Access level 1 or 2 None 

Access level 1M or 2M See 6.2.2 

Access level 3R See 6.2.3 

Access levels 3B and 4 are not allowed in 
unrestricted locations 

Not applicable 

Restricted 

Access level 1, 2, 1M or 2M None 

Access level 3R See 6.2.5 

Access levels 3B and 4 are not allowed in 
restricted locations 

Not applicable 

Controlled 
Access level 1, 2, 1M, 2M or 3R None 

Access level 3B or 4 See 6.3.2 

Inaccessible space 

Access level 1 or 2 None 

Access level 1M, 2M or 3R See 6.4 

Access levels 3B and 4 are not allowed in 
inaccessible space 

Not applicable 

 

The operating organization has the ultimate responsibility for the installation, maintenance, 
service and safe use of the end-to-end system including engineering and administrative controls. 
This includes, especially: 

• identification of the location type at all portions of the entire transmission path, including 
beam reflections outside of the intended transmission path, and also beam spillover beyond 
the receiver collection area; 

• ensuring that the product classification, access level requirements, and installation 
conditions from Table 2 are satisfied for those location types;  

• ensuring that installation, maintenance and service are performed only by organizations with 
the capability of satisfying the requirements of Clause 6. 

Requirements for transmitter manufacturers, installers and service organizations are also 
included in this document. 

IEC 60825-1 and IEC 60825-2 shall be applied for classification and hazard level evaluations 
of FSOCSs employing lasers intended for transmission of data over fibre optic cable.  

6.2 Requirements for unrestricted locations 

6.2.1 General 

Unrestricted locations are those areas that are normally accessible to the public (e.g. open 
areas of rooftops, public areas at ground level, open areas of offices and industrial premises, 
etc.). For windows that can be opened or on unenclosed balconies, the unrestricted location 
extends 1 m horizontally from a perimeter boundary as shown in Figure 3. The area above the 
point 1 m horizontally from the edge of the rooftop unrestricted location shown in Figure 3 is 
also an unrestricted location. 

The FSOCS emissions crossing or received in an unrestricted location shall be access level 1 
or 2. 

The open beam laser transmitters that are used in an FSOCS and are installed without added 
conditions in unrestricted locations shall be access level 1 or access level 2. 
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NOTE Regarding use in an unrestricted location of a handheld device that forms part of a FSOCS: if the transmitter 
of the handheld device emits a highly divergent beam which can be hazardous at very short distances from the laser 
aperture, then consideration to be given to incorporating additional engineering controls (e.g. by the physical design 
of the device, or by means of an IPS) which would protect against this close access. An example of such a handheld 
device is a mobile phone. 

Dimensions in meters 

 

Key 

1 restricted 

2 unrestricted 

3 public rooftop 

4 inaccessible space 

5 openable window 

6 balcony 

7 residential or office space 

8 floor of balcony 

Figure 3 – Examples of external location types 
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6.2.2 Use of access level 1M and access level 2M FSOCS equipment in unrestricted 
locations 

Installation and use of access level 1M or 2M transmitters in unrestricted locations is permitted 
if all the following conditions are satisfied: 

a) The transmitter shall be installed and comply with at least one of the following: 
1) The use of optical aids within the ENHZ is not a reasonably foreseeable event. 

i) Collimated beam transmitters 
For collimated beam transmitters, transmitters that determined the access level 1M 
or 2M by measured and evaluated according to Clause 4 of this document, the 
installation shall not allow access to the ENHZ with binoculars or telescopes at 
distances greater than 2 m from the transmitter. For example, locating an access 
level 1M or 2M equipment near the edge of an unrestricted roof is permissible 
provided that all points within the ENHZ at distances greater than 2 m from the 
transmitter are in a restricted location, (beyond the 1 m extension of the unrestricted 
location next to the roof edge as indicated in Figure 3). This condition is illustrated 
in Figure 4. 

NOTE It is not considered a reasonably foreseeable event to make use of binoculars or telescopes at 
distances closer than 2 m from a transmitter. However, transmitters will be placed as close to a window 
or roof edge as reasonably possible. 

ii) Diverging beam transmitters 
For diverging beam transmitters, transmitters that determined the access level 1M or 
2M by measured and evaluated according to Clause 4 of this document, the 
installation shall not allow access to the ENHZ with eye loupes or magnifiers at 
distances closer than 100 mm from the transmitter. For example, locating an access 
level 1M or 2M wireless transmitter on a ceiling is permissible provided that a window 
or other barrier prevents access to points within the beam path closer than 100 mm 
from the transmitter. 

NOTE Determination of what constitutes a reasonably foreseeable event is the responsibility of the 
operating organization (ISO 12100 is a risk assessment standard, for example). 

2) The transmitter shall provide IPS and a remote interlock connector that is interfaced with 
an IPS at the time of installation so that the accessible energy is limited to access level 
1 or 2 as indicated in Figure 5. 

b) The installation shall ensure that there is no laser energy reflected back into the unrestricted 
location (e.g. from a window) that exceeds access level 1 or 2. 

c) The transmitter and/or shielding shall require a special tool to move/remove it, and a label 
that is visible to warn of the hazard before and after the transmitter or shielding is displaced. 
Alternatively, the transmitter and/or shielding shall be equipped with an interlock. 
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Dimensions in meters 

 

Key 
1 unrestricted rooftop 
2 restricted location or inaccessible space 
3 1 metre extension of unrestricted location from roof edge 
4 Access level 1M or 2M FSOCS transmitter unit 
5 transmitter beam 

Figure 4 – Access level 1M or 2M transmitter near edge of unrestricted rooftop 

 
Key 
1 ceiling 
2 transmitter 
3 ENHZ 
4 < MPE with optical aids (outside of ENHZ) 
5 PIPS = profile of monitoring zone for installation protection system 

6 floor 

NOTE This is an example of an IPS that monitors the ENHZ of a access level 1M transmitter. Power would be 
reduced to below the optically aided MPE level if the monitored volume had been violated.  

Figure 5 – Access level 1M transmitter in unrestricted location 
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6.2.3 Use of access level 3R FSOCS equipment in unrestricted locations 

Installation and use of an access level 3R FSOCS transmitter in an unrestricted location is 
permitted if the following conditions are satisfied: 

a) The transmitter shall be installed and comply with at least one of the following: 
1) an eye exposure within the NHZ and the use of optical aids within the ENHZ are not 

reasonably foreseeable events, or 
2) the transmitter shall provide a remote interlock connector that is interfaced with an IPS 

at the time of installation so that the accessible energy is limited to access level 1 or 2 
as indicated in Figure 5. 

NOTE Determination of what constitutes a reasonably foreseeable event is the responsibility of the 
operating organization (for example, ISO 12100). 

b) The installation shall ensure that there is no laser energy reflected back into the unrestricted 
location (e.g. from a window) that exceeds access level 1 or 2. 

c) The transmitter and/or shielding shall require a special tool to move/remove it, and a label 
that is visible to warn of the hazard before and after the transmitter or shielding is displaced. 
Alternatively, the transmitter and/or shielding shall be equipped with an interlock. 

d) Requirements for restricted locations 

6.2.4 General 

Restricted locations are those areas that are inaccessible by the general public but that are 
accessible to authorized personnel who did not have laser safety training. Where optically-aided 
viewing conditions are reasonably foreseeable, a suitable warning sign shall be provided as 
indicated in Table 3. 

Examples of interior restricted locations are equipment cabinets and closets (cupboards) in 
offices and industrial buildings and locked/dedicated rooms. Interior restricted locations could 
be occupied by service/maintenance personnel or escorted visitors without FSOCS laser safety 
training.  

Restricted locations also exist outdoors. The restricted location on the exterior sides of a 
building extends outward 2,5 m from the exterior surfaces, balconies or stairways of the building 
as shown in Figure 3. Examples of exterior restricted locations are: limited access areas of 
commercial or industrial rooftops, telephone poles, or areas where scaffolding might exist. 
Exterior restricted space could be occupied by window cleaners or service/maintenance 
personnel without FSOCS laser safety training. 

Exterior locations are also considered restricted if either of the following conditions is satisfied: 

a) the location is within the range of 3 m to 6 m above a surface in an unrestricted location; or 
b) the location is within 2,5 m in horizontal spacing from any unrestricted location and, if 

applicable, is greater than 3 m above the surface of any underlying unrestricted location. 

The areas 2,5 m horizontally and 3 m upward from the bottom of the roof, and areas where 
access to the roof is prohibited are restricted locations. 

Free space optical signals crossing or received in a restricted location shall not exceed access 
level 1 or 2 if optically aided viewing is foreseeable and not exceed access level 1M or 2M (i.e. 
below the MPE limits without optical aids) where optically aided viewing is not foreseeable. 

The open beam laser transmitters that are used in an FSOCS and are installed without added 
conditions in restricted locations shall be access level 1 or 2 if optically aided viewing is 
foreseeable or access level 1, 2, 1M or 2M if optically aided viewing is not foreseeable. 
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6.2.5 Use of access level 3R FSOCS equipment in restricted locations 

Installation and use of access level 3R transmitters in restricted locations is permitted if all of 
the following conditions are satisfied: 

a) The transmitter shall be installed and comply with at least one of the following: 
1) an eye exposure within the NHZ and the use of optical aids within the ENHZ are not 

reasonably foreseeable events; or 
2) the transmitter shall have a remote interlock connector that shall be interfaced with an 

IPS at the time of installation so that the access level shall be limited to 1 or 2 if optically 
aided viewing is foreseeable or 1, 2, 1M or 2M if optically aided viewing is not 
foreseeable in Figure 6. 

b) The installation shall ensure that there is no laser energy reflected back into the restricted 
location (e.g. from a window) that exceeds access level 1M or 2M. 

c) The transmitter and/or shielding shall require a special tool to move/remove it, and a label 
that is visible to warn of the hazard before and after the transmitter or shielding is displaced. 
Alternatively, the transmitter and/or shielding shall be equipped with an interlock. 

d) Any spillover beyond the receiving terminal within the ENHZ shall be within the restricted 
location, or if in an unrestricted location shall comply with conditions in 6.2.2. 
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Key 

1 ceiling 

2 transmitter 

3 NHZ 

4 window 

5 < MPE without optical aids (outside of NHZ) 

6 indoors 

7 outdoors 

8 PIPS = profile of monitoring zone for installation protection system 

9 floor 

NOTE 1 It is important that additional care is taken to monitor the NHZ when it passes from indoors to outdoors.  

NOTE 2 This is an example of an IPS that monitors the entire NHZ of the access level 3R transmitter. Power is 
reduced to the optically-unaided MPE level if human access is detected within the monitored volume. 

Figure 6 – Access level 3R transmitter in restricted location 

6.3 Requirements for controlled locations 

6.3.1 General 

Controlled locations are those areas that are normally inaccessible except to authorized 
personnel with appropriate laser safety training (e.g. tower-mounted terminals, fenced/secure 
areas of rooftops, locked rooms with strictly-controlled access, etc.). 

Installation and use of access level 1, 2, 1M, 2M and 3R transmitters is permitted in controlled 
locations without added conditions. Where optically aided viewing conditions are reasonably 
foreseeable, a suitable warning sign shall be provided as indicated in Table 3. 

FSOCS emissions crossing into or received in controlled locations shall not exceed access level 
1M, 2M or 3R except as described in 6.3.2. 
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6.3.2 Use of access level 3B and access level 4 FSOCS equipment in controlled 
locations 

Generally, installation and use of FSOCS equipment in a manner that avoids access levels of 
3B and 4 is preferred. However, provided the zone where access level 3B or 4 are possible is 
limited to a controlled location, industry standard safe practices are permitted to prevent human 
exposure to access levels of 3B and 4. Note that access levels of 3B or 4 are not permitted 
outside of a controlled location. 

Open laser beam transmitters of access levels 3B and 4 may be installed and used in controlled 
locations if all of the following conditions are satisfied:  

a) An IPS is in place that detects human entry to a volume containing the entire portion of the 
NHZ that extends outside of the boundaries of the controlled location and causes reduction 
of the power of the laser to a specified level within a specified time (see 5.4). 

b) Care should be taken to determine an NHZ that includes sources of error or errant laser 
radiation. 

c) If the receiver is located within the NHZ, any spillover beyond the receiving terminal within 
the NHZ shall also be contained in a controlled location. 

d) Any spillover beyond a receiver within the ENHZ shall not enter an unrestricted location 
unless conditions of 6.2.2 are met. 

e) A laser safety officer (see IEC TR 60825-14) from the operating organization shall be 
responsible for establishing and implementing control measures for laser hazards within the 
controlled location. 

6.4 Requirements for inaccessible space 

Inaccessible space includes all space that is within neither unrestricted, restricted, nor 
controlled locations. This space extends outward horizontally: 

a) 2,5 m from the exterior surfaces of all buildings, or 3,5 m from locations that may be 
occupied (e.g. balconies, stairways or windows that open) of all buildings, or  

b) from the boundaries of restricted locations,  

and extends upward vertically either from 6 m above a surface in an unrestricted location, or 
from 3 m above a surface in a restricted location. These conditions are indicated in Figure 3. 

The area upward vertically from 6 m above a surface in an unrestricted location (or from 3 m 
above a surface in a restricted location) on the rooftop of the building which is more than 2,5 m 
away from the adjacent building, is inaccessible space. 

Emission of free space optical radiation in inaccessible space shall not exceed access level 3R. 

If the NHZ from an FSOCS transmitter intercepts navigable airspace, the appropriate aviation 
authorities shall be notified. Also, if the FSOCS transmitter is installed on an aircraft, such as 
UAS (refer to Clause C.6, and the NHZ across navigable airspace, the appropriate aviation 
authorities shall be notified or approved sought. There should be additional regulatory 
requirements if visible laser beams are used near airports.  

6.5 Specular reflections 

When installing and operating an FSOCS, care should be exercised to prevent unintentional 
reflection (total and/or partial) of the primary and, if used, beacon or alignment transmitter 
beams. (This should apply to all laser classes as a matter of good work practice.) The possibility 
of accidental misdirection of the laser beam and unintentional reflections shall be taken into 
account in the evaluation of the access level, and NHZ, as appropriate, by the system 
installer/operating organization. 
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7 Organizational requirements 

7.1 Requirements for manufacturers of ready-to-use FSOCS transmitter or turn key 
systems 

7.1.1 General 

Manufacturers of FSOCS transmitter and receiver equipment and/or turnkey end to end systems 
shall 

a) ensure that the equipment satisfies the product requirements of IEC 60825-1, including: 
1) product classification and;  
2) engineering features (e.g. emission indicator, remote interlock connector, etc.) and; 
3) labels for that classification and access level as well as manuals and other proper 

documentation; 
b) ensure that the equipment satisfies the product requirements of IEC 60825-2 when the 

FSOCS incorporates optical fibre that extends from the transmitting or receiving 
enclosure(s); 

c) provide the following additional information: 
1) adequate description of any engineering design features incorporated into the product 

that prevent exposure to radiation in excess of access level 1, 2, 1M, 2M or 3R; 
2) adequate instructions for proper assembly, alignment, maintenance and safe use 

including clear warnings concerning precautions to avoid exposure to radiation above 
access level 1, 2, 1M, 2M or 3R; 

3) adequate instructions to installation and service organizations to ensure the product can 
be installed and serviced in such a manner that the accessible radiation does not exceed 
the requirements of Clause 6. These include requirements on horizontal and vertical 
spacing, definitions and requirements for unrestricted, restricted and controlled locations 
and inaccessible space, and, if allowed, the procedures and precautions applicable for 
any adjustments needed to increase/reduce beam divergence in order to reduce possible 
exposures; 

4) the reaction time and operating parameters of the APR system or IPS, if provided by the 
manufacturer, e.g. the time to reach the desired access level; 

5) where installation or service requires overriding an APR or IPS system, information shall 
be included to specify safe work practices and/or protection while the power reduction 
system or monitor is overridden, and safe procedures for reinstating and testing such 
systems;  

6) sufficient information shall be provided by an FSOCS equipment manufacturer to allow 
the installer or operating organization to determine a maximum access level at any 
position relative to the transmitter; 

7) instructions for connection of an IPS to the remote interlock connector or equivalent 
transmitter interface; 

8) information that describes the condition upon which the classification is based, (i.e. the 
condition used in the table of measurement aperture diameters and measurement 
distances for the default (simplified) evaluation in Clause 4); 

9) if the product is assigned in excess of access level 1M or 2M, the NHZ should be 
provided; 

10) for all products other than access level 1, the ENHZ, if present, should be described; 
and 

11) any other information relevant to the safe use of the FSOCS product. 
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7.1.2 Additional manufacturer's requirements 

7.1.2.1 General  

In the installation manual, the manufacturer shall explicitly define the area location type in 
accordance with the definitions of this document, and state whether the FSOCS is intended for 
installation in an unrestricted, restricted, or controlled access location type.  

Products equipped with APR may have installation locations limited by 5.3.2 f). 

The installation manual shall include the following statements:  

"CAUTION – Use of controls, or adjustments, or performance of procedures other than those 
specified herein may result in hazardous radiation exposure." 

"The appropriate aviation authorities shall be notified if the nominal hazard zone (NHZ) 
intercepts navigable airspace." 

7.1.2.2 Transmitters 

The following statements that apply to the particular classification of the transmitter of the 
FSOCS shall be included in the installation manual. 

Access Level 1 FSOCS transmitters: "This is an Access Level 1 FSOCS transmitter and may 
be installed in unrestricted locations, restricted locations, controlled locations, or inaccessible 
space as defined in this manual." 

NOTE This statement is not required for transmitters that satisfy the exemption described in Clause 1 (Scope). 

Access Level 1M FSOCS transmitters: "Caution, this is an Access Level 1M FSOCS transmitter 
and may be installed in unrestricted locations, restricted locations, controlled locations, or 
inaccessible space as defined in this manual. See installation constraints for use in unrestricted 
locations." 

Access Level 2 FSOCS transmitters: "Caution, this is an Access Level 2 FSOCS transmitter 
and may be installed in unrestricted locations, restricted locations, controlled locations, or 
inaccessible space as defined in this manual." 

Access Level 2M FSOCS transmitters: "Caution, this is an Access Level 2M FSOCS transmitter 
and may be installed in unrestricted locations, restricted locations, controlled locations, or 
inaccessible space as defined in this manual. See installation constraints for use in unrestricted 
locations." 

Access Level 3R FSOCS transmitters: "Caution, this is an Access Level 3R FSOCS transmitter 
and may be installed in unrestricted locations, restricted locations, controlled locations, or 
inaccessible space as defined in this manual. See installation constraints for use in unrestricted 
and restricted locations." 

Access Level 3B FSOCS transmitters: "Warning, this is an Access Level 3B FSOCS transmitter 
and may be installed in controlled locations as defined in this manual." 

Access Level 4 FSOCS transmitters: "Danger, this is an Access Level 4 FSOCS transmitter and 
may be installed in controlled locations as defined in this manual." 
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7.1.2.3 Receivers 

Appropriate information shall be provided on systems whose receivers or receive locations can 
not employ transmitters, on whether the receiver requires reception of optical emissions in 
excess of the MPE with optical aids and how to deploy that receiver properly. 

7.2 Installation and service organization requirements 

Installation and service organizations for FSOCSs shall follow the manufacturer's instructions 
for installation and service of equipment in a manner that will ensure that the accessible 
radiation satisfies the requirements of Clause 6. 

In addition, guidance for installing and servicing organizations are given in Annex E. 

For systems other than access level 1 or 2, the installation and service organization(s) shall: 

a) provide adequate laser safety training to installation and service personnel; 
b) ensure that suitable access controls and warning signs are employed in accordance with 

Table 3. Each location requiring a sign shall contain the words, "Access level xx, IEC 60825-
12, Ed x:202x". Signs shall be posted adjacent to the equipment (to adequately warn against 
entry into hazardous areas), and next to entrance doors as indicated in Table 3;  
The most recent published edition of IEC 60825-12 shall be used in the abovementioned 
sign "Access level xx, IEC 60825-12:202x." 

NOTE 1 Ed x and 202x indicate the edition and publication year of the standard. 

c) ensure that IPS monitors, if used, are providing the protection intended. 
d) for access level 3B and 4 FSOCSs, verify by analysis or test that the access level limits in 

Clause 6 for received radiation in unrestricted and restricted locations and received or 
transmitted radiation in controlled locations are met under reasonably foreseeable 
conditions including consideration of beam alignment stability and mounting limitations. 

NOTE 2 Condition 2 measurements to establish access levels have to be made according to  Table 1. 

Table 3 – Requirements for warning signs 

Access level 
Location type 

Unrestricted Restricted Controlled 

1 None None None 

2 None None None 

1M a Not applicable b None c None c 

2M a Not applicable b Adjacent d Adjacent d 

3R Not applicable b Not applicable b Adjacent d and Entrance 

3B Not applicable b Not applicable b Adjacent d and Entrance 

4 Not applicable b Not applicable b Adjacent d and Entrance 

a  For access level 1M or 2M, the warning sign, if present, shall include the statement: "Do not use optical aids 
(binoculars or telescopes)". If the product is classified 1M or 2M because it fails Condition 2 in 4.2 (highly 
diverging beam), then replace "(binoculars or telescopes)" with "(magnifiers)". 

b  Not applicable because access level not permitted in the location type (see Table 2). 
c  If a sign is not present for access level 1M in restricted or controlled locations, it is the responsibility of the 

operating organization to ensure alternate administrative controls effectively prevent hazardous optically aided 
viewing. 

d  Place a notice not necessarily within the zone but where it can be viewed by a person before they enter a more 
hazardous zone.   
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