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INTERNATIONAL ELECTROTECHNICAL COMMISSION

LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 5-1: Control circuit devices and switching elements —
Electromechanical control circuit devices

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

This redline version of the official IEC Standard allows the user to identify the changes
made to the previous edition. A vertical bar appears in the margin wherever a change
has been made. Additions are in green text, deletions are in strikethrough red text.
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International Standard IEC 60947-5-1 has been prepared by subcommittee 121A: Low-voltage
switchgear and controlgear, of IEC technical committee 121: Switchgear and controlgear and
their assemblies for low voltage.

This fourth edition cancels and replaces the third edition published in 2003 and its
Amendment 1:2009. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) update of normative references;

b) update and restructuration of subclauses in 7.1;

c) addition of material requirements and test;

d) udpate of EMC requirements;

e) clarification of requirements and update of 8.2;

f) addition of requirements for screwless-type clamping units;
g) udpate of existing Tables 4 and 5;

h) addition of new Tables 6, 7, 8 and 9;

i) addition of a new Figure 10 ;

j) addition of a new Annex N.

The text of this standard is based on the following documents:

FDIS Report on voting
121A/62/FDIS 121A/76/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
This International Standard should be used in conjunction with IEC 60947-1.

The provisions of the general rules, IEC 60947-1, are applicable to this standard, where
specifically called for. General rules, clauses and subclauses thus applicable, as well as
tables, figures and annexes are identified by a reference to IEC 60947-1, for example 1.2.3,
Table 4 or Annex A of IEC 60947-1:2007.

The following differing practices of a less permanent nature exist in the countries indicated
below.

— 7.2.4.1: Making and breaking capacities (United States of America and Canada)
— 8.3.3.5.2: Test circuits and connections (United States of America and Canada)

A list of all the parts in the IEC 60947 series, under the general title Low-voltage switchgear
and controlgear, can be found on the IEC website.
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The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC website under "http://webstore.iec.ch"” in the data
related to the specific publication. At this date, the publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

The contents of the corrigenda of July 2016 and April 2020 have been included in this
copy.

IMPORTANT - The “colour inside” logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this publication using a colour printer.
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LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 5-1: Control circuit devices and switching elements —
Electromechanical control circuit devices

1 General

1.1  Scope and object

This part of IEC 60947 applies to control circuit devices and switching elements intended for
controlling, signalling, interlocking, etc., of switchgear and controlgear.

It applies to control circuit devices having a rated voltage not exceeding 1 000V a.c. (at a
frequency not exceeding 1 000 Hz) or 600 V d.c.

However, for operational voltages below 100 V a.c. or d.c., see 4.3.2.2.

This standard applies to specific types of control circuit devices such as:

¢ manual control switches, for example push-buttons, rotary switches, foot switches, etc.;

e electromagnetically operated control switches, either time-delayed or instantaneous, for
example contactor relays;

e pilot switches, for example pressure switches, temperature sensitive switches
(thermostats), programmers, etc.;

e position switches, for example control switches operated by part of a machine or
mechanism;

e associated control circuit equipment, for example indicator lights, etc.

NOTE 1 A control circuit device includes (a) control switch(es) and associated devices such as (an) indicator
light(s).

NOTE 2 A control switch includes (a) switching element(s) and an actuating system.

NOTE 3 A switching element-may can be a contact element or a semiconductor element.

It also applies to specific types of switching elements associated with other devices (whose
main circuits are covered by other standards) such as:

e auxiliary contacts of a switching device (e.g. contactor, circuit breaker. etc.) which are not
dedicated exclusively for use with the coil of that device;

e interlocking contacts of enclosure doors;

e control circuit contacts of rotary switches;

e control circuit contacts of overload relays.

Contactor relays-shall also-meet comply with the requirements and tests of IEC 60947-4-1
except for the utilization category which-shall comply with this standard.

This standard does not include the relays covered in IEC 60255 or in the IEC 61 ri
nor automatic electrical control devices for household and similar purposes. ﬂ&é‘ﬂfﬁents

Document Sharing Hub

Full document details: IEC 60947-5-12016 RLV


http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv
http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv

IEC 60947-5-1:2016 RLV © IEC 2016 -13 -

The colour requirements of indicator lights, push-buttons, etc., are found in IEC 60073 and

also in—publication—2—of theInternational CIE S 0004/E- 2001 from the Commission of |
Illumination (CIE).

The object of this standard is to state:

a) the characteristics of control circuit devices;
b) the electrical and mechanical requirements with respect to:
1) the various duties to be performed;
2) the significance of the rated characteristics and of the markings;
3) the tests to verify the rated characteristics;
c) the functional requirements to be satisfied by the control circuit devices with respect to:
1) environmental conditions, including those of enclosed equipment;
2) dielectric properties;

3) terminals.
1.2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60068-2-6:14995 2007, Environmental testing — Part 2-6: Tests — Test Fc: Vibration
(sinusoidal)

IEC 60068-2-14:4984 2009, Environmental testing — Part 2-14: Tests — Test N: Change of
temperature

Amendment1-{1986)

IEC 60068-2-27:4987 2008, Environmental testing — Part 2-27: Tests — Test Ea and guidance:
Shock

IEC 60068-2-30:4980 2005, Environmental testing — Part 2-30: Tests — Test Db-and-guidance: ‘

Damp heat, cyclic (12 h + 12 h cycle)
AmendmentH9ee |

IEC 60073:2002, Basic and safety principles for man-machine interface, marking and
identification — Coding principles for indications and actuators
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IEC 60417-DB:20021, Graphical symbols for use on equipment
IEC 60617 -{al-parts}-DB:20122, Graphical symbols for diagrams

IEC 60695-2-10:2013, Fire hazard testing — Part 2-10: Glowing/hot-wire based test methods —
Glow-wire apparatus and common test procedure

IEC 60695-2-11:2014, Fire hazard testing — Part 2-11: Glowing/hot-wire based test methods —
Glow-wire flammability test method for end-products (GWEPT)

IEC 60695-2-12:2010, Fire hazard testing — Part 2-12: Glowing/hot-wire based test methods —
Glow-wire flammability index (GWFI) test method for materials
IEC 60695-2-12:2010/AMD1:2014

IEC 60947-1:4999 2007, Low-voltage switchgear and controlgear — Part 1: General rules
IEC 60947-1:2007/AMD1:20066 2010
IEC 60947-1:2007/AMD2:2004 2014

IEC 60947-4-1:2000 2009, Low-voltage switchgear and controlgear — Part 4-1: Contactors and
motor-starters — Electromechanical contactors and motor-starters
IEC 60947-4-1:2009/AMD1:2012

IEC 60947-5-5:1997, Low-voltage switchgear and controlgear — Part 5-5: Control circuit
devices and switching elements — Electrical emergency stop device with mechanical latching
function

IEC 60947-5-5:1997/AMD1:2005

IEC 60947-5-5:1997/AMD2:2016

IEC 60999-1:1999, Connecting devices — Electrical copper conductors — Safety requirements
for screw-type and screwless-type clamping units — Part 1. General requirements and
particular requirements for clamping units for conductors from 0,2 mm? up to 35 mm?Z
(included)

IEC 61000-3-2, Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for harmonic
current emissions (equipment input current < 16 A per phase)

IEC 61000-3-3, Electromagnetic compatibility (EMC) — Part 3-3: Limits — Limitation of voltage
changes, voltage fluctuations and flicker in public low-voltage supply systems, for equipment
with rated current <16 A per phase and not subject to conditional connection

IEC 61000-4-2:4995 2008, Electromagnetic compatibility (EMC) — Part 4-2: Testing and
measurement techniques — Electrostatic discharge immunity test

Amendment1-{1998)
Amendment2-({2000)

IEC 61000-4-3:2002 2006, Electromagnetic compatibility (EMC) — Part 4-3: Testing and
measurement techniques — Radiated, radio-frequency, electromagnetic field immunity test
IEC 61000-4-3:2006/AMD1:2007
IEC 61000-4-3:2006/AMD2:2010

IEC 61000-4-4:4995 2012, Electromagnetic compatibility (EMC) — Part 4-4: Testing and
measurement techniques —Seetion4-: Electrical fast transient/burst immunity test—

Amendment 1(2000)
Amendment2-{2001)

1 “DB” refers here to the IEC on-line database, available at: http://www.graphical-symbols.info/equipment.
2 DB refers there to the IEC on-line database, available at: http://std.iec.ch/iec60617. Documents
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IEC 61000-4-5:4995 2014, Electromagnetic compatibility (EMC) — Part 4-5: Testing and
measurement techniques — Surge immunity test

Amendment1-({2000)

IEC 61000-4-6:4996 2013, Electromagnetic compatibility (EMC) — Part 4-6: Testing and
measurement techniques — Immunity to conducted disturbances, induced by radio-frequency
fields

Amendment1-{2000)

IEC 61000-4-8:4993 2009, Electromagnetic compatibility (EMC) — Part 4-8: Testing and
measurement techniques — Power frequency magnetic field immunity test

Amendment1-{2000)

IEC 61000-4-11:4294 2004, Electromagnetic compatibility (EMC) — Part 4-11: Testing and
measurement techniques — Voltage dips, short interruptions and voltage variations immunity
tests

Amendment 1(2000)

IEC 61000-4-13:2002, Electromagnetic compatibility (EMC) — Part 4-13: Testing and
measurement techniques — Harmonics and interharmonics including mains signalling at a.c.
power port, low frequency immunity tests

IEC 61000-4-13:2002/AMD1:2009

IEC 61000-4-13:2002/AMD2:2015

IEC 61140:2004 2015, Protection against electric shock — Common aspects for installation
and equipment
IEC 61140:2015/AMD1:2004

CISPR 11:4997 2015, Industrial, scientific and medical-{ShM)—radio-frequency equipment —
Electromagnetic Radio-frequency disturbance characteristics — Limits and methods of
measurement

Amendment1-{1999)

CIE S 004/E-2001, Colours of Light Signals

2 Terms and definitions

For the purposes of document, the terms and definitions given in IEC 60947-1, as well as the
following apply.

Alphabetical index of definitioNsS ..............co.iuiiiiiiii e, References
A

Actuating QUAaNTitY ..o e 2.4.2.1

Adjustable delay (of a contact element) ... 2.4.1.4
B

Biased POSIION .o e 2.4.3.4

BOUNCE LM e e 2.4.4.10

Break-contact element (normally CloSed) ........ooiiiiiii i 2.3.34

1 o o 2.34
C

Change-over contact elements ...
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Contact element (of @ control SWItCh) ... 2.3.3
CONTACT UNIt oo e 2.3.3.10
CoNtrol CIrCUIT AEVICE ..ivie e e e e e e 211
CONtrOl S At ON . s 2.1.4
CONtrOl SWITCI oo et 2.1.2
Control switch suitable for iSOlation ...........coiiiiii i 213
Covered push-DULION ... 2.2.2.11
D
d-delay (of a contact element) ..., 2.4.1.2
Definite position (abbreviation: position) (of a rotary switch) ..., 2.4.3.1
Delayed action push-button ... 2229
Dependent action contact element ... 2.3.3.9
Differential Value ... 2424
1 =Y o3 o [ 2443
Double gap contact element ... ... 2.3.3.2
E
e-delay (of a contact element) ... 2.4.1.1
Electrically separated contact elements ... ... 2.3.3.7
g o =3 o o J 2.3.6
ExXtended DUttON ... e 2.3.4.3
F
Fixed delay (of a contact element) ..o 2413
FIUSR-DULION et 2.3.4.1
FOOt-SWItCh (PEAAI) ...oeiei e 2.2.2.21
Free pUSh-DUION .o s 2.2.2.13
G
Guided PUSN-DULION .. 2.2.2.14
I
llluminated push-button ... e 2.2.2.10
Independent (snap) action contact element 2.3.3.8
Instantaneous contactor relay ... 2.2.11
J
JOY SHICK o e 2.2.2.19
K
Key-operated push-button ... 2.2.2.7
Key-operated rotary SWIitCh..... ... 2.2.2.16
L
Latched poSItioN ... Doglrlments
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Latched puSh-DUtON .. e 2.2.2.5
I a0 o Y PP 2445
Limited movement rotary sWitCh ... 2.2.2.17
Locating mechanism (of a rotary switCh) ... 2.3.5
LOCKEd POSIION e e e 2.4.3.6
Locked pUSh-DUION .. .o e 2.2.2.6
M
Make-contact element ... 2.3.3.3
Minimum actuating force (Or MoOmMeNt) ..o 2.4.4.7
Minimum starting force (Or MOMENt) ... 2.4.4.6
MUShIOOM DU ON .o e e 2344
O
Operating diagram ... e 2.4.3.7
OPerating ValUe ... e 2422
Over-travel of the aCtUator ..o e 2442
Over-travel of the contact element ... ... 2449
P
POt SWITCNES . 2.2.1
P OSITION Of FEST e 2.4.3.2
POSIHION SWITCN oo e 2.21.3
P oS IVE ArIVe o e 2444
Pre-travel of the actuator ... 2441
Pre-travel of the contact element ... ... 2448
L oo = 141 14T N 2214
o T 1 (oo 2222
Pulse (fleeting) contact €lement ..o 2.3.3.6
P US - DU ON e 2221
PUsh-pull BUTION oo e e 2.2.2.3
R
Recessed DUttON ... e 2.3.4.2
=Y (0 | TNV 1 = 2.4.2.3
Rotary control SWitCh ... 2.2.2.15
Rotary button (selector SWItCh) ..o 2224
S
SemicoNdUCIOr ElemMENt ... . e 2.3.2
Shrouded pUSh-DUION ... e 2.2.2.12
Single gap contact €lEmMENt ... 2.3.3.1
SWItChING EIEMENT L. e e 2.3.1
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T

Time-delay contactor relay .......cooiiii i 2.21.2

Time-delay push-bUttoN ... e 2.2.2.8

TrANSI POSIION L. e 2.4.3.3
u

Unidirectional movement rotary switCh ..., 2.2.2.18
w

LT o] o 1= = 4 o1 P 2.2.2.20

‘ 2.1 Basic terms and definitions

211

control circuit device

an electrical device intended for the controlling, signalling, interlocking, etc., of switchgear
and controlgear

Note 1 to entry: Control circuit devices-may can include associated devices dealt with in other standards, such as
instruments, potentiometers, relays, in so far as associated devices are used for the purposes specified above.

21.2

control switch (for control and auxiliary circuits)

a mechanical switching device which serves the purpose of controlling the operation of
switchgear or controlgear, including signalling, electrical interlocking, etc.

Note 1 to entry: A control switch consists of one or more contact elements with a common actuating system.

| Note 2 to entry: TFhis—definition—differsfrom1EV-—441-14-46-since A control switch may include semiconductor
elements or contact elements (see 2.3.2 and 2.3.3).

‘ [SOURCE: IEC 60050-441:1984, 441-14-46, modified — Addition of a new Note 2 to entry.]

21.3

control switch suitable for isolation

a control switch which, in the open position, complies with the requirements specified for the
‘ isolating function (see 2.1.19 and 7.1.7 of IEC 60947-1:2007)

Note 1 to entry: Such control switches are intended to provide a higher degree of safety to personnel when
working on the equipment controlled. For this reason, they have to be manually actuated relying on the intelligence
of instructed persons to react in case they would fail to operate, e.g. in case of insufficiently opened contacts.

214

control station

an assembly of one or more control switches fixed on the same panel or located in the same
enclosure

Note 1 to entry: A control station panel or enclosure may also contain related equipment, e.g. potentiometers,
signal lamps, instruments, etc.

‘ [SOURCE: IEC 60050-441:1984, 441-12-08]

2.2 Control switches

2.2.1
automatic control switches

Note 1 to entry: Automatic control switches are operated by automatic control (see 2.4.5 of IEC 60947-1:2007).
They are also designated as pilot switches (see 2.2.18 of IEC 60947-1:2007).
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22141
instantaneous contactor relay
a contactor relay operating without any intentional time delay

Note 1 to entry: Unless otherwise stated, a contactor relay is an instantaneous contactor relay.

[SOURCE: IEC 60050-441:1984, 441-14-36]

221.2
time-delay contactor relay
a contactor relay with specified time-delay characteristics

Note 1 to entry: The time-delay may be associated with energization (e-delay) or with de-energization (d-delay) or
both.

Note 2 to entry: A time-delay contactor relay may also incorporate instantaneous contact elements.

[SOURCE: IEC 60050-441:1984, 441-14-37, modified — addition of a new Note 2 to entry.] ‘

2213

position switch

a pilot switch the actuating system of which is operated by a moving part of the machine,
when this part reaches a predetermined position

[SOURCE: IEC 60050-441:1984, 441-14-49] ‘

2214

programmer

a control switch having a multiplicity of switching elements which, after initiation, operates in a
defined sequence

222
manually operated control switches

Note 1 to entry: Manually operated control switches are operated by manual control (see 2.4.4 of IEC 60947-
1:2007).

2.2.21

push-button

a control switch having an actuator intended to be operated by force exerted by a part of the
human body, usually the finger or palm of the hand, and having stored energy (spring) return

[SOURCE: IEC 60050-441:1984, 441-14-53]

2222

pull-button

a control switch having an actuator intended to be operated by manual pull, and having stored
energy (spring) return

2223

push-pull button

a control switch having an actuator intended to be operated by manual push and returned to
its initial position by manual pull, or vice versa

Note 1 to entry: There are also «push-push» or «push-turn» or other combinations of buttons.

2224

rotary button

a combination of push-button type switching elements having an actuator operated by a
manual rotation (see also 2.2.2.15 t0 2.2.2.18 inclusive) Documents
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EXAMPLE A selector switch.

Note 1 to entry: A rotary push-button may have more than two positions; it may or may not have a spring return.

2225

latched push-button

a push-button with spring return, but which remains in the actuated position until a latch is
released by a separate action

Note 1 to entry: The latching may be released by subsequent actuation (such as pushing, turning, etc.) of the
same or of an adjacent push-button or by the action of an electromagnet, etc.

2.2.2.6
locked push-button
a push-button which may be secured in one or more of its positions by a separate action

Note 1 to entry: The locking may be obtained by turning the button, by turning a key, by operating a lever, etc.

2227
key-operated push-button
a push-button which can only be operated as long as a key remains inserted

Note 1 to entry: Key withdrawal may be provided at any position.

2.2.2.8

time-delay push-button

a push-button the contacts of which return to the initial position only after a pre-determined
interval of time following the release of the actuating force

2229

delayed action push-button

a push-button in which the switching operation does not occur until after the force on the
button has been maintained for a pre-determined interval of time

2.2.2.10
illuminated push-button
a push-button incorporating a signalling lamp in the button

2221

covered push-button

a push-button in which the button is protected against inadvertent operation by a lid or a
cover

22212

shrouded push-button

a push button in which the button is protected against inadvertent operation in certain
directions

2.2.2.13
free push-button
a push-button in which the rotation of the actuator around its axis is not limited

2.2.2.14
guided push-button
a push-button in which the rotation of the actuator around its axis is prevented

Note 1 to entry: Examples of guided push-buttons: the actuators of which are keyed, square or rectangular, etc.
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2.2.2.15

rotary control switch

rotary switch

a control switch having an actuator intended to be operated by rotation

2.2.2.16
key-operated rotary switch
a rotary switch where a key is used as the actuator

Note 1 to entry: Key withdrawal may be provided at any position.

2.2.217
limited movement rotary switch
a rotary switch with a restricted angular movement of its actuator

2.2.2.18
unidirectional movement rotary switch
a rotary switch in which the actuating system allows rotation in one direction only

2.2.2.19

joy stick

a control switch having an actuator consisting of a pin or stick projecting essentially at a right
angle from the panel or enclosure when in one of its positions and intended to be operated by
angular displacement

Note 1 to entry: A joy stick may have more than two positions associated with different directions of the
displacement of the stick and operating the contact elements differently: such a joy stick is referred to as a joy
stick selector.

Note 2 to entry: The pin or stick may or may not have a spring return.

2.2.2.20

wobble stick

a joy stick which operates all contact elements alike, whatever be the direction of the
displacement

22221

foot switch

pedal

a control switch having an actuator intended to be operated by force exerted by a foot

[SOURCE: IEC 60050-441:1984, 441-14-52, modified — insertion of "force exerted by".]

2.3 Parts of control switches

2.3.1

switching element

a switching element may be a semiconductor element (see 2.3.2) or a contact element
(see 2.3.3)

2.3.2

semiconductor element

an element designed to switch the current of an electric circuit by means of the controlled
conductivity of a semiconductor

2.3.3
contact element
<control switch> the parts, fixed and movable, conducting and insulating, of a control switch
necessary to close and open one single conducting path of a circuit
Documents
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Note 1 to entry: The contact element and the actuating system may form an indivisible unit, but frequently one or
more contact elements may be combined with one or more actuating system or systems. The actuating systems
may be different.

Note 2 to entry: Terms and definitions relating to various kinds of contact elements are given in 2.3.3.1 to
2.3.3.10 inclusive.

Note 3 to entry: This definition does not include control coils and magnet systems.

The following definitions refer to a single contact element of a control switch:

2.3.31
single gap contact element
a contact element which opens or closes the conducting path of its circuit on one location only

Note 1 to entry: See Figures 4 a) and 4 c).

2.3.3.2

double gap contact element

a contact element which opens or closes the conducting path of its circuit in two locations in
series

Note 1 to entry: See Figures 4 b), 4 d) and 4 e).

2.3.3.3

make-contact element

normally open

a contact element which closes a conducting path when the control switch is actuated

2334

break-contact element

normally closed

a contact element which opens a conducting path when the control switch is actuated

2.3.3.5

change-over contact elements

a contact element combination which includes one make-contact element and one break-
contact element

| Note 1 to entry: See Figures 4 ¢), 4 d) and 4 e).

2.3.3.6
‘ pulse-{fleeting) contact element
fleeting contact element
a contact element which opens or closes a circuit for a part of the travel during the transition
of the actuator from one position to another

2.3.3.7
electrically separated contact elements

contact elements belonging to the same control switch, but adequately insulated from each
other so that they can be connected into electrically separated circuits, which can be either
same polarity or opposite polarity

[SOURCE: IEC 60050-441:1984, 441-15-24, modified — supplemented by polarity statement]

2.3.3.8
independent-(snap} action contact element
snap action contact element
a contact element of a manual or automatic control device in which the velocity of contact
motion is substantially independent of the velocity of motion of the actuator
Documents
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2.3.3.9

dependent action contact element

a contact element of a manual or automatic control device in which the velocity of contact
motion depends on the velocity of motion of the actuator

2.3.3.10

contact unit

a contact element or contact element combination which can be combined with similar units
operated by a common actuating system

234
button
the external end of the actuator of a push-button, to which the actuating force is applied

2341

flush-button

a button which is substantially level with the adjacent fixed surrounding surface when in its
initial position and is below this surface when it is operated

2.3.4.2

recessed button

a button which is below the adjacent fixed surrounding surface in both its initial and operated
positions

2343

extended button

a button which protrudes above the adjacent fixed surrounding surface both in its initial
position and in its operated position

2344
mushroom button
a button, the protruding end of which has an enlarged diameter

235

locating mechanism

<rotary switch> that part of the actuating system which retains the actuator and/or the contact
elements in their positions

Note 1 to entry: Other devices (e.g.a push-button with two positions, or an emergency stop) can also have such a
function.

2.3.6
end stop
a device that limits the travel of a moving part

Note 1 to entry: An end stop may relate either to the actuator or to the contact element.
2.4 Operation of control switches
241 Operation of contactor relays

2411

e-delay

<contact element> a delay in the operation of a contact element of a contactor relay, following
the energization of the coil of the electromagnet of this contactor relay

EXAMPLE: Delay to close make-contacts (ON delay).

Note 1 to entry: The terms 'e-delay" and "d-delay" may be applied to any kind of contact elements (see 2.3.3). ‘

Documents

Document Sharing Hub

Full document details: IEC 60947-5-12016 RLV


http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv
http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv

- 24 - IEC 60947-5-1:2016 RLV © IEC 2016

241.2

d-delay

<contact element> a delay in the operation of a contact element of a contactor relay, following
the de-energization of the coil of the electromagnet of this contactor relay

EXAMPLE: Delay to open make-contacts (OFF delay)

Note 1 to entry: The terms 'e-delay" and "d-delay" may be applied to any kind of contact elements (see 2.3.3).

2413

fixed delay

<contact element> a delay in the operation of a contact element of a contactor relay, which is
not intended to be adjusted in value

2414

adjustable delay

<contact element> a delay in the operation of a contact element of a contactor relay, which is
intended to be adjusted to different values after the installation of the contactor relay

242 Operation of pilot switches

24.21

actuating quantity

the physical quantity, the value of which is decisive for the actuation or non-actuation of a
pilot switch

24.2.2
operating value
the value of the actuating quantity which is sufficient to cause a pilot switch to be actuated

24.23

return value

the value of the actuating quantity which has to be re-established in order to cause an
actuated pilot switch to return to its position of rest

2424
differential value
the difference between the operating value and the return value

243 Operation of rotary switches

2.4.31
| definite position-(abbreviation:position) (of a rotary switch)

a position into which the locating mechanism pulls the rotary switch and retains it as long as
the actuating moment does not exceed a certain value

2.4.3.2

position of rest

a stable (definite) position into which the locating mechanism tends to move back and retain
the rotary switch by stored energy

2433

transit position

a (definite) position in which the locating mechanism produces an intended marked change in
the operating moment, but in which the actuator cannot remain by itself
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2434

biased position

a (definite) position of a rotary switch in which the actuator is pulled against a stop from which
it will return to a position of rest by means of stored energy (for example, by means of a

spring)

Note 1 to entry: During the transfer from a biased position to the adjacent position of rest, the rotary switch may
pass through one or more transit positions.

2435
latched position
a biased position in which the return mechanism is held by a latching arrangement

Note 1 to entry: The latching arrangement may be released manually or otherwise.

2.4.3.6
locked position
a (definite) position in which a rotary switch is secured by separate action

Note 1 to entry: The locking may be obtained by turning a key, operating a lever, etc.

2437

operating diagram

the representation of the intended order in which the contact elements of a rotary switch
operate as a result of actuation

244 Operation of mechanically operated control switches

2.4.4.1
pre-travel of the actuator
the maximum travel of the actuator which causes no travel of the contact elements

Note 1 to entry: See Dimension a on Figure 2.

2442
over-travel of the actuator
the travel of the actuator after all the contacts have reached their closed (open) position

2443

direct drive

a connection between actuator and contact element that excludes any pre-travel of the
actuator

2444

positive drive

a connection between actuator and contact element such that the force applied to the actuator
is directly transmitted to the contact element

2.4.45

limited drive

a connection between actuator and contact element that limits the force transmitted to the
contact element

24.4.6

minimum starting force

minimum starting moment

the smallest value of force (or moment) initiating the pre-travel of the actuator
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2447

minimum actuating force

minimum actuating moment

the minimum value of the force (or moment) to be applied to the actuator that will cause all
contacts to reach their closed (open) position

2.4.4.8

pre-travel of the contact element

the relative movement which occurs within the contact element before the contacts make
(break)

Note 1 to entry: See Dimension b on Figure 2.

2.4.49

over-travel of the contact element

the relative movement which occurs within the contact element after the contacts have
reached the make (break) position

Note 1 to entry: See Dimension d on Figure 2.

24410

bounce time

for a contact which is closing/opening its circuit, time interval between the instant when the
contact circuit first closes/opens and the instant when the circuit is finally closed/opened

‘ [SOURCE:+EV-446-47-13 |IEC 60050-444:2002, 444-05-04, modified — Figure 1 deleted]

3 Classification

3.1 Contact elements
Contact elements may be classified as follows:

a) Utilization categories (see 4.4).
b) Electrical ratings based on utilization categories (see Annex A).
c) One of the following form letters (see Figure 4):

1) Form A — Single gap make-contact element;

N

Form B — Single gap break-contact element;

A W

Form X — Double gap make-contact element;

(@]

)
)
) Form C — Single gap make-break three terminal change-over contact element;
)
) Form Y — Double gap break-contact element;

)

6
d) Other types not included in c).

Form Z — Double gap make-break four terminal change-over contact element.

NOTE 1 Regarding Figure 4e). the two moving contact elements are electrically separated (see 2.3.3.7).

NOTE 2 Distinction is made between make before break (overlap) change-over contact elements where the two
circuits are both closed for a part of the travel of the moving contacts from one position to the other, and break
before make (non-overlap) change-over contact elements where the two circuits are both open for a part of the

travel of the moving contacts from one position to the other. Unless otherwise stated, change-over contact
elements are break before make.

3.2 Control switches

Control switches may be classified according to the contact element and the nature of the
actuating system, e.g. push-buttons, form X.
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3.3  Control circuit devices

Control circuit devices may be classified according to the control switch and the associated
control circuit equipment, e.g. push-buttons plus indicator lights.

3.4 Time delay switching elements

Distinction is made according to how the time delay of a switching element is achieved, e.g.
electrical delay, magnetic delay, mechanical delay, or pneumatic delay.

3.5 Control switch mounting
The control switch mounting may be classified by the mounting hole size, e.g. D12, D16, D22,
D30 (see 6.3.1).

4 Characteristics

4.1 Summary of characteristics
411 General

The characteristics of control circuit devices and switching elements should be stated in the
following terms, where such terms are applicable:

e type of equipment (see 4.2);

e rated and limiting values for switching elements (see 4.3);
e utilization categories of switching elements (see 4.4);

e normal and abnormal load characteristics (see 4.3.6).
4.1.2 Operation of a control switch

The principal application of a control switch is the switching of loads as indicated for the
various utilization categories in Table 1.

Other applications, e.g. the switching of tungsten filament lamps, small motors, etc., are not
dealt with in detail in this standard, but are mentioned in 4.3.6.2.

4.1.2.1 Normal conditions of use

The normal use of a control switch is to close, maintain and open circuits in accordance with
the utilization category shown in Table 1. Also refer to Table 4.

4.1.2.2 Abnormal conditions of use

Abnormal conditions may arise, for example, when an electromagnet, although energized, has
failed to close. Refer to Table 5.

A control switch shall be able to break the current corresponding to such conditions of use.

4.2 Type of control circuit device or switching element

The f . | . ‘
4.2.1 Kind of control circuit device

The kind of control circuit device shall be stated: Documents
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e manual control switches, e.g. push-buttons, rotary switches, foot switches, etc.;

e electromagnetically operated control switches, either time delayed or instantaneous, e.g.
contactor relays;

e pilot switches, e.g. pressure switches, temperature sensitive switches (thermostats),
programmers, etc.;

e position switches;

e associated control equipment, e.g. indicator lights, etc.
4.2.2 Kind of switching elements
The kind of switching elements shall be stated:

e auxiliary contacts of a switching device (e.g. contactor, circuit breaker, etc.) which are not
dedicated exclusively for use with the coil of that device;

e interlocking contacts of enclosure doors;
e control circuit contacts of rotary switches;

e control circuit contacts of overload relays.
4.2.3 Number of poles

The number of poles shall be stated.

4.2.4 Kind of current

The kind of current shall be stated:

Alternating current or direct current.

4.2.5 Interrupting medium

‘ The interrupting medium shall be stated:
Air, oil, gas, vacuum, etc.

4.2.6 Operating conditions
4.2.6.1 Method of operation

‘ The method of operation shall be stated:
Manual, electromagnetic, pneumatic, electro-pneumatic.

4.2.6.2 Method of control
‘ The method of control shall be stated:

e automatic;
e non-automatic;

e semi-automatic.
4.3 Rated and limiting values for switching elements
4.3.1 General

The rated values established for the switching elements of a control circuit device shall be

stated in accordance with 4.3.2 to 4.3.6 inclusive but it is not necessary to spgejf

values listed. eﬁéémﬁents
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4.3.2 Rated voltages (of a switching element)
4.3.2.1 General ‘

A switching element is defined by the rated voltages described in 4.3.2.2 t0 4.3.2.4.

4.3.2.2 Rated operational voltage (U,)
Subclause 4.3.1.1 of IEC 60947-1:2007 applies with the following additions: ‘

For three-phase circuits, U, is stated as r.m.s. voltage between phases.

NOTE-4+ A switching elements-may can be assigned a number of combinations of rated operational voltage and ‘
rated operational current.

NoTE2 Control switches dealt with in this standard are not normally intended to be used at ‘
very low voltages and they may not be suitable for such a service. It is therefore
recommended to seek the advice of the manufacturer concerning any application with a low
value of operational voltage, e.g. below 100 V a.c. or d.c.

4.3.2.3 Rated insulation voltage (U;)
Subclause 4.3.1.2 of IEC 60947-1:2007 applies.

4.3.2.4 Rated impulse withstand voltage (U;,,,)

Subclause 4.3.1.3 of IEC 60947-1:2007 applies.

4.3.3 Currents

A switching element is characterized by the currents described in 4.3.3.1 to 4.3.3.3.

4.3.3.1 Conventional free air thermal current (/)

Subclause 4.3.2.1 of IEC 60947-1:2007 applies.

4.3.3.2 Conventional enclosed thermal current (/;,¢)

Subclause 4.3.2.2 of IEC 60947-1:2007 applies.

4.3.3.3 Rated operational current (/)
The first paragraph of 4.3.2.3 of IEC 60947-1:2007 applies.

4.3.4 Rated frequency
Subclause 4.3.3 of IEC 60947-1:2007 applies.

4.3.5 Vacant
4.3.6 Normal and abnormal load characteristics

4.3.6.1 Rated making and breaking capacities and behaviour of switching elements
under normal conditions

A switching element shall comply with both requirements given in Table 4 corresponding to
the assigned utilization category and the requirements according to the rated operational
voltage.

NOTE-4+ For a switching element to which a utilization category is assigned, it is not necess@@cumdnts
separately a making and breaking capacity.
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NOTE2 A switching element-used designated for the switching of small motors and tungsten
filament lamp loads shall be assigned a utilization category given in IEC 60947-4-1 and
comply with the appropriate corresponding requirements in that publication.

4.3.6.2 Making and breaking capacities under abnormal conditions

A switching element shall comply with the requirements given in Table 5 corresponding to the
assigned utilization category.

NOTE An example of an abnormal condition of use is one where the electromagnet does not operate and the
switching elements have to interrupt the making current.

4.3.7 Short-circuit characteristics
4.3.7.1 Rated conditional short-circuit current

Subclause 4.3.6.4 of IEC 60947-1:2007 applies.

4.4 Utilization categories for switching elements
The utilization categories as given in Table 1 are considered standard. Any other types of

application shall be based on agreement between manufacturer and user, but information
given in the manufacturer's catalogue or tender may constitute such an agreement.

Table 1 — Utilization categories for switching elements

Kind of current Category Typical applications

Alternating current |AC-12 Control of resistive loads and solid state loads with isolation by optocouplers
AC-13 Control of solid state loads with transformer isolation
AC-14 Control of small electromagnetic loads (< 72 VA)
AC-15 Control of electromagnetic loads (> 72 VA)

Direct current DC-12 Control of resistive loads and solid state loads with isolation by optocouplers
DC-13 Control of electromagnets
DC-14 Control of electromagnetic loads having economy resistors in circuit

4.5 Vacant

4.6 Vacant

4.7 Vacant

4.8 Vacant

4.9 Switchingovervoltages Vacant
4.10 Electrically separated contact elements

The manufacturer shall state whether the contact elements of a control circuit device are
electrically separated or not (see 2.3.3.7). Separated contact elements shall be assumed to
be opposite polarity unless otherwise stated by the manufacturer.

4.11 Actuating quantities for pilot switches
The operating value and return value of the actuating quantity are to be determined on
uniform rising values and normal falling values of the actuating quantity. Unlesboglérl\flvise

ments

Document Sharing Hub

Full document details: IEC 60947-5-12016 RLV


http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv
http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv

IEC 60947-5-1:2016 RLV © IEC 2016 -31-

stated, the rate of change shall be regular and such that the operating (or return) value is
reached in not less than 10 s.

The operating value and the return value may both be fixed values, or one of them or both
may be adjustable (or the differential value may be adjustable).

Where appropriate, the manufacturer shall indicate a withstand value, either a maximum value
higher than the highest setting of the operating value or a minimum value lower than the
lowest setting of the return value. A withstand value implies no damage to the pilot switch or
no change in its characteristics.

4.12 Pilot switches having two or more contact elements

Pilot switches having two or more contact elements which are not individually adjustable may
have different operating and return values for each contact element.

A pilot switch having two or more contact elements which are individually adjusted is
considered as a combination of pilot switches.

5 Product information

5.1 Nature of information

The following information shall be given by the manufacturer:

Identification

a) The manufacturer's name or trade mark.

b) A type designation or serial number that makes it possible to get the relevant information
concerning the switching element (or the entire control switch) from the manufacturer or
from his catalogue or by selection from Annex A.

c) IEC 60947-5-1 if the manufacturer claims compliance with this standard.
Basic rated values and utilization

d) Rated operational voltages (see 4.3.2.2).

e) Utilization category and rated operational currents at the rated operational voltages of the
control circuit device.

f) Rated insulation voltage (see 4.3.2.3).
g) Rated impulse withstand voltage (see 4.3.2.4).
h) Switehing-overvoltageif-applicable({see-4-9) Vacant. ‘

i) IP code, in case of an enclosed control circuit device (see 5.1 and Annex C of IEC 60947-
1:2007/AMD1:2010). ‘

j) Pollution degree (see 6.1.3.2).
k) Type and maximum ratings of short-circuit protective device (see 8.3.4.3).
I) Conditional short-circuit current-if-less-than1-000-A.

m) Suitability for isolation, where applicable, with the symbol-07-13-06 S00288 of
IEC 60617-7.

n) Indication of contact elements of same polarity.
o) Length of insulation to be removed before insertion of the conductor into the terminal.
p) For non-universal screwless terminals:

“an

s” or "sol" for terminals declared for rigid-solid conductors;
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"f" for terminals declared for flexible conductors.
5.2 Marking
5.2.1 General

Marking of data under a) and b) of 5.1 is mandatory on the nameplate of the control circuit
device in order to permit the complete information to be obtained from the manufacturer.

Marking of data under n) of 5.1 shall be included on the nameplate of the control circuit
device in order to ensure proper wiring at installation.

Marking shall be indelible and easily legible, and shall not be placed on screws and
removable washers.

Whenever space permits, data under c¢) to-n) m) and o) of 5.1 shall be included on the
nameplate, or on the control circuit device or otherwise in the manufacturer's published
literature.

The indication "s", "sol", "r" or "f" for non-universal screwless terminals shall be marked on the
device or, if the space available is not sufficient, on the smallest package unit or in technical
information provided with the product.

5.2.2 Terminal identification and marking

Subclause 7.1.8.4 of IEC 60947-1:2007 applies, with the additional requirements stated in
Annex M.

5.2.3 Functional markings

Actuators may be identified by symbols in the form of engravings. If a stop-button carries any
symbol engraved or marked on the actuator, then this symbol shall be a circle or an oval
(signifying the value zero). The symbols circle or oval shall be used for stop-buttons only.

Letters or words may be used where the space available is sufficient to ensure a clear
identification. In all other cases, identification markings shall be placed on permanent labels
surrounding each actuator or closely adjacent to it.

Symbols shall be in accordance with IEC 60417.

5.24 Emergency stop

oloured-red-and,-inthe caseof apush-button,-be-of mushroom-shape- Actuator shape
and colour, background colour and direction of unlatching for emergency stop devices with
mechanical latching function shall be in accordance with 4.2 of

IEC 60947-5-5:1997/AMD2:2016.

5.2.5 Operating diagram

5.2.51 General

As rotary switches may have a multiplicity of contact elements and a multiplicity of actuator
positions, it is necessary that the manufacturer indicates the relationship between the
actuator positions and the associated contact element positions.

It is recommended that the relationship be given in the form of an operating diagram,
examples of which are shown in Figure 1 together with explanatory notes.
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5.2.5.2 Position indication and contact position

Subclause 7.1.6.1 of IEC 60947-1:2007/AMD1:2010 applies with the following addition:

The position indication shall be clear, and the associated text or symbols shall be indelible
and easily legible.

5.2.5.3 Terminal markings for operating diagrams

Terminal markings shall be clearly identifiable with respect to the operating diagram. See also
Annex M.

5.2.6 Time delay markings

For time-delay contactor relays, the markings shall include the value of the time delay in the
case of a fixed delay and the range of time delay in the case of an adjustable delay.

In the case of more than one time-delay contact element, the relative delay between the
operation of each contact element and the following one may be indicated for contact
elements that follow the first delay.

If two or more contact elements have adjustable delays, it shall be indicated whether they are
individually adjustable or not.

The manufacturer shall indicate, for each time-delay contact element, the characteristics of
the delay, according to 2.4.1.1 or 2.4.1.2.

5.3 Instructions for installation, operation and maintenance

Subclause 5.3 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies.

5.4 Additional information

Additional information necessary for certain types of control circuit devices shall appear
according to the relevant rules of the appropriate Annexes J and K.

Such additional information shall be supplied by the manufacturer and may be in the form of a
wiring diagram or in the instruction sheet supplied with the control circuit device.

6 Normal service, mounting and transport conditions
Clause 6 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies with the following additions:

6.1.3.2 Pollution degree

Unless otherwise stated by the manufacturer, a control circuit device is intended for instal-
lation under environmental conditions of pollution degree 3. However, other pollution degrees
may apply, depending upon the micro-environment.

6.3.1 Mounting of single hole mounted devices

The single hole mounted push-buttons and indicator lights are located in a circular hole of the
panel, which may have a rectangular recess for a key.

The dimensions are indicated in Table 2:
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Table 2 — Mounting hole diameter and
dimensions of the key recess (if any)

b Mounting hole Key recess (if any)
Size diameter, d Height, h Width, b
_ rmax = 0,8 mm mm mm mm
[
+0,5 +0,5 +0,2
D30 305 330 484
= +0,4 +0,4 +0,2
D22 22,3 0 241 0 3.2 0
' i D16 162502 179502 1702
d +0,2 +0,2 +0,2
- - D12 12,10 13,8O 1,70

6.3.1.1 Location of the key recess (if any)

The standardized position of the key is in the up position (12 o'clock) and associated with the
b dimension in Table 3.

6.3.1.2 Range of panel thickness

The device, with or without the sealing gasket indicated by the manufacturer, shall be capable
of being mounted on any thickness of panel between 1 mm and 6 mm, if necessary by the use
of packing piece(s) supplied for the purpose.

NOTE The sealing gasket is not standardized.
6.3.1.3 Grouping of devices

When a number of devices of the sizes given in 6.3.1 are mounted in rows on a panel, the
distances a between the mounting centres in the same row and b between the centre lines of
the rows shall be not less than those given in Table 3, unless otherwise stated by the
manufacturer.

Table 3 — Preferred minimum distances
between centres of mounting holes

Size a b

mm mm
D30 50 65
D22 30 50
D16 25 25
D12 20 20

Distances a and b may be interchanged.

These values are intended to guide development; however, when it is intended to mount
devices of different manufacture, the user shall establish the compatibility of the devices and
ensure the clearances and creepage distances are maintained when the devices are installed
and connected.

NOTE Depending on design details, connections, labels, etc., some devices—may can be capable of being
mounted at distances less than those given in Table 3 in accordance with the indication of the manufa¢turer of th
Dééiients
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devices. On the other hand, certain types of devices-may can require distances greater than those given in Table |
3.

7 Constructional and performance requirements

71 Constructional requirements
711 General

Subclause 7.1 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies except for 7.1.2, 7.1.3,
7.1.7,7.1.9 and 7.1.13, and with the following additions:

7.1.2 Materials

7.1.21 General materials requirements

Subclause 7.1.2.1 of IEC 60947-1:2007/AMD1:2010 applies with the following addition:

Special attention shall be called to-flame-and humidity resisting qualities, and to the necessity
to protect certain insulating materials against humidity.

YTE_ Reaul . lon.

7.1.2.2 of this standard applies instead of 7.1.2.2 of [|EC 60947-1:2007/
AMD1:2010/AMD2:2014.

7.1.2.2 Glow-wire testing
The suitability of materials used is verified by:

a) making tests on the equipment; or

b) making tests on sections taken from the equipment; or

c) making tests on any parts of identical material having representative thickness; or

d) providing data from the insulating material supplier fulfilling the requirements according to
IEC 60695-2-12.

The suitability shall be determined with respect to resistance to abnormal heat and fire. The
manufacturer shall indicate which methods, amongst a), b), ¢) and d) shall be used.

If an identical material having representative cross-sections has already satisfied the
requirements of any of the tests of 8.2.1 of IEC 60947-1:2007/AMD1:2010, then those tests
need not be repeated.

Tests on equipment shall be made by the glow-wire end-product test of IEC 60695-2-10 and
IEC 60695-2-11.

Tests shall be made according to 8.2.1.1.1 of IEC 60947-1:2007/AMD1:2010 with the
conditions given in Table 6.

NOTE For parts with a mass lower than 2 g and for small parts, as specified in IEC 60695-2-11, no other test is
required.

7.1.2.3 Test based on flammability category

Subclause 7.1.2.3 of IEC 60947-1:2007/AMD1:2010 applies. Documqnts
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7.1.3 Current-carrying parts and their connections

Current-carrying parts shall have the necessary mechanical strength and current-carrying
capacity for their intended use.

For electrical connections, no contact pressure shall be transmitted through insulating
material other than ceramic or other material with characteristics not less suitable, unless
there is sufficient resiliency in the metallic parts to compensate for any possible shrinkage or
yielding of the insulation material.

7.1.4 Clearances and creepage distances

Subclause 7.1.4 of IEC 60947-1:2007/AMD2:2014 applies.

7.1.53 Actuating force (or moment)

The force (or moment) required to operate the actuator shall be compatible with the intended
application, taking into account the size of the actuator, the type of enclosure or panel, the
environment of the installation and the use for which it is intended.

7.1.5.4 Limitation of rotation (of a rotary switch)

When actuators with limited or unidirectional movement are used, they shall be fitted with
robust means of limitation, capable of withstanding five times the actual maximum actuating
moment.

7.1.5.5 Emergency stop

The actuator shall preferably latch in the actuated position with the control contact open. This
latching shall be released by a separate action, e.g. by pulling, rotation, or by means of a key.

NOTE Additional requirements for emergency stop devices with a latching function are given in IEC 60947-5-5.
7.1.7 Conditions for control switches suitable for isolation

A control switch suitable for isolation shall be manually operated with a-pesitive direct opening
operation action (see Annex K) and shall comply with the isolating function in the open
position (see 2.1.19 and 7.1.7 of IEC 60947-1:2007/AMD1:2010/AMD2:2014).

The open position of a control switch suitable for isolation shall be a position in which the
switch can remain when no actuating force is applied.

In order to avoid unintentional reclosing, it shall be possible to prevent the operation of the
control switches suitable for isolation when the contact elements are in the open position.
This may be obtained by padlocking or by a latch which shall only be releasable by a special
tool or key.
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7.1.8 Terminals

The requirements of this subclause shall be verified by the tests of 8.2.4 of this standard.

7.1.14 Class Il control circuit devices

These devices shall not be provided with means for protective earthing (see IEC 61140).
For class Il control circuit devices insulated by encapsulation, see Annex F.

7.1.15 Requirements for control devices with integrally connected cables

See Annex G.

7.2 Performance requirements

Subclauses 7.2.1.1 and 7.2.2 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 apply with the
following additions:

7.21.2 Limits of operation of contactor relays

The limits of operation for contactor relays shall be in accordance with IEC 60947-4-1.

7.2.3 Dielectric properties

Subclause 7.2.3 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies with the following
addition.

For Class Il control circuit devices insulated by encapsulation, see Annex F.

7.2.4  Ability to make and break under normal and abnormal load conditions

7.2.41 Making and breaking capacities
a) Making and breaking capacities under normal conditions

The switching elements shall be capable of making and breaking currents without failure
under the conditions stated in Table 4, for the required utilization categories and the
number of operating cycles indicated, under the conditions specified in 8.3.3.5.3.

NOTE In the United States of America and in Canada it is established that the switching elements are capable of
making and breaking currents without failure under the conditions stated for the electrical ratings based on
utilization categories (e.g. A600) stated in Table A.1 in Annex A. See Federal regulations and product standards.

b) Making and breaking capacities under abnormal conditions

The switching elements shall be capable of making and breaking currents without failure
under the conditions according to 8.3.3.5.4 and stated in Table 5, for the required |
utilization categories and the number of operating cycles specified in Table 5.

7.24.2 Vacant
7.2.4.3 Durability
Subclause 7.2.4.3 of IEC 60947-1:2007/AMD1:2010 applies with the following additions:

a) Mechanical durability

The mechanical durability of a control circuit device is verified, when needed, by a special
test conducted at the discretion of the manufacturer. Instructions for conducting this test

are given in Annex C. Documents
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b) Electrical durability

The electrical durability of a control circuit device is verified, when needed, by a special
test conducted at the discretion of the manufacturer. Instructions for conducting this test
are given in Annex C.

7.2.5 Conditional short-circuit current

The switching element shall withstand the stresses resulting from short-circuit currents under
the conditions specified in 8.3.4.

‘ 7.2.6 Switching-overvoltage Vacant

7.2.7 Additional requirements for control switches suitable for isolation

Control switches suitable for isolation shall be tested according to 8.3.3.4 of
IEC 60947-1:2007/AMD1:2010/AMD2:2014 with a value of test voltage as specified in Table
14 of IEC 60947-1:2007 corresponding to the rated impulse withstand voltage U..,, declared

imp
by the manufacturer.

Other additional requirements applicable to such control switches are under consideration.

7.2.8 Maximum recovery time

For equipment incorporating electronic circuits the maximum recovery time and the measuring
method shall be stated by the manufacturer.

7.3 Electromagnetic compatibility (EMC)

7.3.1 General

Subclause 7.3.1 of IEC 60947-1:2007/AMD1:2010 applies—unless—otherwise—specified-in-this
standard with the following additions:

The control circuit device to be tested shall have all the essential design details of the type
which it represents and shall be in a clean and new condition.

The EMC tests shall be conducted at rated operational voltage U, or if the rated operational
voltage is given as a range, then the test shall be conducted at a voltage which represents the
worst case condition.

Maintenance or replacement of parts during or after a testing cycle is not permitted.

Generally two environments A and B are defined. The products covered by this standard are
intended for use in environment A.

Contactor relays incorporating electronic circuits shall follow the requirements of 8.3.2.2 of
IEC 60947-4-1:2009.

7.3.2 Immunity
7.3.21 Equipment not incorporating electronic circuits

Subclause 7.3.2.1 of IEC 60947-1:2007 applies.

7.3.2.2 Equipment incorporating electronic circuits

Subclause 7.3.2.2 of IEC 60947-1:2007/AMD1:2010 applies.

Tests shall be made according to 8.4. Documents
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7.3.2.3 Acceptance criteria

Table7 gives acceptance criteria.

7.3.2.4 Electrostatic discharges
Requirements are stated in IEC 61000-4-2 and Table 8.

7.3.2.5 Radiated radio-frequency electromagnetic fields

Requirements are stated in IEC 61000-4-3 and Table 8.

If the worst case direction is known, then the test need only be performed in that direction.
Otherwise, the electromagnetic field shall be facing to the device under test in three mutually
perpendicular directions.

7.3.2.6 Electrical fast transients/bursts

Requirements are stated in IEC 61000-4-4 and Table 8.

7.3.2.7 Surges
Requirements are stated in IEC 61000-4-5 and Table 8.

7.3.2.8 Conducted disturbances induced by radio-frequency fields

Requirements are stated in IEC 61000-4-6 and Table 8.

7.3.2.9 Power-frequency magnetic fields

Requirements are stated in IEC 61000-4-8 and Table 8.

7.3.2.10 Voltage dips and interruptions
Requirements are stated in IEC 61000-4-11 and Table 8.

7.3.2.11 Harmonics in the supply
Requirements are stated in IEC 61000-4-13 and Table 8.

7.3.3 Emission
7.3.3.1 Equipment not incorporating electronic circuits

Subclause 7.3.3.1 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies.

7.3.3.2 Equipment incorporating electronic circuits
7.3.3.2.1 Limits for high-frequency emissions

Control circuit devices including electronic circuits can generate continuous electromagnetic
disturbances.

Such emissions shall not exceed the limits given in CISPR 11 for environment A. These tests
are only required when the control and/or auxiliary circuits contain components with
fundamental switching frequencies greater than 9 kHz.
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7.3.3.2.2 Limits for low-frequency emissions

Subclause 7.3.3.2.2 of IEC 60947-1:2007/AMD1:2010 applies.

NOTE These requirements are not applicable for devices that will not be connected to public mains.
7.3.3.2.3 Conditions during measurement

Each measurement shall be performed in defined and reproducible conditions.

Descriptions of the tests, test methods and set-ups are given in CISPR 11. Nevertheless,
some modifications or additional information needed for the practical application of the tests
are given in this standard.

Control circuit devices which are intended to be powered by public mains supply, therefore
within the scope of IEC 61000-3-2 and IEC 61000-3-3, regarding low-frequency emission shall
also comply with the requirements of these standards.

Table 4 — Verification of making and breaking capacities of switching elements
under normal conditions corresponding to the utilization categories®

Table 4a Table-4b
2} 2)
e Make Break . ’
category on-time rate-of operations
[z UsY, Hig U/sY,
Rate
AC cos— cos—¢ Cycles Order” | Number :
{at 50 Hz per minute
or-60-Hz)
AC-12 1 1 0.9 1 1 0.9 2 + |80 6
AC-13 2 1 0,85 1 1 0,85 23} 2 —10 Rapidly®)
AC-14 6 1 03 1 1 03 23} 3 —990 80
AC-15 10 1 03 4 1 03 23} 4 5000 6
T T Fime
peC 0,95 0,95
ms ms ms
DC-12 £l £l 1 1 £l 1 25
DC-13 1 1 |expo| + 1 | 6xP® Tyes
bCc-14 10 1 15 4 1 15 253}
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lit;l;:;g:yn Make? Break® N(I)I:_Itrrr:;n Sequence;n::;\:)iz]:nd rate of
m, | v, 1, | v, P
AC cos ¢ cos ¢ Cycles Order No.% ©
(at 50 Hz
or 60 Hz) 1 2 3 4
AC-12 1 1 0,9 1 1 0,9 2
AC-13 2 1 0,65 1 1 0,65 2b
50 10 990 5000
AC-14 6 1 0,3 1 1 0,3 2b
AC-15 10 1 0,3 1 1 0,3 2b
DC To.05 To.05 Time
ms ms ms
DC-12 1 1 1 1 1 1 25
DC-13 1 1 6xP ¢ 1 1 6 x Pc To o5 50 10 990 5000
DC-14 10 1 15 1 1 15 25b
Ig Rated operational current i Current to be made or broken
Ug Rated operational voltage U Voltage before make
P = U, x I, Steady-state power consumption, in W Ty.95 Time to reach 95 % of the steady-state current

NOTE For the objective of the test see 8.3.3.5.3.

a

b

c

For tolerances on test quantities, see 8.3.2.2.

Both on-time values (for / and for I, .., ) shall be at least equal to 2 cycles (or 25 ms for DC-14).

make

The value "6 x P" results from an empirical relationship which is found to represent most d.c. magnetic loads
to an upper limit of P = 50 W, i.e. 6 x P = 300 ms. Loads having power consumption greater than 50 W are
assumed to consist of smaller loads in parallel.

Therefore, 300 ms is to be an upper value, irrespective of the power.

For semiconductor switching devices the maximum time constant shall be 60 ms, i.e. T,

095 = 180 ms (3 x time
constant).
For all utilization categories the test sequence shall be in the order given.

The rate for the test shall be:

For Order No.1: 6 operating cycles per minute, which shall be made with the test voltage raised to
U x 1,1, the test current /; having been first set with the voltage at U,.

For Order No.2: as rapidly as possible whilst ensuring complete closing and opening of contacts.
For Order No.3: 60 operating cycles per minute.

For Order No.4: 6 operating cycles per minute.
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Documents

Document Sharing Hub


http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv
http://avadocuments2026.com/doc/iec-60947-5-1-2016-rlv

-42 - IEC 60947-5-1:2016 RLV © IEC 2016

Table 5 — Verification of making and breaking capacities of switching elements
under abnormal conditions corresponding to the utilization categories®

Utilization Makea Break?2 Minimum Making and
category on-time breaking operation
1/1g U/Ug 1/1g U/Ug Number | Rate per
minute
AC cos ¢ cos ¢ Cycles
(at 50 Hz
or 60 Hz)
AC-12 - - - - - - - - -
AC-13 b 10 1,1 0,65 1.1 1,1 0,65 2¢ 10 6
AC-14 6 1,1 0,7 6 1,1 0,7 2 10 6
AC-15 10 1,1 0,3 10 1,1 0,3 2 10 6
DC To.95 To.95 Time
ms ms ms
DC-12 - - - - - - - - -
DC-13¢d + - - [P - +H - |6 PS - Fogs — 40 - 6 —
DC-14 10 1,1 15 10 1.1 15 25¢ 10 6

I Rated operational current
U, Rated operational voltage
P = U, x I, Steady-state power consumption, in W

| Current to be made or broken
U Voltage before make
To,gs Time to reach 95 % of the steady-state current

NOTE The abnormal condition is to simulate a blocked open electromagnet. See 8.3.3.5.4.

a  For tolerances on test quantities, see 8.3.2.2.

used to verify the abnormal conditions.

¢ Both on-time values (for /__, . and for [ . .

b For semiconductor switching devices an overload protective device specified by the manufacturer should be

) shall be at least equal to 2 cycles (or 25 ms for DC-14).

The test for DC-13 under abnormal conditions is covered by the test under normal conditions.

Table 6 — Test conditions for glow-wire test

Part under test

Test condition

Part with a mass lower than 2 g (see 3.14 of
IEC 60695-2-11:2014)

Test is not required @

Part which is a small part according to 3.15 of
IEC 60695-2-11:2014

Test is not required 2

Part which retains current-carrying parts in position

Glow-wire test at a temperature of 750 °C

All other parts

Glow-wire test at a temperature of 650 °C °

a8 Alternative tests do not have to be conducted.

b

acceptable.

Glow wire temperature can be reduced to 550 °C if it can be demonstrated that the residual risk of fire is
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Table 7 — Acceptance criteria

Item

Acceptance criteria

(performance criteria during tests)

A

B

Cc

Overall performance

No noticeable changes of
the operating
characteristic.

Operating as intended 2

Temporary degradation or
loss of performance
which is

self-recoverable °

Temporary degradation or
loss of performance
which requires operator
intervention or system
reset.

Operation of displays and
signalling components

No changes to visible
display information.

Only slight light or sound
intensity fluctuation of the
optical or audible signal
source, or slight
movement of characters
or slight change of
frequency of the audible
signal source.

Temporary visible
changes or loss of
information.

Undesired optical or
audible signal.

Shut down, permanent
loss of display or wrong
information.

Unpermitted operating
mode.

Not self-recoverable.

Information processing
and sensing functions

Undisturbed
communication and data
interchange to external
devices remains within
the specification.

Temporarily disturbed
communication, which is
detected and is self-
recoverable.

Erroneous processing of
information.

Undetected loss of data
and/or information.

Errors in communication.

Not self-recoverable.

frequencies may cause malfunction.

power-on at the power supply terminals (maximum recovery time, see 7.2.8).

The manufacturer shall state in his literature the operating frequency and bandwidth where conducted radio

The recovery time shall not exceed the maximum time which can be measured when the device is started by
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Table 8 — Immunity tests
Type of test Basic standard Test level required Acceptance
criteria
Electrostatic discharge IEC 61000-4-2 8 kV / air discharge Bk
immunity test or 4 kV / contact discharge
Radiated radio-frequency IEC 61000-4-3 10 V/m A
electromagnetic field
immunity test
80 MHz to 1 GHz
Radiated radio-frequency IEC 61000-4-3 3 V/im A
electromagnetic field
immunity test
1,4 GHz to 2 GHz
Radiated radio-frequency IEC 61000-4-3 1V/m A
electromagnetic field
immunity test
2 GHz to 2,7 GHz
Electrical fast transient/burst | IEC 61000-4-4 2 kV / 5 kHz on power ports @ Bk
immunity test (with ) b
capacitive coupling clamp) 1 kV / 5 kHz on signal ports
Surge immunity test IEC 61000-4-5 2 kV (line to earth) B
(1,2/50 ys - 8/20 ps) © ) )
1 kV (line to line)
Conducted disturbances IEC 61000-4-6 10V A
induced by radiofrequency
fields immunity test
(150 kHz to 80 MHz)
Power frequency magnetic IEC 61000-4-8 30 A/m A
field immunity test 9
Voltage dips immunity test " | IEC 61000-4-11 Class 2 & f Class 3 & f B k!
0 % during 0 % during
0,5 cycle 0,5 cycle
Class 2 & f Class 3¢ f B
0 % during 0 % during
1 cycle 1 cycle
Class 2 & 9 Class 3¢9 c
70 % during 40 % during
25/30 cycles 10/12 cycles
70 % during
25/30 cycles
80 % during
250/300 cycles
Voltage interruptions IEC 61000-4-11 Class 2 & f 9 Class 3¢ f 9 C
[ ity test "
fmmunity tes 0 % during 0 % during
250/300 250/300 cycles
cycles
Immunity to harmonics in the | IEC 61000-4-13 No requirements |
supply
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Power port: the point at which a conductor or cable carrying the primary electrical power needed for the
operation of the electronic circuit or the switching element or associated equipment is connected.

Signal port: the point at which a conductor or cable carrying information for transferring data or signals is
connected to the electronic circuit or the switching element.

¢ Not applicable for extra-low voltage a.c. ports (< 30 V) and extra-low voltage d.c. input/output ports (< 60 V),
when the secondary circuits (isolated from the a.c. mains) are not subject to transient overvoltages.

Applicable only to equipment containing devices susceptible to power frequency magnetic fields.

Class 2 applies to points of common coupling and in-plant points of common coupling in the industrial
environment in general.

Class 3 applies to in-plant couplings in industrial environment only. This class should be considered when a
major part of the load is fed through converters; welding machines are present; large motors are frequently
started or loads vary rapidly.

The manufacturer shall state the applicable class.

The given percentage means percentage of the rated operational voltage, e.g. 0 % means 0 V.
9  The value before the solidus (/) is for 50 Hz and the value behind is for 60 Hz tests.
Applicable for a.c. equipment only.

Requirements are under study for the future.

For keeping the functionality at the system level (e.g. automation or process) the state of the switching
element shall not change for more than 1 ms for d.c. devices or one half-cycle of supply frequency for a.c.
devices.

For devices with power consumption of more than 750 mW, the recovery time of the switching element may
be longer than one half-cycle but shall be less than the maximum recovery time.

8 Tests

8.1 Kinds of test
8.1.1 General

Subclause 8.1.1 of IEC 60947-1:2007 applies.

8.1.2 Type tests

Type tests are intended to verify compliance of the designs of the control circuit devices with
this standard.

They comprise the verification of:

a) temperature-rise (8.3.3.3);

b) dielectric properties (8.3.3.4);

¢) making and breaking capacities of switching elements under normal conditions (8.3.3.5.3);
d) making and breaking capacities of switching elements under abnormal conditions

(8.3.3.5.4);
e) performance under conditional short-circuit current (8.3.4);
f) constructional requirements (8.2);
g) degree of protection of enclosed control circuit devices (8.3.1).
h) EMC tests, where applicable (see 8.4).

8.1.3 Routine tests

Routine tests are the responsibility of the manufacturer and are usually limited to a
mechanical inspection and a verification of the mechanical operation.
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In certain cases specified in-Annexes—J-and-K Annex F, the inspection is supplemented by a
dielectric test.

When performed, the dielectric test is carried out according to 8.3.3.4 with the following
amendments: the required minimum duration of voltage application is reduced to about 1 s
and the metal foil and external terminal connections are unnecessary.

Additional routine tests for the control switch or the control circuit device may be specified as
appropriate. A sampling plan may be accepted.

8.1.4 Sampling tests

Sampling tests shall be performed on time delay devices to verify the time delay or range of
time delay as stated by the manufacturer.

NOTE Sampling tests for clearance verification, according to 8.3.3.4.3 of IEC 60947-1:2007 are under considera-
tion.

8.1.5 Special tests

These tests are subject to agreement between manufacturer and user.

They comprise the verification of the durability (see Annex C). In cases where it is necessary
to obtain data needed for functional safety applications, tests shall be made according to
Annex N.

The mechanical and electrical durability tests shall be performed with the actuator operated
by a machine that complies with the requirements of 8.3.2.1.

In cases where it is necessary to verify environmental conditions of damp heat, salt mist,
vibration and shock, the tests shall be conducted according to Annex Q of IEC 60947-
1:2007/AMD1:2010/AMD2:2014.

The conditioning procedures and the tests shall be conducted in the open position or in the
unpowered state where power supply terminals are provided. After the test the device shall
comply with the requirements given in 7.2.1.2 or 7.1.5.3.

When auxiliary devices are assembled to a main device their performance shall be tested in
conjunction with the main device.

8.2 Compliance with constructional requirements

8.2.1 Materials
8.2.1.1 Test of resistance to abnormal heat and fire
8.21.11 Glow-wire test (on equipment)

Subclause 8.2.1.1.1 of IEC 60947-1:2007 applies with the following addition:
The conditions specified in 7.1.2.2 of this document and Table 6 applies.

8.2.1.1.2 Flammability, hot wire ignition and arc ignition tests (on materials)

Subclause 8.2.1.1.2 of IEC 60947-1:2007 applies.
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8.2.2 Equipment
Subclause 8.2.2 of IEC 60947-1:2007 applies.

8.2.3 Enclosures for equipment

Subclause 8.2.3 of IEC 60947-1:2007 applies.

8.24 Mechanical and electrical properties of terminals
8.2.4.1 General conditions for tests

Subclause 8.2.4.1 of IEC 60947-1:2007/AMD2:2014 applies.

8.24.2 Tests of mechanical strength of terminals

Subclause 8.2.4.2 of IEC 60947-1:2007/ AMD1:2010 applies.

8.24.3 Testing for damage to and accidental loosening of conductors (flexion test)

Subclause 8.2.4.3 of IEC 60947-1:2007/AMD1:2010 applies.

8.2.4.4 Pull-out test
Subclause 8.2.4.4 of IEC 60947-1:2007/AMD1:2010 applies.

8.2.4.5 Test for insertability of unprepared round copper conductors having the
maximum cross-section

Subclause 8.2.4.5 of IEC 60947-1:2007/AMD1:2010 applies.

8.2.4.7 Electrical performance of screwless-type clamping units

If terminals are used which are qualified according to IEC 60999-1 and the operating
conditions of the terminals in the device are according to the operating conditions specified by
the manufacturer of the terminals, then the test does not need to be performed.

NOTE 1 See Figure D.8 of IEC 60947-1:2007/AMD1:2010 for an explanation of the parts of a connecting device.

Subclause 8.2.4.7 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies with the following
changes:
— The test shall be done on the connecting device equipped with the clamping units;
— The number of specimens shall be at least 8;
— The test shall be done as a single 8 test:
e Eight clamping units shall be tested to the declared voltage drop;

e If the number of failed clamping units does not exceed two, the test is considered
passed.

NOTE 2 See C.1.2.2 for a description of the single 8 test.

The insertion and disconnection of the conductors shall be made in accordance with the
manufacturer’s instructions.

A suitable test arrangement is shown in Figure 10. If the measurement points cannot be
positioned within 10 mm of the point of contact, the voltage difference between the ideal and
the actual measuring points shall be deducted from the voltage drop measured. This voltage
difference within the part of the conductor shall be determined with a suitable measurement
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method on one specimen at a stabilised temperature. The measurement methods and the
results shall be documented in the test report.

The test current applied shall be according to Table 9.
The voltage drop shall not exceed 15 mV.

The device sample may be provided with holes or equivalent arrangements which provide
measurement access points for the voltage drop on the terminal.

NOTE 3 Usually it is possible to equip products covered by this standard with many different types of wires
(stranded, solid, flexible...) which results in a sufficient number of tests for the same terminal.

8.2.4.8 Ageing test for screwless-type clamping units
If terminals are used which are qualified according to IEC 60999-1 and the operating

conditions of the terminals in the device are according to the operating conditions specified by
the manufacturer of the terminals, then the test does not need to be performed.

Subclause 8.2.4.8 of IEC 60947-1:2007/AMD1:2010/AMD2:2014 applies with the following
changes:

The test shall be done on the connecting device equipped with the clamping units.
The test current shall be according to Table 9.
The maximum temperature for the temperature cycles shall be 40°C.

The maximum voltage drop shall not exceed the smaller one of the following two values:

- 22,5mV, or;
— 1,5 times the value measured after the 24th cycle.

The device sample may be provided with holes or equivalent arrangements which provide
measurement access points for the voltage drop on the terminal.

8.2.5 Verification of actuating force (or moment)

When required in 7.1.5.3, the minimum actuating force or moment shall be tested during
sequence V of 8.3.1. The performance shall be as stated in 7.1.5.3.

8.2.6  Verification of limitation of rotation (of a rotary switch)

When this test is required in 7.1.5.4, it shall be tested during sequence VI of 8.3.1. The test
sample shall be mounted according to the manufacturer's instructions.

The operation moment shall be measured five times and the maximum value recorded. The
maximum moment value, multiplied by five, shall be applied to the actuator by forcing it
against the means of limitation. The moment shall be applied for 10 s.

The test is passed if the means of limitation has not moved, become loose or prevented the
actuator's normal operation.

8.2.7 Conduit pull-out test, torque test and bending test with metallic conduits

Subclause 8.2.7 of IEC 60947-1:2007 applies.
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