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CORRIGENDUM 1

Page 42 Page 43
Correction en anglais seulement. Figure 3, title
Instead of:

Page 44 3
Correction en anglais[seulen igure 4, title
Instead of:

Q Figure 4 — Arrangement for compound
arrangement of short-circuit protection
read:

Figure 4 — Test arrangement for
coumpound arrangement of short-

circuit protection

Page 46 Page 47

Correction en anglais seulement. Table 2 — Dummy fuse-link
Footnote @
Instead of:
a

If other values are required, the values from the
basic series R10 to ISO 3 should be selected.

read:

@ |f other values are required, the values from the

basic series R10 of ISO 3 should be selected.
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8.5.3 Endurance

Au quatrieme alinéa, au lieu de:

EXEMPLE 1 Pour une protection contre les courts-
circuits et les surcharges Py déclarée 2,5W,
élément de remplacement 5 mm x 20 mm: utiliser
6,3 A avec une puissance de dissipation de 2,5 W.

EXEMPLE 2 Pour une protection exclusive contre
les courts-circuits Pyx déclarée 2,5 W, élément de
remplacement 5 mm x 20 mm: utiliser 6,3 A avec
une puissance de dissipation de 1 W.

lire:

EXEMPLE 1 Pour une protection contre les courts-
circuits et les surcharges Py déclarée 2,5W,
élément de remplacement 5 mm x 20 mm: utiliser un
élément de remplacement conventionnel d’essai de
6,3 A et une puissance de dissipation de 2,5 W.

EXEMPLE 2 Pour une protection exclusive contre
les courts-circuits Py déclarée 2,5 W, élément de
remplacement 5 mm x 20 mm: utiliser un élément
de remplacement conventionnel d’essai de 6,3 A et
une puissance de dissipation de 1 W.
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Figure 5, titre
Au lieu de:
Figure 5 — Disposition d

lire:

Figure 5 — Dis io
’essai au brile i

Remplacer
ce qui suit:

e A.1 et son titre par
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Figure A.1 — Profil des gabarits
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8.5.3 Durability

In the fourth paragraph, instead of:

EXAMPLE 1 For an overload and short-circuit pro-
tection Py declared 2,5 W, 5 mm x 20 mm fuse-link:
use 6,3 A with a power dissipation of 2,5 W.

EXAMPLE 2 For an exclusively short-circuit protec-
tion PVK declared 2,5W, 5 mm x 20 mm fuse-link:
use 6,3 A with a power dissipation of 1 W.

read:

EXAMPLE 1 For an oveptoad and_shox-circuit pro-

p-circuit pro-
mm fuse-link:
3 A and a power

gare 5 — Test arrangement
ead:

Figure 5 — Test arrangement for
the needle flame test
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Annex A — Gauges

Replace Figure A.1 and its title by the

following:
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Figure A.1 — Outline of the gauges
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