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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
NUCLEAR FACILITIES – INSTRUMENTATION SYSTEMS  

IMPORTANT TO SAFETY – RADIATION MONITORING FOR  
ACCIDENT AND POST-ACCIDENT CONDITIONS –  

 
Part 1: General requirements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC 60951-1 has been prepared by subcommittee 45A: Instrumentation, control and electrical 
power systems of nuclear facilities, of IEC technical committee 45: Nuclear instrumentation. 
It is an International Standard. 

This third edition cancels and replaces the second edition published in 2009. This edition 
constitutes a technical revision. 

The main technical changes with regard to the previous edition are as follows.  

• Title modified. 

• To be consistent with the categorization of the accident condition. 

• To update the references to new standards published since the second edition. 

• To update the terms and definitions. 
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The text of this standard is based on the following documents: 

Draft Report on voting 

45A/1440/FDIS 45A/1449/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

A list of all parts of IEC 60951 series, under the general title Nuclear facilities – Instrumentation 
systems important to safety – Radiation monitoring for accident and post-accident conditions, 
can be found on the IEC website. 

Future documents in this series will carry the new general title as cited above. Titles of existing 
documents in this series will be updated at the time of the next edition. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
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INTRODUCTION 

a) Technical background, main issues and organisation of the standard 

This IEC standard specifically focuses on radiation monitoring systems (RMSs) used for 
accident operations. 

According to the lessons learned from the Fukushima-Daiichi accident, it re-acknowledges a 
need to provide operators with reliable radiation monitoring data to allow them to understand 
the plant state during and after the accident conditions. To support the design of such 
instrumentation, it is necessary to provide general guidance on the design principles and 
performance criteria for radiation monitoring instrumentation applied during and after the 
accident conditions. In addition, the scope of IEC 63147 which provides criteria for accident 
monitoring instrumentation for nuclear power generating stations has evolved to include severe 
accident (SA) to accident conditions.  

Thus, to address the specific lessons learned from the Fukushima-Daiichi accident, this 
standard categorizes accident condition into design basis accidents (DBA) and design 
extension conditions (DEC), including severe accident (SA). 

This standard is intended for use by purchasers in developing specifications for their plant-
specific radiation monitoring systems and by manufacturers to identify needed equipment 
characteristics when developing systems for accident monitoring conditions. Some specific 
instrument characteristics such as measurement range, energy response, and environmental 
withstanding conditions will depend on the specific application. In such cases, guidance is 
provided on determining the specific requirements, but specific requirements themselves are 
not stated.  

This standard is one in a series of standards applicable to equipment for continuous monitoring 
of radiation level important to safety intended for use during design basis accidents (DBA) and 
design extension conditions (DEC) including severe accident (SA), and post-accident 
conditions. The full series is comprised of the following standards. 

– IEC 60951-1 – General requirements 
– IEC 60951-2 – Equipment for continuous off-line monitoring of radioactivity in gaseous 

effluents and ventilation air 
– IEC 60951-3 – Equipment for continuous high range area gamma monitoring 
– IEC 60951-4 – Equipment for continuous in-line or on-line monitoring of radioactivity in 

process streams. 

b) Situation of the current standard in the structure of the IEC SC 45A standard series 

The IEC 60951 series of standards are at the third level in the hierarchy of SC 45A standards. 
They provide guidance on specification, design and testing of radiation monitoring equipment 
used for accident and post-accident conditions.  

Other standards developed by SC 45A and SC 45B provide guidance on instruments used for 
monitoring radiation as part of normal operations. The IEC 60761 series provides requirements 
for equipment for continuous off-line monitoring of radioactivity in gaseous effluents in normal 
conditions. IEC 60861 provides requirements for equipment for continuous off-line monitoring 
of radioactivity in liquid effluents in normal conditions. IEC 60768 provides requirements for 
equipment for continuous in-line and on-line monitoring of radioactivity in process streams in 
normal and incident conditions. Finally, ISO 2889 gives guidance on gas and particulate 
sampling. In addition, IEC 62705 provides guidance on the application of existing 
IEC/ISO standards covering design and qualification of RMS. An overview of the standards 
covering the radiation monitoring in nuclear facilities is given in Table 1. 
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IEC 63147/IEEE Std 497™ provides general guidance for accident monitoring instrumentation. 
IEEE Std 497™ was directly adopted as a joint logo standard and a technical report, IEC TR 
63123, was prepared to discuss the application of the joint standard within the IEC context.  

The structure of this standard is adapted from the structure of IEC 63147/IEEE Std 497™, and 
the technical requirements of this standard are consistent with the requirements given in 
IEC 63147/IEEE Std 497™ together with the application guidance given in IEC TR 63123. 

Table 1 – Overview of the standards covering the domain 
of radiation monitoring in nuclear facilities 

Developer ISO 
IEC 

SC45A SC45B 

Scope 
Sampling 
(Normal 

operation) 

Calibration 
(Normal 

operation) 

Normal 
operation, 

AOO 
DBA DEC Normal 

operation 

Radioactive noble 
gas off-line 
monitoring 

ISO 2889 ISO 4037-1, 
ISO 4037-3 N/A IEC 60951-1, 

IEC 60951-2 N/A 

IEC 62302, 
IEC 60761-

1, 
IEC 60761-3 

Radioactive aerosol 
off-line monitoring ISO 2889 ISO 4037-1,  

ISO 4037-3 N/A IEC 60951-1, 
IEC 60951-2 N/A 

IEC 60761-
1,  

IEC 60761-2 

Radioactive iodine 
off-line monitoring ISO 2889 ISO 4037-1,  

ISO 4037-3 N/A IEC 60951-1, 
IEC 60951-2 N/A 

IEC 60761-
1,  

IEC 60761-4 

Liquid  off-line 
monitoring N/A N/A N/A N/A N/A IEC 60861 

Tritium off-line 
monitoring N/A N/A N/A N/A N/A 

IEC 62303,  
IEC 60761-

1,  
IEC 60761-5 

On-line or in-line 
monitoring N/A ISO 4037-1,  

ISO 4037-3 IEC 60768 IEC 60951-1, 
IEC 60951-4 N/A N/A 

Area monitoring N/A ISO 4037-1,  
ISO 4037-3 IEC 61031 IEC 60951-1, IEC 60951-3 IEC 60532 

Centralized system N/A N/A IEC 61504, IEC 60960 N/A IEC 61559-1 

Classification/basic 
requirements N/A N/A 

IEC 61513, IEC 60880,     
IEC 60987, IEC 61226,     
IEC 62138, IEC 62566,     

IEC 62566-2, IEC 62645,  
IEC 61250 

N/A N/A 

Qualification N/A N/A 
IEC/IEEE 60780-323,       
IEC/IEEE 60980-344,       

IEC 62003 
N/A IEC 62706 

 

For more details on the structure of the IEC SC 45A standard series, see the item d) of this 
introduction. 

c) Recommendations and limitations regarding the application of this standard 

It is important to note that this standard establishes no additional functional requirements for 
systems important to safety. 
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d) Description of the structure of the IEC SC 45A standard series and relationships with 
other IEC documents and other bodies documents (IAEA, ISO) 

The IEC SC 45A standard series comprises a hierarchy of four levels. The top-level documents 
of the IEC SC 45A standard series are IEC 61513 and IEC 63046.  

IEC 61513 provides general requirements for instrumentation and control (I&C) systems and 
equipment that are used to perform functions important to safety in nuclear power plants 
(NPPs). IEC 63046 provides general requirements for electrical power systems of NPPs; it 
covers power supply systems including the supply systems of the I&C systems.  

IEC 61513 and IEC 63046 are to be considered in conjunction and at the same level. IEC 61513 
and IEC 63046 structure the IEC SC 45A standard series and shape a complete framework 
establishing general requirements for instrumentation, control and electrical power systems for 
nuclear power plants.  

IEC 61513 and IEC 63046 refer directly to other IEC SC 45A standards for general 
requirements for specific topics, such as categorization of functions and classification of 
systems, qualification, separation, defence against common cause failure, control room design, 
electromagnetic compatibility, human factors engineering, cybersecurity, software and 
hardware aspects for programmable digital systems, coordination of safety and security 
requirements and management of ageing. The standards referenced directly at this second level 
should be considered together with IEC 61513 and IEC 63046 as a consistent document set.  

At a third level, IEC SC 45A standards not directly referenced by IEC 61513 or by IEC 63046 
are standards related to specific requirements for specific equipment, technical methods, or 
activities. Usually these documents, which make reference to second-level documents for 
general requirements, can be used on their own. 

A fourth level extending the IEC SC 45 standard series, corresponds to the Technical Reports 
which are not normative.  

The IEC SC 45A standards series consistently implements and details the safety and security 
principles and basic aspects provided in the relevant IAEA safety standards and in the relevant 
documents of the IAEA nuclear security series (NSS). In particular this includes the IAEA 
requirements SSR-2/1 , establishing safety requirements related to the design of nuclear power 
plants (NPPs), the IAEA safety guide SSG-30 dealing with the safety classification of structures, 
systems and components in NPPs, the IAEA safety guide SSG-39 dealing with the design of 
instrumentation and control systems for NPPs, the IAEA safety guide SSG-34 dealing with the 
design of electrical power systems for NPPs, the IAEA safety guide SSG-51 dealing with human 
factors engineering in the design of NPPs and the implementing guide NSS17 for computer 
security at nuclear facilities. The safety and security terminology and definitions used by the 
SC 45A standards are consistent with those used by the IAEA.  

IEC 61513 and IEC 63046 have adopted a presentation format similar to the basic safety 
publication IEC 61508 with an overall life-cycle framework and a system life-cycle framework. 
Regarding nuclear safety, IEC 61513 and IEC 63046 provide the interpretation of the general 
requirements of IEC 61508-1, IEC 61508-2 and IEC 61508-4, for the nuclear application sector. 
In this framework, IEC 60880, IEC 62138 and IEC 62566 correspond to IEC 61508-3 for the 
nuclear application sector.  

IEC 61513 and IEC 63046 refer to ISO 9001 as well as to IAEA GSR part 2 and IAEA GS-G-3.1 
and IAEA GS-G-3.5 for topics related to quality assurance (QA).  
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At level 2, regarding nuclear security, IEC 62645 is the entry document for the IEC/SC 45A 
security standards. It builds upon the valid high level principles and main concepts of the 
generic security standards, in particular ISO/IEC 27001 and ISO/IEC 27002; it adapts them and 
completes them to fit the nuclear context and coordinates with the IEC 62443 series. At level 
2, IEC 60964 is the entry document for the IEC/SC 45A control rooms standards, IEC 63351 is 
the entry document for the human factors engineering standards and IEC 62342 is the entry 
document for the ageing management standards. 

NOTE 1 It is assumed that for the design of I&C systems in NPPs that implement conventional safety functions (e.g. 
to address worker safety, asset protection, chemical hazards, process energy hazards) international or national 
standards would be applied. 

NOTE 2 IEC TR 64000 provides a more comprehensive description of the overall structure of the IEC SC 45A 
standards series and of its relationship with other standards bodies and standards. 
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NUCLEAR FACILITIES – INSTRUMENTATION SYSTEMS  
IMPORTANT TO SAFETY – RADIATION MONITORING FOR  

ACCIDENT AND POST-ACCIDENT CONDITIONS –  
 

Part 1: General requirements 
 
 
 

1 Scope 

This part of IEC 60951 provides general guidance on the design principles and performance 
criteria for equipment to measure radiation and fluid (gaseous effluents or liquids) radioactivity 
levels at nuclear facilities during and after design basis accidents (DBA) and design extension 
conditions (DEC), including severe accident (SA). This document is limited to equipment for 
continuous monitoring of radioactivity in design basis accidents (DBA), design extension 
conditions (DEC), including severe accident (SA) and post-accident conditions. 

The purpose of this document is to lay down general requirements and give examples of 
acceptable methods for equipment for continuous monitoring of radioactivity within the facility 
during and after design basis accidents (DBA), design extension conditions (DEC), including 
severe accident (SA) in nuclear facilities. 

It specifies, for the equipment described above, the general characteristics, general test 
procedures, radiation, electrical, safety and environmental characteristics and the identification 
and certification of the equipment. If this equipment is part of a centralized system for 
continuous radiation monitoring in a nuclear facility, there may be additional requirements from 
other standards related to this system. 

Sample extraction and laboratory analysis, which are essential to a complete programme of 
effluent monitoring, are not within the scope of this document. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60038:2009, IEC standard voltages 

IEC 60068-2-1:2007, Environmental testing – Part 2-1: Tests – Test A: Cold 

IEC 60068-2-2:2007, Environmental testing – Part 2-2: Tests – Test B: Dry heat 

IEC 60068-2-6:2007, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (sinusoidal) 

IEC 60068-2-14:2009, Environmental testing – Part 2-14: Tests – Test N: Change of 
temperature 

IEC 60068-2-30:2005, Environmental testing – Part 2-30: Tests – Test Db: Damp heat, cyclic 
(12 h + 12 h cycle) 

IEC 60068-2-78:2012, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady 
state 
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IEC 60529, Degrees of protections provided by enclosures (IP code) 

IEC/IEEE 60780-323:2016, Nuclear facilities – Electrical equipment important to safety – 
Qualification 

IEC 60880, Nuclear power plants – Instrumentation and control systems important to safety – 
Software aspects for computer-based systems performing category A functions 

IEC/IEEE 60980-344, Nuclear facilities – Equipment important to safety – Seismic qualification 

IEC 60987, Nuclear power plants – Instrumentation and control important to safety – Hardware 
requirements 

IEC 61000-4-2:2008, Electromagnetic compatibility (EMC) – Part 4-2: Testing and 
measurement techniques – Electrostatic discharge immunity test 

IEC 61000-4-3:2020, Electromagnetic compatibility (EMC) – Part 4-3: Testing and 
measurement techniques – Radiated, radio-frequency, electromagnetic field immunity test 

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) – Part 4-4: Testing and 
measurement techniques – Electrical fast transient/burst immunity test 

IEC 61000-4-5:2014, Electromagnetic compatibility (EMC) – Part 4-5: Testing and 
measurement techniques – Surge immunity test 

IEC 61000-4-6:2013, Electromagnetic compatibility (EMC) – Part 4-6: Testing and 
measurement techniques – Immunity to conducted disturbances, induced by radio-frequency 
fields  

IEC 61000-4-8:2009, Electromagnetic compatibility (EMC) – Part 4-8: Testing and 
measurement techniques – Power frequency magnetic field immunity test 

IEC 61000-4-12:2017, Electromagnetic compatibility (EMC) – Part 4-12: Testing and 
measurement techniques – Ring wave immunity test 

IEC 61000-4-18:2019, Electromagnetic compatibility (EMC) – Part 4-18: Testing and 
measurement techniques – Damped oscillatory wave immunity test 

IEC 61000-6-4:2018, Electromagnetic compatibility (EMC) – Part 6-4: Generic standards – 
Emission standard for industrial environments 

IEC 61069-1:2016, Industrial-process measurement, control and automation – Evaluation of 
system properties for the purpose of system assessment – Part 1: Terminology and basic 
concepts 

IEC 61226, Nuclear power plants – Instrumentation, control and electrical power systems 
important to safety – Categorization of functions and classification of systems 

IEC 61504:2017, Nuclear facilities – Instrumentation and control systems important to safety – 
Centralized systems for continuous monitoring of radiation and/or levels of radioactivity 

IEC 61513:2011, Nuclear power plants – Instrumentation and control important to safety – 
General requirements for systems 

IEC 62138, Nuclear power plants – Instrumentation and control systems important to safety – 
Software aspects for computer-based systems performing category B or C functions 

Full document details: IEC 60951-1-2022

http://www.avadocuments.com/doc/iec-60951-1-2022
http://www.avadocuments.com/doc/iec-60951-1-2022


 – 12 – IEC 60951-1:2022  IEC 2022 

IEC 62262:2002, Degrees of protection provided by enclosures for electrical equipment against 
external mechanical impacts (IK code) 

IEC 62566:2012, Nuclear power plants – Instrumentation and control important to safety – 
Development of HDL-programmed integrated circuits for systems performing category A 
functions 

IEC 62566-2:2020, Nuclear power plants – Instrumentation and control important to safety – 
Development of HDL-programmed integrated circuits – Part 2: HDL-programmed integrated 
circuits for systems performing category B or C functions 

IEC 62705, Nuclear facilities – Instrumentation and control important to safety – Radiation 
monitoring systems (RMS): Characteristics and lifecycle 

ISO 2889:2015, Sampling airborne radioactive materials from the stacks and ducts of nuclear 
facilities 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at https://www.electropedia.org/ 

• ISO Online browsing platform: available at https://www.iso.org/obp 

3.1  
absolute error of measurement 
difference between the measured value and the conventional quantity value of the measurand 

3.2  
acceptance test 
contractual test to prove to the customer that the device fulfils certain specifications 

3.3  
aerodynamic equivalent diameter 
diameter of unit-density sphere having the same gravitational settling velocity as the particle of 
concern 

Note 1 to entry: The aerodynamic equivalent diameter concerns particles with a diameter from 0,1 μm to 2 mm.  

[SOURCE: IEC 60050-395:2014, 395-02-34] 
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3.4  
coefficient of variation 
ratio of the standard deviation s to the arithmetic mean x  of a set of n measurements xi given 
by the following formula: 

 

3.5  
collection efficiency 
percentage retained by the filter of the total amount of particles initially in a known volume of 
air passed through the filter  

3.6  
conventional quantity value 
quantity value attributed by agreement to a quantity for a given purpose  

Note 1 to entry: The term “conventional true quantity value” is sometimes used for this concept, but its use is 
discouraged. 

Note 2 to entry: Sometimes a conventional quantity value is an estimate of a true quantity value. 

Note 3 to entry: A conventional quantity value is generally accepted as being associated with a suitably small 
measurement uncertainty, which might be zero. 

3.7  
effective range of measurement 
absolute value of the difference between the two limits of a nominal range 

Note 1 to entry: In the nominal range the performance of a piece of equipment or an assembly meets the 
requirements of its specifications. 

3.8  
electron beam 
electron flux emitted from one source and moving along the exactly determined tracks with very 
great velocities  

Note 1 to entry: Such beam routed to a detector causes extremely high dose rates. 

[SOURCE: IEC 60050-841:2004, 841-30-01] 

3.9  
experimental standard deviation 
for a series of n measurements of the same measurand, the quantity s characterizes the 
dispersion of the results and is given by the formula: 
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xi being the result of the ith measurement and x being the arithmetic mean of the n results 
considered 

Note 1 to entry: The expression ns  is an estimate of the standard deviation of the distribution of x and is called 
the experimental standard deviation of the mean. 
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Note 2 to entry: Experimental standard deviation of the mean is sometimes incorrectly called standard error of the 
mean. 

3.10  
measuring assembly 
assembly designed to measure a quantity  

Note 1 to entry: In this document, the quantity is volumetric activity or dose rate, although the value may be 
expressed in other units. 

3.11  
minimum detectable (measurable) activity 
radioactivity which, if present in a sample, produces a counting rate that will be detected (i.e. 
considered to be above background) with a certain level of confidence 

Note 1 to entry: The ‘certain level of confidence’ is normally set at 95 %; that is, a sample containing exactly the 
minimum detectable activity will, as a result of random fluctuations, be taken to be free of radioactivity 5 % of the 
time. 

Note 2 to entry: The minimum detectable activity is sometimes referred to as the detection limit or lower limit of 
detection. 

Note 3 to entry: The counting rate from a sample containing the minimum detectable activity is termed the 
determination level. 

Note 4 to entry: An example formulation for minimum detectable activity is calculated as follows. 

 

where: 

k1 is the one-sided coverage factor = 1,645 at 95 % confidence 

Rb is the background count rate in s-1 

ts is the sample count time in min 

tb is the background count time in min 

E is the detector efficiency in counts per disintegration 

C is the conversion factor from dpm to other desired activity unit, if applicable 

[SOURCE: IAEA Safety Glossary, 2018 edition] 

3.12  
particle 
aggregate of molecules, forming a solid or liquid, ranging in size from a few molecular diameters 
to several millimetres  

[SOURCE: ISO 2889:2015, 3.55] 

3.13  
process streams 
fluid which flows through a system intended to provide a useful purpose 

Note 1 to entry: Examples of process streams are: primary coolant system, spent fuel cooling system, component 
cooling system, etc. 

Note 2 to entry: The process streams within the scope of this document are those streams in which the level of 
radioactivity may significantly increase as a result of accident or post-accident conditions. 

Note 3 to entry: Monitoring of these process streams for radioactivity provides information on the quality or integrity 
of the barrier and potential release to the environment. 
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3.14  
reference response  
response of the assembly under reference conditions to unit reference dose rate, expressed 
as: 

c

B
ref v

vv
R

−
=  

where: 

ν is the value measured by the equipment or assembly under test 

νB is the background value of the equipment without external influence 

νc is the conventional quantity value of the reference source  

Note 1 to entry: The background value may be automatically taken into account by an algorithm included in the 
measurement systems. 

3.15  
relative error 
error of measurement divided by a true value of the measurand  

Note 1 to entry: Since a true value cannot be determined, in practice, a conventional quantity value is used. For 
this standard, relative error is calculated as follows. 
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where: 

ν is the value measured by the equipment or assembly under test, 

νc is the conventional quantity value of the reference source, 

νB is the background value of the equipment without external influence. 

Note 2 to entry: The background value may be automatically taken into account by an algorithm included in the 
measurement system. 

3.16  
relative response 
value calculated during type testing equal to the ratio between the reference response of the 
equipment and the sensitivity of the same equipment to the solid source of interest  

Note 1 to entry: The relative response allows determination of the reference response of identical equipment that 
has been type tested from the measurement of the sensitivity of the solid source.  

3.17  
response time 
period of time necessary for a component to achieve a specified output state from the time that 
it receives a signal requiring it to assume that output state  

Note 1 to entry: For the purposes of the tests described in this document, the input signal is assumed to be a step 
variation and the ending output state is the point at which the output signal variation reaches 90 % of its final value 
for the first time. 

[SOURCE: IAEA Safety Glossary, 2018 edition] 

3.18  
routine test 
conformity test made on each individual item during or after manufacture  
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3.19  
sampling collection efficiency 
for a given quantity of radioactive material, ratio of the collected activity to the supplied activity, 
for a specified time interval  

3.20  
sensitivity <of a measuring assembly> 
ratio of the variation of the observed variable to the corresponding variation of the measured 
quantity for a given value of the measured quantity 

[SOURCE: IEC 60050-395:2014, 395-03-105] 

4 Design principles 

4.1 General 

The radiation monitor classified for functions important to safety shall comply with the 
requirements relating to the characteristics and lifecycle of RMS defined in IEC 62705 and the 
standards referenced in IEC 62705 (e.g. IEC 61226). 

In the case where different radiation monitoring systems for design basis accidents (DBA) and 
that for design extension conditions (DEC) including severe accident (SA) are required, they 
should be independent of each other as far as reasonably practicable. 

4.2 Basic requirements related to functions 

The main purpose of equipment for continuous monitoring of radioactivity in accident or post-
accident conditions is to continuously measure radiation levels in appropriate areas and 
processes. These radiation measurements are displayed locally and/or in control rooms and/or 
incident control centers to keep plant operators aware of current radiological conditions. This 
information is used by operators to assess plant conditions, take appropriate actions in order 
to mitigate the consequences of a plant accident and prevent the inadvertent release of 
radioactive substance, and by site emergency personnel, national authorities, for actions 
necessary to safeguard public and plant personnel. Therefore, the equipment concerned by this 
document is capable of actuating alarms and providing inputs to other plant systems and 
processes to isolate processes at abnormal radiation levels. 

The basic requirements for the design, selection, testing, calibration and functional location of 
equipment for continuous monitoring of radioactivity in accident or post-accident conditions are 
plant specific. It is typically split into three key parts, effluent and ventilation radiation 
monitoring, process radiation monitoring, and area radiation monitoring: 

• Effluent and ventilation radiation monitors measure the specific activity in gases released 
into the environment in accident and post-accident conditions to ensure that the specific 
activity is not hazardous to the public’s safety and to help in early warning and process 
isolations for containment or recirculation of control room heating-ventilation-air 
conditioning. 

• Process radiation monitors measure the specific activity in a fluid (either gas, liquid or 
steam) and are normally used in plant process to help in early warning and process 
isolations, such as detecting reactor coolant pressure boundary leaks into containment and 
other systems. Process radiation monitors can be classified into three basic types: 
– In-line monitors: the detector is located directly in the process stream (pipe, stack, tank, 

duct, etc.). 
– On-line monitors: the detector is located external to and faced directly to the process 

stream. 
– Off-line monitors: a sample is drawn from the process stream to the detector located at 

some distance. 
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• Area radiation monitors (wide range type) are strategically located within buildings subject 
to high range dose rates in accident and post-accident conditions, such as the reactor 
building and containment vessel, and serve as post-accident monitoring devices. Area 
radiation monitors are wall mounted in the area or tank to be monitored. Depending on the 
radiation level at the detector position, the electronics part of the monitor may be located at 
some distance from the detector. 

For the purpose of critical data collection, these monitors are usually designed to withstand 
adverse environmental and seismic conditions, during and after an accident. 

Radiation monitoring requirements and radiation monitoring system design should be 
addressed early in plant design to establish effective monitoring at the appropriate sensitivity 
level. Thus, for maximum performance capability, the following procedure should be followed 
by the purchaser and the manufacturer: 

• Establish the required measurement characteristics (purchaser): 
– Determine the scenarios of normal and accidental operations, and the corresponding 

source terms (main isotopes to be measured by the monitor), including their chemical 
composition. 

– Determine the essential information required by the plant operator or the control system 
to initiate emergency actions, the functions assigned to the equipment for continuous 
radiation monitoring and classify them according to IEC 61226 guidance. 

– Determine the optimum points of measurement taking into account installation conditions 
(location, interfaces to plant protection features, ambient conditions and qualification 
requirements, electrical connections through safety barriers, etc.). 

– Calculate the activity transfers (propagation through pipes or ducts and through the 
safety barriers), in order to determine the activity spectrums and the background at the 
point of measurement. 

– Determine the time profile of the postulated release and the required range of 
measurement and response time of the complete channel (including the sampling 
system, if any, and the time to send or to display the information to the plant operator or 
the control system). 

– Determine the gross characteristics of the detectors (type of radiation and measurement, 
sensitivity and range of measurement, energy response and overload performance, etc.) 
and of the sampling system, if any. 

– Determine the acceptable false alarm rate taking into account the plant conditions and 
the consequences of error in measurement (including losses in sampling), and specify 
the precision and linearity needed to stay under this threshold. 

• Check the metrological characteristics of the chosen instrument (agreement between the 
purchaser and the manufacturer): 
– Calculate the response time of the instrument (measure time related to a specified 

linearity and time for the apparatus to provide an alarm), and the global response time 
of the channel (including the response time of the sampling system). 

– Calculate, at the point of measurement, geometric detection efficiency, decision 
threshold and minimum detectable activity, taking into account the appropriate shielding. 

– For each characteristic of the instrument, the manufacturer should specify its variations 
as a function of the corresponding influence quantities (or variable parameters). These 
influence quantities (or variable parameters) should be, at least: 
i) activity spectrum and time profile of the activity spectrum (during transient operating 

conditions) of the source to be measured, 
ii) activity spectrum and time profile of the activity spectrum (during transient operating 

conditions) of the background, 
iii) detection geometry, 
iv) confidence level (e.g. 95 %) (in order to calculate the minimum detectable activity), 
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v) flow rate of the effluent to be measured, 
vi) thermodynamic conditions, 
vii) precision and time profile of the precision (in order to calculate the measurement 

time during steady-state as well as transient operating conditions), 
viii) measurement time and response time (during transient operating conditions). 

– For the influence quantities depending on the process or the location, the purchaser 
should indicate their range of values. Otherwise, the manufacturer should make any 
useful hypothesis in order to take into account the probable conditions of use of the 
instrument. 

NOTE The term "manufacturer" includes the designer and the seller of the equipment. The term "purchaser" 
includes the user. 

If the signals are used for initiating protective action to mitigate the consequences of 
malfunction or failure of structures, systems or components, then the equipment may be part of 
the safety-related systems or the protection system. In this case, it shall meet the requirements 
of the respective system in accordance with IEC 61226. 

The equipment shall be environmentally qualified in accordance with the requirements of 
IEC/IEEE 60780-323 (and IEC/IEEE 60980-344 for seismic testing). 

4.3 Measurement range 

The purchaser shall specify the required effective range of measurement. The range shall be 
suitable for the level of radiation during accident and post-accident conditions. The low end of 
the measurement range shall overlap the measurement range of monitors provided for normal 
plant conditions for at least one decade (logarithmic scale). The highest measurable activity or 
dose rate should be at least one decade over the highest activity or dose rate expected during 
accident and post-accident conditions. 

4.4 Energy response 

The detector may be selected to measure either beta or gamma radiation. The purchaser shall 
confirm that the energy response of the detection assembly is suitable for monitoring the 
potential activity. 

4.5 Minimum detectable activity 

The minimum detectable activity should only be considered in steady-state operating 
conditions. Its calculation by a formula is possible, using the measurement time, however it 
does not give a rigorous statement of the beginning of the range of measurement. 

The required minimum detectable activity will depend on the particular application and be 
subject to local regulations and plant design; it shall be specified by the plant designer. 

The manufacturer shall specify the minimum detectable activity for nuclides of interest, taking 
into account the check sources or provisions incorporated to provide an on-scale indication on 
the monitor, as well as all useful data needed to specify the beginning of the effective range of 
measurement, even in transient operating conditions. The influence quantities, their range of 
values and the variation they cause on the minimum detectable activity shall be specified. 

4.6 Precision (or repeatability) 

Precision (or repeatability) is a measure of the dispersion of the estimations around their 
average value. It shall be given by the manufacturer in the effective range of measurement in % 
of the signal value for a given confidence interval (or probability of error). Assuming that the 
estimations follow a Gaussian distribution, this probability should be expressed in terms of a 
number of standard deviations. 
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NOTE For example, the precision could be 20 % of the signal value within a part of the effective range of 
measurement with a probability of 95 % (meaning that all the estimations are within ±2σ, with σ the standard 
deviation), and 30 % within another part of the effective range of measurement with another probability. 

Precision shall be consistent with accident analysis assumptions, operator needs, and 
requirements imposed by other systems that use the radiation monitoring signals. Moreover, 
they shall be characterized for signal values below the beginning of the effective range of 
measurement. The influence quantities, their range of values and the variation they cause on 
precision shall be specified by the manufacturer. 

Typically, the precision should be within 20 % over the entire effective range of measurement, 
all influence quantities taken into account. 

4.7 Linearity 

Linearity is a measure of the deviation between the conventional quantity value and the average 
of the estimations. It shall be given by the manufacturer in the effective range of measurement 
in % of the signal value for a given confidence interval (or probability of error). Assuming that 
the estimations follow a Gaussian distribution, this probability should be expressed in terms of 
a number of standard deviations. 

NOTE For example, the linearity could be 20 % of the signal value within a part of the effective range of 
measurement with a probability of 95 % (meaning that all the estimations are within ±2σ, with σ the standard 
deviation), and 30 % within another part of the effective range of measurement with another probability. 

Linearity shall be consistent with accident analysis assumptions, operator needs, and 
requirements imposed by other systems that use the radiation monitoring signals. Moreover, 
they shall be characterized for signal values below the beginning of the effective range of 
measurement. The influence quantities, their range of values and the variation they cause on 
linearity shall be specified by the manufacturer. 

Typically, the linearity should be within 30 % over the entire effective range of measurement, 
all influence quantities taken into account. 

4.8 Measurement time 

The measurement time is the average time during which the measurement is to be performed 
to obtain an estimation of the signal in stated conditions. It should only be considered in steady-
state operating conditions. Its calculation by a formula is possible, however it does not take into 
account the processing algorithms implanted in the monitor. 

The manufacturer shall specify the measurement time as well as all useful data (standard 
deviation or precision) necessary to know the precision of the estimations and the false alarm 
rate. The influence quantities, their range of values and the variation they cause on the 
measurement time shall be specified. 

4.9 Response time 

The response time is the time needed for the monitor, after a sudden variation of the measured 
signal (for example a step), for its output signal or indication to reach 90 % (increasing 
transition) or 10 % (decreasing transition) of the variation for the first time. 

For integrating systems, it is a percentage of the equilibrium value of the first derivative of the 
output signal as a function of time that should be considered. 

The response time is to be considered only in transient operating conditions. It shall take into 
account the processing algorithms of the monitor. 
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Therefore, its calculation by a formula is not relevant, and the manufacturer shall specify it by 
performing tests or numerical simulations and give all useful data to determine its relationship 
with the precision of the estimations and the false alarm rate. The influence quantities, their 
range of values and the variation they cause on the response time shall be specified. 

4.10 Overload performance 

The indicated measurement shall not decrease or fall to zero during and following exposure 
beyond the maximum measuring range. It shall maintain a full-scale indication or an 
unambiguous indication. When the exposure returns to within the maximum range, the system 
shall recover within the time interval specified by the purchaser. 

4.11 Ambient background shielding or compensation devices 

Shielding or electronic compensation shall be provided as necessary to reduce the effects of 
background radiation on the measurement of process radiation. 

It may be agreed upon between the manufacturer and the purchaser that significant background 
radiation is only to be expected from defined directions or sources (vessels, pipes, etc.). In such 
cases, the construction of shielding may take this into account. In the absence of such an 
agreement, shielding shall give virtually identical radiation attenuation in all directions seen 
from the sensitive volume of the detector, taking into account the structural materials of the 
detection assembly, and the angular response of the detector. 

If the equipment cannot easily be removed from the shielding, such shielding should be easily 
removable. The maximum mass of the elements, or the appropriate handling means, should be 
agreed upon between manufacturer and purchaser. 

When electronic techniques incorporating additional detectors are used to reduce the effect of 
background radiation, these detectors shall be chosen and located to give the best practical 
compensation, taking into account the range of energies and the direction of the radiation. 

4.12 Requirements related to accident conditions 

Equipment design shall ensure that the equipment supports the necessary system functions 
and that the equipment will not fail due to environmental conditions experienced during normal, 
accident, or post-accident conditions. 

The accident and post-accident time interval during which system operation is required shall be 
specified by the purchaser. 

The local environmental conditions in which the different components of the system can operate 
during normal operation, accident, and post-accident conditions shall be specified by the 
purchaser. Specification of environmental conditions shall include, where applicable, 
temperature and pressure and their rate of change, vibration, humidity, aggressive or corrosive 
fluids, vapours, or dusts, seismic conditions, electromagnetic environment and other adverse 
physical conditions as well as the normal and accident radiation dose rate and the integrated 
radiation dose at the location of the monitoring equipment. 

The manufacturer shall provide an equipment designed to operate anywhere in the 
environmental envelope stated above, unless otherwise agreed upon between purchaser and 
manufacturer. If necessary, equipment shall be qualified for the environmental conditions of the 
application in accordance with relevant standards. 
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In particular, equipment shall be designed to minimize the effects of the specified environmental 
conditions, and the location of detectors shall be selected considering the accident and post-
accident radiation background and the need for shielding to minimize its effect. As far as is 
practical, locations shall be selected so as to facilitate maintenance and calibration operations. 
The location should also take into account the possible need to locate electronic equipment in 
an area of  lower dose rate. 

Consideration shall be given to the possibility that materials used in the construction of the 
monitors may release poisonous or corrosive substances under adverse environmental 
conditions, such as fire, high temperature or high radiation. As far as practicable, the design 
shall minimize this by the choice of materials and appropriate containment of materials. 

4.13 Reliability 

The required reliability of the functions shall be specified either quantitatively (mean time 
between failures) or qualitatively (compliance with the single failure criterion). 

For any part of the equipment (including sampling assembly, if any), subject to appropriate 
planned maintenance, the following requirement shall be reached: 

• Mean Time Between Failure (MTBF): > 20 000 h (with preventive maintenance). 

• A failure modes and effects analysis (FMEA) shall be performed in addition to the MTBF 
calculation in the case of equipment classified as performing a function important to safety 
in category A in accordance with IEC 61226. 

• The manufacturer shall specify the frequency of routine maintenance, and fully describe 
each maintenance procedure (see 4.15.2). These maintenance requirements should be kept 
to a practical minimum. 

4.14 User interface 

4.14.1 General 

The system shall provide continuous display and/or recording of activity or dose rate and, in 
addition, provide an alarm signal when the activity or dose rate level exceeds a preset value. 

4.14.2 Display of measured value 

The choice between logarithmic scales, linear scales, or numeric displays shall be appropriate 
to the purpose of the equipment. Logarithmic scales or numeric displays are generally preferred. 

In the case of assemblies provided with linear scales, it shall be possible to change the range 
in such a way that the scaling factors do not exceed 10. An indication of the scale in use shall 
be provided. 

Where the accident conditions are such as to give rise to large variations in reading, manual 
switching between ranges shall not be used unless specifically agreed to by the purchaser. 

4.14.3 Alarms 

4.14.3.1 General 

The alarm and indication facilities shall be appropriate for the purpose of the equipment.  

Alarm circuits shall be operable either to hold an alarm condition until specifically reset by a 
reset control or to automatically reset when the alarm state disappears. Alarm mode selection 
should be readily accomplished but allow for positive administrative controls. This may be 
accomplished, for example by requiring a key, password, or minor equipment modification to 
switch modes.  
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All alarm functions shall be provided with test facilities to allow checking of alarm operation. In 
the case of adjustable alarms, checking shall be possible over the range of adjustment with 
indication of the actual alarm operation point. 

Alarm functions shall be agreed upon between the supplier and the manufacturer. As a minimum 
the following alarms shall be provided as applicable. 

4.14.3.2 High-level alarm 

At least one adjustable alarm setpoint shall be provided, adjustable over: 

• at least 10 % to 90 % of scale reading (linear scales), from 50 % of the lowest decade to 
90 % of the highest decade (logarithmic scales), 

• or from 10 % of the second least significant decade to 90 % of the highest decade (digital 
display). 

4.14.3.3 Fault alarms 

As many separate alarms as practicable should be provided for electronic or mechanical fault. 
At least, the following should be provided when appropriate: 

• Loss of detector signal. 

• Loss of the sampling circuit. 

• Loss of the cooling system. 

• Loss of the heating system. 

• Sampling circuit high pressure. 

• Sampling circuit high temperature. 

• Sampling circuit high humidity. 

• High ambient radiation. 

• Purging system failure. 

4.14.4 Status indication 

The following indications should be provided when appropriate: 

• Power On. 

• Pump On/Off. 

• Flow Min/Max. 

• Pressure. 

• Humidity. 

• Temperature. 

• Detector power supply status. 

• Detector heating unit On. 

• Gas stream cooling device On. 

• Gas stream heating device On. 

• Group fault alarms are indicated. 

• Purging system On. 

• Occurrence of internal power supply changeover if internal supplies (e.g., batteries) are 
provided. 
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4.14.5 Local indications 

Local indication and alarm units should be provided at accessible locations, close to the 
detector assembly, for the purpose of controlling access to high radiation areas in accident 
conditions or for maintenance and calibration during normal plant operation.  

Where provided, the local indication and alarm units shall be qualified for the conditions 
appropriate to their purpose and location, in accordance with IEC/IEEE 60780-323. If the local 
indication and alarm units are not qualified to the same requirements as the detector it shall be 
demonstrated that their failure will not affect the essential function of the monitor. 

4.15 System testing, maintenance facilities and ease of decontamination 

4.15.1 System testing 

Capability shall be provided to allow periodic checks of the satisfactory operation of the system 
from the detector to the measurement display, alarm functions, and system outputs. These 
checks should include operational checks, calibration, and verification of the measurement 
linearity. 

The capability to check the good detector response at one representative point on the 
measurement scale without accessing the detector, using for example a remote-controlled 
check source, should be provided. Additional points should also be checked, and therefore 
means of access to the detector and to ensure the repeatability of the check, such as a support 
in which the detector is placed for checking with reference source(s), should be provided. 

4.15.2 Maintenance facilities 

The manufacturer shall specify the frequency of routine maintenance, and fully describe each 
maintenance procedure, taking into account the failure rate of each component in order to 
define a preventive maintenance schedule. 

These maintenance requirements should be kept to a practical minimum and the design of all 
equipment shall be such as to facilitate ease of repair and maintenance. Interchangeability of 
components should be possible without requiring any adjustment and pairing. All the equipment 
shall be designed so as not to subject operating personnel to risks of contamination or radiation 
during handling or other operations. 

Maintenance operations shall be able to be carried out either fully or partly when the plant is 
operating. The equipment should allow remote inspection and adjustment, inspection and 
processing of intrinsic performance drifts, self testing of values, assistance with diagnosis and 
indication of the anomalies on all parts. Self-diagnostic features should be available through a 
display. 

All electronic equipment shall be provided with a sufficient number of easily accessible identified 
test points to facilitate adjustments and fault location. Any special maintenance tools shall be 
supplied. 

4.15.3 Ease of decontamination 

The detection assembly or the sampling and detection assembly shall be constructed in such a 
manner that the build-up of contamination is reduced as much as possible and shall be designed 
to facilitate decontamination when this becomes necessary. External surfaces shall be specially 
treated to permit decontamination. 

4.16 Electromagnetic interference 

Precautions shall be taken against the effects of electromagnetic interference either received 
or emitted by the equipment. 
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Unless otherwise agreed upon between the purchaser and the manufacturer, the following 
standards shall apply: IEC 61000-4-2, IEC 61000-4-3, IEC 61000-4-4, IEC 61000-4-5, 
IEC 61000-4-6, IEC 61000-4-8, IEC 61000-4-12 and IEC 61000-6-4. 

Levels of severity are given in 5.5.4. 

4.17 Power supplies 

Assemblies should be designed to operate from single-phase AC supply voltage in one of the 
following categories in accordance with IEC 60038: 

• 100 V AC 50 Hz or 60 Hz; 

• 110 V AC and/or 230 V AC 50 Hz; 

• 120 V and/or 240 V AC 60 Hz; 

• 24 V DC. 

Nominal single-phase power in the United States of America and Canada is 117 V and/or 234 V, 
60 Hz. Nominal single-phase power of 110 V, 50 Hz is also used in the United Kingdom. 

Upon agreement between manufacturer and purchaser, the equipment may be designed for 
operation from a low-voltage stand-by supply in the case of a power failure. In such cases, it 
would be desirable for the equipment not to malfunction or trigger an alarm as a result of the 
supply change over; an indication for this change-over should be provided. 

By agreement between manufacturer and purchaser, three-phase supplies may be used for air 
pump motors. 

4.18 Interfaces 

The physical properties of system component interfaces shall be specified. These shall include 
the type of connections (pipes coupling and cable connectors), electrical properties, and 
interpretation of the exchanged signals (e.g., pinout). Wherever possible, these specifications 
should be made by reference to commonly available standards. 

Where network interfaces are provided, details of network interface protocols should be 
provided. Typically these details include: the logical organization of data bits transmitted, the 
information exchanges between network nodes used to deliver data, the quality and nature of 
the data delivery, the organization of data sequences, and the syntax of data being transferred. 
In order to verify the fulfilment of requirements concerning both design and performance of an 
equipment linked to its network, a general functional validation shall be performed, including 
tests on data exchange between subsystems and with operator. 

Where the equipment is part of a plant-wide radiation monitoring system, it shall fulfil the 
corresponding requirements of IEC 61504, unless otherwise agreed upon between 
manufacturer and purchaser. 

4.19 Sampling assembly 

Where a sampling assembly is needed, it shall provide sampling, transport and conditioning of 
the air, gas, steam or liquid to be measured, together with the possibility of isolating and 
dismantling the detector and the sampling control system when necessary. 
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In general, the performance of the instrument partly depends on the design of the sampling 
assembly. Therefore, a study performed by the manufacturer should characterise the sampling 
losses that can be predicted during normal and accident conditions. These losses shall remain 
as low as possible. The layout and the length of the sampling circuits shall comply with the 
instrument response time and ensure sufficient uniformity of sampling at the point of 
measurement, avoiding any trapping of aerosols and dust in air, formation of air bubbles in 
liquid, or condensation in the sampling pipes by variation of temperature or pressure. In 
particular, it is recommended to take into account the nature of the construction materials, the 
state of the internal surface and the ease of decontamination (by taking account of electrostatic 
effects, chemical corrosion, possible absorption and condensation), the transit time up to the 
detector (flow, fluid velocity and density) and the chemical forms of the monitored 
radioelements. 

The following characteristics shall be taken into account and shall be agreed upon between 
manufacturer and purchaser: 

• number and optimum position of sampling probes (representativity of the samples, minimum 
distance between inlet and outlet to avoid recirculation, etc.); 

• inside diameter of pipes; 

• nature of the material used and in particular effects of chemical corrosion or erosion and 
static electricity; 

• finish condition of internal surfaces; 

• radii of curvature and changes of direction; 

• length of piping, slopes; 

• joining of the pipes, connection to external pipes, to the monitor; 

• effect of harmful chemicals and steam; 
• filtration of the suspended matter. 

The components of the sampling assembly depend on the type of fluid to be sampled and the 
particular conditions of measurement. Its design shall take into account the guidance of 
ISO standards related to sampling (e.g. ISO 2889 for radioactive particulates sampling). 

In addition, the following requirements shall be fulfilled: 

• where necessary, the sampling device shall be designed to guarantee the integrity of the 
nuclear containment; 

• isokinetic probe or shrouded probe shall be used if aerosols or iodine are sampled, an 
omnidirectional probe if sampling takes place in a room; 

• where flow or pressure drop have an influence on the measured value (volumetric activity), 
it shall be constantly measured and controlled; 

• where devices are needed for sampling and conditioning the fluid (such as pumps, filters, 
pressure or temperature detectors, solenoid valves, etc.), they shall be compatible with dust 
conditions in air or materials in suspension in liquid and be dimensioned for operation between 
two scheduled unit outages; 

• where pumps are needed, they shall be placed downstream from the point of measurement 
and, where necessary, shall be equipped with pressure and temperature protections from 
abnormal increases of these parameters; 

• where necessary, personnel protection devices shall be provided against temperature, 
pressure, radiation, etc.; 

• it shall be possible to isolate each sampling assembly for safety reasons; 

• if agreed upon between the purchaser and the manufacturer, devices for collecting samples 
should be provided for deferred laboratory analysis; 
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• the acoustic noise level generated by the equipment shall be minimized and consistent with 
the type of environment for which the equipment is intended. 

4.20 Quality 

The system and equipment shall be of high quality, developed using a structured process 
embodying conservative design measures and verification and validation should be used, to 
ensure correct requirements are developed and that these requirements are correctly 
implemented. Computer based hardware should be developed according to the guidance of 
IEC 60987. Software for category A functions shall be developed according to the guidance of 
IEC 60880 and IEC 62566. Software for category B and C functions shall be developed 
according to the guidance of IEC 62138 and IEC 62566-2. Principles of IEC 61513 regarding 
safety lifecycle shall be applied. 

At the request of the purchaser, all documentation produced during design, manufacture, 
installation, testing and start-up shall be provided to substantiate the correct performance of 
the system and equipment. 

4.21 Type test report and certificate 

At the request of the purchaser, the manufacturer shall present a report on the type tests carried 
out in accordance with the requirements of this series of standards (this document and specific 
parts). This test report shall comply with the specifications given in 5.6 of IEC 61069-1:2016 
which states that: 

"The conduct and the results of the assessment shall be documented in a comprehensive 
assessment and/or evaluation report. The report(s) should accurately, clearly, unambiguously 
and objectively present the objective, the results and all relevant information of the assessment. 

The reports shall include at least the following information: 

• an appropriate title; 

• the credentials of the institute and/or person(s) responsible for the assessment or 
evaluation; 

• if the system has been assessed for a particular application, the characteristics of that 
application in terms of type of process, type and number of input/outputs, scan rate required, 
system mission, tasks and functions, etc., shall be included; 

• a description and identification of the system assessed, including a list showing the 
hardware with model numbers and the software with released data; 

• the objective(s) of the assessment; 

• a summary of the salient points arising out of the assessment and the conclusions reached; 

• an account of the procedures, methods, specifications and tests (preferably summarized in 
a matrix and supplemented by referenced documents), together with a summary of the 
reasons leading to the particular selection of assessment elements as shown in the matrix. 
The reasons why certain aspects are not assessed should be also recorded; 

• any deviation from the assessment plan  (additions or exclusions) should be recorded and 
commented upon; 

• measurements, examinations and derived results supported by tables, graphs, drawings or 
photographs as appropriate; 

• failures observed; 

• a statement of the measurement uncertainties; 

• a statement as to whether or not the system complies with the requirements against which 
the system was assessed. 

The assessment report shall contain a title page stating the report title, a unique (serial) number, 
the assessment authority and the date of issue. 
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The format should be standardized and facilitate comparison of assessments of different 
systems. 

Corrections or additions to the report after its issue shall be made only by a further report, 
referring to the original report identified by its title and number. This supplementary report shall 
meet the same requirements as the main report." 

A certificate shall also be provided with each equipment, giving at least the following general 
information and the additional information specified in the relevant subsequent part of the 
standard: 

• identification of the entity who draws up the certificate, 

• identification of the manufacturer, 

• identification of the product, 

• type test program/procedure and report, 

• purchase order related documents, 

• signatory's official capacity. 

5 Functional testing 

5.1 General 

Except where otherwise specified, tests described in this clause are to be considered as type 
tests, although any or all may be considered as acceptance tests by agreement between 
manufacturer and purchaser. The stated requirements are minimum requirements and may be 
extended for any particular equipment or function. 

These tests do not include additional qualification tests that shall be performed if the equipment 
is to be qualified in accordance with IEC/IEEE 60780-323. 

5.2 General test procedures 

5.2.1 General 

General test procedures applicable to all types of monitors are covered in this document. 
Detailed test procedures will vary in accordance with the particular characteristics of each type 
of monitor. Specialized test requirements are given in the relevant standard dealing with each 
type of monitor. 

The tests described in this standard may be classified according to whether they are performed 
under standard test conditions or under other conditions. 

5.2.2 Tests performed under standard test conditions 

Standard test conditions are defined in Table 2. Tests performed under standard test conditions 
are listed in Table 3, which indicates, for each characteristic under test, the requirements 
according to the clause where the corresponding test method is described. 

5.2.3 Tests performed with variation of influence quantities 

The object of these tests is to determine the effects of variations of the influence quantities. 

In order to facilitate the execution of these tests, they can be divided into three categories: 

• tests relating to the measurement, alarm and indication assemblies (all types of 
measurements); 
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• tests relating to the sampling assembly (off-line measurement); 

• other complementary tests relating to postulated performance in volumetric measurement 
(all types of measurements). 

In order to check the effects of the variation of each influence quantity listed in Table 4, all the 
other influence quantities shall be maintained within the limits of the standard test conditions 
given in Table 3, unless there are other requirements. 

In order to simplify these tests, only a single test needs to be performed for each individual 
influence quantity. This test shall measure the effect of the specified change of influence 
quantity for activity or dose rate levels of approximately 50 % of the second most sensitive 
range or decade. 

The tests relating to the measurement, alarm and indication assemblies are shown in Table 4 
with the range of variation of each influence quantity and the limits of the corresponding 
variations of the indication of the assembly. 

The tests of the sampling assembly are shown in the different parts of this standard dealing 
with off-line measurement. The range of variation of each influence quantity and the limits of 
the corresponding variations of the parameters under test are described. 

The complementary tests relating to postulated performance in volumetric measurement where 
real testing is impossible are described hereinafter. The calculations and numerical simulations 
shall take into account the specified change of influence quantity required in Table 4 for at least 
the same activity or dose rate levels as stated above, and, if agreed upon between the 
purchaser and the manufacturer, for the whole range of measurement. 

Table 2 – Reference conditions and standard test conditions 

Influence quantity Reference conditions Standard test conditions 

Reference radiation sources See specific parts of IEC 60951 See specific parts of IEC 60951 

Warm-up time: (whole equipment) 30 min ≥ 30 min 

Ambient temperature 20 °C 18 °C to 22 °C 

Relative humidity 65 % 50 % to 75 % 

Atmospheric pressure a 101,3 kPa 86 kPa to 106 kPa 

Power supply voltage  Nominal supply voltage UN UN ± 1 % 

AC power supply frequency b Nominal frequency Nominal frequency ± 0,5 % 

AC power supply waveform Sinusoidal Sinusoidal with total harmonic 
distortion less than 5 % 

Gamma radiation background Air kerma rate in accordance with 
manufacturer’s specification  

Air kerma rate in accordance with 
manufacturer’s specification  

Electrostatic field Negligible Negligible 

Electromagnetic field of external 
origin 

Negligible Less than the lowest value that 
causes interference 

Magnetic induction of external 
origin 

Negligible Less than twice the value of the 
induction due to the earth's 

magnetic field 

Sampling flow-rate Adjusted to nominal flow-rate 
(defined by manufacturer) 

Adjusted to nominal flow-rate ±5 
% 

Assembly controls Set for normal operation Set for normal operation 

a Where the detection technique is particularly sensitive to variation in atmospheric pressure, the conditions 
shall be limited to ±5 % of the reference pressure. 

b DC power supply may be used, and in such a case no frequency is specified. 
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Table 3 – Tests performed under standard test conditions 

Characteristics under 
test 

Requirements Reference 
(subclause) 

Reference response In accordance with the manufacturer’s specification 5.3.1 

Sensitivity and relative 
response for solid 

sources 

< 10 % from the manufacturer’s specification 5.3.2 

Linearity < 20 % (between 2,5 times the lowest value and 75 % of the 
range of measurement) 

< 30 % (whole range of measurement) 

5.3.3 

Response to other 
artificial radionuclides 

Variation < 20 % from the manufacturer’s specification 5.3.4 

Precision  
(or repeatability) 

Coefficient of variation < 10 % for any reading exceeding 10 
times the lowest value of the effective range of measurement 

5.3.6 

Stability of the indication < 2 % of scale maximum angular deflection (analogue display) 
or of first order of magnitude of range of measurement (digital 

display) 

5.3.7 

Response time In accordance with the manufacturer’s specification 5.3.8 

Overload characteristics To remain at full-scale indication (or unambiguous indication) 
when exposed to an activity or dose rate twice that which 

would give full scale deflection and perform normally when this 
overload is removed 

5.3.9 

Alarm trip range Adjustable over 10 % to 90 % of scale reading (linear scales), 
from 50 % of the lowest decade to 90 % of the highest decade 

(logarithmic scales), or from 10 % of the second least 
significant decade to 90 % of the highest decade (digital 

display). 

5.4.1 

Alarm trip stability No deviation outside the range 95 % to 105 % of the nominal 
alarm set level during 100 h 

5.4.2 

Fault alarms As specified in design criteria 5.4.3 and 5.4.4 

Warm-up Variation of indication < 10 % from value under standard test 
conditions 

5.4.5 

Short circuit withstand 
tests 

As specified in design criteria 5.4.7 

Degrees of protection (IP 
and IK codes) 

IP 65 (measurement and processing devices) or IP 44 
(sampling devices) and IK 07 (all devices) for the devices 

installed locally 

IP 30 and IK 07 for the devices installed in clean and dry 
rooms (electrical rooms) 

IP 65 and IK 07 for the devices installed outside the buildings 

5.5.2.1 

Mechanical vibrations As specified in design criteria 5.5.2.2 
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