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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
ARC WELDING EQUIPMENT –  

 
Part 10: Electromagnetic compatibility (EMC) requirements 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

This redline version of the official IEC Standard allows the user to identify the changes 
made to the previous edition. A vertical bar appears in the margin wherever a change 
has been made. Additions are in green text, deletions are in strikethrough red text. 
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International Standard IEC 60974-10 has been prepared by IEC technical committee 26: 
Electric welding. 

This fourth edition cancels and replaces the third edition published in 2014 and its 
Amendment 1:2015. This edition constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) updated normative references; 
b) requirements for battery powered equipment; 
c) requirements for equipment combined with radio transmitters/receivers. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

26/695/FDIS 26/697/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 60974 series, published under the general title Arc welding 
equipment, can be found on the IEC web site. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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ARC WELDING EQUIPMENT –  
 

Part 10: Electromagnetic compatibility (EMC) requirements 
 
 
 

1 Scope 

This part of IEC 60974 specifies 

a) applicable standards and test methods for radio-frequency (RF) emissions; 
b) applicable standards and test methods for harmonic current emission, voltage fluctuations 

and flicker; 
c) immunity requirements and test methods for continuous and transient, conducted and 

radiated disturbances including electrostatic discharges. 

This part of IEC 60974 is applicable to equipment for arc welding and allied processes, 
including power sources and ancillary equipment, for example wire feeders, liquid cooling 
systems, arc striking and stabilizing devices and chargers for battery powered equipment. 

NOTE 1 Allied processes are, for example, plasma cutting and arc stud welding. 

NOTE 2 This document does not specify basic safety requirements for arc welding equipment such as protection 
against electric shock, unsafe operation, insulation coordination and related dielectric tests. 

Arc welding equipment containing a radio receiver or transmitter is within the scope of this 
document. 

The radiated emission requirements in this document are not intended to be applicable to the 
intentional transmissions from a radio transmitter as defined by the ITU nor to any spurious 
emissions related to these intentional transmitters. 

This document specifies 

a) applicable standards and test methods for radio-frequency (RF) emissions; 
a) applicable standards and test methods for harmonic current emission, voltage fluctuations 

and flicker; 
b) immunity requirements and test methods for continuous and transient, conducted and 

radiated disturbances including electrostatic discharges; 
c) additional requirements for equipment powered by internal or external batteries 

(Annex D); 
d) additional requirements for equipment containing radio frequency transmitters/receivers 

(Annex E). 

Arc welding equipment type tested in accordance with, and which has met the requirements of 
set in, this document is considered to be in compliance for all applications. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60050 (all parts), International Electrotechnical Vocabulary (available at 
<http://www.electropedia.org>) 
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IEC 60974-1:2017, Arc welding equipment – Part 1: Welding power sources  
IEC 60974-1:2017/AMD1:2019 

IEC 60974-6:2015, Arc welding equipment – Part 6: Limited duty equipment 

IEC 61000-3-2:20052018, Electromagnetic compatibility (EMC) – Part 3-2: Limits – Limits for 
harmonic current emissions (equipment input current ≤ 16 A per phase)  
Amendment 1:2008 
Amendment 2:2009 

IEC 61000-3-3:2013, Electromagnetic compatibility (EMC) – Part 3-3: Limits – Limitation of 
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, for 
equipment with rated current ≤ 16 A per phase and not subject to conditional connection  
IEC 61000-3-3:2013/AMD1:2017 

IEC 61000-3-11:20002017, Electromagnetic compatibility (EMC) – Part 3-11: Limits – 
Limitation of voltage changes, voltage fluctuations and flicker in public low-voltage supply 
systems – Equipment with rated current ≤ 75 A and subject to conditional connection 

IEC 61000-3-12:2011, Electromagnetic compatibility (EMC) – Part 3-12: Limits for harmonic 
currents produced by equipment connected to public low-voltage systems with input current > 
16 A and ≥ ≤ 75 A per phase 

IEC 61000-4-2:2008, Electromagnetic compatibility (EMC) – Part 4-2: Testing and 
measurement techniques – Electrostatic discharge immunity test 

IEC 61000-4-3:2006, Electromagnetic compatibility (EMC) – Part 4-3: Testing and 
measurement techniques – Radiated, radio-frequency, electromagnetic field immunity test 
IEC 61000-4-3:2006/AMD1:2007 
IEC 61000-4-3:2006/AMD2:2010 

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) – Part 4-4: Testing and 
measurement techniques – Electrical fast transient/burst immunity test 

IEC 61000-4-5:2014, Electromagnetic compatibility (EMC) – Part 4-5: Testing and 
measurement techniques – Surge immunity test   
IEC 61000-4-5:2014/AMD1:2017 

IEC 61000-4-6:2013, Electromagnetic compatibility (EMC) – Part 4-6: Testing and 
measurement techniques – Immunity to conducted disturbances, induced by radio-frequency 
fields  

IEC 61000-4-11:2004, Electromagnetic compatibility (EMC) – Part 4-11: Testing and 
measurement techniques – Voltage dips, short interruptions and voltage variations immunity 
tests  
IEC 61000-4-11:2004/AMD1:2017 

IEC 61000-4-34:2005, Electromagnetic compatibility (EMC) – Part 4-34: Testing and 
measurement techniques – Voltage dips, short interruptions and voltage variations immunity 
tests for equipment with input current more than 16 A per phase  
IEC 61000-4-34:2005/AMD1:2009 

IEC 61000-6-1:2016, Electromagnetic compatibility (EMC) – Part 6-1: Generic standards – 
Immunity standard for residential, commercial and light-industrial environments 

IEC 61000-6-2:2016, Electromagnetic compatibility (EMC) – Part 6-2: Generic standards – 
Immunity standard for industrial environments 
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IEC 61000-6-3:2006, Electromagnetic compatibility (EMC) – Part 6-3: Generic standards – 
Emission standard for residential, commercial and light-industrial environments  
IEC 61000-6-3:2006/AMD1:2010  

IEC 61000-6-4:2018, Electromagnetic compatibility (EMC) – Part 6-4: Generic standards – 
Emission standard for industrial environments 

CISPR 11:20092015, Industrial, scientific and medical equipment – Radio-frequency 
disturbance characteristics – Limits and methods of measurement1  
Amendment 1:2010  
CISPR 11:2015/AMD1:2016 
CISPR 11:2015/AMD2:2019 

CISPR 14-1:2016, Electromagnetic compatibility – Requirements for household appliances, 
electric tools and similar apparatus – Part 1: Emission 

CISPR 16-1-1:2019, Specification for radio disturbance and immunity measuring apparatus 
and methods – Part 1-1: Radio disturbance and immunity measuring apparatus – Measuring 
apparatus 

CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus 
and methods – Part 1-2: Radio disturbance and immunity measuring apparatus – Ancillary 
equipment – Conducted disturbances Coupling devices for conducted disturbance 
measurements  
CISPR 16-1-2:2014/AMD1:2017 

CISPR 16-1-4:2019, Specification for radio disturbance and immunity measuring apparatus 
and methods – Part 1-4: Radio disturbance and immunity measuring apparatus – Antennas 
and test sites for radiated disturbance measurements 

3 Terms and definitions 

For the purposes of this document, terms and definitions given in IEC 60050-161 concerning 
EMC and the relevant phenomena, given in IEC 60050-851 on arc welding equipment and in 
IEC 60974-1 as well as the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1  
click 
disturbance which exceeds the limit of continuous disturbance no longer than 200 ms and 
which is separated from a subsequent disturbance by at least 200 ms 

Note 1 to entry: Both intervals are related to the level of the limit of continuous disturbance. 

Note 2 to entry: A click may contain a number of impulses, in which case the relevant time is that from the 
beginning of the first to the end of the last impulse. 

[SOURCE: IEC 60050-851:2008, 851-15-13] 

——————— 
1  There exists a consolidated edition 5.1 (2010) that includes Edition 5 and its Amendment 1. 
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3.2  
coupling network 
electrical circuit for transferring energy from one circuit to another with a defined impedance 

Note 1 to entry: Coupling and decoupling devices can be integrated into one box (coupling and decoupling 
network (CDN)) or they can be in separate networks. 

[SOURCE:IEC 61000-4-6:2013, 3.7] 

3.3  
EUT 
equipment under test 

3.3  
CDN 
coupling/decoupling network 
electrical circuit incorporating the functions of both the coupling and decoupling networks 

[SOURCE:IEC 61000-4-6:2013, 3.8] 

3.4  
decoupling network 
decoupling device 
electrical circuit for preventing test signals applied to the equipment under test (EUT) from 
affecting other devices,equipment or systems that are not under test 

[SOURCE:IEC 61000-4-6:2013, 3.9] 

3.4  
idle state 
operating state in which the power is switched on and the welding circuit is not energized 

Note 1 to entry: For some types of equipment there is no idle state, but an operating state preceding arc striking, 
when the welding circuit is energized. 

Note 2 to entry: Idle state is different from standby mode, when the power is switched off. 

3.5  
FAR 
fully-anechoic room 
shielded enclosure, the internal surfaces of which are lined with radio-frequency-energy 
absorbing material (i.e. RF absorber) that absorbs electromagnetic energy in the frequency 
range of interest 

[SOURCE: CISPR 11:2015/AMD1:2016, 3.20] 

3.6  
OATS 
open-area test site 
facility used for measurements of electromagnetic fields the intention for which is to simulate 
a semi-free-space environment over a specified frequency range that is used for radiated 
emission testing of products 

Note 1 to entry: An OATS typically is located outdoors in an open area, and has an electrically-conducting ground 
plane. 

[SOURCE: CISPR 11:2015/AMD1:2016, 3.21] 
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3.7  
port 
particular interface of an equipment which couples this equipment with the external 
electromagnetic environment (IEC 60050-161:2018, 161-01-01) and through which the 
equipment is influenced by this environment 

EXAMPLE Examples of ports of interest are shown in Figure 1. The enclosure port is the physical boundary of the 
apparatus (e.g. enclosure). The enclosure port provides for radiated and electrostatic discharge  
(IEC 60050-161:2018, 161-01-22) energy transfer, whereas the other ports provide for conducted energy transfer.   

 

Figure 1 – Examples of ports 

Note 1 to entry: Ports in the subject area of electromagnetic compatibility are specific cases of the port defined in 
IEC 60050-131:2002, 131-12-60. 

[SOURCE: IEC Guide 107:2014, 3.1.12, modified – The presentation of the term and the 
wording of the definition have been revised for compatibility with IEC 60050 (all parts).]  

3.8  
portable, adj 
capable to be carried by one person 

Note 1 to entry: Portability is typically specified by the equipment manufacturer based on the intended use, the 
equipment design and/or local regulation. 

[SOURCE: IEC 60050-151:2001, 151-16-47, modified – The note to entry has been entirely 
redrafted.] 

3.9  
SAC 
semi-anechoic chamber 
shielded enclosure, in which five of the six internal surfaces are lined with radio-frequency 
energy absorbing material (i.e. RF absorber) that absorbs electromagnetic energy in the 
frequency range of interest, and the bottom horizontal surface is a conducting ground plane 
for use with OATS test set-ups 

[SOURCE: CISPR 11:2015/AMD1:2016, 3.22] 

3.10  
small equipment 
equipment, either positioned on a table top or standing on the floor which, including its cables 
fits in an imaginary cylindrical test volume of 1,2 m in diameter and 1,5 m height (above the to 
ground plane) 

[SOURCE: CISPR 11:2009, Amendment 1:2010, 3.10 CISPR 11:2015, 3.17, modified – 
Replacement of the term "small size equipment" by "small equipment"] 

3.11  
wired network port 
PORT for the connection of voice, data and signalling transfers intended to interconnect 
widely-dispersed systems by direct connection to a single-user or multi-user communication 
network 
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Note 1 to entry: Examples of these include CATV, PSTN, ISDN, xDSL, LAN and similar networks. 

Note 2 to entry: These PORTS may support screened or unscreened cables and may also carry AC or DC power 
where this is an integral part of the telecommunication specification. 

[SOURCE: CISPR 32:2015, 3.1.32] 

4 General test requirements 

4.1 Test conditions 

Tests shall be carried out on completely assembled equipment representative of the series 
production. Tests shall be performed within the specified operating conditions given in 
IEC 60974-1:2017 and IEC 60974-1:2017/AMD1:2019 or IEC 60974-6:2015, and at the rated 
supply voltage and frequency. Results obtained for RF emission and immunity at 50 Hz are 
valid for the same model operating at 60 Hz and vice versa. 

Where this document gives options for testing particular requirements with a choice of test 
methods, compliance can be shown against any of the test methods, using the specified limits 
with the restrictions provided in the relevant tables.  

Identical units may be used for testing in parallel. In this case, this information shall be 
recorded in the test report. 

4.2 Measuring instruments 

The measuring equipment shall comply with the requirements of CISPR 16-1-1:2019 and the 
standards referred to in Tables 1, 2 and 3 Table 6, Table 7 and Table 8 as applicable. 

4.3 Artificial mains network 

Measurement of the mains terminal disturbance voltage shall be made using an artificial 
mains network, if commercially available, consisting of 50 Ω/50 µH or 50 Ω/50 µH + 5 Ω V-
network as specified in CISPR 16-1-2:2014 and CISPR 16-1-2:2014/AMD1:2017. 

The artificial network is required to provide a defined impedance at RF across the mains 
supply at the point of measurement and also to provide for isolation of the equipment under 
test from ambient noise on the power lines. 

4.4 Voltage probe 

A voltage probe as specified in CISPR 16-1-2:2014 and CISPR 16-1-2:2014/AMD1:2017 shall 
be used when the artificial mains network cannot be used. The probe is connected 
sequentially between each line and the reference earth. The probe shall consist of a blocking 
capacitor and a resistor such that the total resistance between the line and earth is at least 
1 500 Ω. The effect on the accuracy of measurement of the capacitor or any other device 
which may be used to protect the measuring receiver against dangerous currents shall be 
either less than 1 dB or allowed for in calibration. 

4.5 Antennas 

In the frequency range from 30 MHz to 1 6 GHz, the antenna(s) used shall be as specified in 
CISPR 16-1-4:2019. 

Measurements shall be made for both horizontal and vertical polarization. The nearest point 
of the antenna(s) to the ground shall be not less than 0,2 m. 

On an OATS or in a SAC, the nearest point of the antenna(s) to the ground shall be not less 
than 0,25 m. 
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For measurements in a FAR, the antenna height is fixed at the geometrical middle height of 
the validated test volume. 

4.6 Load Coupling/decoupling network (CDN) 

If a shielded chamber is required and the load is situated outside the shielded chamber, a 
load-decoupling network connected to the outside load via suitable RF filters shall be used 
inside the chamber. A 150 Ω CDN AF 2, as specified in IEC 61000-4-6:2013, suitable for the 
respective load current and voltage, shall be used. The RF-port of the CDN shall be 
terminated with 50 Ω. 

Any suitable coupling devices specified in CISPR 16-1-2:2014 and CISPR 16-
1-2:2014/AMD1:2017 may be used for the conducted emission assessment of signal, control 
or measurement ports. 

5 Test set-up for emission and immunity 

5.1 General 

Emission and immunity testing of equipment that is not PORTABLE shall be carried out on 
equipment configured in accordance with Figure 2. For PORTABLE equipment, either the test 
set-up given in Figure 2 or the test set-up given in Figure 3 shall be used. Arc welding 
equipment tested in one of these configurations shall be considered to have met the 
necessary requirements of this document. 

In any situation where it is necessary to re-test the equipment to show compliance with this 
standard the test setup originally chosen shall be used in order to guarantee consistency of 
the results, unless it is agreed by the manufacturer to do otherwise. 

For the measurement of the output current ripple, there are no specific requirements for the 
equipment configuration. 

For RF emission, EM field immunity, common mode immunity, and fast transient immunity 
tests the following dimensions apply: 

• in Figure 2, a shall be 1 m; 

• in Figure 2 and Figure 3, b shall be 0,4 m or less; 

• in Figure 3, h shall be 0,8 m; 

• In Figure 3, the horizontal distance c between the EUT and the convential load shall be 1 
m or less. 

Dimensions a, b and h are undefined for all other tests. 

The tolerance for the dimensions a and h is ± 0,05 m. 
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Key 

1 

2 

3 

4 

5 

6 

 

Welding power source 

Liquid cooling system 

Wire feeder 

Remote control 

Interconnection cable (bundled) 

Remote control cable (bundled) 

 

7 

8 

9 

10 

11 

 

Welding cable (bundled)  

Input supply cable (bundled) 

Insulation 

Reference ground plane 

Conventional load 
or load decoupling network 

 

a Distance between power source and load or load decoupling network 

b Cable bundle length 

NOTE 1 Items 2, 3, and 4 are ancillary equipment, as applicable, and are typically positioned as specified 
by the equipment manufacturer. 

NOTE 2 Insulation (item 9) is placed between items 1 and 3 if specified by the manufacturer. 

 

Figure 2 – Test set-up 1 for arc welding equipment 

If, due to the design of the arc welding equipment, these tests cannot be carried out as 
described, the manufacturer’s recommendations (for example, temporary bypassing or 
disablement of control circuits) should be followed in order to match these test objectives. Any 
temporary changes to the arc welding equipment shall be documented. 

If ancillary equipment can be connected to the welding power source, then the welding power 
source shall be tested with the minimum configuration of ancillary equipment necessary to 
exercise the ports. If the welding power source has a large number of similar PORTS or PORTS 
with many similar connections, then a sufficient number shall be selected to simulate actual 
operating conditions and to ensure that all the different types of termination are covered. 

For mains terminal voltage disturbance tests the welding power source shall be connected to 
the electricity supply using the V-network specified in 4.3 whenever possible. The V-network 
shall be located so that its closest surface is no less than 0,8 m from the nearest boundary of 
the equipment under test. The input cable shall have a minimum length of 2 m. 
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Key 

1 

2 

3 

4 

5 

 

Arc welding equipment 

Remote control (under the table) 

Welding cable (bundled) 

Remote control cable (bundled) 

Input supply cable (bundled) 

 

6 

7 

8 

9 

 

Insulation 

Reference ground plane 

Non-conductive table 

Conventional load or load decoupling network; 
The load may be placed under or beside the 
table (under the table) 

 

b Cable bundle length 

h Non-conductive table height 

NOTE Item 2 is ancillary equipment, as applicable. 

 

Figure 3 – Test set-up 2 for portable arc welding equipment 

Full document details: IEC 60974-10 2020 RLV

http://avadocuments2026.com/doc/iec-60974-10-2020-rlv
http://avadocuments2026.com/doc/iec-60974-10-2020-rlv


 – 16 – IEC 60974-10:2020 RLV © IEC 2020 

 

Key 
1 Arc welding equipment 3 Test antenna (horizontal polarization shown) 

2 Welding cables (bundled) 4 Conventional load or load decoupling network 

e Separation distance between the equipment under test and the radiation center of the antenna 

i Distance between the equipment under test and nearest point of the antenna 

 

Figure 4 – Top view of test set-up as shown in Figure 2 

The welding power source shall be connected to the conventional load by welding cables of 
suitable cross-section for the welding current, or the appropriate torch or electrode holder with 
an adapter. The welding cables shall have a minimum length of 2 m. 

If a load situated outside the shielded chamber is used, a load-decoupling network as defined 
in 4.6 shall be placed inside the shielded chamber. The load-decoupling network shall be 
terminated to the reference ground and connected to the outside load via suitable filters. 

For RF emission tests using the test set-up given in Figure 2, the welding power source shall 
be insulated by an insulating mat (or blocks) not greater than 12 mm thick or insulated by its 
own under-gear if appropriate. 

For electromagnetic radiation disturbance and EM field immunity tests using the test set-up as 
given in Figure 2, the welding power source and conventional load (or, if applicable, the load-
decoupling network) shall be at one stationary position with respect to the test antenna as 
shown in Figure 4. The separation distance e in Figure 4 is defined in Clause 6 of 
CISPR 11:2009 8.3 of CISPR 11:2015 and CISPR 11:2015/AMD1:2016. The separation 
distance i in Figure 4 is defined in IEC 61000-4-3:2006, IEC 61000-4-3:2006/AMD1:2007 and 
IEC 61000-4-3:2006/AMD2:2010. 

The cables shall be allowed to fall naturally to the ground plane. Excess cable length shall be 
folded to form separate bundles not exceeding 0,4 m in length, as far as practicable. 

Specific test set-up geometries for immunity tests can be found in the basic standards 
referenced in Tables 1, 2 and 3 Table 6, Table 7 and Table 8. 

The configuration of the equipment under test shall be noted in the test report. 

5.2 Load 

During the tests, the arc welding operation is simulated by loading the equipment with a 
conventional load as specified in IEC 60974-1:2017 and IEC 60974-1:2017/AMD1:2019. For 
RF emission tests that do not use a CDN, the conventional load shall be insulated by an 
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insulating mat (or blocks) not greater than 12 mm thick or insulated by its own under-gear if 
appropriate. 

For the measurement of the output current ripple, the inductance of the load including welding 
cables at the fundamental frequency shall be less than 10 µH per 100 mΩ total resistance. 

5.3 Ancillary equipment 

5.3.1 General requirements 

Ancillary equipment shall be tested in conjunction with a welding power source. It shall be 
connected, installed and configured as recommended by the manufacturer. 

Specific requirements for the operation of ancillary equipment are given below. 

5.3.2 Wire feeders 

Wire feeders shall be positioned on/by or near a welding power source as designed. Wire 
feeders, which can be located both inside or outside the welding power source enclosure, 
shall be placed outside. For RF emission tests, wire feeders designed to be placed on the 
floor shall be insulated from it, by an insulating mat (or blocks) not greater than 12 mm thick 
or insulated by its own under-gear, if appropriate. 

The welding cable connecting the wire feeder to the welding power source shall be 2 m in 
length or longer, if required, to make the connection and be of suitable current rating. If a 
welding cable in excess of 2 m is provided by the manufacturer, the excess cable length shall 
be folded to form a bundle not exceeding 0,4 m in length, as far as practicable. A welding 
cable connection less than 2 m long shall be permitted if this is supplied with the equipment. 

The interconnection cable(s) between the wire feeder and the welding power source shall be 
of the type and length recommended by the manufacturer. Excess cable length shall be folded 
to form a bundle not exceeding 0,4 m in length, as far as practicable. 

A welding torch, as recommended by the manufacturer, may be used instead of a welding 
cable to make the connection from the wire feeder to the conventional load. 

5.3.3 Remote controls 

If a welding power source is capable of operating with a remote control, it shall be tested with 
the remote control connected, which is expected to give the highest emissions and/or lowest 
immunity. The remote control shall be placed on, and insulated from, the ground plane beside 
the load, where possible. For RF emission tests, the insulation shall not be greater than 
12 mm thick. Remote controls designed to be attached to the arc welding equipment during 
use shall be placed as intended. For wireless remote controls, see Annex E. 

Excess cable length shall be folded to form a bundle not exceeding 0,4 m in length, as far as 
practicable. 

Complex controls that can be used independently from a dedicated power source may be 
tested in conjunction with the power source or as a stand-alone unit, as specified by the 
manufacturer. 

5.3.4 Arc striking and stabilizing devices 

Arc striking and stabilizing devices shall be disabled during all tests other than RF emission 
tests to protect test equipment. For RF emission tests, measurements shall be started 5 s 
after the equipment is in operation. 
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5.3.5 Liquid cooling systems 

Liquid cooling systems shall be positioned on/by or near a welding power source as designed. 
Liquid cooling systems, which can be located both inside or outside the welding power source 
enclosure, shall be placed outside. For RF emission tests, liquid cooling systems designed to 
be placed on the floor shall be insulated from it, by an insulating mat (or blocks) not greater 
than 12 mm thick or insulated by its own under-gear, if appropriate. 

The inlet and outlet may be connected by a hose, as recommended by the manufacturer, to 
allow the flow of cooling liquid. 

6 Emission tests 

6.1 Classification for RF emission tests 

6.1.1 Class A equipment 

Class A equipment is intended for use in locations other than residential locations where the 
electrical power is provided by the public low-voltage supply system. 

Class A equipment is equipment suitable for use in all locations other than those allocated in 
residential environments and those directly connected to a low voltage power supply network 
which supplies buildings used for domestic purposes. 

Class A equipment shall meet Class A limits in accordance with 6.3. 

Arc striking and stabilizing devices and arc stud welding equipment shall be classified as 
Class A equipment. 

6.1.2 Class B equipment 

Class B equipment is suitable for use in all locations, including residential locations where the 
electrical power is provided by the public low-voltage supply system. 

Class B equipment shall meet Class B limits in accordance with 6.3. 

6.2 Test conditions 

6.2.1 Welding power source 

6.2.1.1 Test conditions for RF emission tests 

The welding power source shall be tested at the conventional load voltages referenced in 
6.2.2 under the following output conditions: 

a) at rated minimum welding current; 
b) at rated welding current at 100 % duty cycle. If no rated current is specified for a 100 % 

duty cycle, the test shall be carried out at 50 % of I2max. 

Additionally, if there is an idle state, the welding power source shall be tested with the cables 
disconnected at the load. 

If the supply current is greater than 25 A at any of the output conditions given above, the 
output may be reduced to give a supply current of 25 A. However, if a supply current of 25 A 
or less cannot be achieved, the voltage probe, as specified in 4.4, may be used for tests in 
accordance with 6.3.2 as an alternative to an artificial mains network. 
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Welding power sources capable of operating in both a.c. and d.c. modes shall be tested in 
both all operating modes. 

NOTE Typical examples for operating modes are AC, DC or pulsed DC. 

Multi-process welding power sources shall be tested with the conventional load which gives 
the highest load voltage for the set current. If a welding power source contains more than one 
output circuit (for example, plasma cutting and manual arc welding), each circuit shall be 
tested separately. 

For power sources with an external wire feeder, only the MIG configuration shall be tested 
with the MIG conventional load voltage. As an alternative, the MAG configuration can also be 
used. 

6.2.1.2 Test conditions for harmonics 

Welding power sources within the scope of IEC 60974-1:2017 and 
IEC 60974-1:2017/AMD1:2019 shall be tested at the conventional load voltage according to 
the process as given in 6.2.2 at maximum rated welding current at the rated duty cycle. 

The arithmetic average value of 1,5 s smoothed RMS supply current values (Iref as per 
IEC 61000-3-12:2011) shall be measured when the welding power source is delivering its 
maximum rated welding current I2max. 

For welding equipment within the scope of IEC 60974-1:2017 and 
IEC 60974-1:2017/AMD1:2019 with a rated maximum supply current below 16 A, the 
reference current Iref for the definition of limits shall be 16 A. 

The maximum and arithmetic average values of 1,5 s smoothed RMS harmonic current values 
in each discrete Fourier transform (DFT) time window shall be determined over one full 
thermal cycle of 10 min including the idle state period. 

NOTE 1 An idle state period of more than 10 % is not a stand-by mode as defined in IEC 61000-3-12:2011, but an 
operational mode of the welding equipment within its full thermal cycle. 

Welding power sources capable of operating in both a.c. and d.c. modes shall be tested in 
both all modes. 

NOTE 2 Typical examples for operating modes are AC, DC or pulsed DC. 

Multi-process welding power sources shall be tested with the conventional load which gives 
the highest conventional load voltage for the set current. 

Test conditions for welding power sources within the scope of IEC 60974-6:2015 are given in 
IEC 61000-3-2:2018. 

6.2.1.3 Test conditions for voltage fluctuations and flicker 

Test conditions for welding power sources are given in IEC 61000-3-3:2013 and 
IEC 61000-3-3:2013/AMD1:2017. 

NOTE 2 IEC 61000-3-3:2013, Clause A.15 is applicable to equipment with I1max > 16 A. 

6.2.1.4 Test conditions for output current ripple 

The welding power source shall be tested at the conventional load voltages referenced in 
6.2.2 at rated welding current at 100 % duty cycle. If no rated current is specified for a 100 % 
duty cycle, the test shall be carried out at 50 % of I2max. 
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The current ripple shall be recorded in the time domain. 

6.2.2 Load voltages 

Conventional load voltages are given in IEC 60974-1:2017 and IEC 60974-1:2017/AMD1:2019 
or IEC 60974-6:2015. 

6.2.3 Wire feeders 

Wire feeders shall be tested at 50 % of the maximum wire feed speed setting, where possible. 
Pre-programmed and synergic wire feeders shall be tested according to the output setting of 
the welding power source. 

During this test, pressure shall be removed from the drive rolls of the wire feeder and the 
welding power source shall be loaded as given in 6.2.1.1. 

6.2.4 Ancillary equipment 

Other ancillary equipment shall be tested according to the manufacturer’s recommendations. 

6.3 Emission limits 

6.3.1 General 

Emission limits are designed to reduce the probability of interference but will not in all cases 
eliminate interference, for example, when the receiving apparatus is in close proximity or has 
a high degree of sensitivity. 

The ability of arc welding equipment to work in a compatible manner with other radio and 
electronic systems is greatly influenced by the manner in which it is installed and used. For 
this reason a code of practice is appended to this document (see Annex A), and it is 
recommended that the arc welding equipment be installed and used in accordance with this 
code of practice if electromagnetic compatibility is to be achieved. 

NOTE The origins of the limit values in this document are summarized in Annex B. 

6.3.2 Mains terminal disturbance voltage 

6.3.2.1 Idle state 

The mains terminal disturbance voltage limits for Class  A arc welding equipment in idle state, 
regardless of the rated input power, are given in Table 2 of CISPR 11:2009 in the column for 
a rated input power less than or equal to 20 kVA. 

The mains terminal disturbance voltage limits for Class B arc welding equipment in idle state 
are given in Table 3 of CISPR 11:2009. 

The mains terminal disturbance voltage limits for Class  A and Class B arc welding equipment 
in idle state, are given in Table 1. The appropriate set of limits shall be selected in 
accordance with the maximum rated input power of the equipment. If the rated input power is 
not given on the rating plate, it is calculated using the rated maximum supply current I1max 
and the rated input voltage U1. 

The EUT shall meet either both the average and the quasi-peak limits using corresponding 
detectors or the average limit when using a quasi-peak detector. 
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Table 1 – Mains terminal disturbance voltage limits, idle state 

Frequency 
range Class B 

Class A 
maximum rated input 

power ≤ 20 kVA 

Class A 
maximum rated input 

power > 20 kVA a 

Class A 
maximum rated input 

power > 75 kVA  b 

MHz dBµV dBµV dBµV dBµV 

 Quasi-peak Average Quasi-peak Average Quasi-peak Average Quasi-peak Average 

0,15 to 0,50 

66 56 

79 66 100 90 130 120 Decreasing linearly with 
logarithm of frequency to 

56 46 

0,50 to 5 56 46 73 60 86 76 125 115 

5 to 30 60 50 73 60 

90 80 

115 105 

Decreasing linearly 
with 

logarithm of frequency 
to 

73 60 

At the transition frequency, the more stringent limit shall apply. 

a These limits apply to equipment with a rated power > 20 kVA and intended to be connected to a dedicated 
power transformer or generator, and which is not connected to low voltage (LV) overhead power lines. For 
equipment not intended to be connected to a user specific power transformer the limits for ≤ 20 kV A apply. The 
manufacturer and/or supplier shall provide information on installation measures that can be used to reduce 
emissions from the installed equipment. In particular it shall be indicated that this equipment is intended to be 
connected to a dedicated power transformer or generator and not to LV overhead power lines. 

b These limits apply only to high power electronic systems and equipment with a rated power greater than 75 kVA 
when intended to be installed as follows: 

–  the installation is supplied from a dedicated power transformer or generator, and which is not connected to 
low voltage (LV) overhead power lines, 

–  the installation is physically separated from residential environments by a distance greater than 30 m or by 
a structure which acts as a barrier to radiated phenomena, 

–  the manufacturer and/or supplier shall indicate that this equipment meets the disturbance voltage limits for 
high power electronic systems and equipment of rated input power > 75 kVA and provide information on 
installation measures to be applied by the installer. In particular, it shall be indicated that this equipment is 
intended to be used in an installation which is powered by a dedicated power transformer or generator and 
not by LV overhead power lines. 

 

6.3.2.2 Loaded 

The mains terminal disturbance voltage limits for Class A and Class B arc welding equipment 
are the Group 2 limits given in Table 6 of CISPR 11:2009 Table 2. The appropriate set of 
limits shall be selected in accordance with the maximum rated input power of the equipment. 
If the rated input power is not given on the rating plate, it is calculated using the rated 
maximum supply current I1max and the rated input voltage U1. 

The mains terminal disturbance voltage limits for Class B arc welding equipment are the 
Group 2 limits given in Table 7 of CISPR 11:2009. 

Full document details: IEC 60974-10 2020 RLV

http://avadocuments2026.com/doc/iec-60974-10-2020-rlv
http://avadocuments2026.com/doc/iec-60974-10-2020-rlv


 – 22 – IEC 60974-10:2020 RLV © IEC 2020 

Table 2 – Mains terminal disturbance voltage limits, load conditions 

Frequency 
range Class B 

Class A 
maximum rated input power 

≤ 75 kVA a 

Class A 
maximum rated input 
power > 75 kVA a,  b 

MHz dBµV dBµV dBµV 

 Quasi-peak Average Quasi-peak Average Quasi-peak Average 

0,15 to 0,50 

66 56 

100 90 130 120 Decreasing linearly with 
logarithm of frequency to 

56 46 

0,50 to 5 56 46 86 76 125 115 

5 to 30 60 50 

90 80 

115 105 Decreasing linearly with 
logarithm of frequency to 

73 60 

At the transition frequency, the more stringent limit shall apply. 

a The maximum rated input power is calculated using the rated maximum supply current I1max. 

b The manufacturer and/or supplier shall provide information on installation measures that can be used to 
reduce emissions from the installed equipment. 

 

The EUT shall meet either both the average and the quasi-peak limits using corresponding 
detectors or the average limit when using a quasi-peak detector. 

For Class A equipment impulse noise (clicks) which occurs less than 5 times per minute is not 
considered. 

For Class B equipment impulse noise (clicks) which occurs less than 0,2 times per minute a 
relaxation of the limits of 44 dB is allowed. 

For clicks appearing between 0,2 times and 30 times per minute, a relaxation of the limits of 
20 log (30/N) dB is allowed (where N is the number of clicks per minute). Criteria for 
separated clicks can be found in CISPR 14-1:2016. 

6.3.3 Conducted emissions at signal, control and measurement ports 

Class A equipment shall comply with the limits in Table 5 of IEC 61000-6-4:2018. 

Class B equipment shall comply with the limits for the telecommunications/network ports  in 
Table 4 of IEC 61000-6-3:2006/AMD1:2010. 

These requirements apply only to PORTS that connect the welding system to external 
equipment (e.g. wired network ports).  

These requirements do not apply to PORTS designed exclusively for interconnection of 
equipment within the welding system (e.g. wire feeders, welding torches, gas consoles, other 
power sources, remote controls). 

6.3.4 Output current ripple 

The output current ripple of Class B arc welding power sources shall comply with the limits 
given in Table 3. 
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NOTE The permissible peak-peak value is selected based on the fundamental frequency of the output current 
ripple. Compliance with this value at the fundamental frequency, which can be below the frequency range where 
limits for the magnetic field strength are defined, ensures compliance of all spectral components. 

Table 3 – Output current ripple limits for Class B arc welding power sources 

Frequency 
range 

MHz 

Current ripple amplitude 
in time domain 

dBAa peak-peak 

0,01 to 0,150 

55,6 

Decreasing linearly with 
logarithm of frequency to 

8,6 

0,150 to 30 

8,6 

Decreasing linearly with 
logarithm of frequency to 

-27,4 

a dBA is a logarithmic unit where 0 dBA represents a current 
of 1 A. 

 

6.3.5 Electromagnetic radiation disturbance 

6.3.5.1 Idle state 

The electromagnetic radiation disturbance limits for Class A and Class B arc welding 
equipment in idle state, regardless of the rated input power, are given in Table 4 of 
CISPR 11:2009 in the columns for a rated input power less than or equal to 20 kVA are given 
in Table 4. 

The electromagnetic radiation disturbance limits for Class B arc welding equipment are given 
in Table 5 of CISPR 11:2009. 
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Table 4 – Electromagnetic radiation disturbance – Idle state 

Frequency 
range 

MHz 

Class B 
Quasi-peak 

dBµV/m 

Class A 
Quasi-peak 

dBµV/m 

OATS or SAC FAR b OATS or SAC FAR b 

10 m 
measuring 
distance 

3 m measuring distance a 
10 m 

measuring 
distance 

3 m measuring distance a 

30 to 230  30 40 42 to 35 40 50 52 to 45 

230 to 
1 000 37 47 42 47 57 52 

On an OATS or in a SAC, class A equipment can be measured at a nominal distance of 3 m, 10 
m or 30 m. In case of measurements at a separation distance of 30 m, an inverse proportionality 
factor of 20 dB per decade shall be used to normalize the measured data to the specified 
distance for determining compliance. 

At the transition frequency, the more stringent limit shall apply. In the frequency range 30 MHz to 
230 MHz, the limit for measurements in the FAR decreases linearly with the logarithm of 
frequency. 

A 20 dB relaxation applies to Class A equipment with a rated power of > 20 kVA and intended to 
be used at locations where there is a distance greater than 30 m between the equipment and 
third party sensitive radio communications. The manufacturer shall indicate in the technical 
documentation that this equipment is intended to be used at locations where the separation 
distance to third party sensitive radio services is > 30 m. If these conditions are not met, then the 
relaxation does not apply. 

a The limits specified for the 3 m separation distance apply only to small equipment meeting 
the size criterion defined in 3.10. 

b The table-top equipment shall fit into the test volume of the FAR.  

 

6.3.5.2 Loaded 

The electromagnetic radiation disturbance limits for Class A and Class B arc welding 
equipment are the limits given in Table 10 of CISPR 11:2009 Table 5. 

The electromagnetic radiation disturbance limits for Class B arc welding equipment in the 
frequency band 30 MHz to 1 000 MHz are the Group 2 limits given in Table 11 of 
CISPR 11:2009. 

The 20 dB relaxations in the frequency ranges 80,872 MHz to 81,848 MHz and 134,786 MHz 
to 136,414 MHz are not applicable to arc welding equipment. 

Table 5 – Electromagnetic radiation disturbance – Loaded state 

Frequency 
range 

MHz 

Class B 
Quasi-peak 

dBµV/m 

Class A 
Quasi-peak 

dBµV/m 

OATS or SAC FAR b OATS or SAC FAR b 

10 m 
measuring 
distance  

3 m measuring 
distance a  

10 m 
measuring 
distance 

3 m measuring 
distance a 

30 

30 40 

42 80 90 102 

> 30 to 80,872 42 to 39    

80,872 to 81,848 39 Decreasing linearly 

81,848 to 134,786 39 to 37 with logarithm of frequency 

134,786 to 136,414 37 to 
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136,414 to ≤ 230 37 to 35 60 70 75 

> 230 to 1 000 37 47 42 60 70 75 

On an OATS or in a SAC, Class A equipment can be measured at a nominal distance of 3 m, 
10 m or 30 m. In case of measurements at a separation distance of 30 m, an inverse 
proportionality factor of 20 dB per decade shall be used to normalize the measured data to the 
specified distance for determining compliance. 

a The limits specified for the 3 m separation distance apply only to small equipment meeting 
the size criterion defined in 3.10. 

b The table-top equipment shall fit into the test volume of the FAR. 

 

6.3.6 Harmonics, voltage fluctuations and flicker 

The limits for 

a) harmonic current emissions are given in IEC 61000-3-2:2018 and IEC 61000-3-12:2011, 
b) voltage fluctuations and flicker are given in IEC 61000-3-3:2013 and 

IEC 61000-3-3:2013/AMD1:2017 and IEC 61000-3-11:2017, 

and are applicable to arc welding equipment with a supply current I1max up to 75 A, as given 
in Figure 5 and Figure 6. 

NOTE 1 IEC TS 61000-3-4:1998 can be used to guide the parties concerned by the installation of arc welding 
equipment with an supply current I1max above 75 A in a low-voltage network. 

NOTE 2 IEC 61000-3-3:2013, Clause A.15, is applicable to equipment with I1max  > 16 A. 

 

Figure 5 – Overview of harmonic requirements for supply current I1max up to 75 A 
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Figure 6 – Overview of flicker requirements 

7 Immunity tests 

7.1 Classification for immunity tests 

7.1.1 Applicability of tests 

Arc welding equipment covered by this document is sub-divided into categories for the 
purpose of immunity requirements as given below. Category 1 arc welding equipment is 
considered to meet the necessary immunity requirements without testing. Category 2 arc 
welding equipment shall fulfil the requirements of 7.4. 

7.1.2 Category 1 equipment 

Category 1 equipment includes arc welding equipment not containing electronic control 
circuitry, for example, transformers, transformer rectifiers, passive remote controls, liquid 
cooling systems, CO2-heaters and non-electronic wire feeders. 

Electric circuits consisting of passive components such as inductors, RF suppression 
networks, mains frequency transformers, rectifiers, diodes and resistors are not considered to 
be electronic control circuitry. 

7.1.3 Category 2 equipment 

Category 2 equipment includes all arc welding equipment excluded from Category 1 above. 
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7.2 Test conditions 

Welding power sources shall be tested during no-load and loaded operation at the welding 
current corresponding to a 100 % duty cycle, when delivering current into a conventional load 
in accordance with 6.2.2. 

If the supply current is greater than 25 A at any of the output conditions given above, the 
output may be reduced to give a supply current of 25 A. 

Compliance shall be checked by measuring the no-load voltage (for the no-load test) and the 
mean value of the welding current (for the loaded operation test). 

Wire feeders shall be tested at 50 % of the maximum setting. The speed of the wire feeder 
shall be measured using a tacho-generator on a drive roll or by using other equivalent means. 

NOTE To carry out this test, pressure is removed from the drive rolls. 

7.3 Immunity performance criteria 

7.3.1 Performance criterion A 

The arc welding equipment shall continue to operate as intended. A variation in welding 
current, wire feed speed and travel speed of ±10 % of the setting is permitted, unless the 
manufacturer states otherwise. All controls shall continue to function and, in particular, it shall 
be possible to terminate the welding current using the normal switch provided, for example, 
the switch on a metal inert/active gas welding torch or foot control. No loss of stored data is 
permitted. After the test the output shall return to the original setting. Under no circumstances 
shall the no-load voltage exceed those values given in IEC 60974-1:2017 and 
IEC 60974-1:2017/AMD1:2019. 

7.3.2 Performance criterion B 

A variation in welding current, wire feed speed and travel speed of  % is permitted 
(in practice this may result in the arc extinguishing, in which case the arc may be reinitiated 
by the operator using the normal means). It shall be possible to terminate the welding current 
using the normal switch provided, for example the switch on a metal inert/active gas welding 
torch or foot control. No loss of stored data is permitted. After the test the output shall return 
to the original setting. Under no circumstances shall the no-load voltage exceed those values 
given in IEC 60974-1:2017 and IEC 60974-1:2017/AMD1:2019. 

7.3.3 Performance criterion C 

Temporary loss of function is permitted, requiring the arc welding equipment to be reset 
manually, for example by switching it off and on. 

No loss of stored data is permitted unless it can be restored by the operation of the controls. 
Under no circumstances shall the no-load voltage exceed those values given in 
IEC 60974-1:2017 and IEC 60974-1:2017/AMD1:2019. 

7.4 Immunity levels 

Immunity requirements are given in Table 6 for the enclosure, Table 7 for the AC input power 
port and Table 8 for ports for measurement and control lines. 

50
100
+

−
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Table 6 – Immunity levels – Enclosure 

Phenomena Units Test 
specification Basic standard Remarks Performance 

criteria 

Radiofrequency EM field, 
amplitude modulated 

MHz 
V/m (unmod. 

RMS) 
% AM (1 kHz) 

80 to 1 000 
10 

 
80 

IEC 61000-4-3: 
2006/AMD1: 
2007/AMD2: 

2010 

The test level 
specified is prior to 

modulation 
A 

Radiofrequency EM field, 
amplitude modulated 

GHz 
V/m (unmod. 

RMS) 
% AM (1 kHz) 

1,4 to 6,0 
3 
 

80 

IEC 61000-4-3: 
2006/AMD1: 
2007/AMD2: 

2010 

The test level 
specified is the 

RMS value of the 
unmodulated carrier 

A 

Electrostatic 
discharge 

Contact 
discharge 

kV (charge 
voltage) ±4 a 

IEC 61000-4-2: 
2008 

See basic standard 
for applicability of 
contact and/or air 

discharge test 

B 

Air 
discharge 

kV (charge 
voltage) ±8 a B 

a Testing is not required at lower levels than those specified. 

 

Table 7 – Immunity levels – AC input power port 

Phenomena Units Test 
specification Basic standard Remarks Performance 

criteria 

Fast 
transients 

kV (peak) 
Repetition frequency kHz 

Tr/Th ns 

±2 
5 or 100 

5/50 

IEC 61000-4-4: 
2012 Direct injection f B 

Radio-
frequency 
common 
mode 

MHz 
V (unmod. RMS) 

% AM (1 kHz) 

0,15 to 80 
10 
80 

IEC 61000-4-6: 
2013 

See note 
The test level 

specified is prior to 
modulation the 

RMS value of the 
unmodulated carrier 

a 

A 

Surges 

line-to-line 

line-to-earth 

Tr/Th µs 

kV (open-circuit voltage) 

kV (open-circuit voltage) 

1,2/50 (8/20) 

±1 

±2 

IEC 61000-4-5: 
2014/AMD1: 

2017 

This test is not 
required when 

normal functioning 
cannot be achieved 

because of the 
impact of the CDN 

on the EUT d, g 

B 

Voltage dips 

% residual voltage 
cycles at 50/60Hz 

70 
25/30 IEC 61000-4-11: 

2004/AMD1: 
2017 

IEC 61000-4-34: 
2005/AMD1: 

2009 

Voltage shift at zero 
crossings b, c, e 

B C 

% residual voltage 
cycles at 50/60Hz 

40 

10/12 
C 

% residual voltage 
cycle 

0 
1 C B 
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Phenomena Units Test 
specification Basic standard Remarks Performance 

criteria 

NOTE 
a  The test level can also be defined as the equivalent current into a 150 Ω load. 
b  Applicable only to input PORTS. 
c  For electronic power converters, the operation of protective devices (e.g. undervoltage protection) and the 

performance criterion C are allowed. 
d  For supply voltages where no test equipment is commercially available (e.g. CDNS), this test is not required. 
e  The test shall be carried out at the frequencies appropriate to the power supply frequency. Equipment 

intended to be used in regions where only one of these frequencies is applied needs to be tested at this 
specific frequency only. 

f  The test may be performed at one or at both repetition frequencies. The use of 5 kHz repetition frequency is 
traditional; however, 100 kHz is closer to reality. 

g  In cases where a manufacturer's specification requires external protection devices or measures which are 
clearly specified in the user's manual, the test requirements of this document shall be applied with the 
external protection devices or measures in place. 

 

Table 8 – Immunity levels – Ports for process, signalling, measurement and control 

Phenomena Units Test 
specification Basic standard Remarks Performance 

criteria 

Fast 
transients 

kV (peak) 
Tr/Th ns 

Repetition frequency kHz 

±2 
5/50 

5 

IEC 61000-4-4: 
2012 

Capacitive clamp 
used b, f B 

Radio-
frequency 
common 
mode 

MHz 
V (unmod. RMS) 

% AM (1kHz) 

0,15 to 80 
10 
80 

IEC 61000-4-6: 
2013 

See note 
The test level 

specified is prior to 
modulation the RMS 

value of the 
unmodulated carrier 

a, b 

A 

Surge 

line-to-line 

line-to-earth 

Tr/Th µs 

kV (open-circuit voltage) 

kV (open-circuit voltage) 

1,2/50  

0,5a 

±1 

IEC 61000-4-5: 
2014/AMD1: 

2017 
c, d, e B 

Applicable to measurement and control ports interfacing to cables unless the total length according to 
manufacturers' specifications does not exceed 3 m. 

NOTE 
a  The test level can also be defined as the equivalent current into a 150 Ω load. 
b  Applicable only to PORTS interfacing with cables whose total length according to the manufacturer’s functional 

specification may exceed 3 m. 
c  Applicable only to PORTS interfacing with long distance lines. A long distance line is a line connected to a 

signal/control port and which inside a building is longer than 30 m, or which leaves the building (including a 
line installed outdoors). 

d  Where normal functioning cannot be achieved because of the impact of the coupling/decoupling network 
(CDN) on the EUT, the test shall be done with the reduced functionality. A rationale shall be given in the test 
report for doing so. After the test and the removal of the CDN, the normal function shall not be affected. 

e  Signal ports directly connected to AC power network shall be treated as AC power ports. 
f  The test may be performed at one or at both repetition frequencies. The use of 5 kHz repetition frequency is 

traditional; however, 100 kHz is closer to reality. 
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8 Documentation for the purchaser/user 

The documentation made available to the purchaser/user prior to the purchase shall clearly 
indicate restrictions for use, due to: 

a) the RF equipment class (Class A or Class B); 
b) low-frequency (LF) requirements for the public low voltage supply network connection. 

Symbol 1 given in Annex C is recommended to be used for Class A equipment to indicate the 
RF equipment class and restrictions for use. 

Symbol 2 given in Annex C is recommended to be used to indicate restrictions for use due to 
LF requirements for the public low voltage supply network connection. 

The user shall be made aware of the fact that proper installation and use of the arc welding 
equipment is necessary to minimize possible interfering emissions. The manufacturer or his 
authorized representative shall be responsible for including instructions and information with 
each welding power source as follows. 

The welding power source shall include instructions and information as follows. 

a) For Class B equipment, a written statement that Class B equipment complies with 
electromagnetic compatibility requirements in industrial and residential environments, 
including residential locations where the electrical power is provided by the public low-
voltage supply system. 

b) For Class A equipment the following warning or its equivalent shall be included in the 
instruction manual: 
This Class A equipment is not intended for use in residential locations where the electrical 
power is provided by the public low-voltage supply system. There can be potential 
difficulties in ensuring electromagnetic compatibility in those locations, due to conducted 
as well as radiated radio-frequency disturbances. 

c) If the equipment with an input current below 75 A per phase is intended to be connected 
to public low voltage systems, and it does comply with IEC 61000-3-11:2017 or 
IEC 61000-3-12:2011 based on system impedance restrictions, the information given in 
the next paragraph or its equivalent shall be included in the instruction manual. The 
restriction shall be given as the lower value of the permissible system impedances (in mΩ) 
or the higher value of the required short circuit power (in MVA) resulting from tests in 
accordance with these standards. The impedance value may be calculated from the short 
circuit power value and vice versa. 
Provided that the public low voltage system impedance at the point of common coupling is 
lower than XX mΩ (or the short circuit power is higher than XX MVA), this equipment is 
compliant with IEC 61000-3-11:2017 and IEC 61000-3-12:2011 and can be connected to 
public low voltage systems. It is the responsibility of the installer or user of the equipment 
to ensure, by consultation with the distribution network operator if necessary, that the 
system impedance complies with the impedance restrictions. 

d) If the equipment with an input current below 75 A per phase is intended to be connected 
to public low voltage systems, and it does not comply with IEC 61000-3-12:2011 the 
following information or its equivalent shall be included in the instruction manual: 
This equipment does not comply with IEC 61000-3-12:2011. If it is connected to a public 
low voltage system, it is the responsibility of the installer or user of the equipment to 
ensure, by consultation with the distribution network operator, that the equipment may be 
connected. 

e) Information on any special measures that have to be taken to achieve compliance, for 
example the use of shielded cables. 

f) Recommendations on the assessment of the surrounding area, to identify necessary 
precautions required for the installation and use, to minimize disturbances; see Clause 
A.2 and Clause A.3. 
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g) Recommendations on methods to minimize disturbances; see Clause A.4. 
h) A statement drawing attention to the user’s responsibility with respect to interference from 

welding. 
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Annex A 
(informative) 

 
Installation and use 

A.1 General 

The user is responsible for installing and using the arc welding equipment according to the 
manufacturer’s instructions. If electromagnetic disturbances are detected, then it shall be the 
responsibility of the user of the arc welding equipment to resolve the situation with the 
technical assistance of the manufacturer. In some cases this remedial action may be as 
simple as earthing the welding circuit (see note). In other cases, it could involve constructing 
an electromagnetic screen enclosing the welding power source and the work complete with 
associated input filters. In all cases electromagnetic disturbances shall be reduced to the 
point where they are no longer troublesome. 

NOTE The practice for earthing the welding circuit is dependent on local safety regulations. Changing the 
earthing arrangements to improve EMC can affect the risk of injury or equipment damage. Further guidance is 
given in IEC 60974-9:2018. 

A.2 Assessment of area 

Before installing arc welding equipment the user shall make an assessment of potential 
electromagnetic problems in the surrounding area. The following shall be taken into account: 

a) other supply cables, control cables, signalling and telephone cables above, below and 
adjacent to the arc welding equipment; 

b) radio and television transmitters and receivers; 
c) computer and other control equipment; 
d) safety critical equipment, for example guarding of industrial equipment; 

e) the health of the people around, for example the use of pacemakers and hearing aids; 
f) equipment used for calibration or measurement; 
g) the immunity of other equipment in the environment. The user shall ensure that other 

equipment being used in the environment is compatible. This may require additional 
protection measures; 

h) the time of day that welding or other activities are to be carried out. 

The size of the surrounding area to be considered will depend on the structure of the building 
and other activities that are taking place. The surrounding area may extend beyond the 
boundaries of the premises. 

A.3 Assessment of welding installation 

In addition to the assessment of the area, the assessment of arc welding installations may be 
used to evaluate and resolve cases of interference. An emission assessment should include 
in situ measurements as specified in Clause 10 of CISPR 11:20092015/AMD1:2016. In situ 
measurements may also be used to confirm the efficiency of mitigation measures. 
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A.4 Mitigation measures 

A.4.1 Public supply system 

Arc welding equipment should be connected to the public supply system according to the 
manufacturer’s recommendations. If interference occurs, it may be necessary to take 
additional precautions such as filtering of the public supply system. Consideration should be 
given to shielding the supply cable of permanently installed arc welding equipment, in metallic 
conduit or equivalent. Shielding should be electrically continuous throughout its length. The 
shielding should be connected to the welding power source so that good electrical contact is 
maintained between the conduit and the welding power source enclosure. 

A.4.2 Maintenance of the arc welding equipment 

The arc welding equipment should be routinely maintained according to the manufacturer’s 
recommendations. All access and service doors and covers should be closed and properly 
fastened when the arc welding equipment is in operation. The arc welding equipment should 
not be modified in any way, except for those changes and adjustments covered in the 
manufacturer’s instructions. In particular, the spark gaps of arc striking and stabilising devices 
should be adjusted and maintained according to the manufacturer’s recommendations. 

A.4.3 Welding cables 

The welding cables should be kept as short as possible and should be positioned close 
together, running at or close to the floor level. 

A.4.4 Equipotential bonding 

Bonding of all metallic objects in the surrounding area should be considered. However, 
metallic objects bonded to the work piece will increase the risk that the operator could receive 
an electric shock by touching these metallic objects and the electrode at the same time. The 
operator should be insulated from all such bonded metallic objects. 

A.4.5 Earthing of the workpiece 

Where the workpiece is not bonded to earth for electrical safety, nor connected to earth 
because of its size and position, for example, a ship’s hull or building steelwork, a connection 
bonding the workpiece to earth may reduce emissions in some, but not all instances. Care 
should be taken to prevent the earthing of the workpiece increasing the risk of injury to users 
or damage to other electrical equipment. Where necessary, the connection of the workpiece 
to earth should be made by a direct connection to the workpiece, but in some countries where 
direct connection is not permitted, the bonding should be achieved by suitable capacitance, 
selected according to national regulations. 

A.4.6 Screening and shielding 

Selective screening and shielding of other cables and equipment in the surrounding area may 
alleviate problems of interference. Screening of the entire welding area may be considered for 
special applications. 
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Annex B 
(informative) 

 
Limits 

B.1 General 

The limits given in the standards referred to in the normative part of the present standard are 
summarized in Tables B.1 to B.10 for information. As some of the references refer to specific 
parts of tables of limits given in the referenced documents, only the applicable parts of those 
tables are duplicated. 

B.2 Mains terminal disturbance voltage limits 

Source: CISPR 11:2009, Amendment 1:2010 

Table B.1 – Mains terminal disturbance voltage limits, idle state 

Frequency 
range 

MHz 

Class B 

dBµV 

Class A 

dBµV 

Quasi-peak Average Quasi-peak Average 

0,15-0,50 

66 56 

79 66 Decreasing linearly with 
logarithm of frequency to 

56 46 

0,50-30 56 46 73 60 

 

Table B.2 – Mains terminal disturbance voltage limits, load conditions 

Frequency 
range 

MHz 

Class B 

dBµV 

Class A 
maximum rated input power 

≤ 75 kVA a 

dBµV 

Class A 
maximum rated input 

power > 75 kVA a 

dBµV 

Quasi-peak Average Quasi-peak Average Quasi-peak Average 

0,15-0,50 

66 56 

100 90 130 120 Decreasing linearly with 
logarithm of frequency to 

56 46 

0,50-5 56 46 86 76 125 115 

5-30 60 50 

90 80 

115 105 Decreasing linearly with 
logarithm of frequency to 

70 60 
a The maximum rated input power is calculated using the rated maximum supply current I1max. 
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B.3 Electromagnetic radiation disturbance limits 

Source: CISPR 11:2009, Amendment 1:2010 

Table B.3 – Electromagnetic radiation disturbance limits, idle state 

Frequency 
range 

MHz 

Class B 
 

dBµV/m 

Class A 

dBµV/m 

10 m measuring 
distance 

3 m measuring 
distance a 

10 m measuring 
distance 

3 m measuring 
distance a 

30-230  30 40 40 50 

230-1 000 37 47 47 57 
a The limits specified for the 3 m separation distance apply only to small equipment meeting 

the size criterion defined in 3.6. 

 

Table B.4 – Electromagnetic radiation disturbance limits, load conditions 

Frequency 
range 

MHz 

Class B 
 

dBµV/m 

Class A 
 

dBµV/m 

10 m measuring 
distance 

3 m measuring 
distance a 

10 m measuring 
distance 

3 m measuring 
distance a 

30 30 40 80 90 

>30-80,872 30 40   

80,872-81,848 30 b 40 b Decreasing linearly 

81,848-134,786 30 40 with logarithm of frequency 

134,786-136,414 30 b 40 b to 

136,414- ≤230 30 40   

>230-1 000 37 47 60 70 
a The limits specified for the 3 m separation distance apply only to small equipment meeting 

the size criterion defined in CISPR 11. 
b 20 dB relaxation has been removed based on 6.3.3.2. 
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B.4 Harmonic current limits 

Sources: IEC 61000-3-2:2005 and IEC 61000-3-12:2011 

Table B.5 – Maximum permissible harmonic current for equipment for 
non-professional use with input current I1max ≤ 16 A 

Harmonic order Harmonic current 

n A 

Odd harmonics 

3 3,45 

5 1,71 

7 1,16 

9 0,60 

11 0,50 

13 0,32 

15 ≤ n ≤ 39 0,23 × 15/n 

Even harmonics 

2 1,62 

4 0,65 

6 0,45 

8 ≤ n ≤ 40 0,35 × 8/n 

 

Table B.6 – Current emission limits for equipment with I1max ≤ 75 A 
other than balanced three-phase equipment 

Minimum Rsce 
Admissible individual 

harmonic current Ih/Iref 
a 

Admissible harmonic 
parameters  

% % 

 I3 I5 I7 I9 I11 I13 THC/Iref  PWHC/Iref 

33 21,6 10,7 7,2 3,8 3,1 2 23 23 

66 24 13 8 5 4 3 26 26 

120 27 15 10 6 5 4 30 30 

250 35 20 13 9 8 6 40 40 

≥ 350 41 24 15 12 10 8 47 47 

The relative values of even harmonics up to order 12 shall not exceed 16/h %. Even harmonics above 
order 12 are taken into account in THC and PWHC in the same way as odd order harmonics. 

Linear interpolation between successive Rsce values is permitted. 

a Iref = reference current; Ih = harmonic current component. 
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