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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTROMAGNETIC COMPATIBILITY (EMC) -

Part 4-6: Testing and measurement techniques —
Immunity to conducted disturbances,
induced by radio-frequency fields

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61000-4-6 has been prepared by subcommittee 77B: High
frequency phenomena, of IEC technical committee 77: Electromagnetic compatibility.

It forms Part 4-6 of IEC 61000. It has the status of a basic EMC publication in accordance
with IEC Guide 107.

This fourth edition cancels and replaces the third edition published in 2008 and constitutes a
technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) use of the CDNs;
b) calibration of the clamps;

c) reorganization of Clause 7 on test setup and injection methods; Documents
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d) Annex A which is now dedicated to EM and decoupling clamps;
e) Annex G which now addresses the measurement uncertainty of the voltage test level;
f) informative Annexes H, | and J which are new.

The text of this standard is based on the following documents:

FDIS Report on voting
77B/691/FDIS 77B/704/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts in the IEC 61000 series, published under the general title Electromagnetic
compatibility (EMC), can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

e withdrawn,

* replaced by a revised edition, or
*+ amended.

The contents of the corrigendum of June 2015 have been included in this copy.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

IEC 61000 is published in separate parts according to the following structure:

Part 1: General

General considerations (introduction, fundamental principles)
Definitions, terminology

Part 2: Environment

Description of the environment
Classification of the environment

Compatibility levels
Part 3: Limits

Emission limits

Immunity limits (in so far as they do not fall under the responsibility of the product
committees)

Part 4: Testing and measurement techniques

Measurement techniques
Testing techniques

Part 5: Installation and mitigation guidelines

Installation guidelines
Mitigation methods and devices

Part 6: Generic standards
Part 9: Miscellaneous

Each part is further subdivided into several parts, published either as international standards
or as technical specifications or technical reports, some of which have already been published
as sections. Others will be published with the part number followed by a dash and a second
number identifying the subdivision (example: IEC 61000-6-1).

This part is an international standard which gives immunity requirements and test procedures
related to conducted disturbances induced by radio-frequency fields.

Documents
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ELECTROMAGNETIC COMPATIBILITY (EMC) -

Part 4-6: Testing and measurement techniques —
Immunity to conducted disturbances,
induced by radio-frequency fields

1 Scope

This part of IEC 61000 relates to the conducted immunity requirements of electrical and
electronic equipment to electromagnetic disturbances coming from intended radio-frequency
(RF) transmitters in the frequency range 150 kHz up to 80 MHz. Equipment not having at least
one conducting wire and/or cable (such as mains supply, signal line or earth connection)
which can couple the equipment to the disturbing RF fields is excluded from the scope of this
publication.

NOTE 1 Test methods are defined in this part of IEC 61000 to assess the effect that conducted disturbing signals,
induced by electromagnetic radiation, have on the equipment concerned. The simulation and measurement of these
conducted disturbances are not adequately exact for the quantitative determination of effects. The test methods
defined are structured for the primary objective of establishing adequate repeatability of results at various facilities
for quantitative analysis of effects.

The object of this standard is to establish a common reference for evaluating the functional
immunity of electrical and electronic equipment when subjected to conducted disturbances
induced by RF fields. The test method documented in this part of IEC 61000 describes a
consistent method to assess the immunity of an equipment or system against a defined
phenomenon.

NOTE 2 As described in IEC Guide 107, this standard is a basic EMC publication for use by product committees of
the IEC. As also stated in Guide 107, the IEC product committees are responsible for determining whether this
immunity test standard should be applied or not, and if applied, they are responsible for determining the
appropriate test levels and performance criteria.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050 (all parts), International Electrotechnical Vocabulary (IEV) (available at
<http://www.electropedia.org>)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-161 as well
as the following apply.

3.1

artificial hand

electrical network simulating the impedance of the human body under average operational
conditions between a hand-held electrical appliance and earth

Note 1 to entry: The construction should be in accordance with CISPR 16-1-2.

[SOURCE: IEC 60050-161:1990, 161-04-27] Documents
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3.2

auxiliary equipment

AE

equipment necessary to provide the equipment under test (EUT) with the signals required for
normal operation and equipment to verify the performance of the EUT

3.3
clamp injection
clamp injection is obtained by means of a clamp-on “current” injecting device on the cable

3.4

clamp injection device

clamp-on “current” injecting device on a cable being either a current clamp or an
electromagnetic clamp

3.41

current clamp

transformer, the secondary winding of which consists of the cable into which the injection is
made

3.4.2

electromagnetic clamp

EM clamp

injection device with combined capacitive and inductive coupling

3.5
common mode impedance
ratio of the common mode voltage and the common mode current at a certain port

Note 1 to entry: This common mode impedance can be determined by applying a unity common mode voltage
between the terminal(s) or screen of that port and a reference plane (point). The resulting common mode current is
then measured as the vectorial sum of all currents flowing through these terminal(s) or screen (see also Figures
8a) and 8b)).

3.6

coupling factor

ratio given by the open-circuit voltage (e.m.f.) obtained at the EUT port of the coupling (and
decoupling) device divided by the open-circuit voltage obtained at the output of the test
generator

3.7
coupling network
electrical circuit for transferring energy from one circuit to another with a defined impedance

Note 1 to entry: Coupling and decoupling devices can be integrated into one box (coupling and decoupling
network (CDN)) or they can be in separate networks.

3.8

coupling/decoupling network

CDN

electrical circuit incorporating the functions of both the coupling and decoupling networks

3.9

decoupling network

decoupling device

electrical circuit for preventing test signals applied to the EUT from affecting other devices,
equipment or systems that are not under test

Documents
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3.10

test generator

generator (RF generator, modulation source, attenuators, broadband power amplifier and
filters) capable of generating the required test signal

Note 1 to entry: See Figure 3.

3.11

electromotive force

e.m.f.

voltage at the terminals of the ideal voltage source in the representation of an active element

3.12

measurement result

Umr X X
voltage reading of the measurement equipment

3.13

voltage standing wave ratio

VSWR

ratio of a maximum to an adjacent minimum voltage magnitude along the line

4 General

The source of disturbance covered by this part of IEC 61000 is basically an electromagnetic
field, coming from intended RF transmitters, that may act on the whole length of cables
connected to installed equipment. The dimensions of the disturbed equipment, mostly a sub-
part of a larger system, are assumed to be small compared with the wavelengths of the
interfering signals. The leads entering and exiting the EUT (e.g. mains, communication lines,
interface cables) behave as passive receiving antenna networks and signal conduction paths
for both intentional and unintentional signals.

Between those cable networks, the susceptible equipment is exposed to currents flowing
“through" the equipment. Cable systems connected to an equipment are assumed to be in
resonant mode (A/4, A/2 open or folded dipoles) and as such are represented by coupling and
decoupling devices having a common mode impedance of 150 Q with respect to a reference
ground plane. Where possible the EUT is tested by connecting it between two 150 Q common
mode impedance connections: one providing an RF source and the other providing a return
path for the current.

This test method subjects the EUT to a source of disturbance comprising electric and
magnetic fields, simulating those coming from intentional RF transmitters. These disturbing
fields (E and H) are approximated by the electric and magnetic near-fields resulting from the
voltages and currents caused by the test setup as shown in Figure 1a).

The use of coupling and decoupling devices to apply the disturbing signal to one cable at a
time, while keeping all other cables nonexcited (see Figure 1b)), can only approximate the
real situation where disturbing sources act on all cables simultaneously, with a range of
different amplitudes and phases.

Coupling and decoupling devices are defined by their characteristics given in 6.2.1. Any
coupling and decoupling device fulfilling these characteristics can be used. The CDNs in
Annex D are only examples of commercially available networks.
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EUT
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™ \ a
100 Q 100 Q
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50 Q : 50 Q :
E | |
: : Test
| | generator
| |
I U |
~ ~ L |
| |
! I
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com

J,

com

E, H

Common mode impedance of the CDN system, Z__. = 150 Q
Test generator source voltage (e.m.f.)
Common mode voltage between EUT and reference plane

Common mode current through the EUT

Current density on conducting surface or current on other conductors of the EUT

Electric and magnetic fields

NOTE The 100 Q resistors are included in the CDNs. The left input is loaded by a (passive) 50 Q load and the
right input is loaded by the source impedance of the test generator.

a) Diagram showing EM fields near the EUT
due to common mode currents on its cables
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Reference ground plane K 0,1 m £ 0,05 m support K 0,1 m £ 0,05 m support

¢ h 230 mm
IEC 2586/13

Schematic setup for immunity test used for injection clamp

T Termination 50 Q

T2 Power attenuator (6 dB)

CDN Coupling and decoupling network
Injection clamp: Current clamp or EM clamp

b) Schematic setup for immunity test to RF conducted disturbances
Figure 1 — Immunity test to RF conducted disturbances
5 Testlevels

According to this standard, tests are required for induced disturbances caused by
electromagnetic fields coming from intentional RF transmitters in the frequency range 150 kHz
to 80 MHz.

The open circuit test levels (e.m.f.) of the unmodulated disturbing signal, expressed in r.m.s.,
are given in Table 1.
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Table 1 — Test levels

Frequency range 150 kHz to 80 MHz

Voltage level (e.m.f.)
Level Us Us
\ dB(nV)
1 1 120
2 3 129,5
3 10 140
X? Special

a

"X" can be any level, above, below or in between the others. The level has to be
specified in the dedicated equipment specification.

The test levels are set at the EUT port of the coupling devices, see 6.4. For testing of the
equipment, this signal is 80 % amplitude modulated with a 1 kHz sine wave to simulate actual
threats. The effective amplitude modulation is shown in Figure 2. Guidance for selecting test

levels is given in Annex C.

NOTE 1 IEC 61000-4-3 also defines test methods for establishing the immunity of electrical and electronic
equipment against radiated electromagnetic energy. It covers frequencies above 80 MHz. Product committees can
decide to choose a lower or higher transition frequency than 80 MHz (see Annex B).

NOTE 2 Product committees can select alternative modulation schemes.

3
2
A
1 Urms
bi 0
-1
v i [T TTATEIeT
-2
-3
a - Unmodulated RF signal
Upp=2,82V
Urms = 1,00 V

IEC 2587/13

Figure 2 — Open circuit waveforms at the EUT port

3
A Umaximum rms
2 HH __V___7/__ HTHEAS, — — — — — —
Urms
11 11
o ol i
-1
-2
Y
-3

b - Modulated RF —signal 80 % AM
Upp=5,09V
Ums = 1,12V

Umaximum rms = 1,80 V

of a coupling device for test level 1

6 Test equipment and level adjustment procedures

6.1 Test generator

IEC 2588/13

The test generator includes all equipment and components for supplying the input port of each
coupling device with the disturbing signal at the required signal level at the appropriate
injection point. A typical arrangement comprises the following items which may be separate or
integrated into one or more test instruments (see 3.10 and Figure 3):

Full document details: IEC 61000-4-6 2013
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— RF generator(s), G1, capable of covering the frequency band of interest and of being
amplitude modulated by a 1 kHz sine wave with a modulation depth of 80 %. They shall
have manual control (e.g. frequency, amplitude, modulation index) or in the case of RF
synthesizers, they shall be programmable with frequency-dependent step sizes and dwell
times;

— attenuator T1, (typically 0dB ... 40 dB) of adequate frequency rating to control the
disturbing test source output level. T1 may be included in the RF generator and is
optional;

— RF switch S1, by which the disturbing test signal can be switched on and off when
measuring the immunity of the EUT. S1 may be included in the RF generator and is
optional;

— broadband power amplifier(s), PA, may be necessary to amplify the signal if the output
power of the RF generator is insufficient;

— low-pass filters (LPF) and/or high-pass filters (HPF) may be necessary to avoid
interference caused by (higher order or sub-) harmonics with some types of EUT, for
example RF receivers. When required they shall be inserted in between the broadband
power amplifier, PA, and the attenuator T2;

— attenuator T2, (fixed > 6 dB), with sufficient power ratings. T2 is provided to reduce VSWR
to the power amplifier caused by the mismatch of the coupling device.

NOTE T2 can be included in a CDN and can be left out if the output impedance of the broadband power amplifier
remains within the specification under any load condition.

Characteristics of the test generator are given in Table 2.

Table 2 — Characteristics of the test generator

Output impedance 50 Q, VSWR«1,5

Harmonics and within 150 kHz and 80 MHz, any spurious signal shall be at least 15 dB below the
distortion carrier level, measured at the EUT port of the coupling device. The -15 dBc can also be
measured directly at the output of the amplifier.
Amplitude internal or external,
modulation
m= (80 . j %
-20
with = 100x Upp,max = Uppmin

ppmax + Upp,min

1 kHz + 0,1 kHz sine wave

Output level sufficiently high to cover test level

(see also Annex E)

NOTE 1 For current clamps, the -15 dBc can be measured at either side of the test jig.

NOTE 2 The harmonics and distortion are measured in continuous wave (CW) at 1,8 times the test level without
modulation.
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LPF/HPF
G1 T S1 PA (optional)

| |
| |
| |
| |
RF generator Broadband power ' |
g — — - - | !
80 % AM Q- amplifier | I
| |
| |
|

IEC 2589/13

G1 RF generator T1 Variable attenuator
PA Broadband power amplifier T2 Fixed attenuator (6 dB)
LPF/HPF Low pass filter and/or high pass filter (optional) S1 RF switch

Figure 3 — Test generator setup

6.2 Coupling and decoupling devices
6.2.1 General

Coupling and decoupling devices shall be used for appropriate coupling of the disturbing
signal (over the entire frequency range, with a defined common mode impedance at the EUT
port) to the various cables connected to the EUT and for preventing applied test signals from
affecting other devices, equipment and systems that are not under test.

The coupling and decoupling devices can be combined into one box (a CDN or an EM clamp)
or can consist of several parts.

The preferred coupling and decoupling devices are the CDNs, for reasons of test
reproducibility and protection of the AE. The main coupling and decoupling device parameter,
the common mode impedance seen at the EUT port, is specified in Table 3. If CDNs are not
applicable or available on the market, other injection methods can be used. Rules for
selecting the appropriate injection method are given in 7.4.1. Other injection methods, due to
their electrical properties, are unlikely to meet the parameters of Table 3.

NOTE 1 A CDN may not be applicable if the internal signal attenuation has an unacceptable influence on the
intended signal.

Table 3 — Main parameter of the combination
of the coupling and decoupling device

Frequency band

Parameter 0,15 MHz to 24 MHz 24 MHz to 80 MHz
Z, 150 Q + 20 Q
Zeel 150 0 T3

NOTE 2 Neither the argument of Z_  nor the decoupling factor between the EUT port and the AE port are
specified separately. These factors are embodied in the requirement that the tolerance of |Z.| shall be met with the
AE port open or short-circuited to the reference ground plane.

NOTE 3 Details for clamps are given in Annex A.
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g ) 50 Q coaxial line

Power, signal or ground cable

50 Q coaxial load

—

150 Q to 50 Q adapter; a box with 100 Q
series resistor between IN and OUT port

f 50 Q signal source

50 Q2 measuring equipment, e.g. selective voltmeter

10 dB, 50 Q attenuator

AN VAR
AN A

— EUTCDNAE [— Coupling/decoupling network (CDN) with EUT,
IN IN and AE ports
— T2 - Power attenuator (6 dB)
IEC 2590/13
a) List of symbols used for the indicated setup principles
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0,1m<L<0,3m

L2 < 0,3 m where possible 12 I
EUT 00
— AE —I_ —L *-T
SRR Decouplingdeviceﬂ—ui:::::::::: CDN |
Reference ground plane K ‘
0,1 m £ 0,05 m support h 230 mm 0,1 m £ 0,05 m support
100 Q
2 Ho HoH
e |
IEC 2591/13
b) Principle of direct injection to screened cables
/,L

I

/ EUT

] port

1

b — C>20nF/n

R=nx100Q
R i
! i
i 50 Q H !
: | Test
! : generator
: I
| Uo <> |
| |
| |
| |
(I I

IEC 2592/13
c) Principle of coupling to unscreened cables according to the CDN method
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High-frequency

inductor inductor
. EUT
AE ’ S ——
- J_ i
) 1
\ IS
[
IS
Cdec o
™
Y
IEC 2593/13

Example: Typically C

dec

= 47 nF (only on unscreened cables), L(150 KHz) 2 280 pH

Low frequency inductor: 17 turns on a ferrite toroid material: NiZn, pp =1 200

High frequency inductor: 2 to 4 ferrite toroids (forming a tube), material: NiZn, ug = 700

d) Principle of decoupling

Figure 4 — Principle of coupling and decoupling

6.2.2

6.2.2.1 General

Coupling/decoupling networks (CDNs)

These networks comprise the coupling and decoupling circuits in one box. Typical concepts of
the CDNs are given in Figures 4c) and 4d). Table 4 summarizes the usage of the different
types of CDNs as outlined in Annex D. The CDNs selected shall not unduly affect the
functional signals (see advice given in Figure 12). Constraints on such effects may be
specified in the product standards.

Table 4 — Usage of CDNs

Line type

Examples

CDN type

Power supply (a.c. and d.c.)
and
earth connection

AC mains,
d.c. in industrial installations,
earth connection

CDN-Mx
(see Figure D.2)

Screened cables

Coaxial cables,
cables used for LAN and USB
connections,
cables for audio systems

CDN-Sx
(see Figure D.1)

Unscreened balanced lines

ISDN lines,
telephone lines

CDN-Tx
(see Figures D.4, D.5, D.7 and
Annex H)

Unscreened unbalanced lines

Any line not belonging to other
groups

CDN-AFx or CDN-Mx
(see Figures D.3 and D.6)

6.2.2.2

CDNs for power supply lines

CDNs are recommended for all power supply connections. However, for high power (current >
16 A) and/or complex supply systems (multi-phase or various parallel supply voltages) other
injection methods may be selected.

The disturbing signal shall be coupled to the supply lines, using type CDN-M1 (single wire),
CDN-M2 (two wires) or CDN-M3 (three wires), or equivalent networks (see Annex D). Similar

networks can be defined for a 3-phase mains system. The coupling circuit

Figure 4c).
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The performance of the CDN shall not be unduly degraded by saturation of the magnetic
material due to current drawn by the EUT. Wherever possible, the network construction
should ensure that the magnetising effect of the forward current is cancelled by that due to
the return current.

If in actual installations the supply wires are individually routed, separate CDN-M1 CDNs shall
be used. All input ports shall be treated separately.

If the EUT is provided with functional earth terminals (e.g. for RF purposes or high leakage
currents), they shall be connected to the reference ground plane:

— through the CDN-M1 when the characteristics or specification of the EUT permit. In this
case, the (power) supply shall be provided through an appropriate CDN-Mx type network;

— when the characteristics or specification of the EUT do not permit the presence of a
CDN-M1 network in series with the earth terminal for RF or other reasons, the earth
terminal shall be directly connected to the reference ground plane. In this case the
CDN-M3 network shall be replaced by a CDN-M2 network to prevent an RF short-circuit by
the protective earth conductor. When the equipment was already supplied via CDN-M1 or
CDN-M2 networks, these shall remain in operation;

— for a 3-phase supply, a similar adjustment needs to be done regarding the use of an
appropriate CDN-Mx type network.

Warning: The capacitors used within the CDNs bridge live parts. As a result, high leakage
currents may occur and safety connections from the CDN to the reference ground plane are
mandatory (in some cases, these connections may be provided by the construction of the
CDN).

6.2.2.3 CDNs for unscreened balanced lines

For coupling and decoupling disturbing signals to an unscreened cable with balanced lines, a
CDN-T2, CDN-T4 or CDN-T8 shall be used as a CDN. Figures D.4, D.5 and D.7 in Annex D
show these possibilities:

— CDN-T2 for a cable with 1 symmetrical pair (2 wires);

— CDN-T4 for a cable with 2 symmetrical pairs (4 wires);

— CDN-T8 for a cable with 4 symmetrical pairs (8 wires).

Other CDN-Tx networks may be used if they are suitable for the intended frequency range
and satisfy the requirements of 6.2.1. For example, the differential to common mode
conversion loss of the CDNs should have a larger value than the specified conversion ratio of
the cable to be installed or equipment connected to the installed cable. If different conversion
ratios are specified for cable and equipment then the smaller value applies. Often, the clamp

injection needs to be applied to multi-pair balanced cables because suitable CDNs might not
be available.

6.2.2.4 CDNs for unscreened unbalanced lines

For coupling and decoupling disturbing signals to an unscreened cable with unbalanced lines,
CDNs as described in Figure D.3 for a single pair and Figure D.6 for four pairs may be used.

If no CDN for the unscreened unbalanced line is applicable, follow the decision chart in
Figure 12.

6.2.2.5 CDNs for screened cables

For coupling and decoupling disturbing signals to a screened cable, a Sx-type CDN is used.
Figure D.1 is the example for a coaxial cable (S1).
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To be able to treat a cable as a screened cable using CDNs for coupling of the disturbing
signal, the screen shall be connected at both ends of the cable. If this condition is not met,
then the cable should be treated as an unscreened cable.

6.2.3 Clamp injection devices
6.2.3.1 General

With clamp injection devices, the coupling and decoupling functions are separated. Coupling
is provided by the clamp-on device while the common mode impedance and the decoupling
functions are established at the AE. As such, the AE becomes part of the coupling and
decoupling devices (see Figure 5). It should be noted that with clamp injection devices the AE is
subject to the same injected current as the EUT and therefore needs to be immune to the test level
used.

NOTE 1 When clamp injection methods are used, without complying with the common mode impedance
requirements for the AE, the requirements of Z . may not be met. However, the injection clamps can provide
acceptable test results when the guidance of 7.4.1 is followed.

NOTE 2 The EM clamp provides some decoupling above 10 MHz, see Annex A.

Instructions for proper application are given in 7.6.

When an EM clamp or a current clamp is used without fulfilling the constraints given in 7.6,
the procedure defined in 7.7 shall be followed. The induced voltage is set in the same way as
described in 6.4.1. In addition, the resulting current shall be monitored and limited to 7,,. In
this procedure, a lower common mode impedance may be used, but the common mode
current is limited to the value which would flow from a 150 Q source.

0,1m<L<03m
) L2 ——— L—>
L2 < 0,3 m where possible
— L

50 Q EUT 50 Q

1N g
CDN OO — OO CDN
2 LA '70 SERE. S 1

Reference ground plane /Shortearthingstrap - thSOmm X\0,1m10,05msupport

0,1 m = 0,05 m support

Uo

IEC 2594/13

The CDN connected to the AE, e.g. CDN-M1 connected to the dedicated earth terminal or CDN-M3, shall be
terminated with 50 Q at the input port (see 7.7).

Figure 5 — Principle of coupling and decoupling
according to the clamp injection method

6.2.3.2 Current clamp

This device establishes an inductive coupling to the cable connected to the EUT. For
example, with a 5:1 turn ratio, the transformed common mode series impedance can be
neglected with respect to the 150 Q established by the AE. In this case, the test generator's
output impedance (50 Q) is transformed into 2 Q. Other turn ratios may be used.
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The required performance of the current clamp is such that the increase of the transmission
loss of the test jig, produced by the insertion of the current clamp, shall not exceed 1,6 dB. A
circuit of the transmission loss verification setup is given in Figure 7.

NOTE 1 The verification of such performance can be done in two steps. During the first step, the current clamp is
omitted and the voltage is recorded. During the second step, the current clamp is inserted and terminated at its
input port by a 50 Q load, and the voltage is measured. The difference between these two measurements is not to
exceed 1,6 dB as defined above.

The signal level applied to the current injection clamp is set prior to the test. The test level
setting procedure is given in 6.4.1 and Figure 6.

When using a current clamp, care should be taken to prevent the harmonics generated by the
power amplifier from appearing at higher levels than the fundamental signal levels at the EUT
port of the coupling device.

NOTE 2 It is commonly necessary to position the cable through the centre of the clamp to minimize capacitive
coupling.

Test
generator

| - Current injection

e

50 . T
measuring | : 59 Q.
device 100 O . | 100 Q§ termination
. | | e

IEC 2595/13

Figure 6 — Example of circuit for level setting setup in a 150 Q test jig
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50 Q
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\ g 100 Q 100 Q g

| . ! | Test

: : . ] - generator
: ! | . ; C) ]
i : . I :

I

<

MN
o
S
Q

IEC 2596/13
Figure 7 — Example circuit for evaluating the performance of the current clamp

6.2.3.3 EM clamp

The EM clamp establishes both capacitive and inductive coupling to the cable connected to
the EUT. The construction and performance of the EM clamp are described in Annex A.

6.2.4 Direct injection devices

When using direct injection, the disturbing signal, coming from the test generator, is injected
on to screened and coaxial cables via a 100 Q resistor (even if the shield is ungrounded or
grounded at one end only). In between the AE and the injection point, a decoupling device
(see 6.2.5) shall be inserted as close as possible to the injection point (see Figure 4b)). To
increase decoupling and to stabilize the circuit, a ground connection shall be made from the
screen of the direct injection device’s input port to the reference ground plane.

When making direct connection to foil screens, a proper caution should be exercised to
ensure a good connection producing reliable test results.

6.2.5 Decoupling networks

Normally, the decoupling network comprises several inductors to create a high impedance
over the frequency range. This is determined by the ferrite material used, and an inductance
of at least 280 uH is required at 150 kHz. The reactance shall remain high, > 260 Q up to
24 MHz and >150 Q above 24 MHz. The inductance can be achieved either by having a
number of windings on ferrite toroids (see Figure 4d)) or by using a number of ferrite toroids
over the cable (usually as a clamp-on tube).

NOTE The specification for clamps is given in Annex A.

The CDNs as specified in Annex D can be used as decoupling networks with the RF input port
left unloaded, unless stated otherwise elsewhere in this standard. When CDNs are used in
this way, they shall meet the requirements of 6.2.5.
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The decoupling networks shall be used on all cables not selected for the test, but connected
to the EUT and/or AEs. For exceptions, see 7.3.

6.3  Verification of the common mode impedance at the EUT port of coupling and
decoupling devices

6.3.1 General

Coupling and decoupling devices are characterized by the common mode impedance seen at
the EUT port, |Z,.|. Its correct value ensures the reproducibility of the test results. The
common mode impedance of coupling and decoupling devices is calibrated using the setup
shown in Figure 8.

The coupling and decoupling devices and the impedance reference plane (Figure 8a)) shall be
placed on a reference ground plane. The size of the reference ground plane shall exceed the
projected geometry of the setup on all sides by at least 0,2 m.

The impedance reference point shall be connected to the EUT port of the CDN as shown in
Figure 8a). The magnitude of the common mode impedance seen at the connector on the
impedance plane shall be measured.

The CDNs shall meet the impedance requirements of Table 3 while the input port is
terminated with a 50 Q load and the AE port is sequentially loaded in common mode with a
short-circuit and an open circuit condition as shown in Figure 8b). This requirement ensures
sufficient attenuation and makes the setup of the AE, e.g. open or short-circuited inputs,
insignificant.

If clamp injection or direct injection is used, it is unrealistic to verify the common mode
impedance for each AE setup connected to the EUT. For clamp Injection it is generally
sufficient to follow the procedure as given in 7.6. In all other cases the procedure defined in
7.7 shall be used. For direct injection it is generally sufficient to follow the procedure as given
in 7.8.

6.3.2 Insertion loss of the 150 Q to 50 Q adapters

When the test generator is set up prior to testing, the test level shall be verified in a 150 Q
common mode impedance environment. This is achieved by connecting the appropriate
common mode point to a 50 Q measurement device via a 150 Q to 50 Q adapter as shown in
Figure 8d). The construction of the adapter is shown in Figure 8e).

The adapters shall be placed on a reference ground plane, the size of which exceeds the
projected geometry of this setup on all sides by at least 0,2 m. The insertion loss is measured
according to the principle of Figure 8c). Its value shall be in the range of (9,5 = 0,5) dB
(theoretical value 9,5 dB caused by the additional series impedance when measured in a 50 Q
system). Attenuators with suitable VSWR (suggested: VSWR < 1,2) at the inputs of receivers
and outputs of generators are recommended.
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|\ Insulating material
|
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IEC 2597/13

— Reference ground plane: shall exceed the projection of the coupling and decoupling devices and other
components by at least 200 mm.

— The coaxial connector shall be connected horizontally to the EUT port.

— The height & of the EUT port depends on the individual CDN, which may vary from 30 mm to 100 mm;
particular large current CDNs have an EUT port located higher above the reference ground plane.

— Connector plate (with the coaxial connector): 100 mm x 100 mm for 2 = 30 mm and 150 mm x 150 mm for
other values of 4.

— Both connector plates shall be made out of copper, brass or aluminium and shall have a good RF contact.

a) Example of the setup geometry to verify the
impedance characteristics of the coupling and decoupling devices

Impedance = CDN
network analyzer ) EUT AE —O s
or similar IN j{
Impedance
reference plane
— 50 Q
IEC 2598/13

The impedance requirement shall be met with the open and closed switch S (see 6.3).

b) Setup principle to verify Z__ of the coupling and decoupling device
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2 100Q 100 Q 2
A A

N ALY LN ALY
P RLR, O N B o 1A
Umr

1

IEC 2599/13

Insertion loss = U, (switches position 2) — U, (switches position 1)
dB dB(nV) dB(uV)

c) Setup principle for measuring the insertion
loss of two 150 Q to 50 Q adapters

/ 1
£
£
o
D
..... 100Q -
N or BNC A _D__
100 Q type connector \ g ____ A
o 1 o "y
oS Y
150 Q port 50 Q port N -
Metallic
o o I_: 150 mm >l
IEC 2601/13

IEC 2600/13

NOTE |Identical to Figure 8a) (connector plate),

NOTE Low inductance resistor:
but with 100 Q low inductance resistor added.

Power rating > 2,5 W

e) Example: construction diagram
of the 150 Q to 50 Q adapter
(150 mm x 150 mm example)

d) Circuit of the 150 Q to 50 Q adapter

Figure 8 — Details of setups and components to verify the essential characteristics
of coupling and decoupling devices and the 150 Q to 50 Q adapters

6.4  Setting of the test generator

6.4.1 General

For the correct setting of the unmodulated test level the procedure in 6.4.2 shall be applied. It
is assumed that the test generator, the coupling and decoupling devices and the 150 Q to
50 Q adapter comply with the requirements of 6.1, 6.2.1 and 6.3.1.

Two procedures can be used for the level setting:

the output power of the test generator can be determined by measurement of the amplifier
output power (forward power, as measured using a directional coupler);

as long as the stability of the test equipment (especially the amplifier) can be guaranteed,
the RF generator output can also be set by reproducing the level setting data. Documents
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6.4.2 Setting of the output level at the EUT port of the coupling device

The test generator shall be connected to the RF input port of the coupling device. The EUT
port of the coupling device shall be connected in common mode through the 150 Q to 50 Q
adapter to a measuring equipment having a 50 Q input impedance. The AE port of the
coupling device shall be loaded in common mode with a 150 Q to 50 Q adapter, terminated
with 50 Q. The setup is given in Figure 9c) for all coupling and decoupling devices.

NOTE 1 With direct injection, the 150 Q load at the AE port is not required as the screen is connected to the
reference ground plane at the AE port side.

NOTE 2 With clamp injection, current clamps are generally bi-directional and hence do not have an EUT port
and AE port. These devices are calibrated by using a test jig as shown in Figure 6.

Warning: During the setting of the test generator, all connections to the EUT and AE ports of
the coupling and decoupling devices other than those required (see Figure 9), shall be
disconnected either to avoid short-circuit conditions or to avoid destruction of the
measurement equipment.

Using the above mentioned setup and the following measurement procedure, the test
generator shall be adjusted to yield the following reading on the measuring equipment.

Procedure to be followed for each coupling device:

a) apply a forward power (without modulation) to the coupling device so that the voltage
obtained equals U, at the output port of the 150 Q to 50 Q adapter;

record the level of the RF generator Pyen: and/or the forward power at the output of the
power amplifier P¢,. and the voltage U,,, at the output port of the 150 Q to 50 Q adapter;

b) increase the frequency by a maximum of 1 % of the present frequency;

c) repeat steps a) and b) until the next frequency in the sequence would exceed the highest
frequency (for example 80 MHz) in the range of the test;

d) using the recorded level of the RF generator P, forward power P, and voltage U,
obtained in a), calculate the forward power and/or RF generator power necessary to
create the required voltage at the EUT port of the coupling device;

e) to ensure that the amplifier is not saturated the test generator shall be adjusted to produce
the desired test level U, using the data obtained from step d). The steps 1) to 4) need
only be done for the highest test level to be used:

1) increase the level of the RF generator by 5,1 dB;

2) record the new output power delivered to the coupling device Py, . or the voltage at
the output port of the 150 Q to 50 Q adapter U,

mr,inc

3) calculate the difference P ing-Pior OF Upyrinc-Unmy (l0g. scale);

4) if the difference is between 3,1 dB and 7,1 dB then the amplifier is in tolerance and the
test system is sufficient for testing at the selected test level. If the difference is less

than 3,1 dB or more than 7,1 dB then the amplifier is non linear and is not suitable for
testing.

Annex J provides information on test generator compression and amplifier non linearity.

In the setting process step a) the voltage U, shall be:

+19%

16‘7}' in linear quantities, or
- (o]

Unr = U0/6 (
Unr =Ugp -156dB £15dB, in logarithmic quantities.

NOTE 3 U, is the test voltage specified in Table 1 and U is the measured voltage as defined in 3.12 and

Figure 9. To minimize testing errors, the output level of the test generator is set by setting U__ wit |

(for instance with the 150 Q to 50 Q adapter and 50 Q termination) and not by setting U,,. "7 Daeuments
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NOTE 4 The factor 6 (15,6 dB) arises from the e.m.f. value specified for the test level. The matched load level is
half the e.m.f. level and the further 3:1 voltage division is caused by the 150 Q to 50 Q adapter terminated by the
50 Q measuring equipment.

NOTE 5 In case of test instrumentation without amplifier output power control, the procedure is repeated for each
coupling device and each target test level. For test systems with amplifier output power control or by following the

procedure for amplifier linearity given in Annex K, the procedure of 6.4.2 is done for each coupling device at the
highest target test level only.

The control parameters of the test generator setting (software parameters, attenuator setting,
etc.) shall be recorded and used for testing.

n
/ =>e Common mode point
//

EUT port

IEC 2602/13

a) Definition of a common mode point with unscreened cables

EUT port /

2

IEC 2603/13

b) Definition of a common mode point with screened cables

) ) 30 mm
150 Q to 50 Q
IN adapter /_g
1\
Test AE A ¢ » pooef\ —J
a)
generator Coupling/decoupling Q
Uy
150 Q l device m
Uo
o ]
X 7 Reference ground plane

Common mode point(s)

IEC 2604/13

Examples of coupling and decoupling devices:
— CDNs;
— direct injection network (with decoupling);

— clamp injection device (EM clamp).

3 The 150 Q loading, e.g. a 150 Q to 50 Q adapter terminated with a 50 Q load at the AE port shall only be
applied to unscreened cables (screened cables have their screens connected to the reference ground plane at
the AE side).

c) Setup for level setting at the EUT port of coupling/decoupling devices

Figure 9 — Setup for level setting Documents
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7 Test setup and injection methods

71 Test setup

The equipment to be tested is placed on an insulating support of 0,1 m + 0,05 m height above
a reference ground plane. A non conductive roller/caster in the range of 0,1 m £ 0,05 m above
the reference ground plane can be used as an alternative to an insulating support. All cables
exiting the EUT shall be supported at a height of at least 30 mm above the reference ground
plane.

If the equipment is designed to be mounted in a panel, rack or cabinet, then it shall be tested
in this configuration. When a means is required to support the test sample, such support shall
be constructed of a non metallic, non conducting material. Grounding of the equipment shall
be consistent with the manufacturer’s installation instructions.

Where coupling and/or decoupling devices are required, they shall be located between 0,1 m
and 0,3 m from the EUT (this distance is denoted L in this standard). This distance is to be
measured horizontally from the projection of the EUT on to the reference ground plane to the
coupling and/or decoupling device. See Figures 5, 10 and 11. Subclauses 7.2 to 7.8 provide
more detailed information.

NOTE Distance L is not required to be the same on all sides of the EUT, but is between 0,1 m and 0,3 m.
7.2 EUT comprising a single unit

The EUT shall be placed on an insulating support 0,1 m above the reference ground plane.
For table-top equipment, the reference ground plane may be placed on a table (see
Figure 10).

On all cables to be tested, coupling and decoupling devices shall be inserted (see 7.4.3). The
coupling and decoupling devices shall be placed on the reference ground plane, making direct
contact with it at a distance of 0,1 m to 0,3 m from the EUT. The cables between the coupling
and decoupling devices and the EUT shall be as short as possible and shall not be bundled or
wrapped. Their height above the reference ground plane shall be at least 30 mm.

The interface cable between the EUT and the AE should be the shortest available.

If the EUT is provided with other earth terminals, when allowed, they shall be connected to
the reference ground plane through CDN-M1, see 6.2.2.2 (i.e. the AE port of the CDN-M1 is
then connected to the reference ground plane).

If the EUT is provided with a keyboard or hand-held accessory, then the artificial hand shall
be placed on this keyboard or wrapped around the accessory and connected to the reference
ground plane.

AE required for the defined operation of the EUT according to the specifications of the product
committee, e.g. communication equipment, modem, printer, sensor, etc., as well as AE
necessary for ensuring any data transfer and assessment of the functions, shall be connected
to the EUT through coupling and/or decoupling devices. As far as possible, the number of
cables to be tested may be limited; however, all types of physical ports should be submitted to
injection.
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EUT
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Insulating support \

Reference ground plane

T Terminaton50Q (= - - == =-=============-<=

RF generator — T2

Test generator

IEC 2605/13

a) The EUT clearance from any metallic objects other than test equipment shall be at least 0,5 m.

b) Only one of the CDNs not used for injection shall be terminated with 50 Q, providing only a return path. All
other CDNs shall be configured as decoupling networks.

Figure 10 — Example of test setup with a single unit EUT (top view)

7.3 EUT comprising several units

Equipment comprising several units, which are interconnected, shall be tested using one of
the following methods.

— Preferred method: Each sub-unit shall be treated and tested separately as an EUT (see
7.2), considering all others as AE. Coupling and decoupling devices (or CDNs) shall be
placed on the cables (according to 7.4.1) of the sub-units considered as the EUT. All sub-
units shall be tested in turn.

— Alternative method: Sub-units that are always connected together by short cables, i.e.
<1 m, and that are part of the equipment to be tested, can be considered as one EUT. No
conducted immunity test shall be performed on their interconnecting cables, these cables
being regarded as internal cables of the system. See Figure 11.

The units being part of such an EUT shall be placed as close as possible to each other
without making contact, all on the insulating support. The interconnecting cables of these
units shall also be placed on the insulating support. All other cables shall be tested according

to the rules of 7.4 to 7.8. Documents
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The EUT clearance from any metallic obstacles other than the test equipment shall be at least

0,5 m.
L L L LI
|
>0,5m
’_LCDN-MX
CTO T2 |
Lo~ L' 01m<L<03m !
o === ~— i
CT) |
0,1m<L<0,3m |
i 1/ ] i
p EUT 1 EuT2 I\ CDN- !
(ex. PC) || (ex. monitor) — o = |
>0,5m -l _ |
S 1 ! !
|\ CDN- emeenil2 oo !
2 P—) > i :
b) - !

510
— CDN- h---

220 pF —

\
\

Artificial hand
Ground reference plane

Insulating support
h=0,1m=0,05m

T Termination 50 Q
T2 Power attenuator (6 dB)

RF generator

IEC 2606/13

a)

Only one of the CDNs not used for injection shall be terminated with 50 Q, providing only one return path. All
other CDNs shall be configured as decoupling networks.

b)

Interconnecting cables (< 1 m) belonging to the EUT shall remain on the insulating support.

Figure 11 — Example of a test setup with a multi-unit EUT (top view)

7.4  Rules for selecting injection methods and test points

7.4.1 General

To select the type and number of cables to be provided with coupling and decoupling devices,
the physical configuration of typical installation conditions shall be considered, e.g. the likely
length of the longest cables.

For all tests, the total cable length between the EUT and AE (including the internal cabling of
any CDN being used) shall not exceed the maximum length specified by the manufacturer of
the EUT.

7.4.2 Injection method

Figure 12 gives rules for selecting the injection method.
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Selecting
injection method

Are CDNs
applicable?

fYES

Use CDN injection

7.5 1)
YES Screened cable?
NO
Is EM clamp or
NO current clamp injection YES

Check the following requirements
. 150 Q AE impedance
Use direct injection . TPfSt setup can meet
78 Figure 5
lll. AE sufficiently immune

applicable?

Can requirements
be met?

YES
NO

Use EM clamp or current Use EM Clamp or current
clamp injection 7.6 clamp injection 7.7
IEC 2607/13

1) See Table 4.
2) See 6.2.4.

Figure 12 — Rules for selecting the injection method

Where not specified herein, the EUT including selected cables for testing shall be configured,
installed, arranged and operated in a manner consistent with typical applications. CDNs not
listed in this standard, but meeting the requirements of this standard, may also be used.

When several cables coming from the EUT are in close proximity over a length of more than
10 m or are routed from the EUT to other equipment in a cable tray or conduit, they should be
treated as one cable.

If a product committee decides that a certain kind of coupling and decoupling device is more
appropriate for cables connected to a particular family of products, then that choice (justified
on a technical basis) takes precedence. These devices shall be described in the product
standard. Examples of CDNs are described in Annex D.

7.4.3 Ports to be tested
In any one test, only two 150 Q networks are required. The network used for injection of the

test signal can be moved between different ports as they are tested. When a CDN is removed
from a port, it may be replaced by a decoupling network.
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If the EUT has multiple identical ports (same input or output electronic circuits, loads,
connected equipment, etc.), at least one of these ports shall be selected for testing to ensure
that all different types of ports are covered.

7.5 CDN injection application
When using the CDN injection, the following measures need to be taken.

a) If the AE is directly connected to the EUT (e.g. no decoupling on the connection between
them as shown in Figure 13a)) then it is to be placed on an insulating support 0,1 m +
0,05 m above the reference ground plane and grounded via a terminated CDN.

If the EUT has multiple AEs directly connected to it, only one AE shall be terminated in
this manner. Other directly connected AEs shall have all other connections decoupled.
This ensures that there is only one loop terminated with 150 Q at each end.

b) If the AE is connected to the EUT via a CDN then its arrangement is not generally critical
and it can be connected to the reference ground plane in accordance with the
manufacturer’s installation requirements.

c) One CDN shall be connected to the port intended to be tested and one CDN with 50 Q
termination shall be connected to another port. Decoupling networks shall be installed on
all other ports to which cables are attached. In this manner there is only one loop
terminated with 150 Q at each end.

d) The CDN to be terminated shall be chosen according to the following priority:
1) CDN-M1 used for connection of the earth terminal;
2) CDN-M3, CDN-M4, or CDN-M5 used for mains (class | equipment);

3) CDN-Sn (n = 1,2,3...): if the EUT has several CDN-S» ports, the port which is closest
to the port selected for injection (shortest geometrical distance) shall be used;

4) CDN-M2 used for mains (class Il equipment);
5) Other CDN connected to the port which is the closest to the port selected for injection
(shortest geometrical distance).
NOTE Annex | gives guidance for an alternative CDN injection process for specific products.
e) If the EUT has only one port, that port is connected to the CDN used for injection.

f) If the EUT has two ports and only one CDN can be connected to the EUT, the other port
shall be connected to an AE that has one of its other ports connected to a CDN terminated
with 50 Q in accordance with the above mentioned priority. All other connections of the AE
shall be decoupled (see Figure 13a)). If an AE connected to the EUT shows an error
during the test, a decoupling device (preferably a terminated EM clamp) should be
connected between EUT and AE (see Figure 13b)).

g) If the EUT has more than two ports and only one CDN can be connected to the EUT it
shall be tested as described for two ports but all other EUT ports shall be decoupled. If an
AE connected to the EUT shows an error during the test, a decoupling device (preferably a
terminated EM clamp) should be connected between EUT and AE, as mentioned above.
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RF generator

0,1m=<L=<0,3m Test generator

|

|

|

|

|

[

"L—»I |<—L—>‘I 1|—
I T2 |
|

F-T r AE _| Interface cable 1
CDN - - . . . ¢ r . . . . .—| CDN

4— "Lt et L >
; SNV MU, S 1

Reference ground plane 0,1 m + 0,05 m support fh >30 mm ﬁ‘\ 0,1 m + 0,05 m support

IEC 2607/13
The interface cable is set at 1 m if possible.
a) Schematic setup for a 2-port EUT connected to only 1 CDN
G T T |
| |
01m<L<03m | RF generator — |
L2 < 0,3m where possible : :
Test generator |
L |<_ __________ S
<—L2—>| ;_ |
Interface cable T2 |
50 Q 50 Q EUT | |
4_02'\' O EM clamp ¢ MR CDN_>
/Ix &\ W
Reference ground plane 0,1 m + 0,05 m support f 4> 30 mm 0,1 m + 0,05 m support
IEC 2608/13

b) Example: schematic setup when AE shows errors during the test
T: Termination 50 Q
T2: Power attenuator (6 dB)
CDN: Coupling and decoupling network

Figure 13 — Immunity test to 2-port EUT (when only one CDN can be used)

7.6  Clamp injection application when the common mode impedance requirements can
be met

When using clamp injection, the AE setup shall present the common mode impedance as
required in 6.2.1 as closely as possible (see Annex H). Each AE used with clamp injection
shall represent the functional installation conditions as closely as possible. To approximate
the required common mode impedance the following measures need to be taken.

— Each AE, used with clamp injection, shall be placed on an insulating support 0,1 m above
the reference ground plane.

— The clamp shall be placed on the cable to be tested. The clamp shall be supplied with the
test generator level previously established during the level setting procedure.

— During a test, a ground connection shall be made from the screen of the input port of the
current injection clamp or from the earth bar of the EM clamp, to the reference ground
plane (see Figures 14 and 15).

— A decoupling network shall be installed on each cable between the EUT and AE except
the cable under test.

— All cables connected to each AE, other than those being connected to the EUT, shall be
provided with decoupling networks, see 6.2.5 and Figure 5. Documents
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— The decoupling networks connected to each AE (except those on cables between the EUT
and AE) shall be applied no further than 0,3 m from the AE (distance: L2). The cable(s)
between the AE and the decoupling network(s) or in between the AE and the injection
clamp shall not be bundled nor wrapped and shall be kept at a height of 30 mm or more
above the reference ground plane (Figure 5).

— At one end of the cable under test is the EUT, and at the opposite end is the AE. Multiple
CDNs can be connected to the EUT and to the AE; however, only one CDN on each of the
EUT and AE shall be terminated in 50 0. The termination of the CDN shall be chosen
according to the priority in 7.5.

— When several clamps are used, the injection is carried out on each cable selected for
testing one by one. The cables which are selected for testing with the injection clamp but

not actually exercised shall be decoupled in accordance with 6.2.5.

In all other cases the procedure given in 7.7 should be followed.

|
|
| RF generator
|
|

Test generator
L__Z__

L2 < 0,3m where possible

—— L2—>]

(=]

————— —T, I

0,im<L=<03m

L | EUT 500

AE 1 ---

< CDN J_ IR | & Clamp injection NN | CDN
2 S device SRR . >

Reference ground plane

0,1 m + 0,05 m support

h>30 mmf Monitoring probe

if needed

Measuring

equipment

NOTE Regarding the use of monitoring probes, see 7.7.

/)X 0,1 m + 0,05 m support

g

Short earthing strap if needed

IEC 2609/13

Figure 14 — General principle of a test setup using clamp injection devices
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NOTE Regarding the use of monitoring probes, see 7.7.

Figure 15 — Example of the test unit locations on the ground plane
when using injection clamps (top view)

7.7  Clamp injection application when the common mode impedance requirements
cannot be met

When using clamp injection, and the common mode impedance requirements cannot be met
at the AE side, it is necessary that the common mode impedance of the AE be less than or
equal to the common mode impedance of the EUT port being tested. If not, measures shall be
taken (e.g. by using a CDN-M1 or 150 Q resistor from the AE to ground) at the AE port to
satisfy this condition and to prevent resonances. In this procedure, only the relevant
differences with those measures mentioned in 7.6 are given.

— Each AE and EUT used with clamp injection shall represent the functional installation
conditions as closely as possible, e.g. the EUT shall either be connected to the reference
ground plane or placed on an insulating support (see Figures 14 and 15).

— By means of a current monitoring probe (having low insertion loss), inserted in between
the injection clamp and the EUT, the current resulting from the induced voltage (set
according to 6.4.1) shall be monitored. If the current exceeds the nominal circuit value
Ihax 9iven below, the test generator level shall be reduced until the measured current is

equal to the /,,,, value:

Imax = Up/150 Q
The modified test voltage level applied shall be recorded in the test report.
To ensure reproducibility, the test setup shall be fully described in the test report.

7.8 Direct injection application

When using direct injection to screened cables, the following measures need to be Q@Quments
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— The EUT shall be placed on an insulating support of 0,1 m height above the reference
ground plane.

— On the cable being tested, a decoupling network shall be located between the injection
point and the AE, as close as possible to the injection point. A second port shall be loaded
with 150 Q (CDN with 50 Q termination). This port shall be chosen according to the priority
in 7.5. On all other cables attached to the EUT decoupling networks shall be installed.
(When left open, a CDN is considered a decoupling network.)

— The injection point shall be located between 0,1 m and 0,3 m from the geometric
projection of the EUT on to the reference ground plane.

— The test signal shall be injected directly on to the shield of the cable through a 100 Q
resistor (see 6.2.4).

When making direct connection to foil screens, a proper caution should be exercised to
ensure a good connection producing reliable test results.

8 Test procedure
The EUT shall be tested within its intended operating and climatic conditions.

Local interference regulations shall be adhered to with respect to the radiation from the test
setup. If the radiated energy exceeds the permitted level, a shielded enclosure shall be used.

NOTE 1 Generally, this test can be performed without using a shielded enclosure. This is because the
disturbance levels applied and the geometry of the setups are not likely to radiate a high amount of energy,
especially at the lower frequencies.

The test shall be performed with the test generator connected to each of the coupling devices
(CDN, EM clamp, current clamp) in turn. All other cables not under test shall either be
disconnected (when functionally allowed) or provided with decoupling networks or
unterminated CDNs only.

A low-pass filter (LPF) and/or a high-pass filter (HPF), (e. g. 100 kHz cut-off frequency) may
be required at the output of the test generator to prevent (higher order or sub-) harmonics
from disturbing the EUT. The band stop characteristics of the LPF shall be sufficient to
suppress the harmonics so that they do not affect the results. These filters shall be inserted
after the test generator before setting the test level (see 6.1 and 6.4.1).

The frequency range is swept from 150 kHz to 80 MHz, using the signal levels established
during the setting process, and with the disturbance signal 80 % amplitude modulated with a
1 kHz sine wave, pausing to adjust the RF signal level or to change coupling devices as
necessary. Where the frequency is swept incrementally, the step size shall not exceed 1 % of
the preceding frequency value. The dwell time of the amplitude modulated carrier at each
frequency shall not be less than the time necessary for the EUT to be exercised and to
respond, but shall in no case be less than 0,5s. The sensitive frequencies (e.g. clock
frequencies or frequencies identified by the manufacturer or obtained as outcome of the test)
shall be analyzed in addition to the stepped frequencies.

NOTE 2 Since the EUT can be disturbed by transients occurring during frequency stepping, provisions need to be
made to avoid such disturbance. For example, before the frequency change, the strength of the signal can be
decreased a few dB below the test level.

Attempts should be made to fully exercise the EUT during testing, and to fully interrogate all
exercise modes selected for susceptibility.

The use of a special exercising program is recommended.

Testing shall be performed according to a test plan.
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It may be necessary to carry out some investigatory testing in order to establish some aspects
of the test plan.

9 Evaluation of the test results

The test results shall be classified in terms of the loss of function or degradation of
performance of the EUT, relative to a performance level defined by its manufacturer or the
requestor of the test or by agreement between the manufacturer and the purchaser of the
product. The recommended classification is as follows:

a) normal performance within limits specified by the manufacturer, requestor or purchaser;

b) temporary loss of function or degradation of performance which ceases after the
disturbance ceases, and from which the EUT recovers its normal performance, without
operator intervention;

c) temporary loss of function or degradation of performance, the correction of which requires
operator intervention;

d) loss of function or degradation of performance which is not recoverable, owing to damage
to hardware or software, or loss of data.

The manufacturer's specification may define effects on the EUT which may be considered
insignificant, and therefore acceptable.

This classification may be used as a guide in formulating performance criteria, by committees
responsible for generic, product and product-family standards, or as a framework for the
agreement on performance criteria between the manufacturer and the purchaser, for example
where no suitable generic, product or product-family standard exists.

10 Test report

The test report shall contain all the information necessary to reproduce the test. In particular,
the following shall be recorded:

— identification of the EUT and any associated equipment, e.g. brand name, product type,
serial number;

— the size of the EUT;

— representative operating conditions of the EUT;

— whether the EUT is tested as a single or multiple unit;

— the types of interconnecting cables, including their length, and the interface port of the
EUT to which they were connected;

— any specific conditions for use, for example cable length or type, shielding or grounding,
or EUT operating conditions, which are required to achieve compliance;

— the recovery time of the EUT if necessary;

— the type of test facility used and the position of the EUT, AE(s) and coupling and
decoupling devices;

— identification of the test equipment, e.g. brand name, product type, serial number;
— the coupling and decoupling devices used on each cable;

— for each injection port, indicate which decoupling devices were terminated in 50 Q;
— a description of the EUT exercising method;

— any specific conditions necessary to enable the test to be performed;

— the frequency range of application of the test;

— the rate of sweep frequency, dwell time and frequency steps;
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— the performance level defined by the manufacturer, requestor or purchaser;
— the performance criteria that have been applied;

— any effects on the EUT observed during or after application of the test disturbance and the
duration for which these effects persist;

— the rationale for the pass/fail decision (based on the performance criterion specified in the
generic, product or product-family standard, or agreed between the manufacturer and the
purchaser).
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AA

A1

Annex A
(normative)

EM and decoupling clamps

EM clamps

| General

Annex A deals with the requirements of EM clamps. The EM clamp (in contrast to the

con

A1
EM

ventional current injection clamp) has directivity above several tens of MHz.

.2 Typical specification of EM clamps
clamps are used for injection into cables. The requirements are:

operating frequency range: 0,15 MHz to 80 MHz;

length: 650 mm = 50 mm;

height of clamp opening center above ground plane: 50 mm to 70 mm;

clamp opening diameter: 20 mm + 2 mm;

clamp reference point (distance from outer dimension to first core): < 30 mm:;
the construction and concept of the EM clamp are given in Figures A.1 and A.2;
typical characteristics of impedance can be found in Figure A.7;

typical characteristics of decoupling factor can be found in Figure A.8;

typical characteristics of coupling factor can be found in Figure A.11.

NOTE Other physical dimensions of the clamp can be used (e.g. to test larger diameter cables) providing the
clamp itself meets the requirements defined in A.2.

Full document details: IEC 61000-4-6 2013
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12 635

700

Elevation (section)
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i
-

Y-
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Y-
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Ry

T

Y| M =
LA

Lower part (top view)

Components

1

5/6

Ferrite ring cores & 36 mm x & 23 mm x 15 mm

10 rings, type 4C65, NiZn, p ~ 100

26 rings, type 3C11, MnZn, u ~ 4 300

Semi-cylinder of copper foil glued to the groove

Lower conductor plate

Earth bar

Devices for pressing the cable under test into the groove

Parts from insulating material with pressure springs (not shown)
Ferrite tube, 4C65

Coaxial cable, 50 Q with BNC connector

Switch for the disconnection of Z,

Slot for part no. 2

Elastic fixing of ferrite (upper semi-ring)

Lower insulating plate

Protection plate for Z,, Z,

Equipment under test

Series impedance: C,: 20 pF - 100 pF, L;: 0,15 uH, R;: 50 Q /12 W
Series impedance: L2: 0,8 pH, R2: 50Q/12W

Sl

Dimension

Figure A.1 — Example: Construction details of the EM clamp

Full document details: IEC 61000-4-6 2013
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Zz Z1
IEC 2612/13
Components
1 Ferrite tube (clamp) length 0,6 m, & 20 mm, consisting of 10 rings, 4C65 (n ~ 100) at the EUT

side and 26 rings 3C11 (1 = 4 300) at the AE side

2 Semi cylinder of copper foil

7 Ferrite tube (L = 100) included in the EM clamp construction
Zy, Zy Built-in to optimize the frequency response and directivity

G, Test generator

Principle of the EM clamp:
— magnetic coupling by the ferrite tube (item 1);

— electric coupling by close proximity between EUT cable and copper foil (item 2).

Figure A.2 — Example: Concept of the EM clamp

A.2 EM clamp characterization

A.2.1 Specification of the clamp test jig

A test jig used for measuring the S-parameters of clamps shall have a cylindrical metal rod
above a metal plate (reference ground plane) as shown in Figures A.4 and A.5. The test jig
consists of three sections: one section forming a transmission line in the jig between the two
reference planes and two reference planes with lossless 50 Q adapters, see Figures A.3 to
A.5. For the characterization of the EM clamp, a single metal rod is used. The length of the
metal rod (Lp + Lg + L gference) iS €t to allow the dimensions of Figure A.5 to be satisfied.

The diameter d of the cylindrical rod shall be 4 mm. The height # above the ground plane is
defined by the dimensions of the clamp. Typical values are 50 mm up to 70 mm. The
measurement shall be performed at the height defined by the construction of the clamp using
the centre position of the clamp opening.

The distance between the clamp reference point (1% core) and the vertical flange of the jig La
and Lg shall be 30 mm + 5 mm (see Figure A.5). The size of the reference ground plane shall
exceed the projected geometry of the setup on all sides by at least 0,2 m.

Full document details: IEC 61000-4-6 2013
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N connector

Side view details

IEC 2613/13

— 42 —
-
Metallic plane
(e.g. copper)
E 4 mm
o metal rod
=
—_——— e e = = N A
i 100 mm | I 100 mm |
< »>! < »>!
| I I I
Front view Side view
Figure A.3 — Dimension of a reference plane

LReference

Figure A.4 — Test jig

Clamp under test

Height / above the
ground plane

Reference ground plane

1

IEC 2614/13

1

Metal rod 4 mm
diameter

IEC 2615/13

Figure A.5 — Test jig with inserted clamp

A.2.2 Clamp characterization
A.2.2.1 Impedance
A.2.211 Measurement setup

The test jig as defined in A.2.1 shall be used for the impedance measurement. The clamp (i.e.
injection port) shall be terminated with a 50 Q load and placed into the test jig, see
Figure A.6. For impedance measurement the EM clamp is treated as a 2-port device which
can be characterized by its S-parameters S;4, S5, So¢4 and S,, measured in a 50 Q system
using a network analyzer. Prior to the measurement the network analyzer shall be normalized
at the cable ends (to be connected to the jig) using a standard Through-Open-Short-Matched
(TOSM) method with an appropriate calibration kit. The length between the cable end and the
clamp reference point shall be respected by a port offset of the vector network analyzer (VNA)

or by other means.

Full document details: IEC 61000-4-6 2013
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50 Q termination
VNA port 1 !

4_’| o] Injection connector
-
!
{ Srirnrarrri | '5 EM clamp

Reference ground plane

VNA port 2
Lg
P
f —— F I

IEC 2616/13

E
AE

Figure A.6 — Impedance / decoupling factor measurement setup

A.2.2.1.2 Transformation

The S-parameters obtained from the network analyzer measurement as described in A.2.2.1.1

are measured in a 50 Q system. However, the characteristic impedance Z;ef of the test jig is

typically different from 50 Q. It is determined by the height of the clamp opening above the
ground plane. Using ABCD transformation, a set of transformed parameters independent from
Z.of Can be obtained using the following equations:

NOTE All calculations are performed with complex numbers.

Z,=50Q (A1)
42 (L S1)(1=529) + 81255, (A.2)
AV
1+ 811+ 89)— 8158

5o (L+Su) 2522) 2521 5 (A.3)
21

o= L=81)(1=82) = 5158 | Z o (A.4)
287

p o =811+ 55) + 81555 (A.5)

2S21

Based on the ABCD parameters a set of S-parameters based on the characteristic impedance
Zrlef of the test jig can be calculated.

Z}ef =60 Qcosh‘l(%j , (A.6)

where
d: is the jig conductor diameter (defined to be 4 mm)
h: is the height of the centre of the jig conductor above the ground plane

B =Bl Zy (A7)
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C'=C-Zpes (A.8)

. A+B -C -D

S11 LS == (A.9)
A+B +C +D

5} = 214D -BC) (A.10)
A+B +C +D

Sy =— (A.11)
A+B +C +D

Sy = A8 -C +D (A.12)
A+B +C +D

A.2.21.3 Impedance calculation

The input impedance is given by

' 1+S1'1
Zin =Zref

(A.13)

-8,
Figure A.7 gives typical examples of the impedance curve for three different EM clamps.

EM clamp - |Z_EUT| (TOSM - ABCD transformation)
400

350

00—t o= — RN

o

I

il

~
— A== =T~ IRENACN

1\

1\
T
|
1

N

250

NN
N\ Y

N

7 Q)

200

NN
AN

150

4

100

50

0,1 1,0 10,0 100,0

Frequency (MHz)
IEC 2617/13

Figure A.7 — Typical examples for clamp impedance, 3 typical clamps

NOTE The impedance measured according to this procedure is valid for the case where the far end of the device
is terminated by Z .. This value may be different when using the clamp in immunity test setups due to the real AE
impedance.
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A.2.2.2 Decoupling factor between EUT and AE

The measurement setup and the transformation shall be applied as described in A.2.2.1.1 and
A.2.2.1.2. The decoupling factor is calculated by

a[dB] = 20|ogm(ABS(S'21)) (A.14)

Figure A.8 gives typical examples of the decoupling factor curve for three different EM
clamps.

EM clamp - decoupling factor (TOSM / ABCD transformation)

1)
]
]
]
]

]
]

+
Iy
/
/

///
/

|
(e}
‘.

P

(dB)
&

a

0,1 10 100 100.0
Frequency (MHz)
IEC 2618/13

Figure A.8 — Typical examples for decoupling factors, 3 typical clamps

A.2.2.3 Coupling factor

The coupling factor shall be measured in a 150 Q system according to the setup shown in
Figure A.10. The test jig as described in A.2.1 shall be used with the following modifications:
The height of the cylindrical rod shall be adjusted to be in the bottom position of the clamp
opening. Furthermore 150 Q to 50 Q adapters shall be inserted in the reference planes. Prior
to the measurement the setup shall be normalized by connecting the reference planes of the
jig back to back, see Figure A.9. The use of two 10 dB attenuators as shown in Figures A.9
and A.10 is recommended.

VNA port 1 VNA port 2
(S21) (S21)

<_L>|:|10dB I|1oog ] 100 © |1_' 10 dB l]

Reference ground plane

IEC 2619/13

Figure A.9 — Normalization setup for coupling factor measurement
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VNA port 1
(S21)

VNA port 2
(S21) La

—> S0Q
termination

100 ©Q I 50 Q

IEC 2620/13

Injection connector

EM clamp

EUT |
| 110dB [

mq 10 dB “1009

Reference ground plane

Figure A.10 — S, coupling factor measurement setup

Figure A.11 gives typical examples of the coupling factor curve for three different EM clamps.

EM clamp - coupling factor

5
B EuE
LT T TN
0
3 -5
8
D
£
=
3
Q
@)
-10
-15
0,1 1,0 10 100

Frequency (MHz) IEC 2621/13

Figure A.11 — Typical examples for coupling factor, 3 typical clamps

A.3 Decoupling clamp characterization

A.3.1 Impedance
A.3.11 Measurement setup

The test jig as defined in A.2.1 shall be used for the impedance measurement. The
decoupling clamp shall be placed into the test jig, see Figure A.12. For impedance
measurement the decoupling clamp is treated as a 2-port device which can be characterized
by its S-parameters S;4, S12, Spq and S,, measured in a 50 Q system using a network
analyzer. Prior to the measurement the network analyzer shall be normalized at the cable
ends (to be connected to the jig) using a standard TOSM method with an ngments
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calibration kit. The length between the cable end and the decoupling clamp reference point
shall be respected by a port offset of the network analyzer or by other means.

VNA port 1 !
La I
4—».

|
!
e Decoupling clamp under test

1F

__

VNA port 2

Reference ground plane

IEC 2622/13

Figure A.12 — Decoupling clamp characterization measurement setup

A.3.1.2 Impedance calculation

The transformation as described in A.2.2.1.2 shall be applied. The input impedance is given

by
C 148y
Zin = Zref ' (A.15)
-5
|Z] (TOSM - ABCD transformation, delay)
2 000
1800
1600 =
/ N
A \
1400 7 2
/
. 1200 -
& s \
N 1000 ;
/ AN
800 ///‘ ______ ‘—‘-/4——_________‘ N
600 e o 1=~ 1=
400 1= —— IS
200 — —=r T
0
0,1 1,0 10,0 100,0
Frequency (MHz)
— ——Decoupling clamp -—-—-CMAD

IEC 2623/13

Figure A.13 — Typical examples for the decoupling clamp impedance

NOTE The impedance measured according to this procedure is valid for the case where the far end of the device

is terminated by Z
impedance.

ref*

A.3.2 Decoupling factor

This value may be different when using the clamp in immunity test setups due to the real AE

The measurement setup and the transformation shall be applied as described in A.3.1.1 and

A.2.2.1.2. The decoupling factor is calculated by
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a[dB] = 20l0g,(485(s3, ) (A.16)

NOTE The common mode absorption device (CMAD) (CISPR 16-1-4) is designed for good decoupling between
30 MHz and 200 MHz and might therefore be less suitable for the lower frequency range indicated in this part of

IEC 61000.
Decoupling factor (TOSM / ABCD transformation, delay)
0 Oun [ M i e B N
-5 "~ < = = ~
10 S E
Te e~ . ~
—_ N ~ \\
m ~
2 -15 N
AN
N
N
\|
-20 \\
\
A\
-25 N
-30
0,1 1,0 10,0 100,0
Frequency (MHz)
— —— Decoupling clamp ---CMAD
IEC 2624/13
Figure A.14 — Typical examples for decoupling factors
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